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Welcome to...

Spears® SUPER SOURCEBOOK List Price Catalog - a comprehensive listing of all Spears® Plastic Fittings, Valves, Pipe & Cement catalogued
product for all you plastic piping needs. This catalog groups common categories of product and related accessories for convenient use and versatil-
ity in finding the products you need. As a result, certain products may appear in multiple categories. For example, various PVC Valves grouped
with Schedule 80 PVC Fittings, CPVC Valves grouped with Schedule 80 CPVC Fittings, and both PVC and CPVC Valves being separately listed
under Thermoplastic Valves. Take a few minutes to peruse the Table of Content for an over view of organization and content.

Convenient “Tab Locator” page lets you quickly thumb to each category matching shaded tabs in the outer margin of each page.

Spears® Part Number Index allows quick page number location for Spears® standard catalogued parts. Simply look up known part number in
the numerical index to find designated page on which the part can be found. Please note, certain special and custom parts are not catalogued.

Applicable Discounts are available to Spears® qualified stocking wholesale distributors. Products are sold only through authorized distributors.
The following Pages IIl and IV provides applicable Discount Codes in numerical order for product included in this catalog. A blank space is provided
after each for recording applicable discounts. Contact your servicing Spears® Regional Distribution Center for applicable discounts.

Spears® On-line Catalog is updated daily and can be accessed to verify pricing and check for any changes or adjustments that may occur between
catalog publications, see new product announcements, obtain installation data and review a host of technical information on Spears® product lines.
Spears® On-line Catalog can be downloaded to your personal computer for added convenience. Visit our website at:

www.spearsmfg.com

All Products in this Catalog are Made by Spears® Manufacturing Company in the U.S.A.

Additional Spears® Service Features

9 Regional Distribution Centers for Inmediate Shipment Product Seminars
In by Noon - Out Same Day * Highest Complete Shipping Percentage  Conveniently Arranged for Distributors ¢ Contractors « Engineers
+ Customized Inventory and Shipping for Specific Customer Needs

Specification Aids
Customer-Friendly Freight Policies Product Data Sheets ¢ Engineering Specifications ¢ Dimensional Data
No Broken Box Charge « Low Freight Charge on Total Invoice ¢
Combine Products for Optimum Prepaid Freight Levels Piping System Layout Software

Autocad Program for System Layout and Product Selection
EDI Service (Electronic Data Interchange)

Automated Order Transmission ¢ Advanced Shipping Notice ¢ Individual Barcoded Fittings and Valves

Electronic Invoicing Including Box and Pallet Labeling for Rapid Electronic Inventory Control
VMI Service (Vendor Managed Inventory) Private Labeling/Packaging/Barcoding

Automated Direct Computer Inventory Replenish System For Qualified, Volume Resellers & O.E.M.’s

In-House Technical Service Department E-Commerce Internet Access

Professional Problem Solving Assistance for Product Use Convenient Order and Account Management To Registered Customers

and Application

Spears® Regional Distribution Centers

SPEARS® MANUFACTURING COMPANY « CORPORATE OFFICE
15853 Olden St., Sylmar, CA 91342 « PO Box 9203, Sylmar, CA 91392
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Understanding Column Header & Configuration Information
A variety of Column Header layouts are used to list product part numbers, options, discount codes, and list price. The following are the most
typical used:

Typical Fitting Column Header label identifies the following product particulars:

Part Number The number used to order the part.

Size Nominal diameter of pipe with which the fitting is to be used. NOTE: Fittings may be same size (only one size
designation) or reducing (multiple sizes designated).

Standard Pack (Std Pk) The quantity of parts packaged in an individual box or bag.

Master Carton (Mstr Ctn) The total quantity of parts contained in individual boxes or bags which are packaged together.

Discount Code (Disc Code) Identification code for applicable discount to the list price of the product. NOTE: This is a Product Group code and
is not a calculation of discount. Discount codes are not the same for all products contained in this price schedule.

Price Each The designated list price of the product.

Fitting Configuration Drawings are accompanied by the product’s name and an abbreviated configuration description of the fitting outlet connec-
tions. Line drawing illustrations are general representations of the fittings in the group, but may not be an exact depiction of all configurations listed.
Line drawings are correlated to the configuration description. The drawing is read left to right for Elbow and Adapter configurations. Tees have an
additional outlet branch and are read left to right (run) then top (branch). Drawings for Wyes and Crosses are read top to bottom then left to right
and bushings drawings are read as outside x inside configuration. The configuration description also correlates to the size designation. As with the
nominal size designations, only one description is given when all outlets are the same. Reducing sizes list run configuration x branch configuration.

Example
Std Mstr Disc Price
Part Number Size Pk Ctn Code Each
‘ri’ In this example, outlet
description is “Soc x Fipt”
which indicates:
Product Name —————Tee 1. Socket x
Abbreviated ————————Soc x Fipt 1— —2 2. Socket x
Configuration Description 3. Female Iron Pipe Thread
402-003 3/8 50 200 040 .97
402-005 12 50 300 040 1.01
402-007 3/4 50 0 040 1.58

Typical Valve Column Header label identifies the following product particulars. Headers are generally preceded by identification of material type
and configuration descriptions. Again, variations exist according to product type and configurations.

Size The nominal diameter of the pipe with which the valve is to be used.
Seal Type Designated elastomer seal (O-ring, Seat, Diaphragm, etc.)
(i.e., EPDM, Viton®) NOTE: Part Number and List Price are typically specified under the seal type columns.

Certain products may have other column header designations under which part number and pricing are speci-
fied in a similar manner.

Standard Pack (Std Pk) The quantity of parts packaged in an individual box or bag.
Master Pack (Mstr Pk) The total quantity of parts contained in a single packaging of multiple Standard Packs.
Discount Code (Disc Code) Identification code for applicable discount to the list price of the product. NOTE: This is a Product Group code and

is not a calculation of discount. Discount codes are not the same for all products contained in this price schedule.
Valve lllustrations may be as photos or line drawings. lllustrations are general representations of the valve or product specified, but may not
depict all configurations listed.

Typical Presentation Photo
Product Type

Example (Page Heading)

( True Union 2000 Industrial Ball Valves

Material ——PVC Industrial
Size EPDM Viton® %E 'ﬁ" gc')‘:’fe Sacket Style
Pressure Rating @ 73°F (23°C) Water
End __gsocket Ends I ; Part Number 9@ 73 (23°C) _
Connector 1829-005 1829-005 ol 2o s
1” . . 1] 18 | 101 6"-8" 150 psi
RXXX XXX Technical __| Flanged 150 psi
pri T Data Maximum Service Temperature
rice PVC=140°F (60°C)
- . CPVC=200°F (93°C)
Viton® is a Registered Trademark of DuPont Dow Elastomers

Page IlI Temperature/Pressure De-ratings Apply
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Schedule 40 Fittings & Accessories
Spears® Low VOC Solvent Cements & Primers

Essential solvent cements developed for contractors' essential needs in joining PVC, CPVC and ABS pipe and fittings.

o User Friendly with reduced fumes and odor for well-being of pipe installers.

o NSFo Certified & Listed for use in piping applications such as potable water, turf, irrigation, pool & spa, industrial, plumbing, DWV, and/or sewer,
plus special applications including fire protection, chemical waste, and ultra-pure water.

® Meets ASTM Standards for solvent cements and primers used for plastic pipe installation.

e Environmentally friendly. LEED® Compliant (Leadership in Energy and Environmental Design). Credit can be gained through the use of Spears®
Low VOC products. This program, developed by the US Green Building Council, uses SCAQMD Rule 1168 as a benchmark to qualify one credit
toward LEED® certification for green building.

] SPEhHS. -

Low VOC PVC Cements

Regular, Medium, heavy and extra heavy bodied cements are specifically formulated for PVC pipe in virtually every schedule and in sizes with interference

fit to 30" diameter.

® Low VOC emissions comply with SCAQMD Rule 1168/316A

® 3-Year Shelf Life

PVC-00 CLEAR: Regular bodied, fast setting PVC
cement for all classes and schedules (except Schedule
80) with interference fit through 4". Excellent for
plumbing, DWV, irrigation, electrical conduit, pool &
spa and PVC foam core pipe. Listings: ASTM D2564,
NSFe-PW, DWV, SW, U.P. Code.

PVC-00 Clear Regular Body PVC Cement

PVC-05 CLEAR: Medium bodied, fast setting, PVC
cement for all classes and schedules with interference
fit through 6" diameter and Schedule 80 through 4"
diameter in industrial, plumbing, DWV, irrigation,
electrical conduit, pool & spa and PVC foam core pipe.
Can be used without primer on non-pressure systems
if local code permits. Listings: ASTM D2564, NSFe-
PW, DWV, SW, U.P. Code.

PVC-05 Clear Medium Body PVC Cement

PVC-02 CLEAR: Regular bodied, fast setting PVC
cement for all classes and schedules (except Schedule
80) with interference fit through 4" diameter. Goes on
clear, dries clearest and is slightly thicker than PVC-
00. Excellent for plumbing, DWV, irrigation, electrical
conduit, pool & spa and PVC foam core pipe. Listings:
ASTM D2564, NSFe-PW, DWV, SW, U.P. Code.

PVC-02 Clear Regular Body PVC Cement

strength PVC cement. It is suitable for use on rigid
PVC with interference fit Schedule 40 thru 6" and
Schedule 80 thru 4". Can be used without primer on
PVC Schedule 40 and SDR pressure water piping
systems through 4" if local code permits. Do not use
PVC-21 without primer in any other application,
schedule, or size such as Schedule 80 industrial
applications. Listings: ASTM D2564, NSFe-PW, DWV,
SW, U.P. Code.

. Mstr | Di Price . Mstr | Di Price
Part Number Size ?,ts Cfrt1 c of;; Each Part Number Size ?,ts C?r: c OZ% Each
PVC00C-005 1/4 Pint 24 | 0 | 705 5.85 PVC05C-005 1/4 Pint 24 | 0 | 705 6.60
PVC00C-010 1/2 Pint 24 | 0 | 705 8.50 PVC05C-010 1/2 Pint 24 | 0 | 705 9.55
PVC00C-020 Pint 12 | 0 | 705 13.10 PVC05C-020 Pint 12 | 0 | 705 16.75
PVC00C-030 Quart 12 | 0 | 705 22.10 PVC05C-030 Quart 12 | 0 | 705 26.65
PVC00C-040 Gallon 6 0 | 705 71.75| |PVCO05C-040 Gallon 6 0 | 705 90.80

PVC-21 BLUE: Medium bodied, fast setting, high

Dot Number Size Sptlg hcll:?r:r g;(; 2222 PVC-21 Blue Medium Body PVC Cement _ .

. Std | Mstr | Disc Price

PVC02C-005 1/4 Pint 24 | 0 | 705 6.50| |PartNumber Size Pk | Ctn |Code Each
PVC02C-010 1/2 Pint 24 | 0 | 705 9.45| [PVC21B-005 1/4 Pint 24 | 0 | 705 7.05
PVC02C-020 Pint 12| 0 | 705 14.55| [PVC21B-010 1/2 Pint 24 | 0 | 705 11.60
PVC02C-030 Quart 12 [ o [705 24.55| [PVC21B-020 Pint 12 | 0 | 705 19.85
PVC02C-040 Gallon 6 | 0 | 705 79.65| |[PVC21B-030 Quart 12 | 0 | 705 33.35
PVC21B-040 Gallon 6 | 0 | 705 114.65

Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 1
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Schedule 40 Fittings & Accessories
PVC Low VOC Cements

PVC-25 AQUA BLUE WET-N-DRY: Medium bodied,
very fast setting PVC cement for all classes and
schedules with interference fit through 6" diameter and
Schedule 80 through 4" diameter. Formulated for wet
conditions and quick pressurization. Designed for
irrigation, plumbing, and pool & spa applications. Can
be used without primer on non-pressure systems if
local code permits. Listings: ASTM D2564, NSFe-PW,
DWV, SW, U.P. Code.

PVC-25 Aqua Blue Wet-N-Dry Medium body PVC

PVC-95 CLEAR/BLUE Flexible: Medium bodied, fast
setting PVC cement specially formulated for use on
flex-to-flex and flex-to-rigid PVC connections with
interference fit through 6" and Schedule 80 through 3".
Maintains high-strength, flexible joints. Listings: ASTM
D2564, NSFe-PW, DWV, SW, U.P. Code.

PVC-95 Clear Medium Body Flexible PVC Cement

. Std | Mstr | Disc Price
Cement : o= Part Number Size Pk | Ctn | Code Each
Part Number Size | Matr| Disc. Enoe| [PVC95C-005 1/4 Pint 24| 0 | 705 8.00
PVC25B-005 114 Pint 24 | 0 | 705 7.05 |[PVC95C-010 1/2 Pint 241 0 (7051 11.90
: PVC95C-020 Pint 12 | 0 | 705 20.35
PVC25B-010 1/2 Pint 24 | 0 [ 705 11.45
- PVC95C-030 Quart 12 | 0 | 705 34.35
PVC25B-020 Pint 12 | 0 | 705 19.50) | 5vEsec 00 Gall e T o 708 18 62
PVC25B-030 Quart 12 | 0 | 705 32.65 - - aflon : :
PVC25B-040 Gallon 6 | 0 |705| 11260] PVC-95Blue Medium Body Flexible PVC Cement
. Std | Mstr | Disc Price
PVC-27 CLEAR COLD-N-HOT: Medium bodied, very Part Number Size Pk | Ctn |Code Each
fast setting, PVC cement for all classes and schedules PVC95B-040 Gallon 6 0 | 705 118.85
with interference fit through 6" diameter, Schedule 80 PVC95B-030 Quart 12 0 | 705 34.25

through 4" diameter. Formulated for -15°F to 110°F (-
26°C to 43°C) weather conditions. Designed for
industrial, plumbing, irrigation, pool & spa, electrical
conduit and PVC foam core pipe. Can be used without
primer on non-pressure systems if local code permits.
Listings: ASTM D2564, NSFe-PW, DWV, SW, U.P.
Code.

PVC-27 Clear Cold-N-Hot Medium Body PVC Cement

Part Number Size ?,tlf '\ézt]r g ;‘; Eggﬁ
PVC27C-040 Gallon 6 0 | 705 118.85
PVC27C-020 Pint 12 | 0 | 705 20.35
PVC27C-030 Quart 12 | 0 | 705 34.25

PVC-50 HOT BLUE: Medium bodied, very fast setting,
high strength PVC cement. Can be used on PVC with
interference fit for Schedule 40 thru 6" and Schedule
80 thru 4". Hot Blue premium all-weather formulation is
excellent for use in challenging conditions including
wet, damp or cold temperatures in irrigation, plumbing
DWV, pool & spa, and non-pressure applications.
PVC-50 may be used without primer on Schedule 40
pipe and fittings if local code permits. Listings: ASTM
D2564, NSFe-PW, DWV, SW, U.P. Code.

PVC-11 GRAY: Heavy bodied, medium setting PVC
cement for all classes and schedules with interference
fit through 12" diameter. Medium set allows more
working time in warm weather and has good gap filling
properties. Listings: ASTM D2564, NSFe-PW, DWV,
SW, U.P. Code, CSA B137.3, B181.2.

PVC-11 Gray Heavy Body PVC Cement

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each
PVC11G-010 1/2 Pint 24 | 0 | 706 15.60
PVC11G-020 Pint 12 | 0 [ 706 20.80
PVC11G-030 Quart 12 | 0 | 706 35.00
PVC11G-040 Gallon 6 0 | 706 118.35

PVC-17 CLEAR/GRAY: Heavy bodied, medium
setting PVC cement for all classes and schedules with
interference fit through 12" diameter (non-pressure
applications only up to 18"). Medium set allows more
working time in warm weather and has good gap filling
properties. Designed for plumbing, industrial, pool,
irrigation and electrical piping systems. Listings: ASTM

PVC-50 HOT BLUE Medium Body PVC Cement (D:éisgi g‘f'g@BFi‘éVl zDYéV SWvl L)J-P-COde (Clear/Gray);
. Std | Mstr | Disc Price -5, blol.z (bray only).
Part Number Size Pk | cin | Code Each
PVC50B-005 1/4 Pint 24 | 0 | 705 6.35] PVC-17 Gray Heavy Body PVC Cement
PVC50B-010 1/2 Pint 24 [ 0 [705 10.45 . Std | Mstr | Disc Price
Part Numb, S
PVC50B-020 Pint 12| 0 | 705 17.90| | o umoer e Pk | Ctn |Code|  Each
PVC50B-030 Quart 12| o | 705 30.05| |PVC17G-010 1/2 Pint 24 | 0 | 706 11.70
PVC50B-040 Gallon 6 | 0 |705 103.30| [PVC17G-020 Pint 12 | 0 | 706 20.55
PVC17G-030 Quart 12 | o | 706 34.70
PVC17G-040 Gallon 6 | 0 [706 116.90
PVC-17 Clear Heavy Body PVC Cement
. Std | Mstr | Disc Price
Part Number Size Pk | Cin | Code Each
PVC17C-010 1/2 Pint 24 | 0 | 706 11.70
PVC17C-020 Pint 12 | o | 706 20.55
PVC17C-030 Quart 12 | o | 706 34.70
PVC17C-040 Gallon 6 | 0 |706 116.90
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Schedule 40 Fittings & Accessories
PVC Low VOC Cements

] SPEnHS. -

PVC-19 WHITE/GRAY: Extra heavy bodied, slow
setting PVC cement for all classes and schedules with
interference fit through 30" diameter. Designed for
large size piping systems requiring high gap filling
properties such as industrial piping and fitting
fabrication in pressure and non-pressure applications.
Listings: ASTM D2564, NSFe-PW, DWV, SW, U.P.

Code, CSA (Gray Only) B137.3, B181.2.

PVC-19 White Extra-Heavy Body PVC Cement

Part Number Size %,ts Igrt]r ('E’cl;sz Eggﬁ
PVC19W-020 Pint 12 | 0 | 706 31.43
PVC19W-030 Quart 12 | 0 | 706 41.90
PVC19W-040 Gallon 4 0 | 706 138.15
PVC19W-050 5 Gallon 1 0 | 706 597.25

PVC-19 Gray Extra-Heavy Body PVC Cement

. Std | Mstr | Disc Price
Part Number Size Pk | ctn |Code Each
PVC19G-020 Pint 12 | 0 | 706 31.43
PVC19G-030 Quart 12 | 0 | 706 41.90
PVC19G-040 Gallon 4 0 | 706 138.15
PVC19G-050 5 Gallon 1 0 | 706 597.25

Made in the U.S.A.
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Low VOC Solvent Primers & Cleaners

Schedule 40 Fittings & Accessories
- SPEAHS' [ ;) ]

Primers are used for the surface preparation of plastic pipe and fittings, which is necessary for the proper solvent welding of these materials. Cleaner aids
in pre-cleaning to remove oil and grease.

® All Spears® Primers and Cleaners are low VOC products, which are environmentally friendly with lower emissions and reduced odor, surpassing
the most stringent regulations and comply with SCAQMD Rule 1168/316A.

® Spears® Primers are certified for use with potable water by NSFe International.

® 3-Year Shelf Life

PRIMER-68 PURPLE/CLEAR: Essential for proper
softening and preparation of PVC and CPVC pipe and
fitting surfaces. Choose from Clear or Purple color
which provides positive identification that a primer was & PRIMERSS
used (check local code requirements). Listings: ASTM § S
F656, NSFe-PW, DWV, SW, U.P. Code (Purple Only).

PRIMER 70
PuRPLE PRIMER @

PRIMER-68 Clear Primer PRIMER-70 Purple Industrial Strength Primer
- : . i Pri

Part Number Size ?Dtlf '\éfr:r (E,);i(; Eggﬁ Part Number Size %I? '\CA:?rt\r 8;1(; Eagﬁ
PRIMGEC-005 174 Pint 2 o0 709 650 |PRIM70P-005 1/4 Pint 24 | 0 | 709 7.05
PRIM68C-010 1/2 Pint 2 T 0 709 880 |PRIM70P-010 1/2 Pint 24 | 0 | 709 9.60
PRIM68C-020 Pint 12 0 709 16.30 PRIM70P-020 Pint 12 0 709 19.20
PRIMGEC-030 Quart 120 T709 2720| |PRIM70P-030 Quart 12 | 0 | 709 31.10
PRIM68C-040 Gallon s o 700 8200 |PRIM70P-040 Gallon 6 | 0 | 709 102.20

CLEANER-65 CLEAR CLEANER: Water-thin cleaner
recommended for use before priming of pipe and
fittings to remove dirt, oil and grease from the bonding
surfaces of PVC, CPVC, ABS and Styrene.

[SEEER S
PRIMER 68
PURPLE PRIMER

PRIMER-68 Purple Primer CLEANER-65 Clear Cleaner
. td | Mstr | Di Price . td | Mstr | Di Price

Part Number Size SPlS C?n Co?j% Each Part Number Size %E C?n Co?j(; Each

PRIM68P-005 1/4 Pint 24 | 0 | 709 6.50| |[CLEAN65-005 1/4 Pint 24 | 0 | 709 5.20

PRIM68P-010 1/2 Pint 24 | 0 | 709 8.80| [CLEAN65-010 1/2 Pint 24 | 0 | 709 7.75
PRIM68P-020 Pint 12 | 0 | 709 16.30| |CLEANG65-020 Pint 12 | 0 | 709 13.45
PRIM68P-030 Quart 12 [ 0 | 709 27.20| |CLEAN65-030 Quart 12 [ 0 | 709 19.75
PRIM68P-040 Gallon 6 0 | 709 82.00/ |CLEAN65-040 Gallon 6 0 | 709 63.25
PRIMER-70 INDUSTRIAL GRADE PURPLE/CLEAR:

Premium, industrial strength primer essential for proper

softening and preparation of PVC and CPVC pipe and

fitting surfaces. Specially recommended for use on

Schedule 80 (150 psi and higher) and large size pipe.

Excellent for cold weather applications. Listings: ASTM

F656, NSFe-PW, DWV, SW, U.P. Code (Purple Only).

PRIMER-70 Clear Industrial Strength Primer

. i Price

Part Number Size S';ts ’\é?rt]r go'z(; Each

PRIM70C-005 1/4 Pint 24 | 0 | 709 7.05

PRIM70C-010 1/2 Pint 24 | 0 | 709 9.60

PRIM70C-020 Pint 12 | 0 | 709 19.20

PRIM70C-030 Quart 12 | 0 | 709 31.10

PRIM70C-040 Gallon 6 0 | 709 102.20
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[ Schedule 40 Fittings & Accessories 'SFEAES -
PVC Schedule 40 Fittings '

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Tee (continued)
Tee Fipt
Soc 405-025! | 2-1/2 [ 5 ] 0 [o40] 40.79
201-003 o =0 T 200 T 040 536 Qutlet sized with Bushing
401-005 112 50 | 300 | 040 76
401-007 304 50 | 0 | 040 57| Street Tee %
401-010 1 50 | 0 | 040 763 SPigxSocxSoc
381:812 H ;‘; 22 g g:g gfg 444-005 112 25 | 200 | 040 3.93
201-020 2 25 0 040 4'51 444-007 3/4 15 | 120 | 040 5.24
401-025 2112 10 | 0 | 040 14.89 222'812 ] : 7 12 g g:g 18';;
401-030 3 10 | 0 | o040 19.56 . . -
o0 = oo T om0 35ag| 444-015 1112 70 | 0 | 040 15.04
51050 5 et Tom Soag| 444-020 2 70 | 0 | 040 26.16
401-060 6 2 | 0 | 040 119.10 , —
401-080 8 2 | 0 |os0| 27622 Reducing Tee
401-100 10 1| 0 | o041 915.24| Soc
401-100F 10 1| 0 |o047 | 677.22
401120 12 T 0 Toa1 | 135232 |401-053 3/8X1/2 50 | 0 | 040 2.09
T = T o Toar [ o223 |401-074 112X3/4 50 | 0 | 040 1.62
401-140F 14 1| 0 [o047 | 148593 401075 1i2x1 S0 | 0 | 040 3.01
101-160F 5 T 1o Toa7 [ 215005 |201-094 3/4X1/2X112 50 | 0 | 040 1.47
T 15 T T o To& [ 261280 401095 3/4X1/2X3/4 50 | 0 | 040 1.47
T T 1o Tos7 [ 3i8az0| [|401-101 3/4X1/2 50 | 0 | 040 1.01
o o o Toa7 [ 432832 |D401-101 3/4X1/2 50 | 0 | 040 1.40
401-102 314x1 50 | 0 | 040 2.89
401-122 1X1/2X1 50 | 0 | 040 2.89
Tee 401-124 1X3/4X1/2 50 | 0 | 040 2.89
Soc x Fipt 401-125 1X3/4X314 50 | 0 | 040 2.89
- — it oo [on o
402-005 172 50 | 300 | 040 1.011 15401-130 1X1/2 50 | 0 | 040 2.81
402-007 3/4 50 ] 0 |040 1561 1451-131 1X3/4 50 | 0 | 040 1.88
402-010 1 501 0 |040 2.89| 1201132 1X1-1/4 25 | 0 | 040 3.87
402-012 1-1/4 251 0 |040 4611 1201133 X172 25 | 0 | 040 5.00
402-015 14112 25 | 0 | 040 59| 401134 X2 o= T o om0 >0
402-020 2 101 0 |040 7601 201-156 1-/4X1X1/2 | 25 | 0 | 040 3.94
402-025 2112 101 0 |040 23101 1301-157 1-1/4X1X3/4 | 25 | 0 | 040 3.94
402-030 3 101 0 1040 2944 7401158 1-1/4X1XA 25 | 0 | 040 3.94
402-040 4 6 | 0 |040 45.00 :
401-166 1-1/4X1/2 25 | 0 | 040 2.80
D401-166 1-1/4X1/2 25 | 0 | 040 2.80
Tee 401-167 1-1/4X3/4 25 [ 0 | 040 2.80
Soc x Mipt 201-168 1-1/4X1 25 | 0 | 040 2.80
401-169 1-1/4X1-112 25 | 0 | 040 5.12
[402B-010 | 1 [ 50 [ o [o40] 3.29] [401-170 1-1/4X2 25 | 0 | 040 7.02
401-199 1-1/2X1-1/4X1/2 25 0 040 4.91
Tee 401-201 1-112X1-1/4X3/4 25 0 040 4.91
Soc x Fipt x Soc 401-202 11/2X1-1/4X1__ | 25 | 0 | 040 4.91
401-209 1-1/2X112 25 | 0 | 040 4.91
[403-007 [ 3/4 [50 [ 0 [o40] 1.71] [D401-209 1-1/2X1/2 25 | 0 | 040 5.04
401-210 1-1/2X3/4 25 | 0 | 040 4.91
Specia' Reinforced Tee 401-211 1-1/2X1 25 0 | 040 4.91
Soc x SR Fipt - Stainless Steel Collar 401-212 1-1/2X1-1/4 25 | 0 | 040 4.91
401-213 1-1/2X2 25 | 0 | 040 7.02
402-005SR 1/2 25 | 200 | 046 7.66| [401-214 1-1/2X2-1/2 25 | 0 | 040 15.47
402-012SR 1-1/4 25 | 0 | 046 15.06| [401-233 2X1X2 10 | 0 [040 7.02
401-238 2X1-1/2X3/4 10 | 0 | 040 7.02
Tee 401-239 2X1-1/2X1 10 | 0 | 040 7.02
Fint 401-241 2X1-1/2X1-1/2 | 10 | 0 | 040 7.02
P 401-247 2X1/2 10 | 0 | 040 4.83
401-254' 2X4 6 | 0 | 040 64.29
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 5
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- 'SPEAHS Schedule 40 Fittings & Accessories
' PVC Schedule 40 Fittings

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coﬁ!% Each Part Number Size ?DI? C?n Cosé?e Each
Reducing Tee (continued) Reducing Tee (continued)
Soc Soc
401-287 2-1/2X1/2 10 | 0 | 040 14.85| |401-661F 12X2 1 0 | 047 696.06
401-288 2-1/2X3/4 10 | 0 | 040 14.85| [401-662F 12X2-1/2 1 0 | 047 734.43
401-289 2-1/2X1 10 | 0 | 040 14.85| [401-663F 12X3 1 0 | 047 749.77
401-290 2-1/2X1-1/4 10 | 0 | 040 14.85| |401-664" 12X4 1 0 | 041 1283.82
401-291 2-1/2X1-1/2 10 | 0 | 040 14.85| |401-664F 12X4 1 0 | 047 795.40
401-292 2-1/2X2 10 | 0 | 040 14.85| [401-665F 12X5 1 0 | 047 943.46
401-293" 2-1/2X3 10 | 0 | 040 33.18| |401-666' 12X6 1 0 | 041 1283.82
401-294" 2-1/2X4 6 0 | 040 64.29| |401-666F 12X6 1 0 | 047 846.06
401-333 3X1/2 10 | 0 | 040 21.28| |401-668 12X8 1 0 | 041 1133.22
401-334 3X3/4 10 | 0 | 040 21.28| |401-668F 12X8 1 0 | 047 942.33
401-335 3X1 10 | 0 | 040 21.28| |401-670' 12X10 1 0 | 041 1765.76
401-336 3X1-1/4 10 | 0 | 040 21.28| |401-670F 12X10 1 0 | 047 1047.06
401-337 3X1-1/2 10 | 0 | 040 21.28| |401-674F 12X14 1 0 | 047 1979.04
401-338 3X2 6 0 | 040 21.24 401-676F 12X16 1 0 | 047 2389.70
401-339 3X2-1/2 6 0 | 040 26.57| |401-678F 12X18 1 0 | 047 424418
401-342 3X4 6 0 | 040 36.56| |401-691F 14X2 1 0 | 047 872.19
401-344" 3X6 4 0 | 040 190.59| |401-693F 14X3 1 0 | 047 950.21
401-415" 4X1/2 6 0 | 040 36.76| |401-694F 14X4 1 0 | 047 1010.53
401-416 4X3/4 6 0 | 040 35.39| |401-695F 14X5 1 0 | 047 1054.62
401-417 4X1 6 0 | 040 35.39| |401-696F 14X6 1 0 | 047 1070.85
401-418 4X1-1/4 10 | 0 | 040 35.39| |401-698F 14X8 1 0 | 047 1128.52
401-419 4X1-1/2 10 | 0 | 040 35.39| |401-700F 14X10 1 0 | 047 1320.80
401-420 4X2 10 | 0 | 040 35.39| |401-702F 14X12 1 0 | 047 1500.28
401-421" 4X2-1/2 6 0 | 040 41.01 401-706F 14X16 1 0 | 047 2899.14
401-422 4X3 6 0 | 040 35.39| |401-751F 16X2 1 0 | 047 969.11
401-426" 4X6 4 0 | 040 190.59| |401-753F 16X3 1 0 | 047 1022.11
401-428" 4X8 2 0 | 040 526.05| |401-754F 16X4 1 0 | 047 1083.95
401-486" 5X2 5 0 | 040 82.97| |401-756F 16X6 1 0 | 047 1155.86
401-487" 5X2-1/2 4 0 | 040 91.29| |401-758F 16X8 1 0 | 047 1270.45
401-488 5X3 4 0 | 040 82.97| |401-760F 16X10 1 0 | 047 1384.91
401-490 5X4 3 0 | 040 82.97| |401-762F 16X12 1 0 | 047 1613.40
401-492" 5X6 4 0 | 040 194.63| |401-764F 16X14 1 0 | 047 1928.93
401-494" 5X8 1 2 | 040 669.62 401-768F 16X18 1 0 | 047 4318.09
401-526'" 6X1-1/4 4 0 | 040 121.82 401-781F 18X2 1 0 | 047 1076.99
401-5271 6X1-1/2 5 0 | 040 121.82 401-783F 18X3 1 0 | 047 1104.71
401-528 6X2 3 0 | 040 119.10 401-784F 18X4 1 0 | 047 1117.35
401-529' 6X2-1/2 5 0 | 040 128.14 401-786F 18X6 1 0 | 047 1281.38
401-530 6X3 5 0 | 040 119.10 401-788F 18X8 1 0 | 047 1405.98
401-532 6X4 2 0 | 040 119.10 401-790F 18X10 1 0 | 047 1671.31
401-533" 6X5 4 0 | 040 158.09| |401-792F 18X12 1 0 | 047 1733.10
401-535" 6X8 2 0 | 040 526.05| |401-794F 18X14 1 0 | 047 2285.83
401-5371 6X10 1 0 | 041 1510.48| |401-796F 18X16 1 0 | 047 2624.03
401-578!" 8X2 2 0 | 040 288.46| |401-811F 20X2 1 0 | 047 1363.43
401-579" 8X2-1/2 4 0 | 040 288.46| |401-813F 20X3 1 0 | 047 1389.46
401-580 8X3 4 0 | 040 276.22 401-814F 20X4 1 0 | 047 1410.46
401-582 8X4 2 0 | 040 276.22 401-816F 20X6 1 0 | 047 1432.82
401-583" 8X5 2 0 | 040 318.40 401-818F 20X8 1 0 | 047 1490.04
401-585 8X6 2 0 | 040 276.22 401-820F 20X10 1 0 | 047 1846.05
401-589" 8X10 1 0 | 041 1510.48| |401-822F 20X12 1 0 | 047 2009.70
401-621" 10X2 1 0 | 041 820.18| |401-824F 20X14 1 0 | 047 2539.82
401-621F 10X2 1 0 | 047 538.30| |401-826F 20X16 1 0 | 047 2998.22
401-622F 10X2-1/2 1 2 | 047 568.03| |401-828F 20X18 1 0 | 047 3332.39
401-623" 10X3 1 0 | 041 820.18| |401-901F 24X2 1 0 | 047 2253.59
401-623F 10X3 1 0 | 047 577.38| |401-903F 24X3 1 0 | 047 2344.52
401-624" 10X4 1 0 | 041 820.18| |401-904F 24X4 1 0 | 047 2805.67
401-624F 10X4 1 0 | 047 598.12 401-906F 24X6 1 0 | 047 2881.89
401-625" 10X5 1 0 | 041 820.18| |401-908F 24X8 1 0 | 047 3009.40
401-625F 10X5 1 0 | 047 701.74| |401-910F 24X10 1 0 | 047 3075.39
401-626 10X6 1 0 | 041 784.34 401-912F 24X12 1 0 | 047 3162.51
401-626F 10X6 1 0 | 047 676.39| |401-914F 24X14 1 0 | 047 3395.10
401-628" 10X8 1 0 | 041 1004.21 401-916F 24X16 1 0 | 047 3566.96
401-628F 10X8 1 0 | 047 758.84| |401-918F 24X18 1 0 | 047 3897.78
401-632" 10X12 1 0 | 041 1671.48( |401-920F 24X20 1 0 | 047 4186.10
401-634F 10X14 1 0 | 047 1714.47 *Outlet sized with Bushing
401-636F 10X16 1 0 | 047 2135.01
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Schedule 40 Fittings & Accessories

PVC Schedule 40 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Reducing Tee 1T | Reducing Tee L
Soc x Fipt Soc x Fipt x Soc | [
402-071 1/2X1/8 50 | 300 | 040 2.17| [403-095 [ 3/ax1/2x3/4 [ 50 | 0 [ o040 | 4.09|
402-072 1/2X1/4 50 | 200 | 040 217
402054 stz a0 |0 (oo 1oz oPecial Reinforced Reducing Tee
702095 3AX12XGI4 =0 o Toao 152 Soc x SR Fipt - Stainless Steel Collar
402-101 3/4X1/2 50 | 0 | 040 1.34| [402-072SR 1/2X1/4 25 [ 150 [ 046 7.66
402-124 1X3/4X1/2 50 | 0 | 040 2.89| [402-098SR 3/4X1/4 25 [ 100 | 046 9.95
402-125 1X3/4X3/4 50 | 0 | 040 2.89| [402-101SR 3/4X1/2 50 | 0 | o046 9.95
402-130 1X1/2 50 | 0 | 040 2.02| [402-166SR 1-1/4X1/2 15 | 0 | 046 16.64
402-131 1X3/4 50 | 0 | 040 2.89| [402-168SR 1-1/4X1 10 | 0 | 046 16.98
402-156 1-1/4X1X1/2 25 | 0 | 040 4.61| [402-212SR 1-1/2X1-1/4 10 [ 0 | o046 18.38
402-157 1-1/4X1X3/4 25 | 0 | 040 4.61| [402-287SR 2-1/2X1/2 10 | 0 | o046 22.37
402-158 1-1/4X1X1 25 | 0 | 040 4.61| [402-288SR 2-1/2X3/4 10 | 0 | 046 23.64
402-166 1-1/4X1/2 25 | 0 | 040 4.83| [402-289SR 2-1/2X1 10 | 0 | 046 23.87
402-167 1-1/4X3/4 25 | 0 | 040 4.83| [402-290SR 2-1/2X1-1/4 10 | 0 | 046 23.50
402-168 1-1/4X1 25 | 0 | 040 4.83| [402-291SR 2-1/2X1-1/2 10 [ 0 | o046 24.43
402-199 1-1/2X1-1/4X1/2 25 | 0 |[040 5.99| [402-292SR 2-1/2X2 10 | 0 | 046 24.63
402-201 1-1/2X1-1/4X3/4 25 | 0 | 040 5.99| [402-333SR 3X1/2 10 | 0 | 046 29.83
402-202 1-1/2X1-1/4X1 25 | 0 | 040 5.99| [402-334SR 3X3/4 10 | 0 | 046 29.83
402-209 1-1/2X1/2 25 | 0 | 040 5.99| [402-335SR 3X1 10 | 0 | 046 30.43
402-210 1-1/2X3/4 25 | 0 | 040 5.99| [402-336SR 3X1-1/4 10 | 0 | 046 31.14
402-211 1-1/2X1 25 | 0 | 040 5.99| [402-337SR 3X1-1/2 10 | 0 | 046 30.87
402-212 1-1/2X1-1/4 25 | 0 | 040 5.99| [402-338SR 3X2 6 0 | 046 32.70
402-238 2X1-1/2X3/4 10 | 0 [ 040 7.54| [402-417SR ax1 6 0 | 046 39.51
402-239 2X1-1/2X1 10 | 0 [040 7.54| [402-419SR 4x1-1/2 10 | 0 [046 43.40
402-247 2X1/2 10 | 0 [040 7.54| [402-420SR ax2 10 | 0 [ 046 44.81
402-248 2X3/4 10 | 0 [040 7.54| [402-422SR 4x3 6 | 0 [o046 70.40
402-249 2X1 10 | 0 | 040 7.54 ;
e e oo a0 T4 Special Reinforced Reducing Tee : -|7 \
202-287 2.1/2X112 10 1 0 o 16.32 Soc x SR Fipt-Stainless Steel Collar x Soc }_I_UE
402-288 2-1/2X3/4 10 | 0 | 040 16.32
102289 112X 0o Tom0 1632 [403-095SR 3/4X1/2X3/4 [ 50 | 0 [ 046 | 2.59]|
402-290 2-1/2X1-1/4 10 | 0 | 040 16.32 .
402-291 2-1/2X1-12__| 10 | 0 | 040 16.32| Manifold Tee &
402-292 2-1/2X2 10 | 0 | 040 16.32| Spig x Soc x Mipt
402-333 3X1/2 10 | 0 [o040 23.31
402-334 3X3/4 10 | 0 | 040 2331 476:010 1 20 0 Joo] 568
402-335 3X1 10 | 0 [o040 23.31 .
402-336 3X1-1/4 10 | 0 | 040 23.31] Manifold Tee %
402-337 3X1-1/2 10 | 0 [040 23.31| Spig x Soc x Fipt
402-338 3X2 6 | 0 | 040 23.31
402-417 ax1 6 | 0 | 040 38.96| |477-010 1 [25 [ 0 [o020] 5.68]
402-419 4X1-1/2 10 | 0 | 040 38.96
402-420 4x2 10| 0 [ 040 38.96| O-ring Sealed Manifold Tee h
402-422 4x3 6 | 0 |040 38.96| O-ring Sealed MIPT x Fipt x MIPT i
402-490 5X4 3 | 0 [o040 101.77
402-525" 6X1 3 0 | 040 132.05| EPDM O-ring Seal on Tee run
402-528 6X2 3 | o o040 132.05| [451A-010 1 [ 50 [ 0 [o19] 4.27
402-530 6X3 5 0 | 040 132.05 O-ring end MIPT is designed to assemble to corresponding Manifold Tee FIPT Only.
402-532 6X4 2 0 040 132.05 Multiple Mainifold Tee-to-Maniffold Tee assemblies can be made with NO Thread Sealant
402-578" 8X2 3 0 040 28557 rgquired. Branch MIPT gnd Terminal MIPT in manifilold assembly can be joined without O-
202580 8X3 2 0 040 28557 ring to standard FIPT using thread sealant.
402-5821 8X4 2 [ 0 o040 285.57
402-621F 10X2 1 0 | 047 555.61 Transition Tee for P.E. Hose Laterals
402-622F 10X2-1/2 1| 0 |o047 559.52| Soc x Insert (.580 L.D.)
402-623F 10X3 1| o [o47 594.61
402-624F 10X4 1| o |o047| 644.76| [1102-007 3/4 50 | 0 | 040 3.06
Outlet-sized with Bushing
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Schedule 40 Fittings & Accessories
PVC Schedule 40 Fittings

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coii?e Each Part Number Size ?DI? C?n Co?:i?e Each
90° Ell Reducing 90° Ell
Soc Soc
406-003 3/8 50 | 600 | 040 3.07 406-053 3/8X1/2 50 | 0 | 040 1.79
406-005 1/2 50 | 400 | 040 .61 406-101 3/4X1/2 50 | O | 040 1.23
406-007 3/4 50 | 300 | 040 .68 D406-101 3/4X1/2 50 | O | 040 1.49
406-010 1 50 0 | 040 1.23 406-130 1X1/2 50 | 0 | 040 1.83
406-012 1-1/4 25 0 | 040 217 D406-130 1X1/2 50 | 0 | 040 2.62
406-015 1-1/2 25 0 | 040 2.34 406-131 1X3/4 50 | O | 040 2.18
406-020 2 25 0 | 040 3.66 406-166 1-1/4X1/2 25 | 0 | 040 3.49
406-025 2-1/2 10 0 | 040 11.14 D406-166 1-1/4X1/2 25 | 0 | 040 4.00
406-030 3 10 0 | 040 13.33 406-167 1-1/4X3/4 25 | 0 | 040 3.49
406-040 4 8 0 | 040 23.84 406-168 1-1/4X1 25 | 0 | 040 3.49
406-045F 4-1/2 1 5 | 047 169.61 406-209 1-1/2X1/2 25 | 0 | 040 5.51
406-050 5 4 0 | 040 61.60 406-211 1-1/2X1 25 | 0 | 040 5.51
406-060 6 4 0 | 040 75.81 406-212 1-1/2X1-1/4 25 | 0 | 040 5.51
406-080 8 2 0 | 040 195.20 406-249 2X1 10 | 0 | 040 6.79
406-100 10 1 0 | 041 735.22 406-250 2X1-1/4 10 | 0 | 040 6.79
406-100F 10 1 0 | 047 392.23 406-251 2X1-1/2 10 | 0 | 040 9.40
406-120 12 1 0 | 041 986.07 406-251N 2X1-1/2 10 | 0 | 015 9.40
406-120F 12 1 0 | 047 641.06 406-292 2-1/2X2 10 | 0 | 040 11.01
406-140F 14 1 0 | 047 923.98 406-292N 2-1/2X2 (2-1/2 Spigot) | 10 | O | 040 11.01
406-160F 16 1 0 | 047 1322.17
406-180F 18 1| 0 [047] 1419.34] Reducing 90° Ell
406-200F 20 1 0 | 047 2147.04 Soc x Fipt
406-240F 24 1 0 | 047 3217.53
L 407-053 3/8X1/2 50 | 600 | 040 2.09
90° Ell 407-074 1/2X3/4 50 | 0 |o040 1.63
Soc x Fipt 407-101 3/14X1/2 50 | 300 | 040 .90
407-130 1X1/2 50 0 | 040 2.51
407-005 1/2 50 | 400 | 040 .76 407-131 1X3/4 50 0 | 040 2.51
407-007 3/4 50 | 300 | 040 .87 407-168 1-1/4X1 25 0 | 040 3.66
407-010 1 50 0 | 040 1.63 407-211 1-1/2X1 25 0 | 040 6.07
407-012 1-1/4 25 0 | 040 2.73 407-212 1-1/2X1-1/4 20 0 | 040 6.32
407-015 1-1/2 25 0 | 040 3.03 407-249 2X1 10 0 | 040 10.51
407-020 2 10 0 | 040 7.83 407-250 2X1-1/4 10 0 | 040 10.51
407-025 2-1/2 10 0 | 040 19.35 407-251 2X1-1/2 10 0 | 040 10.51
407-030 3 8 0 | 040 29.01
407-040 4 8 | 0 [040 43.98| 90° Sweep Ell
Soc
Special Reinforced 90° Ell & Reducing 90° Ell
Soc x SR Fipt - Stainless Steel Collar 406-005S 172 25 | 300 | 040 4.67
406-007S 3/4 25 | 100 | 040 5.35
407-005SR 1/2 50 | 400 | 046 6.79 406-010S 1 25 0 | 040 8.76
407-007SR 3/4 75 0 | 046 8.72 406-012S 1-1/4 25 0 | 040 11.55
407-010SR 1 50 0 | 046 8.82 406-015S 1-1/2 25 0 | 040 12.48
407-012SR 1-1/4 25 0 | 046 10.66 406-020S 2 25 0 | 040 15.05
407-131SR 1X3/4 50 0 | 046 3.74
407-168SR! 1-114X1 25 | 0 | 046 14.77| |ong Sweep 90° Ell
407-249SR 2X1 10 0 | 046 16.80 Soc
407-251SR 2X1-1/2 10 0 | 046 17.72
Sized with SR Adapter 406-025LSF 2-1/2 1 7 | 047 50.61
E=5|  406-030LSF 3 1| 5 | 047 71.28
90° Ell ] 406-040LSF 4 1| 4 | o047 92.80
Fipt 406-060LSF 6 1| 2 |o47 143.49
406-080LSF 8 1 0 | 047 285.67
408-005 1/2 50 | 400 | 040 1.47
408-007 314 50 | 0 | 040 2.18| 90° Street Ell
408-010 1 50 0 | 040 4.66 :
408-012 1114 25 | 0 | 040 499 SPigxSoc
408-015 1-1/2 25 [ 0 [040 6.31| [409-005 172 50 | 400 | 040 1.72
408-020 2 10 [ o | o040 9.57| [409-007 3/4 50 | 0 | 040 2.12
409-010 1 50 | 0 | 040 3.66
409-012 1-1/4 25 | 0 | 040 438
409-015 1172 25 | 0 | 040 483
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Schedule 40 Fittings & Accessories
PVC Schedule 40 Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
90° Street Ell (continued) ] -L
Spig x Soc Side Outlet Ell
409-020 2 10 | 0 | 040 9.32| Soc @.
409-025 2-1/2 10 [ 0 | 040 16.71
409-030 3 5 0 | 040 20.63| [413-005 1/2 50 | 0 | 040 3.32
409-040 4 6 0 | 040 38.37| [413-007 3/4 50 | 0 | 040 4.51
409-050 5 2 | 0 [o040 91.79| |413-010 1 25 | 0 | 040 5.78
409-060 6 2 0 | 040 115.99 413-015 1-1/2 10 | 0 [ 040 6.34
409-080 8 2 | 0 o040 296.69| [413-020 2 10 | 0 | 040 8.80
409-100 10 1 0 | 041 1095.47
409-120 12 17 | 0 |041| 1213.14| Side Outlet Ell
409-140F 14 1 0 | 047 1276.14| Soc x Fipt
409-160F 16 1 0 | 047 1340.59
409-180F 18 1 0 | 047 1677.02| |414-005 1/2 50 | 0 | 040 3.23
409-200F 20 1 0 | 047 2385.28| |414-007 3/14 50 | 0 | 040 4.96
409-240F 24 1 0 | 047 3688.43| [414-101 3/4X1/2 50 | 0 | 040 4.18
414-130 1X1/2 50 | 0 | 040 5.48
90° Street Ell
Mipt x Soc 60° Ell @
Soc
410-005 1/2 50 | 750 | 040 1.34
410-007 3/4 50 | 0 |o040 1.56| [424-005F 1/2 7 0 | 047 66.38
410-010 1 50 | 0 | o040 2.62| |424-007F 3/14 6 0 | 047 73.80
410-012 1-1/4 25 | 0 |040 3.66| |424-010F 1 1 3 | 047 74.95
410-015 1-1/2 25 | 0 |040 3.83| |424-012F 1-1/4 16 | 0 | 047 79.91
410-020 2 10 [ 0 | 040 9.41| |424-015F 1-1/2 16 | 0 | 047 92.21
410-030 3 10 [ 0 | 040 33.63| |424-020F 2 1 | 16 | 047 121.16
410-101 3/4X1/2 50 | 400 | 040 1.91| [424-025F 2-1/2 10 | 0 | 047 132.82
410-102 3/4X1 50 | 0 |o040 3.24| |424-030F 3 8 0 | 047 151.43
424-040F 4 1 4 | 047 177.79
90° Street Ell l 424-045F 4-1/2 1 4 | 047 199.16
: ; 424-050F 5 1 5 | 047 204.73
Mipt x Fipt ”m 424-060F 6 1| 4 | 047 | 24894
412-005 12 50 [ 600 | 040 1.79] |424-080F 8 1.1 2 |047 331.04
412-007 3/4 50 [ 0 [ o040 2.18| |424-100F 10 1.1 2 |047 679.88
412-010 1 50 | 0 | 040 3.76| |424-120F 12 1 0 | 047 865.47
412-012 1-1/4 25 | 0 | 040 4.66| |424-140F 14 1.1 0 |047 914.65
412-015 1172 25 | 0 | 040 5.06| |424-160F 16 1 0 | 047 1100.70
412-020 2 10 0 | 040 9.65 424-180F 18 1 0 | 047 1632.11
412-030 3 8 0 | 040 34.48| |424-240F 24 1 0 | 047 2750.99
HDPE 90° Street Ell l 45° Ell
Mipt x Fipt "m Soc
M412-005 112 50 | 450 [ 040 1.66| |417-005 1/2 50 | 600 | 040 1.01
M412-007 3/4 50 | 0 | 040 201 |417-007 3/4 50 | 300 | 040 1.56
M412-010 1 50 | 0 | 040 351| [417-010 1 50 | 0 |040 1.88
M412-012 1-1/4 25 | 0 | 040 463| [417-012 1-1/4 25 | 0 | 040 2.62
M412-015 1-1/2 25 | 0 | 040 5.24| |417-015 1-1/2 25 | 0 | 040 3.29
High Density Polyethylene - Not NSF-listed - Not pressure rated. For use on open ended 417-020 2 25 | 0 |040 4.28
irrigation systems. 417-025 2-1/2 10 | 0 | 040 11.16
417-030 3 10 0 | 040 17.32
HDPE 90° Street Ell 417-040 4 5 0 | 040 31.05
- - 417-045F 4-1/2 1 | 15 | 047 63.79
Mipt x Fipt (Short Pattern) & 417-050 5 5 T 0 |00 6160
MS412-005 172 50 | 700 | 040 1.49] |417-050F 5 1] 2 |047 82.65
MS412-007 3/4 50 | 400 | 040 1.80| |417-060 6 8 | 0 |040 76.72
MS412-010 1 50 | 0 | 040 3.15| [417-080 8 3 | 0 |o40| 18451
High Density Polyethylene - Not NSF-listed - Not pressure rated. For use on open ended 417-080F 8 1 4 | 047 174.62
irrigation systems. 417-100 10 1 0 | 041 480.32
417-100F 10 1 2 | 047 275.87
HDPE Reducing 90° Street Ell I 417-120 12 110 j041] 71178
P S st | pE= I
MS412-101 [ 3/4X1/2 [ 50 [ 400 | 040 | 241] |417-160F 16 110 jod7| 81116
High Density Polyethylene - Not NSF-listed - Not pressure rated. For use on open ended 417-180F 18 1 0_| 047 857.66
irrigation systems. 417-200F 20 1 0 047 1111.00
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 9
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- 'SPEAHS Schedule 40 Fittings & Accessories iy
J PVC Schedule 40 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
45° Ell (continued) 22-1/2° Ell (continued)
Soc Soc
[417-240F [ 24 [ 1] o [osa7| 1787.66] [416-060F 6 1 [ 5 [o47 62.77
416-080 8 4 | 0 | 040 263.59
45° Street Ell 416-080F 8 1| 4 | o047 106.11
. 416-100F 10 1| o | o047 160.11
Spig x Soc 416-120F 12 1 0 |047| 2539
427-005 1/2 50 | 400 | 040 1.01| [416-140F 14 1.1 0 |047 398.21
427-007 3/4 50 | 0 | 040 1.56| |416-160F 16 110 | 047 542.83
427-010 1 50 | 0 | o040 1.88| |416-180F 18 1 0 | 047 651.90
427-012 1-1/4 25 | 0 [ o040 2.62| |416-200F 20 1.1 .0 | 047 805.84
427-015 1-1/2 25 | 0 | 040 3.29| [416-240F 24 1.1 0 |047| 1605.07
427-020 2 25 | 0 [o040 4.28
427-025 2-1/2 10 | 0 [o040 13.95| 22-1/2° Street Ell
427-040 4 5 | 0 040 31.05
427-050 5 4 | 0 [o040 93.36| [442-005 1/2 50 | 400 [ 040 1.43
427-060 6 4 | 0 [o040 95.89| [442-007 3/4 50 | 0 | 040 2.23
427-080 8 2 | 0 o040 230.64| [442-010 1 50 | 0 | 040 2.67
427-100 10 1 [ 0 [o41 606.88| [442-012 1-1/4 20 | 0 [o040 3.73
427-120 12 1 [ 0 [o41 889.74| [442-015 1-1/2 25 | 0 [o040 4.68
427-140F 14 1 | 0 [o47 663.09| [442-020 2 20 | 0 [o040 6.13
427-160F 16 1| 0 [o47 901.29| [442-025F 2-1/2 1 | 18 [ 047 34.70
427-180F 18 1| 0 [o47 983.84| [442-030 3 5 | 0 |040 35.80
427-200F 20 1| 0 |o047| 1248.79| [442-040 4 4 | o [o040 55.24
427-240F 24 1 | o 047 | 1967.09] [442-060 6 4 | o [o040 136.38
442-060F 6 1 | 5 [o047 80.48
30° Ell 442-080 8 1 | 4 [o40 328.04
Soc 442-080F 8 1| 4 [o47 121.22
442-100F 10 1| o [o47 187.60
415-005F 1/2 1 | 25 | 047 20.51| [442-120F 12 1.1 0 |047 281.59
415-007F 3/4 25 | 0 | 047 20.64
415-010F 1 1 | 25 | 047 2259 15° Ell
415-012F 1-1/4 1 | 15 | 047 24.45| goc
415-015F 1-1/2 1 | 25 | 047 24.80
415-020F 2 1 | 25 | 047 25.72| [418-005F 1/2 1 | 25 [047 20.51
415-025F 2-1/2 25 | 0 | o047 30.33| [418-007F 3/4 23 | 0 [o047 20.64
415-030F 3 1 | 20 | 047 32.44| [418-010F 1 20 | 0 | o047 22.59
415-040F 4 1 | 6 | 047 39.07| [418-012F 1-1/4 15 | 0 | 047 24.45
415-045F 4-1/2 1 | 15 | 047 61.82| [418-015F 1-1/2 25 | 0 | 047 24.80
415-050F 5 6 | 0 | 047 54.18| [418-020F 2 1 | 25 | 047 25.72
415-060F 6 1 | 10 | o047 62.77| [418-025F 2-1/2 18 | 0 | 047 30.33
415-080F 8 1| 4 |o047 106.11| |418-030F 3 1 | 35 | 047 32.44
415-100F 10 1 | 2 o047 160.11| |418-040F 4 1 | 20 | 047 39.07
415-120F 12 1 | o [o047 253.29| [418-045F 4-1/2 1 | 15 | 047 61.82
415-140F 14 1 | o |o047 398.21| [418-050F 5 1 | 15 | 047 54.18
415-160F 16 1 | o o047 542.83| [418-060F 6 1 | 10 | 047 62.77
415-180F 18 1| o [o047 651.90| [418-080F 8 1 | 4 o047 106.11
415-200F 20 1 | o o047 805.84| [418-100F 10 1 | 2 o047 160.11
415-240F 24 1 | o [047| 1605.07| [418-120F 12 1 | 2 o047 253.29
418-140F 14 1 | 0 |o047 398.21
22-1/2° Ell 418-160F 16 1 | 0 |o047 542.83
Soc 418-180F 18 1 | o [o47 651.90
418-200F 20 1 | 0 |o047 805.84
416-005 12 20 [ 240 [ 040 1.43] [418-240F 24 1.1 0 047 ] 1605.07
416-007 3/4 20 | 240 | 040 2.23
416-010 1 20 [ 160 | 040 2.67| 11-1/4° Ell
416-012 1-1/4 20 | 0 [o040 373 soc
416-015 1-1/2 20 | 0 [o040 4.68
416-020 2 20 | 0 [ o040 6.13| [411-005F 1/2 52 [ 0 [o047 20.51
416-025 2-1/2 5 | 0 |040 15.93| [411-007F 3/4 52 | 0 | o047 20.64
416-025F 2-1/2 25 | 0 [o047 30.33| [411-010F 1 52 | 0 | o047 22.59
416-030 3 5 | 0 [040 24.71| [411-012F 1-1/4 25 | 0 | o047 24.45
416-040 4 4 | o [o40 44.38| [411-015 1-1/2 25 | 0 040 5.29
416-045F 4-1/2 1 | 15 | 047 61.82| [411-015F 1-1/2 25 | 0 | o047 24.80
416-050F 5 1 | 10 | 047 54.18| [411-020 2 10 [ 0 | 040 6.13
416-060 6 4 | o o040 109.57| [411-025F 2-1/2 1 | 25 | 047 30.33
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Schedule 40 Fittings & Accessories 'SPE“HS -
PVC Schedule 40 Fittings '
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
11-1/4° Ell (continued) Reducing Wye (continued)
Soc Soc
411-030 3 10 0 | 040 24.71 475-210" 1-1/2X3/4 20 | 0 | 040 16.52
411-040 4 4 0 | 040 44.38 475-211" 1-1/2X1 20 | 0 | 040 16.52
411-045F 4-1/2 1 15 | 047 61.82 475-212" 1-1/2X1-1/4 20 | 0 | 040 16.52
411-050F 5 1 15 | 047 54.18 475-2471 2X1/2 10 | 0 | 040 37.53
411-060F 6 1 10 | 047 62.77 475-248" 2X3/4 10 | 0 | 040 37.53
411-080F 8 1 4 | 047 106.11 475-249" 2X1 10 | 0 | 040 37.53
411-100F 10 1 2 | 047 160.11 475-250" 2X1-1/4 10 | 0 | 040 37.53
411-120F 12 1 2 | 047 253.29 475-251" 2X1-1/2 10 | 0 | 040 37.53
411-140F 14 1 0 | 047 398.21 475-292" 2-1/2X2 4 0 | 040 83.63
411-160F 16 1 0 | 047 542.83 475-334" 3X3/4 5 0 | 040 65.17
411-180F 18 1 0 | 047 651.90 475-335" 3X1 5 0 | 040 65.17
411-200F 20 1 0 | 047 805.84 475-336" 3X1-1/4 5 0 | 040 65.17
411-240F 24 1 0 | 047 1605.07 475-337" 3X1-1/2 5 0 | 040 65.17
475-338" 3X2 5 0 | 040 65.17
Wye 475-339" 3X2-172 5 | 0 |040 65.17
Soc 475-420 4X2 4 0 | 040 125.19
475-421" 4X2-1/2 4 0 | 040 125.19
1/2" - 2" - 235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 475-422" 4X3 4 | 0 | 040 125.19
2-1/2" - 6" - 150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 475-488F° 5X3 1| 4 047 33591
8" - Larger & All Fabricated Sizes- 100 psi Maximum Intemal Pressure |475-490F 5X4 114 1047| 349.79
Rating @ 73°F (23°C 475-528" 6X2 4 0 | 040 270.21
475-005 12 25 [ 100 | 040 2.62 475-5291 6X2-1/2 5 0 | 040 270.21
475-007 3/4 20 0 040 411 475-530" 6X3 5 0 | 040 270.21
475-010 1 20 0 040 5.76 475-532 6X4 5 0 | 040 294.40
475-012 11/4 20 0 040 8.85 475-578F" 8X2 1 2 | 047 505.60
475-015 11/2 20 0 040 11.35 475-579F" 8X2-1/2 1 0 | 047 536.53
475-020 2 10 0 | 040 34.06 475-580F" 8X3 1 2 | 047 549.34
475-025" 2-1/2 4 0 | 040 77.86 475-582F" 8X4 1 2 | 047 566.63
475_030 3 5 0 040 5738 475-585F' 8X6 1 0 047 58380
475-040 4 4 0 040 108.22 475-621F" 10X2 1 0 047 607.78
475-050F 5 1 3 047 42233 475-622F" 10X2-1/2 1 0 | 047 618.23
475-060 6 3 0 040 228.97 475-623F" 10X3 1 0 | 047 651.23
475-080 8 1 0 040 368.29 475-624F" 10X4 1 0 | 047 689.16
475-100 10 1 0 | o041 1220.34 475-626 10X6 1 0 | 041 1045.80
475-100F 10 1 0 | 047 1024.01 475-626F" 10X6 1 0 | 047 760.96
475-120 12 1 0 | 041 1803.12 475-628 10X8 1 0 | 041 1162.00
475-120F 12 1 0 | 047 1392.05 475-628F" 10X8 1 0 | 047 814.24
475-140F 14 1 0 | 047 197218 475-661F" 12X2 1 0 | 047 825.00
475-160F 16 1 0 | 047 2549.28 475-663F" 12X3 1 0 | 047 844.68
475-180F" 18 1 0 | 047 3263.97 475-664F" 12X4 1 0 | 047 884.02
475-200F 20 1 0 | 047 3858.94 475-666F" 12X6 1 0 | 047 888.27
475-240F 24 1 0 | 047 4799.28 475-668F" 12X8 1 0 | 047 1030.11
* Sized wih Bushing 475-670F 12X10 1] 0 |o047 | 1177.81
475-691F" 14X2 1 0 | 047 980.73
* An asterisk (*) appearing after a fabricated fitting part number indicates the item is| |475-693F 14X3 1 0 | 047 1061.49
fiberglass reinforced. 475-694F" 14X4 1 0 | 047 1113.22
| 475-696F" 14X6 1 0 | 047 1254.21
Reducing Wye 475-698F 14X8 1| 0 | 047 | 1437.11
Soc _ 475-700F 14X10 1| 0 | 047 | 1605.33
475-702F 14X12 1 0 | 047 1798.59
1/2" - 2" - 235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 475-751F 16X2 1 0 | 047 | 1139.44
2-1/2" - 6" - 150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 475-753F" 16X3 1 0 | 047 | 1231.76
8" - Larger & All Fabricated Sizes - 100 psi Maximum Internal Pressure |475-754F 16X4 1 0 | 047 | 1280.95
Rating @ 73°F (23°C 475-756F" 16X6 1 0 | 047 1441.48
475-101" 3/4X1/2 20 | 0 | 040 8.11 475-758F" 16X8 1 0 | 047 1641.59
475-130" 1X1/2 20 | 0 | 040 10.32 475-760F" 16X10 1 0 | 047 1827.06
475-131" 1X3/4 20 | 0 | 040 10.32 475-762F 16X12 1 0 | 047 2036.00
475-166" 1-1/4X1/2 20 | 0 | 040 13.88 475-T64F" 16X14 1 0 | 047 2304.46
475-167" 1-1/4X3/4 20 | 0 | 040 13.88 475-781F 18X2 1 0 | 047 1243.24
475-168" 1-1/4X1 20 | 0 | 040 13.88 475-783F" 18X3 1 0 | 047 1300.14
475-209' 1-1/2X1/2 20 | 0 | 040 16.52 475-784F" 18X4 1 0 | 047 1319.45
475-786F" 18X6 1 0 | 047 2527.98
475-788F" 18X8 1 0 | 047 1886.68
475-790F 18X10 1 0 | 047 2098.55
475-792F 18X12 1 0 | 047 2434.51
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Schedule 40 Fittings & Accessories
PVC Schedule 40 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Reducing Wye (continued) Reducing Double Wye (continued)
Soc Soc
475-794F" 18X14 1 0 | 047 2672.95 476-626F" 10X6 1 0 | 047 1056.29
475-796F" 18X16 0 0 | 047 2803.29 476-628F" 10X8 1 0 | 047 1101.49
475-811F" 20X2 1 0 | 047 1307.29 476-661F" 12X2 1 0 | 047 1121.91
475-813F" 20X3 1 0 | 047 1416.66 476-662F" 12X2 1/2 1 0 | 047 1134.65
475-814F" 20X4 1 0 | 047 1435.01 476-663F" 12X3 1 0 | 047 1195.55
475-818F" 20X8 1 0 | 047 1976.19 476-664F" 12X4 1 0 | 047 1218.90
475-816F" 20X6 1 0 | 047 1461.94 476-666F" 12X6 1 0 | 047 1288.06
475-820F" 20X10 1 0 | 047 2196.94 476-668F" 12X8 1 0 | 047 1321.10
475-822F" 20X12 1 0 | 047 2647.65 476-670F" 12X10 1 0 | 047 1399.57
475-824F" 20X14 1 0 | 047 2963.04| |* An asterisk (*) appearing after a fabricated fitting part number indicates the item is
475-826F" 20X16 0 0 | 047 3284.22 fiberglass reinforced.
475-828F" 20X18 0 0 | 047 3525.34 Forl . | act Regional S ® Distribution Cent
475-901 F. 24X2 1 0 047 165017 Or larger sizes please contact your rRegional spears IStripution Center.
475-903F" 24X3 1 0 | 047 1686.47
475-904F 24X4 1 | 0 |oa7 | 173295 Cross
475-906F" 24X6 1 0 | 047 3050.17| Soc
475-908F" 24X8 1 0 | 047 3327.26
475-910F 24X10 1| 0 |o047 | 3362.41| [420-005 1/2 50 | 0 | 040 2.34
475-912F 24X12 1| 0 |o047 | 3559.23| [420-007 3/4 50 | 0 | 040 3.88
475-914F 24X14 1| 0 |o047 | 3681.35 [420-010 1 50 | 0 | 040 4.83
475-916F 24X16 1| 0 |o047 | 3855.27| [420-012 1-1/4 25 | 0 | 040 6.38
475-918F 24X18 1| 0 |o047 | 4191.13| [420-015 1-172 25 | 0 | 040 7.24
475-920F 24%20 0 | 0 |047 | 4581.26| |420-020 2 10 | 0 | 040 10.67
1 Sized with Bushing 420-025 2-1/2 10 | 0 | 040 22.63
420-030 3 5 0 | 040 27.76
* An asterisk (*) appearing after a fabricated fitting part number indicates the item is 420-040 4 4 0 | 040 41.12
fiberglass reinforced. 420-050F 5 1| 3 | 047 587.38
420-060F 6 1 0 | 047 579.04
Double Wye 420-080F 8 1 0 | 047 745.86
Soc 420-100F 10 1| 0 [047 | 90273
420-120F 12 1 0 | 047 127217
100 psi Maximum Internal Pressure Rating @ 73°F (23°C) 420-140F 14 1 | 0 |047 | 2262.14
476-020F" 2 1 4 | 047 264.51 420-160F 16 1 0 | 047 2867.77
476-030F" 3 1 3 | 047 435.67 420-180F 18 1 0 | 047 3263.39
476-040F" 4 1 2 | 047 485.30 420-200F 20 1 0 | 047 4867.67
476-060F" 6 1 0 | 047 552.67 420-240F 24 1 0 | 047 7099.56
476-080F" 8 1 0 | 047 673.06
476-100F" 10 1 0 047 1234.20 Reduc|ng Cross
476-120F" 12 1 0 | 047 1469.34 Soc
f An asterigk (*) appearing after a fabricated fitting part number indicates the item is
fiberglass reinforced. 420-101" 3/4x1/2 50 [ 0 [ 040 9.01
For larger sizes please contact your Regional Spears® Distribution Center. 420-130" 1X1/2 25 0 | 040 10.57
420-131 1X3/4 20 | 0 | 040 10.57
. 420-166" 1-1/4X1/2 4 0 | 040 12.95
Reducing Double Wye 4201671 1-1/4X3/4 25 | 0 | 040 12.95
Soc 420-168" 1-1/4X1 4 | 32 040 12.95
209" R
Size 3" is 150 psi, all Fabricated Sizes- 100 psi Maximum Internal Pressure 420 2091 1-1/2X1/2 201 0 L 040 14.01
Rating @ 73°F (23°C 420-210 1-1/2X3/4 4 0 | 040 14.01
alng ( 420-2117 1-172X1 4 [ 0 [040 14.01
476-338 3X2 5 0 | 040 95.65 1

= 420-212 1-1/2X1-1/4 4 0 | 040 14.01
476-420F 4X2 1 4 | 047 429.64 1

5 420-247 2X1/2 4 0 | 040 16.46
476-421F 4X2-1/2 1 2 | 047 448.26 1

5 420-248 2X3/4 10 | 0 | 040 16.46
476-422F 4X3 1 3 | 047 461.15 420-249 2X1 25 1 0 | 040 16.15
476-528F" 6X2 1 2 | 047 432.64 1 -

5 420-250 2X1-1/4 10 | 0 | 040 16.46
476-529F 6X2-1/2 1 2 | 047 471.00 420-2511 2X1-1/2 10 0 o040 16.46
476-530F" 6X3 1 2 | 047 489.51 1 -

5 420-287 2-1/2X1/2 4 0 | 040 31.95
s il 110 J047] 497161 1750 5887 2-1/2X3/4 4 | 0 | 040 31.95
Sty - 112 |047] 527.80| 3507501 2-112X1 10 | 0 |040|  31.95
476-579F" 8X2-1/2 1 2 | 047 548.79 1

5 420-290 2-1/2X1-1/4 5 0 | 040 31.95
476-580F 8X3 1 0 | 047 590.56 1

5 420-291 2-1/2X1-1/2 10 | 0 | 040 31.95
476-582F 8X4 1 0 | 047 598.16 1

5 420-292 2-1/2X2 10 | 0 | 040 31.95
476-585F 8X6 1 0 | 047 627.09 1

5 420-334 3X3/4 5 0 | 040 41.52
476-621F 10X2 1 0 | 047 786.37 1

5 420-335 3X1 5 0 | 040 41.52
476-622F 10X2-1/2 1 0 | 047 833.16 f

5 420-336 3X1-1/4 4 0 | 040 41.52
476-623F 10X3 1[0 [047 | 857.05| (o075 XTAR =T o o0 1155
476-624F" 10X4 1 0 | 047 941.69
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Schedule 40 Fittings & Accessories 'SPEQHS -
PVC Schedule 40 Fittings '

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Reducing Cross (continued) Reducing Cross (continued)
Soc Soc
420-338" 3X2 5 | 0 | 040 41.52| [420-908F 24X8 1 [ 0 |o0a7 | 2887.73
420-339" 3X2-1/2 4 | 0 | 040 4152| [420-910F 24X10 1| 0 | 047 | 414581
420-420" 4X2 3 | 0 |040 71.46| [420-912F 24X12 1| 0 | o047 | 4227.22
420-4217 4X2-1/2 3 | 0 |040 71.46| [420-914F 24X14 1| 0 | o047 | 4374.46
420-4227 4X3 3 | 0 |040 71.46| [420-916F 24X16 1| 0 | 047 | 5420.69
420-528F 6X2 1| 2 | 047 382.60| |420-918F 24X18 1| 0 |047 | 5960.64
420-529F 6X2 1/2 1| 2 | 047 391.24| [420-920F 24X20 1| 0 |047 | 6929.82
420-530F 6X3 1 2 | 047 397.94 QOutlet sized with Bushing
420-532F 6X4 1 | 2 | 047 456.89
420-578F 8X2 1 | 2 | 047 501.24| Cross
420-579F 8X2 1/2 1| 0 | 047 515.27 .
420-580F 8X3 10 [oa7| 52214 SOCX Mipt
420-582F 8X4 1| 0 | 047 548.69| [421A-010 1 ['50 [ o [o40] 5.68|
420-585F 8X6 1 | 0 | 047 624.65
420-621F 10X2 1 | 0 | 047 633.41 :
420-622F 10X2-1/2 1| 0 | 047 648.74 Coupling
420-623F 10X3 1| 0 | 047 682.76| °°C
420-624F 10X4 1| 0 | 047 707.54
420-626F 10X6 1| 0 | 047 758.39 338-882 ffg 28 283 gig L 18
420-628F 10X8 1| 0 | 047 805.81| [259-005N 12 =0 300 T 00 70
420-661F 12X2 1| 0 | 047 711.98| 2505007 30 =0 400 T 00 5
420-662F 12X2-1/12 1| 0 | 047 737.91| [759-007N 30 =0 200 T 00 %
420-663F 12X3 1| 0 | 047 764.04| 255010 1 50 0 Toao 57
420-664F 12X4 1| 0 | 047 800.37| [259-010N 1 50 o o0 57
420-666F 12X6 1| 0 | 047 841.74| (459012 1174 > 1750 T 040 T34
420-668F 12X8 1| 0 | 047 908.09| (429015 172 2T 0 To%0 143
420-670F 12X10 1] 0 [047 | 1034.82| 455020 2 2% T o To%0 518
420-691F 14X2 1| 0 | 047 984.19| 429025 2172 2T o Tozo 183
420-693F 14X3 1] 0 [047 | 1055.11| (455030 3 10T o Tozo 756
420-694F 14X4 1| 0 [047 | 107801 (455040 2 s T 0 To0 1094
420-696F 14X6 1| 0 [047 | 1265.17| [259.045F 2 S0 1l oeE 28.69
420-698F 14X8 1| 0 [047 | 1408.80| (450 050 5 5 T 0 1040 20.03
420-700F 14X10 1| 0 [047 | 1601.17| (459060 3 =T o Tom 3459
420-702F 14X12 1| 0 [047 | 181874 455080 8 s T o Tomn 6459
420-751F 16X2 1] 0 [047 | 120268 455100 10 T o Tom 188 24
420-753F 16X3 1| 0 [047| 129355 255-100F 10 e 11779
420-754F 16X4 1| 0 [047 | 1336.87| (450120 12 1 o Toa 375.05
420-756F 16X6 1 [ 0 [047 | 1446.09| 255-120F 12 R 125 39
420-758F 16X8 1| 0 [047 | 1693.87| (450140 12 1 o Toa 54837
420-760F 16X10 1| 0 [047 | 182547| z595-140F 14 o e N 50361
420-762F 16X12 1| 0 [047 | 2059.96| 250-160F 16 = o 52710
420-764F 16X14 1| 0 [047| 227930| 259-180F 18 = o 38728
420-781F 18X2 1| 0 [047| 135222 355500F 20 R 67561
420-783F 18X3 1| 0 [047| 143355| 755 540F 2 — ¢ o 938.29
420-784F 18X4 1| 0 | 047 | 1448.20
420-786F 18X6 1| 0 | 047 | 1547.49 c . |_ i
420-788F 18X8 1| 0 |oa7| 1795.87] Coupling J|||||| il
420-790F 18X10 1 | 0 | o047 | 2283.74| Fipt LUk
ST 16xi4 |1 | o [oir| ssoras| 730005 112 50 [ 600 | 040
420-796F 18X16 1| 0 |o047 | 202089 |[430-005G 172 50 | 300 | 043

430-007 3/4 50 | 400 | 040

420-811F 20X2 1| 0 [oa7 [ 143062 = ne ; 26 1540
420-813F 20X3 1|0 [oa7 [ 1527.09| e T T35 T o4
420-814F 20X4 1| 0 |047 | 1616.87
420-816F 20X6 1| 0 | 047 | 1730.61 . . .
420-818F 20X8 1 | o |oa7| 1894.84| Special Reinforced Coupling
420-820F 20X10 1 0 | 047 3228.04| SR Fipt - Stainless Steel Collar
420-822F 20X12 1| 0 | 047 | 3418.07
420-824F 20X14 1 | 0 | 047 | 3624.12| |430-005SR 112 25 | 300 | 046 3.51
420-826F 20X16 1 | 0 | 047 | 4228.41| |430-007SR 3/4 25 | 300 | 046 4.99
420-828F 20X18 1| 0 | 047 | 4715.82| |430-010SR 1 25 | 200 | 046 5.33
420-901F 24X2 1 0 | 047 2383.56 430-012SR 1-1/4 10 | 120 | 046 6.64
420-903F 24X3 1 0 | 047 2454 .54 430-015SR 1-1/2 10 | 60 | 046 14.70
420-904F 24X4 1 | 0 | 047 | 2537.45| [430-020SR 2 10 | 0 | 046 15.41
420-906F 24X6 1| 0 | 047 | 268241
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Schedule 40 Fittings & Accessories
PVC Schedule 40 Fittings

. Std | Mstr | Disc Price ; Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Reducer Coupling (continued)
Reducer Coupling Soc
Soc 429-754F 16X4 1 [ 0 [o047 698.24
429-756F 16X6 1| 0 | o047 691.36
429-101 3/14X112 50 | 200 [ 040 1.01] [429-758F 16X8 1| 0 |o047 531.04
429-130! 1X1/2 25 | 200 | 040 2.40| [429-760F 16X10 1| 0 |047 492.45
429-131 1X3/4 50 | 0 [o40 1.72|  [429-762F 16X12 1| 0 |o047 402.82
429-166' 1-1/4X1/2 25 [ 0 | 040 4.54| [429-764F 16X14 1| 0 | o047 384.10
429-167" 1-1/4X3/4 25 [ 0 | 040 4.54| [429-786F 18X6 1| 0 |047 | 1014.01
429-168 1-1/4X1 25 [ 0 | 040 2.89| [429-788F 18X8 1| 0 | o047 950.16
429-2097 1-1/2X1/2 8 48 | 040 3.78 429-790F 18X10 1 0 | 047 849.72
429-210 1-1/2X3/4 25 | 0 | 040 3.06| [429-790F 18X12 1| 0 | 047 675.97
429-211 1-1/2X1 25 [ 0 | 040 4.73| [429-704F 18X14 1| 0 | o047 627.38
429-212 1-1/2X1-1/4 25 0 | 040 3.06 429-796F 18X16 1 0 | 047 567.98
429-2471 2X1/2 10 | 0 | 040 6.67| [429-814F 20X4 1 | 0 |047 | 163263
429-248" 2X3/4 10 | 0 | 040 6.67| [429-816F 20X6 1 | o |047 | 1358.83
429-249" 2Xx1 25 | 0 | 040 6.46| [429-818F 20X8 1 | 0o |047 | 133467
429-250" 2X1-1/4 10 | 80 | 040 6.67| [429-820F 20X10 1| 0 |047 | 1283.36
429-251 2X1-1/2 10 | 40 | 040 4.88| [429-822F 20X12 1| 0 |o04a7 | 1234.27
429-2911 2-1/2X1-1/2 10 0 | 040 13.04 429-824F 20X14 1 0 | 047 1156.86
429-292 2-1/2X2 10 | 0 |040 10.04|  [429-826F 20X16 1| 0 | o047 | 1060.22
429-335" 3X1 10 | 0 | 040 29.56| [429-828F 20X18 1| 0 |o047 964.03
429-337" 3X1-1/2 8 | 0 |040 29.56| [429-906F 24X6 1| 0 |047 | 2419.39
429-338 3X2 8 | 0 |040 26.24| [429-908F 24X8 1| 0 |o04a7 | 2226.02
429-339" 3X2-1/2 8 | 0 |040 22.27| [429-910F 24X10 1| 0 |047 | 2030.44
429-416" 4X3/4 10 | 0 |040 34.32| [429-912F 24X12 1 | 0 | o047 | 1998.45
429-417' 4x1 8 | 0 |040 54.50| [429-914F 24X14 1| 0 |047 | 1921.48
429-420 4ax2 4 | 0 |040 31.78| [429-916F 24X16 1| 0 | 047 | 1847.93
429-421 4X2-1/2 6 | 0 |040 40.03| [429-918F 24X18 1| 0 | 047 | 1636.35
429-422 4X3 4 | o |o40 32.78| [429-920F 24X20 1| 0 |047 | 1471.95
429-460F 4-1/2X4 1| 4 |o047 52.27|  [1Outlet sized with Bushing
429-486F 5X2 1| 24 | o047 115.88
429-487F 5X2-1/2 1| 10 | 047 100.24 .
429-488F 5X3 1| 6 | 047 89.20 R_educer Coupling
429-490F 5X4 1| 6 | 047 57.60| Fipt
429-491F 5X4-1/2 1| 15 | 047 55.27
Pl =~ T2 Tos = [430-101 | 3/4X1/2 | 50 [ 200 [ 040 | 1.85]
429-530F X 1 | 15 | 047 74.84 \ . .
422_222 Sxi 2 1 0 lo40 43_25 Special Reinforced Reducer Coupling
429-533F 6X5 1 | 15 | 047 65.99| SR Fipt- Stainless Steel Collar
429-534F 6X4-1/2 1| 15 | 047 79.74
429.578F 8X2 T T2 o047 790.02| |430-101SR [ 3/4X1/2 [ 50 [ 200 [ 046 | 7.56]
429-580F 8X3 1| 4 | o047 170.02
429-582 8X4 1 | 2 |o40| 100.32| Eccentric Reducer Coupling i_
429-583F 8X5 1| 4 | o047 128.33| Soc
429-585 8X6 2 | 0 |o040 110.79
429-621F 10X2 1 2 047 270.93 429-131FE 1X3/4 1 15 | 047 28.06
429-623F 10X3 1 2 | 047 240.71 429-168FE 1-1/4X1 1 12 | 047 25.47
429-624 10X4 1 2 | 041 531.37| |429-212FE 1-1/2X1-1/4 1 | 25 | 047 26.39
429-624F 10X4 1 | 2 o047 | 201.24| |429-249FE 2X1 1125|047 41.39
429-626 10X6 T 0 | oa1 53137 |429-250FE 2X1-1/4 1 | 25 | 047 36.27
229-626F 10X6 T2 1 o0a7 187.54| |429-251FE 2X1-1/2 1| 20 | 047 35.05
429-628 10X8 T 0 | oa1 53137 |429-290FE? 2-1/12X1-1/4 1 | 25 | 047 53.40
229-628F 10X8 T2 o047 13126| |429-291FE? 2-112X1-1/2 1| 10 | 047 53.33
229-664F 12X4 T2 o047 358.05| |429-292FE 2-1/12X2 1| 10 | 047 41.44
429-666 12X6 1] 0 |041| 605.02| |429-335FE° 3x1 1 | 10 | 047 57.74
429-666F 12X6 1 2 | o047 30091 |429-336FE? 3X1-1/4 1| 10 | 047 56.43
429-668 12X8 11 0 | o1 605.02| |429-337FE2 3X1-1/2 1| 10 | 047 5211
429-668F 12x8 1| 0 |047| 319.89| |429-338E 3X2 151 0 {0401 33.30
429-670F 12X10 1 [ 0 [047 | 191.07| |429-338FE 3X2 12 R4 S
429-693F 14X3 1 0 | 047 680.64| [429-339FE 3X2-1/2 1 | 24 | 047 30.36
429-694F 14%4 1 [ 0 047 | 59657| |429-417FE° 4x1 S A 247 Tl
429-696F 14X6 1 0 | 047 541.90 429-418FE3 4X1-1/4 1 12 | 047 84.51
429-698F 14X8 1 0 | 047 537.01 429-419FE3 4X1-1/2 1 10 | 047 80.67
429-700F 14X10 1 | 0 |047 | 424.94| |429-420E 4x2 15| 0 |040 48.29
429-702F 14x12 1 [ 0 [047 | 32005 |429-420FE2 4x2 1 ILE |G C 2k
229-751F 16X2 T 0 047 | 75253 |429-421FE? 4X2-1/2 1| 5 | 047 42.68
429-422FE 4X3 1| 10 | 047 40.10
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Schedule 40 Fittings & Accessories
PVC Schedule 40 Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Eccentric Reducer Coupling (continued)
Soc IPS to PIP Adapter
429-490FE 5X4 1| 6 |047 64.85| Spig x Soc
429-528FE2 6X2 1| 4 | o047 141.10
429-529FE3 6X2-1/2 1 | 4 [o47 128.80| |431-060 6 5 | 0 | 040 26.29
429-530FE2 6X3 1| 6 [o047 90.21| |431-080 8 10 | 0 | 040 32.39
429-532E 6X4 10 | 0 | 040 57.50| |431-100F 10 1 | 10 | 047 44.24
429-532FE 6X4 1| 6 | 047 4511| [431-120F 12 118 | 047 67.55
429-533FE 6X5 1 | 10 | 047 44.71
429-578FE* 8x2 1| 3 [047 | 197.55| Female Adapter |
429-580FE3 8X3 1| 2 | o047 186.07| Soc x Fipt
429-582FE? 8X4 1| 2 | 047 92.91
429-583FE2 8X5 1| 2 | 047 88.02| [435-003 3/8 50 | 600 | 040 2.24
429-585FE 8X6 1| 4 | o047 75.11| [435-005 12 50 | 600 | 040 68
429-624FE? 10X4 1| 2 | 047 212.45| [D435-005 172 50 | 400 | 040 1.00
429-626FE 10X6 1| 2 | 047 195.34| [435-007 3/4 50 | 400 | 040 87
429-628FE 10X8 1| 2 | o047 184.17| |D435-007 3/4 50 | 0 | 040 1.34
429-664FE3 12X4 1| 0 | o047 396.38| [435-010 1 50 | 0 | 040 1.01
429-666FE2 12X6 1| 0 | o047 325.70| [435-012 1-1/4 25 | 0 | 040 1.56
429-668FE2 12X8 1| 0 | o047 215.98| [435-015 1172 25 | 0 | 040 1.79
429-670FE 12X10 1| 0 | o047 187.26| |435-020 2 10 | 80 | 040 2.40
429-696FE? 14X6 1| 0 | o047 661.64| [435-025 212 10 | 0 | 040 6.07
429-698FE? 14X8 1| 0 | o047 541.99| [435-030 3 5 | 0 | 040 8.17
429-700FE 14X10 1| 0 | o047 492.01| [435-040 4 6 | 0 | 040 13.54
429-702FE 14X12 1| 0 | o047 271.20| [435-050 5 5 | 0 | 040 35.06
429-756FE3 16X6 1| 0 | o047 645.40| [435-060 6 5 | 0 | 040 49.82
429-758FE3 16X8 1| 0 | o047 538.61| [435-080 8 2 | 0 | 040 93.94
429-760FE2 16X10 1| 0 | 047 484.61| [435-100F 10 1| 2 [o47 176.46
429-762FE! 16X12 1| 0 | o047 45450 |435-120F 12 1 | 0 | o047 262.93
429-764FE 16X14 1| 0 | o047 426.20 ——
ﬁg-;ggig :gig 1 1o Joi 1832-2559 Special Reinforced Female Adapter g
E u . A -
429 TSSFE- Jaxs 110 Jour | 100585 socx SR Fipt- Stainless Steel Collar N~
429-792FE2 18X12 1 0 | 047 811.16 435-002SR 114 25 | 450 | 046 5.31
429-794FE2 18X14 1 0 | 047 717.18 435-003SR 3/8 25 | 300 | 046 5.31
429-796FE 18X16 1 0 | 047 578.53 435-005SR 112 25 | 300 | 046 2.95
. ) 435-007SR 3i4 25 | 300 | 046 4.29
Eccentric Reducer Coupling Footnotes 435-010SR 1 25 | 200 | 046 6.38
Multi-Step Configurations 435-012SR 1-1/4 10 | 60 | 046 10.32
435-015SR 1172 10 | 80 | 046 12.70
The number after the part number 435-020SR 2 10 [ 0 | 046 22.15
denotes steps listed below. 435-025SR 2-1/2 5 | 0 |046 34.95
435-030SR 3 10 | 0 | 046 39.38
435-040SR 4 5 | 0 | 046 67.68
gl Ll L .
e 2=Two _,|3_Th ‘ ‘ \ Spigot Female Adapter
D ——d 1 B S Sefiye . } Spig x Fipt
Bagix —=i
Example: 429-582 FE2 (2= 2 Step) 478-005 1/2 50 | 600 | 040 77
478-007 3/4 25 | 300 | 040 .90
478-010 1 50 | 0 | 040 1.44
‘ 478-012 1-1/4 25 | 0 | 040 2.01
Deep Socket Coupling 478-015 1112 20 | 0 | 040 2.49
Soc 478-020 2 20 | 0 | 040 3.66
479-005N 172 50 | 400 | 040 78| |478-030 3 101 0 |040 12.40
479-007 304 50 | 0 | 040 7.89| 478-040 4 510 |040 20.59
479-010 1 50 | 0 | 040 2.70
479-015 1172 50 | 0 | 040 3.73| Special Reinforced Spigot Female Adapter
479-020 2 60 | 0 [o040 6.18| Spig x SR Fipt - Stainless Steel Collar
479-025 2112 25 | 0 | 040 7.95
479-030 3 15 | 0 | 040 11.98| |478-005SR 112 50 | 600 | 046 3.88
479-040 4 8 0 | 040 24.06| |478-007SR 3/4 25 | 300 | 046 4.57
479-050F 5 1| 4 |o47 81.28| |478-010SR 1 50 | 0 |046 7.04
478-012SR 1-1/4 25 | 0 | 046 11.21
478-015SR 1172 25 | 0 | 046 13.44
478-020SR 2 15 | 0 | 046 22.37
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Schedule 40 Fittings & Accessories
PVC Schedule 40 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Special Reinforced Spigot Female Adapter (continued) ~
Spig x SR Fipt - Stainless Steel Collar Male Adapter ;
478-030SR 3 5 0 | 046 41.12| Spig x Mipt
478-040SR 4 5 | 0 | 046 63.51
. . . R 461-005 1/2 50 | 300 | 040 .97
Special Reinforced Reducing Spigot Female 461-007 34 50 | 400 | 040 110
Adapter 461-010 1 50 [ 0 | 040 1.90
Spig x SR Fipt - Stainless Steel Collar 461-131 1X3/4 50 | 200 | 040 5.61
478-072SR 112X1/4 25 | 450 | 046 10.78] [461-012 1-1/4 25 | 100 | 040 2.35
478-098SR 314X1/4 50 | 300 | 046 | 15.70 jg}:g;g 1';’2 210 oo g-;‘;
478-128SR 1X1/4 50 | 400 | 046 16.19 :
Spears® SR Series reinforced spigot adapters can be user-installed in a variety of socket .
type tees, elbows and reducer bushings for superior thread reinforcement demanding Reducmg Male Adapter @
applications. Mipt x Soc
.
Reducing Female Adapter |'|I'|'|n 436-053 3/8X1/2 50 | 300 | 040 1.10
Soc x Fipt [ll] [436-073 1/2X3/8 50 | 300 | 040 1.10
= 436-074 1/2X3/4 50 | 200 | 040 1.10
435-072 1/2X1/4 50 | 300 | 040 1.23| |436-075 1/2X1 50 | 200 | 040 1.48
435-073 1/2X3/8 50 | 300 | 040 1.23 436-101 3/4X1/2 50 | 300 | 040 1.01
435-074 1/2X3/4 50 | 400 | 040 1.23| |436-102 3/4X1 50 | 0 | 040 1.56
435-101 3/4X1/2 50 | 400 | 040 1.23| |436-131 1X3/4 50 | 400 | 040 3.36
435-102 3/4X1 50 | 0 | 040 1.63| [436-132 1X1-1/4 50 | 0 | 040 3.66
435-130 1X1/2 50 | 0 | 040 1.63| [436-133 1X1-1/2 50 | 0 | 040 4.12
435-131 1X3/4 50 | 0 | 040 1.63| |436-168 1-1/4X1 25 | 200 | 040 4.12
435-133 1X1-1/2 25 | 0 | 040 3.29| [436-169 1-1/4X1-1/2 25 | 0 | 040 4.12
435-168 1-1/4X1 25 | 0 | 040 3.13| [436-212 1-1/2X1-1/4 25 | 0 | 040 4.98
435-247 2X1/2 25 | 0 | 040 2.99| [436-213 1-1/2X2 25 | 0 | 040 4.98
435-460F" 4-1/2X4 1 8 | 047 55.35| |436-251 2X1-1/2 10 | 80 | 040 5.68
435-5321 6X4 4 0 | 040 72.57| |436-252 2X2-1/2 10 | 0 | 040 8.84
435-578F" 8X2 1 8 | 047 145.52 436-253 2X3 10 | 0 | 040 9.94
435-582F" 8X4 1 8 | 047 135.79| |436-294 2-1/2X3 10 | 0 | 040 10.70
435-628F 10X8 1 2 | 047 183.65| |436-296 2-1/2X4 10 | 0 | 040 16.43
10utlet sizes with Threaded Adapter 436-342 3X4 5 0 | 040 17.12
436-535F 6X8 1 2 | 047 124.26
Special Reinforced Reducing Female Adapter 436-537F 6x10 78 R 1
Soc x SR Fipt - Stainless Steel Collar IPT Adapter
435-072SR 1/2X1/4 50 | 600 | 046 3.86| Miptx Fipt
435-074SR 1/2X3/4 50 | 400 | 046 4.29
435-101SR 3/4X1/2 50 | 400 | 046 4.29| |446-003 3/8 50 | 300 | 040 1.88
435-102SR 3/4X1 50 | 0 | 046 6.38| [446-012 1-1/4 25 | 100 | 040 4.28
435-130SR 1X1/2 50 | 0 | 046 6.38| [446-053 3/8X1/2 50 | 300 | 040 1.88
435-131SR 1X3/4 25 | 200 | 046 6.38| [446-074 1/2X3/4 50 | 200 | 040 2.35
Male Adapter Insert Adapter (White PVC)
Mipt x Soc Insert x Soc ]
436-003 3/8 50 | 300 | 040 2.09| [474-005 1/2 50 | 600 | 040 1.96
436-005 1/2 50 | 300 | 040 55| [474-007 3/4 50 | 400 | 040 2.35
436-007 3/4 50 | 400 | 040 61| [474-010 1 50 | 0 | 040 2.49
436-010 1 50 | 300 | 040 1.10| |474-012 1-1/4 25 | 0 | 040 3.95
436-012 1-1/4 25 0 | 040 1.34 474-015 1-1/2 25 0 040 4.38
436-015 1-1/2 25 | 0 | 040 1.79| |474-020 2 25 | 0 | 040 8.11
436-020 2 25 | 0 | 040 2.35| [474-030 3 15 | 0 | 040 24.18
436-025 2-1/2 10 | 0 | 040 6.93| |474-040 4 15 | 0 [ 040 27.64
436-030 3 10 | 0 | 040 10.14| |474-060F 6 1 4 | 047 142.83
436-040 4 5 0 | 040 12.93| |474-080F 8 1 4 | 047 226.91
436-050 5 5 0 | 040 21.30 ASTM D 2609 Plastic Insert Fittings for Polyethylene (PE) pipe
436-060 6 7 0 | 040 33.71
436-080 8 3 | 0 [oa0| 15321| Insert Adapter (White PVC) EE
436-100F 10 1 2 | 047 198.13| |nsertx I.P.S. Spigot
436-120F 12 1 0 | 047 294.44
460-005 1/2 50 | 300 | 040 2.15
460-007 3/4 50 | 200 | 040 2.82
460-010 1 50 | 0 | 040 2.95
460-012 1-1/4 20 | 160 | 040 3.04
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[ Schedule 40 Fittings & Accessories 'SPEAHS -
PVC Schedule 40 Fittings '

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Insert Adapter (White PVC) (continued) Reducer (T.T.) Bushing (continued)
Insert x I.P.S. Spigot Mipt x Fipt
460-015 1-1/2 25 0 | 040 3.27 439-420 4X2 6 0 | 040 59.69
460-020 2 10 0 | 040 543 439-422 4X3 6 0 | 040 46.16
460-030 3 25 0 | 040 18.34 <
460-040 4 10] 0 Jos0] 2113] Reducer Bushing Flush Style
1432-060 6 8 0 | 140 90.83 Spig x Soc
1432-080" 8 4 | 0 |140| 180.33 =]
ASTM D 2609 - Plastic Insert Fitting for Polyethylene (PE) pipe 437-072 1/2X1/4 50 | 300 | 040 1.16
*Fabricated 437-073 1/2X3/8 50 | 300 | 040 1.16
437-101 3/4X1/2 50 | 350 | 040 64
Insert Adapter (White PVC) @ 437-130 X112 50 | 300 | 040 1.16
Insert x I.P.S. Spigot x I.P.S. Socket = 437-131 1X3/4 50 | 300 | 040 1.16
437-166 1-1/4X1/2 25 | 300 | 040 1.56
460-007N 3/4X3/4X1/2 50 | 200 | 040 2.82 437-167 1-1/4X3/4 25 | 300 | 040 1.56
460-012N 1-1/4X1-1/4X1 20 | 160 | 040 3.04 437-168 1-1/4X1 25 | 300 | 040 1.56
460-131N 3/4X1X3/4 20 | 160 | 040 3.29( [437-209 1-1/2X1/2 25 | 200 | 040 1.65
460-132N 1X1-1/4X1 20 | 160 | 040 3.55| [437-210 1-1/2X3/4 25 | 200 | 040 1.65
ASTM D 2609 - Plastic Insert Fitting for Polyethylene (PE) pipe 437-211 1-1/2X1 25 | 200 | 040 1.65
N=Nesting 437-212 1-1/2X1-1/4 25 | 200 | 040 1.65
] . e |437-247 2X1/2 10 | 120 | 040 2.73
Riser Extension -lmml 437-248 2X3/4 10 | 60 | 040 2.73
Fipt x Mipt .,...‘__1 437-249 2x1 10 | 60 | 040 2.73
437-250 2X1-1/4 10 | 120 | 040 2.73
(See also HDPE Cut-Off Riser Extensions in this catalog) 437-251 2X1-1/2 25 | 0 | 040 273
434-005 1/2 50 | 300 | 040 1.12| |437-287 2-1/2X1/2 10 | 80 | 040 4.39
434-007 3/4 50 | 300 | 040 1.88| |437-288 2-1/2X3/4 10 | 0 | 040 4.39
434-010 1 50 | 0 | 040 2.35| |437-289 2-1/2X1 10 | 40 | 040 4.39
. 437-290 2-1/2X1-1/4 10 0 | 040 4.39
HDPE Cut-Off Riser Extension = 437-291 2-1/2X1-1/2 10 | 80 | 040 4.39
Fipt x Mipt = [437-292 2-1/2X2 10 | 80 | 040 4.39
— . |437-333" 3X1/2 10 0 | 040 8.64
(/2" = 3-Section Cut-Off; 3/4" = 4-Section Cut-Off) 437-334 3X3/4 10 | 0 [ 040 6.46
M434-005-3 1/2X3 50 | 600 | 120 1.35 437-335 3X1 10 0 | 040 6.46
M434-007-4 3/4X4 50 0 | 120 1.79 437-336 3X1-1/4 10 0 | 040 6.46
High Density Polyethylene - Not NSF-listed - Not pressure rated. For use on open ended | |437-337 3X1-1/2 10 | 0 |040 6.46
irrigation systems. 437-338 3X2 10 | 0 | 040 6.46
437-339 3X2-1/2 15 0 | 040 6.46
Reducer (T.T.) Bushing 437-420 4x2 6 | 0 |040 14.47
Mipt x Fipt 437-421 ax2-1/2 6 | 0 [040 14.47
437-422 4X3 6 0 | 040 14.47
439-052 3/18X1/4 50 | 450 | 040 2.89| |437-486 5X2 5 | 0 |040 20.34
439-071 1/2X1/8 50 | 300 | 040 2.89| |437-488 5X3 5 | 0 |040 20.34
439-072 1/2X1/4 50 | 300 | 040 2.89| |437-490 5X4 4 | 0 | 040 20.34
439-073 1/2X3/8 50 | 300 | 040 2.89| |437-528 6X2 5 | 0 |040 35.83
439-098 3/4X1/4 50 | 300 | 040 1.79| |437-530 6X3 5 | 0 |040 35.83
439-099 3/4X3/8 50 | 300 | 040 1.79| |437-532 6X4 5 | 0 |040 35.83
439-101 3/4X1/2 50 | 300 | 040 1.79| |437-534 6X5 5 | 0 |040 35.83
439-128 1X1/4 25 | 150 | 040 2.51| |437-578' 8X2 4 | 0 [o040 141.31
439-130 1X1/2 50 | 300 | 040 2.51| [437-580' 8X3 4 | 0 [o040 141.31
439-131 1X3/4 50 | 800 | 040 2.51| |437-582 8X4 4 | 0 | 040 124.90
439-166 1-1/4X1/2 25 | 300 | 040 3.73| [437-583! 8X5 4 | 0 | 040 163.20
439-167 1-1/4X3/4 25 | 300 | 040 3.73| |[437-585 8X6 4 | 0 |o040 124.90
439-168 1-1/4X1 25 | 150 | 040 3.73| |[437-623 10X3 2 | 0 |04 374.83
439-209 1-1/2X1/2 25 | 300 | 040 451| |437-624" 10X4 2 | 0 |04 374.83
439-210 1-1/2X3/4 25 | 300 | 040 451| [437-626 10X6 2 | 0 |04 340.00
439-211 1-1/2X1 25 | 100 | 040 451| [437-628 10x8 4 | 0 |04t 340.00
439-212 1-1/2X1-1/4 25 | 300 | 040 4.51| |437-664' 12X4 2 | 0 |04 506.29
439-247 2X1/2 10 | 120 | 040 4.83| |437-666' 12X6 2 | 0 |o041 506.29
439-248 2X3/4 10 | 120 | 040 4.83| [437-666F 12X6 1 2 | 047 373.83
439-249 2X1 10 | 120 | 040 4.83| |437-668 12X8 2 | 0 | o041 378.12
439-250 2X1-1/4 10 | 60 | 040 4.83| [437-670 12X10 2 | 0 | 041 378.12
439-251 2X1-1/2 10 | 120 | 040 4.83| |437-696F 14X6 1| 3 |047 917.49
439-292 2-1/2X2 10 | 80 | 040 16.88| |437-698F 14X8 1| 3 |047 657.35
439-337 3X1-1/2 10 | 0 | 040 19.97| |437-700F 14X10 1] 3 |047 438.52
439-338 3X2 10 0 | 040 19.97 437-702F 14X12 1 3 | 047 153.05
439-339 3X2-1/2 10 0 | 040 19.97 437-756F 16X6 1 0 | 047 1093.11
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Schedule 40 Fittings & Accessories

PVC Schedule 40 Fittings

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coﬁ!% Each Part Number Size ?DI? C?n Cosé?e Each
Reducer Bushing Flush Style (continued) Reducer Bushing Flush Style (continued)
Spig x Soc Spig x Fipt
437-758F 16X8 1 [ 2 [o47 862.04| [438-338 3X2 10 [ 0 [o040 6.46
437-760F 16X10 1 | 2 [o47 619.36| [438-339 3X2-112 10 | 0 | 040 6.46
437-762F 16X12 1 | 2 |o47 357.79| [438-420 ax2 6 | 0 | 040 14.44
437-764F 16X14 1 | 2 [o47 374.46| [438-421 4X2-12 6 | 0 | 040 14.44
437-786F 18X6 1 | 0 |o047 | 1835.36| [438-422 4X3 6 | 0 | 040 14.44
437-788F 18X8 1 | o [047 | 1686.01| [438-488 5X3 5 | 0 | 040 28.16
437-790F 18X10 1 | o [047 | 1378.95| [438-490 5X4 6 | 0 | 040 28.16
437-792F 18X12 1| 0 |o047 887.63| [438-528 6X2 5 | 0 | 040 52.85
437-794F 18X14 1 | 0 o047 864.89| [438-530 6X3 5 | 0 |040 52.85
437-796F 18X16 1 | 0 [o047 407.77| |438-532 6X4 5 | 0 | 040 52.85
437-816F 20X6 1 | o |o047 | 2540.88| [438-534 6X5 5 | 0 | 040 52.85
jg;_g;gi 220(;()(180 1 8 gj; 22?2;35 Special Reinforced Reducer Bushing Flush
437-822F 20X12 1| o |o4a7 | 1933.01| Style
437-824F 20X14 1 [ 0 |047 | 1584.17| Spigx SR Fipt - Stainless Steel Collar
437-826F 20X16 11 0 |047| 1266.20| [438-128SR 1X1/4 25 [ 300 | 046 3.14
437-828F 20X18 1.1 0 |047 631.39| [438-166SR 1-1/4X1/2 25 | 100 | 046 5.74
437-906F 24X6 1.1 0 | 047 | 4046.49| [438-207SR 1-1/2X1/4 25 | 100 | 046 8.01
437-908F 24X8 11 0 |047| 3878.47| [438-209SR 1-1/2X1/2 25 | 100 | 046 8.01
437-910F 24X10 11 0 |047| 3414.40| [438-210SR 1-1/2X3/4 25 | 100 | 046 8.01
437-912F 24X12 1 | 0 [047 | 3120.63| [438-247SR 2X1/2 10 | 80 | 046 9.80
437-914F 24X14 1 | 0 |047 | 2878.33| [438-248SR 2X3/4 10 | 80 | 046 9.80
437-916F 24X16 1| 0 | 047 | 2409.64| [438-249SR 2Xx1 10 | 80 | 046 9.80
437-918F 24X18 1| 0 | 047 | 2396.41| [438-334SR 3X3/4 10 | 0 | 046 38.36
437-920F 24X20 1 | 0 o047 | 1950.90| [238-335SR 3X1 10 | 0 [ 046 38.36
* Sized with Bushing 438-336SR 3X-1/4 10 | 0 | 046 38.36
438-337SR 3X1-1/2 10 [ 0 [ o046 38.36
Reducer Bushing Flush Style 438-420SR 4x2 6 | 0 |046 58.97
Spig x Fipt 438-421SR 4X2-1/2 6 | 0 |046 66.37
438-528SR 6X2 5 | 0 |o046 67.91
438-071 1/2X1/8 50 [ 350 | 040 1.34] [438-530SR 6X3 5 | 0 [o46 61.13
438-072 1/2X1/4 50 | 350 | 040 1.34| [438-532SR 6X4 5 | 0 |o46 67.91
ﬁg_%g ;ﬁﬁﬁ 28 223 8:8 1:22 Special Reinforced Reducer Bushing Flush
438-101 3/4X1/2 50 | 300 | 040 1.01| Style
438-127 1X1/8 25 | 150 | 040 1.63| Mipt X SR Fipt - Stainless Steel Collar
438-128 1X1/4 50 | 200 | 040 1.63| [439-209SR 1-1/2X1/2 25 | 200 [ 046 8.30
438-129 1X3/8 50 | 200 | 040 1.63| [439-249SR 2X1 10 | 120 | 046 12.19
438-130 1X1/2 50 | 300 | 040 1.63
438-131 1X3/4 50 | 300 | 040 1.63 Cap >
438-166 1-1/4X1/2 25 | 150 | 040 2.51
438-167 1-1/4X3/4 25 | 150 | 040 251| Soc
438-168 1-1/4X1 25 | 100 | 040 251| [227:003 378 50 T7000 020 156
438-206 1-1/2X1/8 25 | 100 | 040 2.89| [247-005 12 50 1600 [ 020 55
438-207 1-1/2X1/4 25 | 200 | 040 2.89| [z47-007 34 0 1300 [ 020 54
438-209 1-1/2X1/2 25 | 100 | 040 2.89| [247:010 1 50 1200 [ 020 To1
438-210 1-1/2X3/4 25 | 100 | 040 2.89| [247:012 117 25 1100 [ 020 143
438-211 1-1/2X1 25 | 100 | 040 2.89| [147:015 1112 %=1 0 om0 156
438-212 1-1/2X1-1/4 25 | 100 | 040 2.89|  [247-020 2 2% 1T o om0 188
438-245 2X1/4 10 | 60 | 040 3.88| [147-025 2412 70T 0 Toao 5.99
438-247 2X1/2 10 | 120 | 040 3.88| [247-030 3 10T o0 Toao 6.55
438-248 2X3/4 10 | 60 | 040 3.88| [147-040 2 s T o oz 1489
438-249 2X1 10 | 120 | 040 388 1447-045F 4-172 10| 0 047  47.85
438-250 2X1-1/4 10 | 120 | 040 3.88| [447-050 5 s T 0 o020 25.00
438-251 2X1-1/2 10 | 120 | 040 3.88| [247-060 3 7= 0 Tom 35.69
438-287 2-1/2X1/2 10 | 0 | 040 562| [247-080 3 3T o Tom 89.66
438-288 2-1/2X3/4 10 | 40 | 040 562| [247-100F 10 PR 199.87
438-289 2-1/2X1 10 | 40 | 040 562| [247-120F 12 s e 290,38
438-290 2-1/2X1-1/4 10 | 0 | 040 562| [247-140F 14 2 | e 364 43
438-291 2-1/2X1-1/2 10 | 40 | 040 562| [247-160F 16 2 e 43497
438-292 2-1/2X2 10 | 40 | 040 562| [247-180F 18 2 | e 766 46
438-334 3X3/4 0] 0 | 040 646 [447-200F 20 1| 0 |047| 1163.85
438-335 X1 10] 0 | 040 646 [447-240F 24 1 | 0 | 047 | 185241
438-336 3X1-1/4 10 | 0 | 040 6.46
438-337 3X1-1/2 10 | 0 | 040 6.46
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PVC Schedule 40 Fittings & Unions

il Schedule 40 Fittings & Accessories ] SFEAHS' -

Caps

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each
Cap
Fipt
448-003 3/8 50 | 1000 | 040 2.10
448-005 1/2 50 | 600 | 040 1.16
448-007 3/4 50 | 300 | 040 1.34
448-010 1 50 | 200 | 040 2.02
448-012 1-1/4 25 | 100 | 040 2.40
448-015 1-1/2 25 | 100 | 040 2.51
448-020 2 10 | 120 | 040 4.44
448-025 2-1/2 10 0 | 040 6.55
448-030 3 10 0 | 040 8.56
448-040 4 6 0 | 040 15.02
448-050 5 5 0 | 040 29.10
448-060 6 8 0 | 040 35.50
448-080F 8 1 2 | 047 173.26
448-100F 10 1 2 | 047 352.09
448-120F 12 1 0 | 047 703.50

Special Reinforced Cap
SR Fipt - Stainless Steel Collar

)
)

[448-012SR [ 1-1/4 |25 100 [ 046 | 6.40|
Plugs

. Std | Mstr | Disc Price . Std | Mstr | Disc Price

Part Number Size Pk | Ctn | Code Each| |PartNumber Size Pk | Cin |Code Each
Plug (continued)

Plug Spig
Spig 449-240F* [ 24 [1 T 0 [o47 [ 211149
249003 38 50 1700 | 040 165 4 Plug fabricated using Cap and pipe spigot.
449-005 12 50 | 1000 | 040 1.34
449-007 34 50 | 300 | 040 156 Plug
449-010 1 50 [ 200 | 040 1.88] Mipt
449012 1-1/4 25 | 150 | 040 2.51
449-015 14112 25 | 100 | 040 3.19| [450-003 3/8 50 | 700 | 040 1.80
449020 > o T120 010 305 |450-005 12 50 | 500 | 040 1.65
149095 5472 0T 5 Tow 677 |450-007 3/4 50 | 300 | 040 1.78
249-030 3 10 o 1o 894| |450-010 1 50 | 400 | 040 2.89
449-040 2 5T o Tos0 5004] |450-012 1-1/4 25 | 300 | 040 3.04
249-060 3 6 T 0 o020 5741| |450-015 1-1/2 25 | 150 | 040 3.27
449-080F* 8 1 [ 6 |047 | 10677 |420-020 2 10 1 120 | 040 4.22
449-100F* 10 1 [ 0 |o047 | 245.11| |450-025 2172 10| 0 |040 5.86
449-120F* 12 1 | 0 |o047 | 400.78| [450-030 3 101 0 |040 8.87
449-140F* 14 1 | 2 |o047 | 43937 [450-040 4 6 10 1040 20.02
449-160F* 16 1| 0 |o47| 48587| 450060 6 6 10 040 58.69
449-180F* 18 1| 0 [o47| 867.05 450-080F g 1L 057 L e
449-200F* 20 1] 0 |o047 | 1586.23| 450-100F" L Lo G0
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- 'SPEAHS Schedule 40 Fittings & Accessories iy
J Unions & PVC Schedule 40 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Union (continued) N .
Fipt with Buna O-ring Seal Transition Union
458-025 2-1/2 5 | 0 | 040 46.98| Soc x Fipt with Brass Thread Insert & EPDM O-ring Seal
458-030 3 5 | 0 | 040 75.40 _ e
458-040 4 4 |0 [040 100.06| 235psi@ 73°F(23°C)
458-060 6 1 0 | 040 22239 [499-010BR 1 10 | 0 [ 046 61.50
e 499-012BR 1-1/4 5 | 20 | 046 103.32
Union m}——- 499-015BR 1-1/2 5 0 | 046 136.70
. . . | 499-020BR 2 5 0 | 046 182.34
Fipt with EPDM O-ring Seal - Not intended to convey or dispense water for human consumption through drinking or
150 psi @ 73°F (23°C) cooking
498-005 1/2 10 | 60 | 040 7.39
498007 34 10| 60 |0s0| 1235 Saddle %
498-010 1 10 | 60 | 040 16.82| IPS0.D.x Soc
498-012 1-1/4 5 20 | 040 28.88 NSE-61
498-015 1-1/2 5 | 30 | 040 29.57 .
498-020 2 =T 0 Tos0 36.32| |463-288 2-112X3/4 10 | 0 [o040 26.19
498-025 2112 5 0 | 040 50.85 463-333' 3X1/2 10 | 0 | 040 28.70
498-030 3 5 0 | 040 81 -96 463-335" 3X1 10 | 0 | 040 28.70
498-040 4 2 0 | 040 1 10'45 463-336" 3X1-1/4 10 | 0 | 040 28.70
- 463-337 3X1-1/2 10 | 0 | 040 26.19
498-060 6 1 0 | 040 245.45
463-3382 3X2 10 | 0 | 040 28.70
—

. . . = 463-415" 4X1/2 10 | 0 | 040 38.30
Special Reinforced Union - 2634167 4x3/4 10 [ 0 | 040 4711
Soc x SR Fipt with Buna O-ring Seal - Stainless Steel Collar .. 463-4177 X1 10 | 0 | 040 38.30

. 463-418" 4X1-1/4 10 | 0 | 040 38.30
235 psi @ 73°F (23°C) - - 10 T o Toz0
‘500005 o T o] e [ axan o[ o fowl 5490
459-003SR 3/8 25 | 100 | 046 14.55 463-4851 5X1-1/2 6 0 | o040 47.83
459-005SR 1/2 10 | 60 | 046 7.90 -

- 6 | 0 | 040 .
i550075R T ——EC S A 8 <
459-010SR 1 10 | 40 | 046 14.48 " 1 10 0 | 040 -
459-012SR 1-1/4 5 20 | 046 27.64 122_2221 6)(61)(-1“ 5 0 | 040 g;jg
122'83822 1';’2 g g g:g ggé; 463-527 6X1-1/2 5 | 0 |o040 52.51
459-0308R 3 5 0 | 046 124.40 463-526° 6x2 > 0 {040 57.46
459-04OSR 4 4 0 | 046 142.83 463-530' 6X3 > 0 040 82.01

- : 463-532 6X4 5 | 0 | 040 66.06
459-060SR 6 110 [046] 317.40] (463573 8X1/2 5 | 0 | 040 85.68
Special Reinforced Union 463-575: 8Xx1 5 | 0 |040 85.68
Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel B I“_ﬂ 463-576 8X1-1/4 510 |040 85.68
Collar =l 463-577 8X1-1/2 5 | 0 040 78.24

) . . 463-5782 8X2 5 | 0 | 040 85.68
235 psi @ 73°F (23°C) 463-580" 8X3 5 | 0 |040 99.36
499-002SR 1/4 25 | 150 | 046 15.98 463-582 8X4 5 0 | 040 83.88
499-003SR 3/8 25 | 100 | 046 15.98 463-624 10X4 5 0 | 041 96.17
499-005SR 1/2 10 | 60 | 046 8.68 1 Qutlet-sized with Bushing
499-007SR 3/4 10 | 40 | 046 11.96| |2 Outlet-sized with Coupling
499-010SR 1 10 | 40 | 046 15.89
499-012SR 11/4 5 20 | 046 30.37 Note: See following Installation Instructions
499-015SR 1-1/2 5 0 | 046 37.60
499-020SR 2 5 | 0 |046 57.90| Saddle I%
499-030SR 3 5 | 0 |046 136.71| IPS 0.D. x Fipt
499-040SR 4 4 0 | 046 156.95
499-060SR 6 1 0 | 046 348.80| NSF-61

464-288 2-1/2X3/4 10 | 0 | 040 26.19
Transition Union @ 464-337 3X1-1/2 10 | 0 | 040 26.19
. . . 464-419 4X1-1/2 10 | 0 | 040 34.99
Soc x Fipt with Brass Thread Insert & Buna-N O-ring Seal 464-486 5X2 5 51540 4367
235 psi @ 73°F (23°C) 464-527 6X1-1/2 5 0 | 040 52.48
459-010BR 1 10 [ 0 [046 61.50| |464-532 6X4 5 10 1040 66.06
459-012BR 1-1/4 5 | 20 | 046 | 103.32| |464-577 8X1-1/2 5 | 0 |040 78.24
459-015BR 1172 5 | 0 |046| 136.70| |464-582 8X4 5 | 0 |040 83.88
Not intended to convey or dispense water for human consumption through drinking or
cooking
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i Schedule 40 Fittings & Accessories SPEARS
PVC Schedule 40 Fittings J
. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each

Saddle (continued)

IPS 0.D. x Fipt

Saddle Installation Instructions:

When Assembling Spears® Saddles to PVC pipe, Spears® Manufacturing Company
recommends Industrial Polychemical Service (IPS) #719 Solvent Cement and #P-68
Primer, or equivalent. Although good connections may be accomplished without saddle
straps, Spears® Manufacturing Company recommends the use of clamp or strap device
during the assembly step to ensure good compression between the pipe and fitting surfaces
as the solvent cures. Solvent cemented saddles are non pressure rated. For additional
information, contact Spears® Technical Service.

Snap-On Saddle L
IPS 0.D. x Soc

NSF-61

463-005 1/2 25 | 300 | 040 1.37
463-007 3/4 25 | 200 | 040 1.52
463-010 1 50 0 | 040 2.90
463-012 1-1/4 50 0 | 040 4.51

463-015 1-1/2 25 0 | 040 5.48
463-020 2 20 0 | 040 8.01

463-101 3/4X1/2 25 | 300 | 040 1.78
463-130 1X1/2 50 0 | 040 2.90
Note: See following installation instructions

Snap-On Saddle i
IPS O.D. x Fipt

464-005 1/2 25 | 300 | 040 1.78
464-007 3/4 25 | 200 | 040 2.79
464-010 1 50 [ 0 | 040 5.12
464-071 1/2X1/8 50 | 300 | 040 1.78
464-097 3/4X1/8 50 | 200 | 040 2.35
464-101 3/4X1/2 25 | 300 | 040 2.35
464-130 1X1/2 50 [ 0 | 040 4.23
464-131 1X3/4 50 [ 0 | 040 4.23
464-210 1-1/2X3/4 25 [ 0 | 040 10.65

Snap-On Saddle Installation Instructions

® The surface to be joined must be wiped clean.

® Using an appropriate applicator, apply a coat of primer to the fitting and pipe.

® While the primer is still wet, apply a generous coat of medium bodied cement first to
the pipe, then to the fitting and then to the pipe again, covering an area of the pipe
slightly larger than the saddle.

Without delay, push the saddle onto the pipe and rotate the fitting approximately 15° in
each direction to evenly distribute the cement.

Allow cement to cure.

Drill fitting and pipe with the recommended size hole saw.

Remove debris from the line.

Follow all safe handling precautions.

Solvent cemented saddles are non pressure rated. For additional information, contact
Spears® Technical Service.

Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 21
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Schedule 40 Fittings & Accessories
Clamp-On & Hot-Tap Saddles

o (]

Spears® Two-Piece Clamp-On Saddle Design Clamps onto Pipe
for Quick and Easy Installation

Clamp-On Saddle
Installation Instructions

-

. Using a standard industrial grade hole-saw, cut specified hole in
desired position on pipe according to recommended hole saw size
engraved on the saddle. Note: Care must be taken to deburr hole

S and remove all residue from hole area to assure tight fit and avoid
leakage.

. Fully seat O-ring in groove on underside of saddle outlet

| : component. Position over hole and fully seat saddle onto pipe.

-y i Note: Certain saddle outlets are piloted. Be sure pilot lip fully
engages with hole in pipe.

. Place strap component opposite outlet and secure with bolts (4),
nuts (4) and washers (8). Important: Washers MUST be placed
under each bolt head (1) and under each nut (1) to avoid damage
to saddle.

n

w

0-ring seal provides

positive, trouble-free 4. Tighten bolts to specified torque.
sealing to pipe. Saddle Size 2 3 4 | 6&up
Recommended Bolt-Torque - ft/lb 8 8 8 10

For Double Outlet Saddle Installation — Determine second
outlet hole position as shown.

Special pilot
engages with hole
in pipe to prevent
saddle dislocation.

CLAMP.ON SADDLE O-RING
o lﬁ_

Spears® Hot-Tap Saddles Designed for Adding Branch Connections to Piping Systems Under Live (“Hot”)
Pressure
Hot-Tap Saddle branch outlets are either 3/4" socket (with 1" Spigot O.D.) or 1-1/2" socket (with 2" Spigot O.D.) in saddle sizes 2" through 6" to fit IPS pipe using a built-in

O-ring seal. Internal cutter is operated using conventional ratchet and drive extension and permanently retains coupon cut from pipe. Maximum operating pressure at 73°F
(23°C) is 235 psi for saddle sizes 2" - 4", 200 psi for 6" saddles and 150 psi for 8" saddles. See packaged Installation Instructions for details.

. Hole | Std | Mstr | Disc Price . Hole | Std | Mstr | Disc Price
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dial Pk | Ctn |Code Each
PVC White Clamp-On Saddle x Soc Single PVC White Clamp-On Saddle x Soc Single Outlet
Outlet (continued)

. . . with Buna-N O-ring Seal & Zinc-Plated Hardware

with Buna-N O-ring Seal & ng-PIated Hardware 466-415' X112 158 1 1 T 10 Toas | 4695
2'- 4" 235, 6" 200, 812" 150 psi @ 73°F (23°C) 466-416' 4X3/4 1-1/8 | 1 | 10 | 046 | 46.95
466-247 2X1/2 3/4 1 10 | 046 27.01 466-417 4X1 1-1/8 1 8 046 46.95
466-248 2X3/4 718 1 10 | 046 27.01 466-418" 4X1-1/4 1-3/4 1 8 046 46.95
466-249 2X1 1-1/8 | 1 | 10 | 046 | 27.01) I466-419 4X1-172 1-3/4 | 1 | 8 | 046 | 46.95
466-250 2X1-1/4 | 112 | 1 | 10 | 046 | 27.01 |166.420 1X2 214 T 1 8 oas | 2695
466-251 2X1-1/2__| 112 | 1 | 10 | 046 | 27.01 lagg-a21’ IX2-12 3 T T2 Toss | 5312
466-291 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 36.64 [1ppa22 1X3 3 T4 Toss | 5835
466-333' 3X1/2 7/8 | 1 | 10 | 046 | 36.64 [1pp523" 6X1/2 58 T 2 Toss | 8078
466-334 3X3/4 7/8 | 1 | 10 | 046 | 36.64 [1gp5041 6X3/4 18 T 2 Toss| 8078
466-336" 3X1-1/4 2-1/4 1 10 | 046 36.64 466-526" 6X1-1/4 2:1/4 1 4 046 80.78
466-337" 3X1-1/2 2-1/4 1 10 | 046 36.64 466-5271 6X1-1/2 2-1/4 1 4 046 80.78
466-338 3X2 2-1/4 1 10 | 046 36.64 466-528 6X2 2-1/4 1 4 046 80.78
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Schedule 40 Fittings & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price . Hole | Std
Part Number Size Saw Dia| Pk | Ctn | Code Each Part Number Size Saw Dial Pk
PVC White Clamp-On Saddle x Soc Single Outlet PVC White Clamp-On Saddle x Soc Single Outlet
(continued) (continued)
with Buna-N O-ring Seal & Zinc-Plated Hardware with Buna-N O-ring Seal & SS Hardware
466-529" 6X2-1/2 3 1 [ 4 [os6 | 88.81 [466S-6201 10X1-1/2 4 1 | 0 [o046 | 290.72
466-530 6X3 3 1 | 4 [o46| 9253 [466S-624 10X4 4 1| 0 | 046 | 290.72
466-532 6X4 4 1 | 4 [o46| 97.41 [466S-626 10X6 6 1 | 0 | 046 | 334.34
466-573" 8X1/2 4 1 | o [o046 | 12559 |466S-664 12X4 4 1| 0 | 046 | 364.41
466-574" 8X3/4 4 1 | o [o046 | 12559 |466S-666 12X6 6 1 | 0 | 046 | 422.74
466-575" 8X1 4 1 0 | 046 | 125.59| |Outlet-sized with Bushing
5761 - 1 | 0 | o046 . . .
e oo aeae PVC White Clamp-On Saddle x Soc Single
466-578" 8X2 4 1| o |o046 | 12559 Outlet
466-579" 8X2-1/2 4 1 0 | 046 | 138.09| with EPDM O-ring Seal & Zinc-Plated Hardware
466-580" 8X3 4 1| 0 | 046 | 146.43 2 4" 235 6" 200, 8"-12" 150 psi @ 73°F (23°C)
466-582 8X4 4 1| 0 | 046 | 155.07| [466E-247 2X1/2 3/4 1 | 10 [046 | 29.10
466-585 8X6 6 1| 0 | 046 | 17222 |466E-248 2X3/4 7/8 1 | 10 | 046 | 29.10
466-620" 10X1-1/2 4 1 0 | 046 | 204.93| |466E-249 2X1 1-1/8 1 10 | 046 29.10
466-624 10X4 4 1| 0 | 046 | 204.93 [466E-250 2X1-1/4 1172 | 1 | 10 | 046 | 29.10
466-626 10X6 6 1| 0 |046 | 235.64 [466E-251 2X1-1/2 1-1/2 | 1 | 10 | 046 | 29.10
466-660" 12X1-1/2 4 1] 0 |046 | 256.89 [466E-291 2-1/2X1-1/2 | 1-3/4 | 1 | 10 [ 046 | 37.60
466-664 12X4 4 1] 0 |046 | 256.89 |466E-333" 3X1/2 7/8 | 1 | 10 | 046 | 37.60
466-666 12X6 6 1.1 0 |046 | 297.90 l466E-334 3X3/4 7/8 | 1 | 10 | 046 | 37.60
*Outlet-sized with Bushing 466E-335 3X1 1-1/8 | 1 | 10 | 046 37.60
; ; 466E-336' 3X1-1/4 2-1/4 | 1 | 10 | 046 | 37.60
PVC White Clamp-On Saddle x Soc Single o6 3571 An a0 Tow T 3760
Outlet 466E-338 3%2 24/4 | 1| 10 [ 046 | 37.60
with Buna-N O-ring Seal & SS Hardware 466E-415" 4X1/2 1-1/8 1 10 | 046 4815
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 466E-416' 4X3/4 1-1/8 | 1 | 10 | 046 | 48.15
466S-247 2X1/2 3/4 1 [ 10 [o46 [ 44.40 |466E-417 4x1 11/8 | 1 | 8 | 046 | 4815
466S-248 2X3/4 7/8 1 | 10 [046 | 44.40 |466E-4181 4X1-1/4 13/4 | 1 | 8 | 046 | 4815
466S-249 2X1 1-1/8 | 1 | 10 | 046 | 44.40 |466E-419 4X1-1/2 13/4 | 1 | 8 | 046 | 4815
466S-250 2X1-1/4 11/2 | 1 | 10 | 046 | 44.40 [466E-420 4X2 21/4 | 1 | 8 | 046 | 48.15
466S-251 2X1-1/2 1-1/2 | 1 [ 10 [ 046 | 44.40 l466E-421" 4X2-1/2 3 1 | 4 |046 | 5859
466S-291 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 59.74| |466E-422 4X3 3 1 | 4 |046 | 6554
466S-333' 3X1/2 7/8 1 | 10 [046 | 59.74] |466E-523' 6X1/2 118 | 1 | 4 | 046 | 86.38
466S-334 3X3/4 7/8 1 | 10 [046 | 59.74] |466E-5241 6X3/4 118 | 1 | 4 | 046 | 86.38
466S-335 3X1 1-1/8 | 1 | 10 [ o046 | 59.74| l466E-525 6X1 118 | 1 | 4 | 046 | 86.38
466S-336' 3X1-1/4 2-1/4 | 1 [ 10 [046 | 59.74 [466E-526' 6X1-1/4 2-1/4 | 1 | 4 o046 | 86.38
466S-337" 3X1-1/2 2-1/4 | 1 [ 10 [046 | 59.74 [466E-527" 6X1-1/2 118 | 1 | 4 | 046 | 86.38
466S-338 3X2 2-1/4 | 1 [ 10 [ 046 | 59.74| |466E-528 6X2 2-1/4 | 1 | 4 046 | 86.38
466S-415' 4X1/2 1-1/8 | 1 | 10 [ o046 | 75.16] l466E-529' 6X2-1/2 3 1| 4 [046| 96.06
466S-416' 4X3/4 1-1/8 | 1 | 10 [ 046 | 75.16) 466E-530 6X3 3 1 | 4 [o046 | 101.48
466S-417 4X1 1-1/8 | 1 | 10 [ o046 | 75.16 466E-532 6X4 4 1 | 4 [o046 | 106.93
466S-4181 4X1-1/4 1-3/4 | 1 | 8 |046 | 75.16 466E-573 8X1/2 4 1| 0 [o46 | 132.78
466S-419 4X1-1/2 1-3/4 | 1 | 8 [046 | 75.16] 466E-574 8X3/4 4 1 | 0 o046 | 132.78
466S-420 4X2 2-1/4 | 1 [ 8 |046| 75.16| |466E-575 8X1 4 1 | 0 [o46 | 132.78
466S-4211 4X2-1/2 3 1 | 4 [o46| 8213 [466E-576' 8X1-1/4 4 1 | o o046 | 132.78
466S-422 4X3 3 1 | 4 [o46| 8543 [466E-577" 8X1-1/2 4 1 | 0 [o46 | 132.78
466S-523' 6X1/2 1-1/8 | 1 | 4 [o46 | 123.11] l466E-578" 8X2 4 1| 0 [046 | 132.78
466S-5241 6X3/4 1-1/8 | 1 | 4 |o046 | 123.11] l466E-579 8X2-1/2 4 1| 0 046 | 146.10
466S-525 6X1 1-1/8 | 1 | 4 |o046 | 123.11] l466E-580" 8X3 4 1| 0 046 | 153.29
466S-526' 6X1-1/4 2-1/4 | 1 [ 4 [ 046 | 12311 [466E-582 8X4 4 1 | 0 [046 | 162.61
466S-527" 6X1-1/2 2-1/4 | 1 [ 4 [ 046 | 123.11| |466E-585 8X6 6 1 | 0 [046 | 180.43
466S-528 6X2 2-1/4 | 1 [ 4 [ 046 | 123.11| |466E-624 10X4 4 1| 0 046 | 214.72
466S-529' 6X2-1/2 3 1 | 4 [o046 | 127.16] |466E-626 10X6 6 1| 0 |046 | 246.94
466S-530 6X3 3 1 | 4 [o046 | 129.78) |466E-664 12X4 4 1| 0 |046 | 269.14
466S-532 6X4 4 1 | 4 [o046 | 13556 |[466E-666 12X6 6 1 | 0 |046 | 318.01
466S-573" 8X1/2 4 1 0 | 046 | 179.74| |:Outlet-sized with Bushing
i 1
iggg_g;‘; 8;;44 i 1 g gig gg:;j PVC White Clamp-On Saddle x Soc Single
466S-576' 8X1-1/4 4 1 | o | 046 | 179.74/ Outlet
466S-577" 8X1-1/2 4 1 0 | 046 | 179.74| with EPDM O-ring & Seal & SS Hardware
466S-578" 8X2 4 1] 0 | 046 | 179.74) 2" 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C)
466S-579" 8X2-1/2 4 1.1 0 | 046 | 197.72| [466SE-247 2X1/2 314 [ 1 [ 10 [o46 | 45.80
466S-580" 8X3 4 1] 0 | 046 | 207.63| |466SE-248 2X3/4 7/8 | 1 [ 10 [046 | 45.80
466S-582 8X4 4 1] 0 | 046 | 220.14| |466SE-249 2X1 1-1/8 [ 1 | 10 [046 | 45.80
466S-585 8X6 6 1] 0 [046| 244.31] l466SE-250 2X1-1/4 1-1/2 | 1 | 10 | 046 | 45.80
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Schedule 40 Fittings & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price . Hole | Std | Mstr | Disc Price|
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dial Pk | Ctn |Code Each
PVC White Clamp-On Saddle x Soc Single Outlet PVC White Clamp-On Saddle x SR Thread Single Outlet
(continued) (continued)
with EPDM O-ring & Seal & SS Hardware with Buna-N O-ring Seal & Zinc-Plated Hardware
466SE-251 2X1-1/2 1-1/2 | 1 | 10 | 046 | 45.80 [467-422SR 4X3 3 1| 4 [o46] 61.30
466SE-291 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 61.60 467-523SR’ 6X1/2 1-1/8 | 1 | 4 | 046 | 90.76
466SE-333" 3X1/2 7/8 | 1 | 10 | 046 | 61.60] 467-524SR’ 6X3/4 1-1/8 | 1 | 4 | 046 | 90.76
466SE-334 3X3/4 7/8 | 1 | 10 | 046 | 61.60] 467-525SR 6X1 1-1/8 | 1 | 4 | 046 | 90.76
466SE-335 3X1 1-1/8 | 1 | 10 | 046 | 61.60] 467-526SR’ 6X1-1/4 21/4 | 1 | 4 |o46 | 90.76
466SE-336" 3X1-1/4 2-1/4 | 1 | 10 | 046 | 61.60| [467-527SR! 6X1-1/2 21/4 | 1 | 4 |o46| 90.76
466SE-337" 3X1-1/2 2-1/4 | 1 | 10 | 046 | 61.60| [467-528SR 6X2 2-1/4 | 1 | 4 | 046 | 90.76
466SE-338 3X2 2-1/4 | 1 | 10 | 046 | 61.60| [467-529SR! 6X2-1/2 3 1 | 4 | 046 | 107.10
466SE-415' 4X1/2 1-1/8 | 1 | 10 | 046 | 76.05 467-530SR 6X3 3 1| 4 | 046 | 113.95
466SE-416" 4X3/4 1-1/8 | 1 | 10 | 046 | 76.05 467-532SR 6X4 4 1| 4 | 046 | 118.63
466SE-417 4x1 11/8 | 1 | 8 | 046 | 76.05 467-573SR’ 8X1/2 4 1| 0 | 046 | 138.33
466SE-418" 4X1-1/4 13/4 | 1 | 8 | 046 | 76.05 467-574SR’ 8X3/4 4 1| 0 | 046 | 138.33
466SE-419 4X1-1/2 13/4 | 1 | 8 | 046 | 76.05 467-575SR’ 8X1 4 1| 0 | 046 | 138.33
466SE-420 X2 2-1/4 | 1 | 8 | 046 | 76.05 [467-576SR! 8X1-1/4 4 1| 0 | 046 | 138.33
466SE-4211 4X2-1/2 3 1 | 4 | 046 | 8223 467-577SR! 8X1-1/2 4 1| 0 | 046 | 138.33
466SE-422 4X3 3 1| 4 | 046 | 91.10 467-578SR’ 8X2 4 1| 0 | 046 | 138.33
466SE-523" 6X1/2 11/8 | 1 | 4 | 046 | 129.39] 467-579SR’ 8X2-1/2 4 1| 0 | 046 | 152.13
466SE-524" 6X3/4 11/8 | 1 | 4 | 046 | 129.39] 467-580SR’ 8X3 4 1 | 0 | 046 | 159.82
466SE-525 6X1 11/8 | 1 | 4 | 046 | 129.39] 467-582SR 8X4 4 1| 0 | 046 | 169.38
466SE-526' 6X1-1/4 2-1/4 | 1 | 4 | 046 | 129.39| [467-585SR 8X6 6 1| 0 | 046 | 186.31
466SE-527" 6X1-1/2 2-1/4 | 1 | 4 | 046 | 129.39| [467-624SR 10X4 4 1| 0 | 046 | 221.78
466SE-528 6X2 2-1/4 | 1 | 4 | 046 | 129.39| [467-626SR 10X6 6 1 | 0 | 046 | 254.91
466SE-529" 6X2-1/2 3 1 | 4 | 046 | 135.91 467-664SR 12X4 4 1| 0 | 046 | 277.81
466SE-530 6X3 3 1 | 4 | 046 | 140.18 |467-666SR 12X6 6 1 | 0 | 046 | 322.24
466SE-532 6X4 4 1 4 | 046 | 147.02 |*Outlet-sized with Bushing
- 1| 0 |o046 . .

e X 4o L 18759 pyC White Clamp-On Saddle x SR Thread
466SE-575! 8Xx1 4 1 | o |o46 | 187.95 Single Outlet
466SE-576 8X1-1/4 4 1 0 [046 | 187.95 with Buna-N O-ring Seal & SS Hardware
466SE-577" 8X1-1/2 4 1 0 | 046 | 187.95 2" 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C)
466SE-578" 8X2 4 1] 0 |046| 187.95 [467S-247SR 2X1/2 3/4 1 | 10 | 046 | 49.3§
466SE-579" 8X2-1/2 4 1| 0 |046| 206.73 |467S-248SR 2X3/4 718 1| 10 | 046 | 49.36
466SE-580" 8X3 4 1| 0 |046| 217.03 |467S-249SR 2X1 1-1/8 | 1 | 10 | 046 | 49.36
4B66SE-582 8X4 4 1| 0 |046| 230.00 |467S-250SR 2X1-1/4 1-1/2 | 1 | 10 | 046 | 49.36
AB6SE-585 8X6 6 1| 0 |046| 255.34 |467S-251SR 2X1-1/2 1-1/2 | 1 | 10 | 046 | 49.36
4B66SE-624 10X4 4 1] 0 |046| 303.79 |467S-291SR 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 66.38
AB6SE-626 10X6 6 1| 0 |046 | 349.37| |4675-333SR’ 3X1/2 718 1| 10 | 046 | 66.38
4B66SE-664 12X4 4 1| 0 |046 | 380.76/ |467S-334SR 3X3/4 7/8 1 | 10 | 046 | 66.38
AB66SE-666 12X6 4 1] 0 |046| 44171 |467S-335SR 3X1 1-1/8 | 1 | 10 | 046 | 66.38
“Outlet-sized with Bushing 467S-336SR’ 3X1-1/4 2-1/4 | 1 | 10 | 046 | 66.38

; 467S-337SR’ 3X1-1/2 2-1/4 | 1 | 10 | 046 | 66.38
PYC White Clamp-On Saddle x SR Thread 1675 3585R e s T 0 Tom T 638
Single Outlet 467S-415SR' 4X1/2 11/8 | 1 | 10 | 046 | 83.51
with Buna-N O-ring Seal & Zinc-Plated Hardware 467S-416SR" 4X3/4 1-1/8 1 10 | 046 83.51
2'- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 467S-417SR X1 1-1/8 | 1 | 8 | 046 | 83.51
467-247SR 2X1/2 3/4 1 [ 10 [046 | 30.18] [467S-418SR’ 4X1-1/4 13/4 | 1 | 8 | 046 | 83.51
467-248SR 2X3/4 7/8 1| 10 | 046 | 30.18] [467S-419SR 4X1-1/2 13/4 | 1 | 8 | 046 | 83.51
467-249SR 2X1 1-1/8 | 1 | 10 | 046 | 30.18| |[467S-420SR 4X2 2-1/4 | 1 | 8 | 046 | 83.51
467-250SR 2X1-1/4 1-1/2 | 1 | 10 | 046 | 30.18| |[467S-421SR’ 4X2-1/12 3 1| 4 |o46| 88.81
467-251SR 2X1-1/2 1-1/2 | 1 | 10 | 046 | 30.18| |[467S-422SR 4X3 3 1| 4 |o046| 93.79
467-291SR 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 41.28 467S-523SR 6X1/2 118 | 1 | 4 | 046 | 139.17
467-333SR! 3X1/2 7/8 | 1 | 10 | 046 | 41.28) |467S-524SR’ 6X3/4 118 | 1 | 4 | 046 | 139.17
467-334SR 3X3/4 7/8 1| 10 | 046 | 41.28] [467S-525SR 6X1 1-1/8 | 1 | 4 | 046 | 139.17
467-335SR 3X1 1-1/8 | 1 | 10 | 046 | 41.28| |467S-526SR’ 6X1-1/4 2-1/4 | 1 | 4 |046 | 139.17
467-336SR! 3X1-1/4 2-1/4 | 1 | 10 | 046 | 41.28) 467S-527SR1 6X1-1/2 2-1/4 | 1 | 4 | 046 | 139.17
467-337SR! 3X1-1/2 2-1/4 | 1 | 10 | 046 | 41.28) 467S-528SR 6X2 2-1/4 | 1 | 4 | 046 | 139.17
467-338SR 3X2 2-1/4 | 1 | 10 | 046 | 41.28 467S-529SR1 6X2-1/2 3 1| 4 | 046 | 149.77
467-415SR" 4X1/2 1-1/8 | 1 | 10 | 046 | 51.97| [467S-530SR 6X3 3 1| 4 | 046 | 154.15
467-416SR' 4X3/4 1-1/8 | 1 | 10 | 046 | 51.97| [467S-532SR 6X4 4 1| 4 | 046 | 160.12
467-417SR 4x1 1-1/8 | 1 | 8 | 046 | 51.97| [467S-573SR’ 8X1/2 4 1| 0 | 046 | 200.43
467-418SR’ 4X1-1/4 1-3/4 | 1 | 8 | 046 | 51.97| [467S-574SR’ 8X3/4 4 1| 0 | 046 | 200.43
467-419SR 4X1-1/2 1-3/4 | 1 | 8 | 046 | 51.97| [467S-575SR’ 8x1 4 1| 0 | 046 | 200.43
467-420SR 4X2 2-1/4 | 1 | 8 | 046 | 51.97| 467S-576SR1 8X1-1/4 4 1| 0 | 046 | 200.43
467-421SR! 4X2-1/2 3 1 | 4 | 046 | 56.22] [467S-577SR’ 8X1-1/2 4 1| 0 | 046 | 200.43
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[ Schedule 40 Fittings & Accessories 'SPEAHS -
Clamp-On & Hot-Tap Saddles '

. Hole | Std | Mstr | Disc Price . Hole | Std | Mstr | Disc Price
Part Number Size  |saw Dia| Pk | Ctn |Code| Each | 2t Number Siz&  |saw Dia| Pk | Cin |Code
:’V(i Wl:jl)te Clamp-On Saddle x SR Thread Single Outlet  py¢ white Clamp-On Saddle x SR Thread
continue :
with Buna-N O-ring Seal & SS Hardware S.mgle Outlgt
467S-578SR’ 8X2 2 1 0 To46 | 20043 with EPDM O-ring Seal & SS H.ardware
467S-579SR’ 8X2-1/2 4 [ 1| 0 |o46| 217.67] 2-4'235 6"200,8™12" 150 psi @ 73°F (23°C)
467S-580SR" 8X3 4 1 0 | 046 | 22853 467SE-247SR 2X1/2 3/4 1 10 | 046 50.84
467S-582SR x4 4 T T 0 Toa6 | 24227 [467SE-248SR 2X3/4 7/8 | 1 | 10 | 046 | 50.84
467S-585SR 8X6 6 1 0 | 046 | 266.36 467SE-249SR 2X1 1-1/8 1 10 | 046 50.84
467S-624SR Toxd 1 T T 0 Toas | 31703 [467SE-250SR 2X1-1/4 | 1-1/2 | 1 | 10 | 046 | 50.84
467S-626SR 10X6 6 1 0 | 046 | 364.57 467SE-251SR 2X1-1/2 1-1/2 1 10 | 046 50.84
467S-664SR Toxd 7 T 0 Toas | 39741 A67SE-291SR | 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 68.23
467S-666SR 12X6 6 1 0 | 046 | 460.83 467SE-333SR! 3X1/2 7/8 1 10 | 046 68.23
Oulet sized with Bushing 467SE-334SR 3X3/4 7/8 | 1 | 10 | 046 | 68.23
. 467SE-335SR 3X1 1-1/8 1 10 | 046 68.23]
PVC White Clamp-On Saddle x SR Thread 467SE-336SR! 3X1-1/4 2-1/4 | 1 | 10 [046 | 6823
Single Outlet 467SE-337SR! 3X1-1/2 | 2-1/4 | 1 | 10 | 046 | 68.23
with EPDM O-ring Seal & Zinc-Plated Hardware jg;gg-i?ggg 4%32 flg 1 18 gjg ggg?
BB b 200, 8L IO @ S () o M6TSE-416SRT | 4X3i4 | 1-/8 | 1 | 10 | 046 | 8561
. 467SE-417SR 4X1 1-1/8 1 8 | 046 85.61
467E-248SR 2X3/4 7/8 1 10 | 046 32.48 7
467E-249SR X1 1-1/8 1 10 | 046 3248 467SE-418SR 4X1-1/4 1-3/4 1 8 | 046 85.61
467E-250SR 2X1-1/4 1172 1 10 | 046 32-48 467SE-419SR 4X1-1/2 1-3//4 1 8 | 046 85.61
. 467SE-420SR 4X2 2-1/4 1 8 | 046 85.61
467E-251SR 2X1-1/2 1-1/2 1 10 | 046 32.48
467SE-421SR! 4X2-1/2 3 1 4 | 046 89.26
467E-291SR 2-1/2X1-1/2 1-3/4 1 10 | 046 45.29
467SE-422SR 4X3 3 1 4 | 046 94.22
467E-333SR! 3X1/2 7/8 1 10 | 046 45.29 7
467E-334SR 3X3/4 7/8 1 10 | 046 45.29 467SE-523SR 6X1/2 1-1/8 1 4 | 046 | 143.86
467E-335SR 3X1 1-1/8 1 10 | 046 45'29 467SE-524SR! 6X3/4 1-1/8 1 4 | 046 | 143.86
s 467SE-525SR 6X1 1-1/8 1 4 | 046 | 143.86
467E-336SR! 3X1-1/4 2-1/4 1 10 | 046 45.29 7
467E-337SR’ 3X11/2 >1/a 1 10 | 046 25.29 467SE-526SR 6X1-1/4 2-1/4 1 4 | 046 | 143.86
467E-338SR 3X2 >1/a 1 10 | 046 45'29 467SE-527SR! 6X1-1/2 2-1/4 1 4 | 046 | 143.86
. 467SE-528SR 6X2 2-1/4 1 4 | 046 | 143.86
467E-415SR! 4X1/2 1-1/8 1 10 | 046 56.62, 7
467E-416SRT aX3/4 | 1-1/8 | 1 | 10 |od6 | 5662 LOrSE-029SRT | 6X2-1/2 3 | 114 j046) 19615
. 467SE-530SR 6X3 3 1 4 | 046 | 161.98
467E-417SR 4X1 1-1/8 1 8 | 046 56.62,
467SE-532SR 6X4 4 1 4 | 046 | 164.90
467E-418SR! 4X1-1/4 1-3/4 1 8 | 046 56.62,
467SE-573SR! 8X1/2 4 1 0 | 046 | 206.39
467E-419SR 4X1-1/2 1-3/4 1 8 | 046 56.62; 7
467E-420SR X0 >1/4 1 8 1046 56.62 467SE-574SR 8X3/4 4 1 0 | 046 | 206.39
467E-421SR’ 4X2-112 3 | 1| 4 |o0a6| 6068 (O7SE-S7SSR! 8x1 4 1110 10461 206.39
467E-422SR 23 3 1 2 1046 65.05 467SE-576SR! 8X1-1/4 4 1 0 | 046 | 206.39
467E-523SR’ 6X1/2 1178 1 2 1046 94.48 467SE-577SR! 8X1-1/2 4 1 0 | 046 | 206.39
. 467SE-578SR! 8X2 4 1 0 | 046 | 206.39
467E-524SR! 6X3/4 1-1/8 1 4 | 046 94 .48 7
467E-525SR 6X1 1178 1 2 1046 94.48 467SE-579SR 8X2-1/2 4 1 0 | 046 | 227.14
: 467SE-580SR! 8X3 4 1 0 |046 | 238.43
467E-526SR! 6X1-1/4 2-1/4 1 4 | 046 94 .48
467SE-582SR 8X4 4 1 0 | 046 | 252.81
467E-527SR! 6X1-1/2 2-1/4 1 4 | 046 94 .48
467SE-585SR 8X6 6 1 0 | 046 | 278.05
467E-528SR 6X2 2-1/4 1 4 | 046 94 .48
467SE-624SR 10X4 4 1 0 | 046 | 330.76
467E-529SR! 6X2-1/2 3 1 4 | 046 | 117.03
467E-530SR 6X3 3 1 2 o026 | 123.12 467SE-626SR 10X6 6 1 0 | 046 | 380.61
467E-532SR 6X4 2 1 2 046 129'32 467SE-666SR 12X6 6 1 0 | 046 | 481.10i
467E-573SR’ 8x1/2 4 | 1 | 0 | o046 | 143.14 CutetsizedvithBushing
467E-574SR’ 8X3/4 4 1] 0 |o46| 143.14 PVC White Clamp-On Saddle x Soc Double
467E-575SR! 8X1 4 1 0 | 046 | 143.14 Outlet
467E-576SR! 8X1-1/4 4 1 0 | 046 | 143.14 . . .
467E-577SR] BX11/2 2 1 0 046 | 14314 with Buna-N O-ring Seal & Zlnt.:-PIated Hardware
467E-578SR" 8X2 4 1 0 | 046 | 143.14 2'-4"235,6"200, 8"-12" 150 psi @ 73°F (23°C)
467E-579SR 8X2-1/2 4 1 | 0 |o046 | 157.45 [468-247 2X1/2 3/4 | 1 | 10 | 046 | 3262
467E-580SR" 8X3 4 1 0 | 046 | 165.37] 468-248 2X3/4 718 1 10 | 046 32.62
467E-582SR 8X4 4 1 0 | 046 | 175.08 468-249 2X1 1-1/8 1 10 | 046 32.62
467E-585SR 8X6 6 1 0 | 046 | 194.46| 468-250 2X1-1/4 1-1/2 1 10 | 046 32.62
467E-624SR 10X4 4 1 0 | 046 | 231.39 [468-251 2X1-1/2 1-1/2 1 10 | 046 32.62
467E-626SR 10X6 6 1 0 | 046 | 266.05 [468-291 2-1/2X1-1/2 1-3/4 1 10 | 046 43.55
467E-664SR 12X4 4 1 0 | 046 | 290.06 468-333" 3X1/2 718 1 10 | 046 43.55
467E-666SR 12X6 6 1 0 | 046 | 336.48 [468-334 3X3/4 7/8 1 10 | 046 43.55
iOutlet-sized with Bushing 468-335 3X1 1-1/8 1 10 | 046 43.55
468-336" 3X1-1/4 2-1/4 1 10 | 046 43.55
468-337" 3X1-1/2 2-1/4 1 10 | 046 43.55
468-338 3X2 2-1/4 1 10 | 046 43.55
468-415" 4X1/2 1-1/8 1 10 | 046 55.18
468-416" 4X3/4 1-1/8 1 10 | 046 55.18
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Schedule 40 Fittings & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price . Hole | Std | Mstr | Disc Price|
Part Number Size Saw Dial Pk | Ctn | Code Each Part Number Size Saw Dial Pk | Ctn |Code Each
PVC White Clamp-On Saddle x Soc Double Outlet PVC White Clamp-On Saddle x Soc Double Outlet
(continued) (continued)
with Buna-N O-ring Seal & Zinc-Plated Hardware with Buna-N O-ring Seal & SS Hardware
468-417 4X1 11/8 | 1 | 8 |046 | 55.18 [4685-5731 8X1/2 4 1 | 0 [o046 | 193.82
468-418" 4X1-1/4 1-3/4 | 1 | 8 |046 | 55.18 4685-574 8X3/4 4 1| 0 | 046 | 193.82
468-419 4X1-1/2 13/4 | 1 | 8 | 046 | 55.18 |4685-575 8X1 4 1| 0 | 046 | 193.82
468-420 4X2 2-1/4 | 1 | 8 |046| 55.18 4685-576! 8X1-1/4 4 1| 0 | 046 | 193.82
468-421" 4X2-1/2 3 1 | 4 |046 | b57.76) 4685577 8X1-1/2 4 1| 0 | 046 | 193.82
468-422 4X3 3 1 | 4 |046 | 65.21 468S-578" 8X2 4 1 | 0 | 046 | 193.82
468-523" 6X1/2 1-1/8 | 1 | 4 |o046 | 90.86] 4685-579' 8X2-1/2 4 1| 0 | 046 | 213.17
468-524" 6X3/4 11/8 | 1 | 4 | 046 | 90.86 468S-580" 8X3 4 1| 0 | 046 | 223.96
468-525 6X1 11/8 | 1 | 4 | 046 | 90.86 468S-582 8X4 4 1| 0 | 046 | 237.28
468-526" 6X1-1/4 2-1/4 | 1 | 4 | 046 | 90.86 468S-585 8X6 6 1| 0 | 046 | 260.97
468-527" 6X1-1/2 2-1/4 | 1 | 4 | 046 | 90.86 4685-624 10X4 4 1| 0 | 046 | 310.48
468-528 6X2 2-1/4 | 1 | 4 | 046 | 90.86 468S-626 10X6 6 1| 0 | 046 | 357.14
468-529" 6X2-1/2 3 1 | 4 | 046 | 103.41 |468S-664 12X4 4 1| 0 | 046 | 389.27
468-530 6X3 3 1 | 4 | 046 | 108.11 |4685-666 12X6 6 1 | 0 | 046 | 45153
468-532 6X4 4 1 4 | 046 | 116.21| |[Outlet-sized with Bushing.
. 1

el X 4ol 104 pyC White Clamp-On Saddle x Soc Double
468-575" 8X1 4 1 | o |046 | 130.41| Outlet
468-576" 8X1-1/4 4 1 0 | 046 | 130.41] with EPDM O-ring Seal & Zinc-Plated Hardware
468-577" 8X1-1/2 4 1| 0 | 046 | 130.41 24" 235 6" 200, 8"12" 150 psi @ 73°F (23°C)
468-578' 8X2 4 1.1 0 | 046 | 13041 [468E-247 2X1/2 3/4 [ 1 [ 10 [o46| 34.30
468-579' 8X2-1/2 4 1.1 0 | 046 | 14339 |468E-248 2X3/4 7/8 | 1 [ 10 [046 | 34.30
468-580" 8X3 4 1.1 0 | 046 | 150.60) |468E-249 2X1 1-1/8 [ 1 | 10 [046 | 34.30
468-582 8X4 4 1| 0 | 046 | 159.67| l468E-250 2X1-1/4 1-1/2 | 1 | 10 | 046 | 34.30
468-585 8X6 6 1| 0 |046 | 177.14) [468E-251 2X1-1/2 1-1/2 | 1 | 10 | 046 | 34.30
468-624 10X4 4 1] 0 |046 | 210.80 [468E-291 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 47.38
468-626 10X6 6 1| 0 | 046 | 24234 [468E-333" 3X1/2 718 1 | 10 | 046 | 47.38
468-664 12X4 4 1| 0 | 046 | 26424 [468E-334 3X3/4 718 1 | 10 | 046 | 47.38
468-666 12X6 6 1| 0 |046 | 306.56 |468E-335 3X1 1-1/8 | 1 | 10 | 046 | 47.38
*Outlet-sized with Bushing 468E-336" 3X1-1/4 2-1/4 | 1 | 10 | 046 | 47.38

; 468E-337" 3X1-1/2 2-1/4 | 1 | 10 | 046 | 47.38
PVC White Clamp-On Saddle x Soc Double I66E.338 e s T 0 Tow T 2738
Outlet 468E-415 4X172 71/8 | 1 | 10 | 046 | 57.61
with Buna-N O-ring Seal & SS Hardware 468E-416" 4X3/4 1-1/8 1 10 | 046 57.61
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 468E-417 4x1 118 | 1 | 8 | 046 | 57.61
4685-247 2X1/2 3/4 1 [ 10 [046 | 52.35 [468E-418' 4X1-1/4 1314 | 1 | 8 | 046 | 57.61
4685-248 2X3/4 7/8 1 | 10 | 046 | 52.35 [468E-419 4X1-1/12 1314 | 1 | 8 | 046 | 57.61
468S-249 2X1 11/8 | 1 | 10 | 046 | 52.35 |468E-420 4x2 2-1/4 | 1 | 8 046 | 57.61
4685-250 2X1-1/4 112 | 1 | 10 | 046 | 52.35 l468E-421 4X2-1/2 3 1| 4 [046| 61.78
4685-251 2X1-1/2 112 | 1 | 10 | 046 | 52.35 |468E-422 4X3 3 4 | 0 |o46| 68.85
4685-291 2-1/2X1-1/2 | 1-3/4 | 1 [ 10 [ 046 | 69.89] [468E-523' 6X1/2 118 | 1 | 4 | 046 | 96.71
4685-333' 3X1/2 7/8 1|10 | 046 | 69.89 468E-5241 6X3/4 118 | 1 | 4 | 046 | 96.71
468S-334 3X3/4 7/8 1 | 10 | 046 | 69.89 l468E-525 6X1 118 | 1 | 4 | 046 | 96.71
468S-335 3X1 1-1/8 | 1 | 10 | 046 | 69.89 468E-526' 6X1-1/4 2-1/4 | 1 | 4 [o046| 96.71
468S-336' 3X1-1/4 2-1/4 | 1 [ 10 [046 | 69.89 [468E-527" 6X1-1/2 2-1/4 | 1 | 4 [o046| 96.71
468S-337" 3X1-1/2 2-1/4 | 1 | 10 | 046 | 69.89 468E-528 6X2 2-1/4 | 1 | 4 [o046| 96.71
468S-338 3X2 2-1/4 | 1 | 10 | 046 | 69.89] 468E-529" 6X2-1/2 3 1 | 4 [046 | 108.16
468S-415' 4X1/12 11/8 | 1 | 10 | 046 | 87.23 [468E-530 6X3 3 1 | 4 [046 | 116.36
4685-416' 4X3/4 11/8 | 1 | 10 | 046 | 87.23 [468E-532 6X4 4 1| 4 [046 | 122.60
468S-417 4X1 118 | 1 | 8 | 046 | 87.23 468E-573" 8X1/2 4 1 | 0 [046 | 145.91
4685-4181 4X1-1/4 1-3/4 | 1 | 8 |o046 | 87.23 l468E-574" 8X3/4 4 1 | 0 [046 | 145.91
4685-419 4X1-1/2 13/4 | 1 | 8 | 046 | 87.23 468E-575 8X1 4 1| 0 |046 | 145.91
4685-420 4X2 2-1/4 | 1 | 8 | o046 | 87.23] [468E-576' 8X1-1/4 4 1 | 0 |046 | 145.91
468S-4211 4X2-1/2 3 1| 4 | 046 | 91.67 468E-577 8X1-1/2 4 1 | 0 |046 | 145.91
468S-422 4X3 3 1 | 4 | 046 | 100.59 468E-578" 8X2 4 1| 0 |046 | 145.91
4685-5231 6X1/2 1-1/8 | 1 | 4 |o046 | 144.09) l468E-579' 8X2-1/2 4 1| 0 |046 | 160.57
4685-5241 6X3/4 11/8 | 1 | 4 | 046 | 144.09 |468E-580" 8X3 4 1 | 0 |046 | 168.65
4685-525 6X1 11/8 | 1 | 4 | 046 | 144.09 |468E-582 8X4 4 1| 0 |046 | 178.79
4685-526' 6X1-1/4 2-1/4 | 1 | 4 | 046 | 144.09] 468E-585 8X6 6 1| 0 | 046 | 196.60
468S-5271 6X1-1/2 2-1/4 | 1 | 4 | 046 | 144.09] |468E-624 10X4 4 1| 0 |046 | 234.01
4685-528 6X2 2-1/4 | 1 | 4 | 046 | 144.09) 468E-626 10X6 6 1 | 0 |046 | 268.99
4685-529' 6X2-1/2 3 1 | 4 | 046 | 150.55 |468E-664 12X4 4 1 | 0 |046 | 293.33
4685-530 6X3 3 1 | 4 | 046 | 153.14 |468E-666 12X6 6 1 | 0 |046 | 340.15
468S-532 6X4 4 1 4 | 046 | 158.11| |*Outlet-sized with Bushing
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Schedule 40 Fittings & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price . Hole | Std
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dia| Pk
PVC White Clamp-On Saddle x Soc Double PVC_ White Clamp-On Saddle x SR Thread Double Outlet
Outlet (continued)
A . with Buna-N O-ring Seal & Zinc-Plated Hardware
with EPDM O-ring Seal & SS Hardware 469-416SR' 4X3/4 1-1/8 | 1 | 10 [ 046 | 73.52
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 469-417SR X1 1-1/8 | 1 | 8 | 046 | 73.52
468SE-247 2X1/2 3/4 1 10 | 046 55.98 [469-418SR’ AX1-1/4 1-3/4 1 8 | 046 73.52
468SE-248 2X3/4 7/8 | 1 | 10 | 046 | S55.98 [469-419SR 4X1-112 1-3/4 | 1 | 8 |046 | 7352
468SE-249 2X1 1178 | 1 | 10 | 046 | 55.98 [159-420SR X2 24/ | 1 1 8 | o046 | 7350
468SE-250 2X1-1/4 1-1/2 1 10 | 046 55.98 [469-421SR’ AX2-1/2 3 1 4 | 046 78.98
468SE-251 2X1-1/2 1172 | 1 | 10 | 046 | 55.98 [159-422SR X3 3 T 1 4 [046 | 18843
468SE-291 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 74.03 [459.523SR’ 6X1/2 18 T 1 | 4 o0a6 | 119.85
468SE-333! 3X1/2 7/8 | 1 | 10 | 046 | 74.03 |169-524SR! 6X3/4 1-1/8 | 1 | 4 |046 | 119.85
468SE-334 3X3/4 7/8 1 10 | 046 74.03| [469-525SR 6X1 1-1/8 1 4 | 046 | 119.85
468SE-335 3X1 1-1/8 | 1 | 10 | 046 | 74.03) |169-526SR! 6X1-1/4 2-1/4 | 1 | 4 | 046 | 119.85
468SE-336" 3X1-1/4 2-1/4 1 10 | 046 74.03 469-527SR’ 6X1-1/2 2.1/4 1 4 | o046 | 119.85
468SE-337" 3X1-1/2 2-1/4 | 1 | 10 | 046 | 74.03 [169-508SR 6% >4/4 | 1 1 4 | o046 119.85
468SE-338 3X2 2-1/4 1 10 | 046 74.03 469-529SR’ 6X2-1/2 3 1 4 | o046 | 143.74
468SE-415" ax1/2 1178 | 1 | 10 | 046 | 9241 [159:530SR 6X3 3 T 1 2 [046 | 15090
468SE-416" 4X3/4 1178 | 1 | 10 | 046 | 9241 [z59.532SR 6X4 2 T 1T 2 046 | 158.01
468SE-417 4X1 1-1/8 1 8 | 046 92.41 469-573SR’ 8X1/2 4 1 0 |o46 | 17567
468SE-418" aX1-1/4 1-3/4 | 1 | 8 | 046 | 9241 [4go574SR] 8X3/4 2 T 1 0 o046 | 17567
468SE-419 4X1-1/2 1-3/4 | 1 | 8 | 046 | 9241 [4go.5759R" 8X1 2 T T 0 o046 | 17567
468SE-420 4X2 2-1/4 | 1 | 8 | 046 | 9241 [459.5763R! 8X1-1/4 4 1| 0 | 046 | 175.67
468SE-4211 4X2-1/2 3 1 4 | 046 | 100.87| |469-577SR’ 8X1-1/2 4 1 0 |o46 | 175.67
468SE-422 4X3 3 4 0 | 046 | 107.52 469-578SR" 8X2 4 1 0 |o46 | 17567
468SE-5231 6X1/2 1-1/8 1 4 | 046 | 154.04| |469-579SR’ 8X2-1/2 4 1 0 | o046 | 194.46
468SE-5241 6X3/4 1-1/8 1 4 | 046 | 154.04 469-580SR’ 8X3 4 1 0 | o046 | 203.86
468SE-525 6X1 1-1/8 1 4 | 046 | 154.04| |469-582SR 8X4 4 1 0 | 046 | 216.19
468SE-526" 6X1-1/4 2-1/4 | 1 | 4 | 046 | 154.04 [159.585SR 8X6 5 T o |o0a6 | 237.78
468SE-527" 6X1-1/2 2-1/4 | 1 | 4 | 046 | 154.04 [150.624SR 10X4 2 T 0 046 | 282.96
468SE-528 6X2 2-1/4 | 1 | 4 | 046 | 154.04 [159-626SR 10X6 5 T o 046 | 325.19
468SE-529" 6X2-1/2 3 1 | 4 | 046 | 158.20 l469-666SR 12X6 5 T 0 046 | 411.39
468SE-530 6X3 3 1 4 046 | 163.69 1Qutlet-sized with Bushing
468SE-532 6X4 4 1| 4 | 046 | 173.13 -
468SE-573' 8X1/2 4 17 | o |oa6| 219.46 PVC White Clamp-On Saddle x SR Thread
468SE-574" 8X3/4 4 1 | o [o046 | 219460 Double Outlet
jgggg'g;g: 8)?1)(1/4 j 1 8 gjg glg:g with Buna-N O-ring Seal & SS Hardware
468SE-577 8X1-1/2 4 |1 [ o o6 | 21946 2= 2356 200,812"150psi @ 73°F (23°C)
e o5 2 0 Toss | 2192q [469S-247SR 2X1/2 3/4 | 1] 10 [046] 58.19
: 469S-248SR 2X3/4 7/8 | 1 | 10 | 046 | 58.19
468SE-579" 8X2-1/2 4 | 1] 0 1046 241.45 | o5s 49SR 2X1 1-1/8 | 1 | 10 | 046 | 58.19
:gggg:ggg gﬁ : L2 e ggg'gg 469S-250SR 2X1-1/4 | 112 | 1 | 10 | 046 | 58.19
eoSEnos o6 5 0 Toae | 29803 [4695-251SR 2X1-1/2 1-1/2 | 1 | 10 | 046 | 58.19
sSt oo Toxd a 0 Toae | ssase [4695-291SR 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 046 | 77.64
eSSt b Toxe 5 0 Toae 40803 [4695-333SR’ 3X1/2 7/8 | 1 | 10 | 046 | 77.64
eStees o a 0 Toae | ada99 [4695-334SR 3X3/4 7/8 | 1 | 10 | 046 | 77.64
oS eoe Toxe 5 0 Toae | e607 [4695-3355R 3X1 1-1/8 | 1 | 10 [046 | 77.64
oL : 469S-336SR! 3X1-1/4 2-1/4 | 1 | 10 | 046 | 77.64
g 469S-337SR! 3X1-172 2-1/4 | 1 | 10 | 046 | 77.64
PVC White Clamp-On Saddle x SR Thread jggg-i?gg; 4%?2 ﬂ;‘g 1| 10 | 046 g;-gg
- - 1| 10 | 046 )
Double Outlet . 4695-416SR 4X3/4 | 11/8 | 1 | 10 | 046 | 98.66
with Buna-N O-ring Seal & Zinc-Plated Hardware 4695-417SR X1 1178 | 1 8 | 046 | 98.66
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 469S-418SR’ 4X1-1/4 13/4 | 1 | 8 | 046 | 98.66
469-247SR 2X1/2 3/4 | 1 | 10 | 046 | 36.88 I1695-419SR 4X1-1/2 1-3/4 | 1 | 8 | 046 | 98.66
469-248SR 2X3/4 7/8 | 1 | 10 | 046 | 36.88 [4695-420SR X2 21/4 | 1 | 8 | 046 | 98.66
469-249SR 2X1 1-1/8 1 10 | 046 36.88 [469S5-421SR! 4X2-1/2 3 1 4 | 046 | 104.07
469-250SR 2X1-1/4 1-1/2 | 1 | 10 | 046 | 36.88 [1695-422SR X3 3 2 [ 0 [046 | 113.95
469-251SR 2X1-1/2 1-1/2 1 10 | 046 36.88 [4695-523SR! 6X1/2 1-1/8 1 4 | o046 | 162.09
469-291SR 2-1/2X1-1/2 1-3/4 1 10 | 046 48.97| 1469S5-524SR1 6X3/4 1-1/8 1 4 | o046 | 162.09
469-333SR! 3X1/2 718 1 10 | 046 48.97| [469S5-525SR 6X1 1-1/8 1 4 | 046 | 162.09
469-334SR 3X3/4 7/8 | 1 ] 10 | 046 | 4897 |469S-526SR’ 6X1-1/4 2-1/4 | 1 | 4 046 | 162.09
469-335SR 3X1 1-1/8 | 1 | 10 | 046 | 48.97 [4695-527SR' 6X1-1/2 2-1/4 | 1 | 4 046 | 162.09
469-336SR! 3X1-1/4 21/4 | 1 | 10 | 046 | 48.97| [1695.528SR 650 21/4 | 1 | 4 | 046 162.09
469-337SR! 3X1-1/2 2-1/4 1 10 | 046 48.97| 1469S5-529SR1 6X2-1/2 3 1 4 | 046 | 169.67!
469-338SR 3X2 2-1/4 | 1 | 10 | 046 | 48.97] [1695.530SR 6X3 3 T 4 o046 | 179.47
469-415SR! ax1/2 1-1/8 | 1 | 10 | 046 | 7352 [4695-532SR 6X4 4 1| 4 | 046 | 187.41
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 27
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Schedule 40 Fittings & Accessories
Clamp-On & Hot-Tap Saddles

Part Number

Hole

Size Saw Dia

Std
Pk

Mstr | Disc

Ctn

Code

. Hole | Std | Mstr | Disc Price
Part Number Size Saw Dia| Pk | Ctn |Code Each
PVC White Clamp-On Saddle x SR Thread Double Outlet
(continued)
with Buna-N O-ring Seal & SS Hardware
469S-573SR! 8X1/2 4 1 0 | 046 | 229.85
469S-574SR" 8X3/4 4 1 0 | 046 | 229.85
469S-575SR" 8X1 4 1 0 | 046 | 229.85
469S-576SR" 8X1-1/4 4 1 0 | 046 | 229.85
469S-577SR! 8X1-1/2 4 1 0 | 046 | 229.85
469S-578SR! 8X2 4 1 0 | 046 | 229.85
469S-579SR! 8X2-1/2 4 1 0 | 046 | 252.81
469S-580SR" 8X3 4 1 0 | 046 | 265.38
469S-582SR 8X4 4 1 0 | 046 | 281.07
469S-585SR 8X6 6 1 0 | 046 | 312.12
469S-624SR 10X4 4 1 0 | 046 | 371.45
469S-626SR 10X6 6 1 0 | 046 | 427.16
469S-664SR 12X4 4 1 0 | 046 | 465.57
469S-666SR 12X6 6 1 0 | 046 | 539.93
Qutlet-sized with Bushing

PVC White Clamp-On Saddle x SR Thread

Double Outlet

with EPDM O-ring Seal & Zinc-Plated Hardware
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C)

469E-247SR 2X1/2 3/4 1 10 | 046 40.54
469E-248SR 2X3/4 7/8 1 10 | 046 40.54
469E-249SR 2X1 1-1/8 1 10 | 046 40.54
469E-250SR 2X1-1/4 1-1/2 1 10 | 046 40.54
469E-251SR 2X1-1/2 1-1/2 1 10 | 046 40.54
469E-291SR 2-1/2X1-1/2 1-3/4 1 10 | 046 54.97
469E-333SR! 3X1/2 7/8 1 10 | 046 54.97
469E-334SR 3X3/4 7/8 1 10 | 046 54.97
469E-335SR 3X1 1-1/8 1 10 | 046 54.97
469E-336SR! 3X1-1/4 2-1/4 1 10 | 046 54.97
469E-337SR! 3X1-1/2 2-1/4 1 10 | 046 54.97
469E-338SR 3X2 2-1/4 1 16 | 046 54.97
469E-415SR! 4X1/2 1-1/8 1 10 | 046 85.68
469E-416SR' 4X3/4 1-1/8 1 10 | 046 85.68
469E-417SR 4X1 1-1/8 1 8 | 046 85.68
469E-418SR' 4X1-1/4 1-3/4 1 8 | 046 85.68
469E-419SR 4X1-1/2 1-3/4 1 8 | 046 85.68
469E-420SR 4X2 2-1/4 1 8 | 046 85.68
469E-421SR! 4X2-1/2 3 1 4 | 046 87.38
469E-422SR 4X3 3 4 0 | 046 | 111.60;
469E-523SR! 6X1/2 1-1/8 1 4 | 046 | 131.38
469E-524SR! 6X3/4 1-1/8 1 4 | 046 | 131.38
469E-525SR 6X1 1-1/8 1 4 | 046 | 131.38
469E-526SR" 6X1-1/4 2-1/4 1 4 | 046 | 131.38
469E-527SR! 6X1-1/2 2-1/4 1 4 | 046 | 131.38
469E-528SR 6X2 2-1/4 1 4 | 046 | 131.38
469E-529SR! 6X2-1/2 3 1 4 | 046 | 147.04
469E-530SR 6X3 3 1 4 | 046 | 159.04
469E-532SR 6X4 4 1 4 | 046 | 169.12
469E-573SR! 8X1/2 4 1 0 | 046 | 190.37
469E-574SR" 8X3/4 4 1 0 | 046 | 190.37
469E-575SR" 8X1 4 1 0 | 046 | 190.37
469E-576SR" 8X1-1/4 4 1 0 | 046 | 190.37
469E-577SR! 8X1-1/2 4 1 0 | 046 | 190.37
469E-578SR 8X2 4 1 0 | 046 | 190.37
469E-579SR! 8X2-1/2 4 1 0 | 046 | 209.50;
469E-580SR" 8X3 4 1 0 | 046 | 219.97
469E-582SR 8X4 4 1 0 | 046 | 233.21
469E-585SR 8X6 6 1 0 | 046 | 258.84
469E-624SR 10X4 4 1 0 | 046 | 308.03;
469E-626SR 10X6 6 1 0 | 046 | 354.12
469E-666SR 12X6 6 1 0 | 046 | 447.93
1Qutlet-sized with Bushing
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PVC White Clamp-On Saddle x SR Thread

Double Outlet

with EPDM O-ring Seal & SS Hardware
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C)

469SE-247SR 2X1/2 3/4 1 10 | 046 61.91
469SE-248SR 2X3/4 7/8 1 10 | 046 61.91
469SE-249SR 2X1 1-1/8 1 10 | 046 61.91
469SE-250SR 2X1-1/4 1-1/2 1 10 | 046 61.91
469SE-251SR 2X1-1/2 1-1/2 1 10 | 046 61.91
469SE-291SR 2-1/2X1-1/2 1-3/4 1 10 | 046 82.46
469SE-333SR! 3X1/2 7/8 1 10 | 046 82.46
469SE-334SR 3X3/4 7/8 1 10 | 046 82.46
469SE-335SR 3X1 1-1/8 1 10 | 046 82.46
469SE-336SR! 3X1-1/4 2-1/4 1 10 | 046 82.46
469SE-337SR! 3X1-1/2 2-1/4 1 10 | 046 82.46
469SE-338SR 3X2 2-1/4 1 10 | 046 82.46
469SE-415SR! 4X1/2 1-1/8 1 10 | 046 | 106.38
469SE-416SR! 4X3/4 1-1/8 1 10 | 046 | 106.38
469SE-417SR 4X1 1-1/8 1 8 | 046 | 106.38
469SE-418SR! 4X1-1/4 1-3/4 1 8 | 046 | 106.38
469SE-419SR 4X1-1/2 1-3/4 1 8 | 046 | 106.38
469SE-420SR 4X2 2-1/4 1 8 | 046 | 106.38
469SE-421SR! 4X2-1/2 3 1 4 | 046 | 110.35
469SE-422SR 4X3 3 4 0 | 046 | 120.76
469SE-523SR! 6X1/2 1-1/8 1 4 | 046 | 166.24
469SE-524SR! 6X3/4 1-1/8 1 4 | 046 | 166.24
469SE-525SR 6X1 1-1/8 1 4 | 046 | 166.24
469SE-526SR! 6X1-1/4 2-1/4 1 4 | 046 | 166.24
469SE-527SR! 6X1-1/2 2-1/4 1 4 | 046 | 166.24
469SE-528SR 6X2 2-1/4 1 4 | 046 | 166.24
469SE-529SR! 6X2-1/2 3 1 4 | 046 | 177.82
469SE-530SR 6X3 3 1 4 | 046 | 187.76
469SE-532SR 6X4 4 1 4 | 046 | 198.89
469SE-573SR! 8X1/2 4 1 0 | 046 | 235.16
469SE-574SR! 8X3/4 4 1 0 | 046 | 235.16
469SE-575SR! 8X1 4 1 0 | 046 | 235.16
469SE-576SR! 8X1-1/4 4 1 0 | 046 | 235.16
469SE-577SR! 8X1-1/2 4 1 0 | 046 | 235.16
469SE-578SR! 8X2 4 1 0 | 046 | 235.16
469SE-579SR! 8X2-1/2 4 1 0 | 046 | 258.69
469SE-580SR’ 8X3 4 1 0 | 046 | 271.61
469SE-582SR 8X4 4 1 0 [ 046 | 283.03
469SE-585SR 8X6 6 1 0 | 046 | 319.48]
469SE-624SR 10X4 4 1 0 | 046 | 380.11
469SE-626SR 10X6 6 1 0 | 046 | 437.12
469SE-664SR 12X4 4 1 0 | 046 | 475.54
469SE-666SR 12X6 6 1 0 | 046 | 552.36
Qutlet-sized with Bushing

PVC White Hot-Tap Saddle

EPDM Saddle x Soc (Spigot) Zinc Plated Bolts

2"- 4" 235, 6" 200, 8" 150 psi @ 73°F (23°C)

HT2-248W 2X3/4 (1) 1 5 | 049 48.63
HT2-251W 2X1-1/2 (2) 1 5 | 049 100.47
HT2-288W 2-1/2X3/4 (1) 1 5 | 049 51.97
HT2-291W 2-112x1-1/2 (2) 1 | 5 | 049 103.82
HT2-334W 3X3/4 (1) 1 5 | 049 59.52
HT2-337W 3X1-1/2 (2) 1 5 | 049 114.43
HT2-416W 4X3/4 (1) 1 0 | 049 68.74
HT2-419W 4X1-1/2 (2) 1 0 | 049 120.99
HT2-524W 6X3/4 (1) 1 0 | 049 77.27
HT2-527W 6X1-1/2 (2) 1 0 | 049 128.82
HT2-574W 8X3/4 (1) 1 0 | 049 85.51

HT2-577W 8X1-1/2 (2) 1 0 | 049 137.35

Progressive Products from Spears® Innovation and Technology
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[ Schedule 40 Fittings & Accessories SPEARS -
Clamp-On & Hot-Tap Saddles & Mechanical Clamp-On Transition Saddles '

Clamp-On & Hot-Tap Saddles

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code | Part Number Size Pk | Cin | Code Each

PVC White Hot-Tap Saddles (continued)

PVC White Hot-Tap Saddles EPDM Saddle x Soc (Spigot) S$316 Bolts

EPDM Saddle x Soc (Spigot) S$316 Bolts HT2S-416W 4X3/4 (1) 1 5 | 049 107.03
, B HT2S-419W 4X1112 (2) 1 [ 0 [o49 188.34

2"- 4" 235, 6" 200, 8" 150 psi @ 73°F (23°C) HT2S-524W 6X3/4 (1) 1| 5 | 049 120.17

HT2S-248W 2X3/4 (1) 1| 5 | 049 75.72|  [HT2S-527W 6X1-1/2 (2) 1| 0 [o049 200.35

HT2S-251W 2X1-1/2 (2) 1| 5 | 049 156.34| [HT2S-574W 8X3/4 (1) 1| 0 [o049 132.45

HT2S-288W 2-1/2X3/4 (1) 1 5 | 049 80.89| [HT2S-577W 8X1-1/2 (2) 1 0 | 049 212.93

HT2S-291W 2-1/2X1-1/2 (2) 1 5 | 049 161.51

HT2S-334W 3X3/4 (1) 1 [ 5 |o049 92.65

HT2S-337W 3X1-1/2 (2) 1 | 5 |o049 178.15

Mechanical Clamp-On Transition Saddles

Designed for Polypropylene-to-PVC pipe transition, but fully suitable for any IPS pipe (metal or plastic) transition to PVC. Excellent for irrigation extensions and lateral take-
offs. Pilot on lateral connector prevents saddle movement on pipe. Easy Installation - Clamp saddle to pipe, drill hole, install screw-in pilot/socket lateral connector.
Injection molded in distinct blue color.

Connector Serew-in

O-Ring Seal ..L Socket/Pilot
L/ sadde

Saddle - 3 Service

Socket Outlet :

i ]
315 psi Pressure Rating @ 73° F O-Ring Seal —_— Pipe
SS316 Mechanical Clamp
EPDM O-ring Seals

Interchangeable 1-1/2" & 2"
Lateral Connector Sizes

® Stainless Steel Reinforcing
Rings for Extra Strength
L r
Note: Mechanical
Clamp Mot Shown
Mechanical Clamp-on Transition Saddles
; Std | Mstr | Disc Price
Part Number Size Pk | Cin | Code Each
Pipe 0.D. x Socket
For Polypropylene (or any IPS pipe, metal or plastic) - To - PVC Transitions
865-419 4X1-1/2 1 0 | 086 319.08
865-420 4X2 1 0 | 086 326.77
865-527 6X1-1/2 1 0 | 086 448.75
865-528 6X2 1 0 | 086 532.92
865-577 8X1-1/2 1 0 | 086 604.27
865-578 8X2 1 0 | 086 687.33
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 29
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- 'SPEAHS Schedule 40 Fittings & Accessories
' Schedule 40 Tank Adapters

. Std | Mstr | Disc Price

Part Number Size Pk | Ctn |Code Each

Schedule 40 Tank Adapters with EPDM Gasket

Socket(Male Pipe Thread) _

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

4170E-005 1/2 Soc(1 MPT) 25 0 | 029 29.50
4170E-007 3/4 Soc(1-1/4 MPT) 25 0 | 029 34.67
4170E-010 1 Soc(1-1/2 MPT) 25 0 | 029 40.16
4170E-012 1-1/4 Soc(2 MPT) 20 0 | 029 49.80
4170E-015 1-1/2 Soc(2 MPT) 30 0 | 029 55.75
4170E-020 2 Soc(2-1/2 MPT) 15 0 | 029 71.98
4170E-025 2-1/2 Soc(3 MPT) 4 0 | 029 119.80
Note: These tank adapters have both Socket and size larger Male Pipe Thread connection
on external end. Adapter Nut has left hand thread to prevent loosening when installing
threaded connection. End lugs allow holding body when tightening Adapter Nut.

Page 30 NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS
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|

Schedule 40 Fittings & Accessories
Pool & Spa Fittings

] SPEAHS'I -

All Pool & Spa Specialty Fittings have a maximum use service pressure of 150 psi @ 73° F (22° C). Standard pressure de-ratings must be applied for use
at elevated temperatures with a maximum service temperature of 140°F (60° C).

Part Number Size S,;ts '\éfrt: géfj% Eggﬁ Part Number Size it;(:l “é'frt‘r g(')z(; Eggﬁ
- 45° Street Ell (continued)
Short Socket Tees | J Spig x Soc
Socket Style Sch 40 V 427-120 12 1 [ 0 [oa1 889.74
427-140F 14 1| 0 |047| 663.09
Special short-socket end allows close connection at pumps, filters and other  [427-160F 16 11 0 |oa7 901.29
areas with minimum available space. 427-180F 18 1 0 | 047 983.84
S401-249 2X2X1 25 | 0 [015 7.49| [427-200F 20 1 0 | 047 1248.79
S401-251 2x2x1-1/2 25| 0 [015 7.49| [427-240F 24 1 0 | 047 1967.09
-
2" Spigot Tee > 22-1/2° Street Ell
Spigot x Spigot x Spigot Sch 40 Spig x Soc
|404A-020 | 2 [30] 0 [o015] 7.81] [442-005 112 50 | 400 | 040 1.43
P 442-007 3/4 50 | 0 | 040 2.23
Male Thread Tee (Branch) v A 442-010 1 50 | 0 | 040 2.67
Socket x Socket x Mipt \(‘ 442-012 1-1/4 20 | 0 | 040 3.73
) 442-015 1-1/2 25 | 0 | 040 4.68
[402B-010 [ 1 [ 50 [ o [o40] 3.29] [442-020 2 20 [ 0 [o040 6.13
" " . . 442-025F 2-1/2 1 18 | 047 34.70
2"x1-1/2" Reducing 90° Ell, Socket Style € 442-030 3 5 T 0 1040 35.80
Sch 40 v 442-040 4 4 [ 0 [o040 55.24
2"x2" 90° Street Ell, Socket x Spigot Sch 40 442-060 6 4 0 [ 040 136.38
Handy dual-purpose configuration is 2"x1-1/2" Socket Reducing 90° Ell and  |442-060F 6 1] 5 | 047 80.48
also a 2" Socket x 2" Spigot 90° Street Ell. 442-080 8 1] 4 | 040 328.04
[406-251N [ 2X1-1/2 [10] 0 Jo15] 9.40| |442-080F 8 1| 4 | 047 121.22
- 442-100F 10 1 0 | 047 187.60
1-1/2" 90° Spigot Elbow i 442-120F 12 1 0 047 281.59
i i ~. 7
Srigot x Spigot Sch 40 “ 2" Sch 40 Grated Coupling @
[422-015 [ 1-1/2 [ 25 ] 0 [o015] 7.54] Socket Style Sch 40

2-1/2"x2" Reducing 90° Ell, Socket Style

Sch 40

2-1/2"x2-1/2" 90° Street Ell, Socket x Spigot Sch 40

Handy dual-purpose configuration is 2-1/2" x 2" Socket Reducing 90° Ell

and also a 2-1/2" Socket x 2-1/2" Spigot 90° Street Ell.

[406-292N

[ 2-1/2x2 (2112 Spigot) | 10 [ 0 [ 040 |

11.01]

2" Short Spigot 45° Street Ell

Spigot x Socket Sch 40

Special short-spigot end allows close connection in extra-tight spaces.

[s427-020 2 [10] o [o15] 6.66|
45° Street Ell

Spig x Soc

427-005 12 50 | 400 [ 040 1.01
427-007 3/4 50 | 0 | 040 1.56
427-010 1 50 | 0 [ 040 1.88
427-012 1-1/4 25 [ 0 [040 2.62
427-015 1-1/2 25 [ 0 040 3.29
427-020 2 25 [ 0 [040 4.28
427-025 2-1/2 10 [ o [o40 13.95
427-030 3 10 0 040 17.32
427-040 4 5 | 0 [040 31.05
427-050 5 4 | 0 |o040 93.36
427-060 6 4 | 0 |o040 95.89
427-080 8 2 [ 0 [o040 230.64
427-100 10 1 [ 0 [o41 606.88

Made in the U.S.A.

Specially designed internal grate at pipe stop gives extra protection to

pumps, filters and equipment from damaging gravel and debris.
2

|429GR-020

[ 25 |

0 [o015]

4.11|

1-1/2"x1"x1" 120° Wye
Spigot x Socket x Socket Sch 40

4

o

Unique spigot end take off with 120° branched wye pattern for special

distribution connections.

[475-21131T [ 1-1/2x1x1 [25 ] 0 [o15] 10.56|
2" 120° Wye v
Socket w
[475-020120 [ 2 [10] o [o15] 12.41]
Multi Configuration Venturied Tee - Socket .
Style Sch 40 i

1-1/2" Socket (2" Spigot) x 1-1/2" Socket x 3/4" Socket (1" "1&.\'

Spigot)

Special spa jet fitting with standard 7/16" nozzle plus optional 3/8" or 1/4".

NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS
Progressive Products from Spears® Innovation and Technology

473-210 with 7/16" Nozzle 25 0 | 015 7.43
473-210-3/8 with 3/8" Nozzle 25 0 | 015 7.43
473-210-1/4 with 1/4" Nozzle 25 0 | 015 7.43
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- SPEARS Schedule 40 Fittings & Accessories Iy
J Pool & Spa Fittings & True Union 2000 Standard Ball Valve - PVC White

Pool & Spa Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Multi Configuration Venturied Tee - Socket
Style Sch 4% .-_N\ @ Smooth Barb Adapter
B 1/2" Smooth Barb x 3/4" Spigot A
1" Socket x 3/4" Socket (1" Spigot) x 3/4" Socket (1" Spigot) @ X P > 4
Special spa jet fitting with standard 7/16" nozzle plus optional 3/8" or 1/4". Special adapter for making connections to 1/2" Vinyl Hose
473-825 with 716" Nozzle 50 [ 0 [o015 6.07| [432-007525 [ 3/4X1/2 [ 100 | 600 | 015 | 1.77]
473-825-3/8 with 3/8" Nozzle 50 | 0 | 015 6.07
473-825-1/4 with 1/4" Nozzle 50 0 015 6.07 Nesting Union ‘
Multi Configuration Venturied Tee - Socket 2" Socket x 1-1/2" Socket (2" Spigot) Buna-N O-ring Ty
Style Sch 40 PDO0 spiemresg
Individual Nozzles Only [8057-251W [ 2x112(2) [ 5[ o [oso[ 5889
Special spa jet fitting with standard 7/16" nozzle plus optional 3/8" or 1/4".
473-1 7/16" Nozzle 100 | 600 | 015 1.96 Nesting Union ‘
473-2 1/4" Nozzle 100 | 600 | 015 1.96 " " " Qi : A
1733 375 Nozzle 100 T600 1015 196 2" Socket x 1-1/2" Socket (2" Spigot) EPDM O-ring »
235 psi @ 73°F (23°C)
[8097-251W [ 2x1122) [ 5 [ o [o80] 69.30|
True Union 2000 Standard Ball Valve - PVC White
. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each
PVC White True Union 2000 Standard Ball ’
Valve |
Socket Ends - EPDM O-rings \‘\‘_
Pressure Rating @73° F (23° C) = 235 psi
Maximum Service Pressure = 140° F (60° C)
Temperature/Pressure De-ratings Apply
3622-015W 1-1/2 1| 8 |608 88.68
3622-020W 2 1 8 | 608 117.02
Check with Spears® for additional size availability
PVC White True Union 2000 Standard Ball
Valves X
SR Threaded Ends - EPDM O-rings
Pressure Rating @73° F (23° C) = 235 psi
Maximum Service Pressure = 140° F (60° C)
Temperature/Pressure De-ratings Apply
3621-015WSR 1-1/2 1 8 | 608 94.98
3621-020WSR 2 1 8 | 608 123.83
Check with Spears® for additional size availability
Page 32 NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS  Spears® Manufacturing Company
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Schedule 40 Fittings & Accessories
PVC Pool Butterfly Valves

] SPEAHS'I -

. td | Mstr | Di Price
Part Number Size ?:,E Cfn Coﬁ!% Each
‘I".w
PVC White Butterfly Valve Lever Handle EPDM .
Seats ol
682311-015 1-1/2 1 0 | 260 155.50
682311-020 2 1 0 | 260 160.91
682311-025 2-1/2 1 0 | 260 166.32
682311-030 3 1 0 | 260 175.77
682311-040 4 1 0 | 260 196.05
682311-060 6 1 0 | 260 290.71
682311-080 8 1 0 | 260 513.81

=9

PVC White Butterfly Valve Gear Operated

EPDM Seats N

682321-015 1-1/2 1 0 | 261 519.21
682321-020 2 1 0 | 261 566.54
682321-025 2-1/2 1 0 | 261 607.11
682321-030 3 1 0 | 261 612.52
682321-040 4 1 0 | 261 642.26
682321-060 6 1 0 | 261 688.23
682321-080 8 1 0 | 261 950.78
682321-100 10 1 0 | 261 1141.20
682321-120 12 1 0 | 261 1385.94

Pressure Rating @ 73°F (23°C), Water 1-1/2" - 12" 150 psi
Maximum Service Temperature PVC = 140°F (60°C)
Temperature/Pressure De-ratings Apply

Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS
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- 'SPH\HS Schedule 40 Fittings & Accessories
' UVR Sch 40 Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
45° Ell (continued)
Tee Soc x Soc
Soc x Soc x Soc 417-012UV 1-1/4 25 | 0 | 042 7.09
417-0150V 1112 25 | 0 | 042 8.56
401-005UV 1/2 50 | 300 | 042 2.52 417-020UV 2 25 0 | 042 12.21
401-007UV 3/4 50 | 0 |042 2.97|  [417-025UV 2112 10 | 0 [o042 33.65
401-010UV 1 50 [ 0 |o042 5.89] [217-030UV 3 10 | 0 | 042 51.85
401-012UV 1-1/4 25 | 0 |042 8.14| [417-040UV 4 5 | 0 [042 117.73
401-0150V 1112 25 | 0 | 042 11.65
401-020UV 2 25 | 0 | 042 15.43 .
401-025UV 2112 10 0 | 042 39.27] Coupling
401-030UV 3 10 | 0 | 042 50.50 S0¢xSoc
401-040UvV 4 6 1 0 J042] 135.96] 13590050V 172 50 | 600 | 042 2.09
429-007UV 3/4 50 | 400 | 042 2.80
Tee ﬂ 429-010UV 1 50 | 0 | 042 4.20
Soc x Soc x Fipt 429-012UV 1-1/4 25 | 150 | 042 5.63
429-0150V 1112 25 | 0 | 042 6.45
402-005UV 1/2 50 | 300 | 042 2.80 429-020UV 2 25 0 | 042 9.81
402-007UV 3/4 50 | 0 |042 3.19] [429-025UV 2112 12 | 0 | 042 22.40
_ L 429-030UV 3 10 | 0 | 042 30.83
Reducing Tee 17 | [429-040UV 4 6 | 0 | 042 80.57
Soc x Soc x Fipt _
Coupling
402-101UV 3/14X1/2 50 | 0 | 042 365| Fiotx Fipt
402-130UV 1X1/2 50 | 0 | 042 6.16
402-131UV 1X3/4 50 0 | 042 6.16 430-005UV 12 50 | 600 | 042
402-166UV 1-1/4X1/2 25 0 | 042 9.81 430-007UV 3/4 50 | 400 | 042
402-167UV 1-1/4X3/4 25 | 0 | 042 9.81
402-209UV 1-1/2X1/2 25 | 0 | 042 14.73
402-210UV 1-1/2X3/4 25 | 0 | 042 1273 Female Adapter
402-247UV 2X1/2 10 | 0 | 042 16.83| SocxFipt
402-248UV 2X3/4 10 | 0 | 042 1683 [135:0050V 2 =0 Te00 Toaz
. 435-007UV 3/4 50 | 400 | 042
90° Ell
Soc x Soc Male Adapter
406-005UV 172 50 | 400 | 042 2.01] MiptxSoc
e 3 =2 o 252! [436-0740V 112X3/4 50 [ 200 | 042 547
406'0 UV ) > o Toiz 6' 03 436-005UV 1/2 50 | 300 | 042 1.90
- = - 436-007UV 3/4 50 | 400 | 042 2.22
406-0150V 1112 25 | 0 | 042 9.10| 73650700V 1 =0 300 (022 580
406-020UV 2 251 0 | 042 12.61) 336-0120v 1-1/4 25 | 0 | 042 3.93
406-025UV 2112 10 | 0 | 042 2043| EESiEOy 192 % T o 012 YT
406-030UV 3 10 | 0 | 042 46.28 236-020UV 2 25 1 0 o042 7'70
406-040UV 4 8 | 0 Jo42] 11913] Z36.0250v 2112 10 0 | 042 19.62
. | [436-030Uv 3 10 0 |042| 2520
90° Ell
Soc x Fipt Reducer Bushing
407-005UV 172 50 | 400 | 042 2.64] Spigx Soc Flush Style
407-007UvV 3/4 50 | 300 | 042 2971 [437-1010V 3/4X112 50 | 300 | 042 222
407-1010V 314X1/2 50 | 300 | 042 388| 4371300V X412 20 200 To42 319
407-1310V 1X3/4 S01 0 [042 532] 14371310V 1X3/4 50 | 300 | 042 3.19
. E 437-1670V 1-1/4X3/4 25 | 300 | 042 4.63
90° Street Ell 437-168UV 1-1/4X1 25 | 300 | 042 463
Mipt x Fipt »m 437-2100V 1-1/2X3/4 25 | 200 | 042 5.48
437-2110V 1-1/2X1 25 | 200 | 042 5.48
412-005UV 1/2 50 | 300 | 042 4.07| [437-2120V 1-1/2X1-1/4 25 | 200 | 042 5.48
412-007UV 3/4 50 | 0 |o042 5.02| [437-2490V 2X1 10 | 80 | 042 6.74
437-250UV 2X1-1/4 10 | 120 | 042 6.74
45° Ell 437-251UV 2X1-1/2 25 | 0 | 042 6.74
Soc x Soc 437-288UV 2-1/2X3/4 10 | 0 | 042 12.61
437-289UV 2-1/2X1 10 | 0 | 042 12.61
417-0050V 1/2 50 | 400 | 042 2.80| [437-290UV 2-1/2X1-1/4 10 | 0 | 042 12.61
417-0070V 3/4 50 | 300 | 042 3.65| [437-292UV 2-1/2X2 10 | 0 | 042 12.61
417-010UV 1 50 | 0 | 042 438| [437-3350V 3X1 10 | 0 | 042 16.12
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Schedule 40 Fittings & Accessories
UVR Sch 40 Fittings

] SPEAHS'I -

. Std | Mstr | Disc Price

Part Number Size Pk | Ctn |Code Each
Reducer Bushing (continued)

Spig x Soc Flush Style

437-336UV 3X1-1/4 10 | 0 | 042 16.12
437-337UV 3X1-1/2 10 | 0 | 042 16.12
437-338UV 3X2 10 | 0 | 042 16.12
437-339UV 3X2-1/2 15 | 0 | 042 16.12
437-422UV 4X3 6 0 | o042 69.37
Reducer Bushing
Spig x Fipt Flush Style

438-130UV 1X1/2 50 | 200 | 042 3.19
438-131UV 1X3/4 50 | 200 | 042 3.19
Schedule 80 Nipple

882-060UV 1/2X6 25 | 300 | 042 2.49
882-080UV 1/2X8 25 | 0 |[042 3.17
882-100UV 1/2X10 25 | 0 |[042 3.85
882-120UV 1/2X12 25 | 0 |[042 4.85
883-060UV 3/4X6 25 | 200 | 042 3.40
883-080UV 3/4X8 25 | 0 |[042 3.85
883-100UV 3/4X10 25 | 0 |[042 4.61
883-120UV 3/4X12 25 | 0 |[042 5.51

Made in the U.S.A.
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Schedule 40 Fittings & Accessories
PVC Gray Sch 40 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Tee Reducing Tee T
Soc Soc x Fipt a
401-005G 1/2 50 | 300 | 043 86| [402-101G 3/14X112 50 | 0 043 1.46
401-007G 3/4 50 | 0 | 043 97| [402-130G 1X1/2 50 | 0 | 043 2.24
401-010G 1 50 | 0 | 043 1.80| [402-131G 1X3/4 50 | 0 | 043 3.23
401-012G 1-1/4 25 | 0 | 043 2.84| [402-166G 1-1/4X1/2 25 | 0 | 043 5.35
401-015G 1112 25 | 0 | 043 3.48| [402-167G 1-1/4X3/4 25 | 0 | 043 5.35
401-020G 2 25 | 0 | 043 5.00| |402-168G 1-1/4X1 25 | 0 | 043 5.35
401-025G 2-1/2 10 | 0 |043 16.55| [402-199G 1112X1-114X112 25 | 0 | 043 6.64
401-030G 3 10 | 0 |043 21.71| [402-209G 1-1/2X1/2 25 | 0 | 043 6.64
401-040G 4 6 | 0 | 043 39.29| [402-210G 1-1/2X3/4 25 | 0 | 043 6.64
401-050G 5 5 | 0 |043 94.96| [402-211G 1-1/2X11/2X1 | 25 | 0 | 043 6.64
401-060G 6 4 | 0 043 132.33| [402-212G 1-1/2X1-1/4 25 | 0 | 043 6.64
401-080G 8 2 | 0 | 043 306.93| [402-247G 2X1/2 10 | 0 | 043 8.38
401-100G 10 1 | 0 |044| 1016.96| |402-248G 2X3/4 10 | 0 | 043 8.38
401-120G 12 1 | 0 |044| 1502.60| [402-249G 2X1 10 | 0 | 043 8.38
402-250G 2X1-1/4 10 | 0 | 043 8.38
Tee ﬂ 402-251G 2X1-1/2 10 | 0 | 043 8.38
Soc x Fipt
90° Ell
402-005G 1/2 50 | 300 | 043 1.12] soc
402-007G 3/4 50 | 0 | 043 1.72
402-010G 1 50 | 0 | 043 3.23| [406-003G 3/8 50 | 600 | 043 3.40
402-012G 1-1/4 25 | 0 | 043 5.13| [406-005G 112 50 | 400 | 043 68
406-007G 3/4 50 | 300 | 043 76
Tee 406-010G 1 50 | 0 | 043 1.37
Fipt 406-012G 1-1/4 25 | 0 | 043 2.41
406-015G 1-1/2 25 | 0 | 043 2.55
405-005G 1/2 50 [ 0 [043 3.09| [406-020G 2 25 | 0 |043 4.11
405-007G 3/4 50 | 0 | 043 4.85| |406-025G 2-1/2 10 | 0 | 043 12.35
405-010G 1 50 | 0 | 043 6.74| [406-030G 3 10 | 0 | 043 14.80
405-012G 1-1/4 25 | 0 | 043 9.32| [406-040G 4 8 | 0 |043 26.48
405-015G 1-1/2 25 | 0 | 043 9.59| [406-050G 5 4 | 0 |043 68.45
405-020G 2 10 | 0 [o043 12.70| |406-060G 6 4 | 0 |043 84.23
406-080G 8 2 | 0 [043 216.91
: — [406-100G 10 1 [ 0 [o44 816.89
Reducing Tee 406-120G 12 1 [ 0 o044 1095.64
Soc L
401-101G 3/4X1/2 50 | 0 | 043 112] 90° Ell
401-130G 1X1/2 50 | 0 | 043 1.90| Soc x Fipt
401-131G 1X3/4 50 | 0 | 043 2.06
401-166G 1-1/4X1/2 25 | 0 | 043 3.10| |407-005G 112 50 | 400 | 043 .86
401-167G 1-1/4X3/4 25 | 0 | 043 3.10| |407-007G 3/4 50 | 300 | 043 97
401-168G 1-1/4X1 25 | 0 | 043 3.10| |407-010G 1 50 | 0 | 043 1.80
401-209G 1-1/2X1/2 25 | 0 | 043 5.48| |407-012G 1-1/4 25 | 0 | 043 3.03
401-210G 1-1/2X3/4 25 | 0 | 043 5.48| |407-015G 1-1/2 25 | 0 | 043 3.36
401-211G 1-1/2X1 25 | 0 | 043 5.48| |407-020G 2 10| 0 [043 8.70
401-212G 1-1/2X1-1/4 25 | 0 | 043 5.48
401-247G 2X1/2 10 | 0 | 043 5.35[ 90° Ell
D401-247G 2X1/2 10 | 0 | 043 7.79| Fipt
401-248G 2X3/4 10 | 0 | 043 5.35
401-249G 2X1 10 | 0 | 043 5.35| [408-005G 1/2 50 | 400 | 043 1.65
401-250G 2X1-1/4 10 | 0 | 043 5.35| |408-007G 3/4 50 | 0 | 043 2.45
401-251G 2X1-1/2 10 | 0 | 043 5.35| [408-010G 1 50 | 0 | 043 5.18
401-337G 3X1-1/2 10 | 0 [043 23.64| [408-012G 1-1/4 25 | 0 | 043 5.55
401-338G 3X2 6 | 0 | 043 23.63| [408-015G 11/2 25 | 0 | 043 7.01
401-420G 4X2 10 | 0 | 043 39.29| [408-020G 2 10 | 0 | 043 10.65
401-422G 4X3 6 | 0 | 043 39.29
401-532G 6X4 2 | 0 | o043 132.33| Reducing 90° Ell
401-585G 8X6 2 | 0 | o043 30691 goc
406-101G 3/14X1/2 50 | 0 [043 1.37
406-130G 1X1/2 50 | 0 | 043 2.03
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[ Schedule 80 PVC Industrial Products & Accessories

Diaphragm Valves ] SPEﬂHS'

Socket/Threaded Style Flanged Style Spigot Style

Pressure Rating @ 73°F (23°C), Water Maximum Service Temperature

12" - 2" 235 psi PVC = 140°F (60°C) Cor_lt_act Spears_® for I':'ricing on

112" - 4" Flanged Tem IPressure De-ratings Apply Additional Specialty Dgphragms

& Valves w/PTFE 150 psi No Lubricants in Media Contact Area : :ypg:g:@, backed PTFE
Diaphragms Se: Diaph!'a_gm Vglvt_a Repair Kits Section ° P'yl'gE Encapsulated O-rings
& 100 psi or Additional Options and Features (for True Union Style Valves)
8" 75 psi

PVC - Socket Ends (True Union Style Uses End Connector O-ring Seals)

. EPDM Seals & Viton® Seals & Viton® Seals & .
Size E%?a“"hsr:aﬁ & V'§g®hsr:a§ & | EPDM Backed PTFE | EPDM Backed PTFE | Viton® Backed PTFE ?,tlf '\’F',sk” g(')zz
phrag phrag Diaphragm Diaphragm Diaphragm
112 2729-005 2739-005 27297-005 2739T-005 2739VT-005 T 1|12 | 270
131.26 145.84 209.22 232.14 286.34
3/a 2729-007 2739-007 27297-007 2739T-007 2739VT-007 T 1 8 270
148.98 165.55 223.43 250.72 300.55
1 2729-010 2739-010 27297-010 2739T-010 2739VT-010 T 1 8 270
183.61 201.76 322.33 334.12 394.32
1-1/a 2729-012 2739-012 2729T-012 2739T-012 2739VT-012 T 1 4 270
274.85 326.80 44312 469.70 531.44
1172 2729-015 2739-015 27297-015 2739T-015 2739VT-015 T 1 4 1270
288.90 334.33 473.06 496.73 550.78
2 2729-020 2739-020 27297-020 2739T-020 2739VT-020 T 1 o |am0
341.79 405.04 539.43 566.53 690.85
PVC - SR Threaded Ends (True Union Style Uses End Connector O-ring Seals)
. EPDM Seals & Viton® Seals & Viton® Seals & .
Size E%?aMhSE:alri & Vlg’g@hsrjaﬁ % | EPDM Backed PTFE | EPDM Backed PTFE | Viton® Backed PTFE | S0 | MSU 8;2‘;
phrag phrag Diaphragm Diaphragm Diaphragm
172 2721-0065R 2731-0055R 2721T-0055R 27317-0055R 3VT-005SR | 1 | 13 | 270
131.26 145.84 200.22 232.14 286.34
3/4 2721-007SR 2731-007SR 2721T-007SR 27317-007SR HVT007SR | 1 | g | 270
148.98 165.55 223.43 250.72 300.55
1 2721-010SR 2731-010SR 2721T-010SR 27317-010SR 3VT0I05R | 1 | g | 270
183.61 201.76 322.33 334.12 394.32
1-1/4 2721-012SR 2731-012SR 2721T-012SR 27317-0125R IVT0I2SR | 1 | 4 | 270
274.85 326.80 44312 469.70 531.44
1112 2721-015SR 2731-0155R 2721T-0155R 27317-0155R THVTOI5SR | 1 | 4 | 270
288.90 334.33 473.06 496.73 550.78
2 2721-020SR 2731-020SR 2721T-020SR 27317-020SR 3VT0205R | 1 | o | 270
341.79 405.04 530.43 566.53 690.85
PVC - Spigot Ends
. . . . EPDM Backed PTFE Viton® Backed PTFE Std | Mstr | Disc
Size EPDM Diaphragm Viton® Diaphragm Diaphragm Diaphragm Pk Pk | Code
2727-005 2737-005 2797T-005 2797VT-005
1/2 127.96 142.16 202.02 233.82 Tz |2
2727-007 2737-007 2797T-007 2797VT-007
3/4 144.17 159.55 215.56 256.72 T8 |20
1 2727-010 2737-010 2797T-010 2797VT-010 N P
178.94 194.87 314.69 366.35
2727-012 2737-012 2797T-012 2797VT-012
1-1/4 266.05 320.47 432.82 480.89 T4
2727-015 2737-015 2797T-015 2797VT-015
1-1/2 281.69 325.97 461.30 526.90 T4
2 2727-020 2737-020 2797T-020 2797VT-020 T | o | 270
331.18 391.06 523.24 644.09
PVC - Flanged Ends
. . . . EPDM Backed PTFE Viton® Backed PTFE Std | Mstr | Disc
Size EPDM Diaphragm Viton® Diaphragm Diaphragm Diaphragm Pk | Pk |Code
2723-005 2733-005 2793T-005 2793VT-005
1/2 200.59 226.89 286.34 314.31 4 10|20
2723-007 2733-007 2793T-007 2793VT-007
3/4 235.51 241.47 309.55 349.21 4 10|20
1 2723-010 2733-010 2793T-010 2793VT-010 2 | o l2r0
264.96 296.32 394.32 442.23
2723-012 2733-012 2793T-012 2793VT-012
1-1/4 350.91 398.44 531.44 586.63 T4
2723-015 2733-015 2793T-015 2793VT-015
1-1/2 364.22 406.63 550.78 612.03 T4
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Schedule 80 PVC Industrial Products & Accessories
Diaphragm Valves

PVC - Flanged Ends (continued)

Size EPDM Diaphragm Viton® Diaphragm EPD'\SiSSﬁ:(:;mPTFE V|tonC5)iaB§§:<azdeTFE Spts I\ésktr C?(I)?:I(;
2 2723-020 2733-020 2793T-020 2793VT-020 1 0 270
432.93 463.14 617.71 706.19
2723-025 2733-025 2793T-025 2793VT-025
2112 604.73 691.23 955.18 1094.04 o
3 2723-030 2733-030 2793T-030 2793VT-030 1 0 271
808.54 898.44 1252.55 1385.94
4 2723-040 2733-040 2793T-040 2793VT-040 1 0 271
1120.00 1221.34 1735.76 1928.56
6 2723-060 2733-060 2793T-060 2793VT-060 1 0 271
2705.80 3167.98 4494.84 4939.44
8 2723-080 2733-080 2793T-080 2793VT-080 1 0 271
5410.06 5700.85 6670.97 7494.49
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Schedule 80 PVC Industrial Products & Accessories
Y-Pattern Valves

Pressure Rating @ 73°F (23°C), Water

12"

Py

3. qv
Maximum Service Temperature

PVC

150 psi
90 psi

140°F (60°C)

Temperature/Pressure De-ratings Apply

| (o

Socket Style True Union Style
PVC - Socket Ends PVC Clear - Socket Ends
Size EPDM Viton® | Metr) Dise Size EPDM Viton® o | Metr| Dise
2| e | v e fe| [z | e |G [ e e
TR -4 I R ) T e S B~ S R
T N5 I I ) i B S K
RN+ S I I K 7+ i s KR R
12 | e | s o ee| | 1tz | TENET | VRIS |4 o |w
2 | mev | e oo (m| | 2 | Tme | TEES 5o |w
3| mee | e [l feo] [a | v [Rm [l T
o | g | wmes [0 ] [ 4 | vaser | e [ [
PVC - SR Threaded Ends PVC Clear - SR Threaded Ends
Size EPDM Viton® o | Metr) Dise Size EPDM Viton® o | Metr| Dise
12 172;2):})2% 173;;(.);)45.SR 1 | s | 620 12 1721;;(;(?22LSR 1731-807(?34C.LSR 1 | s |62t
3/4 172;_;(.)SZSR 171?I10-40.(())Z’SR 1 | s | 620 3/4 1721;)07(?;‘?LSR 17311-(())2.70§LSR 1 | s |62t
1 17%‘11-;).1805$R 17:112-2.15%SR 1 | s | 620 1 17211-2);.()8C5LSR 17311-;);.05%LSR 1 | s |62t
11/4 172113-8;%3R 17?;16-%%% 1 | o |60 11/4 17211-g[1).26(8)LSR 17311-g;.28C7)LSR 1 | o |62t
11/2 17%‘19-;).1ﬁSR 17%@3% 1 | o le0 14112 17211-3;3(118!? 17312-(());.56C1lLSR 1 1 o | et
2 172217-;).25?‘SR 17:;1)-2()%(;SR 1 | o le0 2 17212-%.05(}8!? 17312-33.032LSR 1 | o | et
3 172519-;).?:;(;SR 17%14—;).??:(_)’SR 1 | o le0 3 17215-3183.()3(9)LSR 173162173.03(718!? 1 | o | et
4| TR TtoR |y o (o] [ 4 | TS | TRMOS | [
PVC - Flanged Ends PVC Clear - Flanged Ends
Size EPDM Viton® g | Metr| Dise Size EPDM Viton® o | Metr| Dise
O N I ) T e - KA A
e | mw | mar [ [ [e| [wa | T | vme [ e
T S 7 N R ) 7 e~ e R R
T RN N T E T e i A
e - S K I ) T - - R A
2 | e | me [[ofee| [z | vmome |t [T e
s | s | e [l fee] [ s | v | s [l fe
| | owe [ [efee] [ 4 | Tmae | e [ e
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Schedule 80 PVC Industrial Products & Accessories
Y-Pattern Valves

PVC - True Union Socket Ends

PVC Clear - True Union Threaded Ends

Size EPDM Viton® Tl | Metr | Disc Size EPDM Viton® Tl | Metr | Disc
12 1792:.;3%05 17§£;%05 1 | s |60 12 1725;.0:85@ 173;35?85@ 1 | s |62
TR O R ) T S e e R
T S S N N ) 7 B e R A
T N N ) R E T - e B
EE - S N T TR - - R
2 | e | e [l o] [ 2 | vmmer | vmme [ fe
3| e | e [l o] [ s | vmmew | s [ fe
4 | e | [ [ofee] | 4 | TmeaT | TesT [0 [
PVC - True Union Threaded Ends PVC Clear - True Union SR Threaded Ends

Size EPDM Viton® Tl | Metr | Disc Size EPDM Viton® o Mstr) Dise
12 1792&%05 17:5;%05 1 | s |60 12 1728é07(.)95§:LSR 17331-8255§|_SR 1 | & |62
TR+ N R Y T Bl -/ B R
TS -+ N R ) -l e B KR A
ETR T N T R el Bl BN
tz | RS |RT [ (o [ [ | RIS [ RN T e
2| e | Tl o] [T 2 | e [ Treaas [ T
3| e | e [l (o] [ 3 | s | e [T T
s | e | vmaw | [ofeo] [ 4 | "™ | aees [T e
PVC - True Union SR Threaded Ends

Size EPDM Viton® Tl | Metr | Disc

2| TR | TR [T [

| TR | TS| [ [

e R R

TR AR

2 | TR | RIS e

2| o | TS o e

3| e | e [ [

s | s | e ] [
PVC Clear - True Union Socket Ends

Size EPDM Viton® Tl | Mstr | Disc

12 172;\;%085@ 1739594085@ 1 | s |61

TR RN KA

I e KN KA

ETR I i

2 | TR TR e | fee

2 | RO | TR | o |

3| s | [ T

4 | e | e | (e
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Schedule 80 PVC Industrial Products & Accessories SPEﬂHS
In-line Tee-Style Filters '

Mesh Size Codes
Mesh Si Size Cod
All Filters are 212" 2-1/2" T o e

Inlet/Outlet Connection 1/32" Holes 32
50 Mesh 50
Note: 2-1/2" Socket is also a 3" Spigot 76 Mesh 76
100 Mesh 100
Pressure Rating @ 73°F (23°C), Water 150 Mesh 150
200 psi 200 Mesh 200

Note: Standard flow filtration path is internal to external. Reverse-flow filtration flows from
external to internal side of filter screen.

Socket/Spigot
100 GPM PVC Gray Tee Filter 100 GPM PVC Gray Reverse Tee Filter (continued)

- ) Std | Mstr | Disc . y Std | Mstr | Disc
| Size | EPDM Viton® | P | Pk | Code ‘ Size | EPDM Viton® Pk | Pk |Code
Stainless Steel Screen Stainless Steel Screen

16 TF2-16 TF3-16 1 | o | 295 | [Standard TF2-16, TF2-32, TF3-16, TF3-32, MTF2-16, MTF2-32, MTF3-16 & MTF3-32 can

686.07 737.06 be utilized as Reverse Flow Filters by reversing installation from current inlet to outlet and

32 TF2-32 TF3-32 1 0 205 current outlet to inlet.

701.54 753.73 50 GPM PVC Gray Reverse Tee Filter
50 TF2-50 TF3-50 1| 0 |29 Std | Mstr | Disc
795.05 900.04 Size EPDM Viton®
TF2-76 TF3-76 Pk | Pk [Code
76 ; - 1| 0 |295 :
960.34 1031.82 Stainless Steel Screen
TF2-100 TF3-100 MTF2-16 MTF3-16
100 872.94 937.84 110 |25 16 576.82 619.66 10 ]2
TF2-150 TF3-150 MTF2-32 MTF3-32
150 904.18 971.35 110 [2%5 32 586.16 629.78 110 |25
TF2-200 TF3-200 MTFR2-50 MTFR3-50
200 982.23 1055.22 1] 0 [2% 50 604.83 649.82 110|265
Standard TF2-16, TF2-32, TF3-16, TF3-32, MTF2-16, MTF2-32, MTF3-16 & MTF3-32 can 76 MTFR2-76 MTFR3-76 11 0 | 205
be utilized as Reverse Flow Filters by reversing installation from current inlet to outlet and 732.61 787.11
current outlet to inlet. 100 MTFR2-100 MTFR3-100 1 o | 205
50 GPM PVC Gray Tee Filter S 58055
y 150 MTFR2-150 MTFR3-150 11 o |25
. . Std | Mstr | Disc 670.34 720.21
Size EPDM Viton®
Pk | Pk [Code 200 MTFR2-200 MTFR3-200 1 | o | 208
Stainless Steel Screen 748.22 803.94
16 MTF2-16 MTF3-16 ] 0 | 295 | |Standard TF2-16, TF2-32, TF3-16, TF3-32, MTF2-16, MTF2-32, MTF3-16 & MTF3-32 can
576.82 619.66 be utilized as Reverse Flow Filters by reversing installation from current inlet to outlet and
32 MTF2-32 MTF3-32 1 0 205 current outlet to inlet.
28618 DZ.T8 50 GPM Filter Replacement Screens for MTF Filters
50 604.83 649.82 PO 25 oo Number Size Std | Mstr | Disc Price
MTF2-76 MTF3-76 Pk | Ctn | Code Each
76 1] 0 |29 ..
732.61 787.11 MFL-16-1 1/16" Holes 3 | 0 [020 210.94
100 MTF2-100 MTF3-100 ] o | 205 MFL-32-1 1/32" Holes 3 | 0 [020 220.53
639.11 686.55 MFL-50-1 50 Mesh 3 | o [o020 239.71
150 Mgé';fo M;,_fg;fo 1| o | 205 | [MFL-76-1 76 Mesh 3 | 0 |020] 340.38
MTF2.-200 MTF?;-ZOO MFL-100-1 100 Mesh 3 0 | 020 263.69
200 748.22 803.94 1| 0 |295 | |MFL-150-1 150 Mesh 3 | 0 [o20 292.46
Standard TF2-16, TF2-32, TF3-16, TF3-32, MTF2-16, MTF2-32, MTF3-16 & MTF3-32 can| | MFL-200-1 200 Mesh 3 | 0 |02 359.54
be utilized as Reverse Flow Filters by reversing installation from current inlet to outlet and | | NOTE: When ordering replacement screens for MTF Series Filters, please provide exact
current outlet to inlet. length of old screen within 1/64" to insure proper fit of new screen in your filter body.
100 GPM PVC Gray Reverse Tee Filter 100 GPM Reverse Flow Filter Replacement Screens for
Size EPDM Viton® Std | Mstr | Disc | TFR Filters
Pk | Pk [Code Std | Mstr | Disc Price
Stainless Steel Screen Part Number Size Pk | Ctn |Code Each
TF2-16 TF3-16 0
16 686.07 737.06 1 0 | 295 FL-16-1 1/16" Holes 3 0 | 020 210.94
TE23 T332 FL-32-1 132" Holes | 3 | 0 [020 | 230.11
32 | L 1| 0 | 295 [FLR-50-1 50 Mesh 3 | 0 |020| 231.22
701.54 753.73 es :
50 TFR2-50 TFR3-50 1 o | 295 FLR-76-1 76 Mesh 3 0 | 020 450.65
795.05 854.13 FLR-100-1 100 Mesh 3 | 0 [020 320.17
TFR2-76 TFR3-76 FLR-150-1 150 Mesh 3 | 0 |02 364.34
76 960.34 1031.82 110 [2%
TFR2. 50 TERG '100 FLR-200-1 200 Mesh 3 0 | 020 450.89
100 872.94 937.84 1| 0 | 2% | 50 GPM Reverse Flow Filter Replacement Screens for
TFR2-150 TFR3-150 i
150 00418 07135 1| o | 205 | MTFR Filters S -
TFR2-200 TFR3-200 Part Number Size str | Disc
200 982.23 1055.22 i Pk_| Ctn |Code Each
MFL-16-1 1/16" Holes 3 0 | 020 210.94
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SPEAHS Schedule 80 PVC Industrial Products & Accessories
J In-line Tee-Style Filters

50 GPM Reverse Flow Filter Replacement Screens for
MTFR Filters (continued)

. td | Mstr | Di Price
Part Number Size ?DI? C?n Co?j(; Each
MFL-32-1 1/32" Holes 3 0 | 020 220.53
MFLR-50-1 50 Mesh 3 0 | 020 243.40
MFLR-76-1 76 Mesh 3 0 | 020 340.38
MFLR-100-1 100 Mesh 3 0 | 020 250.49
MFLR-150-1 150 Mesh 3 0 | 020 277.82
MFLR-200-1 200 Mesh 3 0 | 020 341.55
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Schedule 80 PVC Industrial Products & Accessories SFEAHS
Y-Strainers J

Socket Flanged

SR Thread True Union

Part numbers shown reflect a mesh size of 8. For different mesh sizes, substitute Mesh Code in
part number as specified in chart below.

Pressure Rating @ 73°F (23°C), Water

U.S. Standard Sieve Opening Part Number n_on ;
Mesh Sieve No. Size (in.) Mesh Code 1{'2 “2 150 pS!
8 0.094 8 34 90 psi
12 0.062 12 . .
) 0.033 20 Maximum Service Temperature
30 0.024 30
PVC = 140°F (60°C)

Example: for 12 Mesh, specify

YS22P12-005 Temperature/Pressure
De-ratings Apply

Additional Mesh Sizes available on request.
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Schedule 80 PVC Industrial Products & Accessories

Y-Strainers

PVC - Socket Ends

Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtI? Nll,sktr cI;D (I)Zce
1/2 YS22P8-005 YS22S8-005 YS32P8-005 YS32S8-005 1 18 | 102
82.69 163.63 90.31 179.79
YS22P8-007 YS22S8-007 YS32P8-007 YS32S8-007
3/4 92.39 187.12 101.81 211.04 118|102
1 YS22P8-010 YS22S8-010 YS32P8-010 YS32S8-010 1 12 | 102
101.59 221.97 111.85 244.04
YS22P8-012 YS22S8-012 YS32P8-012 YS32S88-012
1-1/4 172.03 320.26 191.16 353.10 T8 |0
1-1/2 YS22P8-015 YS22S8-015 YS32P8-015 YS32S88-015 1 8 | 102
182.02 341.39 202.27 374.87
2 YS22P8-020 YS22S8-020 YS32P8-020 YS32S88-020 1 4 | 102
213.82 385.61 237.55 428.44
3 YS22P8-030 YS22S8-030 YS32P8-030 YS32S8-030 1 o | 102
492.79 665.73 529.53 702.47
4 YS22P8-040 YS22S8-040 YS32P8-040 YS32S8-040 1 o | 102
861.63 1078.95 927.45 1144.74
PVC - SR Threaded Ends
Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtI? Nll,sktr cI;D (I)Zce
1/2 YS21P8-005SR YS21S8-005SR YS31P8-005SR YS31S8-005SR 1 18 | 102
87.14 168.09 94.73 184.23
3/4 YS21P8-007SR YS21S88-007SR YS31P8-007SR YS31S8-007SR 1 12 | 102
98.80 193.52 108.20 217.49
1 YS21P8-010SR YS21S8-010SR YS31P8-010SR YS31S8-010SR 1 8 | 102
111.10 231.51 121.37 253.59
1-1/4 YS21P8-012SR YS21S88-012SR YS31P8-012SR YS3188-012SR 1 8 | 102
187.55 335.78 206.69 368.61
1-1/2 YS21P8-015SR YS21S88-015SR YS31P8-015SR YS3188-015SR 1 4 | 102
201.09 360.47 221.29 394.05
2 YS21P8-020SR YS21S8-020SR YS31P8-020SR YS31S8-020SR 1 o | 102
246.99 418.78 270.74 461.63
3 YS21P8-030SR YS21S8-030SR YS31P8-030SR YS31S8-030SR 1 o | 102
534.28 707.06 570.86 1056.17
4 YS21P8-040SR YS21S8-040SR YS31P8-040SR YS31S8-040SR 1 o | 102
904.48 1121.80 970.28 1187.62
PVC - Flanged Ends
Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtI? Nll,sktr cI;D (I)Zce
1/2 YS23P8-005 YS23S8-005 YS33P8-005 YS33S8-005 1 8 | 102
135.16 228.61 150.03 298.77
3/4 YS23P8-007 YS23S8-007 YS33P8-007 YS33S8-007 1 8 | 102
143.59 261.04 155.71 342.41
1 YS23P8-010 YS23S8-010 YS33P8-010 YS33S8-010 1 8 | 102
153.32 288.54 167.02 400.97
1-1/4 YS23P8-012 YS23S8-012 YS33P8-012 YS33S8-012 1 4 | 102
245.78 422.85 267.96 574.54
1-1/2 YS23P8-015 YS23S8-015 YS33P8-015 YS33S8-015 1 4 | 102
273.89 457.01 304.12 616.53
2 YS23P8-020 YS23S8-020 YS33P8-020 YS33S8-020 1 o | 102
344.35 544.33 377.84 700.41
3 YS23P8-030 YS23S8-030 YS33P8-030 YS33S8-030 1 o | 102
760.63 933.55 817.23 990.64
4 YS23P8-040 YS23S8-040 YS33P8-040 YS33S8-040 1 o | 102
1225.87 1443.20 1317.70 1535.00
PVC Clear - Socket Ends
Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtI? Nll,sktr cI;D (I)Zce
1/2 YS22P8-005CL YS22S8-005CL YS32P8-005CL YS32S88-005CL 1 18 | 103
82.69 163.63 90.31 179.79
3/4 YS22P8-007CL YS22S8-007CL YS32P8-007CL YS32S88-007CL 1 18 | 103
92.39 187.12 101.81 211.04
1 YS22P8-010CL YS22S8-010CL YS32P8-010CL YS32S8-010CL 1 12 | 103
101.59 221.97 111.85 244.04
1-1/4 YS22P8-012CL YS22S8-012CL YS32P8-012CL YS32S88-012CL 1 8 | 103
172.03 320.26 191.16 353.10
1-1/2 YS22P8-015CL YS22S8-015CL YS32P8-015CL YS32S88-015CL 1 8 | 103
182.02 341.39 202.27 374.87
2 YS22P8-020CL YS22S8-020CL YS32P8-020CL YS32S88-020CL 1 4 | 103
213.82 417.62 237.55 428.44
3 YS22P8-030CL YS22S8-030CL YS32P8-030CL YS32S8-030CL 1 o | 103
492.79 665.73 529.53 702.47
4 YS22P8-040CL YS22S8-040CL YS32P8-040CL YS32S88-040CL 1 o | 103
861.63 1078.95 927.45 1144.74
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Schedule 80 PVC Industrial Products & Accessories SPEAHS
Y-Strainers & True Union Y-Strainers '
PVC Clear - SR Threaded Ends
Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen ?,ts Nll,sktr cI;D ;ce
112 YS21P8-005CLSR YS21S8-005CLSR YS31P8-005CLSR YS31S8-005CLSR 1 | 18 | 103
87.14 168.09 94.73 184.23
3/4 YS21P8-007CLSR YS21S8-007CLSR YS31P8-007CLSR YS31S8-007CLSR 1 | 12 | 103
98.80 193.52 108.20 217.49
1 YS21P8-010CLSR YS21S8-010CLSR YS31P8-010CLSR YS31S8-010CLSR 1 8 | 103
111.10 231.51 121.37 253.59
1-1/4 YS21P8-012CLSR YS21S8-012CLSR YS31P8-012CLSR YS31S8-012CLSR 1 8 | 103
187.55 335.78 206.69 368.61
1412 YS21P8-015CLSR YS21S8-015CLSR YS31P8-015CLSR YS31S8-015CLSR 1 4 | 103
201.09 360.47 221.29 394.05
2 YS21P8-020CLSR YS21S8-020CLSR YS31P8-020CLSR YS31S8-020CLSR 1 o | 103
246.99 418.78 270.74 461.63
3 YS21P8-030CLSR YS21S8-030CLSR YS31P8-030CLSR YS31S8-030CLSR 1 o | 103
534.28 707.06 570.86 743.78
4 YS21P8-040CLSR YS21S8-040CLSR YS31P8-040CLSR YS31S8-040CLSR 1 o | 103
904.48 1121.80 970.28 1187.62
PVC Clear - Flanged Ends
Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtI? Nllasktr cI;D (I)Zce
12 YS23P8-005CL YS2358-005CL YS33P8-005CL YS33S8-005CL ) s | 103
135.16 228.61 150.03 298.77
3/4 YS23P8-007CL YS23S8-007CL YS33P8-007CL YS33S8-007CL ) s | 103
143.59 261.04 155.71 342.41
1 YS23P8-010CL YS23S8-010CL YS33P8-010CL YS33S8-010CL ) s | 103
153.32 288.54 167.02 400.97
11/4 YS23P8-012CL YS23S8-012CL YS33P8-012CL YS33S8-012CL ) 4 | 103
245.78 422.85 267.96 574.54
11/2 YS23P8-015CL YS23S8-015CL YS33P8-015CL YS33S8-015CL ) 4 | 103
273.89 457.01 304.12 616.53
2 YS23P8-020CL YS2358-020CL YS33P8-020CL YS33S8-020CL ) o | 103
344.35 544.33 377.84 700.41
3 YS23P8-030CL YS23S8-030CL YS33P8-030CL YS33S8-030CL ) o | 103
760.63 933.55 817.23 990.64
4 YS23P8-040CL YS23S8-040CL YS33P8-040CL YS33S8-040CL ) o | 103
1225.87 1443.20 1317.70 1535.00
PVC Gray - True Union Socket Ends
Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen SF}IE Mstr cD;Ce
112 YS2AP8-005 YS2AS8-005 YS3AP8-005 YS3AS8-005 1 | 12 [ 102
87.05 172.23 95.07 189.26
3/4 YS2AP8-007 YS2AS8-007 YS3AP8-007 YS3AS8-007 1 8 | 102
97.24 196.96 107.16 222.17
1 YS2AP8-010 YS2AS8-010 YS3AP8-010 YS3AS8-010 1 8 | 102
106.91 233.66 117.71 256.91
11/4 YS2AP8-012 YS2AS8-012 YS3AP8-012 YS3AS8-012 1 4 | 102
181.09 337.72 201.23 371.66
112 YS2AP8-015 YS2AS8-015 YS3AP8-015 YS3AS8-015 1 o | 102
191.62 359.36 212.90 394.62
2 YS2AP8-020 YS2AS8-020 YS3AP8-020 YS3AS8-020 1 o | 102
225.06 405.88 250.07 451.00
3 YS2AP8-030 YS2AS8-030 YS3AP8-030 YS3AS8-030 1 o | 102
518.74 700.76 557.39 739.44
4 YS2AP8-040 YS2AS8-040 YS3AP8-040 YS3AS8-040 1 0 | 102
906.98 1135.74 976.23 1205.00
PVC Gray - True Union Threaded Ends
Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen SF}E Mstr CD(')Z%
12 YS2BP8-005 YS2BS8-005 YS3BP8-005 YS3BS8-005 1 | 12 | 102
87.05 172.23 95.07 189.26
3/4 YS2BP8-007 YS2BS8-007 YS3BP8-007 YS3BS8-007 1 8 | 102
97.24 196.96 107.16 222.17
1 YS2BP8-010 YS2BS8-010 YS3BP8-010 YS3BS8-010 1 8 | 102
106.91 233.66 117.71 256.91
YS2BP8-012 YS2BS8-012 YS3BP8-012 YS3BS8-012
1-1/4 181.09 337.72 201.23 371.66 ! 4 | 102
112 YS2BP8-015 YS2BS8-015 YS3BP8-015 YS3BS8-015 1 o | 102
191.62 359.36 212.90 394.62
2 YS2BP8-020 YS2BS8-020 YS3BP8-020 YS3BS8-020 1 o | 102
225.06 405.88 250.07 451.00
3 YS2BP8-030 YS2BS8-030 YS3BP8-030 YS3BS8-030 1 o | 102
518.74 700.76 557.39 739.44
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Schedule 80 PVC Industrial Products & Accessories
True Union Y-Strainers

PVC Gray - True Union Threaded Ends (continued)

Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen Tl | Mstr| Dise
4 YS2BP8-040 YS2BS8-040 YS3BP8-040 YS3BS8-040 P R
906.98 1135.74 976.23 1205.00
PVC Gray - True Union SR Threaded Ends
Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen Tl | Mstr| Dise
12 YS2BP8-005SR YS2BS8-0055R YS3BP8-005SR YS3BS8-0055R T 12 | 100
1.71 176.91 99.74 193.95
34 YS2BP8-007SR YS2BS8-007SR YS3BP8-007SR YS3BS8-007SR P P
104.02 203.71 113.89 228.93
1 YS2BP8-010SR YS2BS8-010SR YS3BP8-010SR YS3BS8-010SR P P
116.93 243.66 127.73 266.93
1174 YS2BP8-012SR YS2BS8-0125R YS3BP8-012SR YS3BS8-0125R P R
197.41 353.45 217.56 388.00
1112 YS2BP8-015SR YS2BS8-0155R YS3BP8-0155R YS3BS8-0155R P P
211.66 379.44 232.95 414.79
2 YS2BP8-020SR YS2BS8-020SR YS3BP8-020SR YS3BS8-020SR P P
250.98 440.81 285.00 485.94
3 YS2BP8-030SR YS2BS8-030SR YS3BP8-030SR YS3BS8-030SR P P
562.23 744.27 600.88 782.94
4 YS2BP8-040SR YS2BS8-040SR YS3BP8-040SR YS3BS8-040SR P P
952.11 1180.85 1021.37 1250.12
PVC Clear - True Union Socket Ends
Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen T | Mtr| Dise
12 YS2AP8-005CL YS2AS8-005CL YS3AP8-005CL YS3AS8-005CL T 12 | 103
87.05 172.23 95.07 189.26
34 YS2AP8-007CL YS2AS8-007CL YS3AP8-007CL YS3AS8-007CL T 1 s |03
97.24 196.96 107.16 22217
1 YS2AP8-010CL YS2AS8-010CL YS3AP8-010CL YS3AS8-010CL P P Y
106.91 233.66 117.71 256.91
1174 YS2AP8-012CL YS2AS8-012CL YS3AP8-012CL YS3AS8-012CL T 1 2 1103
181.09 337.12 201.23 371.66
1112 YS2AP8-015CL YS2AS8-015CL YS3AP8-015CL YS3AS8-015CL T o 1103
191.62 359.36 212.90 394.62
2 YS2AP8-020CL YS2AS8-020CL YS3AP8-020CL YS3AS8-020CL T 1o l10s
225.06 405.88 250.07 451.00
3 YS2AP8-030CL YS2AS8-030CL YS3AP8-030CL YS3AS8-030CL T 1o l10s
518.74 700.76 557.39 739.44
4 YS2AP8-040CL YS2AS8-040CL YS3AP8-040CL YS3AS8-040CL T 1o 1103
906.98 1135.74 976.23 1205.00
PVC Clear - True Union Threaded Ends
Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen SF}IE Mstr cD;Ce
12 YS2BP8-005CL YS2BS8-005CL YS3BP8-005CL YS3BS8-005CL T 12 | 103
87.05 172.23 95.07 189.26
34 YS2BP8-007CL YS2BS8-007CL YS3BP8-007CL YS3BS8-007CL T 1 s |03
97.24 196.96 107.16 22217
1 YS2BP8-010CL YS2BS8-010CL YS3BP8-010CL YS3BS8-010CL P P Y
106.91 233.67 117.71 256.91
1174 YS2BP8-012CL YS2BS8-012CL YS3BP8-012CL YS3BS8-012CL T 1 2 1103
181.09 337.12 201.23 371.66
1112 YS2BP8-015CL YS2BS8-015CL YS3BP8-015CL YS3BS8-015CL T 1o 1103
191.62 359.36 212.90 394.62
2 YS2BP8-020CL YS2BS8-020CL YS3BP8-020CL YS3BS8-020CL T 1o 1103
225.06 405.88 250.07 451.00
3 YS2BP8-030CL YS2BS8-030CL YS3BP8-030CL YS3BS8-030CL T 1o 1103
518.74 700.76 557.39 730.44
4 YS2BP8-040CL YS2BS8-040CL YS3BP8-040CL YS3BS8-040CL T 1o 1103
906.98 1135.74 976.23 1205.00
PVC Clear - True Union SR Threaded Ends
Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen ﬁ,ﬁf Mstr CD(')Z%
12 YS2BP8-005CLSR YS2BS8-005CLSR YS3BP8-005CLSR YS3BS8-005CLSR T 12 | 103
91.71 176.91 99.74 193.95
34 YS2BP8-007CLSR YS2BS8-007CLSR YS3BP8-007CLSR YS3BS8-007CLSR T 1 s |03
104.02 203.71 113.89 228.93
1 YS2BP8-010CLSR YS2BS8-010CLSR YS3BP8-010CLSR YS3BS8-010CLSR T 1 s |03
116.93 243.66 127.73 266.93
1174 YS2BP8-012CLSR YS2BS8-012CLSR YS3BP8-012CLSR YS3BS8-012CLSR T 1 2 1103
197.41 353.45 217.56 388.00
1112 YS2BP8-015CLSR YS2BS8-015CLSR YS3BP8-015CLSR YS3BS8-015CLSR T o 1103
211.66 379.44 232.95 414.79
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Schedule 80 PVC Industrial Products & Accessories

True Union Y-Strainers

] SPEAHS'

PVC Clear - True Union SR Threaded Ends (continued)

Size EPDM PVC Screen EPDM SS Screen Viton® PVC Screen Viton® SS Screen o | Mstr g(')fj%
2 YS2BP8-020CLSR YS2BS8-020CLSR YS3BP8-020CLSR YS3BS8-020CLSR T T o 103
250.98 440.81 285.00 485.94
3 YS2BP8-030CLSR YS2BS8-030CLSR YS3BP8-030CLSR YS3BS8-030CLSR T T o [10s
562.23 744.27 600.88 782.94
4 YS2BP8-040CLSR YS2BS8-040CLSR YS3BP8-040CLSR YS3BS8-040CLSR T T o [10s
952.11 1180.85 1021.37 1250.12
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Schedule 80 PVC Industrial Products & Accessories
Basket Strainers

Maximum Service
Temperature
Pressure Rating
@7T3°F (23°C), Water PVC = 140°F (60°C)
1/2"-8" 150 psi
10"12" 50 psi

Temperature/Pressure
De-ratings Apply

Important Ordering Information - Column headings indicate Elastomer seal type and Strainer Basket screen material. All Part Numbers shown designate 1/8" perforated (#6 Mesh Code) Strainer Basket
Screens. To order other screen perforation sizing, replace the number "6" preceding the dash-separator with the corresponding Mesh Code from chart. Pricing is the same for all listed Mesh Codes.

Perforation Size Mesh Code
1/16” 12
332" 8

118" 6
3/16" 4
14" 3
3/8" 2

Example: To order a 1/16" screen perforation in listed part number BS22P6-020, change the part number to BS22P12-020

Contact Spears® for additional perforations & wire mesh sizes

PVC - Socket Ends

Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtlgl Nll,sktr (‘?clijce
12 BS22P6-005 BS2256-005 BS32P6-005 BS3256-005 T | 2 | 295
386.71 618.43 407.06 638.78
34 BS22P6-007 BS2256-007 BS32P6-007 BS3256-007 N P
386.71 618.43 407.06 638.78
1 BS22P6-010 BS2256-010 BS32P6-010 BS3256-010 T | 2 |28
386.71 618.43 407.06 638.78
BS22P6-012 BS2256-012 BS32P6-012 BS3256-012
1-1/4 708.31 1016.26 795.65 1142.12 1] 0 |2%%
BS22P6-015 BS2256-015 BS32P6-015 BS3256-015
1-1/2 708.31 1016.26 795.65 1142.12 1] 0 |2%
2 BS22P6-020 BS2256-020 BS32P6-020 BS3256-020 T 1 o |28
708.31 1016.26 795.65 1142.12
BS22P6-025 BS2256-025 BS32P6-025 BS3256-025
2-1/2 1339.59 1874.63 1505.88 2106.39 T ] 0 |2%
3 BS22P6-030 BS2256-030 BS32P6-030 BS3256-030 T 1 o |28
1634.47 2168.95 1836.53 2437.06
4 BS22P6-040 BS2256-040 BS32P6-040 BS3256-040 PN PR
2164.52 2779.24 2432.03 3114.18
6 BS22P6-060 BS2256-060 BS32P6-060 BS3256-060 T 1 o |28
3000.12 4153.51 3472.16 4672.60
8 BS22P6-080 BS2256-080 BS32P6-080 BS3256-080 T 1 o |28
4118.85 5564.30 4628.90 6253.35
10 BS22P6-100 BS2256-100 BS32P6-100 BS3256-100 T 1 o |28
7893.20 9958.39 8632.28 10951.54
12 BS22P6-120 BS2256-120 BS32P6-120 BS3256-120 T 1 o |28
9779.41 12527.86 10755.21 13840.53
PVC - Flanged Ends
Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtlgl Nésktr (‘?clijce
172 BS23P6-005 BS2356-005 BS33P6-005 BS3356-005 1 | o |20
445.77 677.48 468.12 699.84
3/4 BS23P6-007 BS2356-007 BS33P6-007 BS3356-007 P P
445.77 677.48 468.12 699.84
1 BS23P6-010 BS2356-010 BS33P6-010 BS3356-010 P P
445.77 677.48 468.12 699.84
BS23P6-012 BS2356-012 BS33P6.012 BS3356-012
1-1/4 842.03 1150.96 946.95 1293.41 T O ]2%s
BS23P6-015 BS2356-015 BS33P6-015 BS3356-015
1-1/2 842.03 1126.73 946.95 1293.41 1] 0 [2%
2 BS23P6-020 BS2356-020 BS33P6-020 BS3356-020 P P
842.03 1150.96 946.95 1293.41
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Schedule 80 PVC Industrial Products & Accessories
Basket Strainers

PVC - Flanged Ends (continued)

] SPEﬂHS'

Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen itlf Nll,sktr cI;D (I)?jce
BS23P6-025 BS2356-025 BS33P6-025 BS3356-025
2-1/2 1545.52 2080.03 1736.66 2337.17 10 |25
3 BS23P6-030 BS2356-030 BS33P6-030 BS3356-030 1 0 | 205
1962.23 2495.96 2204.74 2804.29
4 BS23P6-040 BS2356-040 BS33P6-040 BS3356-040 1 0 | 205
2557.34 3165.56 2873.57 3556.85
6 BS23P6-060 BS2356-060 BS33P6-060 BS3356-060 1 o | 205
5458.09 6521.29 6132.66 7327.32
8 BS23P6-080 BS2356-080 BS33P6-080 BS3356-080 1 o | 205
7192.60 8638.06 8081.84 9706.24
10 BS23P6-100 BS2356-100 BS33P6-100 BS3356-100 1 o | 205
9589.24 11654.27 10774.48 13094.70
12 BS23P6-120 BS2356-120 BS33P6-120 BS3356-120 1 o | 205
13121.45 15871.65 14743.20 17833.31
PVC - Spigot Ends
Size EPDM Seals PVC Screen | EPDM Seals SS Screen | Viton® Seals PVC Screen | Viton® Seals SS Screen SPtI? Ivll,sktr cI;D (I)?jce
112 BS27P6-005 BS2756-005 BS37P6-005 BS3756-005 ] o | 205
386.71 618.43 407.06 638.78
3/4 BS27P6-007 BS2756-007 BS37P6-007 BS3756-007 ] o | 205
386.71 618.43 407.06 638.78
1 BS27P6-010 BS2756-010 BS37P6-010 BS3756-010 ] o | 205
386.71 618.43 407.06 638.78
BS27P6-012 BS2756-012 BS37P6-012 BS3756-012
1-1/4 708.31 1016.26 795.65 1142.12 1] 0|29
BS27P6-015 BS2756-015 BS37P6-015 BS3756-015
1-1/2 708.31 1016.26 795.65 1142.12 1] 0|25
2 BS27P6-020 BS2756-020 BS37P6-020 BS3756-020 1 o | 205
708.31 1016.26 795.65 1142.12
BS27P6-025 BS2756-025 BS37P6-025 BS3756-025
2-1/2 1339.59 1874.65 1505.88 2106.39 10 |25
3 BS27P6-030 BS2756-030 BS37P6-030 BS3756-030 1 0 | 205
1634.47 2168.95 1836.53 2437.06
4 BS27P6-040 BS2756-040 BS37P6-040 BS3756-040 1 0 | 205
2164.52 2779.24 2432.03 3114.18
6 BS27P6-060 BS2756-060 BS37P6-060 BS3756-060 1 o | 205
3090.12 4153.51 3472.16 4672.60
8 BS27P6-080 BS2756-080 BS37P6-080 BS3756-080 1 o | 205
4118.85 5564.30 4628.90 6253.35
10 BS27P6-100 BS2756-100 BS37P6-100 BS37S6-100 1 o | 205
7893.20 9958.39 8632.28 10951.54
12 BS27P6-120 BS2756-120 BS37P6-120 BS3756-120 1 o | 205
9779.41 12527.86 10755.21 13840.53
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SPEAHS Schedule 80 PVC Industrial Products & Accessories
J Suction Strainers

Pressure Rating @ 73°F (23°C), Water Suction Strainer is a special Basket Strainer design that reduces pressure drop, a critical
50 psi element in suction line applications. While same-size (inlet/outlet) units are available,
enlarged inlet on reducing sizes performs best in suction line applications. The internal
Strainer Basket is bottom-drained for direct flushing through a 360° adjustable side mounted
Maximum Service Temperature Discharge Valve Assembly (included). Bolt-on Bonnet is fitted with Top Sight-Glass.
PVC = 140°F (60°C)

Standard units listed have EPDM Seals and Stainless Steel 3/16" Perforated Screen
Temperature/Pressure De-ratings Apply (4-mesh). Contact Spears® for other Mesh Code or Elastomer seal options required.

PVC Suction Strainer
Part Number Size itlf '\é?: gc')zce Eggﬁ
Flanged End
SS23BS4SG-040 4 1 0 | 295 2831.29
SS23BS4SG-420 4X2 1 0 | 295 2697.00
SS23BS4SG-421 4X2-1/2 1 0 | 295 2707.55
SS23BS4SG-422 4X3 1 0 | 295 2714.44
SS23BS4SG-060 6 1 0 | 295 3693.15
SS23BS4SG-532 6X4 1 0 | 295 3567.91
SS23BS4SG-080 8 1 0 | 295 4056.43
SS23BS4SG-582 8X4 1 0 | 295 3688.55
SS23BS4SG-585 8X6 1 0 | 295 3709.95
SS23BS4SG-100 10 1 0 | 295 4537.73
SS23BS4SG-626 10X6 1 0 | 295 4416.21
SS23BS4SG-628 10X8 1 0 | 295 4466.51
SS23BS4SG-120 12 1 0 | 295 4989.30
SS23BS4SG-668 12X8 1 0 | 295 4868.68
SS23BS4SG-670 12X10 1 0 | 295 4909.68
Suction Strainer Stainless Steel Baskets
3/16" Perforation
Part Number Size ?,tlf ’\éfrt]r go'z(; Eggﬁ
SSS4-040 4 1 4 | 299 785.17
SSS4-060 6 1 2 | 299 835.29
SSS4-080 8 1 2 | 299 1046.74
SSS4-100 10 1 0 | 299 1137.77
SSS4-120 12 1 2 | 299 1394.84
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Schedule 80 CPVC Industrial Products & Accessories 'SPEQHS
CPVC Industrial Pipe '

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
CPVC Schedule 40 Plain End E CPVC Schedule 80 Plain End E
10' Lengths, Price Per Foot 10" Lengths, Price Per Foot
List Price Per Foot List Price Per Foot
PD-400-001C-10 1/8 10 0 | 745 3.21 PD-800-001C-10 1/8 10 0 | 745 3.98
PD-400-002C-10 1/4 10 0 | 745 4.02 PD-800-002C-10 1/4 10 0 | 745 4.59
PD-400-003C-10 3/8 10 0 | 745 5.67 PD-800-003C-10 3/8 10 0 | 745 6.25
PD-400-005C-10 1/2 10 0 | 745 1.69 PD-800-005C-10 1/2 10 0 | 745 1.98
PD-400-007C-10 3/4 10 0 | 745 2.25 PD-800-007C-10 3/4 10 0 | 745 2.69
PD-400-010C-10 1 10 0 | 745 3.29 PD-800-010C-10 1 10 0 | 745 3.96
PD-400-012C-10 1-1/4 10 0 | 745 4.45 PD-800-012C-10 1-1/4 10 0 | 745 5.45
PD-400-015C-10 1-1/2 10 0 | 745 5.33 PD-800-015C-10 1-1/2 10 0 | 745 6.62
PD-400-020C-10 2 10 0 | 745 7.14 PD-800-020C-10 2 10 0 | 745 9.17
PD-400-025C-10 2-1/2 10 0 | 745 11.29 PD-800-025C-10 2-1/2 10 0 | 745 13.98
PD-400-030C-10 3 10 0 | 745 14.74 PD-800-030C-10 3 10 0 | 745 18.74
PD-400-040C-10 4 10 0 | 745 21.00 PD-800-040C-10 4 10 0 | 745 27.40
PD-400-060C-10 6 10 0 | 745 38.76 PD-800-060C-10 6 10 0 | 745 53.32
PD-400-080C-10 8 10 0 | 745 63.12 PD-800-080C-10 8 10 0 | 745 88.43
PD-400-100C-10 10 10 0 | 745 107.94 PD-800-100C-10 10 10 0 | 745 160.37
PD-400-120C-10 12 10 0 | 745 142.59 PD-800-120C-10 12 10 0 | 745 220.46
20" Lengths, Price Per Foot 20" Lengths, Price Per Foot
List Price Per Foot List Price Per Foot
PD-400-001C 1/8 20 0 | 745 3.21 PD-800-001C 1/8 20 0 | 745 3.98
PD-400-002C 1/4 20 0 | 745 4.02 PD-800-002C 1/4 20 0 | 745 4.59
PD-400-003C 3/8 20 0 | 745 5.67 PD-800-003C 3/8 20 0 | 745 6.25
PD-400-005C 1/2 20 0 | 745 1.69 PD-800-005C 1/2 20 0 | 745 1.98
PD-400-007C 3/4 20 0 | 745 2.25 PD-800-007C 3/4 20 0 | 745 2.69
PD-400-010C 1 20 0 | 745 3.29 PD-800-010C 1 20 0 | 745 3.96
PD-400-012C 1-1/4 20 0 | 745 4.45 PD-800-012C 1-1/4 20 0 | 745 5.45
PD-400-015C 1-1/2 20 0 | 745 5.33 PD-800-015C 1-1/2 20 0 | 745 6.62
PD-400-020C 2 20 0 | 745 7.14 PD-800-020C 2 20 0 | 745 9.17
PD-400-025C 2-1/2 20 0 | 745 11.29 PD-800-025C 2-1/2 20 0 | 745 13.98
PD-400-030C 3 20 0 | 745 14.74 PD-800-030C 3 20 0 | 745 18.74
PD-400-040C 4 20 0 | 745 21.00 PD-800-040C 4 20 0 | 745 27.40
PD-400-060C 6 20 0 | 745 38.76 PD-800-060C 6 20 0 | 745 53.32
PD-400-080C 8 20 0 | 745 63.12 PD-800-080C 8 20 0 | 745 88.43
PD-400-100C 10 20 0 | 745 107.94 PD-800-100C 10 20 0 | 745 160.37
PD-400-120C 12 20 0 | 745 142.59 PD-800-120C 12 20 0 | 745 220.46

* Pipe sold in individual lengths or lift quantities. No cut lengths.

+ No return on Pipe

« Large orders may be shipped directly from Spears® manufacturing facility. Note: Multiple
drops may be made on TL shipments. Contact Spears® Regional Distribution Center for
requirements and drop-off charges.

* See Spears® Manufacturing Company Terms and Conditions of Sale for freight
requirements.

+ Pipe sold in individual lengths or lift quantities. No cut lengths.

+ No return on Pipe

« Large orders may be shipped directly from Spears® manufacturing facility. Note: Multiple
drops may be made on TL shipments. Contact Spears® Regional Distribution Center for
requirements and drop-off charges.

+ See Spears® Manufacturing Company Terms and Conditions of Sale for freight
requirements.

AT T Schedule 40 CPVC Plain End Pipe AT DT Schedule 80 CPVC Plain End Pipe
10' Length 20' Length . 10' Length 20" Length .
Size "g‘r’:sg‘l’r’ek Avg OD | MinWall | Skid Quantity | Skid Quantity "’,":r'%'}' Size "",'f:s‘;vl‘l’r’: Avg OD | MinWall | Skid Quantity | Skid Quantity ‘r’,":r'thTt
FT/Pieces FT/Pieces FT/Pieces FT/Pieces
18" 910 0405 | 0068 28501285 57001285 056 18" 1230 0405 | 0.095 28501285 57001285 069
i 790 0540 | 0.088 28501285 57001285 096 4 1130 0540 | 0.119 28501285 57001285 117
38" 520 0675 | 0091 2850/285 57001285 128 36" 920 0675 | 0126 28501285 57001285 162
73 500 0840 | 0.109 2430243 48601243 185 17 850 0840 | 0.147 24301243 48601243 231
34" 480 1050 | 0413 1540/154 3080/154 246 34" 590 1050 | 0.154 1540/154 3080/154 314
T 450 1315 | 0.133 2520252 50401252 362 T 630 1315 | 0179 25201252 50401252 162
T4 370 1.660 | 0.140 12301123 24601123 489 Tua 520 1660 | 0.101 12301123 24601123 636
12" 330 1.900 | 0.145 17201172 34401172 585 12 470 1900 | 0.200 17201172 34401172 773
7 280 2375 | 0454 12301123 24601123 783 7 400 2375 | 0218 12301123 24601123 LO7L
212" 300 2875 | 0203 540/54 1080/54 1.237 PR 420 2875 | 0276 540/54 1080/54 1,631
3 260 3500 | 0216 460/46 920/46 1.619 3 370 3500 | 0.300 46046 920/46 2.187
7 220 4500 | 0237 340134 680/34 2.306 T 320 4500 | 0.337 340134 680/34 3.198
& 180 5,625 | 0280 70017 34017 4,603 & 280 6625 | 0432 17017 34017 6.106
g 160 8625 | 0322 9019 180/9 6.136 8 250 8625 | 0500 90/9 180/9 9.322
10" 140 10.750 | 0.365 110/ 14077 5.386 10° 230 10.750 | 0593 T10/11 14017 14.095
12 130 12.750 | 0.406 80/8 1005 11751 1 230 12.750 | 0687 808 1005 19.392
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SPEAHS' [

CPVC Low VOC Cements

Schedule 80 CPVC Industrial Products & Accessories ]

Heavy bodied cements are specifically formulated for CPVC plastic pipe and fittings including a variety of One-Step (no primer required) CPVC specialty
cements. These products are ideal for use in hot/cold water plumbing systems, water treatment and chemical plants, as well as industrial piping systems.

® Low VOC emissions comply with SCAQMD Rule 1168/316A

o 2-Year Shelf Life

CPVC-24 GRAY/ORANGE: Heavy bodied, medium
setting CPVC cement for all classes and schedules
with interference fit through 24" diameter. High-
strength, chemical-resistant solvent cement for use
with CPVC piping systems carrying acids, bases, salts,
and sodium hypochlorite. Ideal for use in waste water
plants. Recommended for use on PVC industrial piping
systems for chemical applications; best choice for both
PVC and CPVC fume & air duct systems. Listings:

ASTM F493, NSFe-PW, DWV, SW, U.P. Code.

&=

The Most Chemically Resistant Cement Available for Both PVC & CPVC
Applications

CPVC-24 Gray Heavy Body CPVC Cement

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each
CPVC24G-020 Pint 12 0 | 707 23.30
CPVC24G-030 Quart 12 0 | 707 41.15
CPVC24G-040 Gallon 6 0 | 707 142.10
CPVC-24 Orange Heavy Body CPVC Cement

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each
CPVC240-020 Pint 12 0 | 707 23.30
CPVC240-030 Quart 12 0 | 707 41.15
CPVC240-040 Gallon 6 0 | 707 142.10
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[ Schedule 80 CPVC Industrial Products & Accessories

Low VOC Solvent Primers & Cleaners ] SPEﬂHS'

Spears® Low VOC Primers & Cleaners

Primers are used for the surface preparation of plastic pipe and fittings, which is necessary for the proper solvent welding of these materials. Cleaner aids in
pre-cleaning to remove oil and grease. All Spears® Primers and Cleaners are low VOC products, which are environmentally friendly with lower emissions
and reduced odor, surpassing the most stringent regulations and comply with SCAQMD Rule 1168/316A.

| & A

PRIMER-70 INDUSTRIAL GRADE PURPLE/CLEAR: € s =%
Premium, industrial strength primer essential for proper ey
softening and preparation of PVC and CPVC pipe and =

fitting surfaces. Specially recommended for use on PI;IM.ER &
Schedule 80 (150 psi and higher) and large size pipe. s e

Excellent for cold weather applications. Listings: ASTM

F656, NSFe-PW, DWV, SW, U.P. Code (Purple Only). \‘ _._.-/

PRIMER-70 Clear Industrial Strength Primer

Part Number Size ?:,tf '\é?: gc':;; E:gﬁ
PRIM70C-005 1/4 Pint 24 | 0 | 709 7.05
PRIM70C-010 1/2 Pint 24 | 0 | 709 9.60
PRIM70C-020 Pint 12 | 0 | 709 19.20
PRIM70C-030 Quart 12 | 0 | 709 31.10
PRIM70C-040 Gallon 6 0 | 709 102.20

ISEERRS4
PRIMER 70
Pur PRIMER

PRIMER-70 Purple Industrial Strength Primer

Part Number Size ?,tg ’gfrt]r (_E,:I)ZZ Eggﬁ
PRIM70P-005 1/4 Pint 24 | 0 | 709 7.05
PRIM70P-010 1/2 Pint 24 | 0 | 709 9.60
PRIM70P-020 Pint 12 | 0 | 709 19.20
PRIM70P-030 Quart 12 [ 0 | 709 31.10
PRIM70P-040 Gallon 6 0 | 709 102.20

CLEANER-65 CLEAR CLEANER: Water-thin cleaner
recommended for use before priming of pipe and : :
fittings to remove dirt, oil and grease from the bonding ELE;EER-_E:
surfaces of PVC, CPVC, ABS and Styrene. | e

CLEANER-65 Clear Cleaner
. Std | Mstr | Disc Price
Part Number Size Pk | ctn |Code Each
CLEANG65-005 1/4 Pint 24 0 | 709 5.20
CLEANG65-010 1/2 Pint 24 0 | 709 7.75
CLEANG65-020 Pint 12 0 | 709 13.45
CLEANG65-030 Quart 12 0 | 709 19.75
CLEANG65-040 Gallon 6 0 | 709 63.25
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'SPEAHS Schedule 80 CPVC Industrial Products & Accessories
' CPVC Schedule 80 Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Tee (continued)
Tee Fipt
Soc 805-005C 1/2 20 | 120 | 090 29.89
805-007C 3/4 15 | 120 | 090 43.05
801-002C 1/4 50 | 300 | 090 13.45 805-010C 1 15 0 | 090 46.37
801-003C 3/8 25 | 150 | 090 13.45 805-012C 11/4 10 0 090 46.64
801-005C 1/2 25 | 200 | 090 13.45 805-015C 11/2 10 0 090 4897
801-007C 3/4 15 | 120 | 090 13.69 805-020C 2 10 0 | 090 54.40
801-010C 1 15 | 0 | 090 16.78| [805-025C 2172 5 | 0 | 090 | 267.44
801-012C 1-1/4 10 | 0 | 090 35.39| [805-030C 3 5 0 | 090 310.30
801-015C 1-1/2 10 | 0 | 090 40.54| [805-040C 4 5 0 | 090 73511
801-020C 2 10 0 | 090 45.12
801-025C 2-1/2 10 0 | 090 114.86 . .
801-030C 3 5 T 0 [oso| 11ase| opecial Reinforced Tee @
801-040C 4 5 0 090 152.86 SR Fipt - Stainless Steel Collar
801-050C 5 3 1 0 1080 S77.89)  [805-002CSR 1/4 20 | 160 | 096 16.72
801-060C 6 2 0 | 090 397.80
805-003CSR 38 25 | 150 | 096 | 16.72
801-080C 8 2 0 | 090 1139.51
805-005CSR 1/2 25 | 150 | 096 22.37
801-100C 10 1 0 | 091 2254.29
805-007CSR 34 25 [ 100 | 096 | 2563
801-100CF 10 1 0 | 097 1676.31
805-010CSR 1 15 | 0 | 096 38.28
801-120C 12 1 0 | 091 3483.94
805-015CSR 1172 10 | 0 |09 40.64
801-120CF 12 1 0 | 097 2287.81 805-020CSR 2 10 0 o096 48 39
801-140CF 14 1 0 | 097 5976.93 -
801-160CF 16 1 0 | 097 8538.46
801-180CF 18 1| o |oo7| 1o008.82| StreetTee
801-200CF 20 1 | 0 [o097 | 15144.59| Spigx Soc x Soc
801-240CF 24 1 0 | 097 | 21257.22
844-005C 1/2 25 | 200 | 090 16.83
T 844-007C 3/4 15 | 120 | 090 17.12
ee 844-010C 1 15 | 0 | 090 20.98
Soc x Fipt 844-012C 1-1/4 10 0 | 090 44 .22
- - 10 0 090 .
B T T [o | sam] OISO t42 [0 [0 oso| 5065
802-005C 1/2 20 | 120 | 090 34.14 :
802-007C 3/4 20 | 160 | 090 4553 . —
802-010C 1 15 | 0 | 090 56.91] Reducing Tee
802-012C 1-1/4 15 0 | 090 66.89| Soc
- - 10 0 090 R
8020150 42|00 [om0 | 6685l o5 iore PN KRN T
802-030C 3 5 T 0 1090 100.12| 1801-130C 1X1/2 15 | 0 | 090 34.59
802-040C 2 5 1T 0 1090 188.11| 801-131C 1X3/4 15 | 0 | 090 34.59
802-060CF 6 T T2 Too 384.99| [801-158C 1-1/4X1X1 15 | 0 | 090 42.90
: 801-159C 1-1/4X1X1-1/4 15 | 0 | 090 42.90
S ial Reinf dT 801-166C" 1-1/4X1/2 10 0 | 090 79.32
pecial keinforced lee 801-167C 1-1/4X3/4 12 | 0 | 090 67.69
Soc x SR Fipt - Stainless Steel Collar 801-168C 1-1/4X1 15 | 0 | 090 67.69
801-202C 1-1/2X1-1/4X1 10 0 | 090 67.69
ggg'gggggg ;ﬁ 20 |0 ;?-g? 801-209C 1-112X172 10 | 0 | 090 70.70
802'01OCSR 7 5T 0 To%% 31356 801-210C 1-1/2X3/4 15 | 0 | 090 70.70
802-01ZCSR T 5T o To%% 3956 801-211C 1-1/2X1 10 | 0 | 090 70.70
— - . 801-212C 1-1/2X1-1/4 10 0 | 090 70.70
802-015CSR 1-1/2 10 0 | 096 39.86 801-247C 2X112 10 0 090 84.22
802-020CSR 2 1010 (096 6516 a51948C 2X3/4 10 [ 0 090 8422
802-030CSR 3 5 0 | 096 93.84
802-040CSR 2 s 5 1096 176.79 801-249C 2X1 10 | 0 | 090 84.22
- : 801-250C" 2X1-1/4 10 | 0 | 090 116.69
" 801-251C 2X1-1/2 10 0 | 090 84.22
Transition Tee ﬂ 801-287C 2-1/2X1/2 10 | 0 | 090 96.71
Soc x Fipt With Brass Thread Insert 801-288C 2-1/2X3/4 10 | 0 | 090 96.71
801-289C 2-1/2X1 10 0 | 090 96.71
802-005CBR 1/2 20 | 160 | 096 55.46| [801-290C 2-1/2X1-1/4 10 | 0 | 090 96.71
802-007CBR 3/4 25| 0 | 0% 110.91] [801-291C 2-1/2X1-1/2 10 | 0 | 090 96.71
Not !ntended to convey or dispense water for human consumption through drinking or 801-292C 2-1/2X2 10 0 090 100.10
cooking 801-333C! 3X1/2 5 | 0 [o090 212.88
801-334C" 3X3/4 5 0 | 090 212.88
Tee 801-335C 3X3X1 5 0 | 090 171.84
Fipt 801-336C" 3X1-1/4 5 0 | 090 206.10
801-337C 3X3X1-1/2 5 0 | 090 171.84
805-002C 1/4 25 | 150 | 090 29.89 801-338C 3X2 5 0 | 090 171.84
805-003C 3/8 25 | 150 | 090 29.89 801-339C 3X2-1/2 5 0 | 090 171.84
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Schedule 80 CPVC Industrial Products & Accessories
CPVC Schedule 80 Fittings

1SS

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coﬁ!% Each Part Number Size ?DI? C?n Cosé?e Each
Reducing Tee (continued) Reducing Tee (continued)
Soc Soc
801-415C" 4X1/2 5 0 | 090 261.33| [801-702CF 14X12 1 0 | 097 5538.94
801-416C" 4X3/4 5 0 | 090 261.33| [801-751CF 16X2 1 0 | 097 3721.73
801-417C" 4X1 4 0 | 090 261.33| [801-752CF 16X2-1/2 1 0 | 097 3775.01
801-418C" 4X1-1/4 5 0 | 090 261.33| [801-753CF 16X3 1 0 | 097 3879.35
801-419C 4X1-1/2 5 0 | 090 261.33| [801-754CF 16X4 1 0 | 097 4023.46
801-420C 4X2 5 0 | 090 217.19| |801-756CF 16X6 1 0 | 097 5239.79
801-421C" 4X2-1/2 5 0 | 090 292.26| |801-758CF 16X8 1 0 | 097 5857.30
801-422C 4X3 5 0 | 090 217.19| |[801-760CF 16X10 1 0 | 097 6340.07
801-426C" 4X6 4 0 | 090 752.89| |801-762CF 16X12 1 0 | 097 7091.32
801-525C 6X1 4 0 | 090 747.04| |801-764CF 16X14 1 0 | 097 7878.52
801-525CF 6X1 1 3 | 097 339.74| |[801-781CF 18X2 1 0 | 097 5059.38
801-526C" 6X1-1/4 4 0 | 090 747.04| |801-783CF 18X3 1 0 | 097 5241.01
801-526CF 6X1-1/4 1 0 | 097 413.83| |801-784CF 18X4 1 0 | 098 5054.01
801-527C" 6X1-1/2 4 0 | 090 747.04| |801-786CF 18X6 1 0 | 097 6838.78
801-527CF 6X1-1/2 1 4 | 097 387.19| |[801-788CF 18X8 1 0 | 097 7343.15
801-528C" 6X2 4 0 | 090 694.09| [801-790CF 18X10 1 0 | 097 7892.13
801-528CF 6X2 1 3 | 097 405.80| |801-792CF 18X12 1 0 | 097 8439.35
801-529C" 6X2-1/2 4 0 | 090 766.27| |801-794CF 18X14 1 0 | 097 8906.39
801-529CF 6X2-1/2 1 3 | 097 423.38| |801-796CF 18X16 1 0 | 097 9403.53
801-530C" 6X3 4 0 | 090 694.09| [801-814CF 20X4 1 0 | 097 | 10405.38
801-530CF 6X3 1 3 | 097 443.77| |801-816CF 20X6 1 0 | 097 | 12382.15
801-532C 6X4 5 0 | 090 613.41 801-818CF 20X8 1 0 | 097 | 12784.34
801-575CF 8X1 1 2 | 097 476.43| |801-820CF 20X10 1 0 | 097 | 13896.47
801-576CF 8X1-1/4 1 0 | 097 484.01 801-822CF 20X12 1 0 | 097 | 14570.99
801-577CF 8X1-1/2 1 0 | 097 487.60| |801-824CF 20X14 1 0 | 097 | 16233.45
801-578C! 8X2 2 0 | 090 1296.79| |801-826CF 20X16 1 0 | 097 | 17535.96
801-578CF 8X2 1 2 | 097 542.44| |801-828CF 20X18 1 0 | 097 | 18630.00
801-579CF 8X2-1/2 1 2 | 097 589.53| [801-904CF 24X4 1 0 | 097 | 12895.23
801-580C" 8X3 2 0 | 090 1296.79| |801-906CF 24X6 1 0 | 097 | 13907.61
801-580CF 8X3 1 2 | 097 665.24| |801-908CF 24X8 1 0 | 097 | 14239.22
801-582C" 8X4 2 0 | 090 1296.79| |801-910CF 24X10 1 0 | 097 | 15007.67
801-582CF 8X4 1 2 | 097 715.80| |[801-912CF 24X12 1 0 | 097 | 15774.37
801-585C 8X6 2 0 | 090 1126.03| |801-914CF 24X14 1 0 | 097 | 17142.00
801-618CF 10X1 1 0 | 097 742.52| |801-916CF 24X16 1 0 | 097 | 20131.71
801-619CF 10X1-1/4 1 0 | 097 753.18| |[801-918CF 24X18 1 0 | 097 | 22379.95
801-620CF 10X1-1/2 1 0 | 097 787.91 801-920CF 24X20 1 0 | 097 | 24855.73
801-621C' 10X2 1 0 | 091 2270.07| |t Sized with Bushing
801-621CF 10X2 1 0 | 097 748.73
801-622CF 10X2-1/2 1 0 | 097 928.62
801-623C' 10X3 1 0 | 091 2154.28 L
801-623CF 10X3 1 | o [os7| 1008.97| Reducing Tee T
801-624C' 10X4 1 0 | 091 2154.28| Soc x Fipt
801-624CF 10X4 1 0 | 097 1066.51 =
801-626C 10X6 1 0 | 091 1983.79| [802-101C 3/4X1/2 15 | 60 | 090 21.17
801-626CF 10X6 1| 0 [o097| 1169.04| |802-130C 1X1/2 50 | 0 | 090 42.49
801-628C" 10X8 1 0 | o091 3245.46 802-131C 1X3/4 15 | 0 | 090 42.49
801-628CF 10X8 1 0 | o097 1355.98| [802-166C 1-1/4X1/2 25 | 0 | 090 73.23
801-661CF 12X2 1 0 | o097 1270.64| |802-167C' 1-1/4X3/4 15 | 0 | 090 73.23
801-662CF 12X2-1/2 0 | 0 |097 | 1332.50| [802-168C 1-1/4X1 10 | 0 |09 73.23
801-663CF 12X3 1 0 | 097 1401.45| |802-209C' 1-1/2X1/2 25 | 0 | 090 108.28
801-664C' 12X4 1 0 | 091 3907.69| [802-210C! 1-1/2X3/4 20 | 0 | 090 108.28
801-664CF 12X4 1 0 | o097 1459.35| |802-211C' 1-1/2X1 10 | 0 | 090 108.28
801-666C! 12X6 1 0 | 091 3660.14 802-212C 1-1/2X1-1/4 10 | 0 | 090 108.28
801-666CF 12X6 1 | o [o97| 1583.51| |802-247C 2X1/2 10 | 0 | 090 135.88
801-668C 12X8 1 0 | o091 3099.74 802-248C 2X3/4 10 | 0 | 090 135.88
801-668CF 12X8 1 0 | 097 1772.76| |802-249C" 2X1 10 | 0 | 090 135.88
801-670C" 12X10 1 0 | o091 4730.27| |802-250C" 2X1-1/4 10 | 0 | 090 135.88
801-670CF 12X10 1 | o [o097| 204595 |[802-251C' 2X1-1/2 10 | 0 | 090 135.88
801-691CF 14X2 1 0 | 097 2625.04| |802-287C 2-1/2X1/2 10 | 0 | 090 178.49
801-692CF 14X2-1/2 1| o [o97| 2632.78| [802-288C' 2-1/2X3/4 10 | 0 | 090 178.49
801-693CF 14X3 1 0 | o097 3782.48 [802-289C" 2-1/2X1 10 | 0 | 090 178.49
801-694CF 14X4 1 0 | 097 3920.28 [802-290C! 2-1/2X1-1/4 10 | 0 | 090 178.49
801-696CF 14X6 1 0 | 097 4269.45 802-291C" 2-1/2X1-1/2 10 | 0 | 090 178.49
801-698CF 14X8 1 0 | 097 4606.19 802-292C" 2-1/2X2 10 | 0 | 090 197.02
801-700CF 14X10 1 0 | 097 5038.26| |802-333C' 3X1/2 5 0 | 09 301.95
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Schedule 80 CPVC Industrial Products & Accessories
CPVC Schedule 80 Fittings

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coﬁi% Each Part Number Size ?DI? C?n Cosé?e Each
Reducing Tee (continued) ] ) ] r
Soc x Fipt Special Reinforced Reducing Tee . -|7 L
802-334C! 3X3/4 5 0 | 090 301.95| Soc x SR Fipt - Stainless Steel Collar x Soc }_[_,JE
802-335C! 3X1 5 | 0 | 090 301.95
802-336C1 3X1-1/4 5 0 | 090 301.95| (See also Gauge & Instrument Fittings for additional configurations)
802-337C 3X1-1/2 5 | 0 | 090 30195/ |803-095CSR [ 314x1/2x314 [ 15[ 0 [ 096 | 15.39]
802-338C' 3X2 5 | 0 | 090 301.95
802-339C' 3X2-1/2 5 | o [ o090 301.95| Transition Reducing Tee ﬁ
802-415C' 4X1/2 5 | 0 |09 505.68| Soc x Fipt With Brass Thread Insert
802-416C' 4X3/4 5 | 0 | 090 505.68
802-417C! 4X1 5 | 0o [090 505.68| |802-101CBR [ 3/4X1/2 |50 | 0 [ 096 | 68.74
802-418C" 4X1-1/4 5 0 | 090 505.68 Not intended to convey or dispense water for human consumption through drinking or
802-419C' 4X1-1/2 5 | 0 | 090 505.68| |cooking
802-420C! 4X2 5 | 0 | 090 505.68
802-421C' 4X2-1/2 5 | 0 | 090 505.68 90° Ell
802-422C' 4X3 5 | 0 | 090 505.68| Soc
802-525C" 6X1 4 | 0 |09 985.97
802-526C 6X1-1/4 4 | 0o |09 985.97| [806-002C 1/4 25 [ 150 [ 090 14.64
802-527C 6X1-1/2 4 | o |09 985.97| [806-003C 3/8 20 | 120 | 090 14.64
802-528C' 6X2 4 | 0o |09 985.97| |806-005C 1/2 20 | 240 | 090 5.74
802-529C' 6X2-1/2 4 | o |09 985.97| [806-007C 3/4 20 | 160 | 090 7.32
802-530C' 6X3 4 | 0o |09 985.97| [806-010C 1 25 | 0 | 090 11.63
802-532C' 6X4 1 | o [o90| 1131.77| [806-012C 1-1/4 10 | 0 | 090 25.16
802-578C' 8X2 2 | o [090| 1874.87| [806-015C 1-1/2 10 | 0 | 090 28.06
802-580C" 8X3 2 | o [090| 1874.87| [806-020C 2 25 | 0 | 090 33.87
802-582C' 8X4 2 | 0 |o090| 1874.87| [806-025C 2-1/2 5 | 0 |090 78.00
802-621C' 10X2 1 | o [o91| 2750.15| [806-030C 3 5 | 0 |090 88.32
802-623C' 10X3 1 | o [o91| 2750.15| [806-040C 4 5 | 0 |090 159.07
802-624C' 10X4 1 | o [o91| 2750.15| [806-050C 5 4 | 0 [o90 303.66
802-661C' 12X2 2 | o [091]| 4563.01| [806-050CF 5 1 | 4 |o97 399.83
802-663C' 12X3 2 | o [091]| 4563.01| [806-060C 6 4 [ 0o [o90 319.64
802-664C' 12X4 1 | o [o91| 4563.01| [806-080C 8 2 | o [o9 782.19
1 Sized with Bushing 806-080CF 8 1 2 | 097 567.31
— 806-100C 10 1| 0 [091] 2090.31
Reducing Tee - [_,_ ~ |806-100CF 10 1 0 | 097 1242.85
] i [806-120C 12 1| 0 [091] 282819
Soc x Fipt x Soc [ - 806-120CF 12 1 [ 0 |o097| 228805
[803-095C [ 3/4x1/2X3/4 50 [ 0 [ 090 | 18.94| |806-140CF 14 1] 0 097 5691.98
806-160CF 16 1| 0 |097| 777051
Special Reinforced Reducing Tee ﬂi ggg_;gggi ;g Lt o7 13323'1\1’
Soc x SR Fipt - Stainless Steel Collar 806-240CF 24 1 0 1097 | 2025479
802-072CSR 1/2X1/4 25 | 200 [ 096 18.69
802-098CSR 3/4X1/4 25 | 100 | 096 24.98| Sweep 90° Ell
802-101CSR 3/4X1/2 50 | 0 | 096 24.98| Soc
802-128CSR! 1X1/4 15 | 0 | 096 38.57
802-130CSR 1X1/2 50 0 | 096 15.26 806-005SC 1/2 25 | 150 | 090 11.29
802-131CSR 1X3/4 15 0 | 096 38.57 806-007SC 3/4 25 | 100 | 090 14.55
802-164CSR! 1-1/4X1/4 5 | 0 |096 51.29| [806-010SC 1 25 | 0 |09 23.38
802-166CSR 1-1/4X1/2 15 | 0 | 096 40.63| |806-012SC 1-1/4 25 | 0 | 090 30.89
802-168CSR 1-1/4X1 10 | 0 | 096 41.46| [806-015SC 1-1/2 25 | 0 | 090 33.18
802-207CSR! 1-1/2X1/4 15 | 0 | 096 73.44| |806-020SC 2 25 | 0 |090 40.20
802-211CSR 1-1/2X1 10 | 0 | 096 48.68
802-212CSR 1-1/2X1-1/4 10 | 0 | 096 48.68| Long Sweep 90° Ell
802-245CSR! 2X1/4 10 | 0 | 096 84.36| soc
802-247CSR 2X1/2 10 | 0 | 096 75.93
802-248CSR 2X3/4 10 | 0 | 096 84.36| [806-005LSCF 12 25 [ 0 [ o097 52.03
802-287CSR 2-1/2X1/2 10 | 0 | 096 58.02| |806-007LSCF 3/4 25 | 0 | o097 58.28
802-331CSR! 3X1/4 5 | 0 |096 161.14| [806-010LSCF 1 25 | 0 |o97 65.90
802-413CSR’ 4X1/4 5 | 0 |096 174.86| [806-012LSCF 1-1/4 25 | 0 |o97 69.05
* Sized with Bushing 806-015LSCF 1-1/2 25 | 0 | 097 77.09
806-020LSCF 2 10 | 0 | 097 108.15
806-030LSCF 3 1| 5 |097 150.04
806-040LSCF 4 1| 4 o097 185.61
806-060LSCF 6 1| 2 o097 273.72
Not Listed for Electrical Conduit Use
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Schedule 80 CPVC Industrial Products & Accessories
CPVC Schedule 80 Fittings

1SS

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coii?e Each Part Number Size ?DI? C?n Co?j?e Each
90° Ell L 90° Street Ell
Soc x Fipt \ Spig x Soc
807-002C 1/4 25 | 450 | 090 12.97 809-005C 1/2 50 | 200 | 090 7.20
807-003C 3/8 25 | 150 | 090 12.97 809-007C 3/4 50 0 | 090 9.16
807-005C 1/2 20 | 120 | 090 15.14 809-010C 1 50 0 | 090 14.55
807-007C 3/4 20 | 160 | 090 17.78 809-012C 1-1/4 25 0 | 090 31.46
807-010C 1 20 0 | 090 23.28 809-015C 1-1/2 10 0 | 090 35.11
807-012C 1-1/4 10 0 | 090 34.14 809-020C 2 25 0 | 090 42.39
807-015C 1-1/2 10 0 | 090 51.72 809-025C 2-1/2 5 0 | 090 85.56
807-020C 2 10 0 | 090 66.39 809-030C 3 5 0 | 090 117.78
807-030C 3 5 0 | 090 80.02 809-040C 4 4 0 | 090 212.10
807-040C 4 5 0 | 090 151.32 809-060C 6 2 0 | 090 426.19
809-080C 8 2 0 | 090 1042.93
Special Reinforced 90° Ell 809-100C 10 110 [091] 2786.78
Soc x SR Fipt - Stainless Steel Collar 809-120C 12 { Ui 3769.46
807-005CSR 1/2 20 | 240 | 096 9.07| Reducing 90° Ell
807-007CSR 3/4 75 0 096 10.66 Soc x F|pt
807-010CSR 1 50 | 0 [ 096 12.83
807-015CSR 1-1/2 10 0 | 096 31.85 807-101C 3/4X1/2 10 | 60 | 090 14.53
807-020CSR 2 10 | 0 | 096 39.85| [807-130C" 1X1/2 10 | 80 | 090 20.76
807-030CSR 3 5 0 | 096 58.01 807-131C" 1X3/4 10 | 80 | 090 20.76
807-040CSR 4 5 0 | 086 107.10| |t Sized with Bushing
Transition 90° Ell Special Reinforced Reducing 90° Ell
Soc x Fipt With Brass Thread Insert Soc x SR Fipt - Stainless Steel Collar
807-005CBR 1/2 20 | 240 | 096 48.76 807-101CSR 3/4X1/2 50 | O | 096 11.56
807-007CBR 3/4 20 | 160 | 096 85.13 807-130CSR 1X1/2 50 | O | 096 12.46
Not intended to convey or dispense water for human consumption through drinking or
cooking Transition Reducing 90° Ell @
90° Ell Soc x Fipt With Brass Thread Insert
Fipt 807-101CBR | 3/4X1/2 [ 20 120 [ 096 | 60.98
Not intended to convey or dispense water for human consumption through drinking or
808-002C 1/4 25 | 450 | 090 15.38 cooking
808-003C 3/8 25 | 150 | 090 15.38
808-005C 1/2 20 | 120 | 090 8.93| 60°Ell @
808-007C 3/4 20 | 120 | 090 13.35 Soc
808-010C 1 15 | 120 | 090 18.74
808-012C 1-1/4 10 0 | 090 36.10 824-005CF 1/2 1 25 | 097 88.46
808-015C 1-1/2 10 0 | 090 38.85 824-007CF 3/4 1 6 | 097 105.64
808-020C 2 10 | 0 |09 52.07| 824-010CF 1 1| 15 | 097 100.04
808-025C 2-1/2 5 | 0 |09 161.59| 824-012CF 1-1/4 1| 16 | 097 102.45
808-030C 3 5 | 0 |09 173.27| 824-015CF 1-1/2 1| 15 | 097 110.93
808-040C 4 5 | 0 |09 271.14| |824-020CF 2 1| 16 | 097 139.72
824-025CF 2-1/2 1 10 | 097 159.90
90° Street Ell 824-030CF 3 1| 4 [o97 274.35
Mipt x Fipt ”m 824-040CF 4 1| 4 [o97 329.33
824-060CF 6 1 4 | 097 457.04
[812-002C 1/4 | 50 ]300 [ 090 | 17.07| |824-080CF 8 1| o |o97 692.49
824-100CF 10 1 0 | 097 1394.07
Special Reinforced 90° Ell e 12 1 L0607 | 2
. . 824-140CF 14 1 0 | 097 5194.65
SR Fipt - Stainless Steel Collar 824-160CF 16 7 Rl 203.13
808-003CSR 3/8 25 [ 150 [ 096 5.48| [824-180CF 18 110 097 ] 10117.90
808-005CSR 1/2 20 | 120 | 096 5.48
808-007CSR 3/4 20 | 160 | 096 8.03| 45° Ell
808-010CSR 1 50 [ 0 |09 10.29| soc
808-012CSR 1-1/4 25 0 | 096 19.80
808-015CSR 1-1/2 10 0 | 096 23.31 817-002C 1/4 25 | 450 | 090 21.77
808-020CSR 2 10 0 | 096 31.23 817-003C 3/8 25 | 150 | 090 21.77
817-005C 1/2 20 | 120 | 090 7.02
817-007C 3/4 20 | 120 | 090 10.14
817-010C 1 15 | 120 | 090 16.12
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'SPEAHS Schedule 80 CPVC Industrial Products & Accessories i
J CPVC Schedule 80 Fittings

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coﬁ!% Each Part Number Size ?DI? C?n Cosé?e Each
45° Ell (continued) 30° Ell (continued)
Soc Soc
817-012C 1-1/4 10 | 80 [ 090 31.66| |815-010CF 1 1 20 | 097 43.98
817-015C 1-1/2 10 | 0 | 090 32.51 815-012CF 1-1/4 1 15 | 097 46.90
817-020C 2 10 | 0 [ 090 36.46| |815-015CF 1-1/2 1 25 | 097 50.57
817-025C 2-1/2 5 0 | 090 74.51 815-020CF 2 25 | 0 | 097 95.06
817-030C 3 5 0 | 090 95.74| |815-025CF 2-1/2 18 | 0 | 097 106.22
817-040C 4 5 0 [ 090 131.43 815-030CF 3 1 10 | 097 118.47
817-050C 5 4 0 [ 090 384.64 815-040CF 4 1 18 | 097 154.71
817-060C 6 4 0 | 090 404.89 815-060C 6 5 0 [ 090 476.34
817-080C 8 2 0 [ 090 842.38 815-080CF 8 1 3 | 097 564.27
817-100C 10 1 0 [ 091 1598.53 815-100CF 10 1 2 | 097 936.67
817-100CF 10 1 2 | 097 965.32 815-120CF 12 1 2 | 097 1233.68
817-120C 12 1 0 [ 091 2812.33 815-140CF 14 1 0 | 097 2619.50
817-120CF 12 1 0 | 097 1355.41 815-160CF 16 1 0 [ 097 3687.61
817-140CF 14 1 0 | 097 2835.34| |815-180CF 18 1 0 | 097 5346.00
817-160CF 16 1 0 | 097 4138.37
817-180CF 18 1| 0 097 | 6404.22| 92.1/2° Ell
817-200CF 20 1 0 | 097 8472.29 Soc
817-240CF 24 1 0 [097 | 10218.18
816-005C 1/2 20 | 240 | 090 8.27
45° Ell 816-007C 3/4 20 | 240 | 090 11.91
Fipt 816-010C 1 20 | 160 | 090 18.97
816-012C 1-1/4 20 | 0 | 090 37.23
819-002C 1/4 25 | 450 | 090 20.46| |816-015C 1-1/2 20 | 0 | 090 38.26
819-003C 3/8 25 | 150 | 090 20.46| |816-020C 2 20 | 0 | 090 42.90
819-005C 1/2 20 | 240 | 090 19.38| |816-025C 2-1/2 5 0 | 090 107.67
819-007C 3/4 10 | 120 | 090 21.29| |816-025CF 2-1/2 1 18 | 097 106.22
819-010C 1 10 | 120 | 090 23.43| |816-030C 3 5 0 | 090 112.64
819-012C 1-1/4 10 | 80 | 090 40.02 816-040C 4 4 0 | 090 154.62
819-015C 1-1/2 10 | 0 | 090 40.02 816-060C 6 4 0 | 090 476.34
819-020C 2 10 | 0 | 090 52.84| |816-060CF 6 1 8 | 097 296.94
819-025C 2-1/2 5 0 | 090 100.17 816-080C 8 4 0 | 090 991.02
819-030C 3 5 0 | 090 144.28 816-080CF 8 1 4 | 097 564.27
819-040C 4 5 0 | 090 226.94 816-100CF 10 1 2 | 097 936.67
816-120CF 12 1 2 | 097 1233.68
Special Reinforced 45° Ell 816-140CF = 10 Gy | deienst
; ; 816-160CF 16 1 0 | 097 3687.61
SR Fipt - Stainless Steel Collar 316-180CF 18 . o Too7 | 5346 00
[819-007CSR [ 3/4 [ 10 [ 120 [ 096 | 12.53]
22-1/2° Street Ell %
45° Street Ell Spig x Soc
Sig x Soc 842-005C 12 50 [ 400 | 090 9.41
827-005C 1/2 50 | 400 [ 090 7.02| [842-007C 3/4 50 | 0 | 090 14.69
827-007C 3/4 50 | 0 [090 10.14| |842-010C 1 50 | 0 | 090 22.98
827-010C 1 50 | 0 | 090 16.12| |842-012C 1-1/4 20 | O [ 090 28.78
827-012C 11/4 25 | 0 | 090 3166/ |842-015C 1-1/2 25 | 0 [090 41.37
827-015C 1-1/2 25 | 0 | 090 32.46| |842-020C 2 20 | O | 090 52.17
827-020C 2 10| 0 | 090 36.46| |842-025C 2-1/2 5 0 | 090 95.79
827-025C 2-1/2 12 | 0 [ 090 80.69| |842-030C 3 5 | 0 |09 139.12
827-030C 3 10| 0 | 090 95.74| |842-040C 4 4 0 | 090 178.40
827-040C 4 5 | 0 [090 131.43| |842-060C 6 1| 6 |09 588.27
827-060C 6 3 0 | 090 476.34| [842-080C 8 1 2 | 090 1233.34
827-080C 8 2 0 | 090 991.02| [842-100CF 10 1 2 | 097 951.66
827-100C 10 1 | o [o91| 1880.62| [842-120CF 12 11 2 097 ] 126222
827-120C 12 1] 0 |091| 3308.61
827-140CF 14 1 | o |097 | 405351 15°Ell
827-160CF 16 1 | 0 |097| 5185.03| soc
827-180CF 18 1 0 | 097 7565.54
818-005CF 1/2 1 25 | 097 30.85
30° Ell 818-007CF 3/4 1 | 23 | 097 31.80
Soc 818-010CF 1 1 20 | 097 43.98
818-012CF 1-1/4 1 15 | 097 46.90
815-005CF 1/2 1 | 25 [ 097 30.85| |818-015CF 1-1/2 1|25 | 097 50.57
815-007CF 3/4 1 | 25 | 097 31.80| |818-020CF 2 1|25 | 097 95.06
818-025CF 2-1/2 1 18 | 097 106.22
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Schedule 80 CPVC Industrial Products & Accessories 'SPE“HS
CPVC Schedule 80 Fittings '
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
15° Ell (continued)
Soc Reducing Wye
818-030CF 3 1 | 35 [ 097 118.47| Soc
818-040CF 4 1 | 18 | 097 154.71
818-060CF 6 1| 8 | 097 206.04| 1/2"-2"-235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
818-080CF 8 1 3 | 097 564.27| 3"-6"-150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
818-100CF 10 1 2 | 097 936.67| 8" - Larger & All Fabricated Sizes - 100 psi Maximum Internal Pressure
818-120CF 12 1 | 0 |097 | 1233.68| Rating@ 73°F(23°C
818-140CF 14 1 0 | o097 261950, |875-101C' 3/4X1/2 25 | 0 | 090 23.02
818-160CF 16 1 0 | o097 3687.61 875-130C" 1X1/2 20 | 0 | 090 37.93
818-180CF 18 1 0 | o097 5346.00 |875-131C' 1X3/4 20 | 0 | 090 37.93
875-166C" 1-1/14X112 20 | 0 | 090 69.14
11-1/4° EIl 875-167C' 1-1/4X3/4 20 | 0 | 090 69.14
Soc 875-168C" 1-1/4X1 20 | 0 | 090 69.14
875-209C" 1-1/12X112 20 | 0 | 090 75.84
811-005CF 12 R 3085 |875-210C 1-1/2X3/4 20 | 0 | 090 75.84
811-010CF 1 T o 4398 |875-212C 1-112X1-1/4 20 | 0 | 090 75.84
811-012CF 117 T o 46.90| |875-247C 2X1/2 10 | 0 | 090 150.06
8110150 1172 25 1 0 |00 35.07| |875-248C 2X3/4 10 | 0 | 090 150.06
811:020C 2 70T 0 Tos0 42.90| |875-249C 2X1 10 | 0 | 090 150.06
811-025CF 2472 o R 10622 |875-250C" 2X1-1/4 10 | 0 | 090 150.06
8110300 3 01 0 1090 11264 |875-251C 2X1-172 10 | 0 | 090 150.06
8110400 " 2 T 0 To%0 154 62| |875-335C 3x1 5| 0 |09 617.26
811-060CF 6 T T 5 Too7 | 29604| |875-336C 3X1-1/4 5| 0 |09 617.26
811-080CF 8 T3 (o097 | 56427| |875-337C 3X1-112 5| 0 |09 617.26
811-100CF 10 1| 2 |o0o7| 93667 |875-338C 3X2 4 101090 617.2
811-120CF 12 T T2 (o097 | 723368 |875-339CT 3X2-112 5| 0 |09 617.26
811-140CF 14 1 | 0 |097 | 2619.50| [875-420C 4X2 4 | 0 1090] 624.18
811-160CF 16 1| 0 | o097 | 3687.61 |875-422C 4x3 4 1 01090] 62418
811-180CF 18 1| 0 | 097 | 5346.00| |875-528C 6X2 510 109] 79059
875-528CF 6X2 1 | 3 o097 | 62028
W 875-530C" 6X3 5| 0 |090| 790.44
ye 875-530CF 6X3 1 | 2 o097 | 689.64
Soc 875-532C 6X4 5| 0 |09 | 60356
1
1/2" - 2" - 235 psi Maximum Internal Pressure Rating @ 73°F (23°C) g;g:g;ggF :;((2 1 2 833 zggggg
2-1/2" - 6" - 150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 875-579CF 8X2-172 1 > 097 873:9 7
8 - Larger o& All Eabncated Sizes - 100 psi Maximum Internal Pressure 875-580C 8X3 1 0 1090 | 209067
Rating @ 73°F (23°C 875-580CF" 8x3 1 [ 2 |097| 85456
875-005C 112 25 [ 100 [ 090 1559| [g75cgo0T axa T T o Toso | 209067
875-007C 34 25 1 0 109 16.10/ [875-582CF" 8x4 1| 2 o7 | 87767
875-010C 1 20 | 0 1090 27.13|  875.585C 8X6 1 0 [000| 1915.95
875-012C 1-1/4 20 | 0 | 090 41.09| g7 EgEGE o T o ok comem
875-015C 1-172 201 0 1090} 44171 [g75621CF" 10x2 1 [ 0 |oo7| 92889
g;g:gggg zj/z 140 g ggg ;gg-lg 875-623CF" 10X3 1| 0 |097 | 988.88
- 875-624CF 10X4 1 | 0 |o097 | 1208.48
875-030C 3 5 10 109 53330/ fg75626C 10X6 1 [ 0 [091| 2159.80
875-040C 4 4 1 0 109 56383 [g75606CF 10X6 1| 0 |097 | 1372.14
875-060C 6 8 | 0 ]0%0| 771.70) [g75628C 10X8 1| 0 |091| 2274.03
875-080C__ 8 1] 0 |09 1317.89) Ig75628CF 10X8 1| 0 |097 | 1615.82
875-080CF 8 110 j0o7] 1152.68| rg75661CF 12X2 1| 0 |097 | 1532.59
875-100CF 10 110 (oo7] 1980.161 rg75663CF 12X3 1| 0 |097 | 1610.11
875-120CF 12 1.1 0 J097| 2758.09) rg75 664CF 12X4 1| 0 |097 | 1836.67
875-140CF 14 1] 0 |097| 9589.14| rg75 666CF 12X6 1| 0 |097 | 1910.63
875-160CF 16 1.1 0 097 12027.90| rg75 66gCF" 12X8 1| 0 | 097 | 2016.67
875-180CF_ 18 110 [097] 17453.89| rg75.670CF 12X10 1| 0 |097 | 248291
* Sized with Bushing 875-694CF 14X4 1| 0 |097 | 4110.98
* An asterisk (*) appearing after a fabricated fitting part number indicates the item is 875'6960':' 14X6 1 0 | 097 4515.36
fiberglass reinforced. 875-698CF 14X8 1 0 | 097 4884.46
875-702CF 14X12 1 | 0 |097 | 5950.41
875-754CF 16X4 1| 0 |097 | 5172.83
875-756CF 16X6 1| 0 |097 | 5446.73
875-758CF 16X8 1| 0 |097 | 6324.47
875-760CF 16X10 1 | 0 |o097 | 7107.81
875-762CF 16X12 1| 0 |097| 7708.76
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Schedule 80 CPVC Industrial Products & Accessories
CPVC Schedule 80 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Reducing Wye (continued)
Soc Cross
875-764CF" 16X14 1 0 | 097 9697.37| Soc
875-784CF" 18X4 1 0 | 097 6915.27
875-786CF" 18X6 1 | 0 |097 | 7421.73| |820-002C 1/4 25 | 150 | 090 57.34
875-788CF" 18X8 1 | 0 |097 | 8239.13| |820-005C 1/2 50 | 0 |09 57.34
875-790CF" 18X10 1 | 0 | 097 | 908337 |820-007C 34 50 | 0 |09 60.35
875-792CF" 18X12 1 | 0 |097 | 9989.47| |820-010C 1 50 | 0 |09 66.89
875-794CF" 18X14 1 | 0 | 097 | 12719.47| |820-012C 1-1/4 25| 0 |09 71.57
875-796CF" 18X16 1 | 0 | 097 | 14164.24| |820-015C 1-1/2 25| 0 |09 77.79
1 Sized with Bushing 820-020C 2 10 0 | 090 100.90
820-025C 2-1/2 10 | 0 | 090 134.52
* An asterisk (*) appearing after a fabricated fitting part number indicates the item is| |[820-030C 3 5 0 | 090 171.31
fiberglass reinforced. 820-040C 4 3 0 090 306.02
820-060CF 6 1 0 | 097 804.20
Double Wye 820-080CF 8 1 | 0 [o097 | 1529.69
Soc 820-100CF 10 1| 0 |097 | 227551
820-120CF 12 1 0 | 097 3233.15
100 psi Maximum internal Pressure Rating @ 73°F (23°C) 820-140CF 14 1 0 | o097 8736.96
876-020CF" 2 1 4 | 097 448.88| |820-160CF 16 1 0 | 097 | 10413.95
876-030CF" 3 1 4 | 097 572.56| [820-180CF 18 1 0 | 097 | 14001.11
876-040CF" 4 1 2 | 097 981.71
876-060CF 6 1[0 [oo7 | 171161] Reducing Cross
876-080CF" 8 1 0 | 097 3069.69 Soc
876-100CF" 10 1 0 | 097 3331.29
876-120CF" 12 110 Jo97 ] 499111/ [820-101C! 3/4X1/2 50 [ 0 [ 090 74.82
* An asterisk () appearing after a fabricated fitting part number indicates the item is 820-130C" 1X1/2 25 | 0 | 090 88.76
fiberglass reinforced. 820-131C 1X3/4 20 | 0 | 090 88.76
For larger sizes please contact your Regional Spears® Distribution Center. 820-166C" 1-1/4X1/2 25 0 {090 79.40
820-167C 1-1/4X3/4 25 | 0 | 090 64.41
. 820-168C" 1-1/4X1 25 | 0 | 090 127.47
Reducing Double Wye 820-209C' 1-112X1/2 20 | 0 090 | 140.86
Soc 820-210C 1-1/2X3/4 50 | 0 [ 090 140.86
s . . . ) . 820-211C! 1-1/2X1 25 | 0 | 090 140.86
Szteizns és 71359Fp(32!33g Fabricated Sizes- 100 psi Maximum Internal Pressure 820-212C1 112X11/4 25T 0 To%0 12086
g 820-247C! 2X1/2 10 | 0 | 090 182.37
876-338C 3X2 5 0 | 090 664.94 7
z 820-248C 2X3/4 10 | 0 | 090 182.37
876-420CF 4X2 1 2 | 097 836.50 7
z 820-249C 2X1 10 | 0 | 090 182.37
876-421CF 4X2-1/2 1 2 | 097 885.23 7
5 820-250C 2X1-1/4 10 | 0 | 090 182.37
876-422CF 4X3 1 2 | 097 953.07 7
5 820-251C 2X1-1/2 10 | 0 | 090 182.37
876-528CF 6X2 1 3 | 097 1422.64
5 820-289C 2-1/2X1 15 | 0 | 090 124.00
876-529CF 6X2-1/2 1 2 | 097 1440.36 7
5 820-290C 2-1/2X1-1/4 10 | 0 | 090 233.93
876-530CF 6X3 1 2 | 097 1463.80 7
5 820-291C 2-1/2X1-1/2 8 0 | 090 233.93
876-532CF 6X4 1 0 | 097 1625.59 7
5 820-292C 2-1/2X2 10 | 0 | 090 233.93
876-578CF 8X2 1 2 | 097 2431.23
5 820-335C! 3X1 4 0 | 090 322.12
876-579CF 8X2-1/2 1 2 | 097 2467.16 7
5 820-336C 3X1-1/4 4 0 | 090 322.12
876-580CF 8X3 1 2 | 097 2486.69 7
5 820-337C 3X1-1/2 4 0 | 090 322.12
876-582CF 8X4 1 0 | 097 2677.09 7
5 820-338C 3X2 4 0 | 090 322.12
876-585CF 8X6 1 0 | 097 2822.24 7
5 820-339C 3X2-1/2 4 0 | 090 322.12
876-621CF 10X2 1 0 | 097 2931.22 7
5 820-420C 4X2 3 0 | 090 475.10
876-622CF 10X2-1/2 1 0 | 097 2992.34 7
5 820-422C 4X3 3 0 | 090 475.10
876-623CF 10X3 1 0 | 097 3045.46
5 820-420CF 4X2 1 3 | 097 466.86
876-624CF 10X4 1 0 | 097 3115.88
5 820-528CF 6X2 1 2 | 097 732.38
876-626CF 10X6 1 0 | 097 3336.21
5 820-530CF 6X3 1 2 | 097 827.41
876-628CF 10X8 1 0 | 097 3504.10
= 820-532CF 6X4 1 2 | 097 847.44
876-661CF 12X2 1 0 | 097 3155.82
z 820-578CF 8X2 1 0 | 097 954.39
876-662CF 12X2-1/2 1 0 | 097 3307.13
z 820-580CF 8X3 1 0 | 097 1001.69
876-663CF 12X3 1 0 | 097 3365.48
5 820-582CF 8X4 1 0 | 097 938.05
876-666CF 12X6 1 0 | 097 3818.57
5 820-585CF 8X6 1 0 | 097 1232.49
876-668CF 12X8 1 0 | 097 4332.35
5 820-621CF 10X2 1 0 | 097 1144.39
876-664CF 12X4 1 0 | 097 3488.72
876-670CF 12X10 1 [ 0 |o97 | 4rizor| |[S20-623CF 10%3 110 joor| 123041
* An asteriek g aft tabricated fi " ber indicates the it — 820-624CF 10X4 1 0 | 097 1286.30
fibepglgzse:;nf érleaéppeanng after a fabricated fitting part number indicates the item is 890-626CF 10X6 1 0 | 097 1536.66
' 820-628CF 10X8 1 0 | 097 1779.05
For larger sizes please contact your Regional Spears® Distribution Center. 820-661CF 12X2 1 0 | 097 1397.31
820-663CF 12X3 1 0 | 097 1535.54
820-664CF 12X4 1 0 | 097 1621.26
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[ Schedule 80 CPVC Industrial Products & Accessories 'SPEAHS
CPVC Schedule 80 Fittings '
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Reducing Cross (continued) Grooved Coupling Adapter (continued)
Soc Groove x Soc
820-666CF 12X6 1| 0 |o097 | 1882.90| [833-060C 6 5 | 0 | 090
820-668CF 12X8 1| 0 | 097 | 2196.37| [833-080CF 8 1| 4 | 097
820-670CF 12X10 0 | 0 |097 | 2613.88| [833-100CF 10 1| 0 | 097
820-691CF 14X2 1| 0 | 097 | 2690.85 |[833-120CF 12 1| 0 | o097
820-693CF 14X3 1| 0 | 097 | 2841.97
820-694CF 14X4 11 0 [0o7 | 2968.20 Coupling
820-696CF 14X6 1[0 [oo7 | 4083.07|
820-698CF 14X8 1| 0 | 097 | 4642.71
820-700CF 14X10 1 0 | 097 5169.66| [830-002C 1/4 25 | 450 | 090
820-702CF 14X12 1 0 | 097 5893.52| [830-003C 3/8 25 | 150 | 090
820-751CF 16X2 1 0 | 097 3821.73| [830-005C 12 25 | 150 | 090
820-753CF 16X3 1 0 | 097 3982.35| [830-007C 3/4 25 | 150 | 090
820-754CF 16X4 1 0 | 097 4137.99| [830-010C 1 15 | 90 | 090
820-756CF 16X6 1 0 | 097 5494.33| [830-012C 11/4 10 | 60 | 090
820-758CF 16X8 1 0 | 097 6073.02| [830-015C 1-1/2 10 | 80 | 090
820-762CF 16X12 1 0 | 097 7118.62| [830-020C 2 10 | 0 | 090
820-764CF 16X14 1 0 | 097 9334.24| [830-025C 2-1/2 5 0 | 090
820-781CF 18X2 1 0 | 097 5118.98| [830-030C 3 5 0 | 090
820-783CF 18X3 1 0 | 097 5313.95| [830-040C 4 5 0 | 090
820-784CF 18X4 1 0 | 097 6176.93| [830-060CF 6 1 8 | 097
820-786CF 18X6 1| 0 |097 | 7071.68
820-788CF 18X8 1| 0 |097| 7721.70 : : :
820-790CF 18X10 1| 0 |097 | 8467.87 ggﬁplalngllnfo?edl g?lupllng
820-792CF 18X12 1[0 [097| 919459 ipt - Stainless Steel Collar
820-794CF 18X14 1| 0 | 097 | 1142352
830-005CSR 12 25 | 300 | 096 8.84
820-796CF 18X16 1 [ 0 097 | 1280817 [g30-0070SR 34 25 T 300 096 1429
* Sized with Bushing 830-010CSR 1 25 | 200 | 096 16.23
830-012CSR 1-1/4 10 | 120 | 096 17.24
. 830-015CSR 1112 10 | 80 | 096 18.49
Coupling 830-020CSR 2 10 0 |0%| 2185
Soc
. =
829-002C 1/4 25 | 450 | 090 1559 Reducer Coupling .I.
829-003C 318 25 | 150 | 090 15.59| Soc ——
829.005¢ 12 2w o 098 [s29-101C 3/4X172 [ 50 [400 [0%0 | 15.86
829-007C 3/4 15 | 90 | 090 8.47
829-130C 1X1/2 25 | 200 | 090 22.62
829-010C 1 15 | 90 | 090 11.41
829-131C 1X3/4 25 | 200 | 090 22.62
829-012C 1-1/4 10 | 80 | 090 17.09
829-166C 1-1/4X1/2 25 | 0 | 090 51.79
829-015C 1172 10 | 40 | 090 21.51
829-167C 1-1/4X3/4 25 | 0 | 090 51.79
829-020C 2 20 | 0 | 090 25.00
829-168C 1-1/4X1 25 | 0 | 090 51.79
829-025C 24112 5 | 0 | 090 55.64
829-209C 1-1/2X1/2 25 | 0 | 090 51.38
829-030C 3 5 | 0 | 090 60.46
829-210C 1-1/2X3/4 25 | 0 | 090 51.38
829-040C 4 5 | 0 | 090 79.23
829-211C 1-1/2X1 25 | 0 | 090 51.38
829-050C 5 6 | 0 | 090 177.28
829-212C 1-1/2X1-1/4 25 | 0 | 090 51.38
829-060C 6 4 | 0 |09 186.61
829-247C 2X1/2 25 | 0 | 090 67.94
829-080C 8 4 | 0 |09 504.33
829-248C 2X3/4 10 | 80 | 090 67.94
829-100C 10 1| 0 | 091 634.38
829-249C 2X1 10 | 40 | 090 67.94
829-120C 12 1| 0 | 091 743.02
829-250C 2X1-1/4 10 | 0 | 090 67.94
829-140C 14 1| 0 | 091 945.43
829-251C 2X1-1/2 10 | 40 | 090 67.94
829-140CF 14 1 | 0 |097 | 2085.69
829-291C 2-1/12X1-1/2 10 | 0 | 090 77.36
829-160CF 16 1 | 0 097 | 3202.70
829-292C 2-1/2X2 10 | 0 | 090 77.36
829-180CF 18 1| 0 097 | 3961.48
829-335C" 3X1 8 | 0 |090 191.34
829-200CF 20 1 | 0 |097 | 5548.95 :
T 4 T T 0 Toor T 6o3as1]| |829-336C 3X1-1/4 6 | 0 |090 197.19
829-337C" 3X1-1/2 8 | 0 | 090 197.19
. —"— [829-338C 3X2 8 | 0 | 090 156.31
Grooved Coupling Adapter .l. 829-339C" 3X2-1/2 5 | 0 |090| 156.97
Groove x Soc ——+_| |829-339CF 3X2-1/2 1 9 | 097 149.13
829-416C" 4X3/4 4 | 0 |09 225.41
833-012C 1-1/4 10 | 60 | 090 27.27| 'go9.41701 X1 =T o Tos0 595 41
833-015C 1-172 10 | 80 | 090 35.96| [gog-419CT ax1-112 4 | 0 |090| 22541
833-020C 2 5 | 40 | 0% 46.74|  1359420C ax2 6 | 0 |0%0| 186.47
833-025C 2-1/2 510 |09 76.87| [gog9421C ax2-112 4 | 0 |09 | 186.47
833-030C 3 510 |0% 94.78| [809-422C 4X3 4 | 0 |09 | 186.47
833-040C 4 5 | 0 1090 161.29| [gr97488CF 5X3 1| 6 | 097 | 183.99
833-050CF 5 11 7 1097 178.48| [g39.490CF 5X4 1] 6 |097| 116.05
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Schedule 80 CPVC Industrial Products & Accessories
CPVC Schedule 80 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Reducer Coupling (continued) Eccentric Reducer Coupling (continued)
Soc Soc
829-528C" 6X2 6 | o [o90 493.30| [829-335CFE2 3X1 1 [ 10 [ 097 135.11
829-529C 6X2-1/2 4 [ 0 o090 581.36| [829-336CFE? 3X1-1/4 1| 10 [ 097 129.02
829-530C" 6X3 12 [ 0 [o90 503.39| [829-337CFE? 3X1-1/2 1| 10 [ 097 126.90
829-532C 6X4 4 [ 0 o090 423.57| [829-338CFE 3X2 1| 20 [ 097 82.27
829-580CF 8X3 1| 6 |o097 448.60| [829-339CFE 3X2-1/2 1| 10 [ 097 80.84
829-582C" 8X4 2 | o [o90 768.61| [829-417CFE? 4X1 1| 18 | 097 208.47
829-582CF 8X4 1| 4 [o97 397.70| [829-418CFE3 4X1-1/4 1| 6 | 097 212.29
829-585C 8X6 2 | o [o90 733.90| [829-419CFE? 4X1-1/2 1| 6 | 097 200.91
829-621CF 10X2 1 | 0 [o97 831.03| [829-420CFE?2 4X2 1| 10 [ 097 183.86
829-623CF 10X3 1| 2 [o97 696.96| |829-421CFE?2 4X2-1/2 1| 6 | 097 169.72
829-624CF 10X4 1| 2 [o97 669.90| [829-422CFE 4X3 1| 10 [ 097 119.01
829-625CF 10X5 1 | 2 [o97 722.05| [829-490CFE 5X4 1| 8 | 097 141.03
829-626C 10X6 1 | o [091]| 1141.32| [829-528CFE? 6X2 1| 6 | 097 371.57
829-626CF 10X6 1| 2 [o97 515.81| [829-529CFE3 6X2-1/2 1| 4 [o097 346.13
829-628C 10X8 1 | o [091]| 1141.32| [829-530CFE? 6X3 1| 6 | 097 296.76
829-628CF 10X8 1| 4 [o97 675.89| [829-532CFE 6X4 1| 10 [ 097 252.62
829-664CF 12X4 1 | 2 097 | 1491.05| [829-578CFE* 8Xx2 1| 0 [o097 738.34
829-665CF 12X5 1 | o 097 1490.02| [829-580CFE? 8X3 1| 2 [o097 666.30
829-666CF 12X6 1 | o 097 1386.74| [829-582CFE? 8X4 1| 2 [o097 633.95
829-668C 12X8 1 | o o091 1243.52| [829-583CFE? 8X5 1| 2 [o097 564.99
829-668CF 12X8 1 | o 097 1061.20| [829-585CFE 8X6 1| 4 [o097 549.78
829-670CF 12X10 1| 2 [o97 565.90| |829-624CFE3 10X4 1| 0 [o097 | 1315.94
829-694CF 14X4 1 | o 097 2164.70| [829-625CFE? 10X5 1| 0 [o097| 1165.23
829-696CF 14X6 1 | o o097 2044.37| [829-626CFE? 10X6 1| 2 [o097 | 1128.24
829-698CF 14X8 1 | o o097 1702.02| [829-628CFE 10X8 1| 2 | 097 810.57
829-700CF 14X10 1| 0 | 097 | 1456.76| [829-664CFE* 12X4 1| 0 |097| 2370.37
829-702CF 14X12 1 | o 097 1274.36| [829-666CFE? 12X6 1| 0 |097| 1548.91
829-754CF 16X4 1| 0 | 097 | 2666.76| [829-668CFE2 12X8 1| 0 |097 | 1477.24
829-756CF 16X6 1 | o o097 | 274456 [829-670CFE 12X10 1| 0 |097 | 1321.99
829-758CF 16X8 1| o o097 3137.04| [829-696CFE? 14X6 1| 0 |097 | 2564.21
829-760CF 16X10 1| 0 |097 | 3004.83| [829-698CFE? 14X8 1] 0 |097| 2514.14
829-762CF 16X12 1 | 0o | 097 | 2847.83| [829-700CFE 14X10 1] 0 097 | 179215
829-764CF 16X14 1 | o |097 | 2530.18| [829-702CFE 14X12 1] 0 |097| 1636.18
829-783CF 18X3 1 | 0o |097| 5495.29| [829-756CFE® 16X6 1| 0 |097 | 4683.61
829-784CF 18X4 1 | o |o097| 5452.12| [829-758CFE* 16X8 1| 0 |097| 4528.44
829-786CF 18X6 1 | o |097| 5411.43| [829-760CFE? 16X10 1 | 0 [097| 444533
829-788CF 18X8 1 | 0o |097| 5293.72| [829-762CFE?2 16X12 1| o [o097| 427057
829-790CF 18X10 1 | 0 |097 | 5261.90| [829-764CFE 16X14 1 | 0 [097 | 3929.01
829-792CF 18X12 1 | o o097 5171.87| [829-786CFE® 18X6 1| 0 [097 | 9031.24
829-794CF 18X14 1 | 0o |097| 5090.67| |[829-788CFE® 18X8 1 | 0 [097 | 8905.90
829-796CF 18X16 1 | o |o097| 3716.10| [829-790CFE* 18X10 1 | 0 [097| 8560.94
829-818CF 20X8 1 | o o097 5251.22| [829-792CFE? 18X12 1| 0 |097| 7915.81
829-826CF 20X16 1 | 0 |097| 6002.95 [829-794CFE?2 18X14 1| 0 |097| 735252
829-828CF 20X18 1 | 0 |097 | 5562.71| [829-796CFE 18X16 1| 0 |097 | 5636.04
829-906CF 24X6 1| o |o097| 8787.79
829-918CF 24x18 1| o Joor| 1233374 | Eccentric Reducer Coupling Footnotes
829-920CF 24X20 1 0 097 11100.26 Mu|t|.step COnﬁguraﬁons
* Sized with Bushing
The number after the part number
Eccentric Reducer Coupling i’_ denotes steps listed below.
Soc
829-101CFE 3/4X1/2 1 [ 15 [ 097 35.17 f |
829-130CFE 1X1/2 1| 16 [ 097 38.15| | |__2:Two—tl; | | |
829-131CFE 1X3/4 1| 15 | 097 36.71 “Three=! tpoural s |
829-168CFE 1-1/4X1 1 12 |097 | 39.88 e g
829-209CFE 1-1/2X1/2 1 | 10 | 097 63.17 Example: 829-582CFE2 (2= 2 Step)
829-210CFE 1-1/2X3/4 1| 10 [ 097 75.80
829-212CFE 1-1/2X1-1/4 1| 20 | 097 41.78
829-249CFE 2X1 1| 25 | 097 57.14 ;
829-250CFE 2X1-1/4 1| 25 | 097 52.01 Estducer Coupling
829-251CFE 2X1-1/2 1| 10 | 097 50.79
829-291CFE? 2-1/2X1-1/2 1| 20 | 097 86.53
829-292CFE 2-1/2X2 1| 10 | 097 61.45
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[ Schedule 80 CPVC Industrial Products & Accessories 'SPEAHS
CPVC Schedule 80 Fittings '

. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?:,E Cfn Coii?e Each Part Number Size ?DI? C?n Co?j?e Each
Special Reinforced Reducer Coupling Transition Female Adapter
SR Fipt - Stainless Steel Collar Soc x Fipt With Brass Thread Insert
830-101CSR 3/4X1/2 50 | 200 | 096 15.85 835-005CBR 1/2 25 | 150 | 096 30.06
830-130CSR 1X1/2 50 0 | 096 19.13 835-007CBR 3/4 15 | 90 | 096 62.21
830-131CSR 1X3/4 25 | 200 | 096 19.13 835-010CBR 1 15 | 90 | 096 109.17
830-168CSR 1-1/4X1 25 0 | 096 26.02 835-012CBR 1-1/4 15 | 60 | 096 178.10
830-210CSR 1-1/2X3/4 25 0 | 096 37.21 835-015CBR 1-1/2 10 | 80 | 096 234.82
830-211CSR 1-1/2X1 10 | 80 | 096 37.21 835-020CBR 2 8 32 | 096 293.28
830-212CSR 1-1/2X1-1/4 10 | 80 | 096 37.21 Not intended to convey or dispense water for human consumption through drinking or
830-249CSR 2X1 25 0 | 096 91.60 cooking
830-251CSR 2X1-1/2 15 0 | 096 91.60
Transition Reducing Female Adapter
Female Adapter .I Soc x Fipt With Brass Thread Insert
Soc x Fipt "W [835-101CBR | 314X1/2 [50 [ 0 [096 | 4352
835-002C 1/4 25 | 450 | 090 19.78 Not intended to convey or dispense water for human consumption through drinking or
835-003C 3/8 25 | 150 | 090 19.78| Lcooking
835-005C 1/2 25 | 150 | 090 9.80
835-007C 3/4 15 | 90 | 090 9.71] Transition Female Adapter
835-010C 1 15 | 90 | 090 23.91| Soc x Fipt With Type 316 Stainless Steel Thread Insert
835-012C 1-1/4 10 | 120 | 090 24.48
835-015C 11/2 10 | 80 | 090 28.52| |835-005CSS 1/2 25 | 150 | 096 59.02
835-020C 2 10 | 0 | 090 49.15| |835-007CSS 3/4 15 | 90 | 096 82.40
835-025C 21/2 5 0 | 090 94.28| |835-010CSS 1 15 | 90 | 096 144.22
835-030C 3 5 0 | 090 193.44| |835-012CSS 1-1/4 15 | 0 | 09 234.38
835-040C 4 5 0 | 090 321.97| |835-015CSS 1-1/2 10 | 60 | 096 305.78
835-060C 6 6 0 | 090 457.12| |835-020CSS 2 8 | 32 | 096 357.85
835-060CF 6 1 8 | 097 289.56
835-080C 8 3 [ 0 [oeoo| 722.27] Transition Male Adapter w/Brass Thread i
835-080CF 8 1 | 0 007 364.23| Brass Mipt x Socket
835-100CF 10 1 2 | 097 529.27
835-120CF 12 1 0 | 097 685.85 836-005CBR 1/2 40 | 160 | 096 66.63
836-007CBR 3/4 40 | 160 | 096 93.81
Special Reinforced Female Adapter 836-010CBR 1 10 | 60 | 096 | 163.39
Soc x SR Fipt - Stainless Steel Collar 836-012CBR 1-1/4 10 | 60 10961 26577
836-015CBR 1-1/2 10 | 40 | 096 345.52
835-002CSR 1/4 25 | 450 | 096 12.41| |[836-020CBR 2 8 | 32 | 096 404.89
835-003CSR 3/8 25 | 300 | 096 12.41
835-005CSR 1/2 25 | 300 | 096 5.33| Special Reinforced Spigot Female Adapter
835-007CSR 3/4 25 | 150 | 096 5.76|  gpig x SR Fipt - Stainless Steel Collar
835-010CSR 1 25 | 200 | 096 13.13
835-012CSR 1-1/4 10 | 60 | 096 13.47 878-005CSR 1/2 50 | 600 | 096
835-015CSR 1-1/2 10 | 80 | 096 15.64 878-007CSR 3/4 25 | 300 | 096
835-020CSR 2 10 0 | 096 22.22 878-010CSR 1 50 0 | 096
835-025CSR 2-1/2 5 0 | 096 51.67 878-012CSR 1-1/4 25 0 | 096
835-030CSR 3 15 0 | 096 106.16 878-015CSR 1-1/2 25 0 | 096
835-040CSR 4 5 0 | 096 176.69 878-020CSR 2 15 0 | 096
835-060CSR 6 6 0 | 096 276.02 878-030CSR 3 5 0 | 096
Encapsulated Special Reinforced (SR) Female 878-040CSR 4 5 | 0 [0%
Adapter Special Reinforced Reducing Female Adapter
Soc x ESR Fipt Soc x SR Fipt - Stainless Steel Collar
835-002CESR 1/4 25 | 450 | 096 15.74
835-003CESR 3/8 25 | 300 | 096 15.74 835-074CSR 1/2X3/4 50 | 400 | 096 5.76
835-005CESR 1/2 25 | 300 | 096 8.17 835-101CSR 3/4X1/2 50 | 400 | 096 5.76
835-007CESR 3/4 25 | 300 | 096 8.63 835-102CSR 3/4X1 50 0 | 096 13.13
835-010CESR 1 25 | 200 | 096 19.01 835-130CSR 1X1/2 50 0 | 096 13.13
835-012CESR 1-1/4 10 | 80 | 096 19.46 835-131CSR 1X3/4 25 | 200 | 096 13.13
- - 1 . . .
322_8;88522 1 ;/2 18 3 822 §S}§ Encapsulated Special Reinforced (SR) Female
Adapter
Spig x ESR Fipt
878-005CESR 112 50 | 600 | 096 8.41
878-007CESR 3/4 25 | 300 | 096 8.95
878-010CESR 1 50 | 0 | 096 19.19
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 265

Progressive Products from Spears® Innovation and Technology



Schedule 80 CPVC Industrial Products & Accessories

CPVC Schedule 80 Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Encapsulated Special Reinforced (SR) Female Adapter  Reducer (T.T.) Bushing Flush Style (continued)
(continued) Mipt x Fipt
Spig x ESR Fipt 839-167C 1-1/4X3/4 25 | 300 | 090 29.02
878-012CESR 1-1/4 25| 0 | 096 19.71] [839-168C 1-1/4X1 25 | 300 | 090 28.79
878-015CESR 112 25| 0 | 096 25.70| [839-209C 1-1/12X1/2 25 | 200 | 090 34.95
878-020CESR 2 15 | 0 | 096 39.72| [839-210C 1-1/2X3/4 25 | 200 | 090 34.95
. . . . 839-211C 1-1/2X1 25 | 200 | 090 34.95
Special Reinforced Reducing Spigot Female 839-2120 112X1-1/4 5 1200 [ 030 3468
Adapter 839-247C 2X112 10 | 60 | 090 38.66
Spig x SR Fipt - Stainless Steel Collar 839-248C 2X3/4 10 | 60 | 090 38.66
878-072CSR 1/12X1/4 25 | 450 | 096 16.28| |839-249C 2X1 10 | 60 | 090 38.66
878-098CSR 3/4X1/4 50 | 400 | 096 18.95| |839-250C 2X1-1/4 10 | 120 | 090 38.66
878-128CSR 1X1/4 50 | 400 | 096 21.21| |839-251C 2X1-1/2 10 | 60 | 090 34.68
839-292C 2-1/2X2 10 | 40 | 090 92.93
: j 839-337C 3X1-1/2 10 | 0 | 090 125.02
Male Adapter 839-338C 3X2 10 | 0 | 090 125.02
Mipt x Soc 839-339C 3X2-1/2 10 | 0 | 090 125.02
836-005C 172 25 | 150 | 090 7.83 Sggfégg :ﬁ g 8 ggg 213'25
836-007C 3/4 25 | 150 | 090 9.55 :
2350100 1 20 240 080 T6.09| |839-530C 6X3 5 | 0 | 090 775.51
836-131C 1X3/4 25 | 0 | 090 33.39| 839-532C 6X4 510 ]0%] 77551
836-012C 1-1/4 10 | 60 | 090 23.72 . . . .
836-015C 1112 10 | 120 | 090 32.05| Special Reinforced Reducing Bushing
836-020C 2 10 | 80 | 090 43.48| Mipt x SR Fipt - Stainless Steel Collar
836-025C 2112 5 | 0 | 090 118.56
836-030C 3 5 0 | 090 159.32 839-209CSR 1-1/2X1/2 25 | 200 | 096 .
836-040C 4 5 0 | 090 269.34 839-210CSR 1-1/2X3/4 25 | 100 | 096 21.00
836-060C 6 5 0 | 090 386.02 839-247CSR 2X1/2 10 | 120 | 096 23.21
836-060CF 6 1 8 | 097 27359 839-248CSR 2X3/4 10 | 120 | 096 23.21
836-080CF 8 1 2 | 097 349.30 839-249CSR 2X1 10 | 120 | 096 23.21
836-100CF 10 1 2 | 097 647.21 839-420CSR 4X2 6 0 | 096 128.88
836-120CF 12 1| 0 | o097 753.18
Reducer Bushing Flush Style
Reinforced Male Adapter Spig x Soc
R Mipt x Soc - Stainless Steel Sleeve 837-052C 38XA/4 50 1250 T 0% 1267
836-005CR 12 25 | 150 | 096 8.19| |837-072C 1/2X1/4 50 | 600 | 090 12.67
836-007CR 3/4 25 | 300 | 096 9.38| |837-073C 1/2X3/8 50 | 300 | 090 12.67
836-010CR 1 10 | 120 | 096 11.12| |837-101C 3/4X1/2 50 | 300 | 090 6.46
837-129C" 1X3/8 50 | 0 | 090 22.02
= 837-130C 1X1/2 50 | 400 | 090 10.04
Male Adapter 837-131C 1X3/4 50 | 300 | 090 10.04
Spig x Mipt 837-166C 1-1/4X1/2 25 | 300 | 090 26.66
361005 2 50 T300 T 090 954 |837-167C 1-1/4X3/4 25 | 150 | 090 26.66
S61.007C 3/ 25 150 T 050 T185| |837-168C 1-1/4X1 25 | 150 | 090 26.66
9610700 3 50T o0 Toso 2010| |837-209C 1-1/2X1/2 25 | 200 | 090 30.14
861-131C X34 =0 1200 050 o348 |837-210C 1-1/2X3/4 25 | 200 | 090 30.14
9610720 1172 25 200 1050 2280 |837-211C 1-1/2X1 25 | 200 | 090 30.14
8610750 192 % T o0 Tos0 2517 |837-212C 1-1/2X1-1/4 25 | 200 | 090 30.14
9610200 > % o Tos0 2945 |837-247C 2X1/2 10 | 120 | 090 38.90
837-248C 2X3/4 10 | 60 | 090 38.90
. 837-249C 2X1 10 | 60 | 090 38.90
Reducer (T.T.) Bushing Flush Style 837-250C 2X1-1/4 10 | 60 | 090 38.90
Mipt x Fipt 837-251C 2X1-1/2 10 | 60 | 090 38.90
837-289C" 2-1/2X1 5 | 40 | 090 66.90
839-041C 1/4X1/8 25 | 500 | 090 18.29| g37.290C 2-112X1-1/4 10 | 80 | 090 47.38
839-052C 3/8X1/4 50 { 450 | 090 18.29| g37.291C 2-112X1-172 10 | 40 | 090 47.38
839-072C 1/2X1/4 50 | 300 | 090 18.29| (5379920 2112X2 5T o Toso 4738
839-073C 1/2X3/8 50 | 600 | 090 18.29| (g37.33401 3X3/4 0T o Toso 8252
839-098C 3/4X1/4 50 | 300 | 090 20.16| [g37.3350 34 70T o Toso 7518
839-099C 3/4X3/8 50 | 300 | 090 2016 [g37.3360 X114 70T o Toso 2518
839-101C 3/14X1/2 50 | 300 | 090 8.67| (ga7-3370 X112 70T o Toso 2518
839-128C 1X1/4 25 | 150 | 090 21.77| [g37-3380 3IX2 70T o Toso 2518
839-129C 1X3/8 50 | 600 | 090 21.77| [g37-3390 X212 5T 0 Tos 2518
839-130C 1X1/2 50 | 300 | 090 14.61| (5374200 02 s T o To% 2981
839-131C 1X3/4 50 | 700 | 090 14.61| (53742101 X212 s T 0 To% 2981
839-166C 1-1/4X1/2 25 | 300 | 090 29.02| (g37-4220 G 5 T o Toso 79.81
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CPVC Schedule 80 Fittings

1SS

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Reducer Bushing Flush Style (continued) Reducer Bushing Flush Style (continued)
Spig x Soc Spig x Fipt
837-490C 5X4 4 [ o [o90 150.86| [838-334C 3X3/4 10 [ 0 [ 090 206.95
837-528C 6X2 5 | 0 | 090 171.22| [838-335C 3X1 10 | 0 [ 090 206.95
837-529C' 6X2-1/2 5 | 0 | 090 248.37| [838-336C 3X1-1/4 10 | 0 [ 090 181.04
837-530C 6X3 5 | 0 | 090 171.22| [838-337C 3X1-1/2 10 | 0 [ 090 181.04
837-532C 6X4 5 | 0 | 090 170.02| [838-338C 3X2 10 | 0 [ 090 173.16
837-578C' 8Xx2 4 | o |o90 738.18| |838-339C 3X2-1/2 10 | 0 [ 090 174.56
837-580C' 8X3 4 | 0 [o90 738.18| |838-420C 4x2 6 | 0 | 090 352.84
837-582C 8X4 4 | 0 [o90 738.18| [838-421C 4X2-1/2 6 | 0 | 090 352.84
837-585C 8X6 4 | o [o90 559.74| [838-422C 4X3 6 | 0 | 090 352.84
837-621C' 10X2 2 | o o091 1229.73| [838-530C 6X3 5 | 0 090 711.37
837-623C' 10X3 1 | 2 [o91| 1229.73| ([838-532C 6X4 5 | 0 | 090 711.37
837-624C' 10X4 4 [0 [o091] 1229.73
gg;'gggg 13;: i g 831 ggg-gg Special Reinforced Reducer Bushing
837-698CF 1056 ; 5 TGk 85733 Spig x SR Fipt - Stainless Steel Collar
837-663CF 12X3 1| 2 | 097 | 1388.72| [838-128CSR 1X1/4 25 [ 150 [ 096 12.10
837-664C 12X4 2 | 0 |091]| 2019.16| [838-207CSR 1-1/2X1/4 25 | 200 | 096 20.47
837-666CF 12X6 1] 2 |097| 1187.67| [838-209CSR 1-1/12X1/2 10 | 120 | 096 21.34
837-668C 12X8 2 | 0 |091| 1249.00| [838-210CSR 1-1/2X3/4 10 | 120 | 096 21.34
837-670CF 12X10 1|3 |097 894.32| [838-247CSR 2X1/2 10 | 80 | 096 29.32
837-696CF 14X6 1| 3 |097| 3135.05| [838-248CSR 2X3/4 10 | 80 | 096 29.32
837-698CF 14X8 1| 3 | 097 | 2185.65| [838-249CSR 2X1 10 | 80 | 096 29.32
837-700CF 14X10 1| 3 | 097 | 1774.65| [838-334CSR 3X3/4 10 | 0 | 096 124.15
837-702CF 14X12 1| 3 |097 | 1286.02| [838-335CSR 3X1 10 | 0 [ 096 124.15
837-756CF 16X6 1] 2 | 097 | 4942.52| [838-336CSR 3X1-1/4 10 | 0 | 0% 124.15
837-758CF 16X8 1] 0 097 | 4619.87| [838-337CSR 3X1-1/2 10 | 0 | 0% 124.15
837-760CF 16X10 1 0 | 097 3693.64| [838-528CSR 6X2 5 0 | o096 426.81
837-762CF 16X12 1 2 | 097 1879.09| [838-530CSR 6X3 5 0 | o096 426.81
837-764CF 16X14 1 | 2 097 | 1789.38
837-788CF 18X8 1| 0 |097 | 5474.41 Cap l’
837-796CF 18X16 1 | o o097 | 1997.67
1 Sized with Bushing Soc
. 847-002C 1/4 25 [ 450 [ 090 10.43
Reducer Bushing Flush Style 847-003C 3i8 25 | 450 | 090 10.43
Spig x Fipt 847-005C 1/2 25 | 150 | 090 9.44
847-007C 3/4 25 | 300 | 090 13.45
838-052C 3/8X1/4 50 | 450 | 090 13.62 847-010C 1 15 | 90 | 090 23.80
838-071C 1/2X1/8 50 | 600 | 090 13.62 847-012C 11/4 10 | 60 | 090 26.04
838-072C 1/2X1/4 50 | 600 | 090 13.62 847-015C 11/2 10 | 60 | 090 26.04
838-073C 1/2X3/8 50 | 300 | 090 13.62 847-020C 2 10 | 80 | 090 27.46
838-098C 3/4X1/4 50 | 600 | 090 15.19 847-025C 2112 5 40 | 090 92.45
838-099C 3/4X3/8 50 | 600 | 090 15.19 847-030C 3 5 0 | 090 101.34
838-101C 3/4X1/2 50 | 600 | 090 7.05 847-040C 4 5 0 | 090 103.01
838-129C 1X3/8 50 | 400 | 090 20.17 847-060C 6 4 o | 090 340.86
838-130C 1X1/2 50 | 400 | 090 8.94 847-080C 8 3 0 | 090 1034.39
838-131C 1X3/4 50 | 400 | 090 8.94 847-100CF 10 1 5 | 097 864.18
838-166C 1-1/4X1/2 25 | 300 | 090 28.87 847-120CF 12 1 4 | o097 94713
838-167C 1-1/4X3/4 25 | 300 | 090 28.87 847-140CF 14 1 2 | 097 2905.17
838-168C 1-1/4X1 25 | 300 | 090 28.87 847-160CF 16 1 2 | 097 4272.77
838-207C 1-1/2X1/4 25 | 200 | 090 35.56
838-209C 1-1/2X1/2 25 | 200 | 090 35.56 Cap '
838-210C 1-1/2X3/4 25 | 200 | 090 35.56|
838-211C 1-172X1 25 | 200 | 090 35.56| [Pt
838-212C 1-1/2X1-1/4 25 | 200 | 090 35.56
8382470 iz a0 120 000 | dsge| e s o5 [afosn] 7271
838-248C 2X3/4 10 | 60 [ 090 48.89| [gas-0050 12 25 1150 T 090 10.49
838-249C 2X1 10 1120 | 090 4889 Tgsg.007C 3/4 25 [ 300 [ 090 | 17.36
838-250C 2X1-1/4 10 | 120 | 090 48.89| [gas 0100 1 75 T 90 1090 2430
838-251C 2X1-1/2 10 | 120 | 090 48.89| [gas 0120 1174 10 T720 090 4334
838-287C 2-1/2X1/2 10 | 0 [o090 7821| [gag0150 1112 10 T720 090 44.40
838-288C 2-1/2X3/4 10 | 40 [ 090 7821| [gag-020C 2 10 T 80 1090 63.96
838-289C 2-1/2X1 10 | 40 [ 090 7821| [gag-0250 212 5 T 20 1090 14800
838-290C 2-1/2X1-1/4 10 | 0 [ o090 7821| (8480300 3 =T 0 Tos0 19416
838-291C 2-1/2X1-1/2 10 | 40 [ 090 77.68| [gag.040C 2 5T o0 To% 28205
838-292C 2-1/2X2 10 | 40 [ 090 77.68
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SPEAHS Schedule 80 CPVC Industrial Products & Accessories
J CPVC Schedule 80 Fittings & Unions

Caps
. Std | Mstr | Disc Price
Part Number Size Pk | cin |Code Each
(]
Special Reinforced Cap el |

Ly

SR Fipt - Stainless Steel Collar

848-002CSR 1/4 25 | 500 | 096 6.71
848-003CSR 3/8 25 | 450 | 096 6.71
848-007CSR 3/4 25 | 300 | 096 10.45
848-030CSR 3 5 0 | 096 116.66
Plugs
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each Part Number Size Pk | ctn | Code Each
Plug (continued)
Plug \ Mipt
Spig 850-060CF* 6 1 2 | 097 354.57
850-080CF* 8 1 2 | 097 680.80
849-005C 1/2 50 | 300 | 090 12.02 850-100CF* 10 1 3 | 097 982.63
849-007C 3/4 50 | 300 | 090 14.83 850-120CF* 12 1 0 | 097 1498.82
843-010C 1 50 | 200 | 090 16.73 4 Plug fabricated using Cap and threaded pipe.
849-012C 1-1/4 25 | 100 | 090 21.34
849-015C 1-1/2 10 | 120 | 090 23.41
849-020C 2 10 | 120 | 090 31.36
849-025CF* 2-1/2 1 4 | 097 37.20
849-030CF* 3 1 4 | 097 85.54
849-040CF* 4 1 4 | 097 105.55
849-060CF* 6 1 6 | 097 131.05
849-080CF* 8 1 6 | 097 352.00
849-100CF* 10 1 2 | 097 700.36
849-120CF* 12 1 0 | 097 1357.40
4 Plug fabricated using Cap and pipe spigot.
Plug
Mipt
850-002C 1/4 50 | 900 | 090 9.82
850-003C 3/8 50 | 450 | 090 9.82
850-005C 1/2 50 | 500 | 090 8.53
850-007C 3/4 25 | 300 | 090 10.80
850-010C 1 15 | 180 | 090 17.77
850-012C 1-1/4 25 | 150 | 090 26.85
850-015C 1-1/2 25 | 150 | 090 22.27
850-020C 2 10 | 120 | 090 30.31
850-025C 2-1/2 5 | 30 [ 090 51.46
850-030C 3 5 | 40 [ 090 55.11
850-040C 4 5 0 | 090 97.78
850-060C 6 6 0 | 090 137.31
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usiral P ] 'SPEAHS'
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
—
Union 2000 Special Reinforced Union 2000 I |
Soc x Spig with Viton® O-ring Seal Soc x SR Fipt with Viton® O-ring Seal =S|~
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8056-005C 12 20 | 160 | 090 26.01 8059-005CSR 1/2 25 | 200 | 096 15.32
8056-007C 3/4 20 | 160 | 090 27.17| |8059-007CSR 3/4 20 | 160 | 096 27.03
8056-010C 1 15 | 90 | 090 32.61 8059-010CSR 1 15 | 90 | 096 37.24
8056-012C 1-1/4 10 | 0 | 090 65.99| |8059-012CSR 1-1/4 10 [ 0 | 096 71.00
8056-015C 1-1/2 10 | 0 | 090 67.19| |8059-015CSR 1-1/2 10 [ 0 | 096 77.18
8056-020C 2 5 0 | 090 111.38| |8059-020CSR 2 5 0 | 096 80.35
8056-025C 2-1/2 5 0 | 090 203.51 8059-025CSR 2-1/2 5 0 | 096 139.13
8056-030C 3 5 0 | 090 231.17| |[8059-030CSR 3 5 0 | 096 226.04
8056-040C 4 4 0 | 090 295.35| [8059-040CSR 4 4 0 | 096 263.72
8056-060C 6 1 [ 0 [090| 656.33] [8059-060CSR 6 1 [ 0 o9 | 586.10
. Special Reinforced Union 2000 i-'
Union 2_009 . Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel -'ﬂ
Soc x Spig with EPDM O-ring Seal Collar ..l
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8096-005C 1/2 20 | 160 | 090 25.93| |8099-005CSR 1/2 20 | 160 | 096 15.02
8096-007C 3/4 20 | 80 | 090 26.85| |8099-007CSR 3/4 20 | 160 | 096 26.67
8096-010C 1 15 | 90 | 090 32.17| |8099-010CSR 1 15 | 90 | 096 36.93
8096-012C 1-1/4 10 | 0 | 090 65.14 8099-012CSR 1-1/4 10 [ 0 | 096 69.96
8096-015C 1-1/2 10 | 0 | 090 66.38| |8099-015CSR 1-1/2 10 [ 0 | 096 76.09
8096-020C 2 5 0 | 090 110.01 8099-020CSR 2 5 0 | 096 80.12
8096-025C 2-1/2 5 0 | 090 182.19| |8099-025CSR 2-1/2 5 0 | 096 137.43
8096-030C 3 5 0 | 090 228.32| [8099-030CSR 3 5 0 | 096 223.20
8096-040C 4 4 0 | 090 291.99| [8099-040CSR 4 4 0 | 096 262.13
8096-060C 6 1 0 | 090 648.87| [8099-060CSR 6 1 0 | 096 582.54
—
Union 2000 WW Special Reinforced Union 2000
Fipt with Viton® O-ring Seal S SR Fipt with Viton® O-ring Seal - Stainless Steel Collar
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
858-002C 1/4 25 | 150 | 090 43.96| |8058-005CSR 1/2 20 | 160 | 096 15.72
858-003C 3/8 25 | 100 | 090 43.96| |8058-007CSR 3/4 20 | 80 | 096 27.41
8058-005C 1/2 20 | 120 | 090 27.86| |8058-010CSR 1 15 | 90 | 096 37.67
8058-007C 3/4 20 | 80 | 090 49.24| |8058-012CSR 1-1/4 10 [ 0 | 096 71.00
8058-010C 1 15 | 90 | 090 67.90| |8058-015CSR 1-1/2 10 [ 0 | 096 77.48
8058-012C 1-1/4 10 | 0 | 090 129.37| |8058-020CSR 2 5 0 | 096 81.64
8058-015C 1-1/2 10 | 0 | 090 129.37| |8058-030CSR 3 5 0 | 096 230.71
8058-020C 2 5 0 | 090 146.23| |8058-040CSR 4 4 0 | 096 270.28
8058-025C 2-1/2 5 0 | 090 235.59| [8058-060CSR 6 1 0 | 096 608.69
8058-030C 3 5 0 | 090 447.02
8058-040C 4 4 1 0 |0%0] 48053 gpecial Reinforced Union 2000
8058-060C 6 101001 _TO8T.8T] SR Fipt with EPDM O-ring Seal - Stainless Steel Collar
Union 2000 Mh 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
Fipt with EPDM O-ring Seal ; 8098-005CSR 1/2 20 | 160 | 096 15.20
8098-007CSR 3/4 20 | 80 | 096 27.16
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8098-010CSR 1 15 | 90 | 096 37.24
898-002C 1/4 25 | 150 | 090 43.43| |8098-012CSR 1-1/4 10 [ 0 | 096 70.31
898-003C 3/8 25 | 100 | 090 43.43| |8098-015CSR 1-1/2 10 [ 0 | 096 76.88
8098-005C 1/2 20 | 120 | 090 27.51 8098-020CSR 2 5 0 | 096 80.84
8098-007C 3/4 20 | 80 | 090 48.63| |8098-025CSR 2-1/2 5 0 | 096 139.70
8098-010C 1 15 | 90 | 090 67.06| |8098-030CSR 3 5 0 | 096 227.14
8098-012C 1-1/4 10 | 0 | 090 127.87| |8098-040CSR 4 4 0 | 096 262.95
8098-015C 1-1/2 10 | 0 | 090 127.87| |8098-060CSR 6 1 0 | 096 584.34
8098-020C 2 5 0 | 090 144.46
8098-025C 24112 5 [ 0 [o90| 20351 ypjon (Old Style)
8098-030C 3 5 0 | 090 404.90 S\ .
5098-040C ) 2 o To% 17138 Soc with Viton® O-ring Seal
8098-060C 6 1] 0 |090] 1047.50| 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
857-005C 1/2 10 | 60 | 090 26.01
857-007C 314 10 | 60 | 090 27.17
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Unions
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Union (Old Style) (continued) )
Soc with Viton® O-ring Seal Union @
857-010C 1 10 | 40 [ 090 32.61| Soc x Fipt with Brass Thread Insert & EPDM O-ring Seal
857-012C 1-1/4 5 | 20 | 090 65.99
857-015C 1172 5 | 0 | 090 67.19] 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
857-020C 2 5 0 | 090 111.38| [899-007CBR 3/4 10 | 40 | 096 136.51
857-025C 2112 5 [ 0 [o090 182.67| |899-010CBR 1 10 | 0 | 096 152.76
857-030C 3 5 0 | 090 23117 [899-012CBR 1-1/4 5 | 20 | 096 255.99
857-040C 4 4 0 | 090 29535 [899-015CBR 1-1/2 5 0 | 096 290.86
899-020CBR 2 5 0 | 096 328.90
Union (0|d Style) yggkzﬂgznded to convey or dispense water for human consumption through drinking or
Soc with EPDM O-ring Seal —
. .
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) Union (Old Style) mlww
897-005C 172 10 | 60 [ 090 25.93| Fiptwith Viton® O-ring Seal S e
gg;_g%g 344 18 ig ggg gg?? 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
897-012C 1174 5 20 [ 090 6514 |858-005C 12 10 [ 60 | 090 27.86
897-015C 1172 5 0 | 090 66.38 858-007C 3/4 10 | 60 | 090 49.24
897-020C 2 5 0 | 090 110.01 858-010C 1 10 | 40 | 090 67.90
897-025C 212 5 0 | 090 182.19 858-012C 1-1/4 5 | 20 | 090 129.37
897-030C 3 5 0 | 090 228 32 858-015C 1-1/2 5 0 | 090 129.37
897-040C 4 2 0 | 090 291.99 858-020C 2 5 0 | 090 146.23
858-025C 2-1/2 5 0 | 090 235.59
. 858-030C 3 5 0 | 090 447.02
Union (Old Style) 858-040C 4 4 | 0 |09 48053
Soc x Fipt with Viton® O-ring Seal —
. g Jomr
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) Union (Old Style) Mﬂ
859-005C 112 10 [ 60 [ 090 29.61| Fipt with EPDM O-ring Seal -
gggg%g 344 18 :g ggg ?1 g; 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
859-012C 1-1/4 5 | 20 | 090 | 135.84| [898-005C 112 10 ] 60 | 090 27.51
859-015C 1112 5 0 | 090 135.84| [898-007C 3/4 10 | 60 [ 090 48.63
859-020C 2 5 0 | 090 15357 898-010C 1 10 | 40 [ 090 67.06
859-025C 212 5 0 | 090 24932| [898-012C 1-1/4 5 | 20 | 090 127.87
859-030C 3 5 0 | 090 204.89 898-015C 1-1/2 5 0 | 090 127.87
859-040C 4 4 | 0 |09 | 341.00 [898-020C 2 510 09| 14446
898-025C 2112 5 | 0 | 090 203.51
. 898-030C 3 5 | 0 | 090 404.90
gnlog(?lﬂhslztgm O Soal 898-040C 4 4 | 0 |0%0 | 471.38
oc x Fipt wi -ring Sea
g ’ Special Reinforced Union (Old Style) e
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) Soc x SR Fipt with Viton® O-ring Seal - Stainless Steel E -I'ﬂ
899-005C 1/2 10 | 60 | 090 28.88| Collar I
gggg%g 344 18 ig ggg %gg 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8990126 1474 5 T20 Tos0 | 13416 |859-002CSR 1/4 25 [ 150 | 096 24.11
8990150 172 5 T0 Toso | 13416 |859-003CSR 3/8 25 | 100 | 096 24.11
899020 2 5 T0 Toso | 15167 |859-005CSR 172 10 | 60 | 096 15.32
8990250 242 5 T0 Toso | 21726 |859-007CSR 3/4 10 | 40 | 096 27.03
899030 3 5 T0 Toso | 29127] |859-010CSR 1 10 | 40 | 096 37.24
899-0400 " 2 70 Toso | 33800 859-012CSR 1-1/4 5 | 20 | 096 71.00
859-015CSR 1172 5 | 0 |09 77.18
. 859-020CSR 2 5 | 0 |09 80.35
Unlon_ _ ] ) @ 859-030CSR 3 5 | 0 |09 226.04
Soc x Fipt with Brass Thread Insert & Viton® O-ring Seal 859-040CSR 4 4 | 0 |09 263.72
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) Special Reinforced Union (Old Style) i"',_a
859-007CBR 3/4 10 | 20 | 096 138.86| Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel E -I'ﬂ
859-010CBR 1 10| 0 [096| 15466 Collar Sl
222812832 ::g g g ggg ggigg 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
859-020CBR 2 5 | 0 |09%6| 33298 ggg'gggggg ;;g 25 1150 | 096 32-85
. - - — - 25 | 100 | 096 .95
lc\lsc:k::tgended to convey or dispense water for human consumption through drinking or 899-005CSR 12 o 60 | og6 15.02
899-007CSR 3/4 10 | 40 | 096 26.67
899-010CSR 1 10 | 40 | 096 36.93
899-012CSR 1-1/4 5 | 20 | 096 69.96
899-015CSR 1-1/2 5 0 | 096 76.09
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Schedule 80 CPVC Industrial Products & Accessories
Unions SPEARS'

i Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each

Special Reinforced Union (Old Style) (continued)
Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel Collar

899-020CSR 2 5 0 | 096 80.12
899-030CSR 3 5 0 | 096 223.20
899-040CSR 4 4 0 | 096 262.13
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Schedule 80 CPVC Industrial Products & Accessories

Clamp-On & Hot-Tap Saddles

Spears® Two-Piece Clamp-On Saddle Design Clamps onto Pipe

O-ring seal provides

[N

n

w

for Quick and Easy Installation

Clamp-On Saddle
Installation Instructions

. Using a standard industrial grade hole-saw, cut specified hole in

desired position on pipe according to recommended hole saw size
engraved on the saddle. Note: Care must be taken to deburr hole
and remove all residue from hole area to assure tight fit and avoid
leakage.

. Fully seat O-ring in groove on underside of saddle outlet

component. Position over hole and fully seat saddle onto pipe.
Note: Certain saddle outlets are piloted. Be sure pilot lip fully
engages with hole in pipe.

. Place strap component opposite outlet and secure with bolts (4),

nuts (4) and washers (8). Important: Washers MUST be placed
under each bolt head (1) and under each nut (1) to avoid damage
to saddle.

positive, trouble-free 4. Tighten bolts to specified torque.
sealing to pipe. Saddle Size 2 3 6&up
Recommended Bolt-Torque - ft/lb 8 8 10

Special pilot

For Double Outlet Saddle Installation — Determine second
outlet hole position as shown.

engages with hole
in pipe to prevent
saddle dislocation.

CLAMP.ON SADOLE H‘! ]

-

Spears® Hot-Tap Saddles Designed for Adding Branch Connections to Piping Systems Under Live (“Hot”)

Pressure

Hot-Tap Saddle branch outlets are either 3/4" socket (with 1" Spigot O.D.) or 1-1/2" socket (with 2" Spigot O.D.) in saddle sizes 2" through 6" to fit IPS pipe using a built-in
O-ring seal. Internal cutter is operated using conventional ratchet and drive extension and permanently retains coupon cut from pipe. Maximum operating pressure at 73°F

(23°C) is 235 psi for saddle sizes 2" - 4", 200 psi for 6" saddles and 150 psi for 8" saddles. See packaged Installation Instructions for details.

. Hole | Std | Mstr | Disc Price ; Hole | Std | Mstr | Disc Price
Part Number Size  |saw Dia| Pk | Ctn |Code| Each | 2t Number Siz&  |saw Dia| Pk | Cin [Code| Each
CPVC Gray Clamp-On Saddle x Soc Single CPVC Gray Clamp-On Saddle x Soc Single Outlet
Outlet (continued)

o . . with Viton® O-ring Seal & Zinc-Plated Hardware

with Viton® O-ring Seal & Zlng-PIated Hardware 866V-415C X112 148 | 1 T 10 To96 | 89.95
2*-4' 235, 6' 200, 812" 150 psi @ 73°F (23°C) 866V-416C" 4X3/4 | 1-1/8 | 1 | 10 | 096 | 89.95
866V-247C 2X112 34 | 1 ] 10 [096 | 53.86 [sgev4170 X1 s T 7 & Tose | 8995
866V-248C 2X3/4 718 1 10 | 096 53.86| |8GEV-418C" 4X1-1/4 1-3/4 1 3 | 096 89.95
866V-249C 2x1 1-1/8 | 1 | 10 1096 | 53.86 Ig6ev-419C 4X1-1/2__| 13/4 | 1 | 8 | 096 | 89.95
866V-250C 2X1-1/4 | 1-1/2 | 1 | 10 | 096 | 53.86 [sgyv-4200 X2 >1a 11715 Toss | 8995
866V-251C 2X1-12__| 1-1/2 | 1 | 10 | 096 | 53.86 [gggy 4210 X011 3 T 71 2 [oss] 9657
866V-291C 2-1/2X1-12_| 1434 | 1 | 10 | 096 | 74.84) [ggv 4220 X3 3T 7T 4 Toes | 70529
B66YV-333C 3X1/2 78 | 1 |10 ] 096 74.84 g6y 523C" 6X1/2 14/8 | 1 | 4 | 096 | 149.94
866V-334C 3X3/4 7/8 | 1 | 10 | 096 | 74.84 Ig56v.524CT 6X3/4 11/8 | 1 | 4 | 096 | 149.94
866V-335C 3X1 1-1/8 | 1 | 10 1096 | 74.84 Ig6py-525C 6X1 11/8 | 1 | 4 | 096 | 149.94
866V-336C" 3X1-1/4 2-1/4 1 10 | 096 74.84 866V-526C" 6X1-1/4 2-1/4 1 4 | 096 | 149.94
866V-337C' 3X1-1/2 2-1/4 1 10 [ 096 74.84 866V-527C" 6X1-1/2 2-1/4 1 4 | 096 | 149.94
866V-338C 3x2 21/4 | 1 | 10 [096 ] 7484 [366V-528C 6X2 21/4 | 1 | 4 | 096 | 149.94
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Schedule 80 CPVC Industrial Products & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price] : Hole | Std
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dial Pk
CPVC Gray Clamp-On Saddle x Soc Single Outlet CPVC Gray Clamp-On Saddle x Soc Single Outlet
(continued) (continued)
with Viton® O-ring Seal & Zinc-Plated Hardware with Viton® O-ring Seal & SS Hardware
866V-529C! 6X2-1/2 3 1 [ 4 [o96 | 162.27] [866SV-664C 12X4 4 1 [ 0 [o96 [ 846.99
866V-530C 6X3 3 1| 4 [o96 | 172.74| [866SV-666C 12X6 6 1| 0 |09 | 98261
866V-532C 6X4 4 1 4 | 096 | 184.05 |*Outlet-sized with Bushing
866V-573C! 8X1/2 4 1| 0 [096 | 319.80 -
866V-574CT 8X3/4 ) T T o Toss | 319.80 CPVC Gray Clamp-On Saddle x Soc Single
866V-575C" 8X1 4 1 | o [o9 | 319.80| Outlet
866V-576C" 8X1-1/4 4 1 0 |09 | 319.80| with EPDM O-ring Seal & Zinc-Plated Hardware
866V-577C' 8X1-1/2 4 1 0 | 096 | 319.80| 24" 235, 6" 200, 8"12" 150 psi @ 73°F (23°C)
866V-578C" 8X2 4 1.1 0 | 0% | 319.80| [g66-247C 2X112 3/4 | 1] 10 [096] 51.18
866V-579C" 8X2-1/2 4 1| 0 |09 | 351.83 [g66-248C 2X3/4 7/8 | 1 | 10 [ 096 | 51.18
866V-580C" 8X3 4 1.1 0 |09 | 369.16| [g866-249C 2X1 1-1/8 | 1 | 10 | 096 | 51.18
866V-582C 8X4 4 1.1 0 |09 | 402.00| [g866-250C 2X1-1/4 112 | 1 | 10 | 096 | 51.18
866V-585C 8X6 6 1.1 0 |09% | 552.71| [866-251C 2X1-1/2 112 | 1 | 10 | 096 | 51.18
866V-624C 10x4 4 1.1 0 | 0% | 517.05 [g66-291C 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 68.56
866V-626C 10X6 6 1.1 0 |09 | 594.50 [866-333C" 3X1/2 7/8 | 1 | 10 | 096 | 68.56
866V-664C 12X4 4 1| 0 |09 | 648.11] [g66-334C 3X3/4 7/8 | 1 | 10 [ 096 | 68.56
866V-666C 12X6 6 1] 0 |09 | 686.99 [866-335C 3X1 1-1/8 | 1 | 10 | 096 | 68.56
*Outlet-sized with Bushing 866-336C" 3X1-1/4 2-1/4 | 1 | 10 | 096 | 68.56

; 866-337C" 3X1-1/2 2-1/4 | 1 [ 10 | 096 | 6856

CPVC Gray Clamp-On Saddle x Soc Single 8663380 e sS4 T T0 Toss T 6558
Outlet 866-415C" 4X1/2 1-1/8 | 1 | 10 | 096 | 83.36
with Viton® O-ring Seal & SS Hardware 866-416C" 4X3/4 118 | 1 | 10 | 096 83.36
2'- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 866-417C 4X1 1-1/8 | 1 | 8 | 096 | 83.36
8665V-247C 2X1/2 3/4 | 1 [ 10 [096 [ 82.20] [866-418C" 4X1-1/4 1-3/4 | 1 | 8 | 096 | 83.36
8665V-248C 2X3/4 7/8 | 1 | 10 [096 | 82.20, [866-419C 4X1-112 1-3/4 | 1 | 8 |o096 | 83.36
8665V-249C 2X1 1-1/8 | 1 | 10 [ 096 | 82.20 [866-420C 4X2 2-1/4 [ 1 | 8 [096 | 8336
8665V-250C 2X1-1/4 1-1/2 | 1 | 10 [ 096 | 82.20, [866-421C' 4X2-1/2 3 1 [ 4 [o09%6 | 9156
8665V-251C 2X1-1/2 1-1/2 | 1 | 10 [ 096 | 82.20 [866-422C 4X3 3 1 | 4 [096 | 102.06
8665V-291C 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 110.11] [866-523C' 6X1/2 1-1/8 | 1 | 4 | 096 | 139.12
8665V-333C! 3X1/2 7/8 | 1 | 10 [ 096 [ 110.11] [866-524CT 6X3/4 1-1/8 | 1 | 4 | 096 | 139.12
8665V-334C 3X3/4 7/8 | 1 | 10 [ 096 | 110.11] [866-525C 6X1 1-1/8 | 1 | 4 | 096 | 139.12
866SV-335C 3x1 1-1/8 | 1 | 10 [ 096 [ 110.11] [866-526C" 6X1-1/4 2-1/4 | 1 | 4 |09 | 139.12
866SV-336C" 3X1-1/4 2-1/4 [ 1 [ 10 [096 | 110.11] [866-527C" 6X1-1/2 2-1/4 | 1 [ 4 |09 | 139.12
866SV-337C! 3X1-1/2 2-1/4 [ 1 | 10 [096 [ 110.11] |866-528C 6X2 2-1/4 [ 1 [ 4 [096 | 139.12
8665V-338C 3x2 2-1/4 [ 1 [ 10 [096 | 110.11] [866-529C" 6X2-1/2 3 1 | 4 [o96 | 151.23
8665V-415C! 4X1/12 1-1/8 | 1 | 10 [ 096 | 142.23 [866-530C 6X3 3 1 | 4 [o096 | 162.22
8665V-416C" 4X3/4 1-1/8 | 1 | 10 [ 096 | 142.23 [866-532C 6X4 4 1 | 4 [o96 | 173.37
866SV-417C 4X1 1-1/8 | 1 | 8 | 096 | 142.23 [866-573C! 8X1/2 4 1 | 0 [096 | 305.91
8665V-418C! 4X1-1/4 1-3/4 | 1 | 8 | 096 | 142.23 [866-574C! 8X3/4 4 1 [ 0 [096 | 305.91
866SV-419C 4X1-1/2 1-3/4 | 1 | 8 | 096 | 142.23 [866-575C! 8X1 4 1 [ 0 [096 | 305.91
866SV-420C 4X2 2-1/4 | 1 | 8 [o096 | 142.23| [866-576C" 8X1-1/4 4 1 [ 0 [096 | 305.91
8665V-421C' 4X2-1/2 3 1 | 4 [o096| 150.54/ [866-577C' 8X1-1/2 4 1 [ 0 [096 | 305.91
8665V-422C 4X3 3 1 | 4 [o96| 158.20, [866-578C" 8x2 4 1 [ 0 [096 | 305.91
8665V-523C" 6X1/2 1-1/8 | 1 | 4 | 096 | 226.46 [866-579C! 8X2-1/2 4 1 | 0o [o96 | 336.48
866SV-524C" 6X3/4 1-1/8 | 1 | 4 | 096 | 226.46 [866-580C" 8X3 4 1 | 0 [o96 | 35339
866SV-525C 6X1 1-1/8 | 1 | 4 | 096 | 226.46 [866-582C 8X4 4 1 | 0 [o96 | 374.56
866SV-526C" 6X1-1/4 2-1/4 | 1 | 4 [o096 | 226.46) [866-585C 8X6 6 1 | 0 [096 | 41573
866SV-527C! 6X1-1/2 2-1/4 | 1 | 4 [o096 | 226.46/ [866-624C 10X4 4 1 | 0 [096 | 494.66
8665V-528C 6X2 2-1/4 [ 1 | 4 [o096 | 226.46) [866-626C 10X6 4 1 | 0 [096 | 56893
866SV-529C! 6X2-1/2 3 1 | 4 [o096 | 235.45 [866-664C 12X4 4 1 | 0 [096 | 62017
866SV-530C 6X3 3 1 | 4 |09 | 243.62 [866-666C 12X6 6 1 | 0 |09 | 719.35
866SV-532C 6X4 4 1 4 | 096 | 258.94| |Outlet-sized with Bushing
866SV-573C! 8X1/2 4 1 | 0 [096 | 417.85 .
866SV-574G1 8X3/4 1 T T o Toss [ 21785 CPVC Gray Clamp-On Saddle x Soc Single
866SV-575C! 8 X1 4 1 | o [o96 | 417.85 Outlet
866SV-576C" 8X1-1/4 4 1 0 [096 | 417.85 with EPDM O-ring Seal & SS Hardware
866SV-577C" 8X1-1/2 4 1 0 | 096 | 417.85/ 24" 235 6" 200, 8"12" 150 psi @ 73°F (23°C)
866SV-578C" 8X2 4 1.1 0 |09 | 417.85 [866S-247C 2X1/2 3/4 [ 1 [ 10 [o9e | 79.68
866SV-579C" 8X2-1/2 4 1 0 | 096 | 442.28| [366S-248C 2X3/4 7/8 1 10 | 096 79.68
866SV-580C" 8X3 4 1] 0 |09 | 482.72| [866S-249C 2X1 1-1/8 [ 1 [ 10 [096 | 79.68
866SV-582C 8x4 4 1.1 0 |09 | 511.66| [866S-250C 2X1-1/4 1-12 [ 1 [ 10 [096 | 79.68
866SV-585C 8X6 6 1.1 0 |09 | 567.87| [866S-251C 2X1-1/2 112 [ 1 [ 10 [096 | 79.68
866SV-624C 10X4 4 1.1 0 |09 | 675.72| [866S-291C 2-1/2X1-172 | 1-3/4 [ 1 | 10 [ 096 | 106.22
8665V-626C 10X6 6 110 |09 777.19 [866S-333C" 3X1/2 7/8 | 1 | 10 | 096 | 106.22
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Clamp-On & Hot-Tap Saddles

Schedule 80 CPVC Industrial Products & Accessories

. Hole | Std | Mstr | Disc Price . Hole | Std | Mstr | Disc Price|
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dial Pk | Ctn |Code Each
CPVC Gray Clamp-On Saddle x Soc Single Outlet CPVC Gray Clamp-On Saddle x SR Thread Single Outlet
(continued) (continued)
with EPDM O-ring Seal & SS Hardware with Viton® O-ring Seal & Zinc-Plated Hardware
866S-334C 3X3/4 7/8 1 [ 10 [ 096 | 106.22] [867V-525CSR 6X1 1-1/8 | 1 | 4 | 096 | 179.28
866S-335C 3X1 1-1/8 | 1 | 10 | 096 | 106.22 [867V-526CSR! 6X1-1/4 2-1/4 | 1 | 4 | 096 | 179.28
866S-336C" 3X1-1/4 2-1/4 | 1 | 10 | 096 | 106.22| [867V-527CSR’ 6X1-1/2 2-1/4 | 1 | 4 | 096 | 179.28
866S-337C" 3X1-1/2 2-1/4 | 1 | 10 | 096 | 106.22] [867V-528CSR 6X2 2-1/4 | 1 | 4 | 096 | 179.28
8665-338C 3X2 2-1/4 | 1 | 10 | 096 | 106.22| [867V-529CSR’ 6X2-1/2 3 1| 4 | 096 191.98
866S-415C" 4X1/2 1-1/8 | 1 | 10 | 096 | 135.89 [867V-530CSR 6X3 3 1| 4 | 096 198.89
866S-416C" 4X3/4 1-1/8 | 1 | 10 | 096 | 135.89 [867V-532CSR 6X4 4 1| 4 | 096 213.04
866S-417C X1 1-1/8 | 1 | 8 | 096 | 135.89 [867V-573CSR! 8X1/2 4 1| 0 | 096 | 357.39
866S-418C" 4X1-1/4 13/4 | 1 | 8 | 096 | 135.89 [867V-574CSR! 8X3/4 4 1| 0 | 096 | 357.39
866S-419C 4X1-1/2 13/4 | 1 | 8 | 096 | 135.89 [867V-575CSR! 8X1 4 1| 0 | 096 | 357.39
866S-420C 4X2 2-1/4 | 1 | 8 | 096 | 135.89 [867V-576CSR’ 8X1-1/4 4 1| 0 | 096 | 357.39
866S-421C" 4X2-112 3 1| 4 | 096 | 141.62 [867V-577CSR! 8X1-1/2 4 1| 0 | 096 | 357.39
866S-422C 4X3 3 1 | 4 | 096 | 148.89 [867V-578CSR! 8X2 4 1| 0 | 096 | 357.39
866S-523C" 6X1/2 1-1/8 | 1 | 4 | 096 | 214.13 [867V-579CSR! 8X2-1/2 4 1| 0 | 096 393.10
866S-524C" 6X3/4 1-1/8 | 1 | 4 | 096 | 214.13 [867V-580CSR! 8X3 4 1| 0 | 096 | 412.79
866S-525C 6X1 11/8 | 1 | 4 | 096 | 214.13 [867V-582CSR 8X4 4 1| 0 | 096 | 439.19
866S-526C" 6X1-1/4 2-1/4 | 1 | 4 | 096 | 214.13] [867V-585CSR 8X6 6 1| 0 | 096 | 452.85
866S-527C" 6X1-1/2 2-1/4 | 1 | 4 | 096 | 214.13] [867V-624CSR 10X4 4 1 | 0 | 096 | 522.52
866S-528C 6X2 2-1/4 | 1 | 4 | 096 | 214.13] [867V-626CSR 10X6 6 1| 0 | 096 | 600.87
866S-529C" 6X2-1/2 3 1 | 4 | 096 | 226.65 [867V-664CSR 12X4 4 1 | 0 | 096 | 653.66
866S-530C 6X3 3 1 | 4 | 096 | 240.40 [867V-666CSR 12X6 6 1 | 0 | 096 | 759.88
866S-532C 6X4 4 1 4 | 096 | 251.48| |[!Outlet-sized with Bushing
866S-573C" 8X1/2 4 1| 0 | 096 | 402.15
86655740 8X3/4 2 T T o Toss | 20215 CPVC Gray Clamp-On Saddle x SR Thread
866S-575C! 8X1 4 1 | 0 |09 | 402.15 Single Outlet
866S-576C" 8X1-1/4 4 1 0 | 096 | 402.15/ with Viton® O-ring Seal & SS Hardware
866S-577C" 8X1-1/2 4 1 0 | 096 | 402.15/ 24" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C)
866S-578C" 8X2 4 1] 0 |09 | 402.15 [867SV-245CSR’ 2X1/4 1-1/8 | 1 | 10 | 096 | 107.24
866S-579C" 8X2-1/2 4 1] 0 |09 | 44228 [367SV-247CSR 2X1/2 3/4 1 | 10 [ 096 | 102.33
866S-580C" 8X3 4 1| 0 |09 | 46443 [367SV-248CSR 2X3/4 7/8 1 | 10 [ 096 | 102.33
866S-582C 8X4 4 1] 0 |09 | 492.30 [867SV-249CSR 2X1 1-1/8 | 1 | 10 | 096 | 102.33
866S-585C 8X6 6 1] 0 |09 | 546.29 [867SV-250CSR 2X1-1/4 1-1/2 | 1 | 10 | 096 | 102.33
866S-624C 10X4 4 1| 0 |09 | 650.06 [867SV-251CSR 2X1-1/2 1-1/2 | 1 | 10 | 096 | 102.33
866S-626C 10X6 6 1| 0 |09 | 747.62 [867SV-291CSR | 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 137.47
866S-664C 12X4 4 1] 0 |09 | 814.80 [867SV-331CSR’ 3X1/4 1-1/8 | 1 | 10 | 096 | 145.33
866S-666C 12X6 6 11 0 |09 | 945.20 [867SV-333CSR’ 3X1/2 7/8 1| 10 | 096 | 137.47
“Outlet-sized with Bushing 867SV-334CSR 3X3/4 7/8 | 1 | 10 | 096 | 137.47

867SV-335CSR 3X1 1-1/8 | 1 | 10 | 096 | 137.47

C.P VC Gray Clamp-On Saddle x SR Thread 867SV-336CSR' | 3X1-1/4 2-1/4 | 1 | 10 | 096 | 137.47
Single Outlet 867SV-337CSR' | 3X1-12 | 2-1/4 | 1 | 10 | 096 | 137.47
with Viton® O-ring Seal & Zinc-Plated Hardware 867SV-338CSR 3X2 2-1/4 1 10 | 096 | 137.47
2'- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 867SV-413CSR! 4X1/4 1-1/8 | 1 | 8 | 096 | 173.69
867V-247CSR 2X1/2 3/4 | 1 | 10 [096 | 61.66] [867SV-415CSR! 4X1/2 1-1/8 | 1 | 10 | 096 | 173.69
867V-248CSR 2X3/4 7/8 | 1 | 10 | 096 | 61.66| [867SV-416CSR' 4X3/4 1-1/8 | 1 | 10 | 096 | 173.69
867V-249CSR 2X1 1-1/8 | 1 | 10 | 096 | 61.66] [867SV-417CSR 4x1 1-1/8 | 1 | 8 | 096 | 173.69
867V-250CSR 2X1-1/4 1-1/2 | 1 | 10 | 096 | 61.66] [867SV-418CSR'| 4X1-1/4 13/4 | 1 | 8 | 096 | 173.69
867V-251CSR 2X1-1/2 1-1/2 | 1 | 10 | 096 | 61.66] [867SV-419CSR 4X1-1/12 13/4 | 1 | 8 | 096 | 173.69
867V-291CSR | 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 86.04 [867SV-420CSR X2 2-1/4 | 1 | 8 | 096 | 173.69
867V-333CSR! 3X1/2 7/8 | 1 | 10 | 096 | 86.04] [867SV-421CSR'| 4X2-1/2 3 1| 4 | 096 | 180.70
867V-334CSR 3X3/4 7/8 | 1 | 10 | 096 | 86.04] [867SV-422CSR 4X3 3 1| 4 | 096 | 190.49
867V-335CSR 3X1 1-1/8 | 1 | 10 | 096 | 86.04 [867SV-521CSR! 6X1/4 1-1/8 | 1 | 4 | 096 | 300.66
867V-336CSR! 3X1-1/4 2-1/4 | 1 | 10 | 096 | 86.04 [867SV-523CSR’ 6X1/2 118 | 1 | 4 | 096 | 289.48
867V-337CSR! 3X1-1/2 2-1/4 | 1 | 10 | 096 | 86.04 [867SV-524CSR’ 6X3/4 118 | 1 | 4 | 096 | 289.48
867V-338CSR 3X2 2-1/4 | 1 | 10 | 096 | 86.04 [867SV-525CSR 6X1 118 | 1 | 4 | 096 | 289.48
867V-415CSR! 4X1/2 1-1/8 | 1 | 10 | 096 | 107.30| [867SV-526CSR'| 6X1-1/4 2-1/4 | 1 | 4 | 096 | 289.48
867V-416CSR! 4X3/4 1-1/8 | 1 | 10 | 096 | 107.30| [867SV-527CSR'| 6X1-1/2 2-1/4 | 1 | 4 | 096 | 289.48
867V-417CSR 4x1 1-1/8 | 1 | 8 | 096 | 107.30] [867SV-528CSR 6X2 2-1/4 | 1 | 4 | 096 | 289.48
867V-418CSR! 4X1-1/4 1-3/4 | 1 | 8 | 096 | 107.30] [867SV-529CSR'| 6X2-1/2 3 1| 4 | 096 | 303.27
867V-419CSR 4X1-112 1-3/4 | 1 | 8 | 096 | 107.30] [867SV-530CSR 6X3 3 1| 4 | 096 | 315.49
867V-420CSR 4X2 2-1/4 | 1 | 8 | 096 | 107.30] [867SV-532CSR 6X4 4 1| 4 | 096 | 337.72
867V-421CSR! 4X2-112 3 1| 4 | 096 | 115.74] [867SV-571CSR’ 8X1/4 4 1| 0 | 096 511.50
867V-422CSR 4X3 3 1 | 4 | 096 | 127.41 [867SV-573CSR’ 8X1/2 4 1| 0 | 096 | 498.68
867V-523CSR! 6X1/2 11/8 | 1 | 4 | 096 | 179.28] [867SV-574CSR! 8X3/4 4 1| 0 | 096 | 498.68
867V-524CSR! 6X3/4 11/8 | 1 | 4 | 096 | 179.28] [867SV-575CSR! 8X1 4 1| 0 | 096 | 498.68
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[ Schedule 80 CPVC Industrial Products & Accessories 'SPEAHS
Clamp-On & Hot-Tap Saddles '

. Hole | Std | Mstr | Disc Price . Hole | Std | Mstr | Disc Price|
Part Number Size  |saw Dia| Pk | Ctn |Code| Each | 2t Number Siz&  |saw Dia| Pk | Cin |Code
(CP\tI.C Gdr)ay Clamp-On Saddle x SR Thread Single Outlet cpyC Gray Clamp-On Saddle x SR Thread
continue A
with Viton® O-ring Seal & SS Hardware S.I ngle Outlgt
867SV-576CSR' | 8X1-1/4 4 [ 1] o [oo6| 49868 With EPDM O-ring Seal & SS Hardware
867SV-577CSRT | 8X1-1/2 4 7 | 0 | 096 | 498.68 2-4"235,6"200,8™12"150 psi @ 73°F (23°C)
867SV-578CSR’ 8X2 4 1 0 | 096 | 49868 867S-245CSR! 2X1/4 1-1/8 1 10 | 096 94.39
867SV-579CSR’ 8X2-1/2 4 1 0 | 096 | 548.59 867S-247CSR 2X1/2 3/4 1 10 | 096 91.91
867SV-580CSR’ 8X3 4 1 0 | 096 | 576.04 867S-248CSR 2X3/4 7/8 1 10 | 096 91.91
867SV-582CSR 8X4 4 1 0 |09 | 610.67 867S-249CSR 2X1 1-1/8 1 10 | 096 91.91
867SV-585CSR 8X6 6 1 0 | 096 | 642.87 867S-250CSR 2X1-1/4 1-1/2 1 10 | 096 91.91
867SV-624CSR 10X4 4 1 0 | 096 | 726.71 867S-251CSR 2X1-1/2 1-1/2 1 10 | 096 91.91
867SV-626CSR 10X6 5 T 10 To9s | 83570 [867S-291CSR | 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 123.03
867SV-664CSR 12X4 4 1 0 | 096 | 91088 [867S-331CSR! 3X1/4 1-1/8 | 1 | 10 | 096 | 126.94
867SV-666CSR 12X6 6 1 0 | 096 | 1056.63 867S-333CSR! 3X1/2 7/8 1 10 | 096 | 123.03
“Oulet-sized with Bushing 867S-334CSR 3X3/4 7/8 | 1 | 10 | 096 | 123.03
867S-335CSR 3X1 1-1/8 | 1 | 10 | 096 | 123.03
CPVC Gray Clamp-On Saddle x SR Thread 867S-336CSR’ 3X1-1/4 2-1/4 | 1 | 10 | 096 | 123.03
Single Outlet 867S-337CSR’ 3X1-1/2 2-1/4 | 1 | 10 | 096 | 123.03
with EPDM O-ring Seal & Zinc-Plated Hardware gggi?gggg 4%34 ﬂ;‘; 1 180 ggg gggg
B 0, e s @ S ) —aey B67S-415CSRT | 4x1/2_ | 1-t/8 | 1 | 10 | 096 | 1544
807-24805R X3/ 28 11 10 Tose | 5355 E67S-416CSR! 4X3/4 1-1/8 | 1 | 10 | 096 | 154.84
807-24965R X1 148 1 10 Toss | 8355 B67S-417CSR 4X1 1-1/8 | 1 | 8 | 096 | 154.84
867-25005R XA/ 142 1 10 Toss | 8355 B67S-418CSRT 4X1-1/4 1-3/4 | 1 | 8 | 096 | 154.84
867-25165R SRR 14/ 1 10 Toss | 8353 B67S-419CSR 4X1-1/2 1-3/4 | 1 | 8 | 096 | 154.84
867-291CSR | 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 73.16 |oo/o420CSR, 4x2 2104 |1 1 8 |09 ) 154.84
87-33365RT A/ 28 11 10 Tose | 731 €67S-421CSR 4X2-112 3 1| 4 |09 | 164.19
867-334CSR 3X3/4 7/8 | 1 | 10 096 | 7316 |ooro422CSR 4X3 3 1114 1096 171.90
867-33565R % 48 1 10 Toss | 731¢ B67SB21CSR 6X1/4 1-1/8 | 1 | 8 | 096 | 267.69
87 33005RT T o T 1 10 Toss | 7516 [867S-523CSR’ 6X1/2 1-1/8 | 1 | 4 | 096 | 258.07
867-337CSR' | ax1-1/12 | 2-1/4 | 1 | 10 [096 | 7316 (Colo-024CSR! 6X3/4 1 118 1 1 | 4 1096 256.07
86733805 30 544 T 1 10 Tose | 731a €67S-525CSR 6X1 1-1/8 | 1 | 4 | 096 | 258.07
87 41508RT X152 T8 T 1 10 Toss | 9214 B67S-526CSR 6X1-1/4 214 | 1 | 4 | 096 | 258.07
67 41605RT X/ T8 1 10 Toss | 9212 B67S-B27CSR 6X1-1/2 214 | 1 | 4 | 096 | 258.07
867 41765R X1 128 1 8 Toss | o212 B67S528CSR 6X2 214 | 1 | 4 | 096 | 258.07
867-418CSR! ax1-1/4 | 1-3/4 | 1 | 8 096 | 9214 COISH29CSRI | 6X2-1/2 3 [ 114 1096 26838
867-419CSR axi2_| 134 | 1 | 8 |oo | 9214 SOTSIIICSR 2 S |14 oe6) 2%
867-420CSR 4X2 214 | 1 | 8 |096| 92.14 - :
TIVITO X0 3 T2 Toos | 0224 [BE7S-B7TICSR 8X1/4 4 1| 0 | 096 | 475.35
807 42265R 3 3 T2 Too | 1105 [B67S-573CSR 8X1/2 4 1| 0 | 096 | 45847
867-523CSR’ 6X1/2 | 11/8 | 1 | 4 | 096 | 153.54 gg;g'g;‘;ggg e e R R e
867-524CSR’ 6X3/4 1-1/8 | 1 | 4 | 096 | 153.54 - : :
807 29505 % s T 1 T2 Toss [ 18354 8678-57GCSR1 8X1-1/4 4 1| 0 | 096 | 45847
867-526CSR’ 6X1-1/4_| 2-1/4 | 1| 4 | 096 | 15354 SOTSSTTCSR. L 8112 e
867-527CSR’ 6X1-1/2 214 | 1 | 4 | 096 | 153.54 - : :
807 22805R o2 Saa T 1 T4 Tooe | 15354 E67S-579CSR 8X2-1/2 4 17| 0 | 096 | 504.30
867-529CSR’ 6X2-1/2 3 | 1| 4 |oo6| 16247 (BO7S-580CSR! 8X3 4 | 110 |09] 52947
867-230GSR 03 3 T T4 Tooe [ 17180 [867S-582CSR 8X4 4 1 | 0 |096| 561.23
867 23205 oxa . T2 Toos | 18683 B67S-585CSR 8X6 6 1 | 0 |096| 588.71
T AR a1/ 1 0 Toos | 30446 [B67S-624CSR 10X4 4 1| 0 |096| 667.87
867 5740SR 5 1 0 Too6 | 30446 [B67S-626CSR 10X6 6 0 | 0 | 096 | 768.06
67 E75GSRT X 2 T T 0 Tooe | 30446 [867S664CSR 12X4 4 1| 0 |096| 837.18
867-576CSR’ 8X1-1/4 4 1 [ 0 |096| 32446 CO/SB66CSR | 12X6 6 110 [096] 97116
867-577CSR! 8X1-1/2 4 | 1 | 0 |096| 32446 | Quietsizedwith Bushing
867-578CSR’ 8X2 4 1 [ 0 |0% | 324.46) CPVC Gray Clamp-On Saddle x Soc Double
867-579CSR’ 8X2-1/2 4 1[0 |09 [ 35690 (et
867-580CSR’ 8X3 4 1| 0 |09 | 378.31 . .- . )
867-582CSR ax4 2 1 0 1096 | 401.10 with Viton® O-ring Seal & Zlng-PIated Hardware
867-585CSR 8X6 6 1 | 0 |096| 417.03 2'-4"235 6"200,8"12"150 psi @ 73°F (23°C)
867-624CSR 10X4 4 1 0 | o096 | 477.34 868V-247C 2X1/2 3/4 1 10 | 096 73.26
867-626CSR 10X6 6 1 0 | 096 | 54890 868V-248C 2X3/4 7/8 1 10 | 096 73.26
867-664CSR 12X4 4 1 0 | 096 | 59834 868V-249C 2X1 1-1/8 1 10 | 096 73.26
867-666CSR 12X6 6 1 0 | 096 | 694.02 868V-250C 2X1-1/4 1-1/2 1 10 | 096 73.26
“Oulletsized with Bushing 868V-251C 2X1-1/2 1-1/2 | 1 | 10 | 096 | 73.26
868V-291C 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 89.59
868V-333C" 3X1/2 7/8 | 1 | 10 | 096 | 89.59
868V-334C 3X3/4 7/8 | 1 | 10 | 096 | 89.59
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Schedule 80 CPVC Industrial Products & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price] : Hole | Std | Mstr | Disc Price]
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dial Pk | Ctn |Code Each
CPVC Gray Clamp-On Saddle x Soc Double Outlet CPVC Gray Clamp-On Saddle x Soc Double Outlet
(continued) (continued)
with Viton® O-ring Seal & Zinc-Plated Hardware with Viton® O-ring Seal & SS Hardware
868V-335C 3X1 1-1/8 | 1 [ 10 [096 [ 89.59 [868SV-526C' 6X1-1/4 2-1/4 [ 1 [ 4 [096 [ 314.39
868V-336C" 3X1-1/4 2-1/4 | 1 | 10 [096 | 8959 [868SV-527CT 6X1-1/2 2-1/4 | 1 | 4 | 096 | 314.39
868V-337C' 3X1-172 2-1/4 | 1 | 10 [096 | 89.59 [868SV-528C 6X2 214 | 1 | 4 | 096 | 314.39
868V-338C" 3X2 2-1/4 | 1 | 10 [096 | 8959 [868SV-529CT 6X2-1/2 3 1 | 4 | 096 | 324.06
868V-415C" 4X1/2 1-1/8 | 1 | 10 | 096 | 120.62 [868SV-530C 6X3 3 1 | 4 | 096 | 339.03
868V-416C" 4X3/4 1-1/8 | 1 | 10 | 096 | 120.62 [868SV-532C 6X4 4 1 | 4 | 096 | 347.09
868V-417C 4X1 1-1/8 | 1 | 8 | 096 | 12062 [868SV-573C' 8X1/2 4 1 | 0 | o096 | 530.68
868V-418C" 4X1-1/4 1-3/4 | 1 | 8 | 096 | 12062 [868SV-574C' 8X3/4 4 1 | 0 | 096 | 530.68
868V-419C 4X1-1/2 1-3/4 | 1 | 8 | 096 | 12062 [868SV-575C' 8X1 4 1 | 0 |09 | 530.68
868V-420C 4X2 2-1/4 | 1 | 8 |09 | 12062 [868SV-576C" 8X1-1/4 4 1 | 0 | 096 | 530.68
868V-421C' 4X2-1/2 3 1 | 4 [096 | 126.03] [868SV-577C' 8X1-1/2 4 1 | 0 | 096 | 530.68
868V-422C 4X3 3 4 | 0 [o96| 137.54] [868SV-578C" 8X2 4 1 | 0 | 096 | 530.68
868V-523C" 6X1/2 1-1/8 | 1 | 4 | 096 | 19515 [868SV-579C' 8X2-1/2 4 1 | 0 |09 | 58355
868V-524C' 6X3/4 1-1/8 | 1 | 4 | 096 | 19515 [868SV-580C' 8X3 4 1 | 0 |09 | 612.88
868V-525C 6X1 1-1/8 | 1 | 4 | 096 | 19515 [868SV-582C 8X4 4 1 | 0 | 096 | 649.60
868V-526C" 6X1-1/4 2-1/4 | 1 | 4 |09 | 19515/ [868SV-585C 8X6 6 1 | 0 |09 [ 721.15
868V-527C' 6X1-1/2 2-1/4 | 1 | 4 |09 | 19515/ [868SV-624C 10X4 4 1 | 0 |09 | 858.18
868V-528C 6X2 2-1/4 | 1 | 4 |09 | 195.15] [868SV-626C 10X6 6 1 | 0 |o096 | 987.02
868V-529C 6X2-1/2 3 1 | 4 [096 | 226.02] [868SV-664C 12X4 4 1 | 0 | 096 [1075.60
868V-530C 6X3 3 1 | 4 [o096 | 238.31 [868SV-666C 12X6 6 1 | 0 | 096 |1247.83
868V-532C 6X4 4 1 4 | 096 | 248.62 |[!Outlet-sized with Bushing
868V-573C" 8X1/2 4 1 | 0 096 377.82
8685740 8X3/4 2 T T o Toss [ 37782 CPVC Gray Clamp-On Saddle x Soc Double
868V-575C! 8X1 4 1 | o [o96 | 377.82 Outlet
868V-576C" 8X1-1/4 4 1 0 | 096 | 377.82 with EPDM O-ring Seal & Zinc-Plated Hardware
868V-577C" 8X1-1/2 4 1 0 | 096 | 377.82| 24" 235, 6" 200, 8"12" 150 psi @ 73°F (23°C)
868V-578C" 8X2 4 1.1 0 |09 | 377.82 [368-247C 2X1/2 3/4 1 [ 10 [o96 | 61.46
868V-579C" 8X2-1/2 4 1| 0 |09 | 41557 [g68-248C 2X3/4 7/8 | 1 | 10 | 096 | 61.46
868V-580C" 8X3 4 1| 0 |09 | 436.32| [g868-249C 2X1 1-1/8 | 1 | 10 | 096 | 61.46
868V-582C 8X4 4 1| 0 |09 | 46246 [868-250C 2X1-1/4 1-1/2 | 1 | 10 | 096 | 61.46
868V-585C 8X6 6 1| 0 |09 | 513.37| [g68-251C 2X1-1/2 1-1/2 | 1 | 10 | 096 | 61.46
868V-624C 10X4 4 1] 0 |09 | 610.84 [g68-291C 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 84.38
868V-626C 10X6 6 1] 0 |09 | 702.69 [g68-333C 3X1/2 7/8 | 1 | 10 | 096 | 84.38
868V-664C 12X4 4 1| 0 |09 | 765.77 [g68-334C 3X3/4 7/8 | 1 | 10 [096 | 84.38
868V-666C 12X6 6 1] 0 |09 | 888.16 [868-335C 3X1 1-1/8 | 1 | 10 | 096 | 84.38
‘Outlet-sized with Bushing 868-336C" 3X1-1/4 2-1/4 | 1 [ 10 [096 | 84.38

868-337C' 3X1-1/2 2-1/4 | 1 [ 10 [096 | 84.38

CPVC Gray Clamp-On Saddle x Soc Double 5683380 e s T T 0 Toss T 8438
Outlet 868-415C] 4X172 11/8 | 1 | 10 | 096 | 105.90
with Viton® O-ring Seal & SS Hardware 868-416C" 4X3/4 1-1/8 | 1 | 10 | 096 | 105.90
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 868-417C 4X1 1-1/8 | 1 | 8 | 096 | 105.90
868SV-247C 2X1/2 3/4 [ 1 [ 10 [096 [ 111.80 [868-418CT 4X1-1/4 1-3/4 | 1 | 8 | 096 | 105.90
868SV-248C 2X3/4 7/8 | 1 | 10 [ 096 | 111.80, [868-419C 4X1-1712 1-3/4 | 1 | 8 | 096 | 105.90
868SV-249C 2X1 1-1/8 | 1 | 10 | 096 | 111.80| [868-420C 4X2 2-1/4 [ 1 [ 8 [ 096 | 105.90
868SV-250C 2X1-1/4 1-1/2 | 1 | 10 [ 096 | 111.80 [868-421C' 4X2-112 3 1 [ 4 [096 | 111.51
868SV-251C 2X1-1/2 1172 | 1 | 10 | 096 | 111.80 [868-422C 4X3 3 1 [ 4 [o096 | 121.21
868SV-291C 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 148.73 [868-523C" 6X1/2 1-1/8 | 1 | 4 | 096 | 176.80
868SV-333C" 3X172 7/8 | 1 | 10 | 096 | 148.73 [868-524C 6X3/4 1-1/8 | 1 | 4 | 096 | 176.80
868SV-334C 3X3/4 7/8 | 1 | 10 | 096 | 148.73 [868-525C 6X1 1-1/8 | 1 | 4 | 096 | 176.80
868SV-335C 3X1 1-1/8 | 1 | 10 | 096 | 148.73 [868-526C" 6X1-1/4 2-1/4 | 1 | 4 |09 | 176.80
868SV-336C" 3X1-1/4 2-1/4 | 1 | 10 [096 | 14873 [868-527C' 6X1-1/2 2-1/4 | 1 | 4 |09 | 176.80
868SV-337C" 3X1-1/2 2-1/4 | 1 | 10 [096 | 148.73 [868-528C 6X2 2-1/4 | 1 | 4 [096 | 176.80
868SV-338C 3X2 2-1/4 | 1 | 10 [096 | 14873 [868-529C" 6X2-1/2 3 1 | 4 [o096 | 187.96
868SV-415C" 4X112 1-1/8 | 1 | 10 | 096 | 189.01 [868-530C 6X3 3 1 | 4 [096 | 198.70
868SV-416C" 4X3/4 1-1/8 | 1 | 10 | 096 | 189.01 [868-532C 6X4 4 1 | 4 [096 | 205.11
868SV-417C 4X1 1-1/8 | 1 | 8 | 096 | 189.01 [868-573C" 8X1/2 4 1 | 0 [o096| 354.28
868SV-418C" 4X1-1/4 1-3/4 | 1 | 8 | 096 | 189.01 [868-574C 8X3/4 4 1 | 0 [o96 | 354.28
868SV-419C 4X1-112 1-3/4 | 1 | 8 | 096 | 189.01 [868-575C" 8X1 4 1 | 0 [096 | 354.28
868SV-420C 4x2 2-1/4 | 1 | 8 [o096| 189.01 [868-576C" 8X1-1/4 4 1 | 0 [o096 | 354.28
868SV-421C" 4X2-112 3 1 | 4 [o096 | 196.66/ [868-577C' 8X1-1/2 4 1 | 0 [o96 | 354.28
868SV-422C 4X3 3 4 | 0 [o96| 20950 [868-578C" 8x2 4 1 | 0 [o096 | 354.28
868SV-523C" 6X1/2 1-1/8 | 1 | 4 | 096 | 314.39 [868-579C' 8X2-1/2 4 1 | 0 [096 | 389.66
868SV-524C 6X3/4 1-1/8 | 1 | 4 | 096 | 314.39 [868-580C" 8X3 4 1 | 0 [096 | 409.19
868SV-525C 6X1 1-1/8 | 1 | 4 | 096 | 314.39 [868-582C 8X4 4 1 | 0 [096 | 433.70
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Schedule 80 CPVC Industrial Products & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price . Hole | Std
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dia| Pk
CPVC Gray Clamp-On Saddle x Soc Double Outlet CPVC Gray Clamp-On Saddle x SR Thread Double
(continued) Outlet (continued)
with EPDM O-ring Seal & Zinc-Plated Hardware with Viton® O-ring Seal & Zinc-Plated Hardware
868-585C 8X6 6 1] 0 |09 | 48141 [g69v-251CSR 2X1-172 112 | 1 | 10 [ 096 | 81.96
868-624C 10X4 4 1.1 0 |09 | 572.93| [869y-291CSR | 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 112.38
868-626C 10X6 6 1] 0 |09 | 658.81 [g69V-333CSR! 3X172 7/8 | 1 | 10 | 096 | 112.38
868-664C 12X4 4 1.1 0 |09 | 718.05 [gp9v-334CSR 3X3/4 7/8 | 1 | 10 | 096 | 112.38
868-666C 12X6 6 11 0 |09 | 833.09 [gp9V-335CSR 3X1 1-1/8 | 1 | 10 | 096 | 112.38
*Outlet-sized with Bushing 869V-336CSR’ 3X1-1/4 2-1/4 | 1 |10 [ o096 | 112.38
869V-337CSR’ 3X1-1/2 2-1/4 | 1 | 10 | 096 | 112.38
CPVC Gray Clamp-On Saddle x Soc Double 860V.338G5R e ST o Toos 11238
Outlet 869V-415CSR’ 4X1/2 4-1/2 | 1 | 10 | 096 | 137.53
with EPDM O-ring Seal & SS Hardware 869V-416CSR’ 4X3/4 1-1/8 | 1 | 10 | 096 | 137.53
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 869V-417CSR 4X1 1-1/8 | 1 | 8 | 096 | 137.53
8685-247C 2X1/2 34 | 1 [ 10 096 97.19 [869V-418CSR! 4X1-1/4 1-3/4 | 1 | 8 | 096 | 137.53
8685-248C 2X3/4 7/8 | 1 | 10 | 096 | 97.19 [869V-419CSR 4X1-1/2 1-3/4 | 1 | 8 | 096 | 137.53
8685-249C 2X1 1-1/8 | 1 | 10 | 096 | 97.19] [869V-420CSR 4X2 2-1/4 | 1 | 8 | 096 | 137.53
868S-250C 2X1-1/4 1-1/2 | 1 | 10 | 096 | 97.19] [869V-421CSR! 4X2-1/2 3 1| 4 | 096 | 147.71
8685-251C 2X1-1/2 1-1/2 | 1 | 10 | 096 | 97.19 [869V-422CSR 4X3 3 4 | 0 |096| 15556
8685-291C 2-1/2X1-1/2 | 1-3/4 | 1 | 10 | 096 | 129.27| [869V-523CSR! 6X1/2 1-1/8 | 1 | 4 | 096 | 228.05
8685-333C" 3X1/2 7/8 | 1 | 10 | 096 | 129.27] [869V-524CSR! 6X3/4 1-1/8 | 1 | 4 | 096 | 228.05
8685-334C 3X3/4 7/8 | 1 | 10 | 096 | 129.27] [869V-525CSR 6X1 1-1/8 | 1 | 4 | 096 | 228.05
868S-335C 3X1 1-1/8 | 1 | 10 | 096 | 129.27] [869V-526CSR! 6X1-1/4 2-1/4 | 1 | 4 | 096 | 228.05
868S-336C" 3X1-1/4 2-1/4 | 1 | 10 | 096 | 129.27| [869V-527CSR! 6X1-1/2 2-1/4 | 1 | 4 | 096 | 228.05
868S-337C' 3X1-172 2-1/4 | 1 | 10 | 096 | 129.27| [869V-528CSR 6X2 2-1/4 | 1 | 4 | 096 | 228.05
8685-338C 3X2 2-1/4 | 1 | 10 | 096 | 129.27| [869V-529CSR! 6X2-1/2 3 1| 4 | 096 | 23952
868S-415C" 4X1/2 1-1/8 | 1 | 10 | 096 | 165.65 [869V-530CSR 6X3 3 1| 4 | 096 | 249.41
868S-416C" 4X3/4 1-1/8 | 1 | 10 | 096 | 165.65 [869V-532CSR 6X4 4 1| 4 | 096 | 264.19
8685-417C aX1 1-1/8 | 1 | 8 | 096 | 165.65 [869V-573CSR! 8X1/2 4 17| 0 | 096 | 419.99
8685-418C" ax1-1/4 1-3/4 | 1 | 8 |09 | 165.65 [869V-574CSR! 8X3/4 4 17| 0 | 096 | 419.99
8685-419C ax1-1/2 13/4 | 1 | 8 |09 | 165.65 [869V-575CSR! 8X1 4 17 | 0 | 096 | 419.99
8685-420C ax2 2-1/4 | 1 | 8 | 096 | 165.65 [869V-576CSR! 8X1-1/4 4 17 | 0 | 096 | 419.99
8685-421C' a4x2-1/2 3 1 | 4 [096| 173.37| [869V-577CSR! 8X1-1/2 4 17| 0 | 096 | 419.99
8685-422C 4X3 3 4 | 0 [o096| 181.31 [869V-578CSR! 8X2 4 1 | 0 | 096 | 419.99
8685-523C" 6X1/2 1-1/8 | 1 | 4 | 096 | 276.64] [869V-579CSR! 8X2-1/2 4 1 | 0 | 096 | 461.98
8685-524C' 6X3/4 1-1/8 | 1 | 4 | 096 | 276.64] [869V-580CSR! 8X3 4 1 | 0 | 096 | 485.03
8685-525C 6X1 1-1/8 | 1 | 4 | 096 | 276.64 [869V-582CSR 8X4 4 1| 0 |096| 514.12
8685-526C" 6X1-1/4 2-1/4 | 1 | 4 |096 | 276.64 [869V-585CSR 8X6 6 1 | 0 | 096 | 568.67
8685-527C" 6X1-1/2 2-1/4 | 1 | 4 | 096 | 276.64 [869V-624CSR 10X4 4 1| 0 |096| 611.67
8685-528C 6X2 2-1/4 | 1 | 4 |096 | 276.64 [869V-626CSR 10X6 6 1 | 0 |096| 703.51
8685-529C" 6X2-1/2 3 1 | 4 | 096 | 290.36 [869V-664CSR 12X4 4 1 | 0 |096| 766.89
8685-530C 6X3 3 1| 4 | 096 | 297.37| [869V-666CSR 12X6 6 1 | 0 | 096 | 889.47
868S-532C 6X4 4 1 4 | 096 | 308.20 |:Outlet-sized with Bushing
8685-573C" 8X1/2 4 1| 0 | 096 | 482.24
8685-574C] 8X3/4 2 |1 0 [oos| 28224 CPVC Gray Clamp-On Saddle x SR Thread
8685-575C" 8X1 4 1 | o | o096 | 482.24) Double Outlet
868S-576C" 8X1-1/4 4 1 0 | 096 | 482.24) with Viton® O-ring Seal & SS Hardware
868S-577C" 8X1-1/2 4 1 0 | 096 | 482.24) " 4" 235 6" 200, 8"-12" 150 psi @ 73°F (23°C)
868S-578C! 8X2 4 1] 0 | 096 482.24 [369SV-247CSR 2X112 3/4 | 1 | 10 | 096 [ 120.62
868S-579C! 8X2-1/2 4 1] 0 |096)| 53045 Ig69SV-248CSR 2X3/4 7/8 | 1 | 10 | 096 | 120.62
868S-580C' 8X3 4 1] 0 | 096 556.99 |g69SV-249CSR 2X1 1-1/8 | 1 | 10 | 096 | 120.62
868S-582C 8X4 4 1] 0 |09 | 590.41 [369SV-250CSR 2X1-1/4 1-12 | 1 | 10 | 096 | 120.62
868S-585C 8X6 6 1] 0 |09 | 65548 [359SV-251CSR 2X1-172 1-12 | 1 | 10 | 096 | 120.62
8685-624C 10X4 4 1.1 0 |09 | 779.98 [869SV-291CSR | 2-1/2X1-1/2 | 1-1/2 | 1 | 10 | 096 | 152.86
8685-626C 10X6 6 1] 0 |09 | 896.99 [359SV-333CSR! 3X112 7/8 | 1 | 10 | 096 | 152.86
868S-664C 12X4 4 1.1 0 | 096 | 977.71] [369SV-334CSR 3X3/4 7/8 | 1 | 10 | 096 | 152.86
868S-666C 12X6 6 11 0 | 096 |1134.10 [869SV-335CSR 3X1 1-1/8 | 1 | 10 | 096 | 152.86
*Outlet-sized with Bushing 869SV-336CSR' 3X1-1/4 2-1/4 | 1 | 10 [ o096 | 152.86
869SV-337CSRT | 3X1-1/2 2-1/4 | 1 | 10 | 096 | 152.86
CPVC Gray Clamp-On Saddle x SR Thread 869SV-338CSR 3X2 2-1/4 | 1 | 10 | 096 | 152.86
Double Outlet 869SV-415CSR’ X112 1-1/8 | 1 | 10 | 096 | 200.73
with Viton® O-ring Seal & Zinc-Plated Hardware 869SV-416CSR’ 4X3/4 1-1/8 1 10 | 096 200.73
2'- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 869SV-417CSR 4X1 1-1/8 | 1 | 8 | 096 | 200.73
869V-247CSR 2X1/2 314 [ 1 [ 10 [096 | 81.96] [869SV-418CSR'| 4x1-1/4 1-3/4 | 1 | 8 | 096 | 200.73
869V-248CSR 2X3/4 7/8 | 1 | 10 | 096 | 81.96] [869SV-419CSR 4X1-1/2 1-3/4 | 1 | 8 | 096 | 200.73
869V-249CSR 2X1 1-1/8 | 1 | 10 | 096 | 81.96| [869SV-420CSR 4X2 214 | 1 | 8 | 096 | 200.73
869V-250CSR 2X1-1/4 1-1/2 | 1 | 10 | 096 | 81.96] [869SV-421CSR'| 4X2-1/2 3 1| 4 |09 | 210.74
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Schedule 80 CPVC Industrial Products & Accessories
Clamp-On & Hot-Tap Saddles

. Hole | Std | Mstr | Disc Price . Hole | Std | Mstr | Disc Price|
Part Number Size Saw Dia| Pk | Ctn |Code Each Part Number Size Saw Dial Pk | Ctn |Code Each
CPVC Gray Clamp-On Saddle x SR Thread Double CPVC Gray Clamp-On Saddle x SR Thread Double
Outlet (continued) Outlet (continued)
with Viton® O-ring Seal & SS Hardware with EPDM O-ring Seal & Zinc-Plated Hardware
869SV-422CSR 4X3 3 4 [ 0 [096| 225.77] [869-578CSR’ 8X2 4 1 [ o [o96] 377.50
869SV-523CSR! 6X1/2 1-1/8 | 1 | 4 [o096 | 358.67| [869-579CSR! 8X2-1/2 4 1 | 0 [o096| 415.32
869SV-524CSR! 6X3/4 1-1/8 | 1 | 4 [o096 | 358.67| [869-580CSR! 8X3 4 1 | 0 [o96| 436.17
869SV-525CSR 6X1 1-1/8 | 1 | 4 [o096 | 358.67 [869-582CSR 8X4 4 1 | 0 [o96| 462.29
869SV-526CSR' | 6X1-1/4 2-1/4 | 1 [ 4 |o96| 358.67 [869-585CSR 8X6 6 1 | 0 [o096| 499.52
869SV-527CSR' | 6X1-1/2 2-1/4 | 1 | 4 |o96| 358.67| [869-624CSR 10X4 4 1 | 0 [o096| 550.04
869SV-528CSR 6X2 2-1/4 | 1 | 4 |o096 | 358.67 [869-626CSR 10X6 6 1 | 0 o096 632.66
869SV-529CSRT | 6X2-1/2 3 1 | 4 096 | 372.46) [869-664CSR 12X4 4 1 | 0 [096| 689.61
869SV-530CSR 6X3 3 1 | 4 [o096| 384.27| [869-666CSR 12X6 6 1 [ 0 [o096| 799.93
869SV-532CSR 6X4 4 1 | 4 [096| 393.07| [*Outlet-sized with Bushing
869SV-573CSR! 8X1/2 4 1 | 0 096 587.47
869SV-574CSR’ 8X3/4 4 1 0 | 096 | 58747 CPVC Gray CIamp-On Saddle x SR Thread
869SV-575CSR! 8X1 4 1 | o |oge| 587.47 Double Outlet
869SV-576CSR’ 8X1-1/4 4 1 0 | 096 | 587.47| with EPDM O-ring Seal & SS Hardware
869SV-577CSR! 8X1-1/2 4 1 0 [096 | 587.47| o gr 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C)
869SV-578CSR! 8X2 4 1] 0 | 096 | 58747 [8695-247CSR 2X1/2 3/4 | 1 | 10 |09 | 114.46
869SV-579CSR' |  8X2-1/2 4 1] 0 | 096 646.13 [8695-248CSR 2X3/4 7/8 | 1 | 10 | 096 | 114.46
869SV-580CSR! 8X3 4 1] 0 | 096 666.59 [8695-249CSR 2X1 1-1/8 | 1 | 10 | 096 | 114.46
869SV-582CSR 8X4 4 1] 0 |096| 719.19 [8695-250CSR 2X1-1/4 1-1/2 | 1 | 10 | 096 | 114.46
869SV-585CSR 8X6 6 1] 0 |096| 768.37| [8695-251CSR 2X1-1/2 1-1/2 | 1 | 10 | 096 | 114.46
869SV-624CSR 10X4 4 1| 0 | 096 | 855.82 [369S-291CSR | 2-1/2X1-1/2 | 1-/34 | 1 | 10 | 096 | 150.95
869SV-626CSR 10X6 6 1.1 0 |096| 984.24) [369S-333CSR! 3X1/2 7/8 | 1 | 10 | 096 | 150.95
869SV-664CSR 12X4 4 1] 0 | 096107281 [8695-334CSR 3X3/4 7/8 | 1 | 10 | 096 | 150.95
869SV-666CSR 12X6 6 1| 0 |096|1244.56 [3695-335CSR 3X1 1-1/8 | 1 | 10 | 096 | 150.95
*Outlet-sized with Bushing 869S-336CSR! 3X1-1/4 2-1/4 | 1 | 10 [ 096 | 150.95

8695-337CSR! 3X1-1/2 2-1/4 | 1 | 10 | 096 | 150.95

CPVC Gray Clamp-On Saddle x SR Thread 8695 338GSR e T 10 Toos 20 08
Double Outlet 869S-415CSR' 4X172 1-1/8 | 1 | 10 | 096 | 189.00
with EPDM O-ring Seal & Zinc-Plated Hardware 869S-416CSR! 4X3/4 1-1/8 1 10 | 096 | 189.00
2"- 4" 235, 6" 200, 8"-12" 150 psi @ 73°F (23°C) 8695-417CSR 4x1 1-1/8 | 1 | 8 | 096 | 189.00
869-247CSR 2X1/2 3/4 1 [ 10 [oee [ 71.21] [869S-418CSR! 4X1-1/4 1-3/4 | 1 [ 8 [096| 189.00
869-248CSR 2X3/4 7/8 1 [ 10 [o96 | 71.21 [869S-419CSR 4X1-1/2 1-3/4 | 1 [ 8 [096| 189.00
869-249CSR 2X1 1-1/8 | 1 | 10 | 096 | 71.21] [869S-420CSR 4X2 2-1/4 | 1 | 8 [096| 189.00
869-250CSR 2X1-1/4 1-1/2 | 1 | 10 | 096 | 71.21] [869S-421CSR! 4X2-1/2 3 1 | 4 [o96| 203.03
869-251CSR 2X1-1/2 1-1/2 | 1 [ 10 [ 096 | 71.21 [869S-422CSR 4X3 3 4 | 0 |o96| 217.63
869-291CSR 2-1/2X1-1/2 | 1-3/4 | 1 | 10 [096 | 96.16] [8695-523CSR! 6X1/2 1-1/8 | 1 [ 4 [ooe | 318.32
869-333CSR’ 3X1/2 7/8 1 | 10 [o96 | 96.16] [8695-524CSR! 6X3/4 1-1/8 | 1 [ 4 [ooe | 318.32
869-334CSR 3X3/4 7/8 1 | 10 [096| 96.16 [869S-525CSR 6X1 1-1/8 | 1 [ 4 [ooe | 318.32
869-335CSR 3X1 1-1/8 | 1 | 10 | 096 | 96.16| [869S-526CSR! 6X1-1/4 2-1/4 | 1 | 4 |o96| 318.32
869-336CSR’ 3X1-1/4 1-1/8 | 1 | 10 | 096 | 96.16| [869S-527CSR! 6X1-1/2 2-1/4 | 1 | 4 |o96 | 318.32
869-337CSR’ 3X1-1/2 2-1/4 | 1 [ 10 [096 | 96.16 [869S-528CSR 6X2 2-1/4 | 1 | 4 [o96 | 318.32
869-338CSR 3X2 2-1/4 | 1 [ 10 [096 | 96.16] [8695-529CSR! 6X2-1/2 3 1 | 4 [oo6| 32547
869-415CSR’ 4X1/2 1-1/8 | 1 | 10 | 096 | 119.37| [869S-530CSR 6X3 3 1 | 4 [o96| 339.85
869-416CSR’ 4X3/4 1-1/8 | 1 | 10 | 096 | 119.37| [869S-532CSR 6X4 4 1 | 4 [o96| 349.34
869-417CSR 4X1 1-1/8 | 1 | 8 | 096 | 119.37| [869S-573CSR! 8X1/2 4 1 | o [o96| 53577
869-418CSR’ 4X1-1/4 1-3/4 | 1 | 8 | 096 | 119.37| [869S-574CSR! 8X3/4 4 1 | o [o096| 53577
869-419CSR 4X1-1/2 1-3/4 | 1 | 8 | 096 | 119.37| [869S-575CSR! 8x1 4 1 | o [o096| 53577
869-420CSR 4X2 2-1/4 | 1 | 8 [096| 119.37] [8695-576CSR! 8X1-1/4 4 1 | o [o096| 53577
869-421CSR’ 4X2-1/2 3 1 | 4 [o96| 132.01] [8695-577CSR! 8X1-1/2 4 1 | o [o096| 53577
869-422CSR 4X3 3 1 | 4 [o96| 142.86) [8695-578CSR! 8x2 4 1 | o [o096| 53577
869-523CSR’ 6X1/2 1-1/8 | 1 | 4 | 096 | 194.99] [869S-579CSR! 8X2-1/2 4 1 | o [o096| 589.29
869-524CSR’ 6X3/4 1-1/8 | 1 | 4 | 096 | 194.99] [869S-580CSR! 8X3 4 1 | o [o9| 618.69
869-525CSR 6X1 1-1/8 | 1 | 4 | 096 | 194.99 [869S-582CSR 8X4 4 1 | o |09 655.86
869-526CSR’ 6X1-1/4 2-1/4 | 1 | 4 [o096| 194.99 [869S-585CSR 8X6 6 1 | o |09 | 688.76
869-527CSR’ 6X1-1/2 2-1/4 | 1 | 4 [096| 194.99) [869S-624CSR 10X4 4 1 | o [o96| 780.48
869-528CSR 6X2 2-1/4 | 1 | 4 [096| 194.99) [869S-626CSR 10X6 6 1 | o [o96| 897.48
869-529CSR’ 6X2-1/2 3 1 | 4 [o96| 208.71 [869S-664CSR 12X4 4 1 | o [o096| 978.36
869-530CSR 6X3 3 1 | 4 [o96| 22581 [869S-666CSR 12X6 6 1 | o [o096[1134.77
869-532CSR 6X4 4 1 4 | 096 | 239.47| |Outlet-sized with Bushing
869-573CSR’ 8X1/2 4 1 | o [o96| 377.50
869-574CSR’ 8X3/4 4 1 | o [o096| 377.50
869-575CSR’ 8X1 4 1 | o [o096| 377.50
869-576CSR’ 8X1-1/4 4 1 | o [o096| 377.50
869-577CSR’ 8X1-1/2 4 1 | o [o096| 377.50
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Schedule 80 CPVC Industrial Products & Accessories
Clamp-On & Hot-Tap Saddles

. td | Mstr | Di Price . td | Mstr | Di Price

Part Number Size ?:,E Cfn Coﬁ!% Each Part Number Size ?DI? C?n Cosé?e Each
B CPVC Gray Hot-Tap Saddle (continued)

CPVC Gray Hot-Tap Saddle Viton® Saddle x Soc (Spigot) S$316 Bolts

EPDM Saddle x Soc (Spigot) Zinc Plated Bolts [HT3s-577C [ 8x1-112(2) [ 1] 5 [os50]

2"- 4" 235, 6" 200, 8" 150 psi @ 73°F (23°C) CPVC Gray Hot-Tap Saddle

M2 246t zi)fﬁz(g) oo 5959 EpDM with Stainless Steel Cutter & Bolts

HT2-288C 2-1/2X3/4 (1) 1 [ 5 o050 86.35| o gn " " : oF (990

HT2-291C 2-1/2X1-1/2 (2) 1| 5 |050 172.55 ZHT“SZZg?’ZL?SéOO’ 8"150 ps;%ﬁ ('; )(23 €) T T 5 Toso

HT2-334C 3X3/4 (1) 1| 5 [0s50 98.93| [T525251C 2X1-112 (2) T T 5 Tos0

HT2-337C 3X1-1/2 (2) 1| 5 [0s50 190.29| Ts55.2880 2:112X3/4 (1) 7T 5 Tos0

HT2-416C 4X3/4 (1) 115 1050} 11430 Iirer52910 24121112 (2) 1| 5 | 050

HT2-419C 4X1-1/2 (2) 1| 0 [os0 201.20| i7505.3340 3X3/4 (1) T 5 Tos0

HT2-524C 6X3/4 (1) 1| 5 [050 128.54| [HTs553370 X112 (2) 7T 5 Tos0

HT2-527C 6X1-1/2 (2) 1| 0 [os0 214.19] irss54160 4X3/4 (1) 7T 5 Tos0

HT2-574C 8X3/4 (1) 1| 5 [050 118.39] iTsa54190 X172 (2) T T o Tos0

HT2-577C 8X1-1/2 (2) 1 | 0 |os0 221.17] Ts05-5240 6X3/4 (1) 7T 5 Tos0

HTS2S-527C 6X1-1/2 (2) 1 [ 0o [os0

CPVC Gray Hot-Tap Saddle HTS2S-574C 8X3/4 (1) 1| 0 | 050

EPDM Saddle x Soc (Spigot) S§316 Bolts HTS2S-577C 8X1-1/2 (2) 1 0 | 050

2"- 4" 235, 6" 200, 8" 150 psi @ 73°F (23°C)

HT2S-248C 2X3/4 (1) 1 [ 5 [os0 125.74 C.PVC C_-ray I_-Iot-Tap Saddle

HT25.251C 2X1-1/2 (2) T 15 Tos0 2508g| Viton® with Stainless Steel Cutter & Bolts

HT2S-288C 2-1/2X3/4 (1) 1 | 5 |os0 134.41 o g " " : oF (90

HT2S-291C 2-1/2X1-112 (2) 1 5 | 050 268.68 ZH#S:fg?,zgséOO, 8150 ps'z%jf ('; )(23 €) 1 5 1050

HT2S-334C 3X3/4 (1) 1| 5 o050 154.12|  irs3s0510 2X1-112 (2) T T5 Tos0

HT2S-337C 3X-1/2 (2) 1| 5 [o050 296.21| (175352880 2-112X3/4 (1) T 5 Tos0

HT2S-416C 4X3/4 (1) 1| 5 [o050 178.01| 175352910 242X1112 2) 1715 Tos0

HT2S-419C 4X1-1/2 (2) 1| 0 [o5s0 313.26| iT535-334C 3X3/4 (1) 1715 Tos0

HT2S-524C 6X3/4 (1) 1| 5 [o050 199.80| 175353370 X112 (2) 1715 Tos0

HT2S-527C 6X1-1/2 (2) 1 | o [os0 333.37| iT535416C 4X3/4 (1) 1715 Tos0

HT2S-574C 8X3/4 (1) 1 | o [os0 216.01| [HTs354190 X112 (2) T o Tos0

HT2S-577C 8X1-1/2 (2) 1 [ o [os0 360.48] iTS35.524C 6X3/4 (1) 1715 Tos0
4 HTS3S-527C 6X1-1/2 (2) 1| 0 |050

CPVC Gray Hot-Tap Saddle HTS3S-574C 8X3/4 (1) 1 [ 0 [050

Viton® Saddle x Soc (Spigot) Zinc Plated Bolts HTS3S-577C 8X1-1/2 (2) 1 0 | 050

2"- 4" 235, 6" 200, 8" 150 psi @ 73°F (23°C)

HT3-248C 2X3/4 (1) 1| 5 [os50 87.89

HT3-251C 2X1-1/2 (2) 1| 5 [050 181.21

HT3-288C 2-1/2X3/4 (1) 1 [ 5 o050 93.90

HT3-291C 2-112X1-112 (2) 1| 5 [050 187.22

HT3-334C 3X3/4 (1) 1| 5 [050 107.30

HT3-337C 3X1-1/2 (2) 1| 5 [0s50 206.78

HT3-416C 4X3/4 (1) 1| 5 [050 193.10

HT3-419C 4X1-1/2 (2) 1| o [os0 218.52

HT3-524C 6X3/4 (1) 1| 5 [0s50 139.57

HT3-527C 6X1-1/2 (2) 1| o [os0 231.93

HT3-574C 8X3/4 (1) 1| o [os0 150.89

HT3-577C 8X1-1/2 (2) 1| 0 |os0 281.13

CPVC Gray Hot-Tap Saddle

Viton® Saddle x Soc (Spigot) SS316 Bolts

2"- 4" 235, 6" 200, 8" 150 psi @ 73°F (23°C)

HT3S-248C 2X3/4 (1) 1 | 5 [os0 136.93

HT3S-251C 2X-1-1/2 (2) 1 | 5 Jos0 282.23

HT3S-288C 2-1/2X3/4 (1) 1 | 5 [os0 146.14

HT3S-291C 2-112X1-112 (2) 1| 5 o050 291.32

HT3S-334C 3X3/4 (1) 1 | 5 [os0 166.83

HT3S-337C 3X1-1/2 (2) 1 | 5 [os0 327.79

HT3S-416C 4X3/4 (1) 1 | 5 [os0 193.10

HT3S-419C 4X1-1/2 (2) 1 [ o [os0 340.22

HT3S-524C 6X3/4 (1) 1 | 5 [os0 217.27

HT3S-527C 6X1-1/2 (2) 1 [ o [os0 361.03

HT3S-574C 8X3/4 (1) 1 [ o [os0 234.87
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Schedule 80 CPVC Industrial Products & Accessories
Tank Adapters

Part Number Size ?}E '\éfrt‘r 8;3% Part Number Size itg '\éf: CD(;ZZ Eggﬁ
CPVC Self Aligning Tank Adapter with CPVC New Style Standard Tank Adapters with Viton®
Neoprene Gasket Gaskets (continued)
Fipt Soc
75 psi Maximum Internal Pressure Rating @ 73°F (23°C gl;%gggg 3;2 22 1(5)0 181 ggjg
gl;ggﬁ:g;gg ; R 8170V-007C 3/ 25 | 0 | 101 78.77
81795A 0300 3 >0 01 8170V-010C 1 25 | 0 | 101 91.18
8170V-012C 1-1/4 20 | 0 | 101 112.03
CPVC Self Aligning Tank Adapter with EPDM 8170V-015C 1-1/2 20 | 0 | 101 116.79
Gasket 8170V-020C 2 15 | 0 | 101 176.81
Fipt 8170V-025C 2112 4 | 0 | 101 254.50
. . 8170V-030C 3 4 | 0 | 101 302.97
75 psi Maximum Internal Pressure Rating @ 73°F (23°C 8170V-040C 4 2 | 0 |101 671.07
8172ESA-010C 1 5 | 0 | 101 8170V-060C 6 1 | 0 [101| 1686.51
8172ESA-020C 2 4 | 0 101 8170V-080C 8 1 | 0 [101] 3945.18
ST2ESA-0308 : P — CPVC New Style Standard Tank Adapters with
gPVI? tSelf Aligning Tank Adapter with Viton® Neoprene Gaskets
_as e Soc x Fipt
Fipt _ 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8171-002C 14 25 [ 150 | 101 45.91
8172VSA-010C 1 5 10 [01] 417.12] [8171.003C 318 25 [ 200 [ 101 | 45.91
8172VSA-020C 2 4 0 | 101 631.38 8171-005C 12 25 0 | 101 45.91
8172VSA-030C 3 2 0 | 101 980.99 8171-007C 34 25 0 | 101 54.62
CPVC New Style Standard Tank Adapters with 8171-010C 1 25 | 0 | 101 61.30
8171-012C 1-1/4 20 | 0 | 101 78.19
Neoprene Gaskets 8171-015C 1112 20 | 0 | 101 85.14
Soc 8171-020C 2 15 | 0 | 101 120.19
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8171-025C 2-1/2 4 0 | 101 176.65
8170-002C 1/4 25 | 150 | 101 45.91| [8171-030C 3 4 | 0 | 101 210.27
8170-003C 3i8 25 | 150 | 101 45.91| [8171-040C 4 2 | 0 | 101 350.43
8170-005C 112 25 | 0 | 101 45.91| [8171-060C 6 1| 0 [101 963.69
- 25 | 0 | 101 . .
2138_8%8 344 25 1 0 101 2‘1‘23 CPVC New Style Standard Tank Adapters with
8170-012C 1-1/4 20 | 0 | 101 78.19| EPDM Gaskets
8170-015C 1112 20 | 0 | 101 85.14| Soc x Fipt
8170-020C 2 151 0 | 1011 120.19) 150 psj Maximum Internal Pressure Rating @ 73°F (23°C)
8170-025C 2-112 4 | 0 101 176.65) [8171E-002C 1/4 25 [ 150 | 101 52.22
8170-030C 3 4 | 0 J1o1]  210.27) [8471E-003C 3/8 25 | 200 | 101 52.22
8170-040C 4 2 | 0 |101] 35043| [g171E-005C 112 25 | 0 | 101 52.22
8170-060C 6 110 j101) 96369/ [g971E-007C 3/4 25 | 0 | 101 58.61
8170-080C 8 1 [ o [101] 214138 [g371E-010C 1 25 | 0 | 101 68.06
CPVC New Style Standard Tank Adapters with 8171E-012C 1-1/4 20 ) 0 | 101 86.13
EPDM Gaskets 8171E-015C 1112 20 | 0 | 101 90.36
8171E-020C 2 15 | 0 | 101 130.28
Soc 8171E-025C 2-1/2 4 [ 0 [101 185.06
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8171E-030C 3 4 0 | 101 220.32
8170E-002C 1/4 25 | 150 | 101 52.22 8171E-040C 4 2 0 101 365.73
8170E-003C 3/8 25 | 150 | 101 52.22 8171E-060C 6 1 0 101 1003.84
8170E-005C 112 25 | 0 | 101 52.22 .
8170E-007C 34 25 1T 0 1101 ss61| CPVC New Style Standard Tank Adapters with
8170E-010C 1 25 | 0 | 101 68.06| Viton® Gaskets
8170E-012C 1-1/4 20 | 0 | 101 86.13| Soc x Fipt
8170E-015C 1-1/2 20 0 |101 90.36| 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8170E-020C 2 15 | 0 | 101 130.28|  [g171v-002C 1/4 25 [ 150 | 101 68.48
8170E-025C 2-1/2 4 | 0 | 101 185.06| [g171v-003C 3/8 25 | 200 | 101 68.48
8170E-030C 3 4 | 0 | 101 220.32| [8171v-005C 1/2 25 | 0 | 101 68.48
8170E-040C 4 2| 0 |10 365.73|  8171v-007C 3/4 25 | 0 | 101 78.77
8170E-060C 6 1 0 | 101 1003.85 8171V-010C 1 25 0 | 101 91.18
8170E-080C 8 11 0 [101] 2203.98] [g971v-012C 1-1/4 20 | 0 | 101 112.03
CPVC New Style Standard Tank Adapters with 8171V-015C 1-1/2 2010 |101] 11679
Viton® Gaskets 8171V-020C 2 15 | 0 | 101 176.81
I 8171V-025C 2112 4 | 0 | 101 254.53
Soc 8171V-030C 3 4 | 0 |101| 302.97
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8171V-040C 4 2 0 |101 671.07
[8170v-002C [ 1/4 [ 25 150 [ 101 ] 68.48| [8171V-060C 6 1 | o [101] 1686.51
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i Schedule 80 CPVC Industrial Products & Accessories 'SPEAHS
Tank Adapters J

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
CPVC New Style Special Reinforced (SR) CPVC New Style Standard Tank Adapters with
Threaded Tank Adapters with Neoprene Neoprene Gaskets (continued)
Gaskets Fipt
Soc x SR Fipt - Stainless Steel Collar 8172-030C 3 4 | 0 |10 249.50
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8172-040C 4 210|101 394.21
8171-002CSR 114 25 | 150 | 101 47.31| [8172-060C 6 110 J101] 1095.10
SITIO0SCeR 28 2 20 m 27311 CPVC New Style Standard Tank Adapters with
8171-007CSR 3/4 25| 0 | 101 s6.62| EPDM Gaskets
8171-010CSR 1 25 [ 0 [101 64.05| Fipt
8171-012CSR 1-1/4 20 | 0 |101 82.62| 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8171-015CSR 1-1/2 20 [ 0 [101 92.76| |8172E-002C 1/4 25 | 150 | 101 63.72
8171-020CSR 2 15 | 0 [ 101 128.27| |8172E-003C 3/8 25 | 200 | 101 63.72
8171-025CSR 2-1/2 4 | 0 [101 195.12| |8172E-005C 12 25 | 0 | 101 63.72
8171-030CSR 3 4 o | 101 232.24| |[8172E-007C 3/4 25 | 0 |[101 75.13
8171-040CSR 4 2 [ 0o [101 373.24| |8172E-010C 1 25 | 0 | 101 80.95
8171-060CSR 6 1 0 | 101 985.77 8172E-012C 1-1/4 20 | O | 101 113.72
. . 8172E-015C 1-1/2 20 | 0 | 101 129.78
CPVC New Style Special Reinforced (SR) 8172E-020C 2 51 0 101 16040
Threaded Tank Adapters with EPDM Gaskets 8172E-025C 2-1/2 4 | 0 [ 101 235.81
Soc x SR Fipt - Stainless Steel Collar 8172E-030C 3 4 | 0 [101 280.76
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8172E-040C 4 2 | 0 | 101 467.43
8171E-002CSR 114 25 | 150 | 101 53.62| [8172E-060C 6 110 jro1] 111163
gmg'gggggg :1*;2 £ 0 1 gggg CPVC New Style Standard Tank Adapters with
8171E-007CSR 304 25 | 0 | 101 soeo| Viton® Gaskets
8171E-010CSR 1 25 | 0 | 101 72.46| Fipt
8171E-012CSR 1-1/4 20| o [101 90.55| 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8171E-015CSR 1-1/2 20 | 0 [101 97.97| |[8172V-002C 1/4 25 | 150 | 101 98.60
8171E-020CSR 2 15 | 0 | 101 138.50| |8172V-003C 3/8 25 | 200 | 101 98.60
8171E-025CSR 2-1/2 4 | 0 [101 203.53| |8172V-005C 1/2 25 | 0 | 101 98.60
8171E-030CSR 3 4 0 | 101 242.30| |8172V-007C 3/4 25 | 0 |101 111.14
8171E-040CSR 4 2 | o [101 388.48| |8172V-010C 1 25 | 0 | 101 127.89
8171E-060CSR 6 2 0 | 101 1025.93| |8172V-012C 1-1/4 20 | 0 |[101 156.88
. . 8172V-015C 1-1/2 20 [ 0 [101 162.33
CPVC New Style Special Reinforced (SR) 8172V-020C 2 51 0 101 250 87
Threaded Tank Adapters with Viton® Gaskets 8172V-025C 2-1/2 4 | o [101 358.84
Soc x SR Fipt - Stainless Steel Collar 8172V-030C 3 4 | 0 |101 427.16
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8172V-040C 4 2 | 0 [101] 1123.33
8171V-002CSR 114 25 | 150 | 101 69.86| L8172V-060C 6 110 [101] 205891
8171V-003CSR 3/8 25 | 200 | 101 69.86] CPVC New Style Special Reinforced (SR)
8171V-005CSR 112 251 0 1101 69.86| Threaded Tank Adapters with Neoprene
8171V-007CSR 3/4 25 [ 0 [101 80.76| - ckets
8171V-010CSR 1 25 [ 0 [101 93.95| i )
8171V-012CSR 11/4 20 0 101 116.46 Fipt x SR Fl.pt - Stainless Steel CoIIar.
8171V-015CSR 1112 20| 0 | 101 124.36] 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8171V-020CSR 2 15 0 | 101 185.18 8172-002CSR 1/4 25 | 150 | 101 62.67
8171V-025CSR 2112 4 [ 0 [101 272.90| [8172-003CSR 3/8 25 | 200 | 101 62.67
8171V-030CSR 3 4 0 | 101 324.95 8172-005CSR 1/2 25 0 | 101 62.67
8171V-040CSR 4 2 0 | 101 693.84 8172-007CSR 3/4 25 0 | 101 72.78
8171V-060CSR 6 2 | 0 [101] 1713.06] [8172-010CSR 1 25| 0 | 101 80.19
) 8172-012CSR 1-1/4 20 | 0 | 101 113.76
CPVC New Style Standard Tank Adapters with 8172-015CSR 1112 20| 0 | 101 127.09
Neoprene Gaskets 8172-020CSR 2 15 [ 0 | 101 157.13
Fipt 8172-025CSR 2-1/2 4 | 0 [101 228.05
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8172:030GSR 3 4 0_| 101 271.49
8172-040CSR 4 2 [ 0 [101 416.98
8172-002C 1/4 25 [ 150 [ 101 61.30] | oo s00eR 6 > T o Tior 11715
8172-003C 3/8 25 | 200 | 101 61.30 :
8172-005C 12 25 | 0 | 101 61.30| CPVC New Style Special Reinforced (SR)
2172'0070 314 2510 L1o1 70.781  Threaded Tank Adapters with EPDM Gaskets
72-010C 1 25 | 0 | 101 77.43| _ . .
8172-012C 114 20 1 0 101 109.32| Fiptx §R FI.pt - Stainless Steel CoIIar'
8172-015C 1172 201 0 | 101 119.49| 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8172-020C 2 151 0 | 101 148.93 8172E-002CSR 1/4 25 | 150 | 101 65.12
8172-025C 2112 4 0 | 101 209.59 8172E-003CSR 3/8 25 | 200 | 101 65.12
8172E-005CSR 12 25 [ 0 | 101 65.12
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Schedule 80 CPVC Industrial Products & Accessories

Tank Adapters
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
CPVC New Style Special Reinforced (SR) Threaded Neoprene Tank Adapter Gasket Only (New Style)
Tank Adapters with EPDM Gaskets (continued) (continued)
Fipt x SR Fipt - Stainless Steel Collar 3N-015 1-1/2 10 | 0 [ 901 4.76
8172E-007CSR 3/4 25 [ 0 [101 77.11| |3N-020 2 10 | 0 [ 901 6.23
8172E-010CSR 1 25 | 0 [ 101 83.71| |3N-025 2-1/2 10 | 0 [ 901 6.50
8172E-012CSR 1-1/4 20 | 0 [ 101 118.16] |3N-030 3 10 | 0 [ 901 6.78
8172E-015CSR 1-1/2 20 | o [ 101 137.37| |3N-040 4 10 | 0 [ 901 18.76
8172E-020CSR 2 15 [ 0 [ 101 168.61| |2N-060 6 10 | 0 | 901 23.44
8172E-025CSR 2112 4 | 0 [ 101 254.35| [3N-080 8 10 | 0 | 901 107.48
8172E-030CSR 3 4 [ 0 [101 302.79
8172E-040CSR 4 2 | 0 [101] 490.19 O
8172E-060CSR 6 2 | 0 [101] 1133.70
- - EPDM Tank Adapter Gasket Only (New Style)
CPVC New Style Special Reinforced (SR) 362002 174 70T o 901 599
Threaded Tank Adapters with Viton® Gaskets 3E-003 3i8 10 | 0 | 901 2.99
Fipt x SR Fipt - Stainless Steel Collar 3E-005 1/2 10 [ 0 | 901 2.99
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 3E-007 3/4 10 | 0 | 901 3.09
8172V-002CSR 1/4 25 [ 150 | 101 100.00| [3E-010 1 10| 0 |90t 5.36
8172V-003CSR 3/8 25 | 200 | 101 100.00| |[3E-012 1-1/4 10 | 0 | 901 7.85
8172V-005CSR 12 25 | 0 | 101 100.00| [3E-015 1-1/2 10 | 0 | 901 8.06
8172V-007CSR 3i4 25 | 0 | 101 113.13] [3E-020 2 10 | 0 | 901 9.22
8172V-010CSR 1 25 | 0 | 101 130.65 |3E-025 2-1/2 10 | 0 | 901 13.07
8172V-012CSR 1-1/4 20 | 0 | 101 161.31| [3E-030 3 10 | 0 | 901 14.05
8172V-015CSR 112 20 | 0 | 101 169.89| |[3E-040 4 10 | 0 | 901 21.17
8172V-020CSR 2 15 | 0 | 101 261.10| |2E-060 6 10 | 0 | 901 38.21
8172V-025CSR 24172 4 [ o [101 377.28| [3E-080 8 10 | 0 | 901 138.69
8172V-030CSR 3 4 [ o [101 44915
8172V-040CSR 4 2 | 0 | 101 1146.09 O
8172V-060CSR 6 2 | 0 | 101 2081.00| .,
) Viton® Tank Adapter Gasket Only (New Style)
Tank Adapter with Neoprene Gasket (Old 3V-002 14 10T 0 901 10.95
Style) 3v-003 3/8 10 | 0 [901 12.91
Soc x Fipt I 3V-005 1/2 10 | 0 [901 19.27
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 3v-007 3/4 10 | 0 | 901 23.86
871-005C 172 25 | 0 [ 101 4591 |3V-010 1 0] 0 |90t 32.62
871-007C 3/4 25| 0 | 101 54.62| |3V-012 1-1/4 1010 |01 51.88
871-010C 1 25 [ 0 [ 101 61.30| [3V-015 1-172 10| 0 |90t 56.04
871-012C 1-1/4 20 | 0 [101 78.19| |3V-020 2 10 | 0 | 901 89.76
871-015C 1112 20 | 0 [101 85.14| |3V-025 2112 10 | 0 | 901 99.16
871-020C 2 15 | 0 | 101 | 120.19| [3V-030 3 0] 0 |901] 103.32
871-030C 3 4 [ o [101 210.27| [3V-040 4 10 | 0 | 901 233.79
871-040C 4 2 | 0 [ 101 350.43| |2V-060 6 10 | 0 | 901 585.23
) 3V-080 8 10 | 0 | 901 981.52
Tank Adapter with Neoprene Gasket (Old
fi:}t"e) Neoprene Tank Adapter Gasket Only (Old O
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) Style)
872-005C 1/2 25 | 0 | 101 61.30| |2N-005 1/2 10 | 0 |01 2.57
872-007C 3/4 25 | 0 | 101 70.78| |2N-007 3/4 10 | 0 |01 2.76
872-010C 1 25 | 0 | 101 77.43| [2N-010 1 10 | 0 | 01 2.94
872-012C 11/4 20 0 101 109.32 2N-015 1-1/4 OR 1-1/2 10 0 901 4.76
872-015C 1-1/2 20 | 0 | 101 119.49| |2N-020 2 10 | 0 | 901 6.23
872-020C 2 15 | 0 | 101 148.93| |2N-030 3 10 | 0 |01 6.78
872-030C 3 4 | 0 [101 249.50| [2N-040 4 10 | 0 | 901 18.76
872-040C 4 2 [ 0 [101 394.21
Neoprene Tank Adapter Gasket Only (New O EPDM Tank Adapter Gasket Only (Old Style) :
Style) 2E-005 172 10 [ o [901 2.99
3N-002 1/4 100 | 0 [ 901 2.57| |2E-007 3/4 10| 0 | 901 3.09
3N-003 38 50 | 0 | 901 2.57| [2E-010 1 1010 |90 5.36
3N-005 12 0 0 901 557] |2E-015 11/40R1-1/2 | 10 | 0 | 901 8.06
3N-007 3/4 10 | 0 | 901 2.76| |2E-020 2 1010 |90 9.22
3N-010 1 10 | 0 | 901 2.94| |2E-030 3 1010 901 14.05
3N-012 1-1/4 10 | 0 | 901 4.06| [2E-040 4 0] 0 Joot 2117
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Schedule 80 CPVC Industrial Products & Accessories

Tank Adapters & Expansion Joints

] oy

Tank Adapters
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Individual Body Wrench (New Style) (continued)
Wrench Sets (New Style) TAWA-015 1172 150 | 0 | 299 1510
Body Wrench & Nut Wrench TAW1-020 2 100 [ 0 [ 299 16.39
TAW1-025 2-1/12 80 | 0 | 299 17.13
TAW-002 1/4 1 [ 25 [299 20.80] [TAW1-030 3 72 0 299 5148
TAW-003 3/8 1 | 25 [ 299 20.80| [TAW1-040 ) 35 0 299 210
TAW-005 1/2 1 | 25 [ 299 20.80 =
TAW-007 3/4 1 | 25 [ 299 21.20
TAW-010 1 1 | 25 [ 299 22.05
TAW-012 1-1/4 1] 20 | 299 24.87| Individual Nut Wrench (New Style)
&w'g;g 1';’ 2 1 fg zgg gg'gg TAW2-002 1/4 300 0 | 299 1167
T AW-O25 2172 T T 70 T299 3400 TAW2-003 3/8 250 | 0 | 299 11.67
T AW-030 '3 70 T209 3747] | TAW2-005 1/2 200 | 0 | 299 11.67
T AW-O 0 Y T 70 T299 2015 TAW2-007 3/4 160 | 0 [ 299 11.89
- : TAW2-010 1 110 | 0 | 299 12.38
TAW2-012 1-1/4 200 | 0 | 299 14.02
TAW2-015 1-1/2 120 | 0 | 299 15.10
Indivi IB Wrench (New I TAW2-020 2 100 | 0 | 299 16.39
dividual Body Wrench (New Style) TAW2-025 2-1/2 50 | 0 | 299 17.13
TAW1-002 1/4 500 [ 0 | 299 11.67 TAW2-030 3 40 0 | 299 21.48
TAW1-003 3/8 400 | 0 | 299 11.67 TAW2-040 4 35 0 | 299 2210
TAW1-005 12 250 | 0 | 299 11.67
TAW1-007 3/4 220 | 0 | 299 11.89
TAW1-010 1 200 0 299 12.38
TAW1-012 1-1/4 300 | 0 | 299 14.02
Expansion Joints
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each| |PartNumber Size Pk | Cin |Code Each
) ] ) CPVC Fabricated Expansion Joints (continued)
CPVC Fabricated Expansion Joints gE=—==T] 12" Travel with Viton® O-rings
6" Travel with Viton® O-rings 826-080X12C 8 1 [ o [oss5[ 3120.15
. ) s 826-100X12C 10 1 | o |[085| 3655.37
1/2"-2" 235 psi @_ 73°F (23°C) EPDM O-rings available on special order. Add an "E" preceding the dash (-) separator, e.g.
2-1/2" - 12" 150 psi @ 73°F (23°C) 826E-005X12C
826-005X6C 1/2 10 | 0 | 085 367.70
826-007X6C 34 6 | 0 (085 402.36| CPVC Elastomer Expansion Joint (=2h
826-010X6C 1 5 | 0 [o085 434.91] o FPDM Bellows Soc
826-012X6C 1-1/4 4 | 0 085 456.80
826-015X6C 1-1/2 4 | 0 |085]| 497.86| 150 psiMaximum Internal Pressure Rating @ 73°F (23°C)
826-020X6C 2 2 | 0 [o85 630.85| [EJ22-007C 3/4 10 [ 0 [ 085 195.59
826-025X6C 2-1/2 1 0 | 085 748.60| [EJ22-010C 1 10| o | o085 22317
826-030X6C 3 1] 0 |085| 869.66| [EJ22-012C 1-1/4 15 | 0 | 085 | 243.85
826-040X6C 4 1] 0 |085| 128263 [Ej22-015C 1112 10 | 0 |085 | 298.73
826-060X6C 6 1 | 0 [085| 1378.79| [EJj22-020C 2 8 | 0 |085 372.84
826-080X6C 8 1] 0 | 085 2615.53| [EJ22-025C 2172 4 | 0 |085| 544.83
826-100X6C 10 1 | 0 [085| 3339.03| [EJj22-030C 3 2 | 0 [085 740.05
826-120X6C 12 1 | o [085| 442950
EPDM O-rings available on special order. Add an "E" preceding the dash (-) separator, e.g. . .
BO6E.005X6C CPVC Elastomer Expansion Joint

with EPDM Bellows SR Fipt - Stainless Steel Collar

CPVC Fabricated Expansion Joints BT 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

12" Travel with Viton® O-rings EJ21-007CSR 3/4 10 [ 0 [ 085 197.81
o o EJ21-010CSR 1 10| 0 |085| 227.48

172" - 2" 235 psi @ 73°F (23°C) EJ21-012CSR 1-1/4 15 0 |o085| 25137

2-1/2" - 12" 150 psi @ 73°F (23°C) EJ21-015CSR 1412 10 | 0 | 085| 32041

826-005X12C 172 10 [ 0 085 374.49] [Ejo10200SR > 8 0 (o085 | 42352

ggg'g%égg 344 g g gg: j‘ég-;‘g EJ21-025CSR 2112 4 | 0 |085| 58817

826-012X12C 1-1/4 2 [0 [o85| 72624 -EI21-0S0CSR 3 2 10 Jo85| 78337

826-015X12C 1112 4 | 0 |085| 575.05

826-020X12C 2 2 | 0 | 085 734.02

826-025X12C 2112 1 [ 0 [085| 1111.23

826-030X12C 3 1 [ 0 |085| 893.04

826-040X12C 4 1 [ 0 |085| 1479.32

826-060X12C 6 1 [ 0 |085| 1629.67
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SPEAHS Schedule 80 CPVC Industrial Products & Accessories
' Pipe Flanges
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Flange Van Stone Style with Plastic Ring (continued)
Flange One Piece Soc
Soc 854-020C 2 10 | 0 | 090 47.11
854-025C 2112 10 | 0 | 090 97.59
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 854-030C 3 10 | o | 090 102.18
851-005C 12 25 [ 0 [ o090 25.53| [854-040C 4 5 | 0 | 090 137.99
851-007C 3/4 25 [ 0 | o090 26.12| [852-050C 5 5 | 0 | 090 235.13
851-010C 1 15 | 0 [ 090 28.52| [854-060C 6 5 | 0 | 090 235.13
851-012C 1-1/4 15 | 0 [ 090 34.81| [854-080C 8 2 | 0 |09 707.48
851-015C 1-1/2 20 [ 0 [o090 38.64| [854-100C 10 2 | 0 |091| 170317
851-020C 2 10 | 0 [ o090 46.77| [854-120C 12 2 | 0 [o091| 255567
851-025C 24112 10 [ 0 [ 090 96.91| [854-140C 14 1| 0 | 091 2879.81
851-030C 3 10 [ 0 [ 090 101.34| [854-160C 16 1| 0 |091| 3599.78
851-040C 4 5 | 0 |09 136.91| [854-180C 18 1] 0 |091| 5843.81
851-050C 5 5 | 0 | 090 250.91
851-060C 6 5 | 0 | 090 233.23 ; iR
e 8 >0 Toso | 357 Erl)?gnge Van Stone Style with Plastic Ring
Flange One Piece 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
Fipt 856-005C 12 25 | 0 | 090 29.72
856-007C 3/4 25 | 0 | 090 31.90
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 856-010C 1 15 | 0 | 090 36.22
852-005C 172 25 | 0 | 090 35.69| [856-012C 1-1/4 15 | 0 | 090 44.82
852-007C 3/4 25 | 0 | 090 43.27| [856-015C 1-1/2 15 | 0 | 090 49.56
852-010C 1 15 | 0 | 090 47.22| [856-020C 2 10 | 0 | 090 69.37
852-012C 1-1/4 15 | 0 | 090 65.54| [856-025C 2-1/2 10 | 0 | 090 108.65
852-015C 1-1/2 20 | 0 | 090 69.38| [856-030C 3 10 | 0 | 090 118.98
852-020C 2 10 | 0 [ 090 70.65| [856-040C 4 5 | o | o090 122.44
852-025C 2-1/2 10 | 0 | 090 114.68| [856-060C 6 4 | 0 |o090 267.33
852-030C 3 10 | 0 | 090 113.79| [856-080C 8 2 | 0 |09 544.91
852-040C 4 5 | 0 | 090 176.90| [856-100C 10 2 | 0 | 091 1829.76
856-120C 12 2 | 0 |091| 274857
856-140CF 14 1 | 0 |097 | 2924.49
. 856-160CF 16 1 | 0 |097 | 3622.66
Blind Flange
1/2" - 12" Molded - 150 psi Maximum Internal Pressure Ratin 73°F (23°C i i i i
14" - 24" Fabricated - Sé)psi Maximum Internal Pressure Rati?]g@@ 73°F( (23%) Flange Van Stone Style with Plastic Solid ng
853-005C 12 25 | 100 | 090 38.27] Soc
gggg%g 344 gg g ggg 21 ‘;g 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
: $854-030C 3 10 | 0 | 090 145.95
853-012C 1-1/4 20 | 0 | 090 58.52 S854-040C 4 5 o 1090 19717
853-015C 1-1/2 15 | 0 | 090 81.90| 3520800 6 4 0 050 33589
853-020C 2 10 | 0 | 090 86.04 S854-080C 8 2 0 | 090 1010.67
853-025C 2-1/2 10 | 0 | 090 130.16| Sgea1000 10 2 0 (o091 | 2433.11
853-030C 3 10 | 0 | 090 161.81 S854-120C 12 2 0 | 091 3650.95
853-040C 4 8 | 0 | 090 219.18
853-060C 6 5 [ 0 |09 367.66| Flange Van Stone Style Class 300 Bolt Pattern
853-080C 8 5 | 0 | 090 681.96 ; ; in Ri
oo9.000% = o Tosr—To0064 I;:?ncated with Plastic Ring
gggjiggp :i f g 83; gggg;g ?:/I)olded with fabricated ring - 150 psi = maximum internal pressure rating @ 73°F (23°
853-160CF 16 1 0 | 097 3722.30 854-005CL300C 1/2 1 25 | 097 195.55
853-180CF 18 1| 0 1097 | 458864 [g54 057CL300C 3/4 1| 25 [ 097 | 261.99
853-200CF 20 1 | 0 [oo7] 4916.88| [z=2510013000 1 T 15 To97 319.46
853-240CF 24 110 [097 | 5982.82] [g54 012CL300C 1-1/4 1 | 15 [ 097 | 339.39
i . . 854-015CL300C 1-1/2 1 20 | 097 352.40
Flange Van Stone Style with Plastic Ring 854-020CL300C 2 1| 10 [097 | 391.46
Soc 854-025CL300C 2-1/2 1 10 | 097 465.81
o , 854-030CL300C 3 1| 10 | 097 506.23
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) 854-040CL300C 4 1 5 | 097 798.35
854-005C 12 25 | 0 | 090 25.70| [854-060CL300C 6 1| 4 | 097 | 1507.56
854-007C 3/4 25 | 0 | 090 26.28| [854-080CL300C 8 1 | 3 | 097 | 1734.73
854-010C 1 15 | 0 | 090 28.70| |854-100CL300C 10 1| 2 |097 | 1961.37
854-012C 1-1/4 15 | 0 | 090 35.04| [854-120CL300C 12 1.1 0 |097 | 2450.34
854-015C 1112 20 | 0 | 090 38.90| |854-140CL300C 14 1| 0 |097 | 272145
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Schedule 80 CPVC Industrial Products & Accessories
Pipe Flanges & Van Stone Style Flange Replacement Split Rings

Pipe Flanges

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each| |PartNumber Size Pk | Cin |Code Each
Flange Van Stone Style Class 300 Bolt Pattern ) o
Fabricated with Plastic Ring (continued) Flange Van Stone Style with Plasic Ring ASTM
Soc Soc x Multi-bolt Pattern Ring
854-160CL300C | G [ 1 [ o Joor| 286352 150 psi Maximum Internal Presure Rating @ 73°F (23°C

. L e M854-020C 2 10 | 0 [ 090 46.20

Flange Van Stone Style with Plastic Ring M854-060C 6 4 | 0 |090| 23513
Fipt M854-080C 8 2 | 0 [090 | 707.48

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

Special Reinforced Flange One Piece

855-005C 1/2 25 | 0 [090 35.93| Threaded EJ“
855-007C 3/4 25 | 0 | 090 43.55|  oR Fipt - Stainless Steel Collar I
ggg:glgg 1_1 i 12 g ggg g;ii 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
855-015C 1172 >0 T o o0 69-87 852-005CSR 1/2 25 | 0 | 096 19.62
8550200 2 70 0 o9 71-18 852-007CSR 3/4 25 | 0 | 096 23.80
855-025C 24112 10 [ 0 [090| 114,60 [022-019CSR 1 151 0 Los6] 2604
855-030C 3 0 o o9 114-60 852-012CSR 1-1/4 15 | 0 | 096 36.03
8550400 a 5 o o090 178-16 852-015CSR 1-1/2 15 | 0 | 096 38.20
855-060C7 3 7 o o090 301-61 852-020CSR 2 10 | 0 | 096 39.13
855-080C7 3 T > 1090 463-57 852-025CSR 2-1/2 10 | 0 | 090 62.96
855-080CF 3 7 >To57 412'05 852-030CSR 3 10 | 0 | 096 62.47

- . 852-040CSR 4 5 0 | 096 117.06
1 - Flange assembled with molded Female Adapter

Van Stone Style Flange Replacement Split Rings
. i Price . i Price
Part Number Size SPtlg '\cﬂ:frtmr (?cl)z(; Each| |Part Number Size %’tl? '\C/I:?rtwr gésdce Each
é%%\x CPVC Flange Replacement Split Rings (continued)
Application & Use of Van Stone Style (. Fggfgggﬁgganges with CP\1/g Rings S — .
Flange Replacement Split Rings . . \&éf’ 854-180-15C 18 T T 0 Toot 89395
Designed for easy Van Stone style flange ring replacement in the event of  [g54-200-1SC 20 1 | 0 | 097 | 5699.04
system modification, repair, or improper assembly without having to remove  [854-240-1SC 24 1| 0 |097| 581339
existing flange hub. Split rings are made as a direct replacement of existing  [Fits 854-xxxC Socket, 855-xxxC Threaded, and 856-xxxC Spigot hub configurations
one-piece rings used on Spears® brand only of Van Stone style flanges with
ANSI Class 150 bolt pattern plastic rings. Remove old ring to be replaced
then simply place the split ring sections around hub and install flange bolts
(not included) through special designed section overlap to hold in position.
Install appropriate user supplied bolts, washers and gasket (see Flange
Gasket and Bolt Hardware Kits in this catalog); torque to specifications
according to normal flange assembly. Split rings are a set of either 2-pieces
or 4-pieces (illustrated) sections depending on size, in regular PVC, Glass
Filled PVC, or CPVC for flange type and sizes listed.
/"":‘
CPVC Flange Replacement Split Rings ”f?g\ }\Tﬁ
. . LI

For Spears® Flanges with CPVC Rings \&«L //3
854-005-1SC 1/2 10 [ 0 | 090 74.62
854-007-1SC 3/4 10 [ 0 | 090 79.21
854-010-1SC 1 10 [ 0 | 090 88.59
854-012-1SC 1-1/4 10 [ 0 | 090 90.31
854-015-1SC 1-1/2 20 | 0 | 090 92.53
854-020-1SC 2 40 [ 0 | 090 122.81
854-025-1SC 2-1/2 10 [ 0 | 090 142.06
854-030-1SC 3 10 [ 0 | 090 157.50
854-040-1SC 4 10 [ 0 | 090 166.80
854-050-1SC 5 5 0 | 090 228.68
854-060-1SC 6 5 0 | 090 270.60
854-080-1SC 8 4 0 | 090 309.16
854-100-1SC 10 4 0 | 091 390.27
854-120-1SC 12 2 0 | 091 483.71
854-140-1SC 14 1 0 | 091 662.55
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Schedule 80 CPVC Industrial Products & Accessories
Flange Insulating Joints & Flange Bolt Kits

Flange Insulating Joints
Part Number Size ?:,ts '\éfrt‘r géice Eggﬁ Part Number Size %E '\é?: gézce Eggﬁ
Flange Insulating Joints - Class 150 Bolt Flange Insulating Joints - Class 300 Bolt
Pattern Pattern
PP Flange Spacer with PVC Bolt Isolators PP Flange Spacer with PVC Bolt Isolators
Size = Nominal Flange Diameter x Thickness (in.) Size = Nominal Flange Diameter x Thickness (in.)
For Dielectric Insulation Between Dissimilar Metal Flanges For Dielectric Insulation Between Dissimilar Metal Flanges
300 psi Maximum Internal Pressure Rating @ 73°F (23°C) 300 psi Maximum Internal Pressure Rating @ 73°F (23°C)
1J-030-010P 3X1 1 0 | 016 437.66| |1J300-030-010P 3X1 1 0 | 016 644.74
1J-040-010P 4X1 1 0 | 016 489.00 1J300-040-010P 4X1 1 0 | 016 717.09
1J-060-010P 6X1 1 0 | 016 581.23 1J300-060-010P 6X1 1 0 | 016 1098.37
1J-080-010P 8X1 1 0 | 016 674.56 1J300-080-010P 8X1 1 0 | 016 1370.26
1J-100-010P 10X1 1 0 | 016 1371.04 1J300-100-010P 10X1 1 0 | 016 2273.20
1J-120-010P 12X1 1 0 | 016 1484.97 1J300-120-010P 12X1 1 0 | 016 2987.23
1J-140-010P 14X1 1 0 | 016 1924.19 1J300-140-010P 14X1 1 0 | 016 3763.17
1J-160-010P 16X1 1 0 | 016 2445.09 1J300-160-010P 16X1 1 0 | 016 4012.77
1J-180-010P 18X1 1 0 | o016 3272.97 1J300-180-010P 18X1 1 0 | 016 5015.00
1J-200-010P 20X1 1 0 | o016 4225.35 1J300-200-010P 20X1 1 0 | 016 5810.30
1J-240-010P 24X1 1 0 | o016 5868.24 1J300-240-010P 24X1 1 0 | 016 7134.02
Flange Bolt Kits
Bolt Kit Selection Guide
Flange | Bolts! | Diameter | Length Hardware Kit Part Number
D:mﬂ @ Size Per Kit | (in.-TPI) (in.) Zinc 316 SS 304 SS
1/2 & 3/4 4 1/2-13 2 HK-005 HK1-005 HK2-005
@ @ 1&1-1/4 4 1/2-13 2-1/4 HK-010 HK1-010 HK2-010
1-1/2 4 1/2-13 2-112 HK-015 HK1-015 HK2-015
2 4 5/8-11 3 HK-020 HK1-020 HK2-020
2-1/2 4 5/8-11 3-1/4 HK-025 HK1-025 HK2-025
Order Gaskets & Bolt Kits Separately 3 4 5/8-11 3112 HK-030 | HK1-030 | HK2-030
« Kit Contains All Bolts, Nuts, & Flat Washers 4 8 5/8-11 3-1/2 HK-040 HK1-040 | HK2-040
for Specified Flange Size 586 8 3/4-10 4 HK-060 | HK1-060 | HK2-060
+ For Connecting Two (2) Mating Spears® Flanges 8 8 3/4-10 4-1/2 HK-080 | HK1-080 | HK2-080
+ Pre-coated, Anti-seize Lubricated Bolts 10&12 12 7/8-9 5 HK-120 | HK1-120 | HK2-120
+ Available in Zinc Coated Steel, Type 304 1 - Each Bolt includes Nut & two (2) Flat Washers
Stainless Steel or Type 316 Stainless Steel
Part Number Size S';ts '\éfrt]r g cfiiz Eggﬁ Part Number Size it;(:l '\(A:fr:r (I;D (')ZZ Eggﬁ
Zinc Plated Steel Flange Bolt Hardware Kits 5 Type 316 Stainless Steel Flange Bolt Hardware Kits
For Connection of 2-Spears® Flanges Inlcudes Bolts, Nuts Q@@ (continued) .
& Flat Washers For Connection of 2-Spears® Flanges Includes Bolts, Nuts & Flat
Washers
HK-005 172 1110 )o17 9:53] [HK1-015 1-1/481-4/2_| 1 | 10 [ 017 45.39
HK-015 1-1/4&1-1/2 | 1 [ 10 [017 17.91] [AK1-025 242 T 70 o017 58.51
HK-020 2 1 10 [o17 23.97| [HK1-030 3 1| 10 [o017 77.20
HK-025 2-1/2 1 10 | 017 28.74 HK1-040 4 1 5 | 017 154.81
HK-030 3 1110 J 017 33.07) [HK1-060 586 1[5 [017] 20191
HK-040 4 115 [o7 68.51) [HK1-080 8 1[0 [017] 25336
:E'ggg 5 g' 6 1 g 81; ;g-gg HK1-120 10 & 12 1] 0 [017] 51545
HK-120 10812 1 [ o [or7| i20.82] 1ype 304 Stainless Steel Flange Bolt Hardware
Type 316 Stainless Steel Flange Bolt Hardware Kits _ ﬁ@@)@
Kits f—m@ For Connection of 2-Spears® Flanges Includes Bolts, Nuts
For Connection of 2-Spears® Flanges Includes Bolts, Nuts (©©  S.F1at Washers
pears® Flanges Includes Bolts, Nuts HK2-005 12 1 [ 10 017 25.02
& Flat Washers HK2-010 3/4 & 1 1 10 | 017 35.69
HK1-005 172 1110 | 017 28.60|  [HK2-015 11481172 | 1 | 10 | 017 42.05
HK1-010 34 &1 1 [ 10 017 41.20] [HK2-020 2 T 70 To17 4946
HK2-025 2-1/2 1 10 | 017 52.44
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Schedule 80 CPVC Industrial Products & Accessories

Flange Bolt Kits & Full-Faced Flange Gaskets ] SPEAHS'

Flange Bolt Kits
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Eagcﬂ Part Number Size Pk | Cin |Code Each
Type 304 Stainless Steel Flange Bolt Hardware Kits Type 304 Stainless Steel Flange Bolt Hardware Kits
(continued) (continued)
For Connection of 2-Spears® Flanges Includes Bolts, Nuts & Flat For Connection of 2-Spears® Flanges Includes Bolts, Nuts & Flat
Washers Washers
HK2-030 3 1 10 | 017 65.12 HK2-080 8 1 0 | 017 180.52
HK2-040 4 1 5 | 017 130.24 HK2-120 10 & 12 1 0 | 017 319.94
HK2-060 5&6 1] 5 [o17| 137.28
Full-Faced Flange Gaskets
Gasket Selection Guide
Flange Bolt Gasket Part Number
Size Holes Buna-N EPDM FKM
12 4 GK1-005 GK2-005 GK3-005
3/4 4 GK1-007 GK2-007 GK3-007
1 4 GK1-010 GK2-010 GK3-010
1-1/4 4 GK1-012 GK2-012 GK3-012
1-112 4 GK1-015 GK2-015 GK3-015
2 4 GK1-020 GK2-020 GK3-020
2-1/2 4 GK1-025 GK2-025 GK3-025
3 4 GK1-030 GK2-030 GK3-030
4 8 GK1-040 GK2-040 GK3-040
Order Gaskets & Bolt Kits Separately 5 8 GK1-050 GK2-050 GK3-050
+ 1/8" Full-Face design with ANSI Class 150 Bolt Patterns 6 8 GK1-060 CK2-060 GKS-060
. o 8 8 GK1-080 GK2-080 GK3-080
* Pressure rated to 150 psi @ 73°F 10 1 GKL-100 GK2-100 GK3-100
* Available in Buna-N, EPDM, or Viton® (FKM) 2 2 GK1-120 GK2-120 GK3-120
Buna-N Full-Faced Flange Gaskets Viton® (FKM) Full-Faced Flange Gaskets
. td | Mstr | Di Price . td | Mstr | Di Price
Part Number Size ?DI? C?n c OZ% Each Part Number Size SPl? C?n COZZ Each
GK1-005 1/2 1 25 | 017 3.06 GK3-005 1/2 1 25 | 017 14.49
GK1-007 3/4 1 25 | 017 3.51 GK3-007 3/4 1 25 | 017 17.20
GK1-010 1 1| 25 [ 017 3.61| |GK3-010 1 1| 25 | 017 19.01
GK1-012 1-1/4 1 25 | 017 3.70 GK3-012 1-1/4 1 5 | 017 21.46
GK1-015 1-1/2 1 25 | 017 3.97 GK3-015 1-1/2 1 25 | 017 27.07
GK1-020 2 1 25 | 017 4.44 GK3-020 2 1 25 | 017 37.84
GK1-025 2-1/2 1 25 | 017 4.88 GK3-025 2-1/2 1 25 | 017 50.61
GK1-030 3 1 25 | 017 7.51 GK3-030 3 1 25 | 017 113.09
GK1-040 4 1 25 | 017 8.40 GK3-040 4 1 25 | 017 130.55
GK1-050 5 1 25 | 017 9.96 GK3-050 5 1 25 | 017 152.19
GK1-060 6 1 25 | 017 10.23 GK3-060 6 1 25 | 017 172.66
GK1-080 8 1 25 | 017 13.49 GK3-080 8 1 25 | 017 245.99
GK1-100 10 1 25 | 017 17.12 GK3-100 10 1 25 | 017 327.20
GK1-120 12 1 25 | 017 23.09 GK3-120 12 1 25 | 017 461.02
EPDM Full-Faced Flange Gaskets
Part Number Size S,;ts '\éfrt]r &Z‘é Eggﬁ
GK2-005 1/2 1 25 | 017 4.06
GK2-007 3/4 1 25 | 017 4.32
GK2-010 1 1 25 | 017 4.51
GK2-012 1-1/4 1 25 | 017 4.74
GK2-015 1-1/2 1 25 | 017 5.09
GK2-020 2 1 25 | 017 6.21
GK2-025 2-1/2 1 25 | 017 7.46
GK2-030 3 1 25 | 017 10.96
GK2-040 4 1| 25 [ o017 12.48
GK2-050 5 1| 25 [ o017 15.61
GK2-060 6 1| 25 [ o017 16.38
GK2-080 8 1| 25 [ o017 21.82
GK2-100 10 1 25 | 017 28.43
GK2-120 12 1 25 | 017 39.12
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Schedule 80 CPVC Industrial Products & Accessories
Gauge Guards

Connections use Spears® Patented Special Reinforced (SR)
Female Threads on Pressure Inlet (1/4" or 1/2")

Pressure Rating
235psi @ 73°F
16 BAR @ 22°C
Maximum Service Temperature
CPVC = 200°F (93°C)
Temp [Pressure De-ratings Apply
Rated for Full Vacuum Service

Gauge Guards are pre-filled with glycerin-water
on units with Factory Installed Gauges.
"No Gauge" units are to be filled by end user.

CPVC GAUGE GUARDS CPVC GAUGE GUARDS (continued)

Size | 1/4" Inlet 172" Inlet Std | Mstr | Disc ’ Size | 1/4" Inlet | 1/2" Inlet Std | Mstr | Disc

Connection Connection Pk | Pk |Code Connection Connection Pk | Pk |Code

PTFE Diaphragm EPDM Diaphragm

NoGauge | C099399%C GO0 99°C | 1 | 18 | 625 | | 0-300psi | G3002-092C | G3002-005C | 1 |18 |625|
030inHg | G3Q¥3-002C CNea®C | 1 | 18 | 625

vispei | CoLot0neC | COIEE0e |y g | s

v | PRI | ORRT [ | e

owp | PRI | ORERT [ | e

od00psi | C1904-002C G104 0a2C | 1 | 18 | 625

ot60psi | C150500%C CIo040aC | 1| 18 | 625

0200psi | G2000-002C GANC | 1| 18 | 625

0300psi | O3000-002C G304 oaC | 1| 18 | 625
Viton® Diaphragm

No Gauge Gosggjggzc Gosgg:ggsc 1|18 | 625

0-30 in-Hg 632\1/2.-2320 63(2)\1/2.-2350 1|18 [ 625

orse | e | i || e

owe | e | TR || es

owe | e | TS |0 | e

0-100 psi G1ggijgg2c 61283:((5)350 1|18 [ 625

0-160 psi G1ggijgg2c 61283:((5)350 1|18 [ 625

0-200 psi nggijggzc nggi:ggsc 1|18 [ 625

0-300 psi Gaggijggzc Gaggi:ggsc 1|18 [ 625
EPDM Diaphragm

Nosauge | 009028070 | G200 [ g [z

030inHg | COQu2002C G3V2-005C | 4 | 18 | 625

orse | s | iR |0 e

I e S R R

ome | T | ToRi 0w e

o100psi | ©1902-002C G1002005C | 1 | 18 | 625

ot60psi | ©1502-00%C G1602005C | 4 | 18 | 625

0200psi | ©2902-002C G2002005C | 4 | 18 | 625
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Schedule 80 CPVC Industrial Products & Accessories
Gauge & Instrument Fittings Schedule 80 Specialty Fittings for Sensor Probes

] SPEARS'

Use with a wide variety of commercial sensor probes including pressure, temperature, pH, ORP (REDOX), Conductivity, Dissolved
Oxygen and other specialty electrodes that are used in industrial, municipal water, wastewater treatment, solid landfills, chemical
manufacturing, electroplating, boilers and cooling towers, pulp and paper, DI water skids, pool & spa and other OEM applications.
Features Spears® patented Special Reinforced (SR) female plastic thread connection that eliminates splitting from inadvertent over
tightening.

®  Centers Probe in Fluid Stream
® Suitable for Horizontal or Vertical Installations
@  Available in 1/2" Through 8" Tee Configuration with 1/2", 3/4" or 1" NPT Connection

S,
Sensor Probe -
Mol ncluded
CPVC Instrument Probe Fittings
. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each
Special Reinforced
803-005CSR 1/2 25 | 0 | 096 10.39
803-095CSR 3/4X1/2X3/4 15 | 0 | 096 15.39
803-007CSR 3/4 15 | 0 | 096 16.49
803-113CSR 1X1/4X1 15 | 0 | 096 46.65
803-122CSR 1X1/2X1 15 | 0 | 096 17.69
803-126CSR 1X3/4X1 15 | 0 | 096 24.77
803-010CSR 1 15 | 0 | 096 19.32
803-142CSR 1-1/4X1/2X1-1/4 10 | 0 | 096 30.56
803-149CSR 1-1/4X3/4X1-1/4 10 | 0 | 096 30.90
803-159CSR 1-1/4X1X1-1/4 10 | 0 | 096 33.91
803-177CSR 1-1/2X1/2X1-112 10 | 0 | 096 34.85
803-188CSR 1-1/2X3/4X1-1/2 10 | 0 | 096 37.33
803-197CSR 1-1/2X1X1-1/2 10 | 0 | 096 37.04
803-221CSR 2X1/2X2 10 | 0 | 096 46.32
803-227CSR 2X3/4X2 10 | 0 | 096 52.05
803-233CSR 2X1X2 10 | 0 | 096 52.62
803-333CSR 3X1/2X3 5 0 | 096 74.33
803-334CSR 3X3/4X3 5 0 | 096 77.62
803-335CSR 3X1X3 5 0 | 096 78.73
803-415CSR 4X1/2X4 4 0 | 096 113.09
803-416CSR 4X3/4X4 4 0 | 096 120.45
803-417CSR 4X1X4 4 0 | 096 122.65
803-523CSR 6X1/2X6 2 0 | 096 237.88
803-524CSR 6X3/4X6 2 0 | 096 245.22
803-525CSR 6X1X6 2 0 | 096 252.35
803-573CSR 8X1/2X8 1 0 | 096 501.20
803-574CSR 8X3/4X8 1 0 | 096 507.38
803-575CSR 8X1X8 1 0 | 096 521.05

Made in the U.S.A.
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SPEAHS Schedule 80 CPVC Industrial Products & Accessories
J True Union 2000 Industrial Ball Valves

Socket Style SR Threaded Style 6" Lever Handle Style

All Valves Assembled with Silicone-Free, Water Soluble Lubricant Note: Standard 6" Valve uses lockout type Lever-Style Handle for proper leverage.
Contact Spears® for Pricing on Custom Elastomer Seals Non-locking T-Handle is more compact, but will increase difficulty of operation.
See Ball Valve Accessories & Repair Kits Section for Additional Options and Features True Union 2000 Industrial Ball Valves have Built-in Handle Lockouts (except 6" T-Handle Option)
Pressure Rating @ 73°F (23°C), Water Maximum Service Temperature
i 235 psi CPVC = 200°F (93°C)
6"-8" 150 psi Temperature/Pressure De-ratings Apply
All Flanged 150 psi Rated for Vacuum Service
CPVC Industrial CPVC Industrial
R . Std | Mstr | Disc - . Std | Mstr | Disc
Size | EPDM Viton® Pk | Pk |Code ’ Size | EPDM Viton® | Pk | Pk |Code
Threaded & Socket Ends Spigot Ends
1829-005C 1839-005C 1827-005C 1837-005C
1/2 62.35 69.28 1] 18 |60 1/2 62.35 69.28 1|18 | 602
1829-007C 1839-007C 1827-007C 1837-007C
3/4 78.52 87.27 118|602 3/4 78.52 87.27 1|18 | 602
1829-010C 1839-010C 1827-010C 1837-010C
1 93.48 103.86 1] 12 |602 1 93.48 103.86 1|12 | 602
1829-012C 1839-012C 1827-012C 1837-012C
1-1/4 148.61 165.17 1] 8 [602 1-1/4 148.61 165.17 1] 8 |602
1829-015C 1839-015C 1827-015C 1837-015C
1-1/2 156.95 174.39 1] 8 |60 1-1/2 156.95 174.39 1] 8 |82
1829-020C 1839-020C 1827-020C 1837-020C
2 209.90 241.30 1] 4 |60 2 209.90 241.30 1] 4 |82
Socket Ends 21/2 1827-025C 1837-025C 1 0 603
2:1/2 1822-025C 1832-025C 1 1 o leos 470.62 522.88
= 470.62 522.88 3 1827-030C 1837-030C 1 o | 603
3 1822-030C 1832-030C 1 | o leos 550.26 611.45
550.26 611.45 4 1827-040C 1837-040C 1 o | 603
4 1822-040C 1832-040C 1 | o leos 997.11 1107.88
997.11 1107.88 6 1827-060C 1837-060C 1 o | 613
6 1822-060C 1832-060C 1 o lems 2122.69 2358.38
2122.69 2358.38 FIanged Ends
1822-080C 1832-080C 1823-005C 1833-005C
8 2823.20 3136.67 110|613 112 105.79 108.07 18|60
8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters. 3/4 1823-007C 1833-007C 1 8 | 602
Threaded Ends TE310C TBR10C
2-1/2 18 0eoC R 1| 0o |03 1 148.45 157.59 18|60
- - 1823-012C 1833-012C
1821-030C 1831-030C 1-1/4 1| 8 | 602
3 1 0 | 603 221.81 229.60
550.26 611.45 1823-015C 1833-015C
1821-040C 1831-040C 1-1/2 ) ) 1| 4 | 602
4 99711 1107.88 1 0 | 603 243.98 252.11
- . 1823-020C 1833-020C
1821-060C 1831-060C 2 1 0 | 602
6 2122.69 2358.38 1 0 | 613 339.51 404.35
: : 1823-025C 1833-025C
SR Threaded Encﬁm 005CSR 1831-005CSR 2112 £33.67 760.61 i
12 - - 1118 | 602 1823-030C 1833-030C
/ 18216?)§$CSR 18317‘?)':7QCSR 3 32670 783 i
3/4 - - 1118 | 602 1823-040C 1833-040C
/ 18218((1)-19 0708R 18318?)'17 (;CSR 4 162528 1090.28 B
1 - - 11 12 | 602 1823-060C 1833-060C
18219?)-19 23CSR 1831 O(fiz?:SR 6 0153 3599.57 B
11/4 - - 11 8 | 602 1823-080C 1833-080C
l 155.96 172.52 8 4604.22 4787.M 1 0 | 613
1-1/2 182];11 85?SR 183} -8021 ggSR 1 8 | 602 8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters.
2 1821-020CSR 1831-020C5R | | | 4 |eoz| CPVC 6"Industrial T-Handle Valve Option (Non-
218.45 249.85 Locking) NOTICE: T-Handle is more compact, but will
2.1/2 1821-025CSR 1831-025CSR 1 1 o |60 ) e ”
493.60 545.85 greatly increase difficulty of operation.
1821-030CSR 1831-030CSR . ) Std | Mstr | Disc
3 573.23 634.41 T |0 |63 ’ Size EPDM ‘ Viton® Pk | Pk |Code
4 1821-040CSR 1831-040CSR 1 | o |eo3| SocketEnds
1023.91 1134.72 6 18226-060C 18326-060C
6 1821-060CSR 1831-060CSR 1 1o 613 2122.69 2358.38 1 0 | 613
2180.86 2416.54
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial Ball Valves & True Union 2000 Industrial Vented/Bleach Ball Valves

] SPEAHS'

True Union 2000 Industrial Ball Valves
CPVC 6" Industrial T-Handle Valve Option (Non-
Locking) NOTICE: T-Handle is more compact, but will
freatly increase difficulty of operation.

. ) Std | Mstr | Disc
Size | EPDM | Viton® Pk | Pk |Code
Threaded Ends
18216-060C 18316-060C
6 | 2122.69 2358.38 | ! | 0 |613|
SR Threaded Ends
18216-060CSR 18316-060CSR
6 | 2180.86 2416.54 | ! | 0 |613|
Flanged Ends
18236-060C 18336-060C
6 3461.83 3509.57 | ! | 0 |613|

CPVC True Union 2000 Industrial Vented/Bleach Ball

True Union 2000 Industrial Vented/Bleach Ball Valves

Pressure Rating @ 73°F (23°C), Water

12" - 4" 235 psi
6" 150 psi
Flanged 150 psi

Same True Union 2000 Industrial Ball Valve with Special Ball Vent Design for Sodium Hypochlorite
(Bleach) and other Chemical Applications where entrapped fluids may form caustic crystalline residues and
pressure build up from gases developed. Valve has a 1/8" vent hole in ball to equalize internal fluid

All Valves assembled with Silicone-Free, Water Soluble Lubricant

pressures. Install valve with ball vent on the pressure (upstream) side when in closed position.

Contact Spears® for Pricing & Availability on Custom Elastomer Seals. See Ball Valve Accessories &
Repair Kits Section for Additional Options and Features

CPVC True Union 2000 Industrial Vented/Bleach Ball

Valves Valves (continued)

. ) Std | Mstr | Disc . . Mstr | Disc
| Size EPDM Viton® Pk | Pk | Code ‘ Size | EPDM Viton® Pk | Code
Threaded & Socket Ends SR Threaded Ends
Threaded End Connectors available on request 2 1821V-020CSR 1831V-020CSR 4 | 602

257.01 293.94
12 1829V-005C 1839V-005C 1 | 18 [ 602
73.34 81.50 1821V-025CSR 1831V-025CSR
2-1/2 580.70 642.17 0 | 603
3/4 1829V-007C 1839V-007C 1 | 18 | 602 . .
92.37 102.67 3 1821V-030CSR 1831V-030CSR o | 603
1 1829V-010C 1839V-010C 1 | 12 | 602 674.40 746.37
109.98 122.19 4 1821V-040CSR 1831V-040CSR o | 603
1204.61 1334.97
11/4 1829V-012C 1839V-012C ] s | 602
174.84 194.34 Flanged Ends
1829V-015C 1839V-015C 1823V-005C 1833V-005C
1-1/2 184.65 205.16 1] 8 |602 1/2 124.45 127.13 8 | 602
1829V-020C 1839V-020C 1823V-007C 1833V-007C

2 246.96 283.87 1] 4 |60 3/4 152.56 158.93 8 | 602

Socket Ends 1 1823V-010C 1833V-010C 8 | 602
2-1/2 1822V-025C 1832V-025C 1 [ o [eo0s 174.65 185.40
553.67 615.13 1-1/4 1823V-012C 1833V-012C s | 602
3 1822V-030C 1832V-030C 1 1 o |63 260.96 270.11
647.37 719.33 1-1/2 1823V-015C 1833V-015C 4 | 602
4 1822V-040C 1832V-040C 1 | o 603 287.03 296.61
1173.05 1303.40 2 1823V-020C 1833V-020C o | 602
6 1822V-060C 1832V-060C 1 1 o le13 399.43 475.69
2497.30 2774.57 2-1/2 1823V-025C 1833V-025C o | 603
SR Threaded Ends TV 03| TE38V-033C
1/2 1821\7/;0215CSR 1831;’;0;’30% 1| 18 | 602 3 1090.23 1115.07 0 [603
- - 1823V-040C 1833V-040C
3/4 1821V-007CSR 1831V-007CSR 1 1 18 | 602 4 1988.55 1988.57 0 |e603
95.27 105.52 1823V-060C 1833V-060C
1821V-010CSR 1831V-010CSR 6 A A 0 | 613
1 112.83 125.04 1|12 | 602 4234.79 4234.79
1821V-012CSR 1831V-012CSR
1-1/4 183.46 202.97 1] 8 |602
1821V-015CSR 1831V-015CSR
1-1/2 193.94 214.44 i
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SPEAHS'

Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial 3-Way Ball Valves

Pressure Rating @ 73°F (23°C), Water
12"-2"

235 psi
21/2"- 4" 150 psi
Flanged 150 psi

Maximum Service Temperature

Temperat

CPVC = 200°F (93°C)
ure/Pressure De-ratings Apply

Vertical 3-Way or Horizontal Diverter Design

All Stand:
All Valves

(No Branch Shut-off)
ard Carton Quantities are one
assembled with Silicone-Free,

Water Soluble Lubricant

See Ball Valve

Accessories & Repair Kits Section

for Additional Options and Features

Ball Port Options

Vertical

.

Horizontal Diverter Valve

fogle | omote | foPle | T-port LPort | T-Port
Ball port options viewed from top of valve
Vertical 3-Way Valve
CPVC Horizontal Diverter Ball Valves
Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
Size Ball Part # Part # Part # Part # Part # Part # Part # Part # Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 5022L1-005C 5021L1-005CSR 5027L1-005C 5023L1-005C 5032L1-005C 5031L1-005CSR 5037L1-005C 5033L1-005C 617
12 149.93 154.69 149.93 306.09 162.43 169.83 162.43 319.73
T-Port 502271-005C 5021T1-005CSR 502771-005C 5023T1-005C 5032T1-005C 5031T1-005CSR 5037T1-005C 5033T1-005C 617
149.93 154.69 149.93 306.09 162.43 169.83 162.43 319.73
L-Port 5022L1-007C 5021L1-007CSR 5027L1-007C 5023L1-007C 5032L1-007C 5031L1-007CSR 5037L1-007C 5033L1-007C 617
3/4 178.71 184.65 178.71 320.24 192.37 198.29 192.37 338.01
T-Port 502271-007C 5021T1-007CSR 502771-007C 502371-007C 5032T1-007C 5031T1-007CSR 5037T71-007C 503371-007C 617
178.71 184.65 178.71 320.24 192.37 198.29 192.37 338.01
L-Port 5022L1-010C 5021L1-010CSR 5027L1-010C 5023L1-010C 5032L1-010C 5031L1-010CSR 5037L1-010C 5033L1-010C 617
1 216.71 222.50 216.71 456.32 238.78 244.53 238.78 498.95
T-Port 502271-010C | 5021T1-010CSR | 5027T1-010C 5023T1-010C 5032T71-010C | 5031T1-010CSR | 5037T1-010C 5033T1-010C 617
216.7 222.50 216.71 456.32 238.78 244.53 238.78 498.95
L-Port 5022L1-012C 5021L1-012CSR 5027L1-012C 5023L1-012C 5032L1-012C 5031L1-012CSR 5037L1-012C 5033L1-012C 617
1-1/4 251.13 262.48 251.13 863.30 281.56 294.40 281.56 914.49
T-Port 502271-012C 5021T1-012CSR 502771-012C 502371-012C 5032T1-012C 5031T1-012CSR 5037T71-012C 503371-012C 617
251.13 262.48 251.13 863.30 281.56 294.40 281.56 914.49
L-Port 5022L1-015C 5021L1-015CSR 5027L1-015C 5023L1-015C 5032L1-015C 5031L1-015CSR 5037L1-015C 5033L1-015C 617
1412 293.76 312.67 293.76 889.44 321.52 340.47 321.52 930.10
T-Port 502271-015C 5021T1-015CSR 502771-015C 5023T1-015C 5032T1-015C 5031T1-015CSR 5037T71-015C 503371-015C 617
293.76 312.67 293.76 889.44 321.52 340.47 321.52 930.10
L-Port 5022L1-020C 5021L1-020CSR 5027L1-020C 5023L1-020C 5032L1-020C 5031L1-020CSR 5037L1-020C 5033L1-020C 617
2 360.38 379.24 360.38 1154.90 420.01 440.54 420.01 1212.98
T-Port 502271-020C 5021T1-020CSR 502771-020C 5023T1-020C 5032T1-020C 5031T1-020CSR 503771-020C 503371-020C 617
360.38 379.24 360.38 1154.90 420.01 440.54 420.01 1212.98
L-Port 5022L1-025C 5021L1-025CSR 5027L1-025C 5023L1-025C 5032L1-025C 5031L1-025CSR 5037L1-025C 5033L1-025C 617
2-1/2 1214.79 1267.78 1214.79 2027.88 1291.65 1344.84 1291.65 2376.52
T-Port 5022T1-025C | 5021T1-025CSR | 5027T1-025C 5023T1-025C 5032T1-025C | 5031T1-025CSR | 5037T1-025C 5033T1-025C 617
1214.79 1267.78 1214.79 2027.88 1291.65 1344.84 1291.65 2376.52
L-Port 5022L1-030C 5021L1-030CSR 5027L1-030C 5023L1-030C 5032L1-030C 5031L1-030CSR 5037L1-030C 5033L1-030C 617
3 1239.48 1295.26 1239.48 2055.21 1311.88 1365.06 1311.88 2387.47
T-Port 502271-030C 5021T1-030CSR 502771-030C 5023T1-030C 5032T1-030C 5031T1-030CSR 5037T1-030C 5033T1-030C 617
1239.48 1295.26 1239.48 2055.21 1311.88 1365.06 1311.88 2387.47
L-Port 5022L1-040C 5021L1-040CSR 5027L1-040C 5023L1-040C 5032L1-040C 5031L1-040CSR 5037L1-040C 5033L1-040C 617
4 2244.79 2305.50 2244.79 2984.98 2270.14 2330.97 2270.14 3262.61
T-Port 502271-040C 5021T1-040CSR 502771-040C 5023T1-040C 5032T1-040C 5031T1-040CSR 5037T1-040C 5033T1-040C 617
2244.79 2305.50 2244.79 2984.98 2270.14 2330.97 2270.14 3262.61
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial 3-Way Ball Valves

CPVC Vertical 3-Way Ball Valves

SPEnRS'

Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
Size Ball Part # Part # Part # Part # Part # Part # Part # Part # Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 4722L1-005C | 4721L1-005CSR | 4727L1-005C 4723L1-005C 4732L1-005C | 4731L1-005CSR | 4737L1-005C 4733L1-005C 617
149.09 151.55 149.09 308.05 161.43 163.89 161.43 319.26
Double | 4722L2-005C | 4721L2-005CSR | 4727L2-005C 47231.2-005C 4732L2-005C | 4731L2-005CSR | 4737L2-005C 4733L2-005C 617
12 L-Port 297.04 299.33 297.04 456.00 309.38 311.69 309.38 467.03
Triple 4722L3-005C | 4721L3-005CSR | 4727L3-005C 4723L3-005C 4732L3-005C | 4731L3-005CSR | 4737L3-005C 4733L3-005C 617
L-Port 297.04 299.33 297.04 456.00 309.38 311.69 309.38 467.03
T-Port 4722T1-005C | 4721T1-005CSR | 4727T1-005C 4723T1-005C 4732T1-005C | 4731T1-005CSR | 4737T1-005C 4733T1-005C 617
149.09 151.55 149.09 308.05 161.43 163.89 161.43 319.26
L-Port 4722L1-007C | 4721L1-007CSR | 4727L1-007C 4723L1-007C 4732L1-007C | 4731L1-007CSR | 4737L1-007C 4733L1-007C 617
174.94 181.01 174.94 323.53 190.57 196.65 190.57 337.18
Double | 4722L2-007C | 4721L2-007CSR | 4727L2-007C 4723L2-007C 4732L2-007C | 4731L2-007CSR | 4737L2-007C 4733L2-007C 617
3/4 L-Port 322.87 328.62 322.87 471.32 338.50 344.43 338.50 484.96
Triple 4722L3-007C | 4721L3-007CSR | 4727L3-007C 4723L3-007C 4732L3-007C | 4731L3-007CSR | 4737L3-007C 4733L3-007C 617
L-Port 322.87 328.62 322.87 471.32 338.50 344.43 338.50 484.96
T-Port 472271-007C 4721T1-007CSR 4727T1-007C 4723T1-007C 4732T1-007C 4731T1-007CSR 4737T1-007C 4733T1-007C 617
174.94 181.01 174.50 323.53 190.57 196.65 190.57 337.18
L-Port 47221.1-010C 472111-010CSR 47271L1-010C 4723L1-010C 4732L1-010C 4731L1-010CSR 4737L1-010C 4733L1-010C 617
212.62 218.55 212.62 461.43 236.81 242.73 236.81 499.44
Double | 4722L2-010C | 4721L2-010CSR | 4727L2-010C 472312-010C 4732L2-010C | 4731L2-010CSR | 4737L2-010C 473312-010C 617
1 L-Port 360.54 366.47 360.54 609.36 384.57 390.52 384.57 647.38
Triple 47221.3-010C | 4721L3-010CSR | 4727L3-010C 472313-010C 4732L3-010C | 4731L3-010CSR | 4737L3-010C 4733L3-010C 617
L-Port 360.54 366.47 360.54 609.36 384.57 390.52 384.57 647.38
T-Port 472271-010C | 4721T1-010CSR | 4727T1-010C 4723T1-010C 4732T71-010C | 4731T1-010CSR | 4737T1-010C 473371-010C 617
212.62 218.55 212.62 461.43 236.81 242.73 236.81 499.44
L-Port 4722L1-012C | 4721L1-012CSR | 4727L1-012C 4723L1-012C 4732L1-012C | 4731L1-012CSR | 4737L1-012C 4733L1-012C 617
257.21 269.05 257.21 869.87 303.12 314.97 303.12 920.06
Double | 4722L2-012C | 4721L2-012CSR | 4727L2-012C 4723L2-012C 4732L2-012C | 4731L2-012CSR | 4737L2-012C 4733L2-012C 617
1-1/4 L-Port 404.98 416.83 404.98 1017.66 450.89 463.57 450.89 694.13
Triple 4722L3-012C | 4721L3-012CSR | 4727L3-012C 4723L3-012C 4732L3-012C | 4731L3-012CSR | 4737L3-012C 4733L3-012C 617
L-Port 404.98 416.83 404.98 1017.66 450.89 463.57 450.89 1067.84
T-Port 4722T71-012C | 4721T1-012CSR | 4727T1-012C 4723T1-012C 4732T1-012C | 4731T1-012CSR | 4737T1-012C 473371-012C 617
257.21 269.05 257.21 869.87 303.12 314.97 303.12 920.06
L-Port 47221.1-015C 472111-015CSR 472711-015C 4723L1-015C 4732L1-015C 4731L1-015CSR 4737L1-015C 4733L1-015C 617
297.35 316.45 297.35 902.31 325.99 345.07 325.99 930.10
Double 47221.2-015C 4721L2-015CSR 4727L2-015C 4723L2-015C 4732L.2-015C 4731L2-015CSR 4737L2-015C 4733L2-015C 617
112 L-Port 445.32 464.22 445.32 1050.05 473.95 530.69 473.95 1078.04
Triple 47221.3-015C | 4721L3-015CSR | 4727L3-015C 472313-015C 4732L3-015C | 4731L3-015CSR | 4737L3-015C 4733L3-015C 617
L-Port 445.32 464.22 445.32 1050.05 473.95 530.69 473.95 1078.04
T-Port 472271-015C | 4721T1-015CSR | 4727T1-015C 4723T1-015C 4732T1-015C | 4731T1-015CSR | 4737T1-015C 473371-015C 617
297.35 316.45 297.35 902.31 325.99 345.07 325.99 930.10
L-Port 4722L1-020C | 4721L1-020CSR | 4727L1-020C 4723L1-020C 4732L1-020C | 4731L1-020CSR | 4737L1-020C 4733L1-020C 617
364.84 385.39 364.84 1162.79 423.57 44414 423.57 1214.14
Double | 4722L2-020C | 4721L2-020CSR | 4727L2-020C 472312-020C 4732L2-020C | 4731L2-020CSR | 4737L2-020C 4733L2-020C 617
2 L-Port 512.63 533.34 512.63 1266.31 571.37 591.91 571.37 1362.07
Triple 47221.3-020C | 4721L3-020CSR | 4727L3-020C 4723L3-020C 4732L3-020C | 4731L3-020CSR | 4737L3-020C 4733L3-020C 617
L-Port 512.63 533.34 512.63 1266.31 571.37 591.91 571.37 1362.07
T-Port 4722T1-020C | 4721T1-020CSR | 4727T1-020C 4723T1-020C 4732T1-020C | 4731T1-020CSR | 4737T1-020C 473371-020C 617
364.84 385.39 364.84 1162.79 423.57 44414 423.57 1214.14
L-Port 4722L1-025C | 4721L1-025CSR | 4727L1-025C 4723L1-025C 4732L1-025C | 4731L1-025CSR | 4737L1-025C 4733L1-025C 617
1283.10 1336.23 1283.10 2036.60 1297.56 1350.72 1297.56 2373.81
Double | 4722L2-025C | 4721L2-025CSR | 4727L2-025C 4723L.2-025C 4732L2-025C | 4731L2-025CSR | 4737L2-025C 4733L2-025C 617
2.1/2 L-Port 1430.86 1466.88 1430.86 2184.56 1445.35 1498.51 1445.35 2521.59
Triple 472213-025C | 4721L3-025CSR | 4727L3-025C 4723L3-025C 4732L3-025C | 4731L3-025CSR | 4737L3-025C 4733L3-025C 617
L-Port 1430.86 1466.88 1430.86 2184.56 1445.35 1498.51 1445.35 2521.59
T-Port 472271-025C | 4721T1-025CSR | 4727T1-025C 4723T1-025C 4732T1-025C | 4731T1-025CSR | 4737T1-025C 473371-025C 617
1283.10 1336.23 1283.10 2036.60 1297.56 1350.72 1297.56 2373.81
L-Port 4722L1-030C | 4721L1-030CSR | 4727L1-030C 4723L1-030C 4732L1-030C | 4731L1-030CSR | 4737L1-030C 4733L1-030C 617
1309.41 1362.57 1309.41 2064.94 1320.95 1374.27 1320.95 2389.44
Double | 4722L2-030C | 4721L2-030CSR | 4727L2-030C 472312-030C 473212-030C | 4731L2-030CSR | 4737L2-030C 473312-030C 617
3 L-Port 1457.21 1493.23 1457.21 2212.69 1468.87 1522.04 1468.87 2537.21
Triple 4722L3-030C | 4721L3-030CSR | 4727L3-030C 4723L3-030C 4732L3-030C | 4731L3-030CSR | 4737L3-030C 4733L3-030C 617
L-Port 1457.21 1493.23 1457.21 2212.69 1468.87 1522.04 1468.87 2537.21
T-Port 4722T71-030C | 4721T1-030CSR | 4727T1-030C 4723T1-030C 4732T71-030C | 4731T1-030CSR | 4737T1-030C 473371-030C 617
1309.41 1362.57 1309.41 2064.94 1320.95 1374.27 1320.95 2389.44
L-Port 4722L1-040C | 4721L1-040CSR | 4727L1-040C 4723L1-040C 4732L1-040C | 4731L1-040CSR | 4737L1-040C 4733L1-040C 617
2263.39 2324.11 2263.39 3031.56 2285.43 2346.16 2285.43 314412
Double | 4722L.2-040C | 4721L2-040CSR | 4727L2-040C 4723L2-040C 4732L2-040C | 4731L2-040CSR | 4737L2-040C 4733L2-040C 617
4 L-Port 2411.15 2471.88 2411.15 3149.70 2433.21 2493.94 2433.21 3291.89
Triple 47221.3-040C | 4721L3-040CSR | 4727L3-040C 4723L.3-040C 4732L3-040C | 4731L3-040CSR | 4737L3-040C 4733L3-040C 617
L-Port 2411.15 2471.88 2411.15 3149.70 2433.21 2493.94 2433.21 3291.89
T-Port 472271-040C 4721T1-040CSR 472771-040C 4723T1-040C 4732T1-040C 4731T1-040CSR 4737T1-040C 4733T1-040C 617
2263.39 232411 2263.39 3031.56 2285.43 2346.16 2285.43 314412
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Schedule 80 CPVC Industrial Products & Accessories
Tee-Style "Zero Dead-Leg" Ball Valves

=3

Valves are produced to order in Ball Valve sizes 1/2" - 2". Tee Valves can be custom produced in any
standard Tee and Valve size combination.

Pressure Rating @ 73°F (23°C), Water

Valve Sizes 1/2" - 2" (20mm - 63mm) = 235 psi
Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Additional Notes

The Tee Valve is assembled with socket end connector. Tee Valves are a non-stock configuration. All
orders are non-cancelable, non-returnable.

CPVC CPVC Metric (continued)
| Size | epom Viton® S [hstr| e | size | epom Viton® S TMstr | Dise
Mainline Socket Tee x Valve Socket Mainline Socket Tee x Valve Socket

12| e | [ [ [ | [ 25 | e | e [T Ta
O e i R P T -l e e KR N
1| meene | el |y | [ a0 | e | semc [T
2| e e [ [ [ s | e | [T o
3/4X1/2 18232;.-;5010 183;9501.-11101C 1 |12 | 264 63 18292%1()!\./22630 1839:3%15’\./'(;363(:: 1 s | 004
Xtz | e e e

X3la | EC | e e

taaxi | 18Z0I166C | 183%01986C | 4 | g | 264

taaxys | 18Z0IIGTC | 183F0IETC | 4 | 8 | 264

XY | e | e

x| 18201209C | 183901209C | 4 | g | 264

tazxys | 1829012100 | 183901°210C | 4 | g | 264

oKt | e T [ e

2z | T e T e

24| R e T e

21| TR | T e

R I K D

stz | RS o

1| T | e o

stz | T | [ o

e | e | e [ o

axi_ | e | o

axirz | T O T o

axa | TR | O T o

ox2 | ST | TS v o

axe | T | o
CPVC Metric
| Size | EPDM | Viton® | e ggfj‘;|
Mainline Socket Tee x Valve Socket
| 20 | 18292(;181\./;3200 | 18392(210“./!‘-;)200 | 4 | 8 |264|
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] SPEAHS'

Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Standard Ball Valves

Pressure Rating @ 73°F (23°C), Water

1/2"-2" = 235psi
2-1/2"-4" = 150 psi
Flanged = 150 psi

Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply
All Valves Assembled with Silicone-Free, Water Soluble Lubricant
See Ball Valve Accessories & Repair Kits Section for Additional Options and Features

Socket Style
CPVC Standard CPVC Standard (continued)
R . Std | Mstr | Disc . . Std | Mstr | Disc
Size EPDM Viton® Pk | Pk |Code ‘ Size EPDM Viton® Pk | Pk |Code
Socket & Threaded Ends Spigot Ends
3629-005C 3639-005C 3627-025C 3637-025C
1/2 49.86 55.44 118|610 2-1/2 376.49 418.30 o |en
3629-007C 3639-007C 3627-030C 3637-030C
3/4 62.82 69.82 118|610 3 440.22 489.16 o |en
3629-010C 3639-010C 3627-040C 3637-040C
1 74.79 83.10 112610 4 797.68 886.31 o |en
1-1/4 3629-012C 3639-012C 1 8 | 610 Flanged Ends
118.90 13215 12 3623-005C 3633-005C 1 1 s let0
1 '1/2 3629-015C 3639-015C 1 8 610 84.63 86.46
125.55 139.51 3623-007C 3633-007C
3/4 1] 8 |610
2 3629-020C 3639-020C 1 4 610 103.73 108.11
167.94 193.05 1 3623-010C 3633-010C 1 | s |e0
Socket Ends 118.76 126.07
3622-025C 3632-025C 3623-012C 3633-012C
2-1/2 376.49 418.30 10 [en 1-1/4 177.45 183.67 1] 4|60
3622-030C 3632-030C 3623-015C 3633-015C
3 440.22 489.16 10 [en 1-1/2 195.20 201.69 1] 4|81
3622-040C 3632-040C 3623-020C 3633-020C
4 797.68 886.31 10 |en 2 271.61 323.47 1] 0|61
Threaded Ends 2112 3623-025C 3633-025C T o lei
2.1/2 3621-025C 3631-025C 1 1 o e 506.94 608.49
- 376.49 418.30 3 3623-030C 3633-030C 1 0 | 611
3 3621-030C 3631-030C 1 1 o e 695.02 758.27
440.22 489.16 4 3623-040C 3633-040C 1 o | 611
4 3621-040C 3631-040C 1 1 o e 1300.23 1352.23
797.68 886.31
SR Threaded Ends
3621-006CSR 3631-006CSR
1/2 50.67 56.23 1] 18 |610
3621-007CSR 3631-007CSR
3/4 64.80 71.78 118610
3621-010CSR 3631-010CSR
1 76.73 85.01 118610
3621-012CSR 3631-012CSR
1-1/4 124.77 138.00 1]12]610
3621-015CSR 3631-015CSR
1-1/2 131.26 145.80 118 [610
3621-020CSR 3631-020CSR
2 174.74 199.87 118 [610
3621-025CSR 3631-025CSR
2-1/2 394.87 436.69 10 [en
3621-030CSR 3631-030CSR
3 458.59 507.54 10 [en
3621-040CSR 3631-040CSR
4 819.15 908.47 1o |
Spigot Ends
3627-005C 3637-005C
1/2 49.86 55.44 1] 18610
3627-007C 3637-007C
3/4 62.82 69.82 1] 18610
3627-010C 3637-010C
1 74.79 83.10 1] 12610
3627-012C 3637-012C
1-1/4 118.90 132.15 L
3627-015C 3637-015C
1-1/2 125.55 139.51 1] 8 |610
3627-020C 3637-020C
2 167.94 193.05 1] 8 |610
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SPEARS Schedule 80 CPVC Industrial Products & Accessories
J True Union 2000 Industrial Retrofit Ball Valves - Replaces Other Brand Valves

BALL VALVE FOR

Complete universal replacement valve for
4 k REPLACEMENT

domestic and import CPVC valve. See
separate catalog listing for retrofit
replacement of older Spears® valves.

Retrofit valve consists of Spears®
Industrial True Union 2000 Ball Valve ————o | ] PIPE LAYING LENGTH
supplied with factory installed extended- - _______ ._._._.-

socket end connectors. Simply cut out old E = g AFTER CUTTING
valve to specified dimensions and install | ) |

Retrofit Valve end connectors.

Pressure Rating @ 73°F (23°C), Water
1/2"- 4" = 235 psi

All Valves Assembled with Silicone-Free, —
Water Soluble Lubricant [ = = . TRUE UNION 2000

j I S — i I [ INDUSTRIAL BALL
Suitable for Vacuum Service Jf_ l —H + IF |_ % _} VALVE INSTALLED
Retrofit End Connector Sets without \‘E_w WITH RETROFIT KIT

valve are also available - See

Industrial Valve Ball Valve Accessories & Repair Kits size 1" 3 1 | 10 ) 2112 3 4

L 429132  5-7/16 | 6-3/32 | 7-1/4 | 7-1/2 |8-17/32 | 10-3/4 | 11-7/16 |14-15/16

CPVC - Socket Ends

Size EPDM Viton® ol | Metr | Disc
1/2 1822;;05050 18355.-2%05(: 1 18 | 602
3/4 1823;;_)02070 1835;\’.-20707C 1 18 | 602
1| Rees | wueeme [ e
i | g | a0 e
2 |G R | e
2 | wgmme | wwmec | e
22 | "Re | EEEe o
3| g | mwmene [ o
o | | e e
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Schedule 80 CPVC Industrial Products & Accessories SPEﬂHS
True Union 2000 Industrial Retrofit Ball Valves - Replaces Spears® "Regular Style" Valves '

Complete replacement valve for older

Spgars® 2300 Series Regular True BALL VALVE FOR
Union Ball Valves. See separate REPLACEMENT
catalog listing for replacement of other
brand valves. ‘
Retrofit valve consists of Spears® <—— OVERALL
Industrial True Union 2000 Ball Valve
supplied  with  factory installed
extended-socket end  connectors. PIPE LAYING LENGTH
Simply cut out old valve to specified AFTER CUTTING
dimensions and install Retrofit Valve
end connectors.
Pressure Rating @ 73°F (23°C),
Water
12"-4" 235 psi
All Valves Assembled with Silicone- TRUE UNION 2000
Free, INDUSTRIAL BALL
Water Soluble Lubricant VALVE INSTALLED
Sui . - WITH RETROFIT KIT
uitable for Vacuum Service |
Retrofit End Connector Sets without Size 102 34 1 1-1/4 112 2 2.112 3 4
Industrial Valve valve are also a\{ailable - Sge )
Ball Valve Accessories & Repair Kits L | 5506 | 614 |61116| 718 | 836 |sa5i16| 12 |12:116 | 133116
CPVC - Socket Ends
. ) Std | Mstr | Disc
Size EPDM Viton® Pk | Pk | Code
1822RS-005C 1832RS-005C
172 62.35 69.28 118|602
1822RS-007C 1832RS-007C
3/4 78.52 87.27 1| 18| 602
1822RS-010C 1832RS-010C
1 93.48 103.86 1| 12 | 602
1822RS-012C 1832RS-012C
1-1/4 148.61 165.17 1] 8 [602
1822RS-015C 1832RS-015C
1-1/2 156.95 174.39 1] 8 [602
1822RS-020C 1832RS-020C
2 209.90 241.30 T4 |62
1822RS-025C 1832RS-025C
2-1/2 470.62 522.88 L
1822RS-030C 1832RS-030C
3 550.26 611.45 1]0 [603
1822RS-040C 1832RS-040C
4 997.11 1107.88 1]0 [603
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True Union 2000 Standard Retrofit Ball Valves - Replaces Other Brand Valves

Schedule 80 CPVC Industrial Products & Accessories

Replaces Spears® "Regular Style" Valves

True Union 2000 Standard Retrofit Ball Valves - Replaces Other Brand Valves & True Union 2000 Standard Retrofit Ball Valves -

Complete universal replacement valve for
domestic and import CPVC valve. See

separate catalog listing for retrofit BALL VALVE FOR
replacement of older Spears® valves. REPLACEMENT
Retrofit valve consists of Spears®
Standard True Union 2000 Ball Valve
supplied with factory installed extended-
socket end connectors. Simply cut out old | PIPE LAYING LENGTH
valve to specified dimensions and install [~ | ]
Retrofit Valve end connectors. I TR — AFTER CUTTING
Pressure Rating @ 73°F (23°C), Water I _|
12"-2" 235 psi L
2-1/2"- 4" 150 psi
All Valves Assembled with Silicone-Free,
Water Soluble Lubricant. |
Suitable for Vacuum Service. — LAC R — TRUE UNION 2000
Retrofit End Connector Sets without valve l —-—l— - —I—| —]-JI |—-—-—“—- Vﬂ%héomgefﬂlgb
are also available - See Ball Valve - \‘Ekfﬁa) WITH RETROFIT KIT
Accessories & Repair Kits !
Standard Valve
ISize | 12 | 34 | 1 [aws|1ae | 2 [212] 3 | 4
I L l42032] 5716 | 6-332 | 7-14 | 7-1/2 [8-17/32] 10-3/4 | 11-7/16 [14-15/16]
CPVC - Socket Ends CPVC - Socket Ends (continued)
- ) Std | Mstr | Disc . . Std | Mstr | Disc
Size EPDM Viton® Pk | Pk |Code Size EPDM Viton® Pk | Pk |Code
3622R-005C 3632R-005C 3622R-020C 3632R-020C
172 49.86 55.44 118|610 2 167.94 193.05 1] 4|80
3622R-007C 3632R-007C 3622R-025C 3632R-025C
3/4 62.82 69.82 112|610 2-1/2 376.49 418.30 1o e
3622R-010C 3632R-010C 3622R-030C 3632R-030C
1 74.79 83.10 1] 8 |80 3 440.22 489.16 1o e
3622R-012C 3632R-012C 3622R-040C 3632R-040C
1-1/4 118.90 132.15 18 |80 4 797.68 886.31 T]o|en
3622R-015C 3632R-015C
1-1/2 125.55 139.51 1] 8 |80

True Union 2000 Standard Retrofit Ball Valves - Replaces Spea_rs® "Regular Style" Valves

Complete replacement valve for older
Spears® 2300 Series Regular True
Union Ball Valves. See separate

catalog listing for replacement of other BALL VALVE FOR
brand valves. = '}_ REPLACEMENT
Retrofit valve consists of Spears®
Standard True Union 2000 Ball Valve
supplied  with  factory installed
extended-socket end  connectors.
Simply cut out old valve to specified ——— PIPE LAYING LENGTH
dimensions and install Retrofit Valve ' AFTER CUTTING
end connectors. |
Pressure Rating @ 73°F (23°C), Water
2"-2" 235 psi
2-1/2"- 4" 150 psi
All Valves Assembled with Silicone- i | J
Free, ! —)
. T = — TRUE UNION 2000
Water Soluble Lubricant i_-—- + — _| = H— {_ — —H— ¥ STANDARD BALL
Suitable for Vacuum Service T | —T .l | VALVE INSTALLED
Retrofit End Connector Sets without T - WITH RETROFIT KIT
valve are also available - See -
Standard Valve : - I Size | 12 | 34 | 1 [1wa| 2] 2 |22 ] 3 4
Ball Valve Accessories & Repair Kits  [—=~—T5 55T 5.1a [610/16] 708 | 8316 |81516] 12 | 12-016 ] 13976 ]
CPVC - Socket Ends CPVC - Socket Ends (continued)
F ] Std | Mstr | Disc . ] Std | Mstr | Disc
Size EPDM Viton® Pk | Pk |Code Size EPDM Viton® Pk | Pk |Code
3622RS-005C 3632RS-005C 3622RS-015C 3632RS-015C
1/2 49.86 55.44 1] 18 [610 1-1/2 125.55 139.51 18 |60
3622RS-007C 3632RS-007C 3622RS-020C 3632RS-020C
3/4 62.82 69.82 1] 18 [610 2 167.94 193.05 T4 |60
3622RS-010C 3632RS-010C 3622RS-025C 3632RS-025C
1 74.79 83.10 1] 12610 2-1/2 376.49 418.30 o e
3622RS-012C 3632RS-012C 3622RS-030C 3632RS-030C
1-1/4 118.90 132.15 1] 8 [610 3 440.22 489.16 o e
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True Union 2000 Standard Retrofit Ball Valves - Replaces Spears® "Regular Style" Valves & True Union Ball Valves (Regular Style)

[ Schedule 80 CPVC Industrial Products & Accessories

] SPEAHS'

True Union 2000 Standard Retrofit Ball Valves - Replaces Spears® "Regular Style" Valves
CPVC - Socket Ends (continued)

- ) Std | Mstr | Disc
Size EPDM Viton® Pk | Pk |Code
3622RS-040C 3632RS-040C
4 797.68 886.31 t]o|en
True Union Ball Valves (Regular Style)
Pressure Rating @ 73°F (23°C), Water
1/2"-2"  235psi
2-1/2"-6" 150psi
Flanged 150 psi
Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Rated for Vacuum Service
All Valves assembled with Silicone-Free, Water Soluble Lubricant.
6" Venturied Valves are 4" Ball Valves equipped with 4x6 End Connectors.
Socket/Threaded Style
CPVC CPVC (continued)

R . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® Pk | Pk | Code ‘ Size | EPDM Viton® Pk | Pk |Code
Socket & Threaded Ends Flanged Ends
Threaded End Connectors available on request 3 2323-030C 2333-030C 4 o | 232

12 2329-005C 2339-005C 1 | 18 [ 232 1013.93 1037.03

71.79 79.80 4 2323-040C 2333-040C ] o | 232

3/4 2329-007C 2339-007C 1 |12 |22 1778.24 1849.36

90.45 100.51 Flanged Venturied Ends
2329-010C 2339-010C 2323-060C 2333-060C
1 107.65 119.62 T8 [ ’WENTUR'ED| 2756.35 2851.87 | ! | 0 |233|

2329-012C 2339-012C

1-1/4 171.15 190.23 )8 |
2329-015C 2339-015C

1-1/2 180.76 200.85 )8 |®
2329-020C 2339-020C

2 241.77 277.90 ! 4 |22
Socket Ends

2322-025C 2332-025C
2-1/2 514.91 572.10 110|232
2322-030C 2332-030C

3 602.06 668.98 110|232

2322-040C 2332-040C

4 1090.95 1212.17 110|232
Socket Venturied Ends

2322-060C 2332-060C
|6VENTURIED| 1814.86 1883.05 I 1 | 0 |233|
Threaded Ends
2321-025C 2331-025C
2-1/2 514.91 572.10 110 |22
2321-030C 2331-030C

3 602.06 668.98 110 |22

2321-040C 2331-040C

4 1090.95 121217 110 |22
Flanged Ends

2323-005C 2333-005C

1/2 121.82 124.45 60232

2323-007C 2333-007C

3/4 149.34 155.56 510232

2323-010C 2333-010C

1 170.99 181.50 510232

2323-012C 2333-012C

1-1/4 255.45 264.41 2|0 |23
2323-015C 2333-015C

1-1/2 281.00 290.33 30|22
2323-020C 2333-020C

2 391.02 465.68 20|22

2323-025C 2333-025C
2-1/2 693.31 832.19 10|22
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SPE.',lHS Schedule 80 CPVC Industrial Products & Accessories
J Compact 2000 Ball Valves

Pressure Rating @ 73°F (23°C), Water
12"-2"  235psi
Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
All Valves Assembled with Silicone-Free, Water Soluble Lubricants.
Rated for Vacuum Service
Compact 2000 Ball Valves are a Maintenance-Free, Sealed Unit (non-repairable).
See Ball Valve Accessories & Repair Kits Section for Additional Options and Features.

CPVC 2000 Compact Ball Valve

| Size | EPDM Viton® i‘f "’F',Sk” g(')fj%
Socket Ends
12 | R | ORRe [0 w
T - G KR
(G e S A N
SN SR e
12 | O s o
N - KT
Threaded Ends
TR R I e
R A I
R e S E KA B
A i DR
2 | e e [ [
2 | omoac | e o o
Flanged Ends
I+ N S R E
T G G RN E
(G S~ SRR E2
(0 i e SR R A
(I G e R A B
2 | g | o
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[ Schedule 80 CPVC Industrial Products & Accessories

Compact Ball Valves (Regular Style)

Pressure Rating @ 73°F (23°C), Water
1/2"-2"  235psi
3"-6" 150 psi
Flanged 150 psi
Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Rated for Vacuum Service

] oy

All Valves Assembled with Silicone-Free, Water Soluble Lubricants.
See Ball Valve Accessories & Repair Kits Section for Additional
Options & Features

Note: Standard 6" Valve uses Lever-Style Handle for proper leverage.
T-Handle option is more compact but will increase difficulty of
operation.

Socket/Threaded Style
CPVC CPVC (continued)
. . Std | Mstr | Disc - . Std | Mstr | Disc
| Size | EPDM Viton® |F,k ok | Code ‘ Size | EPDM Viton® Pk | Pk | Code
Socket Ends Flanged Ends
2122-005C 2132-005C 6 (Tee 21236-060C 21336-060C
1/2 24.93 27.72 1018 |22 Handle) 1512.80 1622.91 1] 0|23
2122-007C 2132-007C
3/4 32.88 36.96 100 212
2122-010C 2132-010C
1 41.11 46.21 100 212
2122-012C 2132-012C
1-1/4 83.18 92.39 610|212
2122-015C 2132-015C
1-1/2 102.77 108.04 510|212
2122-020C 2132-020C
2 108.98 122.45 610|212
2122-030C 2132-030C
3 331.59 360.84 T4
2122-040C 2132-040C
4 612.98 688.69 o2
6 (Lever 2122-060C 2132-060C | o |21
Handle) 1001.78 1067.44
6 (Tee 21226-060C 21326-060C T | o |
Handle) 1001.78 1067.44
Threaded Ends
2121-005C 2131-005C
1/2 24.93 27.72 10 | 80 | 212
2121-007C 2131-007C
3/4 32.88 36.96 10| 0 f212
2121-010C 2131-010C
1 41.11 46.21 10| 0 f212
2121-012C 2131-012C
1-1/4 83.18 92.39 610|212
2121-015C 2131-015C
1-1/2 102.77 108.04 510|212
2121-020C 2131-020C
2 108.98 122.45 610|212
2121-030C 2131-030C
3 331.59 360.84 T4 |2
2121-040C 2131-040C
4 612.98 688.69 T]ojas
Flanged Ends
2123-005C 2133-005C
1/2 69.49 72.30 118 |22
2123-007C 2133-007C
3/4 80.68 84.76 118 |22
2123-010C 2133-010C
1 95.40 100.52 118 |22
2123-012C 2133-012C
1-1/4 150.33 159.56 118 |22
2123-015C 2133-015C
1-1/2 188.00 193.81 T4 |22
2123-020C 2133-020C
2 212.90 226.37 10|22
2123-030C 2133-030C
3 509.85 548.10 To |z
2123-040C 2133-040C
4 796.45 872.15 1o |2
6 (Lever 2123-060C 2133-060C 1 o | 213
Handle) 1512.80 1622.91
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Schedule 80 CPVC Industrial Products & Accessories
Utility Ball Valves & Lab Ball Valves

Utility Ball Valves

All Valves Assembled with Silicone-Free,

Pressure Ratin 73°F (23°C), Water >
9@ ( ) Water Soluble Lubricant

1/2"-2" 150 psi
Maximum Service Temperature
CPVC = 200°F (93°C)

- See Ball Valve Accessories & Repair Kits
Temperature/Pressure De-ratings Apply

Section for Additional Options and Features

CPVC w/EPDM O-ring Seal CPVC w/EPDM O-ring Seal (continued)

| Size | Threaded Ends Socket Ends |SPt|? Nllasktr gc';(;| ‘ Size | Threaded Ends Socket Ends Spts ngsktr g(';(;|

CPVC CPVC
12 | P | wmE (ol [ae] [ 14 | G0 | A (w0 [m
e | PRI | Wmw o (we| | Aam | M | BEIX || o e
1| e | s (a0 fwe] | 2 | FH® | BEEX |40 e

Lab Ball Valves

Valve & Adapters includes:

1- Threaded 1/4" Valve
Pressure Rating @ 73°F (23°C), 7. O-ring Sealed 1/4" MPT x Mipt
Water Adapters
1/4" - 3/8" 150 psi EPDM or Viton® O-rings (AS568-
Maximum Service Temperature " 013 size)
CPVC = 200°F (93°C) 1 - End Connector Wrench o )
Temperature/Pressure De-ratings 2 - O-ring Sealed 1/4" MPT x 3/8" I.D.

Apply

Tubing Barb Adapters

Socket/Threaded Valve Only

-OR-
2 - O-ring Sealed 1/4" MPT x 1/4" |.D.
Tubing Barb Adapters

Rated for Vacuum Service

Valve & Adapters
All Valves Assembled with Silicone-Free, Water Soluble Lubricant

CPVC
. ) Std | Mstr | Disc
| Size | EPDM Viton® Pk | Pk |Code
Valve & Adapters Threaded Ends
1529-002C 1539-002C
1/4X3/8T 20.36 20.93 1 25 | 219
1529-002CA 1539-002CA
1/4X1/4T 20.36 20.93 1 25 | 219
Valve only Threaded Ends
1521-002C 1531-002C
1/4 23.51 25.85 50 | 200 | 219
1521-003C 1531-003C
3/8 32.97 30.90 S0 | 200 | 219
Valve only Socket Ends
1522-002C 1532-002C
1/4 23.51 27.98 50 | 200 | 219
1522-003C 1532-003C
318 32.97 36.60 50 | 200 | 219
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[ Schedule 80 CPVC Industrial Products & Accessories

True Union 2000 Industrial Ball Check Valves ] iy

Pressure Rating @ 73°F (23°C), Water

12" - 4" 235 psi All Valves assembled with Silicone-Free,

6"-8" 150 psi Water Soluble Lubricant

All Flanged 150 psi Contact Spears® for Pricing & Availability
Service Temperat on Custom Elastomer Seals

CPVC = 200°F (93°C) See Ball Valve Accessories & Repair Kits Section

p [Pressure De-ratings Apply for Additional Options and Features
Rated for Vacuum Service

Socket Style

General Installation Information: Ball check valves may be installed in either horizontal or vertical position. A minimum of ten (10) pipe diameters' distance maintained from any pump or other source of turbulence.
Check valves MUST be installed with the valve's FLOW arrow pointing in the direction of flow.

CPVC Industrial CPVC Industrial
R X Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® | Y Code| ‘ Size | EPDM Viton® | Pk | Pk Code|
Socket & Threaded Ends Spigot Ends
4529-005C 4539-005C 4527-005C 4537-005C
1/2 79.14 88.10 1|18 |606 1/2 79.14 88.10 118|606
4529-007C 4539-007C 4527-007C 4537-007C
3/4 94.72 105.27 118|606 3/4 94.72 105.27 118|606
4529-010C 4539-010C 4527-010C 4537-010C
1 111.77 124.17 1|18 |606 1 111.77 12417 112|606
4529-012C 4539-012C 4527-012C 4537-012C
1-1/4 192.50 213.69 1|12 |606 1-1/4 192.50 213.69 1] 12 | 606
4529-015C 4539-015C 4527-015C 4537-015C
1-1/2 192.50 213.69 1] 8 [606 1-1/2 218.59 213.69 18 |606
4529-020C 4539-020C 4527-020C 4537-020C
2 257.12 286.48 1] 8 |606 2 257.12 286.48 1] 8 |606
Socket Ends 2-1/2 4527-025C 4537-025C 1 | o leo7
4522-025C 4532-025C 538.78 598.62
2-1/2 538.78 508.62 110|607 3 4527-030C 4537-030C 1 | o leo7
3 4522-030C 4532-030C 1 | o leo7 700.15 775.16
715.80 779.63 4 4527-040C 4537-040C 1 1 o |eor
4522-040C 4532-040C 1182.31 1314.51
4 1182.31 1314.51 1] 0 |607 6 4527-060C 4537-060C 1 | o |ss9
6 4522-060C 4532-060C 1 | o |ss0 2441.02 2711.90
2441.02 2711.90 Flanged Ends
4522-080C 4532-080C 4523-005C 4533-005C
8 2871.80 3614.85 1] 0 |95 1/2 98.27 122.80 1] 8 |606
8" Venturied valves are 6" ball check valves fitted with 6x8 end connector adapters. 3/4 4523-007C 4533-007C 1 8 | 606
Threaded Ends TR0 TR
2-1/2 e RN 1] 0 |607 1 139.99 172.59 18 [608
3 4521-030C 4531-030C T o leor 1-1/4 4923 012C o 0ec 1| 8 | 606
713.67 799.69 . .78
4 4521-040C 4531-040C T o leor 1-1/2 A 4533-015C 1| 4 | 606
1182.31 1314.51 52.26 315.22
6 4521-060C 4531-060C T 1o s 2 4523 029C R 1| 0 606
2441.02 271190 4523-025C 45373 025C
R Threaded Enissm 005CSR 4531-005CSR 2112 20813 §74.29 B
1/2 N N 1| 18 | 606 4523-030C 4533-030C
/ 45218?)'0270CSR 45318?)37SCSR 3 02.38 389.94 B
4 - - 1| 18 | 606 4523-040C 4533-040C
& 45219;’)'13 OZCSR 45310(?1.?)2C’ISR 4 e oyl I
1 p ; 1| 18 | 606 4523-060C 4533-060C
45211(:1';?&% 45312:1';603R 6 3950.64 4138.28 1
11/4 - - 1 | 12 | 606 4523-080C 4533-080C
! 197.63 222.00 8 4582.09 4985.86 I
1-1/2 452];071 g:’,c SR 4535021 053: SR 1 8 | 606 8" Venturied valves are 6" ball check valves fitted with 6x8 end connector adapters.
4521-020CSR 4531-020CSR
2 266.10 295.47 1] 8 |6086
4521-025CSR 4531-025CSR
2-1/2 562.06 621.60 1] 0 |607
4521-030CSR 4531-030CSR
3 562.06 837.65 1] 0 |607
4521-040CSR 4531-040CSR
4 1209.12 1341.34 1] 0 |607
4521-060CSR 4531-060CSR
6 2506.84 2777.72 1] 0 |58
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Schedule 80 CPVC Industrial Products & Accessories
True Union Ball Check Valves (Regular Style) & Foot Valve Screens

True Union Ball Check Valves (Regular Style)

Pressure Rating @ 73°F (23°C), Water
12" .2

- 235 psi
2-1/2"- 6" 150 psi
Flanged 150 psi

Waxi Service T

CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Rated for Vacuum Service

All Valves assembled with Silicone-Free,
Water Soluble Lubricant

6" Venturied Valves are 4" Ball Check Valves equipped with
4x6 End Connectors.

General Installation Information: Ball check valves may be installed
in either horizontal or vertical position. A minimum of ten (10) pipe
diameters' distance maintained from any pump or other source of
turbulence. Check valves MUST be installed with the valve's FLOW
arrow pointing in the direction of flow.

Socket/Threaded Style
CPVC CPVC
R . Std | Mstr | Disc - . Std | Mstr | Disc
Size EPDM Viton® Pk | Pk | Code ’ Size | EPDM Viton® Pk | Pk | Code
Socket & Threaded Ends Flanged Ends
2229-005C 2239-005C 2223-005C 2233-005C
1/2 86.59 96.40 18|22 1/2 107.52 134.35 610 |22
2229-007C 2239-007C 2223-007C 2233-007C
3/4 103.65 115.18 112 |22 3/4 128.27 162.39 510 |22
2229-010C 2239-010C 2223-010C 2233-010C
1 122.30 135.87 T8 |22 1 153.16 188.82 510 |22
2229-012C 2239-012C 2223-012C 2233-012C
1-1/4 210.61 233.81 T8 |22 1-1/4 258.35 32033 210 |22
2229-015C 2239-015C 2223-015C 2233-015C
1-1/2 254.68 269.20 T8 |22 1-1/2 276.00 344.88 3 10|22
2229-020C 2239-020C 2223-020C 2233-020C
2 282.03 313.45 T4 |2 2 488.01 523.21 2|0 |22
Socket Ends 2.1/2 2223-025C 2233-025C 1 o | 222
2222-025C 2232-025C 776.52 884.18
2-1/2 589.49 654.97 110|222 3 2223-030C 2233-030C 1| o | 222
3 2222-030C 2232-030C 1 | o |22 987.29 1083.11
960.18 1050.76 4 2223-040C 2233-040C 1 0 299
4 2222-040C 2232-040C 1 | o |22 1633.40 1753.98
1293.59 1438.23 Flanged Venturied Ends
Socket Venturied Ends ‘6VENTUR|ED| 2223-060C 2233-060C | 1 | 0 | 223 |
| 6 VENTURIED | 2222-060C 2232-060C ‘ ] | 0 | 223 | 1969.11 2131.44
1668.73 1869.67
Threaded Ends
2221-025C 2231-025C
2-1/2 589.49 654.97 10|22
2221-030C 2231-030C
3 960.18 1050.76 110 |22
2221-040C 2231-040C
4 1293.59 1438.23 110 |22
Foot Valve Screens
Convert to Foot Valve using adapter - Fits all Socket Ball Check Valves
or any IPS fitting socket
CPVC Foot Valve Screen
Foot Valve Screens Foot Valve Screens (continued)
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each Part Number Size Pk | Ctn |Code Each
CPVC CPVC
FVS-005C 1/2 10 [ 60 | 299 59.71 FVS-030C 3 5 0 | 299 210.03
FVS-007C 3/4 10 [ 60 | 299 64.41 FVS-040C 4 5 0 | 299 300.18
FVS-010C 1 10 [ 40 | 299 73.12 FVS-060C 6 5 0 | 299 428.95
FVS-012C 1-1/4 5 30 | 299 112.93
FVS-015C 1-1/2 5 0 | 299 117.26
FVS-020C 2 5 0 | 299 129.45
FVS-025C 2-1/2 5 0 | 299 188.60
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Schedule 80 CPVC Industrial Products & Accessories
Y-Check Valves

Pressure Rating @ 73°F (23°C), Water
102" -2" i

3 g

150 psi
90 psi

Maximum Service Temperature

CPVC

= 200°F (93°C)

Temperature/Pressure De-ratings Apply

] SPEAHS'

True Union Style

CPVC - Socket Ends CPVC - True Union Socket Ends (continued)

Size EPDM Viton® Tl | Metr | Disc Size EPDM Viton® Tl | Metr | Diso
1o | B | mEC | lulas| | ye | RS0 | WSO || |we
s | T | Sl || 1| A | SR
1| e | e e e | SR | IR || |
e | B | RN || | | gap | S0 | S ||
T | G | SR | |2 | S | e oo m
2 | vmawo | wRE0 ||| | g | mo | wmow |||
3 | Lo | wRmeo || | 4 | S | WSS |||
4 1o A 1032 1| o |620| CPVC -True Union Threaded Ends

CPVC - SR Threaded Ends Size EPOM viono | 5 | "5 | Cone
Size | mon | e [W[E%E| | 2 | EEC | W |||
12 | TS | OO || |y | RSO | WBAC |||
s | O | O e | 1| At | SR | e
| e | SRS | [ | e | e ||«
ETRG il R R TE ET
iz | G || 2 | e | e oo
2 | e | WUCR || [m | g | WO | SEIC ||,
3 | A | We | o fem| | 4 | S | WEAD || o |m
4 10 OaooSR 1o s | 1| o |e20| CPVC-True Union SR Threaded Ends .

CPVC - Flanged Ends Size EPOM vioo | 5 | "5 | Coge
Sizo | mon | v [W[E[GE| | w2 | ElwS | wmms || |w
e | | G | e | | O | S|
s | BT | A | | | 1| Selee | Ol
T | T | e | R | O |
ETREN N ERCRENG Wl aanC
1412 | "5eeC a0t | 1| 4 |ex 2 | O | e | 1| o |62
2 | | S | e 3 | Fmews | SR [
s | e | R | (e |4 | Taa | R |0 o[
o | e | s | |

CPVC - True Union Socket Ends

Size EPDM Viton® Tl | Mstr | Disc

12 | TEE | mEe ||
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Schedule 80 CPVC Industrial Products & Accessories

Butterfly Check Valves

=3

Wafer
Pressure Rating @ 73°F (23°C), Water

2".8" 150 psi
10"-16" 100 psi
18"-24"  50psi

Maximum Service Temperature
CPVC = 200°F (93°C)

Threaded

Flanged

Spigot

Grooved

General Installation Information: Butterfly Check Valve seating may be affected by normal system turbulence. Flow velocities should be limited to appr:
per second. Valves should be installed at least 5 pipe diameters away from any fitting, pump or other source of turbulence. If used as a foot valve, do

bottom of a tank. Butterfly type check valves should not be used in continuous cycling applications,

such as with reciprocating pumps. This can result in p

of sealing membrane. In horizontal installations, always orient the Hinge Post Bolts visible on the external body in a vertical (top and bottom) position, f
flow. In vertical installations downstream from an elbow, flow velocities can be higher on the outer radius of the elbow. To avoid uneven butterfly plate log
Post Bolts should align with crotch and outer radius of elbow and NOT from side to side of the elbow.

Temp e/Pressure De-ratings Apply
CpPVC CPVC (continued)

. . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® |Pk PK Code| ‘ Size | EPDM Viton® Pk | Pk Code|
Wafer Spigot (Plain End)

5420-020C 5430-020C 5427-080C 5437-080C

2 506.86 662.52 1] 1820 8 2219.12 2717.74 1] 0|20
5420-025C 5430-025C 5427-100C 5437-100C

2-1/2 822.50 871.77 1] 0|20 10 5546.55 6262.43 1] 0 ]2
5420-030C 5430-030C 5427-120C 5437-120C

3 105217 1167.91 1] 0 ]20 12 9101.10 10021.00 1] 0 ]2

5420-040C 5430-040C 5427-140C 5437-140C

4 1430.98 1588.37 1] 0 ]20 14 9519.26 19882.22 1] 0|20

5420-060C 5430-060C 5427-160C 5437-160C

6 2169.38 2408.02 1] 0 ]20 16 12588.10 13067.26 1] 020

5420-080C 5430-080C 5427-180C 5437-180C

8 3680.67 4085.54 1] 0 ]20 18 19142.33 21970.47 1] 0|20

5420-100C 5430-100C 5427-200C 5437-200C

10 7915.72 8707.30 1] 0|20 20 23928.86 27460.38 1] 020

5420-120C 5430-120C 5427-240C 5437-240C

12 13940.65 15334.72 1] 0 ]20 24 24784.56 68936.72 1] 0 ]2
Flanged Ends Threaded Ends

5423-020C 5433-020C 5421A-020C 5431A-020C

2 760.27 797.30 118 |20 2 397.44 459.14 1] 12|20
5423-025C 5433-025C 5421A-025C 5431A-025C

2-1/2 1216.93 1273.70 T]o |0 2-1/2 538.45 595.72 L
5423-030C 5433-030C 5421A-030C 5431A-030C

3 1300.85 1392.19 110 |20 3 547.17 638.49 1] 8|20

5423-040C 5433-040C 5421A-040C 5431A-040C

4 1523.01 1661.24 110 |20 4 687.87 826.10 1] 4|20

5423-060C 5433-060C 5421A-060C 5431A-060C

6 2685.64 2964.59 110 |20 6 1467.06 1745.17 1]0 |20

5423-080C 5433-080C 5421A-080C 5431A-080C

8 4302.47 4801.11 110 |20 8 2208.90 2707.54 1]0 |20

5423-100C 5433-100C 5421A-100C 5431A-100C

10 8131.01 8846.85 110 |20 10 5537.82 6253.69 1]0 |20

5423-120C 5433-120C 5421A-120C 5431A-120C

12 14645.18 15565.94 110 |20 12 9086.60 10007.34 110 |20

5423-140C 5433-140C Grooved Ends

14 20921.33 22236.76 110 |20

: : 2 542G-020C 543G-020C
5423-160C 5433-160C 422.12 488.95 1] 121290
16 29055.80 30884.37 110 |20 ; ;
: : 2112 542G-025C 543G-025C
5423-180C 5433-180C - 560.33 617.12 1| 8 |29
18 36319.73 38605.48 110 |20 : :
: : 3 542G-030C 543G-030C T s 129
| Yl | S |||
: : 4 542G-040C 543G-040C T 12 129
20 | Y | s | [o|m
: : : : 6 542G-060C 543G-060C T o 129
Spigot (Plain End) 1530.43 1809.37
5427-020C 5437-020C 542G-080C 543G-080C
2 399.88 436.91 112 ]20 8 2268.66 2767.28 1] 0|20
5427-025C 5437-025C 542G-100C 543G-100C
2-1/2 540.60 597.35 112 ]20 10 5630.49 6346.32 110 [20
5427-030C 5437-030C 542G-120C 543G-120C

3 550.47 640.97 T8 [0 12 9384.97 10305.68 110 [20

5427-040C 5437-040C

4 691.15 829.40 T4 [0

5427-060C 5437-060C

6 1478.60 1757.54 1] 0 |20

Page 306 NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS  Spears® Manufacturing Company

Progressive Products from Spears® Innovation and Technology



Schedule 80 CPVC Industrial Products & Accessories SPEAHS
Industrial Swing Check Valves '

Pressure Rating @ 73°F (23°C), Water

3/4" - 4" 150 psi
6" 100 psi
8" 70 psi

Maximum Service Temperature
CPVC = 200°F (93°C)
Temp [Pressure De-ratings Apply
All Valves Assembled with Silicone-Free Lubricants

Bolted Bonnet on Sizes 1-1/2" & Up

Threaded Bonnet on Sizes 34", 17 & 1.1/ (Valve Shown with Arrow Indicator Option)

General Installation Information: Swing check valves are designed for horizontal installations, but may be installed in up-flow only vertical position. Check valves MUST be installed with the valve's FLOW arrow
pointing in the direction of the flow. Do not install valve upside down. Flow velocity should not exceed 5 ft./sec.

Industrial Swing Check Valves Swing Check Valve With Counter Balance (continued
| Size | EPDM Viton® |Spt"(’ Mstr | Disc ‘ Size | EPDM Viton® Sid [Wsir | Disc
CPVC CPVC
e | e e [ e[| [ | S [TEg [T Tos
O KR T el s Sl RN K
i | emene s e[| [z | e [emes [ o
R e K TR I+ e+ S KN
2 | e | e o e [s | e [eEReme o [
2 | GRET e [ o [ [a | s e [T [
s | e | [ [ e | s g [T [
a | e e o T [e | e e [ o e
o | me | o
8 “orsos | issiar | 1| 0|
Swing Check Valve With Arrow Indicator
Size | EPDM | Viton® |$,;t|f Mstr | Disc
CPVC
34 | “omere | e T[]
1| smow [ emere [ [
i | e | o e
iz | e | o e
2 | e | e e
2 | | e o
s | e e o
a | o [ o
o | ‘owm | e [0 [w
o | e | amae [ [
Swing Check Valve With Counter Balance
| Size | EPDM Viton® o |“’F',S|fr e
CPVC
314 | “Varze | “ioaare . | 1| 2|00
1| "aes s | Missss . | 1| 4 |0
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Schedule 80 CPVC Industrial Products & Accessories ]

SPEFIHS' [ Diaphragm Check Valves

Pressure Rating @ 73°F (23°C), Water
Full Flow (open) 150 psi
Back Pressure (closed) 100 psi

Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Santoprene™ TPE Seat

- CPVC Diaphragm Check Valves - Socket

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code| Each

6562-007C 3/4 15 | 0 | 004 | 111.15
CPVC Diaphragm Check Valves - Thread

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code| Each

6561-007C 3/4 15| 0 | 004 | 111.15

General Installation Information: Diaphragm Check Valves have "normally closed"
operation with 1 - 1-1/2 psi opening pressure and can be mounted in any position.
Check valves MUST be installed with the valve's FLOW arrow pointing in the
direction of the flow. Flow velocity should not exceed 5 ft./sec.
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Schedule 80 CPVC Industrial Products & Accessories SFEAES
Gate Valves J

112" - 2" SocketThreaded Style 21/2" - 3" Socket Style 4" Socket Style

Pressure Rating @ 73°F (23°C), Water
12" -2" 200 psi

i:.1 f2-3 ;gg p:: CPVC Gate-Wedge on CPVC Valve
Flanged 150 Psi All Valves Assembled with Silicone-Free,
Maxi 9 . P Water Soluble Lubricant
laximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
CPVC CPVC (continued)

. . Std | Mstr | Disc . . Std | Mstr | Disc
| Size l Buna-N EPDM Viton® Pk | Pk |Code ’ Size l Buna-N EPDM Viton® Pk | Pk |Code
Threaded Ends Flanged Ends

2011-005C 2021-005C 2031-005C 2013-020C 2023-020C 2033-020C

112 67.26 74.70 8221 1210|202 2 610.82 678.67 746.56 2 [0 j20m
2011-007C 2021-007C 2031-007C 2013-025C 2023-025C 2033-025C

314 7273 80.79 83.88 12| 0 | 202 |2P2 798.07 1054.63 1183.10 10 |28
2011-010C 2021-010C 2031-010C 2013-030C 2023-030C 2033-030C

1 79.72 88.50 97.41 2] 0 |20 3 110657 1220.53 1366.16 10 |20

2011-012C 2021-012C 2031-012C 2013-040C 2023-040C 2033-040C
1-1/4 140.02 155.60 17116 610 |22 4 1991.84 2213.15 2459.07 10 |20
2011-015C 2021-015C 2031-015C
1112 153.05 17053 187.60 610 |22
2011-020C 2021-020C 2031-020C
2 177.07 196.71 216.38 610|202
2011-025C 2021-025C 2031-025C
2112 650.34 71149 77250 1] 0 |20
SR Threaded Ends
2011-030CSR | 2021-030CSR | 2031-030CSR
3 885.28 983.37 1092.65 10 [2m8
2011-040CSR | 2021-040CSR | 2031-040CSR
4 1593.47 1770.50 1967.22 10|28
Socket Ends
2012-005C 2022-005C 2032-005C
112 67.26 7470 8221 1211 0 |202
2012-007C 2022-007C 2032-007C
314 7273 80.79 88.88 1210 202
2012-010C 2022-010C 2032-010C

1 79.72 88.59 97.41 127] 0 ]202

2012-012C 2022-012C 2032-012C

1-1/4 140.02 155.60 17116 6 [0 |202
2012-015C 2022-015C 2032-015C

1112 153.05 17053 187.60 6] 0 |202
2012-020C 2022-020C 2032-020C

2 177.07 196.71 216.38 6 ] 0 |202

2012-025C 2022-025C 2032-025C
2112 650.34 711.49 77250 110 |20
2012-030C 2022-030C 2032-030C

3 885.28 983.37 1092.65 110 |20

2012-040C 2022-040C 2032-040C

4 1503.47 177050 1967.22 10|20
Flanged Ends

2013-005C 2023-005C 2033-005C

112 301.37 334,81 368.26 410 |20
2013-007C 2023-007C 2033-007C

3/4 325.82 361.98 398.19 4]0 |20
2013-010C 2023-010C 2033-010C

1 357.07 396.82 436.49 4]0 |20

2013-012C 2023-012C 2033-012C
1-1/4 482.93 536.82 590.50 8]0 jam2
2013-015C 2023-015C 2033-015C
1112 527.48 588.37 647.13 8]0 jam2
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=3

Schedule 80 CPVC Industrial Products & Accessories
Plug Gate Valves

Pressure Rating @ 73°F (23°C), Water
1/2"-2" 235 psi
Flanged 150 psi

Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Plug-Style PE Wedge on All Valves
Rated for Vacuum Service
All Valves Assembled with Silicone-Free,

CPVC Socket Ends
Size | BunaN EPDM vione | 319 | Mstr| Disc
w | PEmE | e | R [ |m
s | Pame | wmwe | 2T |y o
v | e | Temane | e | T
| e[ | s o [
| e | e | o |
, | | e e [ [ |
CPVC SR Threaded Ends
Size Buna-N EPDM Viton® i‘l‘(’ N;,sktr CD(')EZ
102 52116-8256CSR 52217-;)%51<:SR 52318-2%51CSR 121 o | 202
204 52117-2.(177(ZSR 5221.;2.05205R szsggggcsre 121 o | 202
1 521%-2.19%CSR 52219-2.17(1<:SR 523}602%2533R 121 o | 202
| PG | g | O | | o | e
| PUYR | T | BS | s |o |n
| e | e [ [ | |
CPVC Flanged Ends
Size | BunaN EPDM viong | Dd | Metr | Disc
w | g | e | e [ |
s | “pime | wmae | mec [
A AN AR
Ak AR
Al Ak aARDE
2 | e | e | mEe [T [
o | L e e o
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Schedule 80 CPVC Industrial Products & Accessories

Butterfly Valves

Pressure Rating @ 73°F (23°C), Water
1-1/2"-12" 150 psi
Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
See Butterfly Valve Accessories & Repair Kits Section for
Additional Options and Features

Lever Handle Style
CPVC
|Size| Buna-N EPDM Viton® o | Metr CD(;Z‘;|
Lever Handle
1412 721335161.-10615c 722;;;—106150 72373;&-:4150 1 o | 252
2 | e | T | | (o
| e | e | PR | | o
s | e | e | e |y o
o | e | s | | | o
o | o | e | |4 s
o | gt | e | e | o
Gear Operator
v | A | R | e [ o [o
| e | mae | mna | (o
e | e | T | T | o |
s | e | e | EnEe | (o
o | e | e | e | o
6 | sz | ameas | oot | 1| 0|2
8 | “wmer | tmeo | swse | 1| 0|22
o | g | | e |y o
v | e | e e [T o
Valve Only
| P | TR | R [ [ o [as
2 721:;)&-10620(: 7223350é-1oezoc 723:;)1-5062% 1| o | 252
22| “ier | amar | Crass | 1|0 |22
3| “umes | Cawes | s | 1| 0|22
o | e | e | e | [
o | P | mmae | | [
o | T | e | new | o o
| P | mmewe | | o |
w | e | e | [ |
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SPEF\HS Schedule 80 CPVC Industrial Products & Accessories
J Lug Insert Butterfly Valves

Spears® Standard Butterfly Valve
with Lug Inserts Factory Assembled

Note: Lug (insert) Valves require attention to flow direction for dead-
end service. Flange must be installed on side of valve opposite the hex
nut recesses for Single-Side installation. See "True Lug Butterfly
Valves," where dead-end service is required in either direction.

Pressure Rating @ 73°F (23°C), Water
1-1/2"-12" 150 psi
Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply

CPVC - Zinc-Plated Lug Inserts CPVC - SS Lug Inserts

B . Std | Mstr | Disc . . Std | Mstr | Disc

|S|ze| Buna-N EPDM Viton® Pk | Pk |Code ’3|ze| Buna-N EPDM Viton® |Pk Pk | Code

Lever Handle Lever Handle
721311K015C | 722311K-015C | 723311K-015C 721311G-015C | 722311G-015C | 7233116-015C

1112 553.01 553.01 77011 1] 0 |282] |1r 650.83 650.83 93027 10|22

) | 7ZBIKONC | TZBLK0N0C | THUKONC | 1 | o | 252 ) | 7ZBUGWC | TZBUGIAC | T2BLGIC | 1 | o | 252
569.26 569.26 788.20 667.95 667.95 942.43
721311K025C | 722311K-025C | 723311K-025C 721311G-025C | 722311G-025C | 723311G-025C

2112 577.36 577.36 807.23 10 [22] 212 677.43 677.43 966.78 10|22

3 | 72BLKG0C | TZBUKG0C | TZBLKGNC | 1 | o | 252 5 | 7ZBLGOC | 7ZBUG0NC | TZBUGHC | 1 | o | 250
586.83 586.83 828.86 690.94 690.94 976.23

4 | 7ZBLK0AC | TZBUK0AC | TZBLKONC | 1 | o | 252 4 | 7BLUGOAC | T23G00C | TZBUGUIC | 1 | o | 250
1011.39 1011.39 1330.96 123450 123450 1581.98

6 | 7ZBLK0SC | T2231IK060C | TZBLKO60C | 1 | o | 252 6 | 7ZBLGOSC | 722811G060C | TZBUGUC | 1 | o | 252
1353.48 1353.48 1888.94 1611.73 1611.73 2281.04

g | 7Z3LIK0BIC | 72231K080C | TZBLKO8C | 4 | o | 252 g | 7ZBLGORIC | 7228L1G080C | 7ZBUGC | 1 | o | 252
1669.88 1669.88 2755.65 1997.10 1997.10 3268.10

Gear Operator Gear Operator
721321K-015C | 722321K015C | 723321K-015C 721321G015C | 722321G-015C | 723321G-015C

12| 089.83 1089.83 135077 T 0 282 12| a9 1310.22 1623.91 10|25

, | 7213K020C | T2B2IK00C | TZRIKINC | 1 | o | 252 , | 72L216020C | 72316000 | 73216020C | 1 | o | 252
111011 111011 1380.52 1319.68 1319.68 1642.84
T20321K-025C | 722321K-025C | 723321K-025C T21321G-025C | 722321G-025C | 723321G-025C

22| 415497 112497 140215 T 0252 22| 07 1325.07 1660.41 T]0 |22

5 | TZI32K030C | 722321K030C | 72321K030C | 1 | o | psp 3 | 72130G0C | 7231G030C | T2826030C | 1 | o | 25p
113310 113310 1437.31 1348.07 1348.07 1749.66

4 | 72321K040C | 722321K040C | T2332K040C | 1 | o | psp 4 | 72130G0AC | T231G-040C | T28B2G00C | 1 | o | 250
1684.74 1684.74 2074.16 1941.67 1941.67 2436.53

6 | TZI32IKOG0C | 722321K060C | 72321K060C | 1 | o | psp o | 721321G060C | 722321G-060C | 728321G.060C | 1 | o | psp
2055.24 2055.24 2759.70 1587.40 2398.69 3251.88

g | 721321K080C | 722321K080C | TBRIKC | 1 | o | 252 g | 72321G080C | 722321G-080C | 723321G08C | 1 | o | 252
2414.90 2414.90 3788.67 277322 2322 4384.97
721321K-100C | 722321K-100C | 723321K-100C 721321G-100C | 722321G-100C | 723321G-100C

10 4244.34 4244.34 6806.62 1[0 [252 10 5005.60 5005.60 8104.67 1[0 [252
721321K-120C | 722321K-120C | 723321K-120C 721321G120C | 722321G120C | 7233216-120C

12 4882.55 488255 7469.17 110|282 12 5784.41 5784.41 9976.02 1] 0 [282

Valve Only Valve Only
721301K015C | 722301K015C | 723301K-015C 721301G-015C | 722301G-015C | 723301G-015C

1112 528.68 528.68 750.89 10 |252] 1112 624.68 624.68 908.64 10252

5 | 72130K020C | 722301020C | T230I0%0C | 1 | o | psp , | 721301G020C | T223016-020C | T288016020C | 1 | o | psp
547.62 547.62 77748 642.26 642.26 916.73
721301K-025C | 722301K-025C | 723301K-025C 721301G-025C | 722301G-025C | 723301G-025C

2112 554.37 55437 795.05 1|0 |252] |22 649.03 649.03 945.14 1] 0 |252

5 | TZ0IK0RC | 7T2B0K00C | TR0 | 1 | o | 252 3 | 7ZR0IGGC | T22301G080C | TB0IGBIC | 1 | o | 25
562.48 562.48 804.51 662.54 662.54 954,61

4 | 72I30IK040C | TZBOKONC | TR0 | 1 | o | 252 4 | 7ZR0IG0IC | T2301G-00C | TB0IGWC | 1 | o | 252
964.07 964.07 1308.86 1199.33 1199.33 1538.72

6 | TZL0IK060C | 720060 | TZ0IK00C | 1 | o | 252 6 | 72301G060C | 722301G-060C | 723301G06IC | 1 | o | 252
1337.26 1337.26 1875.40 1564.41 1564.41 2199.90

g | TZL0IK060C | 72301K080C | TZ0IK08C | 1 | o | 252 g | 7Z301G0BC | T22301G080C | 7301GGBIC | 1 | o | 252
1636.07 1636.07 2944.96 1945.71 1945.71 323835
721301K-100C | 722301K-100C | 723301K-100C 721301G-100C | 722301G-100C | 723301G-100C

10 3337.05 3337.05 5604.50 T]0 |25 10 3946.87 3946.87 623333 10252
721301K-120C | 722301K-120C | 723301K-120C 721301G-120C | 722301G-120C | 723301G-120C

12 3849.51 3849.51 7302.86 10|22 12 4537.76 4537.76 7673.35 110|252
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[ Schedule 80 CPVC Industrial Products & Accessories

True Lug Butterfly Valves ] SPEAHS'

Pressure Rating @ 73°F (23°C), Water
1-1/2"-12" 150 psi
Maximum Service Temperature
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
See Butterfly Valve Accessories & Repair Kits
Section for Additional Options and Features

CPVC - Zinc-Plated Lugs CPVC - Stainless Steel Lugs

. - Std | Mstr | Disc . . Std | Mstr | Disc

|S|ze| Buna-N EPDM Viton® Pk | Pk |Code ’8|ze| Buna-N | EPDM Viton® |Pk Pk | Code

Lever Handle Lever Handle
7213112-015C | 7223112-015C | 7233112-015C 721311L-015C | 722311L-015C | 723311L-015C

1112 789.90 789.90 1102.56 1] 0 |282] |1r 94390 94390 133081 10|22

) | 7RUZONC | T2BUZ0AC | TZ0NC | 4 | o | 252 , | RLLOC | 72811L020C | 783L020C | 4 | o | 252
81247 81247 1126.82 954.78 954.78 1347.97
7213112-025C | 7223112-025C | 7233112-025C T21311L-025C | 722311L-025C | 723311L-025C

2112 822.35 82235 1155.10 10 [22] 2172 969.13 969.13 138090 10|22

3 | 7ZBUZ0C | TZBLZ0C | TBIZBC | 4 | o | 252 5 | TZBLIL0NC | T2BIIL030C | T2RILBIC | 1 | o | 250
830.64 839.64 1184.39 986.98 986.98 1395.70

4 | 7ZBUZ0AC | TZBUZ0AC | TRZUOC | 4 | o | 252 4 | TZBIL0AC | T2BIL0AC | T2RILMC | 4 | o | 250
144518 1445.18 191413 1764.89 1764.89 2261.61

o | 7213U2060C | T223112060C | TZLZOC | 4 | o | 252 6 | TZI3LIL060C | 72231LL060C | T2RIILOIC | 1 | o | 252
1934.01 1934.01 2700.32 230535 2305.35 3250.19

g | 7Z31Z080C | T23112080C | TZBLZ080C | 4 | o | 252 g | TZI31IL0B0C | 7223L1L080C | 723311L0BIC | 1 | o | 252
2387.26 2387.26 3038.51 2855.17 2855.17 4670.06

Gear Operator Gear Operator
1213212-015C | 7223212-015C | 7233212-015C 7213211-015C | 722321L-015C | 723321L-015C

12| a83.50 1283.50 1591.30 T 0 (282 12| g0 1543.27 1912.21 10|28

, | 721302020C | 72212000C | TB31Z02C | 1 | o | 252 , | 72310000C | 72210200 | TBIL00C | 4 | o | 252
1306.9 1306.96 1623.44 1554.44 155444 1934.59
T203217-05C | 7223212-025C | 7233212-025C T21321L-025C | 722321L-025C | 723321L-025C

22| 35,89 1322.89 1650.24 T 0252 |22 Tyge a3 1561.33 1953.91 110|252

5 | T2A322030C | 7223212030C | 72BA7030C | 1 | o | 20 5 | 72R2AL00C | 72220L030C | 73321L03C | 1 | o | 252
1331.91 1331.91 1691.61 1587.33 1587.33 2060.35

4 | 73212000C | T2BAZ04C | 7321204C | 1 | o | 250 4 | 7R20L00C | 72221L00C | 73321L00C | 1 | o | 252
198298 1982.98 2441.81 2286.10 2286.10 2867.37

o | T21322060C | 7223212060C | 72321Z060C | 1 | o | 252 o | 72821L060C | 722821L060C | 723321L060C | 1 | o | 25p
242014 2420.14 324793 2824.56 282456 3827.07

g | TAARZ0C | 7223212080 | TBRAZBC | 1 | o | 252 g | 721321080C | 722321L080C | TZ321L08C | 1 | o | 252
2843.30 284330 4458.44 3264.82 3264.82 5161.01
7213212-100C | 7223212-100C | 7233212-100C 721321L-100C | 722321L-100C | 723321L-100C

10 4921.14 4921.14 8009.65 1[0 [252 10 5890.03 5890.03 9536.36 1o |22
7213212-120C | 7223212-120C | 7233212-120C 7213211-120C | 722321L-120C | 723321L-120C

12 5745.40 5745.40 8788.24 10|28 12 6809.32 6809.32 11737.96 11028

Valve Only Valve Only
721301Z-015C | 722301Z-015C | 723301Z-015C 721301L-015C | 722301L-015C | 723301L-015C

1112 756.98 756.98 1086.12 10 |252] 1112 892.91 89291 1300.03 110|252
7213012-020C | 7223012-020C | 7233012-020C 721301-020C | 722301L-020C | 723301L-020C

2 783.04 783.04 111247 10|52 2 918.38 918.38 1300.98 10|25
T213012-025C | 7223012-05C | 7233012-025C 721301L-025C | 722301L-025C | 723301L-025C

2112 79138 79138 1137.83 1|0 |252] 2112 928.02 928.02 1351.49 110|252

5 | TZIZ0AC | T2B0Z00C | TBNZC | 1 | o | 252 3 | TZ0IL030C | TZR0ILGNC | TBI0NC | 4 | o | 252
80196 801.96 115052 946.91 946.91 1364.20

4 | 72830Z040C | T2R0Z0MC | TBIZMC | 1 | o | 252 4 | TZ30IL040C | TZR0IL0A0C | TBILMC | 1 | o | 252
137621 137621 1872.04 1713.94 1713.94 2200.35

6 | TZ01Z060C | 7T2230Z060C | TBRIZC | 1 | o | 252 6 | 7ZI301L060C | 72Z01L060C | TZ0IL06C | 1 | o | 252
191210 1912.10 2680.28 2235.96 2235.96 3144.46

g | TZ01Z0BIC | 72230Z080C | TBRIZOC | 1 | o | 252 g | 7ZI301080C | 722301L080C | TZ0IL08C | 1 | o | 252
2338.90 2338.90 3848.19 278081 278081 4448.03
7213012-100C | 7223012-100C | 7233012-100C 721301L-100C | 722301L-100C | 723301L-100C

10 4769.84 4769.84 7648.03 10|22 10 5640.38 5640.38 8905.26 110|252
7213012-120C | 7223012-120C | 7233012-120C 721301L-120C | 722301L-120C | 723301L-120C

12 5499.94 5499.94 8279.01 10252 12 6484.05 6484.05 10963.79 110|252
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Schedule 80 CPVC Industrial Products & Accessories

Large Diameter Butterfly Valves & Wafer Butterfly Valves

CPVC - Gear Operator

Large Diameter Butterfly Valves

Maximum Service Temperature

CPVC = 200°F (93°C)
PP = 180°F (82°C)

[Pressure Dy

tings Apply

Temperati
Contact Spears® for Custom Produced Valve Sizes 30" to 60"

Pressure Rating @ 73°F (23°C), Water

Size Psi
14 100
16 85
18 70
20 50
24 50

Polypropylene - Gear Operator (continued)

o

Lever Handle

Pressure Rating @ 73°F (23°C), Water

150 psi

Maximum Service Temperature

CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply

IMPORTANT NOTE

Wafer Butterfly Valve laying lengths will directly replace common Cast Iron valves
(matches Keystone Model 228 and Bray Series 30 Butterfly Valves).

Size EPDM Viton® P el | size EPDM Viton® Std | Mstr | Disc
14 | "Rs | leiware | 1| 0 |28| | 18 | "Sesr | pssase | 1| © |27
Polypropylene - Gear Operator SR 20 [ T | 1| o |27
S,:;e 7222:3-':/'60P 723\:/32?.1?60P P1k Pok CZO;; 24 725:5;5'2;;'3 722372;5'2::P i
23639.20 25605.47
Wafer Butterfly Valves

Gear Operator

All PVC and CPVC valves have built-in Santoprene™ Thermoplastic Elastomer (TPE) Flange Gaskets for use with choice of Buna-N, EPDM, or Viton® Seats on PVC valves and choice of EPDM or Viton® Seats on

CPVC valves.

CpPVC CPVC (continued)

. ) Std | Mstr | Disc . ) Std | Mstr | Disc
| Size | EPDM Seat Viton® Seat P | Pk |Code ‘ Size | EPDM Seat I Viton® Seat Pk | Pk |Code
Lever Handle Gear Operator

752311-020C 753311-020C 752321-080C 753321-080C
2 379.60 744.30 10|22 ’ 8 1778.60 I 3433.56 | 1 | 0 | 252 |
22 | T | T | [ [ | oy
: - 752301-020C 753301-020C
3 752311-030C 753311-030C 11 o |25 2 356.16 684.56 110 [252
439.33 865.84
2.1/2 752301-025C 753301-025C 1 | o | 252
4 752311-040C 753311-040C 1 0 | 252 - 371.07 714.44
507.59 1083.37
3 752301-030C 753301-030C
6 752311-060C 753311-060C 11 o |25 400.95 780.54 110|282
750.70 1731.73
4 752301-040C 753301-040C 1 252
752311-080C 753311-080C 464.91 085.31 0|25
8 1275.31 2930.26 110 |22 ' '
- - 6 752301-060C 753301-060C 1 | o | 252
Gear Operator 699.49 1590.93
752321-020C 753321-020C 752301-080C 753301-080C
2 915.46 1246.83 10|22 8 1211.31 2687.17 10|22
752321-025C 753321-025C
2-1/2 929.20 1310.23 10|22
752321-030C 753321-030C

3 942.62 1369.16 10|22

752321-040C 753321-040C

4 1010.87 1586.69 10|22

752321-060C 753321-060C

6 1258.26 2235.01 10|22
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[ Schedule 80 CPVC Industrial Products & Accessories

Globe Valves & Needle Valves ] SFEAES'

Globe Valves

Pressure Rating @ 73°F (23°C), Water
241/2"-6"

150 psi Internal Repair Kit includes 1-Bonnet O-ring along with a
Maximum Service Temperature factory —assembled (required) internal  component
CPVC =200°F (93°C)

replacement unit consisting of Bonnet assembled with
Stem/O-rings, Seat & Seal Carrier components. Install in
valve using existing valve Bolts/Nuts/Washers, and

Temperature/Pressure De-ratings Apply
All Valves Assembled with Silicone-Free,
Water Soluble Lubricant

Handle/Nut.
Suitable for Vacuum Service
CPVC Flanged Ends CPVC Internal Repair Kits
- ) Std | Mstr | Disc - . Std | Mstr | Disc
Size EPDM Viton® Pk | Pk |code Size EPDM Viton® Pk | Pk |Code
6023-025C 6033-025C GL-ERK-025C GL-VRK-025C
2-1/2 927.20 973.79 110 |62 2-1/2 654.71 727.47 1o ]2
6023-030C 6033-030C GL-ERK-030C GL-VRK-030C
3 973.34 1082.02 110 |62 3 748.96 822.46 T[]0 ]2
6023-040C 6033-040C GL-ERK-040C GL-VRK-040C
4 1264.14 1389.64 1] 0|62 4 849.24 934.62 o]
6023-060C 6033-060C GL-ERK-060C GL-VRK-060C
6 1968.31 1984.96 110 |62 6 1212.97 1334.74 1o ]2
Needle Valves
Pressure Rating @ 73°F (23°C), Water
CPVC 235 psi
Maximum Service Temperature
CPVC = 200°F (82°C)
Solid PTFE Stem Seals
No Elastomer or Lubricants used
Valves include Panel Mounting Nut
CPVC Needle Valve
. Std | Mstr | Disc
|S|ze| Threaded Socket SR Threaded I Pk | Pk |Code
Globe Pattern
5591-002C 5592-002C
114 7974 7974 1| 18 | 219
5591-003C 5592-003C
3/8 7974 7974 1| 18 | 219
5591-005C 5592-005C 5591-005CSR
112 84.33 84.33 86.49 118|219
Angle Pattern
5691-002C 5692-002C
114 70.74 T0.74 1|18 | 219
5691-003C 5692-003C
3/8 7074 7074 1|18 | 219
5691-005C 5692-005C 5691-005CSR
112 84.33 84.33 86.49 AR
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Schedule 80 CPVC Industrial Products & Accessories
Diaphragm Valves

Socket/Threaded Style
Pressure Rating @ 73°F (23°C), Water
12" -2" 235 psi

1/2" - 4" Flanged

& Valves wiPTFE 150 psi
Diaphragms

6" 100 psi
8" 75 psi

Flanged Style

Maximum Service Temperature

T

CPVC =200°F (93°C)

[Pressure Dy

No'Lubricants in Media Contact Area
See Diaphragm Valve Repair Kits Section
for Additional Options and Features

tings Apply

CPVC - Socket Ends (True Union Style Uses End Connector O-ring Seals)

Spigot Style

Contact Spears® for Pricing on
Additional Specialty Diaphragms

® Hypalon®

® Hypalon® backed PTFE
® PTFE Encapsulated O-rings
(for True Union Style Valves)

. EPDM Seals & Viton® Seals & Viton® Seals & .
Size EPDOM Seals & Viton® Seals & | EPDM Backed PTFE | EPDM Backed PTFE | Viton® Backed PTFE | 210 | MStr | Disc
laphragm laphragm Diaphragm Diaphragm Diaphragm ode
112 2729-005C 2739-005C 2729T-005C 2739T-005C 2739VT-005C T | 12 | 272
232.39 297.83 334.05 350.62 397.76
3/a 2729-007C 2739-007C 2729T-007C 2739T-007C 2739VT-007C P P
258.64 317.54 368.93 385.63 426.53
1 2729-010C 2739-010C 2729T-010C 2739T-010C 2739VT-010C P P
298.51 386.12 448.55 467.90 513.88
1-1/a 2729-012C 2739-012C 2729T-012C 2739T-012C 2739VT-012C P P
448.36 533.47 619.02 640.91 697.17
1172 2729-015C 2739-015C 2729T-015C 2739T-015C 2739VT-015C P P
461.63 540.04 628.63 664.96 718.56
2 2729-020C 2739-020C 2729T-020C 27397-020C 2739VT-020C P P
491.70 616.34 691.28 766.02 847.27
CPVC - SR Threaded Ends (True Union Style Uses End Connector O-ring Seals)
. EPDM Seals & Viton® Seals & Viton® Seals & .
Size EPDM Seals & Viton® Seals & | EPDM Backed PTFE | EPDM Backed PTFE | Viton® Backed PTFE | 319 | MStr| Dise
laphragm laphragm Diaphragm Diaphragm Diaphragm ode
172 2721-005CSR 2731-005CSR 2721T-005CSR 2731T-005CSR 2T3VT-005CSR | 1 | 15 | 272
232.39 297.83 334.05 350.62 397.76
3/4 2721-007CSR 2731-007CSR 2721T-007CSR 2731T-007CSR 2T3IVT-007CSR | 1 | 5 | 272
258.64 317.54 368.93 385.63 426.53
1 2721-010CSR 2731-010CSR 2721T-010CSR 2731T-010CSR 2T3IVT-010CSR | 1 | 5 | 272
298.51 386.12 448.55 467.90 513.88
1-1/4 2721-012CSR 2731-012CSR 2721T-012CSR 2731T-012CSR 2T3VT012C5R | 1 | 4 | 279
448.36 533.47 619.02 640.91 697.17
1112 2721-015CSR 2731-015CSR 2721T-015CSR 2731T-015CSR 2T3VT015CR | 1 | 4 | 979
461.63 540.04 628.63 664.96 718.56
2 2721-020CSR 2731-020CSR 2721T-020CSR 2731T-020CSR 2T3IVT-020CSR | 1 | o | 272
491.70 616.34 691.28 766.02 847.27
CPVC - Spigot Ends
Size EPDM Diaphragm Viton® Diaphragm EPD'\SiaBSﬁ:(:;mPTFE Vltongigsﬁ;egdeTFE %ts l\{lps;(tr CI;D(I)Z%
12 2727-005C 2737-005C 2797T-005C 2797VT-005C 1 12 | 272
226.54 288.47 324.63 362.63
3/4 2727-007C 2737-007C 2797T-007C 2797VT-007C T | 8 | 272
251.47 307.69 357.78 395.79
1 2727-010C 2737-010C 2797T-010C 2797VT-010C T | 8 |22
29212 375.32 437.19 481.81
2727-012C 2737-012C 2797T-012C 2797VT-012C
1-1/4 437.04 518.85 602.41 667.43 T4 |2
2727-015C 2737-015C 2797T-015C 2797VT-015C
1-1/2 446.77 524.27 612.82 678.18 T4 |2
2 2727-020C 2737-020C 2797T-020C 2797VT-020C T | o |22
479.30 600.52 673.69 744.67
CPVC - Flanged Ends
Size EPDM Diaphragm Viton® Diaphragm EPD'\SiaBSﬁ:(:;mPTFE Vltongigsﬁ;egdeTFE %ts l\{lps;(tr CI;D(I)Z%
12 2723-005C 2733-005C 2793T-005C 2793VT-005C 2 | o |or2
280.98 310.30 405.03 449.23
2723-007C 2733-007C 2793T-007C 2793VT-007C
3/4 31417 347.01 433.04 479.03 410 |2
1 2723-010C 2733-010C 2793T-010C 2793VT-010C 2 | o |22
386.86 432.62 532.13 590.23
2723-012C 2733-012C 2793T-012C 2793VT-012C
1-1/4 494.27 566.24 671.71 742.51 T 4|2
2723-015C 2733-015C 2793T-015C 2793VT-015C
1-1/2 500.83 580.17 802.37 883.81 T4 |2
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Schedule 80 CPVC Industrial Products & Accessories SPEARS
Diaphragm Valves J
CPVC - Flanged Ends (continued)
. X " . EPDM Backed PTFE Viton® Backed PTFE Std | Mstr | Disc
Size EPDM Diaphragm Viton® Diaphragm Diaphragm Diaphragm Pk | Pk |Code
2 2723-020C 2733-020C 2793T-020C 2793VT-020C 1 0 279
560.91 629.06 891.54 990.14
2723-025C 2733-025C 2793T-025C 2793VT-025C
24112 1018.93 1137.95 1759.59 2081.02 o |23
3 2723-030C 2733-030C 2793T-030C 2793VT-030C 1| o 273
1537.84 1708.70 2314.74 2559.87
4 2723-040C 2733-040C 2793T-040C 2793VT-040C 1 0 273
2111.91 2346.07 3076.83 3282.69
6 2723-060C 2733-060C 2793T-060C 2793VT-060C 1 | o | 273
3865.85 5543.20 6765.99 8816.48
8 2723-080C 2733-080C 2793T-080C 2793VT-080C 1 0 273
7727.12 9978.37 10090.10 11210.35
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 317

Progressive Products from Spears® Innovation and Technology




=3l

Schedule 80 CPVC Industrial Products & Accessories
Y-Pattern Valves

Socket Style

CPVC - Socket Ends

Pressure Rating @ 73°F (23°C), Water

12" -2" 150 psi
3"-4" 90 psi
Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply

True Union Style

CPVC - True Union Socket Ends

Size EPDM Viton® | Metr | Dise Size EPDM Viton® | Metr| Dise
2| vEE |G | [ele| [ w2 | g | TREC | o e
w4 | TEgC | RNe e [w| | a4 | TmOC | TREC || e
1| RN | TEee || [e| | g | VRO | TR | e
1| e | R T e | | RS | TR o
1 | RO RO o (e | | qam | Ui | RS o |
2 | EEe | mue |, |0 e | 2 | VAW | vmee || |w
3| e | veee [l [m| | 3 | VRS | RO || e
o | msee | gm0 [w| | 4 | vase | ke [ [
CPVC - SR Threaded Ends CPVC - True Union Threaded Ends
Size EPDM Viton® ol | Metr| Dise Size EPDM Viton® o | Metr| Dise
12| e | g [ (oo | w2 | Tmume | REE | [ e
TRl el N C TR o B S R
1| e | gee® o fom| [ 4 | oo | miee | e
1| TERES | R  o Jen| |4 | 7B | TEAE [ [0 [
iz | T | o Jen | [z | 7RSS |G [ [0 [
2| g | o | [ 2 | v | vmme [ [
3 | e | e o | [ 3 | Temwe | vamee [ [
4 | e | e [ (o [ [ 4 | mes | mne [ [o|w
CPVC - Flanged Ends CPVC - True Union SR Threaded Ends
Size EPDM Viton® g | Metr| Dise Size EPDM Viton® 2 | Metr | Dise
I o 5 RO o O Bl B~ sl R K
TR G R N T el e el K D
T ol - R I ) T ™l s~ sl KA KA
1| TR | | o (e | | TR | iRt | T e
1z | TERS | TS | o e [ | TS| RS | T e
2 | Tmeme | Tgme [T [me| [ 2 | et | RS T e
3| ewt | e [ [we| [ o | TS [emast o fe
R R G all e K
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Schedule 80 CPVC Industrial Products & Accessories SPEﬂHS
In-line Tee-Style Filters '

Mesh Size Codes
Mesh Si Size Cod
All Filters are 2-1/2"x 2-1/2" T BT
Inlet/Outlet Connection 1/32" Holes 32
50 Mesh 50
Note: 2-1/2" Socket is also a 3" Spigot 76 Mesh 76
100 Mesh 100
Pressure Rating @ 73°F (23°C), Water ;gg mes: ;gg
200 psi €S
Note: Standard flow filtration path is internal to external. Reverse-flow filtration flows from
external to internal side of filter screen.
Socket/Spigot
100 GPM CPVC Tee Filter 50 GPM CPVC Reverse Tee Filter
. . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® | P | Pk | Code ‘ Size | EPDM Viton® P | Pk | Code
Stainless Steel Screen Stainless Steel Screen
TF2-16C TF3-16C MTF2-16C MTF3-16C
16 887.64 953.60 10 |26 16 746.23 801.63 110 |26
TF2-32C TF3-32C MTF2-32C MTF3-32C
32 907.54 975.19 110 |26 32 758.33 814.80 T]0 |26
TF2-50C TF3-50C MTFR2-50C MTFR3-50C
50 1028.76 1104.96 10 |26 50 782.50 840.67 110 |26
TF2-76C TF3-76C MTFR2-76C MTFR3-76C
76 1242.39 1335.00 10 |26 76 947.80 1018.34 110 |26
TF2-100C TF3-100C MTFR2-100C MTFR3-100C
100 1129.29 1213.32 10 |26 100 826.73 888.11 110 |26
TF2-150C TF3-150C MTFR2-150C MTFR3-150C
150 1169.69 1256.78 10 |26 150 867.28 930.65 110 |26
TF2-200C TF3-200C MTFR2-200C MTFR3-200C
200 1270.72 1365.13 1] 0 |2% 200 968.01 1040.07 1] 0 [2%
Standard TF2-16C, TF2-32C, TF3-16C, TF3-32C, MTF2-16C, MTF2-32C, MTF3-16C & Standard TF2-16C, TF2-32C, TF3-16C, TF3-32C, MTF2-16C, MTF2-32C, MTF3-16C &
MTF3-32C can be utilized as Reverse Flow Filters by reversing installation from current MTF3-32C can be utilized as Reverse Flow Filters by reversing installation from current
inlet to outlet and current outlet to inlet. inlet to outlet and current outlet to inlet.
50 GPM CPVC Tee Filter 100 GPM Filter Replacement Screens for TF Filters
. ) Std | Mstr | Disc . Std | Mstr | Disc Price
| Size | EPDM Viton® Pk | Pk |Code| |PartNumber Size Pk | Ctn | Code Each
Stainless Steel Screen FL-16-1 1/16" Holes 3 0 [ o020 210.94
16 MTF2-16C MTF3-16C 1 o | 296 FL-32-1 1/32" Holes 3 0 | 020 230.11
746.23 501.63 FL-50-1 50 Mesh 3 | 0 [o020] 45545
32 M;gg-ggc M;': z-ggc 1| o |208| [FL-761 76 Mesh 3 | 0 | 020 45065
MTF2.-SOC MTF3.-SOC FL-100-1 100 Mesh 3 0 | 020 354.78
50 1| 0 |29
782.50 840.67 FL-150-1 150 Mesh 3 0 | 020 383.52
76 MTF2-76C MTF3-76C 1 0 206 FL-200-1 200 Mesh 3 0 020 474.62
947.80 1018.34 NOTE: When ordering replacement screens for TF Series Filters, please provide exact
MTF2-100C MTF3-100C length of old screen within 1/64" to insure proper fit of new screen in your filter body.
100 826.73 888.11 10 |6 : :
VTF2150C VTF3.150C 50 GPM Filter Replacement Screens for MTF Filters
150 ; . 1| 0 |29 - .
867.28 930.65 Part Number Size Std | Mstr | Disc Price
200 MTF2-200C MTF3-200C 11 o |20 Pk | Ctn |Code Each
968.01 1040.07 MFL-16-1 1/16" Holes 3 0 | 020 210.94
Standard TF2-16C, TF2-32C, TF3-16C, TF3-32C, MTF2-16C, MTF2-32C, MTF3-16C & MFL-32-1 1/32" Holes 3 0 020 220.53
MTF3-32C can be utilized as Reverse Flow Filters by reversing installation from current MFL-50-1 50 Mesh 3 0 | 020 239.71
inlet to outlet and current outlet to inlet. MEL-76-1 76 Mesh 3 0 | 020 34038
100 GPM CPVC Reverse Tee Filter MFL-100-1 100 Mesh 3 | 0 020 263.69
. ) Std | Mstr | Disc MFL-150-1 150 Mesh 3 0 | 020 292.46
EPDM Viton® |
| Size | Pk | Pk |Code| [MFL-200-1 200 Mesh 3 | 0 | 020 359.54
Stainless Steel Screen NOTE: When ordering replacement screens for MTF Series Filters, please provide exact
TF2-16C TF3-16C length of old screen within 1/64" to insure proper fit of new screen in your filter body.
16 887.64 953.60 T 0 |8 .
TF2-35C TF3.30C 100 GPM Reverse Flow Filter Replacement Screens for
32 1| 0 |29 :
907.54 975.19 TFR Filters
TFR2-50C TFR3-50C f :
50 1028.76 1104.96 T ]9 [2% | |Part Number Size Sﬁts '\cﬂ;fr:r (?éfj(; Egﬁﬁ
TFR2-76C TFR3-76C "
76 1242.39 1335.00 1 0 | 296 FL-16-1 1/1 6" Holes 3 0 | 020 210.94
1129.29 1213.32 FLR-50-1 50 Mesh 3 0 020 231.22
150 TFR2-150C TFR3-150C 1 0 296 FLR-76-1 76 Mesh 3 0 020 450.65
1169.69 1256.78 FLR-100-1 100 Mesh 3 0 | 020 320.17
TFR2-200C TFR3-200C FLR-150-1 150 Mesh 3 0 020 434
200 1270.72 1365.13 1] 0 |29 80 50 Mes 364.3
Standard TF2-16C, TF2-32C, TF3-16C, TF3-32C, MTF2-16C, MTF2-32C, MTF3-16C &
MTF3-32C can be utilized as Reverse Flow Filters by reversing installation from current
inlet to outlet and current outlet to inlet.
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SPEAHS Schedule 80 CPVC Industrial Products & Accessories
J In-line Tee-Style Filters

100 GPM Reverse Flow Filter Replacement Screens for
TFR Filters (continued)

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each
FLR-200-1 200 Mesh 3 0 | 020 450.89

50 GPM Reverse Flow Filter Replacement Screens for
MTFR Filters

. Std | Mstr | Disc Price
Part Number Size Pk | cin | Code Each
MFL-16-1 1/16" Holes 3 0 | 020 210.94
MFL-32-1 1/32" Holes 3 0 | 020 220.53
MFLR-50-1 50 Mesh 3 0 | 020 243.40
MFLR-76-1 76 Mesh 3 0 | 020 340.38
MFLR-100-1 100 Mesh 3 0 | 020 250.49
MFLR-150-1 150 Mesh 3 0 | 020 277.82
MFLR-200-1 200 Mesh 3 0 | 020 341.55
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Schedule 80 CPVC Industrial Products & Accessories SFEAHS
Y-Strainers J

Socket Flanged

SR Thread True Union

Part numbers shown reflect a mesh size of 8. For different mesh sizes, substitute Mesh Code in

part number as specified in chart below. .
Pressure Rating @ 73°F (23°C), Water

U.S. Standard Sieve Opening Part Number n_on ;
Mesh Sieve No. Size (in.) Mesh Code 1{'2 “2 150 p8!
8 0.094 8 3"-4 90 psi
12 0.062 12 : .
) 0.033 20 Maximum Service Temperature
30 0.024 30
CPVC =200°F (93°C)

Example: for 8 Mesh, specify

YS22C8-005C Temperature/Pressure

Additional Mesh Sizes available on request. De-ratings Apply
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Schedule 80 CPVC Industrial Products & Accessories
Y-Strainers & True Union Y-Strainers

=3

CPVC - Socket Ends

Size EPDMSSC?:LSnCPVC EPDM Seals SS Screen V|ton®8%$: ;CPVC Viton® Seals SS Screen SPtI? Ivll,sktr C?A?jce
12 YS22C8-005C YS22S8-005C YS32C8-005C YS32S8-005C 1 18 | 104
220.59 303.17 247.02 340.78
3/4 YS22C8-007C YS22S8-007C YS32C8-007C YS32S8-007C 1 18 | 104
242.37 344.78 272.87 387.53
1 YS22C8-010C YS22S8-010C YS32C8-010C YS32S8-010C 1 12 | 104
307.98 426.45 346.91 478.56
1-1/4 YS22C8-012C YS22S8-012C YS32C8-012C YS32S8-012C 1 8 104
447.09 615.30 538.04 651.54
1-1/2 YS22C8-015C YS22S8-015C YS32C8-015C YS32S8-015C 1 8 104
480.24 635.59 558.20 710.62
2 YS22C8-020C YS22S8-020C YS32C8-020C YS32S8-020C 1 4 104
679.96 796.78 718.49 869.04
3 YS22C8-030C YS22S8-030C YS32C8-030C YS32S8-030C 1 0 104
811.12 970.28 855.51 1043.76
4 YS22C8-040C YS22S8-040C YS32C8-040C YS32S8-040C 1 0 104
1404.94 1606.94 1510.53 1727.84
CPVC - SR Threaded Ends
Size EPDMSSC?:LSnCPVC EPDM Seals SS Screen V|ton®8%$:;iCPVC Viton® Seals SS Screen SPtI? Ivll,sktr cI;D (fjce
12 YS21C8-005CSR YS21S8-005CSR YS31C8-005CSR YS31S8-005CSR 1 18 | 104
228.62 311.20 255.06 348.82
3/4 YS21C8-007CSR YS21S8-007CSR YS31C8-007CSR YS31S8-007CSR 1 12 | 104
250.97 353.36 281.46 396.13
1 YS21C8-010CSR YS21S8-010CSR YS31C8-010CSR YS31S8-010CSR 1 8 104
327.67 446.11 366.61 498.21
1-1/4 YS21C8-012CSR YS21S8-012CSR YS31C8-012CSR YS31S8-012CSR 1 8 104
467.31 600.88 558.27 671.79
1-1/2 YS21C8-015CSR YS21S8-015CSR YS31C8-015CSR YS31S8-015CSR 1 4 104
503.66 659.00 634.34 734.02
2 YS21C8-020CSR YS21S8-020CSR YS31C8-020CSR YS31S8-020CSR 1 0 104
713.31 830.13 799.53 902.36
3 YS21C8-030CSR YS21S8-030CSR YS31C8-030CSR YS31S8-030CSR 1 0 104
852.44 1011.61 912.14 1085.07
4 YS21C8-040CSR YS21S8-040CSR YS31C8-040CSR YS31S8-040CSR 1 0 104
1447.78 1649.81 1553.38 1770.71
CPVC - Flanged Ends
Size EPDMSSC?:LSnCPVC EPDM Seals SS Screen V|ton®8%$:;iCPVC Viton® Seals SS Screen SPtI? Ivll,sktr cI;D (fjce
12 YS23C8-005C YS23S8-005C YS33C8-005C YS33S8-005C 1 8 104
355.72 436.73 394.83 487.23
3/4 YS23C8-007C YS23S8-007C YS33C8-007C YS33S8-007C 1 8 104
377.84 464.59 409.73 518.49
1 YS23C8-010C YS23S8-010C YS33C8-010C YS33S8-010C 1 8 104
403.47 516.20 439.53 575.49
1-1/4 YS23C8-012C YS23S8-012C YS33C8-012C YS33S8-012C 1 4 104
646.77 796.18 705.09 886.56
1-1/2 YS23C8-015C YS23S8-015C YS33C8-015C YS33S8-015C 1 4 104
720.76 884.65 800.28 986.94
2 YS23C8-020C YS23S8-020C YS33C8-020C YS33S8-020C 1 0 104
906.18 1106.13 994.34 1157.39
3 YS23C8-030C YS23S8-030C YS33C8-030C YS33S8-030C 1 0 104
1238.11 1398.82 1235.05 1504.41
4 YS23C8-040C YS23S8-040C YS33C8-040C YS33S8-040C 1 0 104
1981.90 2183.91 2131.87 2349.21
CPVC - True Union Socket Ends
Size EPDM CPVC Screen EPDM SS Screen Viton® CPVC Screen Viton® SS Screen T | Mstr| Dise
12 YS2AC8-005C YS2AS8-005C YS3AC8-005C YS3AS8-005C 1 12 | 104
232.21 319.13 260.05 358.71
3/4 YS2AC8-007C YS2AS8-007C YS3AC8-007C YS3AS8-007C 1 8 | 104
255.13 362.93 287.23 407.93
1 YS2AC8-010C YS2AS8-010C YS3AC8-010C YS3AS8-010C 1 8 | 104
324.19 448.91 365.18 503.73
1-1/4 YS2AC8-012C YS2AS8-012C YS3AC8-012C YS3AS8-012C 1 4 | 104
470.62 647.68 566.34 686.81
1-1/2 YS2AC8-015C YS2AS8-015C YS3AC8-015C YS3AS8-015C 1 o | 104
505.52 669.03 587.61 748.01
2 YS2AC8-020C YS2AS8-020C YS3AC8-020C YS3AS8-020C 1 0 104
715.74 838.71 756.31 914.78
3 YS2AC8-030C YS2AS8-030C YS3AC8-030C YS3AS8-030C 1 0 104
853.80 1021.37 916.66 1098.68
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Schedule 80 CPVC Industrial Products & Accessories
True Union Y-Strainers

CPVC - True Union Socket Ends (continued)

] SPEﬂHS'

Std | Mstr | Disc

Size EPDM CPVC Screen EPDM SS Screen Viton® CPVC Screen Viton® SS Screen Pk Pk |Code
4 YS2AC8-040C YS2AS8-040C YS3AC8-040C YS3AS8-040C T 1o L1
1478.87 1691.51 1590.04 1818.80
CPVC - True Union Threaded Ends
Size EPDM CPVC Screen EPDM SS Screen Viton® CPVC Screen Viton® SS Screen 2| Mstr g(')fj%
12 YS2BC8-005C YS2BS8-005C YS3BC8-005C YS3BS8-005C T 12 | 104
232.21 319.13 260.05 358.71
34 YS2BC8-007C YS2BS8-007C YS3BC8-007C YS3BS8-007C P P Y
255.13 362.93 287.23 407.93
1 YS2BC8-010C YS2BS8-010C YS3BC8-010C YS3BS8-010C P P Y
324.19 448.91 365.18 503.73
1174 YS2BC8-012C YS2BS8-012C YS3BC8-012C YS3BS8-012C T 1 2 l1os
470.62 647.68 566.34 685.84
1112 YS2BC8-015C YS2BS8-015C YS3BC8-015C YS3BS8-015C T 1o 110
505.52 669.03 587.61 748.01
2 YS2BC8-020C YS2BS8-020C YS3BC8-020C YS3BS8-020C T 1o l1os
715.74 838.71 756.31 914.78
3 YS2BC8-030C YS2BS8-030C YS3BC8-030C YS3BS8-030C T 1o 110
853.80 1021.37 902.87 1098.68
4 YS2BC8-040C YS2BS8-040C YS3BC8-040C YS3BS8-040C T o l1os
1478.87 1691.51 1590.04 1818.80
CPVC - True Union SR Threaded Ends
Size EPDM CPVC Screen EPDM SS Screen Viton® CPVC Screen Viton® SS Screen 2| Mstr g(')fj%
12 YS2BC8-005CSR YS2BS8-005CSR YS3BCB-005CSR YS3BS8-005CSR T 12 | 104
240.67 327.55 268.48 367.18
34 YS2BC8-007CSR YS2BS8-007CSR YS3BC8-007CSR YS3BS8-007CSR T 12 10
264.18 371.94 296.28 416.98
1 YS2BC8-010CSR YS2BS8-010CSR YS3BC8-010CSR YS3BS8-010CSR P P Y
344.90 469.56 385.89 524.71
1174 YS2BC8-012CSR YS2BS8-012CSR YS3BC8-012CSR YS3BS8-012CSR P A Y
491.89 632.51 587.63 707.13
1112 YS2BC8-015CSR YS2BS8-015CSR YS3BC8-015CSR YS3BS8-015CSR T 1o l1os
530.15 693.68 667.71 772.65
2 YS2BC8-020CSR YS2BS8-020CSR YS3BC8-020CSR YS3BS8-020CSR T 1o l1os
750.86 873.81 841.61 949.86
3 YS2BC8-030CSR YS2BS8-030CSR YS3BC8-030CSR YS3BS8-030CSR T 1o l1os
897.32 1064.86 960.14 1142.18
4 YS2BC8-040CSR YS2BS8-040CSR YS3BC8-040CSR YS3BS8-040CSR T 1o 110
1523.97 1736.64 1635.14 1863.88
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SPEAHS Schedule 80 CPVC Industrial Products & Accessories
J Basket Strainers

Maximum Service
Temperature

Pressure Rating
@ 73°F (23°C), Water CPVC =200°F (93°C)
1/2"-8" 150 psi
10"-12" 50 psi
Temperature/Pressure
De-ratings Apply

Important Ordering Information - Column headings indicate Elastomer seal type and Strainer Basket screen material. All Part Numbers shown designate 1/8" perforated (#6 Mesh Code) Strainer Basket
Screens. To order other screen perforation sizing, replace the number "6" preceding the dash-separator with the corresponding Mesh Code from chart. Pricing is the same for all listed Mesh Codes.

Perforation Size Mesh Code
1/16" 12
332" 8

1/8" 6
3/16" 4
1/4” 3
3/8" 2

Example: To order a 1/16" screen perforation in listed part number BS22P6-020, change the part number to BS22P12-020

Contact Spears® for additional perforations & wire mesh sizes

CPVC - Socket Ends

Size EPDMSSC?:;CPVC EPDM Seals SS Screen V't°n®ssc$::n cpve Viton® Seals SS Screen ?:ts NIIDsktr (I;D(I)ZZ
12 BS22C6-005C BS22S6-005C BS32C6-005C BS32S86-005C 1 2 297
602.77 834.47 633.22 864.94
3/4 BS22C6-007C BS22S6-007C BS32C6-007C BS32S86-007C 1 2 297
602.77 834.47 633.22 864.94
1 BS22C6-010C BS22S6-010C BS32C6-010C BS32S86-010C 1 2 297
602.77 834.47 633.22 864.94
1-1/4 BS22C6-012C BS2286-012C BS32C6-012C BS3286-012C 1 0 297
1137.49 1446.44 1278.56 1625.02
11/2 BS22C6-015C BS22S86-015C BS32C6-015C BS3286-015C 1 0 297
1137.49 1446.44 1278.56 1625.02
2 BS22C6-020C BS22S6-020C BS32C6-020C BS3286-020C 1 0 297
1137.49 1446.44 1278.56 1625.02
2-1/2 BS22C6-025C BS2286-025C BS32C6-025C BS3286-025C 1 0 297
1863.49 2396.24 2093.68 2692.65
3 BS22C6-030C BS22S6-030C BS32C6-030C BS32S86-030C 1 0 297
2416.10 2950.73 2714.79 3315.30
4 BS22C6-040C BS22S6-040C BS32C6-040C BS32S86-040C 1 0 297
3210.39 3818.22 3607.85 4290.17
6 BS22C6-060C BS22S6-060C BS32C6-060C BS32S86-060C 1 0 297
4242.99 5308.14 4767.46 5964.05
8 BS22C6-080C BS22S6-080C BS32C6-080C BS32S86-080C 1 0 297
6057.05 7502.85 6805.74 8430.19
10 BS22C6-100C BS22S6-100C BS32C6-100C BS32S86-100C 1 0 297
10632.43 12696.27 11946.62 14265.89
12 BS22C6-120C BS22S86-120C BS32C6-120C BS3286-120C 1 0 297
13501.78 16252.17 15170.49 18261.73
CPVC - Flanged Ends
Size EPDMSSC?:‘LSHCPVC EPDM Seals SS Screen Vlton®sicra:ésr;]CPVC Viton® Seals SS Screen ?:ts NIIDsktr (I;:)(I)ZZ
12 BS23C6-005C BS23S6-005C BS33C6-005C BS33S6-005C 1 0 297
659.69 891.39 694.29 926.00
3/4 BS23C6-007C BS23S6-007C BS33C6-007C BS33S6-007C 1 0 297
659.69 891.39 694.29 926.00
1 BS23C6-010C BS23S6-010C BS33C6-010C BS33S6-010C 1 0 297
659.69 891.39 694.29 926.00
1-1/4 BS23C6-012C BS23S6-012C BS33C6-012C BS3386-012C 1 0 297
1282.83 1589.62 1441.21 1786.13
141/2 BS23C6-015C BS23S6-015C BS33C6-015C BS3386-015C 1 0 297
1282.83 1589.62 1441.21 1786.13
2 BS23C6-020C BS23S6-020C BS33C6-020C BS3356-020C 1 0 297
1282.83 1589.62 1441.21 1786.13
2-1/2 BS23C6-025C BS23S6-025C BS33C6-025C BS3356-025C 1 2 297
2434.77 2968.45 2735.01 3335.52
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Schedule 80 CPVC Industrial Products & Accessories SPEARS
Basket Strainers J

CPVC - Flanged Ends (continued)

Size EPDMSS;:leanPVC EPDM Seals SS Screen V|ton®si$:éanPVC Viton® Seals SS Screen %tlf Ivll,sktr C?A?jce
3 BS23C6-030C BS23S6-030C BS33C6-030C BS33S6-030C 1 o | 297
2894.94 3620.37 3252.76 3853.24
4 BS23C6-040C BS23S6-040C BS33C6-040C BS33S6-040C 1 o | 297
3790.70 7828.53 4259.38 8795.88
6 BS23C6-060C BS23S6-060C BS33C6-060C BS33S6-060C 1 o | 297
7279.80 8343.96 8179.96 9375.20
8 BS23C6-080C BS23S6-080C BS33C6-080C BS33S6-080C 1 o | 297
9417.57 10863.60 10582.02 12206.45
10 BS23C6-100C BS23S6-100C BS33C6-100C BS33S6-100C 1 o | 207
12787.71 14851.00 14367.89 16687.16
12 BS23C6-120C BS23S6-120C BS33C6-120C BS33S6-120C 1 o | 207
17494.56 20244.01 19656.97 22749.03
CPVC - Spigot Ends
Size EPDMSS;:leanPVC EPDM Seals SS Screen V|ton®si$:éanPVC Viton® Seals SS Screen %tlf Ivll,sktr cI;D (fjce
1/2 BS27C6-005C BS27S6-005C BS37C6-005C BS37S6-005C 1 o | 297
602.77 834.47 633.22 864.94
3/4 BS27C6-007C BS27S6-007C BS37C6-007C BS37S6-007C 1 o | 297
602.77 834.47 633.22 864.94
1 BS27C6-010C BS27S6-010C BS37C6-010C BS37S6-010C 1 o | 297
602.77 834.47 633.22 864.94
1-1/4 BS27C6-012C BS27S6-012C BS37C6-012C BS37S6-012C 1 o | 297
1137.49 1446.44 1278.56 1625.02
1-1/2 BS27C6-015C BS27S6-015C BS37C6-015C BS37S6-015C 1 o | 297
1137.49 1446.44 1278.56 1625.02
2 BS27C6-020C BS27S6-020C BS37C6-020C BS37S6-020C 1 o | 297
1137.49 1446.44 1278.56 1625.02
2.1/2 BS27C6-025C BS27S6-025C BS37C6-025C BS37S6-025C 1 o | 297
1863.49 2396.24 2093.68 2692.65
3 BS27C6-030C BS27S6-030C BS37C6-030C BS37S6-030C 1 o | 297
2416.10 2950.73 2714.79 3315.30
4 BS27C6-040C BS27S6-040C BS37C6-040C BS37S6-040C 1 o | 297
3210.39 3818.22 3607.85 4290.17
6 BS27C6-060C BS27S6-060C BS37C6-060C BS37S6-060C 1 o | 297
4242.99 5308.14 4767.46 5964.05
8 BS27C6-080C BS27S6-080C BS37C6-080C BS37S6-080C 1 o | 207
6057.05 7502.85 6805.74 8430.19
10 BS27C6-100C BS27S6-100C BS37C6-100C BS37S6-100C 1 o | 207
10632.43 12696.27 11946.62 14265.89
12 BS27C6-120C BS27S6-120C BS37C6-120C BS37S6-120C 1 o | 207
13501.78 16252.17 15170.31 18261.73
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'SP{AHS Transition Fittings & Adapters
J Special Reinforced (SR) & Metal Thread Transition Fittings & Adapters

TRANSITION FITTINGS OVERVIEW

Spears® Transition fittings are designed primarily for adapting plastic-to-metal systems. These fittings, especially the Special Reinforced (SR) Female Plastic Thread style,
can also be used for superior strength in make-up of plastic threaded joints. Spears® offers a variety of transition adapter fittings specified below. All have standard ASTM
socket sizes for IPS pipe and NPT threads, except for the Gasket Sealed style that uses a straight thread with elastomer seal. All other threads should be assembled with
a quality grade thread sealant that is compatible with plastics.

Warning: Some pipe joint compounds or PTFE pastes may contain substances that could cause stress cracking in thermoplastic materials. Spears®
recommends the use of Spears® BLUE 75™ thread sealant that has been tested for compatibility with Spears® products. Choice of any other appropriate
thread sealant is at the discretion of the installer.

Special Reinforced (SR) Thread Fittings: This patented fitting features all-plastic female thread construction that reduces problems associated with over-tightening of
female plastic pipe threads. The external reinforcing collar is not just an added reinforcement ring, this unique precompression design compensates for expansion forces
generated from tapered pipe thread joint make-up. Radial stress is reduced in normal installations and contained in severe over-tightening situations. The all-plastic
internal construction provides for the maximum in chemical and corrosion benefits. Its solid construction and reliability make the SR our best transition design for all
applications.

Brass Thread Fitting: This patented fitting features a molded-in-place brass thread with external reinforcing collar as an integral part of each fitting for superior strength.
An internal form-compressed O-ring seal compensates for expansion and contraction variations between materials. Excellent as a metal-to-plastic transition adapter fitting.

Male Brass Thread Fitting: Developed for Copper Tube Size (CTS) hot-and-cold water distribution systems, this male brass thread alternative is the only metal thread
design of its type that has the metal component lined with plastic for improved fitting construction and minimal exposure. Excellent for transition to female metal threads in
a CTS system.

Gasket Sealed Thread Fittings: Also developed for Copper Tube Size (CTS) hot-and-cold water distribution systems, this female threaded fitting features all plastic
internal construction for maximum corrosion resistance. The fitting incorporates straight-threads for mechanical connection, while sealing is accomplished through an
internal elastomer gasket or O-ring against the pipe face. No sealants are used.

APPROVALS

Except where otherwise specified, Spears® Transition Fittings/Materials are approved for use in potable water systems by NSF® International under ANSI/NSF® Standard
61, Drinking Water System Components - Health Effects.

CPVC Orange Fittings in this price schedule (4200 series part numbers) are approved by Underwriters Laboratories, FM Global, and LPCB for use in CPVC Fire Sprinkler
Systems. When installed in these system, installation must be made in accordance with Spears® publication FG-3, FlameGuard® CPVC Fire Sprinkler Products Installation
Manual, and local codes. However, these fittings can also be used in many other types of installations. CPVC fittings may also be used on PVC pipe when installed using a
quality CPVC solvent cement meeting the requirements of ASTM F 493, Standard Specification for Solvent Cements for Chlorinated Poly (Vinyl Chloride)(CPVC) Plastic
Pipe and Fittings.
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[ Transition Fittings & Adapters 'SFEAHS
PVC White Special Reinforced (SR) Fittings '

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Special Reinforced Female Adapter Special Reinforced Coupling
Soc x SR Fipt - Stainless Steel Collar SR Fipt - Stainless Steel Collar
435-002SR 1/4 25 | 450 | 046 5.31 430-005SR 1/2 25 | 300 | 046 3.51
435-003SR 3/8 25 | 300 | 046 5.31 430-007SR 3/4 25 | 300 | 046 4.99
435-005SR 1/2 25 | 300 | 046 2.95| |[430-010SR 1 25 | 200 | 046 5.33
435-007SR 3/4 25 | 300 | 046 4.29| |430-012SR 1-1/4 10 | 120 | 046 6.64
435-010SR 1 25 | 200 | 046 6.38| [430-015SR 1-1/2 10 | 60 | 046 14.70
435-012SR 1-1/4 10 | 60 | 046 10.32| |430-020SR 2 10 | 0 | 046 15.41
435-015SR 1-1/2 10 | 80 | 046 12.70
j’g‘g'ggggg 5 ?/2 150 g gig gi;g Special Reinforced Reducer Coupling
4350309 3 70T o Toss 3938 SR Fipt - Stainless Steel Collar
435-040SR 4 5 | 0 |o046 67.68| [430-101SR 3/4X1/2 [ 50 [ 200 [ 046 | 7.56|
Special Reinforced Tee & Special Reinforced Spigot Female Adapter
Soc x SR Fipt - Stainless Steel Collar Spig x SR Fipt - Stainless Steel Collar
402-005SR 1/2 25 | 200 | 046 7.66| [478-005SR 12 50 | 600 | 046 3.88
402-012SR 1-1/4 25 | 0 | 046 15.06| [478-007SR 3/4 25 | 300 | 046 4.57
478-010SR 1 50 | 0 | 046 7.04
Special Reinforced Reducing Tee 478-012SR 1-1/4 25 | 0 | 046 11.21
Soc x SR Fipt - Stainless Steel Collar 478-015SR 1-1/2 25| 0 | 046 13.44
478-020SR 2 15 0 | 046 22.37
402-072SR 1/2X1/4 25 | 150 | 046 7.66| [478-030SR 3 5 0 | 046 41.12
402-098SR 3/4X1/4 25 | 100 | 046 9.95| |[478-040SR 4 5 0 | 046 63.51
402-101SR 3/4X1/2 50 | 0 [ 046 9.95 S ial Reinf d Reducing Spigot F |
402-166SR 1-1/4X172 15| 0 | 046 16.64| “Peclal Reinforced Reducing Spigot Female
402-168SR 1-1/4X1 10 | 0 | 046 16.98| Adapter
402-212SR 1-1/2X1-1/4 10 | 0 | 046 18.38| Spig x SR Fipt - Stainless Steel Collar
402-287SR 2-1/2X1/2 10 | 0 | 046 22.37| [478-072SR 1/2X1/4 25 | 450 [ 046 10.78
402-288SR 2-1/2X3/4 10 | 0 | 046 23.64| [478-098SR 3/4X1/4 50 | 300 | 046 15.70
402-289SR 2-1/2X1 10 | 0 | 046 23.87| [478-128SR 1X1/4 50 | 400 | 046 16.19
402-290SR 2-1/2X1-1/4 10 | 0 | 046 23.50 Spears® SR Series reinforced spigot adapters can be user-installed in a variety of socket
402-291SR 2-1/2X1-1/2 10 | 0 | 046 24.43| |type tees, elbows and reducer bushings for superior thread reinforcement demanding
402-292SR 2-1/2X2 10 | 0 | 046 24.63| |applications.
402-333SR 3X1/2 10 | 0 | 046 29.83
402-334SR 3X3/4 10 | 0 | 046 29.83| Special Reinforced Reducing Female Adapter
402-3355R 3X1 10 | 0 |046 30.43|  goc x SR Fipt - Stainless Steel Collar
402-336SR 3X1-1/4 10 | 0 | 046 31.14
402-337SR 3X1-1/2 10 | 0 | 046 30.87| |435-072SR 1/2X1/4 50 | 600 | 046 3.86
402-338SR 3X2 6 0 | 046 32.70| |435-074SR 1/2X3/4 50 | 400 | 046 4.29
402-417SR 4X1 6 0 | 046 39.51 435-101SR 3/4X1/2 50 | 400 | 046 4.29
402-419SR 4X1-1/2 10 | 0 | 046 43.40| |435-102SR 3/4X1 50 | O |[046 6.38
402-420SR 4X2 10 | 0 | 046 44.81 435-130SR 1X1/2 50 | O |[046 6.38
402-422SR 4X3 6 0 | 046 70.40| |435-131SR 1X3/4 25 | 200 | 046 6.38
Special Reinforced Reducing Tee ; _l’ Special Reinforced Reducer Bushing Flush
Soc x SR Fipt-Stainless Steel Collar x Soc ]—I—UE St_yle . .
- Spig x SR Fipt - Stainless Steel Collar
[403-095SR | 3/ax1/2x3/4 [ 50 | 0 [046 | 2.59| [438-128SR 1X1/4 25 [ 300 [ 046 3.14
438-166SR 1-1/4X1/2 25 | 100 | 046 5.74
Special Reinforced 90° Ell & Reducing 90° Ell 438-207SR 1-1/2X1/4___| 25 [ 100 | 046 8.01
Soc x SR Fipt - Stainless Steel Collar 438-209SR 1-1/2X1/2 25 | 100 | 046 8.01
438-210SR 1-1/2X3/4 25 | 100 | 046 8.01
407-005SR 1/2 50 | 400 | 046 6.79| [438-247SR 2X1/2 10 | 80 | 046 9.80
407-007SR 3/4 75 0 | 046 8.72 438-248SR 2X3/4 10 | 80 | 046 9.80
407-010SR 1 50 0 | 046 8.82 438-249SR 2X1 10 | 80 | 046 9.80
407-012SR 1-1/4 25 | 0 [046 10.66| |438-334SR 3X3/4 10 | 0 | 046 38.36
407-131SR 1X3/4 50 | 0 [046 3.74| |438-3355R 3X1 10 | 0 | 046 38.36
407-168SR’ 1-1/4X1 25 | 0 |[046 14.77| [438-336SR 3X-1/4 10 | 0 | 046 38.36
407-249SR 2X1 10 0 | 046 16.80 438-337SR 3X1-1/2 10 0 | 046 38.36
407-251SR 2X1-1/2 10 | 0 | 046 17.72| |438-420SR 4X2 6 0 | 046 58.97
Sized with SR Adapter 438-421SR 4X21/2 6 | 0 |046 66.37
438-528SR 6X2 5 0 | 046 67.91
438-530SR 6X3 5 0 | 046 61.13
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SPEARS Transition Fittings & Adapters
J PVC White Special Reinforced (SR) Fittings & PVC White Brass Thread Fittings

PVC White Special Reinforced (SR) Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc Price

Part Number Size Pk | Ctn | Code Each| |PartNumber Size Pk | Cin |Code Each
Special Reinforced Reducer Bushing Flush Style Special Reinforced Union (continued)
(continued) Soc x SR Fipt with Buna O-ring Seal - Stainless Steel Collar
Spig x SR Fipt - Stainless Steel Collar 459-012SR 1-1/4 5 | 20 | 046 27.64
[438-532SR | 6X4 [ 5] 0 Jo46 ] 67.91] [459-015SR 1-1/2 5 [ 0 [046 34.21

. - . 459-020SR 2 5 | 0 |046 52.69
Special Reinforced Reducer Bushing Flush 459-030SR 3 5 0 (o046 12440
Style 459-040SR 4 4 | 0 |o46 142.83
Mipt X SR Fipt - Stainless Steel Collar 459-060SR 6 1 0 | 046 317.40
439-209SR 1-1/2X1/2 25 [ 200 | 046 8.30| gpecial Reinforced Union =
439-249SR 2X1 10 | 120 | 046 12.19

— —
Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel li..'.j

LN coll
Special Reinforced Cap —l" oner

SR Fipt - Stainless Steel Collar IL'IIHIII ’ 2559?;'0@2)875': (23°C) m 5 T 750 046 508
[448-012SR [ 1-1/4 [ 25 [ 100 [ 046 | 6.40| 138-83322 f;g 25 | 100 | 046 12-22
-005 10 60 | 046 .
—
H . . T—— -
Special Reinforced Union i [ s WA 3 19|40 w8l L%
S . i ™1 .
Soc x SR Fipt with Buna O-ring Seal - Stainless Steel Collar 'Il 299-012SR 114 5 [ 20 | 046 30.37
- 499-015SR 1112 5 | 0 |046 37.60
235 psi @ 73°F (23°C)
459-0025R 14 25 | 150 | 046 14.55 jgg'ggggg ;2:, 5o e 122-?3
459-003SR 3i8 25 | 100 | 046 14.55| A0SR 4 T o Tos 1e6 08
459-005SR 12 10 | 60 | 046 7.90] oo 60SR 5 T o Tots T 32880
459-007SR 3/4 10 | 40 | 046 10.88 - :
459-010SR 1 10 | 40 | 046 14.48

PVC White Brass Thread Fittings

Std | Mstr | Disc Price
Pk | Ctn |Code Each

Transition Union
Soc x Fipt with Brass Thread Insert & Buna-N O-ring Seal

235 psi @ 73°F (23°C)

Part Number Size

459-010BR 1 10 | 0 | 046 61.50
459-012BR 1-1/4 5 | 20 | 046 103.32
459-015BR 1-1/2 5 0 | 046 136.70
459-020BR 2 5 0 | 046 182.34
Not intended to convey or dispense water for human consumption through drinking or
cooking

Transition Union
Soc x Fipt with Brass Thread Insert & EPDM O-ring Seal

235 psi @ 73°F (23°C)

499-010BR 1 10 | 0 | 046 61.50

499-012BR 1-1/4 5 | 20 | 046 103.32

499-015BR 1-1/2 5 0 | 046 136.70

499-020BR 2 5 0 | 046 182.34

Not intended to convey or dispense water for human consumption through drinking or

cooking
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Transition Fittings & Adapters
PVC Gray Special Reinforced (SR) Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Special Reinforced Tee Special Reinforced 90° Ell
Soc x SR Fipt - Stainless Steel Collar SR Fipt - Stainless Steel Collar
802-005SR 1/2 25 | 200 | 086 7.66| [808-003SR 3/8 25 | 150 | 086 4.28
802-007SR 3/4 15 | 120 | 086 10.83| |808-005SR 1/2 20 | 120 | 086 4.28
802-010SR 1 15 | 0 | 086 12.72 808-007SR 3/4 20 | 120 | 086 5.39
802-012SR 1-1/4 25 | 0 | 086 15.13| |808-010SR 1 50 | 0 | 086 6.27
802-015SR 1-1/2 10 | 0 | 086 15.99| |808-012SR 1-1/4 25 | 0 | 086 6.70
802-020SR 2 10 | 0 | 086 31.28| |808-015SR 1-1/2 10 | 0 | 086 10.45
802-030SR 3 5 0 | 086 67.60| |808-020SR 2 10 | 0 | 086 11.77
802-040SR 4 5 0 | 086 126.78
) ) Special Reinforced Reducing 90° Ell
Special Reinforced Tee @ Soc x SR Fipt - Stainless Steel Collar
SR Fipt - Stainless Steel Collar
807-101SR 3/4X1/2 50 | 0 [ 086 8.70
805-002SR 1/4 25 | 150 | 086 8.91 807-130SR 1X1/2 50 | 0 | 086 9.77
805-003SR 3/8 25 | 150 | 086 8.91
805-005SR 1/2 25 | 150 | 086 9.20 Spec|a| Relnforced 45° Ell
805-007SR 3/4 25 | 100 | 086 10.11 . :
805:0105R 7 5T 0 086 2403 SR Fipt - Stainless Steel Collar
805-015SR 1-1/2 10 [ 0 | 086 28.12| [819-007SR [ 3/4 [ 10 [ 120 [ 086
805-020SR 2 10 | 0 | 086 29.56
. . . Special Reinforced Coupling
Special Reinforced Reducing Tee SR Fipt - Stainless Steel Collar
Soc x SR Fipt - Stainless Steel Collar
830-005SR 1/2 25 | 150 | 086
802-072SR 1/2X1/4 25 | 150 | 086 7.66 830-007SR 3/4 25 | 150 | 086
802-098SR 3/4X1/4 25 | 100 | 086 9.95 830-010SR 1 25 | 200 | 086
802-101SR 3/4X1/2 50 0 | 086 9.95 830-012SR 11/4 10 | 120 | 086
802-128SR! 1X1/4 10 | 80 | 086 23.55 830-015SR 11/2 10 | 80 | 086
802-130SR 1X1/2 50 | 0 |086 12.27| [830-020SR 2 10 | o | 086
802-131SR 1X3/4 15 | 0 | 086 23.55
802-164SR! 1-1/4X1/4 5 0 | 086 25.11 : : :
802-166SR 1-1/4X1/2 25 | 0 | 086 16.64 Spe.CIaI R?Inforced Reducer Coupllng
802-168SR 1-114X1 10 0 Toss 16.98 SR Fipt - Stainless Steel Collar
802-207SR! 1-1/2X1/4 10 | 0 | 086 29.30
802-211SR 1-1/2X1 10 | 0 | 086 18.38 228_1%22 34:():%2 gg 280 822 ggj
802-212SR 1-1/2X1-1/4 10 | 0 | 086 18.38 830-131SR 1X3/4 25 | 200 | 086 6.74
802-245SR! 2X1/4 1010 (086 3384 g30-168SR 1-1/4X1 25| 0 |086| 1446
802-247SR 2X1/2 1010|086 3384 Tg30210SR 14/2X3/4 | 25 | 0 | 086 | 2146
802-248SR 2X3/4 101 0 |086) 33841 [g30211SR 1-1/2X1 10 | 80 | 086 | 21.46
802-287SR 2-1/2X172 101 0 |086) 24.94] fg305128R 1-12X1-1/4 | 10 | 80 | 086 |  21.46
802-331SR! 3X1/4 5 0 | 086 64.60 830-249SR 2X1 25 | 0 | o086 28.44
802-3335R’ 3X1/2 5 | 0 | 086 6647/ [g30-251SR 2X1-112 10| 0 |086| 2844
802-413SR! 4X1/4 5 0 | 086 88.96 —
- 1
?gfe;‘ \;I/iZSBTshing hic o [ 0 [0 %068 Special Reinforced Female Adapter
— Soc x SR Fipt - Stainless Steel Collar
Special Reinforced Reducing Tee " —|7 = [835-0025R 14 25 [ 450 | 086 531
Soc x SR Fipt - Stainless Steel Collar x Soc ]—I—UE 835-003SR 3/8 25 | 300 | 086 5.31
. » o 835-005SR 12 25 | 300 | 086 2.95
(See also Gauge & Instrument Fittings for additional configurations) 835-007SR 34 25 1300 | 086 4.29
[803-095SR | 3/4x12x3/4 [ 15[ o [086 [ 1253 g3z g10sR 1 25 1200 | 086 538
835-012SR 1-1/4 10 | 60 | 086 10.32
Special Reinforced 90° Ell 835-015SR 1112 10 | 80 | 086 12.70
Soc x SR Fipt - Stainless Steel Collar 835-020SR 2 10 | 0 | 086 22.15
835-025SR 2-1/2 5 0 | 086 34.95
807-005SR 1/2 20 | 240 | 086 7.33| [835-030SR 3 15 | 0o | 086 39.38
807-007SR 3/4 75 | 0 | 086 8.72 835-040SR 4 5 0 | o086 67.68
807-010SR 1 50 | O | 086 8.82| |[835-060SR 6 6 | 0 |086 87.93
807-012SR 1-1/4 25 | 0 | 086 11.85 . .
807-015SR 112 01 0 | o086 14.64| Encapsulated Special Reinforced Female
807-020SR 2 10 | 0 | 086 16.80 Adapter
807-030SR 3 5 0 | 086 42.65| Soc x ESR Fipt
807-040SR 4 510 |086] 7535 g35.002ESR | 114 [25 [450 [ 086 |  7.69]
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Transition Fittings & Adapters

PVC Gray Special Reinforced (SR) Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Encapsulated Special Reinforced Female Adapter Special Reinforced Reducer Bushing Flush
(continued) Style
Soc x ESR Fipt : . .
835-003ESR 38 25 1300 1 086 769 Spig x SR Fipt - Stainless Steel Collar
835-005ESR 112 25 | 300 | 086 477| |838-128SR 1X1/4 25 | 300 | 086 3.14
835-007ESR 3/4 25 | 300 | 086 7.04 838-166SR 1-1/4X1/2 25 | 100 | 086 5.74
835-010ESR 1 25 | 200 | 086 9.32 838-207SR 1-1/2X1/4 25 | 200 | 086 8.01
835-012ESR 11/4 10 80 | 086 15.04 838-209SR 1-1/2X1/2 10 60 | 086 8.01
835-015ESR 1-1/2 10 80 | 086 21.73 838-210SR 1-1/2X3/4 25 | 200 | 086 8.01
835-020ESR 2 10 0 086 32.30 838-247SR 2X1/2 10 | 80 | 086 9.80
838-248SR 2X3/4 10 | 80 | 086 9.80
. . . 838-249SR 2X1 10 | 80 | 086 9.80
Spemal R_elnfor_ced Spigot Female Adapter 838-3349R X34 0T o Tose 3836
Spig x SR Fipt - Stainless Steel Collar 838-335SR 3X1 101 0 |ose 38.36
838-336SR 3X1-1/4 10 | 0 | 086 38.36
Sro 00k vz B 838-3375R X112 10| 0 |o086|  38.36
878.0105R 1 w0 o Toss 838-528SR 6X2 5 | 0 |086 67.91
838-530SR 6X3 5 | 0 |086 61.13
876-0125R 144 25 10 ose 838-532SR ox4 5 | 0 |0s6|  67.91
878-015SR 112 25 | 0 | 086
878-020SR 2 15 | 0 | 086 . . —
878-030SR 3 5 | 0 | o086 Special Reinforced Cap . l‘
878-040SR 4 5 [ 0 |os6 SR Fipt - Stainless Steel Collar YL
Encapsulated Special Reinforced Spigot 848-002SR 1/4 25 [ 500 | 086 3.83
Female Adapter 848-003SR 3/8 25 | 450 | 086 3.83
splg x ESR Fipt 848-005SR 1/2 50 | 300 | 086 419
878-005ESR 172 50 | 600 | 086 Y = 3 R e
878-007ESR 3/4 25 | 300 | 086 :
878-010ESR 1 50 | 0 |086 Special Reinforced Union 2000 =
878-012ESR 1-1/4 25 | 0 |086 Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel EE|l~
878-015ESR 1112 25 | 0 | 086 Collar .
878-020ESR 2 15 | 0 | 086
235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
. . . ¥ 20 | 160 | 086 .
Special Reinforced Reducing Female Adapter gggg_gg‘;’gg ;ﬁ 20 80 Tos6 13 gg
Soc x SR Fipt - Stainless Steel Collar 8099-010SR 1 15 90 086 1397
835-074SR 112X3/4 50 | 400 | 086 a20| [S39901Z5R 114 o el I s
835-101SR 3/4X1/2 50 | 400 | 086 4.29 8099:0208R '2 =T o Toss =068
225'1OZSR 3/4X1 0 | 0 | 088 6.38| T8099-0255R 2112 5 | 0 |o086 108.41
5-130SR 1X1/2 50 | 0 | 086 6.38] o008 030SR 3 =T o Tose 120.69
835-131SR 1X3/4 25 | 200 | 086 638] |5099-040SR Y 7= T o Tose 13774
Special Reinforced Reducing Spigot Female 8099-060SR 6 1] 0 [o086| 306.10
Adapter Special Reinforced Union 2000 =P
Spig x SR Fipt - Stainless Steel Collar Soc x SR Fipt with Viton® O-ring Seal - Stainless Steel E -I'ﬂ
878-072SR 1/2X1/4 25 | 450 | 086 10.78| Collar .
g;g?gggs 34:()2%4 gg 288 ggg 1222 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
: 8059-005SR 112 20 | 160 | 086 7.90
. 8059-007SR 3/4 20 | 80 | 086 10.88
Reinforced Male Adapter gj 8059-010SR 1 15 | 90 | 086 14.14
R Mipt x Soc - Stainless Steel Sleeve 8059-012SR 11/4 10 | 0 | o086 27.02
8059-015SR 1112 10 | 0 | 086 33.34
836-005R 12 25 | 150 | 086 3.65| [8059-020SK > 5 T o Tose 50.91
836-007R 3/4 25 | 300 | 086 4.00| " 13059-0255R 2112 5| 0 086 109.43
836-010R 1 10 | 60 | 086 7.01] 8059-030SR 3 5| 0 086 124.40
. . . 8059-040SR 4 4 | 0 [o86 142.83
Special Reinforced Reducer Bushing 8059-060SR 6 1 | o [o86| 317.40

Mipt x SR Fipt - Stainless Steel Collar

839-128SR 1X1/4 25 | 150 | 086

839-209SR 1-1/2X1/2 25 | 200 | 086

839-210SR 1-1/2X3/4 25 | 100 | 086 .
839-247SR 2X1/2 10 | 120 | 086 12.19
839-248SR 2X3/4 10 | 120 | 086 12.19
839-249SR 2X1 10 | 120 | 086 12.19
839-420SR 4X2 6 0 | 086 46.16
Page 330

Special Reinforced Union 2000

SR Fipt with EPDM O-ring Seal - Stainless Steel Collar

235 psi Maximum Internal Presure rating @ 73°F (23°C)

8098-005SR 1/2 20 | 120 | 086 8.01
8098-007SR 3/4 20 | 80 | 086 10.91
8098-010SR 1 15 | 90 | 086 14.44
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[ Transition Fittings & Adapters 'SPEAHS
PVC Gray Special Reinforced (SR) Fittings '
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Special Reinforced Union 2000 (continued) PVC New Style Special Reinforced (SR)
SR Fipt with EPDM O-ring Seal - Stainless Steel Collar Threaded Tank Adapters with Neoprene
8098-012SR 1-1/4 10 [ 0 [o086 2685 Gaskets
8098-015SR 112 10 | 0 | 086 3377
8098-020SR 2 5 1 0 |os6 53,07 S0¢ X SR Fipt - Stainless Steel Collar
8098-025SR 2112 5 | 0 | o086 107'11 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8098-030SR 3 5 0 [oss | 12632 |8171-002SR 1/4 25 [ 150 | 100 33.80
8098-040SR ) 2 0 loss| 14502| [8171-003SR 3/8 25 | 200 | 100 33.80
8098-060SR 6 T T o Toss | 32230 [8171-005SR 1/2 25 | 0 |100 33.80
- 8171-007SR 3/4 25 [ o | 100 39.16
. . . 8171-010SR 1 25 | 0 [100 4410
Special Reinforced Union 2000 8171-012SR 1174 20 [ 0 100 54.21
SR Fipt with Viton® O-ring Seal - Stainless Steel Collar 8171-015SR 1172 20 | 0 | 100 62.22
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) g};}gggg; zj 2 145 8 188 122;;
8058-005SR 12 20 | 120 | 086 8.13| [8171:030SR 3 2 o 100 17090
8058-007SR 3/4 20 | 80 | 086 11.01] [31712040SR 2 > T 0 100 316.12
8058-010SR 1 15 | 90 | 086 14.73|  [3171-060SR 6 1T T 0 1100 59163
8058-012SR 1-1/4 10 | 0 | 086 28.06 :
8058-015SR 1112 10 | 0 | 086 34.53] PVC New Style Special Reinforced (SR)
gggg'ggggﬁ > f = g g ggg 1?2‘152 Threaded Tank Adapters with EPDM Gaskets
8058:0303R '3 =T o Toss 127 54 Soc x SR Fipt - Stainless Steel Collar
8058-040SR 2 2 T 0 [oss 1 50'1 2| 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8058-060SR 6 T 0 o086 333.63| |8171E-002SR 1/4 25 | 150 | 100 34.99
_ : : : 8171E-003SR 3/8 25 | 200 | 100 34.99
Special Reinforced Union (Old Style) —)  [B171E-0055R 1/2 25 | 0 | 100 34.99
Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel B Iﬁ 8171E-007SR 3/14 25 | 0 |[100 39.90
Collar . 8171E-010SR 1 25 | 0 | 100 48.51
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 21;1 Eggg? 11;‘2‘ ;g g 183 gg;g
899-002SR 14 25 [ 150 [ 086 14.35| | o277E-0209R > 51T o 700 9534
899-003SR 318 25 1100 | 086 | 14.35) [g171E-025SR 2112 4 | 0 | 100 148.23
899-005SR 12 10 | 60 | 086 7.60| [G171E-030SR 3 i . 176.47
899-007SR 3/4 10 | 40 | 086 10.83| |[3171E-0409R 1 > T o 900 32355
899-010SR 1 10 | 40 1086 L  13.97 [3171E-060SR 6 1] 0 [100] 61198
899-012SR 1-1/4 5 | 20 [ o086 24.30 - -
899-015SR 1112 5 | 0 |086 31.49] PVC New Style Special Reinforced (SR)
ggg'ggggg ';’ g g ggg 152’8-23 Threaded Tank Adapters with Viton® Gaskets
899:04OSR 2 2 o T o086 137'74 Soc x SR Fipt - Stainless Steel Collar
- ’ : - 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
Special Reinforced Union (Old Style) i-""" 8171V-002SR 1/4 25 [ 150 [ 100 56.80
Soc x SR Fipt with Viton® O-ring Seal - Stainless Steel E -I'ﬂ 8171V-003SR 3/8 25 | 200 | 100 56.80
Collar . 8171V-005SR 112 25 | 0 [100 56.80
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) g};x:g%gs 344 gg g 188 ?ggg
s v 10 &0 o889 [s17iv-otasR 11/ 20 [ 0 [100|  86.03
829.0105R 1 0T 20 Tose 1214 |B171V-0155R 1112 20 | 0 [100 96.98
859-0125R 1-1/4 5 | 20 | 086 2702 [SI71V-020SR 2 191 0 100 148.51
- - : 8171V-025SR 2112 4 [0 [100 226.10
859-015SR 1472 5 | 0 |086) 3334 Ig474v.030SR 3 4 [0 [100| 269.15
ggg'ggggg § R e 122-% 8171V-040SR 4 2 [0 [100| 646.67
829.0405R " T o Tose 1ao83 B8171V-060SR 6 2 | 0 [100] 1146.10
) ) X ] PVC New Style Special Reinforced (SR)
Special Reinforced Flange One Piece Threaded Tank Adapters with Neoprene
Threaded Gaskets
SR Fipt - Stainless Steel Collar _ o Fipt x SR Fipt - Stainless Steel Collar
150 psi Maximum Internal Pressure Rating @73°F (23°C) 150 psi Maximum Intemal Pressure Rating @ 73°F (23°C)
852-005SR 1/2 25| 0 | 086 1131} [8172-002SR 114 25 | 150 | 100 45.19
852-007SR 3/4 25| 0 | 086 13.29| [8172-003SR 3/8 25 | 200 | 100 45.19
852-010SR 1 151 0 | 086 14.53|  [8172-0055R 112 25 | 0 | 100 45.19
852-012SR 1-1/4 151 0 | 086 20.02  [8172-007SR 34 25 | 0 [ 100 50.03
852-015SR 1-1/2 15 0 086 21.91 8172-010SR 1 25 0 100 55.33
852-020SR 2 0] 0 |o086 22.44| 18172-012SR 1-1/4 20 | 0 | 100 74.51
852-025SR 2-1/2 0] 0 |o086 51.39] [8172-0155R 1112 20 | 0 | 100 83.97
852-030SR 3 0] 0 |o086 52.91] [8172-020SR 2 15| 0 | 100 |  108.80
852-040SR 4 510 |08 99.46| [8172-0255R 2112 4 | 0 [100] 165.65
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Part Number

Transition Fittings & Adapters
PVC Gray Special Reinforced (SR) Fittings

Size

Std
Pk

Mstr
Ctn

Disc
Code

Price

Each

PVC New Style Special Reinforced (SR) Threaded Tank
Adapters with Neoprene Gaskets (continued)

Fipt x SR Fipt - Stainless Steel Collar

8172-030SR 3 4 0 | 100 197.21
8172-040SR 4 2 0 | 100 351.09
8172-060SR 6 1 0 | 100 679.14
PVC New Style Special Reinforced (SR)

Threaded Tank Adapters with EPDM Gaskets

Fipt x SR Fipt - Stainless Steel Collar

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

8172E-002SR 1/4 25 [ 150 | 100 46.49
8172E-003SR 3/8 25| 200 | 100 46.49
8172E-0055R 172 25| 0 [ 100 46.49
8172E-007SR 3/4 25 | 0 | 100 50.97
8172E-010SR 1 25 | 0 | 100 60.98
8172E-012SR 1-1/4 20 | 0 | 100 80.95
8172E-0155R 1-1/2 20 | 0 [ 100 90.31
8172E-020SR 2 15 [ 0 [100]  116.47
8172E-025SR 2-1/2 4 0 | 100 171.16
8172E-030SR 3 4 | 0 [100] 20374
8172E-040SR 4 2 | 0 [100] 35946
8172E-060SR 6 1 [ 0 [100| 702.68
PVC New Style Special Reinforced (SR)

Threaded Tank Adapters with Viton® Gaskets

Fipt x SR Fipt - Stainless Steel Collar

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

8172V-002SR 1/4 25 | 150 | 100 69.15
8172V-003SR 3/8 25 | 200 | 100 69.15
8172V-005SR 1/2 25 | 0 | 100 69.15
8172V-007SR 3/4 25 | 0 | 100 74.24
8172V-010SR 1 25 | 0 | 100 85.29
8172V-012SR 1-1/4 20 | 0 | 100 98.05
8172V-015SR 1-1/2 20 | 0 | 100 114.46
8172V-020SR 2 15 | 0 | 100 166.59
8172V-025SR 2-1/2 4 0 | 100 244.62
8172V-030SR 3 4 0 | 100 291.29
8172V-040SR 4 2 0 | 100 679.14
8172V-060SR 6 2 0 | 100 1282.40

PVC Elastomer Expansion Joint
with Neoprene Bellows SR Fipt - Stainless Steel Collar

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

EJ01-007SR 3/4 10 | 0 | 085 190.59
EJ01-010SR 1 10 | 0 | 085 217.05
EJ01-012SR 1-1/4 15 | 0 | 085 236.07
EJ01-015SR 1-1/2 10 | 0 | 085 301.37
EJ01-020SR 2 8 0 | 085 362.07
EJ01-025SR 2-1/2 4 0 | 085 527.64
EJ01-030SR 3 2 0 | 085 709.59

PVC Elastomer Expansion Joint
with EPDM Bellows SR Fipt - Stainless Steel Collar

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

EJ21-007SR 3/4 10 | 0 | 085 194.46
EJ21-010SR 1 10 | 0 | 085 221.48
EJ21-012SR 1-1/4 15 | 0 | 085 240.91
EJ21-015SR 1-1/2 10 | 0 | 085 307.50
EJ21-020SR 2 8 0 | 085 369.47
EJ21-025SR 2-1/2 4 0 | 085 535.41
EJ21-030SR 3 2 0 | 085 724.07
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Transition Fittings & Adapters
PVC Gray Brass Thread Fittings

1SS

Part Number Size ?}E '\éf‘rt‘r EAZ% Eggﬁ Part Number Size ?Dtg '\éfrt‘r CD(;ZZ Eggﬁ
Transition Tee ﬂ Transiton Male Adapter w/ Brass Thread i
Soc x Fipt With Brass Thread Insert Brass Mipt x Socket
802-005BR 1/2 20 | 160 | 086 31.27| |836-005BR 1/2 40 | 160 | 086 26.11
802-007BR 3/4 20 | 80 | 086 62.67| |836-007BR 314 40 | 160 | 086 39.37
Not intended to convey or dispense water for human consumption through drinking or 836-010BR 1 10 | 60 | 086 64.02
cooking 836-012BR 1-1/4 10 | 60 | 086 107.84

836-015BR 1-1/2 10 | 40 | 086 143.10
Transition Reducing Tee ﬁ 836-0208R 2 8 |3 [ogs | 17777
Soc x Fipt With Brass Thread Insert

Union
802'101BR [ - 3/4X1/2 |s0] 0 ‘I 086 | . 3.9'03 Soc x Fipt with Brass Thread Insert & Viton® O-ring Seal @
Not intended to convey or dispense water for human consumption through drinking or
cooking 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)

859-007BR 3/4 10 | 40 | 086 50.53
Transition 90° Ell 859-010BR 1 10 | 0 | 086 62.36
Soc x Fipt With Brass Thread Insert 859-012BR 1-1/4 5 | 20 | 086 107.63

859-015BR 1-1/2 5 0 | 086 142.44
807-005BR 1/2 20 | 240 | 086 27.47| [859-020BR 2 5 0 | 086 189.30
807-007BR 3/4 20 | 160 | 086 48.63 Not intended to convey or dispense water for human consumption through drinking or
Not intended to convey or dispense water for human consumption through drinking or cooking
cooking

Union

Transition Reducing 90° Ell
Soc x Fipt With Brass Thread Insert

-

Soc x Fipt with Brass Thread Insert & EPDM O-ring Seal

BE

235 psi Maximum Internal Pressure Rating @ 73°F (23°C)

807-101BR | 3/4X1/2 [ 20 [120 086 |  34.29| [899-007BR 34 10 | 40 | 086 45.56
Not intended to convey or dispense water for human consumption through drinking or 899-010BR 1 10 0 | 086 61.45
cooking 899-012BR 1-1/4 5 | 20 | 086 103.33

899-015BR 1-1/2 5 0 [ 086 136.76
Transition Female Adapter 899-020BR 2 5 | 0 |08 | 182.30

Soc x Fipt With Brass Thread Insert

Not intended to convey or dispense water for human consumption through drinking or
cooking

835-005BR 1/2 25 | 150 | 086 23.72
835-007BR 3/4 25 | 150 | 086 34.07
835-010BR 1 15 | 90 | 086 58.71
835-012BR 1-1/4 15 | 60 | 086 96.68
835-015BR 1-1/2 10 | 40 | 086 127.01
835-020BR 2 8 32 | 086 157.31
Not intended to convey or dispense water for human consumption through drinking or
cooking

Transition Female Adapter
Spig x Fipt With Brass Thread Insert

878-005BR 1/2 25 | 150 | 086 19.95
878-010BR 1 15 | 90 | 086 63.47

Not intended to convey or dispense water for human consumption through drinking or
cooking

Transition Reducing Female Adapter
Soc x Fipt With Brass Thread Insert

835-101BR [ 3/4X1/2 |50 [ o [o86] 35.22

Not intended to convey or dispense water for human consumption through drinking or
cooking

Transition Female Adapter
Soc x Fipt With 316 Stainless Steel Thread Insert

835-005SS 1/2 25 | 300 | 086 46.48
835-007SS 3/4 15 | 90 | 086 66.80
835-010SS 1 15 | 90 | 086 113.67
835-012SS 1-1/4 15 | 60 | 086 189.84
835-015SS 1-1/2 10 | 40 | 086 247.99
835-020SS 2 8 | 32 | 086 318.13

Made in the U.S.A.
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CPVC Gray Special Reinforced (SR) Fittings

Transition Fittings & Adapters

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
Special Reinforced Tee Special Reinforced 90° Ell
Soc x SR Fipt - Stainless Steel Collar SR Fipt - Stainless Steel Collar
802-005CSR 1/2 50 | 0 [ 096 18.69| |808-003CSR 3/8 25 | 150 | 096 5.48
802-007CSR 3/4 15 | 120 | 096 27.31 808-005CSR 1/2 20 | 120 | 096 5.48
802-010CSR 1 15 | 0 | 096 34.36| |808-007CSR 3/4 20 | 160 | 096 8.03
802-012CSR 1-1/4 15 | 0 | 096 39.86| |808-010CSR 1 50 | 0 [ 096 10.29
802-015CSR 1-1/2 10 | 0 | 096 39.86| |808-012CSR 1-1/4 25 | 0 | 096 19.80
802-020CSR 2 10 | 0 | 096 65.16| |808-015CSR 1-1/2 10 | 0 | 096 23.31
802-030CSR 3 5 0 | 096 93.84| |808-020CSR 2 10 | 0 | 096 31.23
802-040CSR 4 5 0 | 096 176.79
) ) Special Reinforced Reducing 90° Ell
Special Reinforced Tee @ Soc x SR Fipt - Stainless Steel Collar
SR Fipt - Stainless Steel Collar
807-101CSR 3/4X1/2 50 | 0 | 096 11.56
805-002CSR 1/4 20 | 160 | 096 16.72 807-130CSR 1X1/2 50 | 0 | 096 12.46
805-003CSR 3/8 25 | 150 | 096 16.72
805-007CSR 314 25 | 100 | 096 25.63 ; ;
805-010CSR 7 51T 0 Toss 3828 SR Fipt - Stainless Steel Collar
805-015CSR 1-1/2 10 | 0 | 096 40.64| [819-007CSR 3/4 [10 120 096 [ 1253]
805-020CSR 2 10 | 0 | 096 48.39 —_—
. . . Special Reinforced Coupling
Special Reinforced Reducing Tee SR Fipt - Stainless Steel Collar
Soc x SR Fipt - Stainless Steel Collar
830-005CSR 1/2 25 | 300 | 096 8.84
802-072CSR 1/2X1/4 25 | 200 | 096 18.69 830-007CSR 3/4 25 | 300 | 096 14.29
802-098CSR 3/4X1/4 25 | 100 | 096 24.98 830-010CSR 1 25 | 200 | 096 16.23
802-101CSR 3/4X1/2 50 | 0 [096 24.98 830-012CSR 11/4 10 | 120 | 096 17.24
802-128CSR! 1X1/4 15 | 0 | 096 38.57 830-015CSR 11/2 10 | 80 | 096 18.49
802-130CSR 1X1/2 50 | 0 [096 15.26 830-020CSR 2 10 0 | 096 21.85
802-131CSR 1X3/4 15 | 0 | 096 38.57
802-164CSR! 1-1/4X1/4 5 0 | 096 51.29 : : :
802-166CSR 1-1/4X1/2 15 | 0 | 096 40.63 Spe.CIaI R?Inforced Reducer Coupllng
802-168CSR 1-1/4X1 10| 0 096 | 4146 SKFipt-Stainless Steel Collar
802-207CSR! 1-1/2X1/4 15 | 0 | 096 73.44
802-211CSR 1-1/2X1 10 | 0 | 096 48.68 228-128222 34‘;'()2742 :g 220 822 12?2
802-212CSR 1-1/2X1-1/4 10 | 0 | 096 48.68 830-131CSR 1X3/4 25 | 200 | 096 1913
802-245CSR! 2X1/4 101 0 |0%6 ] 84361 '830-168CSR 1-1/4X1 25| 0 |09 |  26.02
802-247CSR 2X1/2 101 0 |09 7593 1830210CSR 14/2X3/4 | 25 | 0 | 096 |  37.21
802-248CSR 2X3/4 1010 [09% 84.36) 830-211CSR 1-1/2X1 10 | 80 | 096 | 37.21
802-287CSR 2-112x112 1010 [09% 58.021 830-212CSR 1-12X1-1/4 | 10 | 80 | 096 | _ 37.21
802-331CSR! 3X1/4 5 0 | 096 161.14 830-249CSR 2X1 25 1 0 |09 91.60
802-413CSR’ 4x1/a 5 10 [0%] 17486 [530-251CSR 2X1-112 15| 0 | 096  91.60
1 Sized with Bushing
Special Reinforced Reducing Tee : _|7 \ g&ef'sil ;{emforced Female Adapter
. . N pt - Stainless Steel Collar
Soc x SR Fipt - Stainless Steel Collar x Soc ]—I—UE
» . o 835-002CSR 1/4 25 | 450 | 096 12.41
(See also Gauge & Instrument Fittings for additional configurations) 835-003CSR 38 25 1300 | 096 12.41
[803-095CSR 3/4x1/2x3/4 | 15[ 0 096  15.39] [g350050SR 12 25 1300 | 096 533
835-007CSR 3/4 25 | 150 | 096 5.76
Special Reinforced 90° Ell 835-010CSR 1 25 | 200 | 096 13.13
Soc x SR Fipt - Stainless Steel Collar 835-012CSR 1-1/4 10 | 60 | 096 13.47
835-015CSR 1-1/2 10 | 80 | 096 15.64
807-005CSR 1/2 20 | 240 | 096 9.07| [835-020CSR 2 10| 0 | 096 22.22
807-007CSR 3/4 75 | 0 [ 096 10.66| [835-025CSR 2112 5 0 |09 51.67
807-010CSR 1 50 | O | 096 12.83| [835-030CSR 3 15 [ 0 [ o096 106.16
807-012CSR 1-1/4 25 | 0 [ 096 26.50| [835-040CSR 4 5 0 | 096 176.69
807-015CSR 1-1/2 10 | 0 | 096 31.85| [835-060CSR 6 6 0 | 096 276.02
807-020CSR 2 10 | 0 | 096 39.85
Encapsulated Special Reinforced (SR) Female
Adapter
Soc x ESR Fipt
[835-002CESR 1/4 [ 25 [450 [ 096 | 15.74|
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Transition Fittings & Adapters
CPVC Gray Special Reinforced (SR) Fittings

1SS

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Encapsulated Special Reinforced (SR) Female Adapter ) ) )
(continued) Special Reinforced Reducer Bushing
Soc x ESR Fipt Spig x SR Fipt - Stainless Steel Collar
835-003CESR 3/8 25 | 300 | 096 15.74
835-005CESR 12 25 | 300 | 096 817 838-128CSR 1X1/4 25 | 150 | 096 12.10
835-007CESR 3/4 25 | 300 | 096 8.63 838-207CSR 1-1/2X1/4 25 | 200 | 096 20.47
835-010CESR 1 25 | 200 | 096 19.01 838-209CSR 1-1/2X1/2 10 | 120 | 096 21.34
835-012CESR 11/4 10 | 80 | 096 19.46 838-210CSR 1-1/2X3/4 10 | 120 | 096 21.34
835-020CESR 2 10 0 | o9 39.16 838-248CSR 2X3/4 10 | 80 | 096 29.32
838-249CSR 2X1 10 | 80 | 096 29.32
. . . 838-334CSR 3X3/4 10 | 0 | 096 124.15
Spemal R_elnfor_ced Spigot Female Adapter 838-33505R 31 70T 0 Tose 12415
Splg x SR Flpt - Stainless Steel Collar 838-336CSR 3X1-1/4 10 0 096 124.15
878-005CSR 12 50 1600 | 096 838-337CSR 3X1-1/2 10 | 0 | 096 124.15
838-528CSR 6X2 5 0 | 096 426.81
878-007CSR 34 25 1300 | 096 838-530CSR 6X3 5 | 0 | 0% | 426.81
878-010CSR 1 50 | 0 [ o096 - :
878-012CSR 1-1/4 25 | 0 |09 . .
878-015CSR 1112 25 | 0 | 096 Special Reinforced Cap
878-020CSR 2 15 | 0 | 096 SR Fipt - Stainless Steel Collar
878-030CSR 3 5 0 | 096
878-040CSR 4 5 0 | 0% 848-002CSR 1/4 25 | 500 | 096 6.71
848-003CSR 3/8 25 | 450 | 096 6.71
. . . 848-007CSR 3/4 25 | 300 | 096 10.45
Special Reinforced Reducing Female Adapter 848-0300SR 3 5o [oss| 11666
Soc x SR Fipt - Stainless Steel Collar _ i i
Special Reinforced Union 2000 ﬁ
835-074CSR 1/2X3/4 50 | 400 | 096 5.76| Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel E -I_
835-101CSR 314112 50 | 400 | 096 5.76| Collar =
835-102CSR 3/4X1 50 | 0 [ 096 13.13 . . .
835-130CSR 1X1/2 50 | 0 |09 13.13| 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
835-131CSR 1X3/4 25 | 200 | 096 13.13| |8099-005CSR 172 20 | 160 | 096 15.02
) i 8099-007CSR 3/4 20 | 160 | 096 26.67
Encapsulated Special Reinforced (SR) Female 8099-010CSR 1 15 | 90 | 096 36.93
Adapter 8099-012CSR 1-1/4 10 | 0 | 096 69.96
Spig x ESR Fipt 8099-015CSR 1-1/2 10 0 | 096 76.09
878-005CESR 112 50 | 600 | 096 g41| [0099-020CSR 2 5 1 0 106, 8012
8099-025CSR 2-1/2 5 0 | 096 137.43
878-007CESR 3/4 25 | 300 | 096 8.95
8099-030CSR 3 5 0 | 096 223.20
878-010CESR 1 50 | 0 |09  19.19
8099-040CSR 4 4 0 | 096 262.13
878-012CESR 1-1/4 25 | 0 | 096 19.71 8099-060CSR 3 T o o 58254
878-015CESR 1-1/2 25 | 0 | 096 25.70 = :
878-020CESR 2 15 | 0 | 096 39.72| Special Reinforced Union 2000 ﬂ-‘-ﬂ
Special Reinforced Reducing Spigot Female Soc x SR Fipt with Viton® O-ring Seal - Stainless Steel ..I_
Collar
Adapter o ,
Spig x SR Fipt - Stainless Steel Collar 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
878-072CSR 112X1/4 25 [450 [ 096 | 16.28] [S099-005CSR 112 25 1200 } 096 15.32
8059-007CSR 3/4 20 | 160 | 096 27.03
878-098CSR 3/4X1/4 50 | 400 | 096 18.95
878-128CSR 1X1/4 50 | 400 | 096 | 21.21] [S059-010CSR 1 15 1 90 | 096 37.24
8059-012CSR 1-1/4 10 | 0 | 096 71.00
. 8059-015CSR 1-1/2 10 | 0 [ 096 77.18
Reinforced Male Adapter gj 8059-020CSR 2 5 | 0 |0%|  80.35
R Mipt x Soc - Stainless Steel Sleeve 8059-030CSR 3 5 0 | 09 226.04
8059-040CSR 4 4 0 | 096 263.72
836-005CR 1/2 25 | 150 | 096 8.19
836-007CR 3/4 25 | 300 | 096 9.38 . . .
836-010CR 1 10 T120 [ 096 11.12| Special Reinforced Union 2000
SR Fipt with Viton® O-ring Seal - Stainless Steel Collar
Special Reinforced Reducing Bushing 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)
Mipt x SR Fipt - Stainless Steel Collar 8058-005CSR 12 20 | 160 | 096 15.72
N 2 .
839-209CSR 1-1/2X1/2 25 | 200 | 096 21.00 8058-007CSR 34 0 | 60 | 096 27.41
8058-010CSR 1 15 | 90 | 096 37.67
839-210CSR 1-1/2X3/4 25 | 100 | 096 21.00 8058-012CSR 114 101 0 |09 71.00
839-247CSR 2X1/2 10 | 120 | 096 23.21 8058-015CSR 112 101 0 |09 77.48
839-248CSR 2X3/4 10 | 120 | 096 23.21 8058-020CSR 2 5 0 | 09 81 .64
839-249CSR 2X1 10 | 120 | 096 23.21 8058-030CSR 3 5 0 | 09 230'71
839-420CSR 4X2 6 0 | 096 128.88 8058-040CSR 4 4 0 | 0% 270.28
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Transition Fittings & Adapters

CPVC Gray Special Reinforced (SR) Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Ctn |Code Each
Special Reinforced Union 2000 (continued) CPVC New Style Special Reinforced (SR)
SR Fipt with Viton® O-ring Seal - Stainless Steel Collar Threaded Tank Adapters with Neoprene
[8058-060CSR 6 [ 1] 0 ose| 608.69] Gaskets
. . . Soc x SR Fipt - Stainless Steel Collar
Speplal _Remforceq Union 20_00 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
SR Fipt with EPDM O-ring Seal - Stainless Steel Collar 8171-002CSR 1/4 25 1150 | 101 47.31
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 8171-003CSR 318 25 1200 | 101 47.31
8171-005CSR 1/2 25| 0 | 101 47.31
8098-005CSR 1/2 20 | 160 | 096 15.20
8171-007CSR 3/4 25| 0 | 101 56.62
8098-007CSR 3/4 20 | 80 [ 096 27.16
8171-010CSR 1 25 | 0 | 101 64.05
8098-010CSR 1 15 | 90 | 096 37.24
8171-012CSR 1-1/4 20 | 0 | 101 82.62
8098-012CSR 1-1/4 10 | 0 | 096 70.31
8171-015CSR 1-1/2 20 | 0 | 101 92.76
8098-015CSR 1-1/2 10 | 0 | 096 76.88
8171-020CSR 2 15 [ 0 | 101 128.27
8098-020CSR 2 5 0 [ 096 80.84
8171-025CSR 2-1/2 4 0 | 101 195.12
8098-025CSR 2-1/2 5 0 | 096 139.70
8171-030CSR 3 4 0 | 101 232.24
8098-030CSR 3 5 0 [ 09 227.14
8171-040CSR 4 2 0 | 101 373.24
8098-040CSR 4 4 0 | 096 262.95 8171-060CSR 6 1 0 | 101 985.77
8098-060CSR 6 1 0 [ 09 584.34 : : -
Special Reinforced Union (OId Style) ﬂ—"" CPVC New Style Special Rglnforced (SR)
Soc x SR Fipt with EPDM O-ring Seal - Stainless Steel I.-I'ﬂ ;hrezﬂiql Iasr:k_ ?dagterlscv%:th EPDM Gaskets
Collar oc X ipt - Stainless Steel Collar
. . . i 1 q a) o o
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
8171E-002CSR 1/4 25 | 150 | 101 53.62
899-002CSR 1/4 25 | 150 | 096 23.95
8171E-003CSR 3/8 25 | 200 | 101 53.62
899-003CSR 3/8 25 | 100 | 096 23.95
8171E-005CSR 1/2 25 | 0 | 101 53.62
899-005CSR 1/2 10 | 60 | 096 15.02
8171E-007CSR 3/4 25 | 0 | 101 60.60
899-007CSR 3/4 10 | 40 | 096 26.67
8171E-010CSR 1 25 | 0 | 101 72.46
899-010CSR 1 10 | 40 | 096 36.93
8171E-012CSR 1-1/4 20 | 0 |101 90.55
899-012CSR 1-1/4 5 | 20 | 096 69.96
8171E-015CSR 1-1/2 20 | 0 | 101 97.97
899-015CSR 1-1/2 5 0 | 096 76.09
8171E-020CSR 2 15 | 0 | 101 138.50
899-020CSR 2 5 0 | 096 80.12
8171E-025CSR 2-1/2 4 0 | 101 203.53
899-030CSR 3 5 0 | 096 223.20
899-040CSR 2 ) o T0% 26213 8171E-030CSR 3 4 0 | 101 242.30
- : 8171E-040CSR 4 2 0 | 101 388.48
Special Reinforced Union (Old Style) i-'-’-iﬁ 8171E-060CSR 6 2 | 0 [101] 1025.93
ggﬁ:rSR Fipt with Viton® O-ring Seal - Stainless Steel 'II- CPVC New Style Special Reinforced (SR)
o _ Threaded Tank Adapters with Viton® Gaskets
235 psi Maximum Internal Pressure Rating @ 73°F (23°C) Soc x SR Fipt - Stainless Steel Collar
859-002GSR 1/4 25 | 150 | 096 24111 159 psi Maximum Internal Pressure Rating @ 73°F (23°C)
859-003CSR 3/8 25 | 100 | 096 2411
8171V-002CSR 1/4 25 | 150 | 101 69.86
859-005CSR 1/2 10 | 60 | 096 15.32
8171V-003CSR 3/18 25 | 200 | 101 69.86
859-007CSR 3/4 10 | 40 | 096 27.03
8171V-005CSR 1/2 25| 0 |101 69.86
859-010CSR 1 10 | 40 | 096 37.24
8171V-007CSR 3/4 25| 0 |101 80.76
859-012CSR 1-1/4 5 | 20 | 096 71.00
8171V-010CSR 1 25| 0 |101 93.95
859-015CSR 1-1/2 5 0 | 096 77.18
8171V-012CSR 1-1/4 20 | 0 |101 116.46
859-020CSR 2 5 0 | 096 80.35
8171V-015CSR 1-1/2 20 | 0 |101 124.36
859-030CSR 3 5 0 | 096 226.04
859-0400SR 2 T o 096 26372 8171V-020CSR 2 15| 0 | 101 185.18
. - 8171V-025CSR 2-1/2 4 0 | 101 272.90
Special Reinforced Flange One Piece 313%’83882? 2 4 | 0 | 101 ggg-gi
2 2 | o [101 .
:SII;?’)atdgtdainless Steel Collar 8171V-060CSR 6 2 0 | 101 1713.06
150 psi Maximum Internal Pressure Rating @ 73°F (23°C) CPVC New Style Speclal Re_mforced (SR)
852-005CSR 1/2 25 | 0 | 096 1962 Threaded Tank Adapters with Neoprene
852-007CSR 3/4 25 | 0 | 096 23.80| Gaskets
852-010CSR 1 15| 0 | 096 26.04|  Fipt x SR Fipt - Stainless Steel Collar
852-012CSR 1-1/4 15 | 0 | 096 36.03| 150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
852-015CSR 1-1/2 151 0 | 09% 38.20| 8172-002CSR 1/4 25 [ 150 | 101 62.67
852-020CSR 2 101 0 |09% 39.13|  [8172-003CSR 3/8 25 | 200 | 101 62.67
852-025CSR 2112 10] 0 090 62.96| 8172-005CSR 112 25 | 0 | 101 62.67
852-030CSR 3 1010 |09% 62.47| 8172-007CSR 3/4 25 | 0 | 101 72.78
852-040CSR 4 510 09%] 117.06] [§172-010CSR 1 25 | 0 | 101 80.19
8172-012CSR 1-1/4 20 | 0 | 101 113.76
8172-015CSR 1-1/2 20 | 0 |101 127.09
8172-020CSR 2 15 [ 0 | 101 157.13
8172-025CSR 2-1/2 4 0 | 101 228.05
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Transition Fittings & Adapters
CPVC Gray Special Reinforced (SR) Fittings

Part Number

. Std | Mstr | Disc Price
Size Pk | Ctn |Code Each

CPVC New Style Special Reinforced (SR) Threaded

Tank Adapters with Neoprene Gaskets (continued)
Fipt x SR Fipt - Stainless Steel Collar

8172-030CSR 3 4 0 | 101 271.49
8172-040CSR 4 2 0 | 101 416.98
8172-060CSR 6 2 0 | 101 1117.17

CPVC New Style Special Reinforced (SR)

Threaded Tank Adapters with EPDM Gaskets
Fipt x SR Fipt - Stainless Steel Collar

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

8172E-002CSR 1/4 25 | 150 | 101 65.12
8172E-003CSR 3/8 25 | 200 | 101 65.12
8172E-005CSR 1/2 25 | 0 | 101 65.12
8172E-007CSR 3/4 25| 0 | 101 77.11
8172E-010CSR 1 25 | 0 | 101 83.71
8172E-012CSR 1-1/4 20 | 0 | 101 118.16
8172E-015CSR 1-1/2 20 | 0 | 101 137.37
8172E-020CSR 2 15 | 0 | 101 168.61
8172E-025CSR 2-1/2 4 0 | 101 254.35
8172E-030CSR 3 4 0 | 101 302.79
8172E-040CSR 4 2 0 | 101 490.19
8172E-060CSR 6 2 0 | 101 1133.70

CPVC New Style Special Reinforced (SR)

Threaded Tank Adapters with Viton® Gaskets
Fipt x SR Fipt - Stainless Steel Collar
150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

8172V-002CSR 114 25 [ 150 [ 101 100.00
8172V-003CSR 3/8 25 | 200 | 101 100.00
8172V-005CSR 172 25 [ 0 [ 101 100.00
8172V-007CSR 3/4 25 [ 0 [ 101 113.13
8172V-010CSR 1 25 [ 0 [ 101 130.65
8172V-012CSR 1-1/4 20 [ 0 [ 101 161.31
8172V-015CSR 14172 20 [ 0 [ 101 169.89
8172V-020CSR 2 15 | 0 | 101 261.10
8172V-025CSR 2-112 4 [ o [101 377.28
8172V-030CSR 3 4 [ 0 [101 44915
8172V-040CSR 4 2 | 0 [101[ 1146.09
8172V-060CSR 6 2 | 0 [ 101 2081.00
CPVC Elastomer Expansion Joint £

with EPDM Bellows SR Fipt - Stainless Steel Collar

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)

EJ21-007CSR 3/4 10 | 0 | 085 197.81
EJ21-010CSR 1 10 | 0 | 085 227.48
EJ21-012CSR 1-1/4 15 | 0 | 085 251.37
EJ21-015CSR 1-1/2 10 | 0 | 085 320.41
EJ21-020CSR 2 8 0 | 085 423.52
EJ21-025CSR 2-1/2 4 0 | 085 588.17
EJ21-030CSR 3 2 0 | 085 783.37

Made in the U.S.A.
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'SPH\HS Transition Fittings & Adapters
' CPVC Gray Brass Thread Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc Price

Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each

Transition Tee ﬂ Union

Soc x Fipt With Brass Thread Insert Soc x Fipt with Brass Thread Insert & Viton® O-ring Seal

802-005CBR 1/2 20 | 160 | 096 55.46| 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)

802-007CBR 3/4 25 | 0 |[096 110.91 859-007CBR 3/4 10 | 20 | 096 138.86

Not intended to convey or dispense water for human consumption through drinking or 859-010CBR 1 10 0 | 096 154.66

cooking 859-012CBR 1-1/4 5 0 | 096 259.26
859-015CBR 1-1/2 5 0 | 096 294.62

Transition Reducing Tee 859-020CBR 2 5 | 0 [096| 332.98

Soc x Fipt With Brass Thread Insert Not intended to convey or dispense water for human consumption through drinking or
cooking

802-101CBR | 3/4X1/2 [50 | 0 [ 096 | 68.74

Not intended to convey or dispense water for human consumption through drinking or| Union

cooking

BE

Soc x Fipt with Brass Thread Insert & EPDM O-ring Seal

Transition 90° Ell 235 psi Maximum Internal Pressure Rating @ 73°F (23°C)

Soc x Fipt With Brass Thread Insert 899-007CBR 3/4 10 | 40 | 096 136.51
899-010CBR 1 10 [ 0 | 096 152.76

807-005CBR 1/2 20 | 240 | 096 48.76| |899-012CBR 1-1/4 5 | 20 | 096 255.99

807-007CBR 3/4 20 | 160 | 096 85.13| |899-015CBR 1-1/2 5 0 | 096 290.86

Not intended to convey or dispense water for human consumption through drinking or| |899-020CBR 2 5 0 | 096 328.90

cooking

Transition Reducing 90° Ell
Soc x Fipt With Brass Thread Insert

-

807-101CBR [ 3/4X1/2 | 20 [ 120 096 | 60.98

Not intended to convey or dispense water for human consumption through drinking or
cooking

Transition Female Adapter
Soc x Fipt With Brass Thread Insert

835-005CBR 1/2 25 | 150 | 096 30.06
835-007CBR 3/4 15 | 90 | 096 62.21
835-010CBR 1 15 | 90 | 096 109.17
835-012CBR 1-1/4 15 | 60 | 096 178.10
835-015CBR 1-1/2 10 | 80 | 096 234.82
835-020CBR 2 8 32 | 096 293.28
Not intended to convey or dispense water for human consumption through drinking or
cooking

Transition Female Adapter
Soc x Fipt With Type 316 Stainless Steel Thread Insert

835-005CSS 172 25 [ 150 | 096 59.02
835-007CSS 304 15 | 90 | 096 82.40
835-010CSS 1 15 | 90 | 096 | 14422
835-012CSS 1-1/4 15| 0 |096| 23438
835-015CSS 1172 10 | 60 | 096 |  305.78
835-020CSS 2 8 | 32 | 096 | 357.85

Transition Male Adapter w/Brass Thread i
Brass Mipt x Socket
836-005CBR 172 40 [ 160 | 096 66.63
836-007CBR 3/4 40 | 160 | 096 93.81
836-010CBR 1 10 | 60 | 096 | 163.39
836-012CBR 1-1/4 10 | 60 | 096 | 265.77
836-015CBR 1172 10 | 40 | 096 | 34552
836-020CBR 2 8 | 32 | 096 | 40489
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Transition Fittings & Adapters
CPVC Orange Special Reinforced (SR) Fittings

J

i)

SPEARS

The CPVC Orange fittings in this section (4200 series part numbers) are approved by Underwriters Laboratories, FM Global, and LPCB for use in CPVC Fire
Sprinkler Systems. When installed in these systems, installation must be made in accordance with Spears® publication FG-3, FlameGuard® CPVC Fire
Sprinkler Products Installation Instructions, and local codes. However, these fittings can also be used in many other types of installations, such as hot water
distribution. CPVC fittings may also be used on PVC pipe when installed with a quality CPVC solvent cement meeting the requirements of ASTM F 493,
Standard Specification for Solvent Cements for Chlorinated Poly (Vinyl Chloride) (CPVC) Plastic Pipe and Fittings.

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Cin | Code Each Part Number Size Pk | Cin | Code Each
Sprinkler Head Tee - Special Reinforced Female Sprinkler Head Adapter - Special
Plastic Thread Style with Wrench Flats % Reinforced Plastic Thread with Metal Thread ﬁ
Socket x Socket x SR FIPT - Zinc Collar Start
4202-010SR 1 15 | o [o76 19.38] Socket x SR FIPT - Zinc Collar
4202-130SR X112 50 | 0 | 076 7.55| [24235-101SR | 3/4X1/2 [ 50 [ 200 ] 076 | 5.02]
Sprinkler Head Tee - Special Reinforced Female Sprinkler Head Adapter - Special —
Plastic Thread Style Reinforced Plastic Thread Style with Il
Socket x Socket x SR FIPT - Stainless Steel Collar Positioning Ring .
4202-101SR 3/4X1/2 50 0 076 6.99 Socket x SR FIPT - Stainless Steel Collar
4202-124SR 1X3/4X1/2 50| 0 | 076 755 [R4235-101SR | 3/4X1/2 [ 25 1300 [ 076 | 5.67|
4202-156SR 1-1/4X1X1/2__| 15 | O | 076 12.59] §pigot Female Sprinkler Head Adapters -
4202-166SR 1-1/4X1/2 15 | 0 | 076 12.59 . . .
4202-168SR 1-1/4XA 15T 0 To7e 2706 Special Reinforced Plastic Threaded Style
4202-199SR 1472X1-114X1/2 10 | 0 | 076 16.57| Spigot x SR FIPT - Stainless Steel Collar
4202-209SR 1-1/2X1/2 25 | 0 | 076 16.57| [4238-101SR 314X112 50 | 400 | 076 5.02
4202-211SR 1-1/2X1-1/2X1__ | 10 | 0 | 076 16.57| |4238-130SR 1X172 50 | 0 | 076 5.43
- - 1 7 R . . .
:582_22;2? ZX12,1(/12,’2(1’2 18 8 872 gggg Adjustable Sprinkler Head Adapters - Special
4202-287SR 2-1/2X1/2 10 | 0 |o76 32.04| Reinforced Plastic Thread Style @
. . . Socket x SR FIPT - Zinc Collar
Sprm_kler Head Tee - Special Reinforced 42001SR 3aXA72 2T 0 Tore 582
Plastic Thread Style ] 42011SR X172 12| 0 |o76 12.82
Socket x SR FIPT x Socket - Stainless Steel Collar . . .
[4203-1225R I XA2X1 [0 [ 0 [o76] 8.11] Adjustable Sprinkler Head Adapters - Special @
Reinforced Plastic Thread Style
. o . .
Sprln.kler Head 90° Ell - Spemal Reinforced Spigot x SR FIPT - Zinc Collar
Plastic Thread Style 42004SR 3/4X112 12 0 o076 12.82
Socket x SR FIPT - Stainless Steel Collar 42014SR 1X1/2 12 | 0 | 076 12.82
- 20 | 180 | 076 . . . .
228;_1%22 34‘;’2%2 70 150 To76 g_gg Spigot Female Adapter - Special Reinforced
4207-131SR 1X3/4 50 | 0 | 076 7.86| Plastic Thread Style
4207-166SR 1-1/4X1/2 25 [ 0 |o076 8.26| Spigot x SR FIPT - Stainless Steel Collar
: : : 4278-007SR 3/4 25 | 300 | 076 8.63
Female Adapter - Special Reinforced Plastic 19780108 1 T o Tore 1536
Thread Style
Socket x SR FIPT - Stainless Steel Collar
4235-007SR 3/4 25 | 300 | 076 8.22
4235-010SR 1 25 | 200 | 076 14.45
4235-012SR 1-1/4 10 | 60 | 076 23.52
Female Sprinkler Head Adapter - Special
Reinforced Plastic Thread Style
Socket x SR FIPT - Stainless Steel Collar
4235-101SR 3/14X1/2 50 | 200 | 076 5.02
4235-130SR 1X1/2 50 | 0 | 076 5.37
4235-131SR 1X3/4 50 | 0 |o076 8.50
Female Sprinkler Head Adapter - Special
Reinforced Plastic Thread Style with Socket @
Body Wrench Flats
Socket x SR FIPT - Stainless Steel Collar
WA4235-101SR 3/14X1/2 50 | 0 | 076 5.73
WA4235-130SR 1X1/2 50 | 0 | 076 6.13
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 339
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CPVC Orange Brass Thread Fittings

Transition Fittings & Adapters

—

The CPVC Orange fittings in this section (4200 series part numbers) are approved by Underwriters Laboratories, FM Global, and LPCB for use in CPVC Fire
Sprinkler Systems. When installed in these systems, installation must be made in accordance with Spears® publication FG-3, FlameGuard® CPVC Fire
Sprinkler Products Installation Instructions, and local codes. However, these fittings can also be used in many other types of installations, such as hot water
distribution. CPVC fittings may also be used on PVC pipe when installed with a quality CPVC solvent cement meeting the requirements of ASTM F 493,
Standard Specification for Solvent Cements for Chlorinated Poly (Vinyl Chloride) (CPVC) Plastic Pipe and Fittings.

Part Number Size ?:,ts '\éfg g(')z% Eggﬁ Part Number Size ?’tg '\éf: g(')z% Eggﬁ
Sprinkler Head Tee - Brass Thread Insert Style ﬂ ::z::tlgg |I):nkler Head Adapter - Brass Thread
Socket x Socket x FIPT Socket x FIPT
4202-101 3/4X1/2 50 | 0 |076 13.14| |4235-101 3/4X1/2 50 | 0 | 076 9.46
4202-124 1X3/4X1/2 50 | 0 | 076 14.18| |4235-130 1X1/2 50 | 0 | 076 10.10
4202-130 1X1/2 50 | 0 [076 14.18| |4235-131 1X3/4 50 | 0 | 076 15.96
4202-010 1 10 | 40 | 076 36.47| |Not intended to convey or dispense water for human consumption through drinking or
4202-156 1-1/4X1X1/2 15 | 0 | 076 23.65| |cooking
202792 A-Aux12 1510 (0761 2365 Female Sprinkler Head Adapter - Brass Thread

- -1/12X1-1/4X1/2 10 0 076 31.15 .
4202-209 1-1/2X112 10| o |ore | 31.15 Insert Style with Long Body
4202-237 2X1-1/2X1/2 10 | o |o76 43.93| Socket x FIPT
4202-247 2X1/2 10 | 0 | 076 43.93| |L4235-130 [ 1X1/2 [50 [ o [o76] 14.32
Not intended to convey or dispense water for human consumption through drinking or Not intended to convey or dispense water for human consumption through drinking or
cooking cooking

Sprinkler Head Tee - Brass Thread Insert Style

Socket x FIPT x Socket

s

Female Sprinkler Head Adapter - Brass Thread

Insert Style with Positioning Ring
Socket x FIPT

4203-122 |

1X1/2X1

[ 50 [ o [o76]

23.29

R4235-101 [ 314X112 [50 [ 0 |o076 | 9.46

cooking

Not intended to convey or dispense water for human consumption through drinking or

Not intended to convey or dispense water for human consumption through drinking or
cooking

Sprinkler Head 90° Ell - Brass Thread Insert

Spigot Female Sprinkler Head Adapters -

Style Brass Thread Insert Style

Socket x FIPT Spigot x FIPT

4207-101 3/4X1/2 20 | 120 | 076 8.68| [4238-101 3/4X1/2 50 | 0 | 076 9.46
4207-130 1X1/2 15 | 90 | 076 12.20| |4238-130 1X1/2 50 | 0 | 076 10.10
4207-131 1X3/4 25 | 0 | 076 14.76 Not intended to convey or dispense water for human consumption through drinking or
4207-166 1-1/4X1/2 10 | 60 | 076 16.99| | cooking

Not intended to convey or dispense water for human consumption through drinking or

cooking Bushing - with Brass Thread Insert

Female Adapter - Brass Thread Insert Style

Socket x FIPT

4235-007 3/4 15 | 90 | 076 17.32
4235-010 1 15 | 90 | 076 30.39
4235-012 1-1/4 15 | 60 | 076 49.54
4235-015 1-1/2 10 | 40 | 076 66.09
4235-020 2 8 32 | 076 82.83
Not intended to convey or dispense water for human consumption through drinking or
cooking

Spigot Female Adapter - Brass Thread Insert

Style

Spigot x FIPT

4278-007 3/4 25 | 150 | 076 16.20
4278-010 1 15 | 90 | 076 28.85

cooking

Not intended to convey or dispense water for human consumption through drinking or

TorqueSafe™ Female Sprinkler Head Adapter -

Gasket Sealed Brass Thread Insert Style

Socket x Gasket FIPT

Spigot x FIPT

4238-130BR | 1X1/2 [ 50 300 076 | 13.07
Not intended to convey or dispense water for human consumption through drinking or
cooking

Male Adapter i
MIPT x Socket

4236-007 3/4 40 | 160 | 076 38.97
4236-010 1 10 | 60 [ 076 59.58
4236-012 1-1/4 10 | 60 [ 076 71.25
4236-015 1-1/2 10 | 40 [ 076 129.31
4236-020 2 8 | 32 [ 076 172.08

4235-130GS | 1X1/2
FIPT With Elastomer Seal - Use NO Thread Sealant

[ 50 [ o [o76 | 10.10

Not intended to convey or dispense water for human consumption through drinking or
cooking
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Transition Fittings & Adapters SPEARS
CPVC Orange Brass Grooved Coupling Adapter '

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each
Grooved Coupling Adapter ‘
Brass Groove End x Socket
4233-012 1-1/4 10 | 40 | 076 97.98
4233-015 1-1/2 10 | 40 | 076 103.84
4233-020 2 8 32 | 076 120.27
4233-025 2-1/2 5 0 | 076 154.27
4233-030 3 5 0 | 076 171.50
Not intended to convey or dispense water for human consumption through drinking or
cooking
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 341
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Transition Fittings & Adapters

CTS CPVC Tan Special Reinforced (SR) Fittings & CTS CPVC Tan Brass Thread Fittings

CTS CPVC Tan Special Reinforced (SR) Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each| |PartNumber Size Pk | Cin |Code Each
——
SPECIAL REINFORCED 90° ELL SPECIAL REINFORCED FEMALE ADAPTER | (i
Socket x SR Fipt - Stainless Steel Collar Socket x SR Fipt - Stainless Steel Collar I:
[4107-005SR [ 1/2 | 50 ]300 [ 035] 8.56] [4135-005SR 12 25 [ 200 | 035 6.61
° 4135-007SR 3/4 25 | 300 | 035 7.27
ZcI)NC g_ROPUEAtR REINFORCED CTS 90° ELL 5, [tssorosk ; oo Toss 022
ne Fiece uUni @
(Socketx SR Fipt Zi)nc Collar ‘ SPECIAL REINFORCED REDUCING FEMALE [~
[DEZ4107-005SR | 12 [ 10 [150 [035 | 19.25] ?Dﬁ\PTEEF St Steal ol -I|-
° — ocket x ipt - Stainless Steel Collar T
3=Rt?P E:IR S;EC::Mt-)RElNFORCED 90°ELL 6(5)9 [4135-131SR [ 1X3/4 [ 25 150 [ 035 | 14.52|
Itting Flus bracke
Socket x SR Fipt - Stainless Steel Collar REI_NFORCED MAI_'E ADAPTER (Internal
[DE4107-0055R | 12 [10 [200]035] 1323 Stainless Steel Reinforced)
R Mipt x Socket - Stainless Steel Sleeve
4136-005R 1/2 25 | 300 | 035 8.48
4136-007R 3/4 25 | 300 | 035 9.43
4136-010R 1 10 | 120 | 035 14.05
CTS CPVC Tan Brass Thread Fittings
. Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Each
GASKET SEALED BRASS THREAD -
TRANSITION FEMALE ADAPTER _b\_lul
Socket x Gasket FPT - Use NO Thread Sealant G
NSF Certified Lead Free
4135-005BRG 1/2 25 | 150 | 035 38.20
4135-007BRG 3/4 25 | 150 | 035 42.07
4135-010BRG 1 15 | 90 | 035 125.49
4135-012BRG 1-1/4 15 | 60 | 035 238.42
4135-015BRG 1-1/2 10 | 40 | 035 310.76
4135-020BRG 2 8 | 32 | 035 456.90
GASKET SEALED BRASS THREAD ;
TRANSITION REDUCING FEMALE ADADPTER
Socket x Gasket FPT - Use NO Thread Sealant
NSF Certified Lead Free
4135-101BRG 3/4X1/2 25 | 150 | 035 41.58
4135-130BRG 1X1/2 50 | 0 [ 035 65.69
TRANSITION MALE ADAPTER w/BRASS
THREAD ]
Brass Mipt x Socket
NSF Certified Lead Free
4136-005BR 1/2 60 | 360 | 035 38.20
4136-007BR 3/4 40 | 160 | 035 42.07
4136-010BR 1 10 | 60 | 035 125.49
4136-012BR 1-1/4 10 | 60 | 035 154.77
4136-015BR 1-1/2 10 | 40 | 035 204.31
4136-020BR 2 8 | 32 | 035 339.62
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Transition Fittings & Adapters SPEARS
CTS CPVC Tan Gasket Sealed Thread Fittings & Blue 75™ Thread Sealant '

CTS CPVC Tan Gasket Sealed Thread Fittings

. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn |Code Part Number Size Pk | Cin | Code Each
) FEMALE ADAPTER with Gasket (continued)
FEMALE ADAPTER with Gasket Socket x NPSC
Socket x NPSC 4135-0070R 3/4 25 | 300 | 035 6.35
) 4135-0100R 1 5 | 100 | 035 7.24
For Cold Water Service Only
[4135-0050R | 1/2 | 25 [ 200 [ 035 | 4.47|
Blue 75™ Thread Sealant
. Std | Mstr | Disc Price
Part Number Size Pk | Cin | Code Each
@l
55
Blue 75™ Thread Sealant —
SB75-005 1/4 Pint 24 0 | 895 9.94
SB75-010 1/2 Pint 24 | 0 |895 15.83
SB75-020 Pint 12 0 | 895 25.59
SB75-030 Quart 12 | 0 | 895 45.99
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 343
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'SPEARS Polypropylene Fittings & Accessories
J Polypropylene Schedule 80 Natural & Black SR Threaded Fittings

Featuring Patented Special Reinforced (SR) Thread
Full 150 psi Pressure Rating at 73°F (23°C)

High Grade Homopolymer Compound

Excellent Chemical Resistance

IPS Sizes 1/2" through 2"

Spears® Patented SR Fitting Design is One of the Most Significant

- Improvements in Threaded Thermoplastic Fittings . . .
Radial stress generated by tightening of tapered pipe threads exerts tremendous expansion forces on female plastic thread fittings. When subjected to over-tightening —

even accidentally — these forces can literally split the fitting. Spears® patented SR Fitting design not only alleviates this problem by containing expansion forces with its
stainless steel collar, but additionally compensates for expansion stress through thermoplastic material compression. Stresses are equalized at normal joint make-up. The
following graph illustrates this effect in a comparison of conventional plastic female thread fittings with Spears® SR plastic thread fittings when taken to failure.

: SPLIT FITTING
EXPANSION 0 _ _.:,STRIP THREADS
FORCES o\ventionaL !
PLASTIC THREAD
FITTINGS e
1 ADDITIONAL
0 TURNS TIGHT — >
. ;
COMPRESSION '
FORCES :
NORMAL JOINT
MAKE-UP
Another Quality Spears® Product Designed for
Performance, Customer Satisfaction and Service
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Polypropylene Fittings & Accessories

Polypropylene Schedule 80 Natural SR Threaded Fittings & Polypropylene Schedule 80 Black SR Threaded Fittings

| (o

Polypropylene Schedule 80 Natural SR Threaded Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc
Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code
Tee - Natural Cap - Natural
SR Fipt SR Fipt
4805-005SR 12 25 | 200 | 060 13.28| [4848-005SR 12 50 | 300 | 060
4805-007SR 3/4 15 | 120 | 060 14.74| [4848-007SR 3/4 50 | 300 | 060
4805-010SR 1 15 | 0 | 060 17.55| [4848-010SR 1 15 | 180 | 060
4805-015SR 1172 10 | 0 | 060 26.01| [4848-015SR 1112 10 | 120 | 060
4805-020SR 2 10 | 0 | 060 34.38| [4848-020SR 2 10 | 80 | 060
—
90° Ell - Natural Union - Natural - fo
SR Fipt SR Fipt with Viton® O-ring -'-—|-
4808-005SR 12 20 | 240 | 060 10.79| [4858-005SR 12 20 | 120 | 060
4808-007SR 3/4 20 | 240 | 060 13.12| [4858-007SR 3/4 20 | 80 | 060
4808-010SR 1 50 | 0 | 060 16.21| [4858-010SR 1 15 | 90 | 060
4808-015SR 1172 10 | 0 | 060 21.97| [4858-015SR 1112 10 | 0 | 060
4808-020SR 2 25 | 0 | 060 29.89| [4858-020SR 2 5 | 0 | 060
45° Ell - Natural Union - Natural
SR Fipt SR Fipt with EPDM O-ring
4819-005SR 12 50 | 400 | 060 13.59| [4898-005SR 12 20 | 120 | 060
4819-007SR 3/4 50 | 300 | 060 15.29| [4898-007SR 3/4 20 | 80 | 060
4819-010SR 1 50 | 0 | 060 16.15| [4898-010SR 1 15 | 90 | 060
4819-015SR 1112 25 | 0 | 060 21.97| [4898-015SR 1112 10 | 0 | 060
4819-020SR 2 25 | 0 | 060 29.89| [4898-020SR 2 5 | 0 | 060
Coupling - Natural Flange - Natural
SR Fipt SR Fipt
4830-005SR 172 25 | 300 | 060 4852-005SR 12 25 | 0 | 060 29.78
4830-007SR 3/4 25 | 300 | 060 4852-007SR 3/4 25 | 0 | 060 32.27
4830-010SR 1 25 | 200 | 060 4852-010SR 1 15 | 0 | 060 36.18
4830-015SR 1172 10 | 80 | 060 4852-015SR 1112 15 | 0 | 060 50.72
4830-020SR 2 10 | 0 | 060 4852-020SR 2 10 | 0 | 060 59.85
T.T. Bushing - Natural
Mipt x Fipt Blind Flange - Natural
4839-101 3/4X1/2 10 [ 300 | 060 15.83| [4853-005 12 25 | 0 | 060 49.83
4839-130 1X1/2 10 | 50 | 060 19.33| [4853-007 3/4 25 | 0 | 060 51.47
4839-131 1X3/4 10 | 50 | 060 19.33| [4853-010 1 15 | 0 | 060 54.62
4839-211 1-1/2X1 10 | 120 | 060 34.16| [4853-015 1112 15 | 0 | 060 90.20
4839-249 2X1 10 | 50 | 060 49.52| [4853-020 2 10 | 0 | 060 98.33
4839-251 2X1-1/2 10 | 120 | 060 49.52
Polypropylene Schedule 80 Black SR Threaded Fittings
. Std | Mstr | Disc Price . Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each| |PartNumber Size Pk | Ctn [Code Each
90° EIl - Black (continued)
Tee - Black SR Fipt
SR Fipt 4808-007BSR 3/4 20 | 240 | 061 12.19
4808-010BSR 1 50 | 0 | 061 15.02
4805-005BSR 1/2 25 | 200 | 061 12.29 4808-015BSR 112 25 0 | 061 20.27
4805-007BSR 3/4 15 | 120 | 061 13.70 4808-020BSR 2 10 0 | 061 27.60
4805-010BSR 1 15 | 0 | 061 16.20
4805-015BSR 1112 10 | 0 | 061 24.03 °
4805-020BSR 2 10| 0 | o061 a187] 49" Ell-Black
SR Fipt
90° Ell - Black 4819-005BSR 172 50 | 400 | 061 12.55
SR Fipt 4819-007BSR 3/4 50 | 300 | 061 14.18
4819-010BSR 1 50 | 0 | 061 14.95
[4808-005BSR | 172 [ 20 [240 [061]  10.03] [2819-015BSR 1112 25 | 0 | 061 20.27
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Polypropylene Schedule 80 Black SR Threaded Fittings

Polypropylene Fittings & Accessories

. Std | Mstr | Disc Price . Std | Mstr | Disc Price

Part Number Size Pk | Ctn |Code Each Part Number Size Pk | Cin | Code Each
45° Ell - Black (continued) Blind Flange - Black (continued)
SR Fipt [4853-020B [ 2 [ 10 ] o [o61] 92.13|
[4819-020BSR | 2 [25 ] 0 [o61]
Coupling - Black

SR Fipt

4830-005BSR 1/2 25 | 300 | 061
4830-007BSR 3/4 25 | 300 | 061
4830-010BSR 1 25 | 200 | 061
4830-015BSR 1-1/2 10 [ 80 | 061
4830-020BSR 2 10 | 0 | 061

T.T. Bushing - Black

Mipt x Fipt

4839-101B 3/4X1/2 10 | 300 | 061

4839-130B 1X1/2 10 | 50 | 061

4839-131B 1X3/4 10 | 50 | 061

4839-211B 1-1/2X1 25 | 0 | 061

4839-249B 2X1 10 | 120 | 061

4839-251B 2X1-1/2 10 | 120 | 061

Cap - Black

SR Fipt

4848-005BSR 1/2 50 | 300 | 061
4848-007BSR 3/4 50 | 300 | 061
4848-010BSR 1 15 | 180 | 061
4848-015BSR 1-1/2 10 | 120 | 061
4848-020BSR 2 10 | 80 | 061

Union - Black
SR Fipt with Viton® O-ring

4858-005BSR 1/2 20 | 120 | 061
4858-007BSR 3/4 20 | 80 | 061
4858-010BSR 1 15 | 90 | 061
4858-015BSR 1-1/2 10 | 0 | 061
4858-020BSR 2 5 0 | 061

Union - Black
SR Fipt with EPDM O-ring

4898-005BSR 1/2 20 | 120 | 061
4898-007BSR 3/4 20 | 80 | 061
4898-010BSR 1 15 | 90 | 061
4898-015BSR 1-1/2 10 | 0 | 061
4898-020BSR 2 5 0 | 061

Flange - Black
SR Fipt

4852-005BSR 1/2 25 | 0 | 061 27.56
4852-007BSR 314 25 | 0 | 061 29.79
4852-010BSR 1 15 | 0 | 061 33.41
4852-015BSR 1-1/2 15 | 0 | 061 46.93
4852-020BSR 2 10 | 0 | 061 55.33
Blind Flange - Black

4853-005B 1/2 25 | 0 | 061 46.05
4853-007B 3/4 25 | 0 | 061 47.09
4853-010B 1 15 | 0 | 061 50.47
4853-015B 1-1/2 15 | 0 | 061 83.49
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Polypropylene Fittings & Accessories SPEARS
Gauge Guards J

Connections use Spears® Patented Special Reinforced (SR)
Female Threads on Pressure Inlet (1/4" or 1/2")

Pressure Rating
235 psi @ 73°F
16 BAR @ 22°C
Maximum Service Temperature
PP =180°F (82°C)
Temperature/Pressure De-ratings Apply
Rated for Full Vacuum Service

Gauge Guards are pre-filled with glycerin-water
on units with Factory Installed Gauges.
"No Gauge" units are to be filled by end user.

PP GAUGE GUARDS
Size | 1/4" Inlet | 172" Inlet Std [ Mstr | Disc
Connection Connection Pk | Pk |Code
PTFE Diaphragm
NoGauge | C030399%P CO00%-095P | 1| 18 | 626
030inHg | C3QyF20%P CINIIP | 1 | 18 | 626
oo | et | S g | oo
siops | CORese | ST g |z
voops | OO%0e%0? | OGP hg |z
0100psi | C19%5-002P G100 o5P | 1| 18 | 626
ot60psi | C150500%° G100 05”1 | 18 | 626
0200psi | C29%-00%P G20 005P | 1| 18 | 626
0300psi | C39%-00%P GO ooP | 1| 18 | 626
Viton® Diaphragm
No Gauge Goggg.—‘(‘)gzp Goggg:‘(‘)gsp 1|18 | 626
0-30 in-Hg G32¥$_'§22P 632;/3_';’25'3 1| 18 | 626
oo | Tie® | TIGRT e
oo | ST | GRT e |
oo | Tl | SGRT e
0-100 psi G1$gg.-gg2p G1$gg_'gg5p 1| 18 | 626
0-160 psi G1e15gg.-gg2p G1fgg_'gg5p 1| 18 | 626
0-200 psi nggg.—ggzp nggg.-ggsp 1|18 | 626
0-300 psi nggg.—ggzp G3$gg_'gg5p 1| 18 | 626
EPDM Diaphragm
No Gauge Gog)%.-ggzP Gog)?(z).-ggsp 1 |18 | 626
030inHg | C3QVa00%F G30V2005P | 1 | 18 | 626
oo | ST | TIRT e
oo | ST | SGRT e |
oo | ST | SRGT e |
0100psi | ©190200%F G1002005P | 1 | 18 | 626
ot60psi | ©150200%F G1602005P | 1 | 18 | 626
0200psi | ©290200%F G2002005P | 4 | 18 | 626
0300psi | ©390200%F G3002005P | 1 | 18 | 626
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SPEAHS'

|

Polypropylene Fittings & Accessories

Needle Valves

Pressure Rating @ 73°F (23°C), Water
50 psi
Maximum Service Temperature
PP =180°F (82°C)
Solid PTFE Stem Seals
No Elastomer or Lubricants used
Valves include Panel Mounting Nut

PP Needle Valve
| Size | Threaded l Socket l SR Threaded l ?:,tlf N'IDsktr (I:Dcsz
Globe Pattern
114 55%'.22” B 1 | 18 | 219
318 553}‘:223') . 1 | 18 | 219
112 IR 1| 18 | 219
Angle Pattern
14 | S0P ) ~ 1| 18 | 219
3/8 56%’_2‘1)3P . 1 | 18 | 219
112 ~ OISR 1 | 18| 219
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Polypropylene Fittings & Accessories
Industrial Swing Check Valves

Threaded Bonnet on Sizes 3/4", 1" & 1-1/4"

Pressure Rating @ 73°F (23°C), Water

Temperature/Pressure De-ratings Apply

34" . 4"
6"
g

150 psi
100 psi
70 psi

Maximum Service Temperature
PP = 180°F (82°C)

All Valves Assembled with Silicone-Free Lubricants

=y

“

8 a2 o

o S

] oy

D=l o

2

Bolted Bonnet on Sizes 1-1/2" & Up

General Installation Information: Swing check valves are designed for horizontal installations, but may be installed in up-flow only vertical position. Check valves MUST be installed with the
valve's FLOW arrow pointing in the direction of the flow. Do not install valve upside down. Flow velocity should not exceed 5 ft./sec.

Industrial Swing Check Valves Swing Check Valve With Counter Balance (continued
| Size | EPDM Viton® |?3‘|f Mstr | Disc ’ Size | EPDM Viton® Sid [Wsir | Disc
PP PP
34 | YGeis | Ysasr | 1121 104 | IR | Msees | 1|0 |1
1 Yewrs | e |14 |mel | 2 | e | Maee |1 o |
14 | ey | Yemae |10 mel 2 | MRt | Maess |10 |
112 | *Soe | Mesess | 1|0 1] | 212 | g™ | Yhass | 1] 0 |12
2 Yowes | ‘taas | V01l 3 | "™ | Mheesae | 1] 0 |12
212 | “essr | iesear | 1| 0 |"72] | 4 | “Oge | “Seoes | 1| 0|12
3 Yrmes | ‘arves | 1|0 |12l 6 | "o | Yesees | 1| 0|12
4 stz | sever | 1|0 |12 | 8 | "Gow | Mieme | 1] 0|
6 “issswy | “siosss | 1| 0 |12
8 ‘wressr | ‘seesos | 1| 0 |12
Swing Check Valve With Arrow Indicator
| Size | EPDM Viton® |§,t|f Metr | Disc
PP
w4 | e | e e[
1| e | wmew
1 | oo || [
1 | T wmeE | |
2 | “mew | wmwe | [
242 | %P ||
3| e | amew [0
4 | gy e || e
6 | “mer | w1 [
8 | e | e o [
Swing Check Valve With Counter Balance
| Size | EPDM Viton® B | Metr) Diso
PP
3/4 442:55804?;0607P 44317’>6C1E.'60507P 1 12 | 113
1 4423%?;% 10P 44318%9C:§:.'606 10P 1 4 13
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Polypropylene Fittings & Accessories
Polypropylene Butterfly Valves

Pressure Rating @ 73°F (23°C), Water
141/2"-12" 150 psi

» Maximum Service Temperature
% @ PP =180°F (82°C)
Temperature/Pressure De-ratings Apply
# 4 See Butterfly Valve Accessories & Repair Kits Section for Additional Options and Features
;
L] ¢
Sa
Lever Handle Style
Lever Handle
Size | BunaN EPDM viono | 3 | Motr| Disc
14112 721437191.-20115P 722437191.-20115P 72393;.;:,’()215P 1 o | 256
2 | "iaos | s | s | 1| 0|28
212) “gw | e |t | 1| 0 |26
| deso | Cowm | Cwsa | 1| 0|28
¢ e | Pmm | s | 1| 0|28
6 | “sorr | e | “awee | 1|0 |28
8 | "o | owss | st | 1| 0|28
Gear Operator
Size | BunaN EPDM vieng | Dd | Metr | Disc
2 | e | “rme | Cwsiee | 1| 0|20
22| iz | iwwar | teasas | 1| 0 | %6
- i Y A I N
¢ | “iseas | Cream | Coes | 1| 0|28
6 | s | P | “eiss | 1| 0|28
8 | “var | e | “uss | 1| 0|28
0| “poier | “sae | s | 1| O | 258
n | PG | TR | T || |
Valve Only
Size | BunaN EPDM viong | S| Mstr | Dise
14112 72143221.-3815'3 72243221.-3815'3 723837()i-£_’()215P 1 o | 256
2 7213;)11.-90120P 7223;)11.-90120P 72383;):,:)82@ 1 o | 256
22| "oz | “issss | Comso | 1| 0 |26
| e | s | sm | 1| 0|28
¢ Poms | Tmm | e | 1| 0|28
6 | “sioas | e | s | 1| 0|28
o | e | o | | |
o | o | T | e || |
| o | T | T | |
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Polypropylene Fittings & Accessories SPEARS
Large Diameter Butterfly Valves '

Maximum Service Temperature
PP = 180°F (82°C)
Temperature/Pressure De-ratings Apply
Contact Spears® for Custom Produced Valve Sizes 30" to 60"

Pressure Rating @ 73°F (23°C), Water

Size Psi
14 100
16 85
18 70
20 50
24 50

Polypropylene - Gear Operator

Size |
14 | et | e | 1] o [
16| "een | Tesar | |0 |
18| "o | s | | 0|
20 | "ensw” | Twens |10 |
24 | "o | Tames | o[
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SPEARS Polypropylene Fittings & Accessories
J Diaphragm Valves

Pressure Rating @ 73°F (23°C), Water

12" -2" 235 psi
1/2" - 4" Flanged
& Valves wiPTFE 150 psi Contact Spears® for Pricing on
Diaphragms Additional Specialty Diaphragms
6" 100 psi
8" 75 psi ® Hynalon®
Maximum Service Temperature ypalon
PP = 180°F (82°0) o [ypalon® backed PITE
Temperature/Pressure De-ratings Apply ncapsulated D-rings
No Lubricants in Media Contact Area (for True Union Style Valves)
See Diaphragm Valve Repair Kits Section
for Additional Options and Features
PP Thread Style
PP - SR Threaded Ends (True Union Style Uses End Connector O-ring Seals)
. EPDM Seals & Viton® Seals & Viton® Seals & .
Size EPDM Seals & Viton® Seals & | EpDM Backed PTFE | EPDM Backed PTFE | Viton® Backed PTFE | o | MSIr| Dise
laphragm laphragm Diaphragm Diaphragm Diaphragm Code
1/2 2721-005PSR 2731-005PSR 2721T-005PSR 2731T-005PSR 2731VT-005PSR 1 12 | 280
134.82 149.99 215.53 226.88 256.59
3/4 2721-007PSR 2731-007PSR 2721T-007PSR 2731T-007PSR 2731VT-007PSR 1 8 | 280
153.55 170.35 225.65 239.43 281.09
1 2721-010PSR 2731-010PSR 2721T-010PSR 2731T-010PSR 2731VT-010PSR 1 8 | 280
189.94 209.28 328.95 346.06 365.13
1-1/4 2721-012PSR 2731-012PSR 2721T-012PSR 2731T-012PSR 2731VT-012PSR 1 4 | 280
288.47 321.22 450.38 472.19 524.01
1-1/2 2721-015PSR 2731-015PSR 2721T-015PSR 2731T-015PSR 2731VT-015PSR 1 4 | 280
301.74 334.96 480.29 503.60 542.39
2 2721-020PSR 2731-020PSR 2721T-020PSR 2731T-020PSR 2731VT-020PSR 1 o | 280
350.94 390.00 547.97 574.95 624.86
PP - Flanged Ends
Size EPDM Diaphragm Viton® Diaphragm EPD“SiSSﬁ:(:;mPTFE Vltongigsr?:(azdeTFE ?Dts I\{Ipsktr CE)(I)Z(;
2723-025P 2733-025P 2793T-025P 2793VT-025P
2112 646.52 714.46 1017.22 1136.01 o
3 2723-030P 2733-030P 2793T-030P 2793VT-030P 1 0 | 281
924.44 1021.38 1406.76 1568.65
4 2723-040P 2733-040P 2793T-040P 2793VT-040P 1 0 | 281
1330.17 1464.46 1875.24 2079.93
6 2723-060P 2733-060P 2793T-060P 2793VT-060P 1 0 | 281
3291.95 3657.72 4699.95 5312.49
8 2723-080P 2733-080P 2793T-080P 2793VT-080P 1 0 | 281
8195.43 7378.19 8531.82 14376.83
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Thermoplastic Valves
True Union 2000 Industrial Ball Valves

| (o

Socket Style

SR Threaded Style

All Valves Assembled with Silicone-Free, Water Soluble Lubricant
Contact Spears® for Pricing on Custom Elastomer Seals

See Ball Valve Accessories & Repair Kits Section for Additional Options and Features

Pressure Rating @ 73°F (23°C), Water

Maximum Service Temperature

6" Lever Handle Style

Note: Standard 6" Valve uses lockout type Lever-Style Handle for
proper leverage. Non-locking T-Handle is more compact, but will

increase difficulty of operation.

True Union 2000 Industrial Ball Valves have Built-in Handle Lockouts

(except 6" T-Handle Option)

g 235 psi PVC = 140°F (60°C)
6'-8" 150 psi CPVC = 200°F (93°C)
All Flanged 150 psi Temperature/Pressure De-ratings Apply
Rated for Vacuum Service
PVC Industrial PVC Industrial (continued)

R . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® Pk | Pk |Code ‘ Size | EPDM Viton® Pk | Pk |Code
Threaded & Socket Ends SR Threaded Ends

1829-005 1839-005 1821-0255R 1831-0255R
1/2 47.21 52.51 1|18 [600 2-1/2 304.12 403.90 1] 0 |60
1829-007 1839-007 1821-030SR 1831-030SR
3/4 55.86 62.14 1|18 |600 3 393.65 434.83 1] 0 |60
1829-010 1839-010 1821-040SR 1831-040SR
1 66.52 74.09 1|12 |600 4 653.10 722.69 110 |60
1829-012 1839-012 1821-060SR 1831-060SR
1-1/4 92.02 117.46 1] 8 [600 6 1391.15 1539.60 110|612
1z | ST | RIS || [on| St
: . 112 1827-005 1837-005 1 | 18 | 600
2 1829-020 1839-020 1 1 2 | eoo 47.21 52.51
146.26 161.06 3/4 1827-007 1837-007 1 | 18 | 600
Socket Ends 55.86 62.14
1822-025 1832-025 1827-010 1837-010
2-1/2 281.15 380.96 110 |60 1 66.52 74.09 1] 12| 600
1822-030 1832-030 1827-012 1837-012
3 370.67 411.86 110 |60 1-1/4 92.02 117.46 1] 8 |600
1822-040 1832-040 1827-015 1837-015
4 626.28 695.87 110 |60 1-1/2 110.84 123.04 1] 8 |600
1822-060 1832-060 1827-020 1837-020
6 1352.89 1501.36 110|612 2 146.26 161.06 1] 4 |800
1822-080 1832-080 1827-025 1837-025

8 1799.35 1996.81 110|612 2-1/2 281.15 380.96 1] 0 |60t
8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters. 3 1827-030 1837-030 1 o | 601
Threaded Ends 997040 1637 040

2.1/2 1821-025 1831-025 1 1 o leor 4 626,98 69587 1| o | 601
281.15 380.96 1827-060 1837-060
1821-030 1831-030 6 - - 1| 0 | 612
3 370.67 41186 1| o |60t 1352.89 1501.36
4 1821-040 1831-040 1 | o |eor Flanged Ends
626.28 695.87 112 1823-005 1833-005 1 | s leoo
6 1821-060 1831-060 1 1o le12 67.53 72.02
1352.89 1501.36 3/4 1823-007 1833-007 1 | 8 |eoo
SR Threaded Ends 188253;56‘10 18%3;;0051 5
112 1821-005SR 1831-0055R 1 1 18 | 600 1 10383 11135 1| 8 |00
48.21 53.54 1823012 1833-012
3/4 1821-007SR 1831-007SR 1 | 18 | 600 11/4 12187 135.06 1| 8 |00
58.29 64.60 1823015 1833-015
1821-010SR 1831-010SR 11/2 - - 1| 4 |e00
1 1| 12 | 600 153.10 166.59
68.96 76.53 1823-020 1833-020
1-1/4 1821-012SR 1831-012SR 1 1 8 | 600 2 24378 258,56 1] 0 |e00
99.35 124.80 1823-025 1833-025
1112 1821-015SR 1831-0155R 1 1 8 1600 2-1/2 45021 45766 1] o |e01
118.73 130.93 1823-030 1833-030
1821-020SR 1831-020SR 3 - - 1] 0 [e01

2 15480 16044 1| 4 |e00 497.62 617.83
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PVC Industrial (continued)

Thermoplastic Valves
True Union 2000 Industrial Ball Valves

J

CPVC Industrial (continued)

. ) Std | Mstr | Disc . . Std | Mstr | Disc
| Size EPDM | Viton® Pk | PK Code| ‘ Size | EPDM Viton® Pk | Pk Code|
Flanged Ends SR Threaded Ends

1823-040 1833-040 1821-012CSR 1831-012CSR

4 1000.54 1159.79 10 |60 1-1/4 155.96 172.52 1] 8 |602
1823-060 1833-060 1821-015CSR 1831-015CSR

6 2130.35 2470.10 10 |62 1-1/2 164.85 182.26 1] 8 |602
1823-080 1833-080 1821-020CSR 1831-020CSR

8 2833.36 3285.23 110|612 2 218.45 249.85 1] 4 |602

8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters. 1821-025CSR 1831-025CSR
2-1/2 493.60 545.85 110|603
n H 0 . . !
PVC 6" Industrial T-Handle Valve Option (Non-Locking) 3 1821-030CSR 1831-030CSR T o leos
. . . 573.23 634.41
_NOTICE. T.-H.andle is more gompact, but will greatly 2 T551040G8R 1831-040CR | 1 | o | eo3
increase difficulty of operation. 1023-95S 1134-7C2;S

_ : Std (Vs | Di 1821-060CSR 1831-060CSR
| Size EPDM | Viton® ok | Pk | Coco 6 2180.86 2416.54 R
Socket Ends Spigot Ends

1827-005C 1837-005C
18226-060 18326-060 1/2 1| 18 | 602

6 | 1352.89 l 1501.36 | ! l ° |612| 18372.837C 18§$.§g7c
fhreaded Ends 18216-060 18316-060 3/4 78.52 87.27 M

6 | - | b | 1 | 0 |612| 1827-010C 1837-010C
SR Thranded End 1352.89 1501.36 1 93.48 103.86 1| 12 | 602

readed Ends 1827-012C 1837-012C

6 | 18216-060SR | 18316-060SR | ] | o |612| 1-1/4 148.61 165.17 1] 8 [602

1391.15 1539.60 11/2 1827-015C 1837-015C 1 | s ls02
Flanged Ends 156.95 174.39
18236-060 18336-060 1827-020C 1837-020C

6 | 2130.35 | 2470.10 | ! | 0 |612| 2 209.90 241.30 T[4 |60
- 1827-025C 1837-025C

CPVC Industrial 2-1/2 470,62 525 68 1| 0 |603

P ; Std | Mstr | Disc 1827-030C 1837-030C
| Size | EPDM | Viton® Pk | Pk |Code 3 550.26 611.45 1] 0 603
Threaded & Socket Ends 4 1827-040C 1837-040C 1 o | 603

12 1829-005C 1839-005C 1 | 18 | 602 997.11 1107.88

62.35 69.28 6 1827-060C 1837-060C 1| o lets

3/4 1829-007C 1839-007C 1 | 18 | 602 2122.69 2358.38

78.52 87.27 Flanged Ends
1829-010C 1839-010C 1823-005C 1833-005C
1| 12 | 602

1 93.48 103.86 1/2 105.79 108.07 1] 8|60

1829-012C 1839-012C 1823-007C 1833-007C

- 1| 8 |e02

11 1812;8661150 1813%5611750 304 120.58 135.08 I
- - 1823-010C 1833-010C

T o s B e [ A
- - 1823-012C 1833-012C

2 209.90 241.30 1 4 602 1 '1 /4 221.81 229.60 1 8 | 602

Socket Ends 1823-015C 1833-015C
2:1/2 1822-025C 1832-025C T T o leos 1-1/2 243.98 252.11 114|602
- 470.62 522.88 2 1823-020C 1833-020C 1 1| o |eo2
3 1822-030C 1832-030C 1 1 o leos 339.51 404.35
550.26 611.45 2:1/2 1823-025C 1833-025C 1 | o 603
4 1822-040C 1832-040C 1 1 o leos 633.67 760.61
997.11 1107.88 3 1823-030C 1833-030C 1 | o leo3
6 1822-060C 1832-060C 11 o les 926.70 947.83
2122.69 2358.38 4 1823-040C 1833-040C 1 | o leo3
8 1822-080C 1832-080C 11 o les 1625.28 1690.28
2823.20 3136.67 6 1823-060C 1833-060C 1 1o ez
8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters. 3461.83 3599.57
Threaded Ends 8 12%%?220 1?137%'.;)220 1 0 | 613
2.1/2 1821-025C 1831-025C 1 | o leos - . e | :
- 470.62 522.88 8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters.
3 1821-030C 1831-030C 1 | o |s0s| CPVC 6" Industrial T-Handle Valve Option (Non-
550.26 611.45 . . . .
p 1821-040C 18315400 To Teos Locking) NOTICE: T-Handle is more compact, but will
997.11 1107.88 reatly increase difficulty of operation.
1821-060C 1831-060C -
6 2122.69 2358.38 L Size | EPDM I Viton® | Metr | Diso
SR Theaded Emﬁm 005CSR 1831-005CSR Socket Ends
-005 005
1/2 1| 18 | 602 18226-060C 18326-060C
63.35 70.29 6 2122.69 2358.38 o6
3/4 1821-007CSR 1831007CSR | 1 | 18 | 602 | Threaded Ends
; : 18216-060C 18316-060C
1821-010CSR 1831-010CSR ‘ 6 | I | 1 | 0 |613|

1 05.93 106.29 1 | 12 | 602 2122.69 2358.38
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] SPEAHS'

Thermoplastic Valves
True Union 2000 Industrial Ball Valves & True Union 2000 Industrial Vented/Bleach Ball Valves

True Union 2000 Industrial Ball Valves
CPVC 6" Industrial T-Handle Valve Option (Non-
Locking) NOTICE: T-Handle is more compact, but will
freatly increase difficulty of operation.

. . Std | Mstr | Disc
Size EPDM | Viton® Pk | Pk |Code
SR Threaded Ends
18216-060CSR | 18316-060CSR
6 | 2180.86 | 2416.54 | ! | 0 |613|
Flanged Ends
18236-060C 18336-060C
6 | 3461.83 | 3509.57 | 1 | 0 |613|

True Union 2000 Industrial Vented/Bleach Ball Valves

Pressure Rating @ 73°F (23°C), Water

12" - 4" 235 psi
6" 150 psi
Flanged 150 psi

Same True Union 2000 Industrial Ball Valve with Special Ball Vent Design for Sodium Hypochlorite (Bleach) and other
Chemical Applications where entrapped fluids may form caustic crystalline residues and pressure build up from gases
developed. Valve has a 1/8" vent hole in ball to equalize internal fluid pressures. Install valve with ball vent on the pressure
(upstream) side when in closed position.

All Valves assembled with Silicone-Free, Water Soluble Lubricant
Contact Spears® for Pricing & Availability on Custom Elastomer Seals. See Ball Valve Accessories & Repair Kits Section for

Additional Options and Features

PVC True Union 2000 Industrial Vented/Bleach Ball

PVC True Union 2000 Industrial Vented/Bleach Ball

Valves Valves (continued)

- ) Std | Mstr | Disc - . Std | Mstr | Disc
| Size | EPDM Viton® | Pk | Pk |Code ’ Size | EPDM Viton® Pk | Pk |Code
Threaded & Socket Ends SR Threaded Ends

1829V-005 1839V-005 1821V-030SR 1831V-030SR
1/2 55.53 61.81 1|18 [600 3 463.13 511.56 1] 0 |6
1829V-007 1839V-007 1821V-040SR 1831V-040SR
3/4 65.71 73.09 1|18 [600 4 768.34 850.23 1] 0 |6
1 T828V-010 T830V-070 1 | 12 | 600 | Flanged Ends
. . 1823V-005 1833V-005
1829V-012 1839V-012 1/2 70.57 85.00 1| 8 | 600
1-1/4 108.27 138.18 1] 8 [600 : :
- - 1823V-007 1833V-007
3/4 1| 8 | 600
11 /2 1829V-015 1839V-015 1 8 600 100.65 109.46
130.39 144.76 1823V-010 1833V-010
1 1| 8 | 600
2 1829V-020 1839V-020 1 4 600 121.80 130.98
172.06 189.49 1-1/4 1823V-012 1833V-012 1 | 8 leoo
Socket Ends - 143.03 195.97
1822V-025 1832V-025 1823V-015 1833V-015
2-1/2 330.76 448.17 110 |60 1-1/2 180.12 195.97 1] 4 |600
1822V-030 1832V-030 1823V-020 1833V-020

3 370.67 484.53 110 |60 2 286.80 304.19 1] 0 |600

1822V-040 1832V-040 1823V-025 1833V-025

4 626.28 818.66 110 |60 2-1/2 529.66 538.41 110 |60

1822V-060 1832V-060 1823V-030 1833V-030

6 1591.65 1876.69 110|612 3 585.43 726.84 1] 0 |60
SR Threaded Ends 4 1823V-040 1833V-040 1 | o 6ot

117711 1364.47
112 1821V-0055R 1831V-0055R 1 | 18 | s00 : .
56.73 63.00 1823V-060 1833V-060
6 2506.31 2906.00 110|612
3/4 1821V-007SR 1831V-007SR 1 | 18 | s00 _2506. . .
68.57 75.99 CPVC True Union 2000 Industrial Vented/Bleach Ball
1821V-010SR 1831V-010SR
1 81.14 90.05 1| 12 | 600 | Valves
1821V-012SR 1831V-012SR : ) Std | Mstr | Disc
1-1/4 116.89 146.81 1] 8 |600 ’ Size EPDM Viton® | Pk | Pk |Code
1-1/2 1821V-015SR 1831V-015SR 1 s | 600 Threaded & Socket Ends
1821:\3/9662%8R 183:?/4.00250 = Threaded End Connectors available on request
- - 1829V-005C 1839V-005C
2 182.12 199.33 1] 4 |600 1/2 73,34 o150 1 | 18 | 602
1821V-0255R 1831V-0255R
2-1/2 11 o | 601 1829V-007C 1839V-007C
357.79 475.18 3/4 92.37 102.67 1 | 18 | 602
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SPEARS Thermoplastic Valves
J True Union 2000 Industrial Vented/Bleach Ball Valves

CPVC True Union 2000 Industrial Vented/Bleach Ball
Valves (continued)

| Size | EPDM | Viton® | st | Disc
Threaded & Socket Ends
1| e [ mmene [y [
18 | g | e e
12 | e | PR e e
2 | e | PmEe | (e
Socket Ends
212 | "5ers | CGeas. | 1|0 |e
3 st | riasa . | 1|0 |e0s
4 7305 | 430540 | 1| 0 603
6 pasra0 | zrrasr. | 1| 0|6
SR Threaded Ends
12 1821\7/;%):3CSR 1831;/;(.);)(?CSR 1 18 | 602
3/4 1821;/;?;)_ZCSR 18311\/0-50.%';CSR 1 18 | 602
1 1821¥I-20.‘182CSR 18311\/2-50_1)%CSR 1 12 | 602
1-1/4 1821%—2.L%CSR 1831%—2’;%[CSR 1 8 | 602
1-1/2 1821%—30;54CSR 1831;{]—2.1540$R 1 8 | 602
2 18212\/5-70.%91CSR 1831%—;).%ZCSR 1 4 | 602
2-1/2 18215\/8-8.27%CSR 1831‘;/4.-2.?|570$R 1 o | 603
3 18212/7-40.1‘31%CSR 18317\/4:3.?;(_)[CSR 1 o | 603
4 | e [ o e
Flanged Ends
12 | [ [ [w
sa_ | TR ERET 0 e
1| e | e o
114 | e | e T T e
1z | e | s 1T e
2 | e |wmae T [
24;2 | s | wmase T
3| e | e 1o |w
4| oo e o [
6 | Tanme | e [0 e
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Thermoplastic Valves

True Union 2000 Industrial 3-Way Ball Valves

Pressure Rating @ 73°F (23°C), Water
12" -2"

235 psi
21/2" - 4" 150 psi
Flanged 150 psi

Maximum Service Temperature

PVC = 140°F (60°C)

CPVC = 200°F (93°C)

e/Pressure D

Temp

tings Apply

Vertical 3-Way or Horizontal Diverter Design

(No Branch Shut-off)

All Standard Carton Quantities are one
All Valves assembled with Silicone-Free,

Water Soluble Lubricant

See Ball Valve Accessories & Repair Kits Section
for Additional Options and Features

Ball Port Options

Vertical

Horizontal

Horizontal Diverter Valve

Liogle | Donte [ Ple | T-pon L-Port | T-Port
Ball port options viewed from top of valve
Vertical 3-Way Valve
PVC Horizontal Diverter Ball Valves
Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
size Ball Part# Part# Part# Part# Part# Part# Part# Part# Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 5022L.1-005 5021L1-005SR 5027L1-005 5023L1-005 5032L1-005 5031L1-005SR 5037L1-005 5033L1-005 615
12 97.41 100.56 97.41 198.96 105.66 110.43 105.66 207.85
T-Port 5022T1-005 5021T1-005SR 5027T1-005 5023T1-005 5032T1-005 5031T1-005SR 5037T1-005 5033T1-005 615
97.41 100.56 97.41 198.96 105.66 110.43 105.66 207.85
L-Port 5022L1-007 5021L1-007SR 5027L1-007 5023L1-007 5032L1-007 5031L1-007SR 5037L1-007 5033L1-007 615
3/4 116.18 120.04 116.18 208.17 125.05 128.94 125.05 219.68
T-Port 5022T1-007 5021T1-007SR 5027T1-007 5023T1-007 5032T1-007 5031T1-007SR 5037T1-007 5033T1-007 615
116.18 120.04 116.18 208.17 125.05 128.94 125.05 219.68
L-Port 5022L1-010 5021L1-010SR 5027L1-010 5023L1-010 5032L1-010 5031L1-010SR 5037L1-010 5033L1-010 615
1 140.86 144.65 140.86 296.70 155.18 159.03 155.18 324.35
T-Port 5022T1-010 5021T1-010SR 5027T1-010 5023T1-010 5032T1-010 5031T1-010SR 5037T1-010 5033T1-010 615
140.86 144.65 140.86 296.70 155.18 159.03 155.18 324.35
L-Port 5022L1-012 5021L1-012SR 5027L1-012 5023L1-012 5032L1-012 5031L1-012SR 5037L1-012 5033L1-012 615
1-1/4 163.27 170.65 163.27 561.16 183.65 191.37 183.65 594.39
T-Port 5022T1-012 5021T1-012SR 5027T1-012 5023T1-012 5032T1-012 5031T1-012SR 5037T1-012 5033T1-012 615
163.27 170.65 163.27 561.16 183.65 191.37 183.65 594.39
L-Port 5022L1-015 5021L1-015SR 5027L1-015 5023L1-015 5032L1-015 5031L1-015SR 5037L1-015 5033L1-015 615
1-1/2 190.90 203.24 190.90 578.10 209.00 221.33 209.00 604.60
T-Port 5022T1-015 5021T1-015SR 5027T1-015 5023T1-015 5032T1-015 5031T1-015SR 5037T1-015 5033T1-015 615
190.90 203.24 190.90 578.10 209.00 221.33 209.00 604.60
L-Port 5022L.1-020 5021L1-020SR 5027L1-020 5023L1-020 5032L1-020 5031L1-020SR 5037L1-020 5033L1-020 615
2 234.18 246.51 234.18 750.72 273.02 286.41 273.02 788.41
T-Port 5022T1-020 5021T1-020SR 5027T1-020 5023T1-020 5032T1-020 5031T1-020SR 5037T1-020 5033T1-020 615
234.18 246.51 234.18 750.72 273.02 286.41 273.02 788.41
L-Port 5022L1-025 5021L1-025SR 5027L1-025 5023L1-025 5032L1-025 5031L1-025SR 5037L1-025 5033L1-025 615
2.1/2 789.56 824.12 789.56 1318.14 839.60 874.14 839.60 1544.72
T-Port 5022T1-025 5021T1-025SR 5027T1-025 5023T1-025 5032T1-025 5031T1-025SR 5037T1-025 5033T1-025 615
789.56 824.12 789.56 1318.14 839.60 874.14 839.60 1544.72
L-Port 5022L1-030 5021L1-030SR 5027L1-030 5023L1-030 5032L1-030 5031L1-030SR 5037L1-030 5033L1-030 615
3 805.69 841.90 805.69 1335.43 852.76 887.30 852.76 1551.81
T-Port 5022T1-030 5021T1-030SR 5027T1-030 5023T1-030 5032T1-030 5031T1-030SR 5037T1-030 5033T1-030 615
805.69 841.90 805.69 1335.43 852.76 887.30 852.76 1551.81
L-Port 5022L.1-040 5021L1-040SR 5027L1-040 5023L1-040 5032L1-040 5031L1-040SR 5037L1-040 5033L1-040 615
4 1459.17 1498.68 1459.17 1940.18 1475.63 1515.13 1475.63 2120.71
T-Port 5022T1-040 5021T1-040SR 5027T1-040 5023T1-040 5032T1-040 5031T1-040SR 5037T1-040 5033T1-040 615
1459.17 1498.68 1459.17 1940.18 1475.63 1515.13 1475.63 2120.71
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CPVC Horizontal Diverter Ball Valves

Thermoplastic Valves

True Union 2000 Industrial 3-Way Ball Valves

Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
size | Bal Part # Part # Part # Part # Part # Part # Part # Part # Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 5022L1-005C 5021L1-005CSR 5027L1-005C 5023L1-005C 5032L1-005C 5031L1-005CSR 5037L1-005C 5033L1-005C 617
12 149.93 154.69 149.93 306.09 162.43 169.83 162.43 319.73
T-Port 502271-005C 5021T1-005CSR 502771-005C 5023T1-005C 5032T1-005C 5031T1-005CSR 5037T1-005C 5033T1-005C 617
149.93 154.69 149.93 306.09 162.43 169.83 162.43 319.73
L-Port 5022L1-007C 5021L1-007CSR 5027L1-007C 5023L1-007C 5032L1-007C 5031L1-007CSR 5037L1-007C 5033L1-007C 617
3/4 178.71 184.65 178.71 320.24 192.37 198.29 192.37 338.01
T-Port 502271-007C 5021T1-007CSR 502771-007C 5023T1-007C 5032T1-007C 5031T1-007CSR 5037T71-007C 503371-007C 617
178.71 184.65 178.71 320.24 192.37 198.29 192.37 338.01
L-Port 5022L1-010C 5021L1-010CSR 5027L1-010C 5023L1-010C 5032L1-010C 5031L1-010CSR 5037L1-010C 5033L1-010C 617
1 216.71 222.50 216.71 456.32 238.78 244.53 238.78 498.95
T-Port 502271-010C 5021T71-010CSR 502771-010C 502371-010C 5032T1-010C 5031T1-010CSR 5037T71-010C 503371-010C 617
216.71 222.50 216.71 456.32 238.78 244.53 238.78 498.95
L-Port 5022L1-012C 5021L1-012CSR 5027L1-012C 5023L1-012C 5032L1-012C 5031L1-012CSR 5037L1-012C 5033L1-012C 617
1-1/4 251.13 262.48 251.13 863.30 281.56 294.40 281.56 914.49
T-Port 502271-012C 502171-012CSR 502771-012C 5023T1-012C 5032T1-012C 5031T1-012CSR 503771-012C 503371-012C 617
251.13 262.48 251.13 863.30 281.56 294.40 281.56 914.49
L-Port 5022L1-015C 5021L1-015CSR 5027L1-015C 5023L1-015C 5032L1-015C 5031L1-015CSR 5037L1-015C 5033L1-015C 617
293.76 312.67 293.76 889.44 321.52 340.47 321.52 930.10
T-Port 502271-015C 5021T1-015CSR 502771-015C 502371-015C 5032T1-015C 5031T1-015CSR 5037T1-015C 503371-015C 617
293.76 312.67 293.76 889.44 321.52 340.47 321.52 930.10
L-Port 5022L1-020C 5021L1-020CSR 5027L1-020C 5023L1-020C 5032L1-020C 5031L1-020CSR 5037L1-020C 5033L1-020C 617
2 360.38 379.24 360.38 1154.90 420.01 440.54 420.01 1212.98
T-Port 502271-020C 5021T1-020CSR 502771-020C 5023T1-020C 5032T1-020C 5031T1-020CSR 5037T71-020C 5033T1-020C 617
360.38 379.24 360.38 1154.90 420.01 440.54 420.01 1212.98
L-Port 5022L1-025C 5021L1-025CSR 5027L1-025C 5023L1-025C 5032L1-025C 5031L1-025CSR 5037L1-025C 5033L1-025C 617
2-1/2 1214.79 1267.78 1214.79 2027.88 1291.65 1344.84 1291.65 2376.52
T-Port 502271-025C 5021T1-025CSR 502771-025C 5023T1-025C 5032T1-025C 5031T1-025CSR 5037T1-025C 503371-025C 617
1214.79 1267.78 1214.79 2027.88 1291.65 1344.84 1291.65 2376.52
L-Port 5022L1-030C 5021L1-030CSR 5027L1-030C 5023L1-030C 5032L1-030C 5031L1-030CSR 5037L1-030C 5033L1-030C 617
3 1239.48 1295.26 1239.48 2055.21 1311.88 1365.06 1311.88 2387.47
T-Port 502271-030C 5021T1-030CSR 502771-030C 502371-030C 5032T1-030C 5031T1-030CSR 5037T1-030C 503371-030C 617
1239.48 1295.26 1239.48 2055.21 1311.88 1365.06 1311.88 2387.47
L-Port 5022L1-040C 5021L1-040CSR 5027L1-040C 5023L1-040C 5032L1-040C 5031L1-040CSR 5037L1-040C 5033L1-040C 617
4 2244.79 2305.50 2244.79 2984.98 2270.14 2330.97 2270.14 3262.61
T-Port 502271-040C 5021T1-040CSR 502771-040C 5023T1-040C 5032T1-040C 5031T1-040CSR 5037T1-040C 5033T1-040C 617
2244.79 2305.50 2244.79 2984.98 2270.14 2330.97 2270.14 3262.61
PVC Vertical 3-Way Ball Valves
Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
Size Ball Part # Part # Part # Part # Part # Part # Part # Part # Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 4722L1-005 4721L1-005SR 4727L1-005 4723L1-005 4732L.1-005 4731L1-005SR 4737L1-005 4733L1-005 615
96.93 98.47 96.93 200.29 104.98 106.54 104.98 207.51
Double 4722L.2-005 4721L2-005SR 4727L.2-005 4723L.2-005 4732L.2-005 4731L2-005SR 4737L2-005 4733L2-005 615
12 L-Port 193.04 194.59 193.04 296.39 201.10 202.66 201.10 303.62
Triple 47221.3-005 4721L3-005SR 4727L3-005 4723L.3-005 4732L.3-005 4731L3-005SR 4737L3-005 4733L3-005 615
L-Port 193.04 194.59 193.04 296.39 201.10 202.66 201.10 303.62
T-Port 472271-005 472171-005SR 4727T1-005 4723T1-005 4732T1-005 4731T1-005SR 4737T1-005 4733T1-005 615
96.93 98.47 96.93 200.29 104.98 106.54 104.98 207.51
L-Port 47221.1-007 472111-007SR 472711-007 4723L1-007 4732L.1-007 4731L1-007SR 4737L1-007 4733L1-007 615
113.70 117.59 113.70 210.31 123.91 121.77 123.91 219.20
Double 47221.2-007 4721L2-007SR 47271.2-007 4723L.2-007 4732L.2-007 4731L2-007SR 4737L2-007 4733L2-007 615
3/4 L-Port 209.82 213.67 209.82 306.43 220.02 223.88 220.02 315.30
Triple 47221.3-007 4721L3-007SR 4727L3-007 4723L3-007 4732L3-007 4731L3-007SR 4737L3-007 4733L3-007 615
L-Port 209.82 213.67 209.82 306.43 220.02 223.88 220.02 315.30
T-Port 4722T1-007 4721T1-007SR 4727T1-007 4723T1-007 4732T1-007 4731T1-007SR 4737T1-007 4733T1-007 615
113.70 117.59 113.70 210.31 123.91 127.77 123.91 219.20
L-Port 4722L1-010 4721L1-010SR 4727L1-010 4723L1-010 4732L1-010 4731L1-010SR 4737L1-010 4733L1-010 615
138.22 142.10 138.22 299.99 153.88 157.73 153.88 324.68
Double 47221.2-010 4721L2-010SR 4727L.2-010 4723L2-010 4732L.2-010 4731L2-010SR 4737L2-010 4733L2-010 615
1 L-Port 234.36 238.22 234.36 396.11 249.96 253.84 249.96 420.79
Triple 47221.3-010 4721L3-010SR 4727L3-010 4723L3-010 4732L3-010 4731L3-010SR 4737L3-010 4733L3-010 615
L-Port 234.36 238.22 234.36 396.11 249.96 253.84 249.96 420.79
T-Port 4722T1-010 4721T1-010SR 4727T1-010 4723T1-010 4732T1-010 4731T1-010SR 4737T1-010 473371-010 615
138.22 142.10 138.22 299.99 153.88 157.73 153.88 324.68
L-Port 472211-012 472111-012SR 472711-012 4723L1-012 4732L1-012 4731L1-012SR 4737L1-012 4733L1-012 615
167.19 174.94 167.19 565.44 196.99 204.72 196.99 598.01
Double 47221.2-012 4721L2-012SR 47271.2-012 4723L.2-012 4732L.2-012 4731L2-012SR 4737L2-012 4733L2-012 615
1-1/4 L-Port 263.31 271.04 263.31 661.54 293.10 300.82 293.10 694.13
Triple 47221.3-012 4721L3-012SR 4727L3-012 4723L3-012 4732L.3-012 4731L3-012SR 4737L3-012 4733L3-012 615
L-Port 263.31 271.04 263.31 661.54 293.10 300.82 293.10 694.13
T-Port 4722T1-012 4721T1-012SR 472771012 4723T1-012 473271012 4731T1-012SR 473771012 4733T1-012 615
167.19 174.94 167.19 565.44 196.99 204.72 196.99 598.01
Page 358 NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS  Spears® Manufacturing Company

Progressive Products from Spears® Innovation and Technology




Thermoplastic Valves

True Union 2000 Industrial 3-Way Ball Valves

PVC Vertical 3-Way Ball Valves (continued)

] SPEAHS'

Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
Size Ball Part # Part # Part # Part # Part # Part # Part # Part # Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 4722L.1-015 4721L1-015SR 4727L1-015 4723L1-015 4732L1-015 4731L1-015SR 4737L1-015 4733L1-015 615
193.34 205.71 193.34 586.51 211.95 224.30 211.95 604.60
Double 47221.2-015 47211L2-015SR 47271L2-015 4723L2-015 4732L2-015 4731L2-015SR 4737L2-015 4733L2-015 615
1-1/2 L-Port 289.47 301.80 289.47 682.60 308.05 320.40 308.05 700.70
Triple 4722L.3-015 4721L3-015SR 4727L3-015 4723L3-015 4732L3-015 4731L3-015SR 4737L3-015 4733L3-015 615
L-Port 289.47 301.80 289.47 682.60 308.05 320.40 308.05 700.70
T-Port 4722T1-015 4721T1-015SR 4727T1-015 4723T1-015 4732T1-015 4731T1-015SR 4737T1-015 4733T1-015 615
193.34 205.71 193.34 586.51 211.95 224.30 211.95 604.60
L-Port 47221.1-020 4721L1-020SR 472711-020 4723L1-020 4732L1-020 4731L1-020SR 4737L1-020 4733L1-020 615
23713 250.54 237.13 755.82 275.32 288.72 275.32 789.26
Double 47221.2-020 47211L2-020SR 472712-020 47231.2-020 4732L.2-020 4731L2-020SR 4737L2-020 4733L2-020 615
2 L-Port 333.22 346.66 333.22 851.94 371.43 384.82 371.43 885.33
Triple 47221.3-020 472113-020SR 472713-020 47231.3-020 4732L3-020 4731L3-020SR 4737L3-020 4733L3-020 615
L-Port 333.22 346.66 333.22 851.94 371.43 384.82 371.43 885.33
T-Port 4722T1-020 4721T1-020SR 4727T1-020 4723T1-020 4732T1-020 4731T1-020SR 473771-020 473371-020 615
23713 250.54 237.13 755.82 275.32 288.72 275.32 789.26
L-Port 47221.1-025 4721L1-025SR 472711-025 4723L1-025 4732L1-025 4731L1-025SR 4737L1-025 4733L1-025 615
834.01 868.57 834.01 1323.90 843.39 877.96 843.39 1542.93
Double 47221.2-025 47211L2-025SR 47271L2-025 4723L.2-025 4732L.2-025 4731L2-025SR 4737L2-025 4733L2-025 615
2-1/2 L-Port 930.10 964.66 930.10 1420.01 939.49 974.04 939.49 1639.04
Triple 47221.3-025 4721L3-025SR 472713-025 4723L.3-025 4732L3-025 4731L3-025SR 4737L3-025 4733L3-025 615
L-Port 930.10 964.66 930.10 1420.01 939.49 974.04 939.49 1639.04
T-Port 4722T1-025 4721T1-025SR 4727T1-025 4723T1-025 4732T1-025 4731T1-025SR 4737T1-025 4733T1-025 615
834.01 868.57 834.01 1323.90 843.39 877.96 843.39 1542.93
L-Port 47221.1-030 4721L1-030SR 4727L1-030 4723L1-030 4732L1-030 4731L1-030SR 4737L1-030 4733L1-030 615
851.11 885.67 851.11 1342.16 858.68 893.24 858.68 1553.15
Double 47221.2-030 47211L2-030SR 47271L2-030 4723L.2-030 4732L.2-030 4731L2-030SR 4737L2-030 4733L2-030 615
3 L-Port 947.22 981.79 947.22 1438.28 954.80 989.34 954.80 1649.24
Triple 47221.3-030 4721L3-030SR 472713-030 4723L.3-030 4732L3-030 4731L3-030SR 4737L3-030 4733L3-030 615
L-Port 947.22 981.79 947.22 1438.28 954.80 989.34 954.80 1649.24
T-Port 4722T1-030 4721T1-030SR 4727T1-030 4723T1-030 4732T1-030 4731T1-030SR 4737T1-030 4733T1-030 615
851.11 885.67 851.11 1342.16 858.68 893.24 858.68 1553.15
L-Port 47221.1-040 472111-040SR 472711-040 4723L1-040 4732L.1-040 4731L1-040SR 4737L1-040 4733L1-040 615
1471.18 1510.67 1471.18 1951.21 1485.50 1524.99 1485.50 2043.69
Double 47221.2-040 472112-040SR 47271L2-040 4723L2-040 4732L.2-040 4731L2-040SR 4737L2-040 4733L2-040 615
4 L-Port 1567.31 1606.77 1567.31 2047.32 1581.61 1621.11 1581.61 2139.80
Triple 47221.3-040 4721L3-040SR 472713-040 4723L3-040 4732L3-040 4731L3-040SR 4737L3-040 4733L3-040 615
L-Port 1567.31 1606.77 1567.31 2047.32 1581.61 1621.11 1581.61 2139.80
T-Port 4722T1-040 4721T1-040SR 4727T1-040 4723T1-040 4732T1-040 4731T1-040SR 4737T1-040 4733T1-040 615
1471.18 1510.67 1471.18 1951.21 1485.50 1524.99 1485.50 2043.69
CPVC Vertical 3-Way Ball Valves
Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
Size Ball .Pan # .Pan # Fart # APart # Part # .Part # Part # .Part # Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 4722L1-005C | 4721L1-005CSR | 4727L1-005C 4723L1-005C 4732L1-005C | 4731L1-005CSR | 4737L1-005C 4733L1-005C 617
149.09 151.55 149.09 308.05 161.43 163.89 161.43 319.26
Double | 4722L2-005C | 4721L2-005CSR | 4727L2-005C 472312-005C 4732L2-005C | 4731L2-005CSR | 4737L2-005C 4733L2-005C 617
12 L-Port 297.04 299.33 297.04 456.00 309.38 311.69 309.38 467.03
Triple 47221.3-005C | 4721L3-005CSR | 4727L3-005C 4723L3-005C 4732L3-005C | 4731L3-005CSR | 4737L3-005C 4733L3-005C 617
L-Port 297.04 299.33 297.04 456.00 309.38 311.69 309.38 467.03
T-Port 4722T1-005C | 4721T1-005CSR | 4727T1-005C 4723T1-005C 4732T1-005C | 4731T1-005CSR | 4737T1-005C 4733T1-005C 617
149.09 151.55 149.09 308.05 161.43 163.89 161.43 319.26
L-Port 4722L1-007C | 4721L1-007CSR | 4727L1-007C 4723L1-007C 4732L1-007C | 4731L1-007CSR | 4737L1-007C 4733L1-007C 617
174.94 181.01 174.94 323.53 190.57 196.65 190.57 337.18
Double | 4722L2-007C | 4721L2-007CSR | 4727L2-007C 4723L2-007C 4732L2-007C | 4731L2-007CSR | 4737L2-007C 4733L2-007C 617
3/4 L-Port 322.87 328.62 322.87 471.32 338.50 344.43 338.50 484.96
Triple 4722L3-007C | 4721L3-007CSR | 4727L3-007C 4723L3-007C 4732L3-007C | 4731L3-007CSR | 4737L3-007C 4733L3-007C 617
L-Port 322.87 328.62 322.87 471.32 338.50 344.43 338.50 484.96
T-Port 4722T1-007C | 4721T1-007CSR | 4727T1-007C 4723T1-007C 4732T1-007C | 4731T1-007CSR | 4737T1-007C 4733T1-007C 617
174.94 181.01 174.50 323.53 190.57 196.65 190.57 337.18
L-Port 4722L1-010C | 4721L1-010CSR | 4727L1-010C 4723L1-010C 4732L1-010C | 4731L1-010CSR | 4737L1-010C 4733L1-010C 617
212.62 218.55 212.62 461.43 236.81 242.73 236.81 499.44
Double | 4722L2-010C | 4721L2-010CSR | 4727L2-010C 4723L2-010C 4732L2-010C | 4731L2-010CSR | 4737L2-010C 4733L2-010C 617
1 L-Port 360.54 366.47 360.54 609.36 384.57 390.52 384.57 647.38
Triple 47221.3-010C | 4721L3-010CSR | 4727L3-010C 4723L3-010C 4732L3-010C | 4731L3-010CSR | 4737L3-010C 4733L3-010C 617
L-Port 360.54 366.47 360.54 609.36 384.57 390.52 384.57 647.38
T-Port 4722T1-010C 4721T1-010CSR 4727T1-010C 4723T1-010C 4732T1-010C 4731T1-010CSR 4737T1-010C 4733T1-010C 617
212.62 218.55 212.62 461.43 236.81 242.73 236.81 499.44
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Thermoplastic Valves

True Union 2000 Industrial 3-Way Ball Valves

CPVC Vertical 3-Way Ball Valves (continued)

Material EPDM Viton®
Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged Disc
Size Ball Part # Part # Part # Part # Part # Part # Part # Part # Code
Port Price Each Price Each Price Each Price Each Price Each Price Each Price Each Price Each
L-Port 472211-012C 4721L1-012CSR 4727L1-012C 4723L1-012C 4732L1-012C 4731L1-012CSR 4737L1-012C 4733L1-012C 617
257.21 269.05 257.21 869.87 303.12 314.97 303.12 920.06
Double | 4722L2-012C 4721L2-012CSR 4727L.2-012C 4723L2-012C 4732L2-012C 4731L2-012CSR 4737L2-012C 4733L2-012C 617
1-1/4 L-Port 404.98 416.83 404.98 1017.66 450.89 463.57 450.89 694.13
Triple 47221.3-012C 4721L3-012CSR 4727L3-012C 4723L3-012C 4732L3-012C 4731L3-012CSR 4737L3-012C 4733L3-012C 617
L-Port 404.98 416.83 404.98 1017.66 450.89 463.57 450.89 1067.84
T-Port 4722T1-012C 4721T1-012CSR 4727T1-012C 4723T1-012C 4732T1-012C 4731T1-012CSR 4737T1-012C 4733T1-012C 617
257.21 269.05 257.21 869.87 303.12 314.97 303.12 920.06
L-Port 47221.1-015C 4721L1-015CSR 4727L1-015C 4723L1-015C 4732L1-015C 4731L1-015CSR 4737L1-015C 4733L1-015C 617
297.35 316.45 297.35 902.31 325.99 345.07 325.99 930.10
Double | 4722L2-015C 4721L2-015CSR 4727L2-015C 4723L2-015C 4732L2-015C 4731L2-015CSR 4737L2-015C 4733L2-015C 617
1-1/2 L-Port 445.32 464.22 445.32 1050.05 473.95 530.69 473.95 1078.04
Triple 47221.3-015C 4721L3-015CSR 4727L3-015C 4723L3-015C 4732L3-015C 4731L3-015CSR 4737L3-015C 4733L3-015C 617
L-Port 445.32 464.22 445.32 1050.05 473.95 530.69 473.95 1078.04
T-Port 4722T1-015C 4721T1-015CSR 4727T1-015C 4723T1-015C 4732T1-015C 4731T1-015CSR 4737T1-015C 4733T1-015C 617
297.35 316.45 297.35 902.31 325.99 345.07 325.99 930.10
L-Port 47221.1-020C 4721L1-020CSR 4727L1-020C 4723L1-020C 4732L1-020C 4731L1-020CSR 4737L1-020C 4733L1-020C 617
364.84 385.39 364.84 1162.79 423.57 44414 423.57 1214.14
Double | 4722L2-020C 4721L2-020CSR 47271.2-020C 4723L2-020C 4732L.2-020C 4731L2-020CSR 4737L2-020C 4733L2-020C 617
2 L-Port 512.63 533.34 512.63 1266.31 571.37 591.91 571.37 1362.07
Triple 47221.3-020C 4721L3-020CSR 4727L3-020C 4723L3-020C 4732L3-020C 4731L3-020CSR 4737L3-020C 4733L3-020C 617
L-Port 512.63 533.34 512.63 1266.31 571.37 591.91 571.37 1362.07
T-Port 4722T1-020C 4721T1-020CSR 4727T1-020C 4723T1-020C 4732T1-020C 4731T1-020CSR 4737T1-020C 4733T1-020C 617
364.84 385.39 364.84 1162.79 423.57 44414 423.57 1214.14
L-Port 47221.1-025C 4721L1-025CSR 4727L1-025C 4723L1-025C 4732L1-025C 4731L1-025CSR 4737L1-025C 4733L1-025C 617
1283.10 1336.23 1283.10 2036.60 1297.56 1350.72 1297.56 2373.81
Double | 4722L2-025C 4721L2-025CSR 4727L.2-025C 4723L2-025C 4732L2-025C 4731L2-025CSR 4737L2-025C 4733L2-025C 617
2-1/2 L-Port 1430.86 1466.88 1430.86 2184.56 1445.35 1498.51 1445.35 2521.59
Triple 47221.3-025C 4721L3-025CSR 4727L3-025C 4723L3-025C 4732L3-025C 4731L3-025CSR 4737L3-025C 4733L3-025C 617
L-Port 1430.86 1466.88 1430.86 2184.56 1445.35 1498.51 1445.35 2521.59
T-Port 4722T1-025C 4721T1-025CSR 4727T1-025C 4723T1-025C 4732T1-025C 4731T1-025CSR 4737T1-025C 4733T1-025C 617
1283.10 1336.23 1283.10 2036.60 1297.56 1350.72 1297.56 2373.81
L-Port 47221.1-030C 4721L1-030CSR 4727L1-030C 4723L1-030C 4732L1-030C 4731L1-030CSR 4737L1-030C 4733L1-030C 617
1309.41 1362.57 1309.41 2064.94 1320.95 1374.27 1320.95 2389.44
Double | 4722L2-030C 4721L2-030CSR 4727L2-030C 4723L.2-030C 4732L.2-030C 4731L2-030CSR 4737L2-030C 4733L2-030C 617
3 L-Port 1457.21 1493.23 1457.21 2212.69 1468.87 1522.04 1468.87 2537.21
Triple 47221.3-030C 4721L3-030CSR 4727L3-030C 4723L3-030C 4732L3-030C 4731L3-030CSR 4737L3-030C 4733L3-030C 617
L-Port 1457.21 1493.23 1457.21 2212.69 1468.87 1522.04 1468.87 2537.21
T-Port 4722T1-030C 4721T1-030CSR 4727T1-030C 4723T1-030C 4732T1-030C 4731T1-030CSR 4737T1-030C 4733T1-030C 617
1309.41 1362.57 1309.41 2064.94 1320.95 1374.27 1320.95 2389.44
L-Port 47221.1-040C 4721L1-040CSR 4727L1-040C 4723L1-040C 4732L1-040C 4731L1-040CSR 4737L1-040C 4733L1-040C 617
2263.39 2324.11 2263.39 3031.56 2285.43 2346.16 2285.43 314412
Double | 4722L2-040C 4721L2-040CSR 4727L2-040C 4723L2-040C 4732L2-040C 4731L2-040CSR 4737L2-040C 4733L2-040C 617
4 L-Port 2411.15 2471.88 2411.15 3149.70 2433.21 2493.94 2433.21 3291.89
Triple 47221.3-040C 4721L3-040CSR 4727L3-040C 4723L3-040C 4732L3-040C 4731L3-040CSR 4737L3-040C 4733L3-040C 617
L-Port 2411.15 2471.88 2411.15 3149.70 2433.21 2493.94 2433.21 3291.89
T-Port 4722T1-040C 4721T1-040CSR 4727T1-040C 4723T1-040C 4732T1-040C 4731T1-040CSR 4737T1-040C 4733T1-040C 617
2263.39 232411 2263.39 3031.56 2285.43 2346.16 2285.43 3144.12
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Thermoplastic Valves

Tee-Style "Zero Dead-Leg" Ball Valves

Valves are produced to order in Ball Valve sizes 1/2" - 2".

Tee Valves can be custom produced in any standard
Tee and Valve size combination.

The Tee Valve is assembled with socket end connector.
Tee Valves are a non-stock configuration.
All orders are non-cancelable, non-returnable.

] SPEﬂHS'

Pressure Rating @ 73°F (23°C), Water
Valve Sizes 1/2" - 2" (20mm - 63mm) = 235 psi
Maximum Service Temperature

PVC = 140°F (60°C)
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply

PVC CPVC (continued)
| Size EPDM Viton® ol Rl Eiod ’ Size EPDM Viton® o | Metr | Dise
Mainline Socket Tee x Valve Socket Mainline Socket Tee x Valve Socket
12 | s [ [ [ [aw| | 4 | e | e [
| e |G e w2 | e | e [T
I U S N ER I E T i R R R
2| s | o fe | ok | TR0 | [
aiciiz | it | R | e e | x| T | T [ [
oxtiz || o e | e | S| TOREE T
CETR AR E Tl e U K RS
T Pl Bl K R N N Bl B F e KR E
11axas | 182901067 18390%a87 | 1| 8 | 263 iz | 8%01209C | 183901299C | 4 | 8 | 264
TNl -l R N ) T Sl B S e R
el e R T e S R
v |0 | e e | |2tz | TS | WS
taxt | AT T | oxa | ORaec | e T
2z | AT e | | e | e 1w
2 | | | oz | | e T
2t | | [ e e e | e | o
Zxttiz |G ERTT T fae| [axt | R [ [
sxiz || o | etz | TS | T
sxi | s | e ek | e | o
axtetrz | mT | o e | e | S |G T
axe | et | [l [ | etz | R | W
axt | | o | [ axe | o | T
axtz | TR | o e | ek | SR | EGER |
axe | e | o | | ek | e | e [T [
6Xx2 | 1020155 | 183001558 | [ o |56 | PVC Metric |
8X2 162901578 183901-578 1 | o | 263 ‘ Size | EPDM Viton® | Mt CD(;ZCG|
CPVC Mainline Socket Tee x Valve Socket
- 182901M-020 183901M-020

| Size | EPDM Viton® o | Metr g(')zz | 20 : 155.03 167.01 T8 |26
Mainline Socket Tee x Valve Socket 25 82?23.'\:;025 183‘193;.'\1A;025 ! 8 | 263
w2 | g | [ e[| a2 | T
s | e | [ Lo ] [0 [ [ [
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Thermoplastic Valves

Tee-Style "Zero Dead-Leg" Ball Valves & True Union 2000 Standard Ball Valves

=3

Tee-Style "Zero Dead-Leg" Ball Valves
PVC Metric (continued) CPVC Metric (continued)
- ) Std | Mstr | Disc - . Std | Mstr | Disc
Size EPDM Viton® Pk | Pk | Code ’ Size EPDM Viton® Pk | Pk | Code
Mainline Socket Tee x Valve Socket Mainline Socket Tee x Valve Socket
182901M-050 183901M-050 182901M-025C 183901M-025C
50 251.13 325.54 1] 8 |28 25 277.72 273.98 1] 8 |28
182901M-063 183901M-063 182901M-032C 183901M-032C
63 286.10 334.03 1] 8 |28 32 265.99 285.39 1] 8 |4
; 182901M-040C 183901M-040C
CPVC Metric R 40 269,63 28783 1| 8 | 264
| Size | EPDM | Viton® ok | Pk | Code 50 182920714 l\./|4-§500 1839302131\'/I4-2)500 1 | s | 262
Mainline Socket Tee x Valve Socket 182901M-063C 183901M-063C
20 182901M-020C | 183901M020C | ; | & | oa 63 290.62 335.69 1] 8 [Oo4
238.90 250.18
True Union 2000 Standard Ball Valves
Pressure Rating @ 73°F (23°C), Water
1/2"-2" = 235psi
2-1/2"-4" = 150 psi
Flanged = 150 psi
Maximum Service Temperature
PVC = 140°F (60°C)
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
All Valves Assembled with Silicone-Free, Water Soluble Lubricant
See Ball Valve Accessories & Repair Kits Section for Additional Options and Features
Socket Style
PVC Standard PVC Standard (continued)

. . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® ok | Pk | GCode ‘ Size EPDM Viton® ok | Pk | Code
Socket & Threaded Ends SR Threaded Ends

3629-005 3639-005 3621-025SR 3631-025SR
1/2 37.78 42.02 1| 18608 2-1/2 243.30 323.13 1] 0 |60
3629-007 3639-007 3621-030SR 3631-030SR
3/4 44.68 49.70 1| 18 |608 3 314.94 347.86 1] 0 |60
3629-010 3639-010 3621-040SR 3631-040SR
1 53.22 59.28 1 [ 12 ]608 4 522.50 578.17 T 0 |60
1-1/4 3672:’?-60112 36:3?-90612 1 8 | 608 | Spigot Ends
- - 3627-005 3637-005
3629-015 3639-015 1/2 27.78 42.02 1 | 18 | 608
1-1/2 88.68 98.44 1] 8 |608 - -
- - 3/4 3627-007 3637-007 1 | 18 | 608
2 3629-020 3639-020 1 4 | 608 44.68 49.70
117.02 128.84 1 3627-010 3637-010 1 | 12 | e0s
Socket Ends 53.22 59.28
3622-025 3632-025 3627-012 3637-012
2-1/2 224.15 304.76 110|609 1-1/4 73.61 93.96 112|608
3622-030 3632-030 3627-015 3637-015
3 296.53 329.47 110|609 1-1/2 88.68 98.44 18 |608
3622-040 3632-040 3627-020 3637-020
4 500.87 556.71 110|609 2 117.02 128.84 1] 8 |608
Threaded Ends 3627-025 3637-025
3621-025 3631-025 2-1/2 224.90 304.76 ! 0 [ 609
2-1/2 1] 0 | 609 3627-030 3637-030
224.15 304.76 3 1 0 | 609
3621-030 3631-030 296.53 329.47
3 1| o |609
296.53 329.47 4 3627-040 3637-040 1 o | 609
4 3621-040 3631-040 1 | o |69 500.87 556.71
500.87 556.71 Flanged Ends
SR Threaded Ends 1/2 3623-005 3633-005 1| 8 | 608
3621-005SR 3631-005SR 54.03 57.62
1/2 38.60 42.83 1| 18 | 608 3623-007 3633-007
: : 3/4 68.45 74.44 1] 8 [608
3621-007SR 3631-007SR - -
3/4 46.61 51.67 1|18 | 608 3623-010 3633-010
' ' 1 82.82 89.06 1] 8 |608
1 3621-010SR 3631-010SR 1 | 18 | 608 . .
55.16 61.22 11 I4 3623-012 3633-012 1 4 608
97.23 108.07
1-1/4 3621-012SR 3631-012SR 1 | 12 | e08 - .
- 3623-015 3633-015
79.49 99.83 1-1/2 1| 4 |608
3621-0159R 3631-015SR 122.48 133.28
1-1/2 11 8 |608 3623-020 3633-020
94.98 104.73 2 1 0 | 608
2 3621-020SR 3631-020SR 1 | & |eos 195.02 206.85
123.83 135.67
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Thermoplastic Valves SPEARS
True Union 2000 Standard Ball Valves '

PVC Standard (continued) CPVC Standard (continued)

R . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® Pk | Pk Code| ‘ Size | EPDM Viton® Pk | Pk Code|
Flanged Ends Spigot Ends

3623-025 3633-025 3627-007C 3637-007C

2-1/2 360.18 366.14 110|609 3/4 62.82 69.82 118|610
3623-030 3633-030 3627-010C 3637-010C

3 373.23 494.27 110|609 1 74.79 83.10 112|610
3623-040 3633-040 3627-012C 3637-012C

4 800.44 927.83 110|609 1-1/4 118.90 132.15 112|610

PVC White Standard 1-1/2 3627-015C sesT015C 1] 8 |60
. Std | Mstr | Disc Price 3627-6200 3637-6200
Part Number Size Pk | Cin | Code Each 2 167.94 193.05 1 s | 610
Socket EPDM 3627-025C 3637-025C
- 1| 0 |61
3622-015W 1-1/2 1 | 8 | 608 88.68 2-112 376-49C 418-3°C
22-020W 2 1 | 8 [e08| 117.02 3627-030 3637-030
3622-020 0 3 440.22 489.16 o |en
PVC White Standard 4 3627-040C 3637-040C 1 | o |en
. Std | Mstr | Disc Price 797.68 886.31
Part Number Size Pk | Ctn |Code Each| Flanged Ends
SR Threaded Ends EPDM 12 3623-005C 3633-005C 1 s |10
3621-015WSR 1112 1| 8 | 608 94.98 84.63 86.46
3621-020WSR 2 1| 8 |608| 123.83 3/4 ez 00rc 36a5007C 1|8 |610
CPVC Standard 1 3623-010C 3633-010C 1 | s |e0
. . Std [ Mstr | Disc 118.76 126.07
S EPDM Viton®

ize iton Pk | Pk [Code 3623-012C 3633-012C
Socket & Threaded Ends 1-1/4 177.45 183.67 1] 4 (e

3629-005C 3639-005C 1-1/2 3623-015C 3633-015C 1| 4 |s10

1/2 R oo 1 |18 | 610 195.20 201.69

: : 3623-020C 3633-020C

3/4 S620-007C 3e39-007C 1 | 18 | 610 2 271.61 323.47 o610
: : 3623-025C 3633-025C

1 36?,3‘%“ 3632‘%00 1| 12 | 610 2-1/2 506.94 608.49 o[
: : 3623-030C 3633-030C

1-1/4 3612%0;020 361%011520 1| 8 |et0 3 695.02 758.27 o[
' : 3623-040C 3633-040C

1-1/2 3629-015C 3639 015¢ 1] 8 |610 4 1300.23 1352.23 i A

3629-020C 3639-020C

2 167.94 193.05 T4 |60

Socket Ends
3622-025C 3632-025C
2-1/2 376.49 418.30 110 |8r
3622-030C 3632-030C

3 440.22 489.16 10|68

3622-040C 3632-040C

4 797.68 886.31 1] 0|8
Threaded Ends

3621-025C 3631-025C
2-1/2 376.49 418.30 10 [en
3621-030C 3631-030C

3 440.22 489.16 10 [en

3621-040C 3631-040C

4 797.68 886.31 10|
SR Threaded Ends

3621-006CSR 3631-005CSR

1/2 50.67 56.23 1] 18 610

3621-007CSR 3631-007CSR

3/4 64.80 71.78 1] 18 610

3621-010CSR 3631-010CSR

1 76.73 85.01 1] 18610

3621-012CSR 3631-012CSR

1-1/4 124.77 138.00 1] 12610
3621-0156CSR 3631-015CSR

1-1/2 131.26 145.80 L
3621-020CSR 3631-020CSR

2 174.74 199.87 1] 8 |610

3621-025CSR 3631-025CSR
2-1/2 394.87 436.69 10 |81
3621-030CSR 3631-030CSR

3 458.59 507.54 10 |6

3621-040CSR 3631-040CSR

4 819.15 908.47 10 |81
Spigot Ends

3627-005C 3637-005C
| 1/2 | 49.86 55.44 | ! |18 |61°|
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Thermoplastic Valves
True Union 2000 Industrial Retrofit Ball Valves - Replaces Other Brand Valves

Complete universal replacement valve for t — - BALL VALVE FOR
domestic and import PVC or CPVC valve. REPLACEMENT
See separate catalog listing for retrofit b
replacement of older Spears® valves.
Retrofit valve consists of Spears® Industrial :
True Union 2000 Ball Valve supplied with — | PIPE LAYING LENGTH
factory installed extended-socket end .. S S,
connectors. Simply cut out old valve to i AFTER CUTTING
specified dimensions and install Retrofit | ) |
Valve end connectors. L
Pressure Rating @ 73°F (23°C), Water = =
1/2"- 4" = 235 psi
All Valves Assembled with Silicone-Free, Y
Water Soluble Lubricant f har SECNT ] TRUE UNION 2000
) ) j'_ I l_._._H ._,_.IF |__% ______ _} INDUSTRIAL BALL
Suitable for Vacuum Service I ! | | | ] VALVE INSTALLED
Industrial Valve Retrofit End Connector Sets without h WITH RETROFIT KIT
valve are also available - See
Ball Valve Accessories & Repair Kits size 1" 3 1 s | 1ap 9 9112 3 4
L 4-29/32 | 5-7/16 | 6-3/32 | 7-1/4 | 7-1/2 |8-17/32| 10-3/4 | 11-7/16 |14-15/16

PVC - Socket Ends

Size EPDM Viton® | st | Disc
2 | R | 1 T o
34| o | e e o
1| PEAO | e [ |
s | ORI ERer s o
12 | R eEmen s |
2 | cmmeo | mes e
242 | EEE | WIS | [
3 | cmnew | mmed [ [
a | e | e [ [
CPVC - Socket Ends
Size EPDM Viton® ol | Metr | Disc
12 1822;;05050 18355-20805(: 1 18 | 602
3/4 1823;;02070 183§$-20707C 1 18 | 602
1| mRees | wweeme [ e
R S R
2 |G R | e
2 | wgmme | wwmec | e
22 | "ReR | P o [
3| g | mwRene | o
O RN A
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Thermoplastic Valves SPEARS
True Union 2000 Industrial Retrofit Ball Valves - Replaces Spears® "Regular Style" Valves '

Complete replacement valve for older BALL VALVE FOR
Spears® 2300 Series Regular True REPLACEMENT
Union Ball Valves. See separate catalog
listing for replacement of other brand
valves.
Retrofit valve consists of Spears®
Industrial True Union 2000 Ball Valve PIPE LAYING LENGTH
supplied with factory installed extended- AFTER CUTTING
socket end connectors. Simply cut out
old valve to specified dimensions and
install Retrofit Valve end connectors.
Pressure Rating @ 73°F (23°C), Water
12" - 4" 235 psi
. TRUEUNON 2000
%_ ....... I _._._l _} L. *_._ _|._______$ INDUSTRIAL BALL
Suitable for Vacuum Service I | b b | ] VALVE INSTALLED
Industrial Valve Retrofit End Connector Sets without R WITH RETROFIT KIT
valve are also available - See -
Ball Valve Accessories & Repair Kits Size 12 3/4 1 1-14 | 112 2 2-112 3 4
L 5-5/16 | 6-1/4 |6-11/16| 7-1/8 | 8-3/16 | 8-15/16 12 12-1/16 | 13-3/16

PVC - Socket Ends

Std | Mstr | Disc

Size EPDM Viton® o | Metr| Dise
12 1822RS-005 1832RS-005 1+ 1 18 | 600
3/4 1822RS-007 1832RS-007 T 1 18 | e00

1 1822RS-010 1832RS-010 T 1 12 | e00
1-1/4 1822RS-012 1832RS-012 P P
T | e | s | (o

2 | e | e w
2tz | T | e o o

3 | e | e o [w

s | e | e o [w

CPVC - Socket Ends

Size EPDM Viton® o | Metr| Dise
172 1822RS-005C TBRRSU0SC |1 |45 | g0p
3/4 1822RS-007C 1832RS007C |15 [ g

1 1822RS-010C TB2RS.010C | |5 [ g0
1-1/4 1822RS-012C 1832RS.012C |5 [ g
11/2 1822RS-016C TBRRSOISC | [ 5 [ g0

2 1822RS-020C T832RS020C | [ [ e
2112 1822RS-075C 1832RS-055C | [ 5 [ g3

3 1822RS-030C T832RS.030C |1 [ | gog

4 ot - | “fores | 1| 0 |60s
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SPEARS Thermoplastic Valves
J True Union 2000 Standard Retrofit Ball Valves - Replaces Other Brand Valves

Complete universal replacement valve for
domestic and import PVC or CPVC valve.
See separate catalog listing for retrofit
replacement of older Spears® valves.

BALL VALVE FOR
REPLACEMENT

Retrofit valve consists of Spears® Standard
True Union 2000 Ball Valve supplied with
factory installed extended-socket end
connectors. Simply cut out old valve to |

specified dimensions and install Retrofit — | PIPE LAYING LENGTH
Valve end connectors. i = ______ — = AFTER CUTTING
I
Pressure Rating @ 73°F (23°C), Water | _|
1n-2" 235 psi
2-1/2"- 4" 150 psi

All Valves Assembled with Silicone-Free,
Water Soluble Lubricant.

|
. . 1
Standard Valve Suitable for Vacuum Service. NG — TRUE UNION 2000
Retrofit End Connector Sets without valve J, —-—l- - —I—' = {—-—-—“—- - SETlANDARD BALL
are also available - See Ball Valve L 1 y —T $ = VALVE INSTALLED
; Ball == WITH RETROFIT KIT
Accessories & Repair Kits !
I Sie | 12 [ 34 | 1 [ 2 Jow2] 3 [ 4

I L l42032] 5716 | 6-332 | 7-v4 | 7-12 [8-17/32 ] 10-3/4 | 11-7/16 [14-15/16]

PVC - Socket Ends

Size EPDM Viton® S | Metr) Dise
12 | PFEE | EEEs s e
w4 | g | e
1| e | wmRen |
- R
1-1/2 3628282-215 3632851-21 5 1 8 608
2 | Sme | wme (o
242 | P | EEmes [ [we
3| g | W [ o
4 | e | wmmes [
CPVC - Socket Ends
Size EPDM Viton® S | Metr) Dise
1/2 3622;-8%050 3632;:&050 1 18 | 610
3/4 3625;2.-802070 3632;-8%070 1 12 | 610
1 3623:2.-7091 ocC 363:;—1% 10C 1 8 610
1/ | oI | wERere |y o
1z | RIS wERese |y o
2 | W | wmmene |
24;2 | PEEEe | wwRme [ o
s | e | oo o fon
4 | FEReec | e | o
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Thermoplastic Valves SPE ﬁHS
True Union 2000 Standard Retrofit Ball Valves - Replaces Spears® "Regular Style" Valves & True Union Ball Valves (Regular Style) '

True Union 2000 Standard Retrofit Ball Valves - Replaces Spears® "Regular Style" Valves

Complete replacement valve for older
Spears® 2300 Series Regular True Union
Ball Valves. See separate catalog listing
for replacement of other brand valves.

BALL VALVE FOR
I REPLACEMENT

Retrofit valve consists of Spears®
Standard True Union 2000 Ball Valve
supplied with factory installed extended-
socket end connectors. Simply cut out old
valve to specified dimensions and install
Retrofit Valve end connectors.

ﬁ PIPE LAYING LENGTH
AFTER CUTTING

Pressure Rating @ 73°F (23°C), Water

1/2"-2" 235 psi
2-1/2" - 4" 150 psi
All Valves Assembled with Silicone-Free, T f 3

Water Soluble Lubricant

|
. . R TRUE UNION 2000
Standard Valve Suitable for Vacuum Service J:_ : * — | | = H ]l — H - _' STANDARD BALL
Retrofit End Connector Sets without T | | I I i VALVE INSTALLED
valve are also available - See = WITH RETROFIT KIT

Ball Valve Accessories & Repair Kits

Size | 12 | 34 | 1 [ 1wsa 1| 2 |22 ] 3 | 4
1 L [5516] 614 [6-1116] 7-1/8 | 8316 |8-1516 | 12 [12-1/16 | 13-3116 ]

PVC - Socket Ends CPVC - Socket Ends
Size EPDM Viton® b | Metr) Diso Size EPDM Viton® T | Metr| Disc
112 32285005 33RS005 + 18 | s08 172 3622RS-005C BRSWC | 1 [ 45 | 610
34 322RS-007 3632RS-007 T 76 | o8 34 3622RS-007C BRRSGIC |1 [ 1g | 610
1 322RS010 332RS010 T 12 | o8 1 322RS-010C JRRSOI0C |1 [ 15 | 610
1174 322RS012 3RS 012 7 s leos 1114 | RS0 BRRSOZC | 1[5 | 10
112 322RS015 3RS 015 7 s leos 1-4/2 | ERSUIEC TRRSOEC | 1 [ 5 | 610
2 | FEE | W || | 2 | e | wmSwe ||
212 | PE | R |1 o | | o | PEeE© | S | oo
s | o | S | o fw| | 5 | W | e ||
4 oar | Caseat | 1] o |eos 4 | FETEC | oaest o | 1] o e

True Union Ball Valves (Regular Style)

Pressure Rating @ 73°F (23°C), Water
1/2"-2" 235 psi
2-1/2"-6" 150 psi
Flanged 150 psi
Maximum Service Temperature
PVC = 140°F (60°C)
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Rated for Vacuum Service
All Valves assembled with Silicone-Free, Water Soluble Lubricant.

6" Venturied Valves are 4" Ball Valves
equipped with 4x6 End Connectors.

Socket/Threaded Style Flanged Style
PVC PVC (continued)

R . Std | Mstr | Disc - . Std | Mstr | Disc
| Size | EPDM Viton® Pk | Pk Code| ‘ Size | EPDM Viton® Pk | PK Code|
Socket & Threaded Ends Socket & Threaded Ends

2329-005 2339-005 2329-012 2339-012

1/2 54.37 60.50 118 |20 1-1/4 105.97 135.26 T8 |20
2329-007 2339-007 2329-015 2339-015

3/4 64.31 71.57 1] 12 )20 1-1/2 127.68 141.70 1] 8 |20
2329-010 2339-010 2329-020 2339-020

1 76.61 85.33 T8 |20 2 168.44 185.49 T4 |20
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True Union Ball Valves (Regular Style)

'SPEAHS ' [ Thermoplastic Valves ]

PVC CPVC
R . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM | Viton® Pk | Pk Code| ‘ Size | EPDM ‘ Viton® Pk | Pk Code|
Socket Ends Flanged Ends
2322-025 2332-025 2323-005C 2333-005C
2-1/2 307.61 416.81 110 |20 1/2 121.82 124.45 610 |22
2322-030 2332-030 2323-007C 2333-007C
3 405.56 450.63 110 |20 3/4 149.34 155.56 510 |2
2322-040 2332-040 2323-010C 2333-010C
4 685.23 761.35 110 |20 1 170.99 181.50 510 |2
Socket Venturied Ends R 2323-012C 2333-012C
2322-060 2332-060 1-1/4 255.45 264.41 2|0 %
6 VENTURIED 914.24 996.12 110|231 14112 2323-015C 2333-015C 3 | o | 232
Threaded Ends 281.00 290.33
2321-025 2331-025 2 2328-020C 2333-020C 2 0 | 232
2-1/2 307.61 416.81 1| 0 |23 391.02 465.68
2321-030 2331-030 2-1/2 2323-025C 2333-025C 1] 0 |232
3 PP R 1| 0 |23 693.31 832.19
: : 2323-030C 2333-030C
2321-040 2331-040 3 1| 0o | 232
4 s i 1| 0 |23 1013.93 1037.03
: : 4 2323-040C 2333-040C T 1 o |23
Flanged Ends 1778.24 1849.36
12 2323-005 2333-005 6 | 0 |230| Flanged Venturied Ends
23727157(?07 23832590707 ’6VENTURIED| 2323-060C 2333-060C | 1 | 0 |233|
3/4 08.53 10716 5 | 0 |23 2756.35 2851.87
2323010 2333-010
1 119.27 128.21 510|230
2323-012 2333-012
1-1/4 140.00 155.56 2|0 230
2323015 2333015
1-1/2 176.32 191.84 3 |0 |20
2323-020 2333-020
2 280.78 297.78 2| 0230
2323025 2333-025
2-1/2 492.60 500.72 110|230
2323-030 2333-030
3 544.45 675.97 R
2323-040 2333-040
4 1094.70 1268.95 110|230
Flanged Venturied Ends
2323-060 2333-060
|6VENTURIED| v ‘ AR, ‘ 1 | 0 |231|
CPVC
R . Std | Mstr | Disc
Size | EPDM | Viton® Pk | Pk Code|
Socket & Threaded Ends
Threaded End Connectors available on request
2329-005C 2339-005C
1/2 71.79 79.80 118 |22
2329-007C 2339-007C
3/4 90.45 100.51 112 |22
2329-010C 2339-010C
1 107.65 119.62 18 |22
2329-012C 2339-012C
1-1/4 171.15 190.23 18 |22
2329-015C 2339-015C
1-1/2 180.76 200.85 18 |22
2329-020C 2339-020C
2 241.77 277.90 T4 |22
Socket Ends
2322-025C 2332-025C
2-1/2 514.91 572.10 110|232
2322-030C 2332-030C
3 602.06 668.98 110|232
2322-040C 2332-040C
4 1090.95 1212.17 110|232
Socket Venturied Ends
2322-060C 2332-060C
|6VENTURIED| Taaan0 s ‘ 1 | 0 |233|
Threaded Ends
2321-025C 2331-025C
2-1/2 514.91 572.10 110 |22
2321-030C 2331-030C
3 602.06 668.98 110 |22
2321-040C 2331-040C
4 1090.95 121217 110 |22
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Thermoplastic Valves

Single Entry Ball Valves

PVC White - Socket/Threaded Style

Pressure Rating @ 73°F (23°C), Water
1/2"-2"  235psi
3"-4" 150 psi
Maximum Service Temperature
PVC = 140°F (60°C)
Temperature/Pressure De-ratings Apply
Rated for Vacuum Service

All Valves Assembled with Silicone-Free, Water Soluble Lubricant. See
Ball Valve Accessories & Repair Kits Section for Additional Options and

Features

] SPEAHS'

PVC Gray - Socket/Threaded Style

PVC White PVC Gray (continued)

|Size| Buna-N EPDM viong | S | Mstr | Dise ‘Sizel Buna-N EPDM vieng | S | Mot | Disc
Threaded Ends Socket Ends

| WO | WS | WL | |z [ we | YGRS | MEE | W0 0] s
| LU | G| LN || o0 0| | 4 | MRME | Waa | SR || o |
| P | s | WS |1 | o 0| [ea] Pawe | mew | mmem || |
| LU | SEUS | UL | | o | v U200 | GG0% | SRS || o |a
ik ik Ak annoink Ak Ak anne
2 | "ame | “eae | “eees | 5|00 | 3| ks | " | e | 1| O |20
3| Mores | Coasss | s | 10120 | 4] Uaus | e | Csme | 19|20
| | e | w1 o [an

Socket Ends

w | MEES | WG | W | o [

e | FLEV | e | HemW | o |

t Man | e | e |10 0 |20

il -l i R K

on | PLOS | WS | B | | o

| Penw | wauw | w5 a0

s | Penw | Fmmw | mR || a0

o | e | maoe | AR | 1| (a0

PVC Gray

|Size‘ Buna-N EPDM Viton® |SF‘,ts Mstr g(';‘;|

Threaded Ends

w | P | W | HES oo

w | FLOTC | WT | WIGE || |20

| uE | s | ma | oo |

| P | mme | WE || a0

| e | miow | mow || o

| e | s | EE | |

o | P | T | LR | o |

o [ s | o | A || o [a0

Socket Ends

DEdk -k -ancc)
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SPEARS Thermoplastic Valves
J Compact 2000 Ball Valves

Pressure Rating @ 73°F (23°C), Water
12"-2"  235psi
Maximum Service Temperature
PVC = 140°F (60°C)
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
All Valves Assembled with Silicone-Free, Water Soluble Lubricants.
Rated for Vacuum Service
Compact 2000 Ball Valves are a Maintenance-Free, Sealed Unit (non-repairable).
See Ball Valve Accessories & Repair Kits Section for Additional Options and Features.

PVC 2000 Compact Ball Valve CPVC 2000 Compact Ball Valve (continued)

. . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® | Pe | Pk Code| ‘ Size | EPDM Viton® | Pk | Pk Code|
Socket Ends Threaded Ends

6622-005 6632-005 6621-007C 6631-007C
1/2 20.11 22.64 10 | 120 | 210 3/4 31.24 35.10 0] 80 | 212
6622-007 6632-007 6621-010C 6631-010C
3/4 27.44 28.09 10| 80 | 210 1 30.04 43.90 0] 0 |22
6622-010 6632-010 6621-012C 6631-012C
1 29.95 33.59 100|210 1-1/4 63.89 78.96 60 |22
6622-012 6632-012 6621-015C 6631-015C
1-1/4 45.06 52.07 6 |0 |20 1-1/2 79.02 87.80 510 |2
6622-015 6632-015 6621-020C 6631-020C
1-1/2 53.67 59.69 510 |20 2 103.52 116.31 8|0 |2
2 6622-020 6632-020 s | 0 |210| Flanged Ends
71.65 80.50 112 6623-005C 6633-005C 1 1 o | 212
Threaded Ends 64.80 66.80
6621-005 6631-005 6623-007C 6633-007C
1/2 20.11 22.64 10 | 120 | 210 3/4 76.60 79.98 10|22
6621-007 6631-007 6623-010C 6633-010C
3/4 27.44 28.09 10 | 80 | 210 1 100.80 106.75 110 |22
6621-010 6631-010 6623-012C 6633-012C
1 29.95 33.59 101 0 f210 1-1/4 126.80 133.60 110 |22
6621-012 6631-012 6623-015C 6633-015C
1-1/4 49.32 52.07 6] 0|20 1-1/2 160.20 169.79 10|22
6621-015 6631-015 6623-020C 6633-020C
1-1/2 53.67 50.69 510 j2w0 2 223.20 220.80 10|22
6621-020 6631-020
2 71.65 80.50 8] 0 |20
Flanged Ends

6623-005 6633-005

1/2 42.35 44.50 10 | 120 | 210
6623-007 6633-007

3/4 47.83 49.50 10 1120 | 210
6623-010 6633-010

1 62.33 65.67 10 1120 | 210
6623-012 6633-012

1-1/4 77.83 83,50 10 | 120 | 210
6623015 6633-015

1-1/2 04.16 102.35 10 | 120 | 210
6623-020 6633-020

2 125.66 13117 10 | 120 | 210
CPVC 2000 Compact Ball Valve

. . Std | Mstr | Disc
| Size | EPDM Viton® | Pk | Pk_|Code
Socket Ends

6622-005C 6632-005C

1/2 23.68 26.35 10 [ 120 ] 212
6622-007C 6632-007C

3/4 31.24 35.10 10 [ 80 | 212
6622-010C 6632-010C

1 39.04 43.90 0o |2

6622-012C 6632-012C

1-1/4 63.89 78.96 610 |22
6622-015C 6632-015C

1-1/2 79.02 87.80 510|212
6622-020C 6632-020C

2 103.52 116.31 810 |22
Threaded Ends

6621-005C 6631-005C
| 1/2 I 23.68 26.35 I 10 I 120 | 212 |
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[ Thermoplastic Valves

Compact Ball Valves (Regular Style) ] SPEAHS'

Pressure R:S;Irl gz@ 7323”:5(23. C). Water All Valves Assembled with Silicone-Free, Water Soluble Lubricants.
- psi
3"-6" 150 psi
Flanged 150 psi
Maximum Service Temperature
PVC = 140°F (60°C)
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply
Rated for Vacuum Service

See Ball Valve Accessories & Repair Kits Section
for Additional Options and Features

Note: Standard 6" Valve uses Lever-Style Handle for proper leverage.

T-Handle option is more compact but will increase difficulty of operation.

Socket/Threaded Style
continue
PVC PVC (continued
R . Std | Mstr | Disc . . Std | Mstr | Disc
| Size | EPDM Viton® |Pk Pk | Code ‘ Size | EPDM I Viton® Pk | Pk |Code
Socket Ends Flanged Ends
2122-005 2132-005 21236-060 21336-060
1/2 2116 23.83 10 | 80 | 210 ’6(TeeHandIe)| 905.83 | 997.09 | 1 | 0 |211|
2122-007 2132-007
3/4 28.88 29.57 10 o |z0] CPVC Std | Mstr | Disc
2122-010 2132-010 ’ Size | EPDM | Viton® | |
1 31.51 35.38 0] 0 | 210 T Pk | Pk |Code
2122-012 2132-012 ocket Ends
1-1/4 56.51 62.82 6] 0 [210 112 2122-005C 2132-005C 01 80 | 212
1112 2122-015 2132-015 s | o |210 24.93 27.72
- 69.97 73.11 3/4 2122-007C 2132-007C w0l o | 212
2 2122-020 2132-020 s | o |20 32.88 36.96
75.41 84.74 1 2122-010C 2132-010C w0l o | 212
3 2122-030 2132-030 1 | a | 211 41.11 46.21
245.11 275.37 1-1/4 2122-012C 2132-012C 6 | o | 212
4 2122-040 2132-040 1 | o | 211 83.18 92.39
377.10 542.81 112 2122-015C 2132-015C 5 | o | 212
6 (Lever 2122-060 2132-060 1| o |21 102.77 108.04
Handle) 489.73 704.95 2 2122-020C 2132-020C 6 | o | 212
6 (Tee Handle) 21226060 21326-060 1 | o |2 108.98 122.45
489.73 704.95 3 2122-030C 2132-030C 114 213
Threaded Ends 331.59 369.84
4 2122-040C 2132-040C 1 1o 213
1/2 2 2211 '1%05 212331 ;30305 10 | 80 | 210 612.98 688.69
: : 6 (Lever 2122-060C 2132-060C
2121-007 2131-007 1 0 | 213
34 28.58 29.57 il B e Hsa(anle) 2112(;(:516-:320 2113(;(:376‘:3‘:)0
2121-010 2131-010 ee - -
1 31.51 35.38 10| 0 f210 Handle) 1001.78 1067.44 o s
2121-012 2131-012 Threaded Ends
- 6 | 0 |210
1-1/4 56.51 62.82 12 2121-005C 2131-005C 10 | 80 [ 212
11/2 2121-015 2131-015 5 | o |210 24.93 27.72
69.97 73.11 3/4 2121-007C 2131-007C 10| o |212
2 2121-020 2131-020 6 | o |210 32.88 36.96
75.41 84.74 - :
1 2121-010C 2131-010C 101 o [212
3 2121-030 2131-030 1 | 4 |21 41.11 46.21
245.11 275.37 - -
1-1/4 2121-012C 2131-012C 6 | o |212
2121-040 2131-040 83.18 92.39
4 110 |21
377.10 542.81 1-1/2 2121-015C 2131-015C 5 | o |212
Flanged Ends 102.77 108.04
2123-005 2133-005 2121-020C 2131-020C
1/2 46.78 49.83 1] 8 |210 2 108.98 122.45 610|212
2123-007 2133-007 2121-030C 2131-030C
3/4 56.60 58.85 118|210 3 331.59 369.84 T4 |28
2123-010 2133-010 2121-040C 2131-040C
1 62.44 66.29 1] 8 ]210 4 612.98 688.69 T]0o |28
2123-012 2133-012 Flanged Ends
- 1| 8 |210
1-1/4 88.40 94.71 12 2123-005C 2133-005C 1 1 s [212
2123-015 2133-015 69.49 72.30
1-1/2 1| 4 |210
102.28 107.09 3/4 2123-007C 2133-007C 1 s [212
2123-020 2133-020 80.68 84.76
2 110|210
118.72 127.96 1 2123-010C 2133-010C 1 s [212
2123-030 2133-030 95.40 100.52
3 110 |21
318.94 349.21 1-1/4 2123-012C 2133-012C 1 s [212
2123-040 2133-040 - 150.33 159.56
4 110 |21
470.46 636.16 1-1/2 2123-015C 2133-015C 1 | a 212
6 (Lever 2123-060 2133-060 1 1o 211 - 188.00 193.81
Handle) 905.83 997.09
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Thermoplastic Valves

Compact Ball Valves (Regular Style) & Lab Ball Valves

Compact Ball Valves (Regular Style)

CPVC (continued)
. . Std | Mstr | Disc
Size EPDM | Viton® o | Pk |code
Flanged Ends
2123-020C 2133-020C
2 212.90 226.37 T o2
2123-030C
3 509.85 1 0 | 213
2123-040C 2133-040C
4 796.45 872.15 o s
6 (Lever 2123-060C 2133-060C 1 o | 213
Handle) 1512.80 1622.91
6 (Tee 21236-060C 21336-060C 1 1o |23
Handle) 1512.80 1622.91

Lab Ball Valves

Valve & Adapters includes:

1 - Threaded 1/4" Valve

2 - O-ring Sealed 1/4" MPT x Mipt Adapters
_EPDM or Viton® O-rings (AS568-013

size)
1 - End Connector Wrench
2 - O-ring Sealed 1/4" MPT x 3/8" I.D.

Pressure Rating @ 73°F (23°C), Water
1/4" - 3/8" 150 psi
Maximum Service Temperature
PVC = 140°F (60°C)

CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply ~ Tubing Barb Adapters
Rated for Vacuum Service -OR-
2 - O-ring Sealed 1/4" MPT x 1/4" I.D.
Socket/Threaded Valve Onl Tubing Barb Adapters Valve & Adapters
ocket/Threaded Valve On|
y All Valves Assembled with Silicone-Free, Water Soluble Lubricant
PVC
R X Std | Mstr | Disc
| Size EPDM Viton® Pk | Pk |Code
Valve & Adapters Threaded Ends
1529-002A 1539-002A
1/4X1/4T 24.46 25.57 1 25 | 218
1529-002 1539-002
1/4X3/8T 24.46 25.57 1 25 | 218
Valve only Threaded Ends
1521-002 1531-002
1/4 19.55 21.76 50 | 200 | 218
1521-003 1531-003
3/8 27.48 30.47 50 | 200 ) 218
Valve only Socket Ends
1522-002 1532-002
1/4 19.55 22.12 50 | 200 | 218
1522-003 1532-003
3/8 27.48 30.47 50 | 200 | 218
CPVC
. y Std | Mstr | Disc
| Size EPDM Viton® Pk | Pk Code|
Valve & Adapters Threaded Ends
1529-002CA 1539-002CA
1/4X1/4T 20.36 20.93 1 25 | 219
1529-002C 1539-002C
1/4X3/8T 20.36 20.93 1 25 | 219
Valve only Threaded Ends
1521-002C 1531-002C
1/4 23.51 25.85 50 | 200 | 219
1521-003C 1531-003C
3/8 32.97 30.90 50 ] 200 | 219
Valve only Socket Ends
1522-002C 1532-002C
1/4 23.51 27.98 50 | 200 ) 219
1522-003C 1532-003C
3/8 32.97 36.60 50 | 200 ) 219
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Thermoplastic Valves

Utility Ball Valves

PVC w/EPDM O-ring Seal

Pressure Rating @ 73°F (23°C), Water
1/2"-6" 150 psi
Maximum Service Temperature
PVC = 140°F (60°C)
CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply leverage.

Water Soluble Lubricant

| Size | Threaded Ends Socket Ends ‘%ts Ivll,sktr C?(I)?j(;|
PVC White
1z | WS | EmeE g g
e | FRAT | Emme || |a
1| w0 | mman i |a
e | mREr | EROT o |a
1z | RS | EROE x| o |
2 | m@ | mmen |4 |
zaiz | EE | B || o |
s | mnm | mmew || a
& | mwe | mm || |
T | . | mEE |||
PVC Gray
1/2 26281-—90005G 262;—90(;)5G 50 0 | 215
e | WO | WRNT || |mg
1| moe | mmaw |y o
T i DI
1z | FRES | R || o
2 | mame | mmme |,
gz | P | mmuw || |mg
3 | s | mmme ||
- KA
CPVC w/EPDM O-ring Seal
| Size | Threaded Ends Socket Ends |?3t|? N'IDSKtr g&z‘;
CPVC
Rl e i C EA
w4 | EIWC | WO || |a
i R
1 | S| EROE || o |
1z | | ERUS || o |
2 | Fagw | @2an || oo

Made in the U.S.A.
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All Valves Assembled with Silicone-Free,

Note: Standard 6" Valve uses Lever-Style Handle for proper
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SPEARS Thermoplastic Valves
J CWV Ball Valves & Swing Check Ball Valve

CWV Ball Valves

A Combination of Economy & Quality - Made in the U.S.A.
For Greater Value in a General Purpose Cold Water Valve

Pressure Rating @ 73°F (23°C), Water = 125 psi
You don't have to go overseas to find an economical general purpose ball valve! Spears® CWV BALL VALVES are

(- | produced in the U.S.A. with Spears® high quality construction and NSF® Certified for potable water service. Designed
for use with cold water, these PVC valves may be suitable for some applications previously handled by Spears® Utility

"ﬁ- Valves. Available in IPS sizes 1/2" through 2" with a Full 1-Year Warranty.

CWV PVC Ball Valve CWV PVC Ball Valve

Part Number Size ?,ts '\éfrt]r géz(; Ezgﬁ Part Number Size %,ts l\(/;t\r g(')?;; Eggﬁ
Socket Ends Threaded Ends

8722-005 1/2 50 0 | 204 8.01 8721-005 1/2 50 0 | 204 9.89
8722-007 3/4 25 0 | 204 9.50 8721-007 3/4 25 0 | 204 11.73
8722-010 1 25 0 | 204 12.92 8721-010 1 25 0 | 204 15.96
8722-012 1-1/4 20 0 | 204 17.13 8721-012 1-1/4 20 0 | 204 21.14
8722-015 1-1/2 20 0 | 204 26.14 8721-015 1-1/2 20 0 | 204 32.27
8722-020 2 10 | 0 | 204 33.04| |8721-020 2 10 | 0 | 204 40.79

Swing Check Ball Valve
- =E -

One-piece Combination for Applications Requiring In-line
Ball Valve and Check Valves
Compact, Space-Saving Design

True Union Design Allows Easy Service and Cleaning A

High Grade EPDM Seals [F—J;_'
Replaceable PTFE HDPE Ball Valve Seats [— —
Safety-Blocked™ Seal Carrier on Ball Valve
Replaceable Sealed Check Valve Cartridge A
Suitable for Horizontal or Vertical Up-flow Installations
Socket End Connections

; B =8
o p— L
Pressure Rating @ 73°F (23°C), Water 1 I_L { |

Full Flow (open) 150 psi B
Back Pressure (closed) 75 psi
Maximum Service Temperature - [ -

. A Dimensions
P ressure 95 APPY Size A B C D E

1-112 3-7/8 5-3/4 8-1/4 3-3/16 4-1/4
2 4-7/16 6-11/16 9-3/8 3-7/8 5-1/16

General Installation Information: Swing Check Ball Valves are designed for horizontal installations, but may be installed in up-flow only vertical position. The Check Valve portion MUST be installed with the valve's
FLOW arrow pointing in the direction of flow and with the designated side up in horizontal installations. Do Not install Check Valve upside down. The Ball Valve portion may be rotated and installed in any position.
Flow velocity should not exceed 5 ft./sec. Minimum opening pressure is less than 0.5 psi.

PVC Swing Check Ball Valve

. Std | Mstr | Disc Price
Part Number Size Pk | Cin | Code Each
Soc x Soc
7622-015 1-1/2 10 | 0 | 026 40.44
7622-020 2 6 0 | 026 58.04
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Thermoplastic Valves
[ CTS Valves ] iy

. Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each

CPVC CTS Ball Valves
Socket with EPDM O-ring Seal '

100 psi Maximum Internal Pressure @ 180°F (82°C)

1922-005 1/2 50 | 200 | 217 31.72
1922-007 3/4 25 0 | 217 37.50
1922-010 1 25 0 | 217 43.25
1922-012 1-1/4 20 0 | 217 67.15
1922-015 1-1/2 20 0 | 217 96.84
1922-020 2 8 0 | 217 124.06
For additional valve information, please refer to Spears® Thermoplastic Valves &
Accessories Product Guide & Engineering Specifications V-4.

1/4-Turn Angle Supply Stop
Socket x NPT

100 psi @ 180°F (82°C)

1/2" & 3/8" Male Thread for Connection to Female Flexible Supply Line
7722-005 1/2 50 | 400 | 217 15.61
7722-073 1/2X3/8 50 | 400 | 217 15.61

1/4-Turn Angle Supply Stop
SRFPT x NPT

100 psi @ 180°F (82°C)
1/2" & 3/8" Male Thread for Connection to Female Flexible Supply Line

7721-005SR 1/2 50 | 400 | 217 38.66
7721-073SR 1/2X3/8 50 | 400 | 217 38.66
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Thermoplastic Valves
Ball Valve Accessories & Repair Kits

J

Retrofit End Connector Sets (Socket Style Only)

Special extended Socket end connectors allow in-line replacement of other brand valves with Spears® Style Only

True Union 2000 Ball Valves, 3-Way Ball Valves, and True Union 2000 Ball Check Valves.
Kit includes 2 Extended End Connectors with O-rings

Retrofit Kit For Other Brand Valves

%%l—; BALL VALVE FOR
=

_é!—":] REPLACEMENT

=1 PIPELAYING LENGTH
—J  wTERCUTIHG

TRUE UIKSON 2000
BALL VALVE WSTALLED
WITH RETROFIT KIT

ISize| 12

| 34 | 1

| 1ua 12| 2

| 212 |

4

I L [ 42932 | 5716 [ 6332 7-1/4 | 7-12 | 8-17/32 | 10-3/4 | 11-7/16 | 14-15/16 |

True Union Retrofit Kits - Other Brand Valves (Socket

Style Only) PVC
Size | eeou
172 RF&%}(,)OS RF1|§;(;05 1| 25 | 299
3/4 b R s 1 | 25 | 299
1 R aan R ey 1| 25 | 209
1-1/4 e R s 1 | 10 | 299
1-1/2 R o R s 1 | 10 | 299
2 e R a? 1 | 10 | 299
2-1/2 R':s’gég% RF;&gzs 15 20
3 Nrog0 Riks00 |4 | 5 | 200
4 M105.05 Miseoe. | 1| 4 |20
True Union Retrofit Kits - Other Brand Valves (Socket
Style Only) CPVC
Size | _Eeeom
1/2 RFTZ‘S?“ RFTS_'?SSC 1| 25 | 209
3/4 RAe e RFKS-007C 1 | 25 | 299
1 Mo - | Nouere | 1| 2 | 290
1-1/4 R aar C RRKS012C 1| 10 | 209
1-1/2 R s RRESIC 1 | 10 | 299
2 R es0 | NaeasC | 1| 10| 299
242 | RO | Maeass [ 1] s |2
3 Mioaz | Cqssar. | 1|5 |2
Page 376
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True Union Retrofit Kits - Other Brand Valves (Socket

"Regular Style" Spears® Valves

CPVC (continued)
. . Std | Mstr | Disc
Size EPDM Viton® Pk | Pk |Code
RFK2-040C RFK3-040C
4 157.46 208.02 T4 ]2
Retrofit Kit For Older

BALL VALVE FOR REPLACEMENT

PIPE LAYING LENGTH AFTER CUTTING

TRUE UNION BALL VALVE INSTALLED WITH

RETROFIT KIT

| size |

| 34 | 1

| 1va |12 | 2

| 212 |

3|

4

| L

| 5516 | 614 |6-1u16] 7-1/8 | 8316 [ 81516 [ 12

| 12-1/16 | 13-3116 ]

True Union Retrofit Kits - Older "Regular Style"
Spears® Valves (Socket Style Only) PVC

Size EPDM Viton® i | Metr | Dise
1/2 RFK:GZ.';OOS RFI:ZS%}OOS 1 10 | 299
34| FRSEOT [ ARG o oo
1 RFI:E;;MO RFI‘I(GS_%-101O 1 10 | 209
1-1/4 RFI“(GS.$-1012 RF;?;—;HZ 1 10 | 209
(0 R R
2 | e R s
22 | PR | RS T
3 | w0 s
o | R e T [
True Union Retrofit Kits - Older "Regular Style"
Spears® Valves (Socket Style Only) CPVC
Size EPDM Viton® i | Metr | Dise
1/2 RFIﬁSf(—)(iOSC RFﬁsfigOSC 1 10 | 209
34| RZITC[RRGSOTC o | oo
(I S S R
L S R
112 | TR | e T o e
2 | FrRgee | RRes T
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Thermoplastic Valves
Ball Valve Accessories & Repair Kits

True Union Retrofit Kits - Older "Regular Style" PVC - Supplemental End Connector Sets (continued)
Spears® Valves (Socket Style Only) CPVC (continued) ‘ Size EPDM | Viton® Std | Mstr | Disc |
. . Std | Mstr | Di
Size EPDM Viton® Pk | Pk |Code| Socket Ends - -
RFKS2-025C RFKS3-025C ECS2-060 ECS3-060
2-1/2 8217 0813 1|5 |29 6 | 164.90 235.98 10|29
3 RFKS2-030C RFKS3-030C 1 | 5 | 299 | SpigotEnds
110.12 133.47 12 ECSP2-005 ECSP3-005 1 | 25 | 299
4 RFKS2-040C RFKS3-040C 11 2 | 209 6.77 8.82
157.46 208.02 3/4 ECSP2-007 ECSP3-007 1 | 25 | 209
8.80 10.06
1 ECSP2-010 ECSP3-010 1 | 25 | 209
Supplemental End Connector Sets 9.95 11.63
1-1/4 ECSP2-012 ECSP3-012 1 | 10 | 209
- 11.70 16.63
ECSP2-015 ECSP3-015
1-1/2 14.68 19.15 1] 1029
ECSP2-020 ECSP3-020
2 21.14 26.41 1] 1029
ECSP2-025 ECSP3-025
2-1/2 38.89 52.91 T]5 ]2
ECSP2-030 ECSP3-030
3 51.72 64.64 1] 5|29
ECSP2-040 ECSP3-040
4 76.35 109.23 T 42
CPVC - Supplemental End Connector Sets
. . Std | Mstr | Disc
’ Size | EPDM Viton® Pk | Pk |Code
SR Threaded Ends
o . , , ECSRT2-005C ECSRT3-005C
Set of 2 End Connectors with O-rings for all True Union 2000 Ball Valves, Sch 80 Union 2000 fittings and 1/2 10.84 11.65 1 25 | 299
True Union Style Diaphragm Valves.
ECSRT2-007C ECSRT3-007C
PVC - Supplemental End Connector Sets 3/4 13.50 15.85 N
. : Std [ Mstr | Disc ECSRT2-010C ECSRT3-010C
Size | EPDM Viton® Pk | Pk |Code 1 15.07 17.85 1|25 |29
SR Threaded Ends 1_1 /4 ECSRT2-012C ECSRT3-012C 1 10 299
ECSRT2-005 ECSRT3-005 22.09 29.33
1/2 7.80 9.83 1|25 | 299 1112 ECSRT2-015C ECSRT3-015C 1 | 10 | 209
ECSRT2-007 ECSRT3-007 28.02 33.62
3/4 11.28 12.54 1| 25 | 299 2 ECSRT2-020C ECSRT3-020C | 1 [ 10 | 299
1 ECSRT2-010 ECSRT3-010 1 | 25 | 209 35.87 41.16
12.56 14.07 2.1/2 ECSRT2-025C ECSRT3-025C | ; | 5 | 299
ECSRT2-012 ECSRT3-012 79.55 90.78
1-1/4 16.64 21.52 1] 10 | 299 3 ECSRT2-030C ECSRT3-030C | | | 5 | 99
ECSRT2-015 ECSRT3-015 99.15 115.52
1-1/2 22.65 2713 1] 10 | 299 4 ECSRT2-040C ECSRT3-040C | | | 4 | 599
2 ECSRT2-020 ECSRT3-020 1 | 10 | 209 136.00 171.41
20.77 35.05 ECSRT2-060C ECSRT3-060C
6 293.77 370.21 T4 |29
2.1/2 ECSRT2-025 ECSRT3-025 1 | 5 | 209 - -
- 60.97 75.00 Socket Ends
ECSRT2-030 ECSRT3-030 ECS2-005C ECS3-005C
3 73.78 86.71 T 5 ]2 112 9.81 10.63 112529
ECSRT2-040 ECSRT3-040 ECS2-007C ECS3-007C
4 102.11 135.03 T4 |29 3/4 11.04 13.39 112529
ECSRT2-060 ECSRT3-060 ECS2-010C ECS3-010C
6 220.57 291.65 T4 |29 1 12.60 15.37 112529
Socket Ends _ ECS2-012C ECS3-012C
ECS2-005 ECS3-005 1-1/4 17.16 21.35 L A
1/2 677 .82 1|25 | 299 11/2 ECS2-015C ECS3-015C 1 | 10 | 209
ECS2-007 ECS3-007 - 20.04 25.65
3/4 .80 10.06 1|25 | 299 2 ECS2-020C ECS3-020C 1 | 10 | 209
ECS2-010 ECS3-010 27.24 32.51
1 995 1.63 1|25 | 299 2.1/2 ECS2-025C ECS3-025C 1 | 5 | 209
ECS2-012 ECS3-012 57.52 68.69
1-1/4 1.70 16.63 1|10 | 299 3 ECS2-030C ECS3-030C 1 1 5 | 209
ECS2-015 ECS3-015 77.07 93.45
1-1/2 14.68 1915 1|10 | 299 4 ECS2-040C ECS3-040C 11 2 | 2909
ECS2-020 ECS3-020 110.23 145.62
2 2114 26.41 1] 10 | 299 6 ECS2-060C ECS3-060C 1 1 o [ 209
2.1/2 ECS2-025 ECS3-025 1 | 5 | 209 i 238.11 314.54
- 38.89 52.91 Spigot Ends
ECS2-030 ECS3-030 ECSP2-005C ECSP3-005C
3 51.72 64.64 15 |29 1/2 9.81 10.63 112529
ECS2-040 ECS3-040 ECSP2-007C ECSP3-007C
4 76.35 109.23 T4 ]2 3/4 11.04 13.39 112529
Made in the U.S.A. NOT FOR DISTRIBUTION OF COMPRESSED AIR OR GAS Page 377
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SPEARS Thermoplastic Valves
J Ball Valve Accessories & Repair Kits

CPVC - Supplemental End Connector Sets (continued) True Union 2000 Valve Seal Carrier Tools (continued)
. ) Std | Mstr | Disc . Std | Mstr | Disc Price
Size ‘ EPDM | Viton® Pk | Pk Code| Part Number Size Pk | ctn |Code Each
Spigot Ends True Union 2000 Check Valve Seal Carrier Tool
1 ECS1F;2£1OC ECS1F;3£1OC 1 | 25 | 290 | [TSK-04003 4 150 [ 0 [ 299 476
. . TSK-06003 6 40 0 | 299 9.85
ECSP2-012C ECSP3-012C
1-1/4 17.16 21.35 1110 [ 299 | True Union 2000 Ball Valve Seal Carrier Tool
1-1/2 ECSP2-015C ECSP3-015C 4 10 | 209 TSK1-00503 1/2 2200| 0 | 299 .79
- 20.04 25.65 TSK1-00703 3/4 1800 0 | 299 .79
2 ECSP2-020C ECSP3-020C 1 | 10 | 209 | |TSK1-01003 1 1600 0 | 299 .79
0827-24 = 0832-51 = TSK1-01203 1-1/4 1200] 0 | 299 1.59
2-1/2 E 5'372;(2)25 E GF;Ségzs 1| 5 | 209 | [TSK1-01503 1112 700 | 0 | 299 159
ECSP2-:030C ECsP3-030C | | 2o | |TSK1-02003 2 550 | 0 | 299 1.59
3 77.07 93.45 5 TSK-03003 3 200 | O | 299 4.76
4 ECSP2-040C ECSP3-040C ] 4 | 209 TSK-04003 4 150 | 0 | 299 4.76
110.23 145.62 TSK-06003 6 40 | 0 | 299 9.85
Seal Carrier Adjustment Tool
Split Nut Repair Kits for Regular True Union Valves (not shown)
. Std | Mstr | Disc Price
Part Number Size Pk | Cin | Code Each
VT-025-040 2-1/2 -4 20 0 | 299 41.88
Designed to replace broken union nuts on all Designgd for use on Spears® 2-1/2", 3 & 4" Regular I:I'rue pnion Ball Valves for quick,
True Union 2000 Ball Valves and Sch 80 Union easy adjustment of valve seal carriers using a standard 1", 6-point socket.
2000 fittings
Split Nut Repair Kit
Kit includes:
2-Split Nut Halves 1-SS316 Gear Clamp
Full valve pressure rating maintained
Split Nut Repair Kits
- Std | Mstr | Disc
Size PVC CPVC Pk | Pk [Code
SNK-005 SNK-005C
1/2 8.00 12.31 25 | 200 | 299
SNK-007 SNK-007C
3/4 9.89 15.53 1] |2
SNK-010 SNK-010C
1 12.38 19.01 1125 |29
SNK-012 SNK-012C
1-1/4 15.49 25.36 L
SNK-015 SNK-015C
1-1/2 20.70 36.37 112529
SNK-020 SNK-020C
2 31.53 54.56 T2 |29
SNK-030 SNK-030C
3 85.56 196.99 116 |2
SNK-040 SNK-040C
4 142.61 275.87 T8 |29
True Union 2000 Valve Seal Carrier Tools
True Union 2000 Valve Seal Carrier Tools
. Std | Mstr | Disc Price
Part Number Size Pk | Ctn | Code Each
True Union 2000 Check Valve Seal Carrier Tool
TSK-00503 1/2 1000/ 0 | 299 .79
TSK-00703 3/4 1800/ 0 | 299 .79
TSK-01003 1 1800/ 0 | 299 .79
TSK-01203 1-1/4 1500 O | 299 1.59
TSK-01503 1-1/2 800 | 0 | 299 1.59
TSK-02003 2 550 | 0 | 299 1.59
TSK-03003 3 200 | O | 299 4.76
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Stem Extension Kits Optional Factory Assembled (One-Piece)

Disc 5"12" | 13"-18" | 19"-24" | 25"-36" | 37"-48"
Part Number Code Handle | Handle | Handle | Handle | Handle
Height | Height | Height | Height | Height
BVSE-005-__** 299 16.86 18.26 19.76 26.19 30.46
BVSE-007-__** 299 18.10 19.46 20.96 27.40 31.68
BVSE-010-__** 299 18.10 19.46 20.96 27.40 31.68
BVSE-012-__** 299 28.22 29.15 32.27 40.82 45.95
BVSE-015-__** 299 30.86 33.31 34.89 43.47 48.59
BVSE-020-__** 299 32.80 35.22 36.81 45.41 50.51
BVSE-030-__** 299 33.52 35.73 37.28 45.87 50.97
Desired Handle Height for Factory Assembled One-Piece Units BVSE-040-__* 299 | 46.18 50.04 53.51 60.50 70.24
Desired Desired Desired Desired H H H
Handle Code Handle Code Handle Code Handle Code Stem Exten5|on KItS (TWO Plece) Pri
Height Height Height Height . Std | Mstr | Disc rice
5 050 6 | 160 I 210 % | 380 Part Number Size Pk | Ctn |Code Each
g: ggg g: gg gg: ggg igj: igg Fits All True Union 2000, Compact 2000 & Single Entry Ball Valves
T 080 o 190 0 300 nE 0 (Except 3-Way) 11?" - 3" = 3-Slot Stem, sizes 4"-6" = Double Flats Stem
9" 090 20" 200 31" 310 42" 420 BVSE2-005-000 1/2 1 25 | 299 10.26
10" 100 21" 210 32" 320 43" 430 BVSE2-007-000 3/4 1 25 299 11.38
1 110 22 220 33 330 a4 440 BVSE2-010-000" 1 1 | 25 [ 299 11.38
- BVSE2-012-000° 1-1/4 1 | 25 | 299 18.44
15" 150 26" 260 37 370 48" 480 BVSE2-020-000° 2 1 25 299 22.77
If %esirgtcri] ha}lr;(lflfe higjt is..?., ifncrf/lgfnts m;;?sfs tgi?" a g;imglitst:?sti(tjutg the Igtst HOI;Ot the thr;‘et,--fc git BVSE2-030-000 212, 3 1 25 299 2323
code with a "2" for 1/4", a "5" for 1/2", or a "7" for 3/4". : If ordering a Stem Extension Kit for a g
1/2" valve with a desired handle height of 14-3/4", the part number would read: BVSE-005-147. BVSE2'040'000* 4 1 25 299 31.90
* Desired length of PVC Schedule 80 Pipe purchased separately and assembled by others. BVSE2-060-000 6 1 25 | 299 59.01
** Factory assembled with solvent cemented PVC Schedule 80 pipe. To order, fill in the last Optional Factory Assembled (One-Piece)
three digits of the part number with the three-digit code representing the desired handle e " aon e P e
height from the chart above. FACTORY SOLVENT CEMENTED STEM EXTENSION KITS, Disc | 312" | 13°-18" | 19%.24" | 25%-36" | 37"-48
ONCE PRODUCED ARE NON-CANCELLABLE AND NON-RETURNABLE. Part Number Handle | Handle | Handle | Handle | Handle
Code
IMPORTANT NOTE Height | Height | Height | Height | Height
The following minimum handle heights apply to use of all Stem Extension Kits. BVSE2-005- * 299 16.86 18.26 19.76 26.19 30.46
Valve = . : : . =
Size (in) | el | 144 | B | 212 | 3 | 4 | 6 BVSE2-007-__* 299 | 1810 | 1946 | 2096 | 2740 | 31.68
True Union 2000 Industrial Ball Valves BVSE2-010-__** 299 18.10 19.46 20.96 27.40 31.68
Nimmam BVSE2-012-__** 299 28.22 29.15 32.27 40.82 45.95
Height (in.) | 4-9/16 | 5-3/16 |5-1/2 | 6-3/4 | 7-3/8 | 8 | 9-13/16 | 9-13/16 | 11-5/8 | 12-3/4 BVSE2-015-__** 299 30.86 33.31 34.89 43.47 48.59
True Union 2000 Standard, Compact 2000 & Single Entry Ball Valves BVSE2-020-__* 299 32.80 35.22 36.81 45.41 50.51
Vinmum BVSE2-030-__** 299 33.52 35.73 37.28 45.87 50.97
Height (in. | 358 | v | 43 | 6 | 638 | 7718 | 12 | 12 | u | NA | [BvsE2-040-__* 209 | 4618 | 5004 | 5351 | 60.50 | 70.24
Regular True Union & Compact Ball Valves BVSE2-060-__** 299 85.51 92.69 99.10 112.01 130.06
Minimum
Height (in.) | 4-1/2 | 5-1/4 | 5-1/2 | 7 | 7-112 | 8 | 9 | 9 | 10-1/2 | N/A

Round Safety Handle Kits

Stem Extension Kits (Two Piece)

. Std | Mstr | Disc Price
Part Number Size Pk | ctn | Code Each
Fits Spears Regular True Union and Compact Ball Valves, 1/2"-2" = 3-
Slot Stem, 2-1/2"-4" = Double Flats Stem
BVSE-005-000" 1/2 1 25 | 299 10.26
BVSE-007-000" 3/4 1 25 | 299 11.38
BVSE-010-000" 1 1 25 | 299 11.38
BVSE-012-000" 1-1/4 1 25 | 299 18.44
BVSE-015-000" 1-1/2 1 25 | 299 20.95
BVSE-020-000" 2 1 25 | 299 22.77
BVSE-030-000‘ 2-1/2,3 1 25 299 23.23 Regular fits Spears® Regular True Union and Compact Ball Valves in sizes 1/2" - 2" with 3-Slot Stem and
BVSE-040-000 4 1 25 | 299 31.90| insizes 2-1/2" - 4" with 1-Slot Stem.
Industrial fits All True Union 2000, Compact 2000, and Single Entry Ball Valves in sizes 1/2" - 2" with 3-
Slot Stem and in sizes 2-1/2" - 4" with 1-Slot Stem. The 6" size has a Double-Flat Stem pattern.
Round Safety Handle Kits
. . Std | Mstr | Disc
Size Regular Industrial Pk | Pk |Code
RSH-005 RSH2-005
1/2 13.22 13.22 500 | O 299
RSH-007 RSH2-007
314 15.94 15.94 300 O 299
RSH-010 RSH2-010
1 16.84 16.84 2104 0 299
RSH-012 RSH2-012
1-1/4 20.02 20.02 200| O 299
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Round Safety Handle Kits (continued)

2" Operator Nuts
Size Regular Industrial Spts N;,sktr gc':;;
14172 RO Ropz 015 100 | 0 | 299
2 5t “psoe. | 60| 0 |2
211283 i R0 25 | 0 | 299
e | e | mme o
6 Rz a0 16 | 0 |299

Multi-Mount Mounting Bracket

¢

TUMB2 fits all True Union 2000 Ball Valves (except 3-Way). TUMB fits Regular True Union Ball Valves.

Multi-Mount Mounting Bracket

Size TU 2000 Regular True Union Spts l\/ésktr g;(;
12 TUMB2-005 TUMB-005 1 10 | 209
44.84 44.84
Industrial & Regular (VTN2 Series) Operator Nuts fit Regular True Union, True Union 2000, Compact,
Compact 2000 and Single Entry Ball Valves in sizes 1/2" - 2" with current 3-Slot Stems and in sizes 2- 3/4 TUT7B 2;007 TU:JI785-=]07 1 10 | 299
1/2", 3", and 4" with current 1-Slot Stems. The VTN-040 fits the 6" size with a Double-Flat Stem pattern. TUMB.2 010 TUM.B o7
n = =
2" Operator Nuts ; 1 5112 5112 1| 10 | 299
. Std | Mstr | Disc rice TUMB2-012 TUMB-012
Part Number Size Pk | ctn |Code Each 1-1/4 53.50 53.50 1 10 | 299
Regular 14112 TUMB2-015 TUMB-015 1| 10 | 209
VTN-030 2-1/2&3 10 | 40 | 299 102.47 57.63 57.63
VTN-040 4 5 | 0 299 | 10247 2 TURB2 020 TUNB-220 1| 10 | 209
Industrial 3 =
TUMB2-030 TUMB-030
VTN2-005 1/2 10 | 60 | 299 12.31 2-1/2,3 122.14 122.14 1 4 | 299
VTN2-007 3/4 10 | 60 | 299 16.38 4 TUMB2-040 TUMB-040 1 4 | 209
VTN2-010 1 10 | 60 | 299 20.51 149.39 149.39
VTN2-012 1-1/4 10 | 60 | 299 24.60
VTN2-015 1-1/2 10 | 60 | 299 36.91 . .
VTN2-020 2 10 1 60 | 299 61.47 Multi-Mount Actuator Mounting Platform
VTN2-030 2-1/2&3 10 | 40 | 299 67.25
VTN2-040 4 5 0 | 299 71.30
Handle Lockout Ring

Spears® Handle Lockout Ring is for use with Spears® True Union 2000 Industrial Ball Valves with built-in
handle lockout mechanism. Normal handle lockout operation allows lockout in both open and closed

& 1
Ly

ey

-
- o T o
-
vy E——

Add-on actuator adapter. Use MMP1 with True Union 2000 Multi-Mount Bracket. Use MMP with Regular
True Union.

Multi-Mount Actuator Mounting Platform

positions. The Lockout Ring limits lockout operation to either a lock-open only or a lock-closed only H i Std | Mstr | Disc
position, according to the position in which the Lockout Ring is installed. Size Tu 2000 Regular True Union Pk | Pk |Code
Handle Lockout Ring 12 anl;;—;ms MI:II:;;% 1| 10 | 200
. Std | Mstr | Disc Price y 5
Part Number Size Pk | Ctn |Code Each 3/4 th;kgw MT: ;;0207 1| 10 | 299
TU2LR-005 1/2 250 | 3000 | 299 18.97 MMP1-010 MMP-010
TU2LR-007 34 250 3000 | 299 18.97 1 22,90 22,90 102
TU2LR-010 1 250 | 3000 | 299 18.97 MMP1-012 MMP-012
- 1 10 | 299
TU2LR-012 1-1/4 1 25 200 1897 |4 2501 2501
TU2LR-015 1-1/2 1 | 25 | 299 21.35 1-1/2 MMP1-015 MMP-015 1| 10 | 299
TU2LR-020 2 1| 25 | 299 2135 MI\:;:?J = M:ﬂ‘:f:z ;
TU2LR-030 2-1/2 &3 1 25 | 299 23.72 2 38 6-7 38 87 1 10 | 299
TU2LR-040 4 1 | 25 | 299 23.72 y ,
MMP1-030 MMP-030
2-1/2,3 87.27 87.27 1 5 | 299
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Multi-Mount Actuator Mounting Platform (continued)

. . Std | Mstr | Disc
Size TU 2000 Regular True Union | 5" | "5, " [ s0de
MMP1-040 MMP-040
4 100.56 100.56 ]85 |

] oy

True Union 2000 Low Profile Actuator Mounting Kit

True Union Multi-Mount Mounting Kit

—_—

--"“-\
“e» e

A

I."F
i ¢’
)

-

Industrial Unit - Top-mount actuator mounting system for True Union 2000 Industrial (1800 series) & 3-
Way Ball Valves

Standard Unit - Top-mount actuator mounting system for True Union 2000 Standard Ball Valves (3600
series) and Compact 2000 Ball Valves (6600 series)

Note: Low Profile Mounting Kit will not work with Multi-Mount Valve Mounting Bracket - See Mini-Mount
actuation Mounting Kit or Mini-Mount Combo Actuation Mounting Kit

True Union 2000 Low Profile Actuator Mounting Kit
Mini-Mount Actuator Mounting Kit

——
. >
gy gy
Complete Multi-Mount Actuation Mountinglljgig;sggl;r&ielvggion 2000 (except 3-Way) and Regular True Size TU 2000 Industrial TU zogg ,::,aanc(:ard& Spts l\/lLsktr (I;D(I)Sdce
True Union Multi-Mount Mounting Kit 112 Ao Aer 11020
Size TU 2000 Regular True Union | 20 | Mot" | Disc 3/4 AN ST ANBe 207 1| 10 | 299
12 TUQ(I)(.;-:OS TUQ)I.(égOS 1 5 | 299 1 Al\g%i-gm Al\g%i-gw 1 10 | 299
sa | e ||| | g | M| M|
| Tmase |0 [T (| | g | M| e
e | TAem [T [ | | g | Mese | mesm ||| o
e | VM| | | | e | mmen (o
2 | v | T | [ | e | mme (g
sy | T[T | [ | A ERRRE
s | e | [

Industrial Unit — Top-mount actuator mounting system for True Union 2000 Industrial (1800 series) & 3-
Way Ball Valves

Standard Unit — Top-mount actuator mounting system for True Union 2000 Standard Ball Valves (3600
series) and Compact 2000 Ball Valves (6600 series)

Compact Unit — Top-mount actuator mounting system for Regular Style Compact Ball Valves (2100
series)

Mini-Mount Actuator Mounting Kit

Size TU 2090 TU 2000 Compact Std | Mstr | Disc

Industrial Standard/Compact (Regular) Pk | Pk |Code

w | s | e e T o |0

| “ow | Mew | Mes | 1| 10|29

v | P | memes | mees | e
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Mini-Mount Actuator Mounting Kit (continued)
True Union 2000 Mini-Mount Combo

Size TU ZOQO TU 2000 Compact Std | Mstr | Disc

Industrial Standard/Compact (Regular) Pk | Pk [Code
kAR AR ANRE
| AT | AR o |
2 | m | men TR o |
s | Mo | mesmo A |0 |
¢ M | "nwe | "ne | 1] 5 |20
2 N R

Industrial Unit — Top-mount actuator mounting system with valve support mounting bracket for True

D

L

<
= =
8o

Union 2000 Industrial (1800 series) Ball Valve (will not fit 3-Way)

Standard Unit — Top-mount actuator mounting system with valve support mounting bracket for True

Union 2000 (3600 series) Standard Ball Valve

True Union 2000 Mini-Mount Combo

Size Industrial Standard ?:ts Nll’skt r g:)?j%
12 TUIG\(I)(.&OOS TUIG\(I)(;;O% 1 5 299
3/4 TU2I3(.§-1007 TU;:IS('Z;;OW 1 10 | 299

1 TUI;(I)(-:Z;;M 0 TUI;[I)(;;MO 1 5 299
1-1/4 TUI;«;(;;NZ TUI;«;(;-1012 1 5 299
14112 TUIB\|7(-§-601 5 TUIB\|7(;-601 5 1 5 299

2 TUI;;(.g-ZOZO TUQ;(;-ZOZO 1 5 299

o | Tmem | Tmew |

o | e | mew || [m

True Union 2000 Valve Repair Kits — Industrial Ball
Valve

Industrial Kit includes:
2-PTFE Seats

2-End

Connector O-rings

2-Stem O-rings
1-Seal Carrier O-ring

J

True Union 2000 Valve Repair Kits (continued)
‘ Size | EPDM Viton® o | Mstr g;%|
Industrial Ball Valve
1112 TU2-3§IIQ1I§,-015 Tuz-s\g.aslz-ms 1 | 10 | 209
) TUZEI.!QI:-OZO Tuzmg-ozo 1 | 10 | 299
24283 | TURERECO00 TUZYRKOSD | 1 | 10 | 200
s | el | RGO | o |
o Tuzz-gz;;-oso Tuzgmoeo 1 | 10 | 209

True Union 2000 Valve Repair Kits — Standard Ball
Valve

Standard Kit includes:
2-HDPE/PTFE Seats

2-End Connector O-rings

2-Stem O-rings
1-Seal Carrier O-ring

2-Seat O-rings (where applicable)

Standard Ball Valve

12 TU1-1E7|.Q7|§-005 TU1 'Z\sﬁlé'oos 1 10 | 299
34 TU1-2E0|31|;-007 TU1 ;\33;:-007 1 10 | 299

1 TU1;%§I§-010 TU1-2\(/3.R4|;-010 1 10 | 299
1-1/4 TUI SR 012 Mga | 1| 10 |29
1412 TUTERK01S e L I s
2 TU1:4E1|.Q7|§-020 TU1 -B\é.Rz|§-020 1 10 | 299
211283 | TUTERKON Mia | 1| 10 |29
R

True Union 2000 Valve Repair Kits — 3-Way Ball Valve

3-Way Kit includes:

2-PTFE Seats (no branch seal)
3-End Connector O-rings

2-Stem O-rings
1-Seal Carrier O-ring
1-Stem Bushing

2-Seat O-rings (where applicable)

3-Way Ball Valve

1-PTFE Stem Bearing
2-Seat O-rings (where applicable)
True Union 2000 Valve Repair Kits
. " Std | Mstr | Disc
| Size EPDM Viton® Pk | Pk |Code
Industrial Ball Valve
TU2-ERK-005 TU2-VRK-005
1/2 18.69 2117 1 10 | 299
TU2-ERK-007 TU2-VRK-007
3/4 2117 21.88 1 10 | 299
TU2-ERK-010 TU2-VRK-010
1 2188 27.90 110|298
TU2-ERK-012 TU2-VRK-012
1-1/4 26.60 471 1 10 | 299
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12 TU3-2E6|'Q7|§-005 TU3;\3.Rzl§-005 1 10 | 299
3/4 Resvivest Mg | 1| 10 |20

1 TU35E1|;|§-01 0 TU3;\;RSI§-01 0 1 10 | 299
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Ball Valve Accessories & Repair Kits

True Union 2000 Valve Repair Kits — Ball Check Valve

] SPEﬂHS'

True Union Valve Repair Kits (Regular Style) (continued)

‘ Size | EPDM Viton® | g | Mstr g;fm
Ball Check Kit includes: B
all Valve
2-End Connector O-rings TU-ERK-015 TU-VRK-015
1-Seal Carrier O-ring 1-1/2 3847 58.54 1 10 | 299
_ 1SealPlateOring 2 TU-ERK-020 TU-VRK-020 1 | 10 | 299
True Union 2000 Valve Repair Kits 43.94 81.95
Single Entry Ball Valve Repair Kit 24112, 3 TUERKD30 TURKD30 1| 10 | 299
. " Std | Mstr | Disc
Size | EPDM Viton® 4,6 TU-ERK-040 TU-VRK-040
Pk | Pk [Code] \yENTURIED 144.21 172.33 1] 10299
Ball Check Valve
172 CK2-ERK-005 CK2-VRK-005 1 1 10 | 209
= 35;?4 = = fl;f( = True Union Ball Check Valve Repair Kits (Regular Style)
3/14 Suivi o 1 10 | 299
3.85 9.80
1 CK2-ERK-010 CK2-VRK-010 1| 10 | 299 Ball Check (Regular Style) Kit includes:
5.01 15.94 1-Body O-ring
1-1/4 chaERI02 cha TRI012 1| 10 | 200 2-Seat-plate O-rings
. - 2-End Connector O-rings
14112 ChzERK-013 Gz TRK-013 1 | 10 | 299 | Ball Check Valve
CK-ERK-005 CK-VRK-005
CK2-ERK-020 CK2-VRK-020
2 ERK RK 1| 10 | 299 12 519 =93 1|10 | 299
CK-ERK-007 CK-VRK-007
CK2-ERK-030 CK2-VRK-030
CK-ERK-010 CK-VRK-010
CK2-ERK-040 CK2-VRK-040
4 21.03 82.87 110|299 ! 5.01 15.94 11029
CK-ERK-012 CK-VRK-012
CK2-ERK-060 CK2-VRK-060 -
6 38.37 198.84 I - 7.51 2549 L I i
Single Entry Kit includes: 1112 ClERR01S Ch oS 1 | 10 | 200
2-End Connector O-rings : :
1-Seal Carrier O-ring 2 CK':EF:(‘;OZO CK';,.F:.’(Z'OZO 1 | 10 | 299
1-Seal Plate O-ring CK-ERK-030 CK-VRK-030
1-Stem Bearing (1-1/4" & up) 2-120R3 16.26 76.73 1| 10 | 299
Single Entry Ball Valve Repair Kits 4 CK-ERK-040 CK-VRK-040 1 | 10 | 2909
True Union Valve Repair Kits (Regular Style) 2103 8287
. . Std | Mstr | Disc
Size Buna-N EPDM Viton® Pk | Pk |Code
SE-BRK-005 SE-ERK-005 SE-VRK-005 =
112 15.26 16.17 18.91 102
SE-BRK-007 SE-ERK-007 SE-VRK-007
314 15.71 16.64 19.12 1102
SE-BRK-010 SE-ERK-010 SE-VRK-010
1 16.84 17.52 20,02 110 ]2
1-1/4,| SE-BRK-015 SE-ERK-015 SE-VRK-015
1412 21.41 2369 28.45 1] 101299
SE-BRK-020 SE-ERK-020 SE-VRK-020 . . _
2 1 10 299 True Union 2000 Industrial True Union 2000 Standard
24.36 25.03 29.84 Ball Valve Cartridge Ball Valve Cartridge
3 SE-BRK-030 SE-ERK-030 SE-VRK-030 1 | 10 | 209
56.01 56.28 61.43
SE-BRK-040 SE-ERK-040 SE-VRK-040
4 103.36 103.41 106.52 102
Ball Valve Kit includes:
2-PTFE Seats
2-Seat O-rings (2-1/2")
2-End Connector O-rings
1-Stem Bearing (1-1/4" & up)
True Union Valve Repair Kits (Regular Style)
. . Std | Mstr | Disc ; ]
Size | EPDM | Viton® | True Union 2000 Industrial
| Pk Pk_|Code Ball Check Valve Cartridge
Ball Valve True Union Ball Valve Cartridge Kits include valve assembly, less
12 TU-:E:gg-oos Tu'gf:(_;fm 1| 10 | 299 union nuts and end connectors.
3/4 TU';R 2(;007 TU'¥1R ;(;007 1 10 | 299 Note: 6" Valve uses Lever-Style Handle for proper leverage. T-Style Handle is more compact, but will
- ~ increase difficulty of operation.
TU-ERK-010 TU-VRK-010 . . .
1 21.88 27.90 1] 101299 | PVC True Union 2000 Industrial Ball Valve Cartridges
TU-ERK-012 TU-VRK-012 . i Std | Mstr [ Disc
1-1/4 26.60 47 1| 10 | 299 Size EPDM Viton® ok | Pk | Code
1820-005 1830-005
1/2 32.80 37.28 Te |2
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Thermoplastic Valves

PVC True Union 2000 Industrial Ball Valve Cartridges

CPVC True Union 2000 Industrial Ball Check Valve

(continued) Cartridges
R . Std | Mstr | Disc . i
Size EPDM Viton® ok | Pk |Gode Size EPDM Viton® Spts |vF|,sktr gézce
1820-007 1830-007 4520-005C 4530-005C
3/4 38.89 41.65 118 )29 1/2 5724 a1 1| 18 | 209
1820-010 1830-010
1 1| 18 | 299 4520-007C 4530-007C
1842%40712 185320.70712 3/ £8.51 7614 L
. - - 2520-010C 4530-010C
e - S B e L N sost | 1| |2
1-1/2 p p 1 8 | 209 4520-012C 4530-012C
78.18 88.32 1-1/4 139.23 154.60 1 | 12 | 299
2 1515(2)8'%0 1?32‘330 1| 8 | 209 1112 4520-015C 4530-015C T s |20
: : - 139.23 154.60
2-1/2 12?8'%5 1232'%5 1| o | 200 2 4520-020C 4530-020C T s |20
. . 185.97 207.23
3 12%2‘2?0 1232‘320 1| o | 200 2:1/2 4520-025C 4530-025C T 1 2 |20
: : - 389.72 433.01
4 1322-(1)30 1232‘320 1| o | 200 3 4520-030C 4530-030C T 1 2 |20
. . 459.84 548.32
6 (T-Style 18206-060 18306-060 15300400 1530.040C
Handle) 838.16 929.88 T 0|29 4 455,20 050,85 1| o |29
o | e | om0 |m) | 6 | i | e o
CPVC True Union 2000 Industrial Ball Valve Cartridges PVC True Union 2000 Standard Ball Valve Cartridges
H . Std | Mstr | Disc H " Std | Mstr | Disc
Size EPDM Viton® Pk | Pr | Code Size EPDM Viton® ok | Pk | Gode
1820-005C 1830-005C 3620-005 3630-005
112 46.26 50.47 1| 18 | 299 1/2 25.37 28.21 1] 18 | 299
1820-007C 1830-007C 3620-007 3630-007
3/4 56.56 61.69 1| 18 | 299 3/4 30.00 33.38 1| 18299
1820-010C 1830-010C 3620-010 3630-010
1 70.41 71.91 1| 18 | 299 1 35.76 39.80 1| 18|29
1820-012C 1830-012C 3620-012 3630-012
1-1/4 94.91 98.70 I 1-1/4 49.46 63.12 1|12 |29
1820-015C 1830-015C . 3620-015 3630-015 1| 12 | 200
1-1/2 119.43 125.39 1| 8 | 299 1-1/2 59.55 66.13
1820-020C 1830-020C 3620-020 3630-020 1 | 8 | 29
2 161.71 164.76 T8 |29 2 78.61 86.54
1820-025C 1830-025C i 3620-030 3630-030
2-1/2 340.41 378.20 1[0 [29 21243 199.17 221.28 T o |2
1820-030C 1830-030C 3620-040 3630-040
3 398.05 441.21 T 0 |29 4 336.43 373.93 10 |2
4 187221'014300 18:81-0;700 1 | o |200| CPVC True Union 2000 Standard Ball Valve Cartridges
: . : ) Std | Mstr | Disc
6 (T-Style 18206-060C 18306-060C Size EPDM Viton® Pk | Pk |Code
1315.76 1461.24 1[0 |29
Handle) . : 1/2 3620-005C 3630-005C 1 18 | 299
6 (Lever 1820-060C 1830-060C + | o | 209 33.49 37.22
Handle) 1315.76 1461.24 3620-007C 3630-007C
- - 3/4 42.20 46.87 e
PVC True Union 2000 Industrial Ball Check Valve 3620-010C 3630.010C
Cartridges 1 50.03 5582 1| 18 | 299
: : Std [Mstr | Disc _ 3620-012C 3630-012C
Size EPDM Viton® ok | Pr | Gode 1-1/4 70.83 88.73 1] 12 | 299
4520-005 7530-005 _ 3620-015C 3630-015C
1/2 38.73 43.67 1|10 | 299 1-1/2 84.33 93.71 1] 12 |29
2520-007 7530-007 3620-020C 3630-020C
3/4 46.20 248.76 1| 10 | 299 2 112.79 129.67 1] 8 |29
2520-010 2530-010 ] 3620-030C 3630-030C
1 54.91 61.22 1 6 |29 21283 295.69 328.54 110 |29
2520-012 2530-012 3620-040C 3630-040C
1-1/4 64,67 90.01 1 4 | 299 4 614.85 595.29 T o |2
1-1/2 o 4830007 1 | a4 |200| PVC True Union Ball Valve Cartridges (Regular Style)
- - . . Std | Mstr | Disc
4520-020 4530-020 Size EPDM Viton® ol
2 125.77 139.87 L R 2320005 2330-005 code
2:1/2 4520-025 4530-025 T | 4 | 200 1/2 280 o 1| 10 | 200
- 304.91 324.74 2320007 2330007
4520-030 4530-030 3/4 1| 10 | 299
3 1| 4 | 209 38.89 41.65
36511 463.56 2320010 2330-010
4 4520-040 4530-040 T | o |209 1 s il 1| 10 | 299
571.95 602.59 : :
4520-060 4530-060
6 963.10 1069.04 110 ]2
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[ Thermoplastic Valves ] SPEARS
Ball Valve Accessories & Repair Kits J

PVC True Union Ball Valve Cartridges (Regular Style) CPVC True Union Ball Check Valve Cartridges
(CONIiT‘UEd) . S —— (Regular Style) (continued) S
e e L o s ] B LR B - 4 7
P B R Pl e L L e

) 2372%-1:20 232%?0220 1| 4 | 299 : TEH = N L

100.18 106.64

s | e e o w

o | gme om0 [
CPVC True Union Ball Valve Cartridges (Regular Style)

Size EPDM Viton® Tl | Metr | Dise

e | e | EeES | T |

sa | Pmae | meeT | o

R

e | Pmewe s T e

R - R

| Zmwme | memc [T

2 | PmeE | meme o

s | Pmeec e [T
PVC True Union Ball Check Valve Cartridges
(Regular Style)

Size EPDM Viton® i | Mstr | Disc

172 2 2z 1| 10 | 299

we | mew [ mer |

- REE

1-1/4 222 z2 1| 4 |20

14172 220015 23015 1| 4 |20
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e | e | mem o
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CPVC True Union Ball Check Valve Cartridges
(Regular Style)

Size EPDM Viton® i | Mstr | Disc
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SPEARS Thermoplastic Valves
J True Union 2000 Industrial Ball Check Valves

Pressure Rating @ 73°F (23°C), Water
4

12" - 235 psi All Valves assembled with Silicone-Free,
6"-8" 150 psi Water Soluble Lubricant

All Flanged 150 psi Contact Spears® for Pricing & Availability

Service Temp on Custom Elastomer Seals
PVC = 140°F (60°C) See Ball Valve Accessories & Repair Kits Section
CPVC =200°F (93°C) for Additional Options and Features
Temp [Pressure De-ratings Apply
Rated for Vacuum Service

Socket Style

General Installation Information: Ball check valves may be installed in either horizontal or vertical position. A minimum of ten (10) pipe diameters' distance maintained from any pump or other source of turbulence.
Check valves MUST be installed with the valve's FLOW arrow pointing in the direction of flow.

PVC Industrial PVC Industrial
. . Std | Mstr | Disc . . Std | Mstr | Disc
Size | EPDM Viton® ok | Pk | GCode ‘ Size | EPDM Viton® |Pk Pk | Code
Socket & Threaded Ends Spigot Ends
N ol -+ R R Y T B -5 B R K
7 -4 A ) 7 v ol I A R K
CO 7 7S I ) T A R K
4529-012 4539-012 4527012 4537-012
1-1/4 110.88 124.45 1|12 |604 1-1/4 110.88 124.45 112|604
R R R T P+ S K
4529-020 4539-020 4527-020 4537-020
2 173.87 193.33 18 [604 2 173.87 193.33 18 |604
Socket Ends 4527-025 4537-025
x - 2112 421.53 448.95 L
2-1/2 4522025 4532-025 1 | o [eos
- 421.53 448.95 3 4527-030 4537-030 1 o | 605
4522-030 4532-030 477.31 602.66
3 1| 0 |605
536.45 601.33 4 4527-040 4537-040 1 | o |eos
790.71 833.07
4 4522-040 4532-040 1 | o |eos : :
790.71 833.07 6 4527-060 4537-060 1 o | 558
6 4522-060 4532-060 1 1 o |sss 1554.91 1723.26
1554.91 1723.26 Flanged Ends
4522-080 4532-080 4523-005 4533-005
8 2072.19 2297.00 110|589 1/2 75.49 94.74 1] 8 |604
8" Venturied valves are 6" ball check valves fitted with 6x8 end connector adapters. 3/4 4523-007 4533-007 5 | o | 604
Threaded Ends 525,070 3533010
2.1/2 4521-025 4531-025 1 | o [eo0s 1 108.21 132.21 5 | 0 |604
421.53 448.95 4523012 4533012
4521-030 4531-030 1-1/4 g : 2 | 0 |604
3 1| 0 |605 133.84 173.01
539.89 605.59 4523015 4533015
4 4521-040 4531-040 1 | o le0s 1-1/2 - . 3 | 0 |604
790.74 833.07 184.68 200.72
6 4521060 4531060 T o |58 2 4525020 preety 2 | o | 604
1554.91 1723.26 4523-025 4533-025
SR Threaded Ends 2-1/2 539.96 628.80 1|0 |605
1/2 452;;0(?35$R 453;;040153R 1 18 | 604 3 4322_230 4233_230 ] o | 6os
e || e e g | | e
| | L[] e T s [ se o e
TN i R KNI S S SR
1-1/2 452113'2 LSSSR 45?;1'3 gSR 1 8 | 604 8" Venturied valves are 6" ball check valves fitted with 6x8 end connector adapters.
2 4521-020SR 4531-020SR 1 | s |eoa CPVC Industrial
182.85 202.32 - : Std | Mstr | Disc
2112 4521-0255R 4531-025SR T 1 o leos ‘ Size | EPDM Viton® Pk | Pk Code|
444.50 471.94 Socket & Threaded Ends
3| MGve | “unee | 1|0 es| [qp [ 420sc [ 45wt [ g | aos
4521-040SR 4531-040SR N v
4 817.52 859.90 110|605 3/4 aozorc O 1 | 18 | 608
4521-060SR 4531-060SR
6 1| 0 |s58 4529-010C 4539-010C
1599.30 1769.16 1 M1.77 12417 1| 18 | 606
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